
A space saving motorized 

wheel balancer with high-end 

balancing capabilities; with 

accuracy and repeatability. 

Built into a proven robust and 

extremely reliable design. 

Great for small garages, 

mobile transport, race track 

use or as a backup balancer. 

www.cemb-usa.com 
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DIMENSIONS CONTACT

Because of continuing technological 
advancements, specifications, models and 

options are subject to change without notice.

CEMB USA  -  BL Systems Inc.
2873 Ramsey Road, Gainesville, GA 30501
(678) 717-1050  -  sales@cemb-usa.com

www.cemb-usa.com

WWW.CEMB-USA.COM

Power Supply: 110V
Wheel Clamping Type: Manual
Max. Rim Diameter: 30” (765 mm)
Max. Rim Width:  20” (510 mm)
Max. Tire Diameter: 36” (914 mm)
Max. Wheel Weight: 165 lbs. (75 kg)
Shipping Weight:  280 lbs. (118 kg)

Multi-Function 
LED Display
Accurate with simple to 
use interface.

Automatic 2D 
Inner Data Arm
Features direct weight 
placement.

Quick Clamping 
Wing Nut
Supplied standard.

Fast 5-second
Cycle Time
With simple and accurate 
tape-on weight placement.

EZ9

Foot Pedal Brake
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