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BUILDING PRODUCTS PROGRAM 
  
  
Class: Roofing Underlayment 
  
Customer: GT International Distributions Co. Ltd. 
Location: Vancouver, BC 
  
Listing No. B1076-1 
Effective 
Date: 

December 3, 2014 

Last Revised: N/A 
Expires: N/A 
  
Product:  GuardMax Roofing Synthetic Underlayment for use as secondary protection under 

roof coverings. 
 

Model 
Description 

Standard Width Standard Length Weight 

GM-110 48 inches 
(1.22 m) 

200 ft 
(76.20 m) 

2.2 lbs/100 ft2 

(108 g/m2) 
 

  
Website: www.gtiventuresgroup.com 
  
Standard: CSA A123.3 “Asphalt Saturated Organic Roofing Felt”. 

CAN/ULC S107 “Methods of Fire Tests of Roof Coverings”. 
  
Ratings: 
 
 
 
 
 
 

GuardMax GM-110 product complies with the following specifications:  
 

PRODUCT TEST METHOD CLASSIFICATION 

GM-110 
CSA A123.31

 
Type 2 

 
 

Assembly 1: 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Class A Rated Fire Classified Roof Assembly per CAN/ULC S107  
(No Slope Limitation) 
 

SHEATHING UNDERLAYMENT(s) ROOF COVERING(s) 
Minimum 15/32’’ 

Exposure 1  
Plywood  

 

Minimum Single Layer 
GuardMax GM-110, 

mechanically secured. 

3 Tab Asphalt Shingle2 with 
each course overlapped to 
leave 5 ½ inch (140 cm) 

exposure and fastened per the 
applicable code. 

 
Note 1: CSA A123.3 outlines specifications for asphalt-impregnated organic felt 
materials.  GuardMax GM-110 was tested and found to comply with the performance 
specifications of CSA A123.3. 
 
Note 2: 3 Tab Asphalt Shingles must comply with ASTM D225 or ASTM D3462, and 
be listed Class A for roof fire classification per ASTM E108 or CAN/ULC S107 by an 
approved agency. 
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Label: Product units are marked with the following information:   
 

1. Manufacturer’s Name 
2. Product Name 
3. City and country of manufacture 
4. Month and Year of Manufacture  
5. QAI logo with the “C” identifier 
6. QAI Listing number B1076-1 
7. Standard: CSA A123.3; CAN/ULC S107 
8. Classification: Type 2 

    
The materials, products or systems listed herein have been qualified to bear the QAI Listing Mark under 
the conditions stated with each Listing. Only those products bearing the QAI Listing Mark are considered to 
be listed by QAI. 

No warrantee is expressed or implied, and no guarantee is provided that any jurisdictional authority will 
accept the Listing found herein. The appropriate authorities should be contacted regarding the acceptability 
of any given Listing. 

Visit the QAI Online Listing Directory located at www.qai.org for the most up to date version of this Listing 
and to validate that this QAI Listing is active. 

Questions regarding this listing may be directed to info@qai.org. Please include the listing number in the 
request. 

*** 
 


