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PARTS LIST

DESCRIPTIONPART NUMBERQTYITEM

11' Walk PostES-5123121

Short KickboardES-529322

Base RingES-SR01123

11' Short HandrailES-518344

12 Intermediate HandrailES-5290125

12 KickboardES-5292126

12' Intermediate DeckES-5270127

11' Entry Post RightES-514318

11' Entry Post LeftES-514419

1.5" Round HandrailES-51931210
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ES51200 12’ Walkaround Instructions

• Assemble and bend the 12 Base Ring sections to form a ring approximately

150” in Diameter.

• Place the Base Ring on the bin roof and center around the fill lid.

• Choose one of the base ring splices and center it on the roof panel that runs

up the center of the roof ladder.

• Drill and bolt the base ring to the bin roof ribs in a minimum of 12 locations

(try for 1 to 2 bolts per section) Use the distance from existing bolt holes in

roof as a gauge to determine concentric placement around the roof.

• Tighten all splices on the base ring once it is fastened to the roof.

• Attach and finger tighten all posts to the base using the lowest possible

hole combination that will work for the bin roof you are working with. The

goal is to have the decks rest as level as possible against the bin roof.

• Assemble decks in groups of 2, carry them up the roof and bolt them to the

posts using the bottom of the pair of holes that align with the decks in a

level position.

• Attach the right and left entry posts between the two posts that center

over the roof ladder.

• Attach the short hand rails and short intermediate rails, and short toe kicks.

Plumb the posts with a level and tighten all connections.

• Attach the remaining toe kicks

• Attach the remaining intermediate rails

• Attach the remaining handrails.

• Plumb and tighten all connections.

• Tighten the post to base ring connections.

• Tighten Deck Splices.

• Using a TEK Screw fasten each deck to the roof at the inside deck lip.
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