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2020: 161,416,435
2019: 146,605,438
2018: 143,453,436
2017: 151,098,256
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Participate in the quarterly survey…

Moisture‐related issues with concrete roof decks
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Professional Roofing
February 2022

Link

NRCA recommends designers specify an adhered vapor retarder…
but isn’t adhesion of the vapor retarder still a concern?
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Vapor retarder adhesion testing
Moisture‐related issues with concrete roof decks

What we tested…
Vapor retarder adhesion testing

• 2‐ply asphalt BUR membrane

• Manufacturer A‐SA vapor retarder

• Manufacturer B‐SA vapor retarder

• Manufacturer C‐SA vapor retarder

• Manufacturer D‐SA vapor retarder
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28‐day cure

Sample conditioning
After vapor retarder application; 28 days after concrete placement

• Conditioned for 60‐days

• One set of each at standard laboratory  conditions

• Other set of each at a 30 F temperature differential

– The temperature differential creates an upward 
vapor pressure drive
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Test results
Vapor retarder adhesion

DifferenceTested pull resistanceSample

Percent 
differential

DifferentialVapor drive
60‐day conditioning

(Average of 5 specimens)

Lab. conditions
60‐day conditioning

(Average of 5 specimens)

‐41%‐588 psf833 psf1,421 psf2‐ply built‐up membrane

‐16%‐123 psf645 psf768 psfManufacturer 1‐SA VR

‐4%‐13 psf318 psf331 psfManufacturer 2‐SA VR

+15%+172 psf1,311 psf1,139 psfManufacturer 3‐SA VR

‐50%‐708 psf707 psf1,415 psfManufacturer 4‐SA VR
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Conclusions
Vapor retarder adhesion

• Results vary

• For 4 of 5 samples, vapor drive conditioning resulted in 
lower values, but Manufacture 3‐SA VR is higher

• All results greater than 90 psf (i.e., FM 1‐90)

Recommendations
Vapor retarder adhesion

• Designers should specify vapor retarders after considering 
vapor retarder adhesion both at the time of application and in‐
service.

• Manufacturers should incorporate some form of vapor drive 
conditioning assessment in their product development and 
assessment, and make that information available to specifiers.

• The vapor drive conditioning used in this testing is one possible 
assessment method.
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Professional Roofing
March 2023

Link

Synthetic underlayment
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ASTM D8257, “Standard Specification 
for Mechanically Attached Polymeric 
Roof Underlayment Used in Steep 
Slope Roofing”

Published in December 2020
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Some synthetic underlayments are vapor 
retarders, while others are vapor “open”

Measurement of a vapor retarder’s effectiveness
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IIBEC (formerly RCI) Interface
December 2011

Link

ASTM E96, “Standard Test Methods for 
Gravimetric Determination of Water 
Vapor Transmission Rate of Materials”
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ASTM E96 Procedure A results
NRCA permeance testing of asphalt shingle roof assemblies

Water vapor permeance (Perms)Sample

1.47/16” OSB sheathing

0.915/32” CDX plywood sheathing

ASTM E96 Procedure A results ‐‐ continued
NRCA permeance testing of asphalt shingle roof assemblies

Water vapor permeance (Perms)Sample

0.02Non‐breathable synthetic underlayment

0.5Breathable synthetic underlayment
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ASTM E96 Procedure A results ‐‐ continued
NRCA permeance testing of asphalt shingle roof assemblies

Water vapor permeance (Perms)Sample

0.03Non‐breathable synthetic underlayment
over 7/16” OSB sheathing

0.05Non‐breathable synthetic underlayment
over 15/32” CDX plywood sheathing

0.50Breathable synthetic underlayment
over 7/16” OSB sheathing

0.22Breathable synthetic underlayment
over 15/32” CDX plywood sheathing

ASTM E96 Procedure A results ‐‐ continued
NRCA permeance testing of asphalt shingle roof assemblies

Water vapor permeance (Perms)Sample

0.05
Laminated asphalt shingle over 

non‐breathable synthetic underlayment
over 7/16” OSB sheathing

0.04
Laminated asphalt shingle over 

non‐breathable synthetic underlayment
over 15/32” CDX plywood sheathing

0.40
Laminated asphalt shingle over

breathable synthetic underlayment
over 7/16” OSB sheathing

0.09
Laminated asphalt shingle over

breathable synthetic underlayment
over 15/32” CDX plywood sheathing
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ASTM E96 Procedure A results ‐‐ continued
NRCA permeance testing of asphalt shingle roof assemblies

Water vapor permeance (Perms)Sample

0.05

0.10 with nail

Laminated asphalt shingle over 
non‐breathable synthetic underlayment

over 7/16” OSB sheathing

0.04

0.10 with nail

Laminated asphalt shingle over 
non‐breathable synthetic underlayment
over 15/32” CDX plywood sheathing

0.40

0.50 with nail

Laminated asphalt shingle over
breathable synthetic underlayment

over 7/16” OSB sheathing

0.09

0.18 with nail

Laminated asphalt shingle over
breathable synthetic underlayment
over 15/32” CDX plywood sheathing

“Preliminary” conclusions
NRCA permeance testing of asphalt shingle roof assemblies

• There is a potential for condensation development at the roof 
deck level when using synthetic underlayment

• Functional below‐deck ventilation is (even more) important 
for mitigating condensation development at the roof deck 
level when using synthetic underlayment
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MRCA/NRCA ignition temperature research

1953
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Some known roof application temperatures

Mopping bitumen:

• EVT:  375 F to 455 F (typ.)

• Flash point:  525 F (min.)

Hot‐air welding:

• Equipment settings up to 600 C (1,112 F)

Torch application:

• Blue flame:  3,596 F

• Yellow/orange flame:  1,800 F

ASTM D1929, “Standard Test 
Method for Determining Ignition 
Temperature of Plastics”
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ASTM D1929 results
Test resultSample

865 FExtruded polystyrene

865 FHD polyiso with glass facer

875 FWood fiberboard

895 FPolyiso with coated glass facer

905 FPerlite board

910 FExpanded polystyrene

920 FPolyiso with cellulose/glass facer

965 FCellular glass with facer

1,040 FMineral fiber board

Greater than 1,740 FGypsum‐fiber board

Greater than 1,740 FGypsum board with coated fiberglass facer

Greater than 1,740 FCellular glass (no facer)

Recommendations

• When hot‐air welding or torching roofing products, realize 
the relative differences in ignition temperatures of various 
insulation substrates

• Share this information/concept with field workers
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Field uplift testing
ASTM E907 or FM 1‐52

NRCA Industry Issue Update
June 2015

Link
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Professional Roofing
December/January 2022‐23

Link

“…NRCA is participating in this 
interlaboratory study program...”

In the ASTM ILS, two‐thirds of the FM 1‐90 specimens tested 
“failed” the field uplift test below the 90 psf test level.

Field uplift test results did not correlate with FM Approvals’ 
classification; field uplift testing showed lower results.
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Watch for more information on this after the 
June ASTM Committee D08 meeting…

Revisions to PIMA’s QualityMarkCM program
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Link
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Recommendations

• Watch for updates to PIMA’s Quarterly Conformance Report

• Consider asking polyiso. manufacturers to certify their current
compliance

New gutter testing requirements
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ANSI/SPRI GT‐1, “Test Standard 
for Gutter Systems”

Link

SPRI Test G‐1 (Outward load)

SPRI Test G‐1 (Upward load)
SPRI Test G‐3 (Downward load)
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International Building Code, 
2021 Edition

Link
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NRCA has completed GT‐1 testing of gutters and just 
launched GT‐1 certification programs as companions to 
our UL Solutions and Intertek certification programs for 

shop‐fabricated edge metal 

Contact Andrea Khalil at NRCA for more information
akhalil@nrca.net

Contractor‐reported problems…
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Questions… and other topics

Mark S. Graham
Vice President, Technical Services
National Roofing Contractors Association
10255 West Higgins Road, 600
Rosemont, Illinois  60018‐5607

(847) 299‐9070
mgraham@nrca.net
www.nrca.net

Personal website:  
www.MarkGrahamNRCA.com
LinkedIn:  linkedin.com/in/MarkGrahamNRCA
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