needed to keep the bottom from falling out
when it is picked up. To turn the outside,
Todd makes a jam chuck from a cylinder of
wood. A tenon is turned on the end to match
the diameter of the hole in the block of wood.
If the fit is slightly loose, Todd glues it on
using beeswax. The beeswax is applied to the
tenon and the box is jammed on with the lathe
spinning. This melts the wax which freezes as
soon as the block is turned loose. The block is
then turned down to a wall thickness of-1/4"
using a bowl gouge. Since the grain runs
through the side of wood, this is more like
bowl turning rather than spindle turning.
After the shape is suitable, Todd adds details
to the top, rim, and/or sides of the piece. If a
little tearout is present on the box, a detail can
be added to hide or remove it. The bottom of
the box is then undercut so that there's
enough of the brass bottom to grab for
removal. Todd also rolls the bottom edge
over to add a shadow at the base. After
sanding, the piece is finished with Craftlac
Melamine or urethane oil if the grain needs to
be brought out. For very tight grained woods,
he finishes up with Hut wax polished to a high
shine.
The refrigerator magnets start out as a flat
square of wood -1/2" thick and whatever
dimension is required to cover the magnet.
The bottom of the wood is sanded flat and
double sided carpet tape(3M) is stuck onto the
bottom. To hold the piece in the lathe, Todd
uses a cylinder, held in a chuck or faceplate,
with a tenon turned on the end which is a
smaller diameter than the finished turning is
supposed to be. The piece is then stuck to the
tenon and the tailstock, with a flat center, is
brought up to hold the piece firmly while it is
being turned concentric. After the piece is
trued up, Todd removes the tailstock, rounds
over the top, and adds detail to the piece.
There's no limit on what can be done to the
top to enhance the turning. Rock cabochons
or a contrasting wood can be inserted into a
hollow on the top. The inset wood could be a
piece of end grain with chatter marks turned

onto it; or the top could be domed or
hollowed and flutes could be carved into it.
The piece is then finished just like the staihp
box . There is no recess turned for the
magnet. It is simply glued onto the wood
using cyanoacrylate glue. This leaves enough
room for your fingers to get a grip on the
piece when it's stuck to the refiigerator.
Great show, Todd 1!
G.A.R.
Educational Opportunity Grant - AAW:
The deadline for the AAW Educational
Opportunity Grant has been extended to
January 10th, 1995 since only two people had
applied for the ten grants available. If you are
interested, see the application form in the
back of the September issue of The American
Woodturner.
Classified:
Log/lumber sealer, H.S.S. tool blanks, nonloading stearate sandpaper: Contact Jamie
Wilkinson, Woodtuimers Supply, P.O.Box
237, Hendersonville, TN 31011-21, (615)824^
833 iv,;
Urban Forest Recycler: Collects Canbbean
basin hardwoods. Twenty-three species on
hand including Cuban Mahogany. Roughsawn, air-dried, or green. Contact Mark Butler
at (305)664-2924.
Free Services: One of the services which the TAW offers is
free classified adds for our members. If you have something
you wish to sell or trade, contact Gary Rimyon so it can be
placed in our newsletter. If you just furnish the information,
we will write it up for you!
FOR ADDS, QUESTIONS, OR TO SUBMIT
ARTICLES/PHOTO'S SEND TO:
GARY RUNYON
1051 RIVER RD.
MURFREESBORO, TN 37129
(615)641-4424 or 895-1657
77ie Tennessee Association of Woodturners is a notfor profit
organization formed to promote and encourage the art of
woodtuming aruJ in doing so, promote and encourage the
craft of woodtuming in general. Membership is open to any
individual and includes a subscription to the monthly
newsletter. Address inquiries to TAW, 635 Oakley Dr.,
Nashville, TN 37220. Meetings are held monthly on the first
Tuesday of each month at 7:00pm. Meeting locations are
listed each month in the monthly Newsletter. Annual dues
are $25.00.

needed to keep the bottom from falling out
when it is picked up. To turn the outside,
Todd makes a jam chuck from a cylinder of
wood. A tenon is turned on the end to match
the diameter of the hole in the block of wood.
If the fit is slightly loose, Todd glues it on
using beeswax. The beeswax is applied to the
tenon and the box is jammed on with the lathe
spinning. This melts the wax which freezes as
soon as the block is turned loose. The block is
then turned down to a wall thickness of-1/4"
using a bowl gouge. Since the grain runs
through the side of wood, this is more like
bow! Uiming rather than spindle turning.
After the shape is suitable, Todd adds details
to the top, rim, and/or sides of the piece. If a
little tearout is present on the box, a detail can
be added to hide or remove it. The bottom of
the box is then undercut so that there's
enough of the brass bottom to grab for
removal. Todd also rolls the bottom edge
over to add a shadow at the base. After
sanding, the piece is finished with Craftlac
Melamine or urethane oil if the grain needs to
be brought out. For very tight grained woods,
he finishes up with Hut wax polished to a high
shine.
The refrigerator magnets start out as a flat
square of wood -1/2" thick and whatever
dimension is required to cover the magnet.
The bottom of the wood is sanded flat and
double sided carpet tape(3M) is stuck onto the
bottom. To hold the piece in the lathe, Todd
uses a cylinder, held in a chuck or faceplate,
with a tenon turned on the end which is a
smaller diameter than the finished turning is
supposed to be. The piece is then stuck to the
tenon and the tailstock, with a flat center, is
brought up to hold the piece firmly while it is
being turned concentric. After the piece is
trued up, Todd removes the tailstock, rounds
over the top, and adds detail to the piece.
There's no limit on what can be done to the
top to enhance the turning. Rock cabochons
or a contrasting wood can be inserted into a
hollow on the top. The inset wood could be a
piece of end grain with chatter marks turned

onto it; or the top could be domed or
hollowed and flutes could be carved into it.
The piece is then finished just like the stamp
box . There is no recess turned for the
magnet. It is simply glued onto the wood
using cyanoacrylate glue. This leaves enough
room for your fingers to get a grip on the
piece when it's stuck to the refrigerator.
Great show, Todd!!
G.A.R.
Educational Opportunity Grant - AAW:
The deadline for the AAW Educational
Opportunity Grant has been extended to
January 10th, 1995 since only two people had
applied for the ten grants available. If you are
interested, see the application form in the
back of the September issue of The American
Woodturner.
Classified:
Log/lumber sealer, H.S.S. tool blanks, nonloading stearate sandpaper: Contact Jamie
Wilkinson, Woodtumers Supply, P.O.Box
237, Hendersonville, TN 31011-31, (615)8248331.
Urban Forest Recycler: Collects Caribbean
basin hardwoods. Twenty-three species on
hand including Cuban Mahogany. Roughsawn, air-dried, or green. Contact Mark Butler
at (305)664-2924.
Free Services: One of the services which the TAW oners is
free classified adds for our members. If you have something
you wish to sell or trade, contact Gary Runyon so it can be
placed in our newsletter. If you just furnish the information,
we will write it up for you!
FOR ADDS, QUESTIONS, OR TO SUBMIT
ARTICLES/PHOTO'S SEND TO:
GARY RUNYON
1051 RIVER RD.
MURFREESBORO, TN 37129
(615)641-4424 or 895-1657
The Tennessee Association of Woodturners is a not for profit
organization formed to promote and encourage the art of
woodtuming and in doing so, promote and encourage the
craft of woodtuming in general. Membership is open to any
individual and includes a subscription to the monthly
newsletter. Address inquiries to TAW, 635 Oakley Dr.,
Nashville, TN 37220. Meetings are held monthly on the first
Tuesday of each month at 7:00pm. Meeting locations are
listed each month in the monthly Newsletter. Annual dues
are $25.00.

