CONSTRUCTION DETAIL DRAWING
Fox Blocks ICF Wall Systems

HORIZONTAL AND VERTICAL REBAR
DESIGNED BY ENGINEER
OF RECORD

EXTerior FINISH MATERIAL

Drip FLASHING

Galv. Spiral Nails, Bolts
or Screws in Staggered
Pattern to Attach Rough
Buck to Concrete (Typical)

Door Unit Flush w/ Exterior
Note: Door Will Not Open
Beyond 90 Degrees

For lintel reinforcement
See the IRC/IBC
Codes & Tables or Consult
W/ Engineer of Record

1/2" (Min) GYP. BOARD
(15 MINUTE THERMAL BARRIER)

2 x Door Buck

Door Jamb Finished w/
1/2" GYP. BOARD

Base Board

Floor Joist

Anchor Bolts Beyond

Fox Block Insulating
Concrete Form (ICF)
4", 6" or 8"

Note: Seal or Flash
All Joint Connections
Within & Adjacent to
the Buck Assembly

Door Head & Sill with Wood Buck
Not to Scale

Title: DOOR HEAD & SILL WITH WOOD BUCK

Date: 08/27/07

Drawing: FOX-669

This drawing is only to be used as a reference. The user shall check to ensure the drawing meets local building codes and construction practices by consulting local building professionals and officials. Changes to the drawing may be made by Fox Blocks without notice and assumes no liability in connection with the use of this drawing including modifications, copying, or distribution.