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Southeast Asia Selected Products R
ange

A star, a distinction, a prom
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 an extensive portfolio 

and benefit from
 high-quality com

ponents at 
particularly attractive prices
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Air
Preparation

Your w
orld of 

autom
ation

starts here

O
ur goal is to m

ake you m
ore productive. From

 actuators to accessories for factory autom
ation as w

ell as 
process autom

ation - you can reduce procurem
ent com

plexity for both the electric and pneum
atic control 

chain.

At the sam
e tim

e, w
e w

ork consistently on our production and delivery capacities w
orldw

ide to ensure that 

Southeast Asia 
selected product 
range

Custom
er solutions

Com
plete product range

You are looking for cost-effective autom
ation?

You need short delivery tim
es?

W
e deliver large quantities fast and w

orldw
ide.
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Controls

6

Term
inal CPX

PLC/M
otion + Pneum

atics
W

ords 1
st  H

ybrid Controller
Supported Fieldbus system

M
odular Rem

ote Electric I/O
 system

 &
 

Pneum
atics valve term

inal for Easy 
connection &

 D
iagnostics

CPX-M
PA for Low

 
flow

 &
 H

igh-density 
connection

CPX-VTSA for H
igh 

Flow
 &

 H
igh 

Availability

D
istributed R

em
ote I/O

Supported Fieldbus

Robust IP68/67 D
igital &

Analog I/O
 m

odule

VTU
G

/M
PAL valve Term

inals

CPX-AP-I : Keep your
control closer to the
process

IO
-Link M

aster for
Field connection

Term
inal CPX

•  Com
prehensive function integration w

ith technology
    m

odules
•  Installation variants: 
 

•  Stand-alone as rem
ote I/O

 
•  W

ith valve term
inal VTSA-F

 
•  W

ith valve term
inal VTSA

 
•  W

ith valve term
inal M

PA-L
 

•  W
ith valve term

inal M
PA-S

•  I/O
 m

odules: 
 

•  D
igital

 
•  Analogue

•  O
ptional CO

D
ESYS controller

N
EB

U
VTSA

M
PA-L

M
PA-S

PLC/M
otion/R

obotic Controller CPX-E

•  CPX-E is a high-perform
ance controller for

    autom
ation solutions focusing prim

arily on m
otion &

    robotic controls
•  The follow

ing m
odules are available:

 
•  PLC/M

otion/Robotic Controller
 

•  B
us m

odules
 

•  Input/output m
odules

     •  IO
-Link m

aster m
odules

     •  Encoder M
odule

CM
M

T-AS
EM

M
B

-AS
CM

M
T-ST

EM
M

S-ST
CPX-AP-I

VTU
G

Frequently bought together

Frequently bought together
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Pressure sensors SPAN

Precise pressure 
is m

onitored in 
production line

• 
Easy installation by quick 
connector and L1 plug connector or 
M

8 electrical adapters.

Q
S

SASC
N

EB
U

N
EB

S

SPAN
• 

Com
pact design 30x30m

m
 w

ith IP40 
protection.

• 
13 pressure m

easuring ranges (w
ith 

vacuum
).

• 
Various sw

itching functions.
• 

D
igital (PN

P/N
PN

, N
O

/N
C) or 

Analogue outputs (0…
10V, 4…

20m
A).

• 
Serial com

m
unication intergrated 

using IO
-Link 1.1.

SACC
• 

Safety guard.

SPAN
-B

• 
B

est fit for basic application.

• 
Com

pact design 30 x 30 m
m

 w
ith IP40.

• 
3 pressure m

easuring ranges -1 to 10 
bar.

• 
1 sw

itchable digital electrical output, 
PN

P/N
PN

, N
O

/N
C.

• 
Cu, ZN

, N
i-free.

N
EW

SM
AH

• 
Front panel + w

all m
ounting kit.

R
em

ote I/O
 system

 CPX-E

•  Reliable &
 cost effective rem

ote I/O
 system

•  M
ulti protocol support

•  I/O
 m

odule: analogue/digital
•  IO

-Link m
aster

•  Encoder M
odule

N
EB

U

D
istributed R

em
ote I/O

 system
 CPX-AP-I

•  IP65/IP67 Rem
ote I/O

 system
 brings input/output

    controls closer to equipm
ent or process, no

    electrical panel is needed to m
ount CPX-AP-I

    m
odules.

•  Cost effective rem
ote I/O

 system
•  M

ulti protocol realtim
e connection

•  I/O
 m

odule: Analogue/D
igital

•  IO
-Link m

aster
•  Pneum

atic valve interface on highspeed realtim
e

    Synchronized AP bus

N
EB

C
VTU

G

Frequently bought together

Frequently bought together
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Pressure sensors SPAN

•
  C

o
m

p
a

c
t d

e
s

ig
n

 3
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 m
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h
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t d
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 m
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lta

g
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•
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 S
w
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u

tp
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t P
N

P
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 N
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N
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O
/
N

C
 s

e
le

c
ta

b
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c
tric
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l o
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tp
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 V

, 1
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 V
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 ... 2
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n
e

u
m
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 c
o

n
n

e
c
tio

n
 G

1
/
8

, R
1

/
8

, N
P

T
1

/
8

, M
5

,

    p
u

s
h

-in
 c

o
n

n
e

c
to

r 4
 m

m
,

•
  P

re
s

s
u

re
/
v

a
c
u

u
m

 s
w

itc
h

e
s

N
E

B
U

Q
S

N
P

Q
E
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Pressure sensors SPAN
-B

•
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 d
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 c
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 c
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 d
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 c
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 c
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i-fre
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l c
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 c
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N
E

B
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N
E

B
U

N
E

B
U

N
EB

U
Q

S
N

PQ
E

Pressure sensors SPAU

•  B
lue-red LCD

•  IP65 protection
•  Pressure m

easuring range -1 to 16 bar 
•  Voltage 20 ...30 V D

C
•  Sw

itching output 2x PN
P or 2x N

PN
 selectable

•  Electrical output 0.1 ... 10 V, 1 ... 5 V, 4 ... 20 m
A

•  Pneum
atic connection G

1/8, R1/8, R1/4, N
PT1/8,

    M
5, M

7, push-in connector 4 m
m

, 6 m
m

, 5/32"
•  Pressure sw

itch
•  Vacuum

 sw
itch

 Pressure sensors SD
E5

• 
Pressure m

easuring range  -1 ... 10 bar
• 

Voltage 15 ... 30 V D
C

• 
PN

P/N
PN

 digital output and 0…
10V analogue 

output available
• 

Pressure/vacuum
 sw

itches
• 

Sw
itch status display by a visible LED

• 
Freely program

m
able

PU
N

-H

Frequently bought together

Frequently bought together
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P
U

N
-H

N
E

B
U

Flow
 sensors SFAH

•
  E

C
O

 fu
n

c
tio

n
 w

ith
 o

p
tio

n
 to

 s
w

itc
h

 o
ff th

e
 d

is
p

la
y

•
  S

e
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l c
o

m
m

u
n

ic
a

tio
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te

g
ra

te
d
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s
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k

®
 1

.1

•
  F
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w

 m
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a
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u
rin

g
 ra

n
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e
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•

  0
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0
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 ... 0
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 l/
m
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•

  0
.0

1
 ... 0
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m
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•

  0
.0

2
 ... 1

 l/
m
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•

  0
.1

 ... 5
 l/

m
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•

  0
.2

 ... 1
0

 l/
m
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•

  1
 ... 5

0
 l/

m
in

 
•

  2
 ... 1

0
0

 l/
m

in

 
•

  4
 ... 2

0
0

 l/
m

in

•
  S

w
itc

h
in

g
 o

u
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u
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•

  IO
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k
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n
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u
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0
V
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  1
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•

  4
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0
m

A

S
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A
N

S
P

A
U

C
P

X
C

P
X

-E

Connecting cables N
EB

U

•
  S

m
o

o
th
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n

d
 h

a
rm

o
n

io
u

s
 fit a

n
d

 fu
n

c
tio

n
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  C

o
n

n
e

c
tin

g
 c

a
b

le
s
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r s

ta
n

d
a

rd
, d

ra
g

 c
h

a
in

 a
n

d

    ro
b

o
t a

p
p
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a

tio
n

s

•
  V

e
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n

s
 w
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 s

w
itc

h
in

g
 s
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tu

s
 d

is
p

la
y

•
  W

e
ld

in
g

 fie
ld

 im
m

u
n

e
 d

e
s

ig
n

s

•
  E

a
s

y
-to

-c
le

a
n

 d
e

s
ig

n
s

 a
p

p
ro

v
e

d
 fo

r u
s

e
 in

 th
e

 fo
o

d

    a
n

d
 p

a
c
k

a
g

in
g

 s
e

c
to

r

•
  C

a
b

le
 le

n
g

th
 0

.1
 …

 3
0

 m
 fre

e
ly

 s
e

le
c
ta

b
le
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Inductive sensors SIEN

•  Voltage 10 ... 34V D
C

•  Size 4 m
m

, M
5, 6.5 m

m
, M

8, M
12, M

18, M
30

•  PN
P, N

PN
•  Flush or non-flush m

ounting

N
EB

U

Frequently bought together

Frequently bought together

Position sensors SR
B

S

•  For sem
i-rotary drives D

RVS 6 ... 40 and D
SM

 8, 10, 12
•  Sw

itching outputs PN
P, N

PN
 and N

O
, N

C freely
    program

m
able

•  Electrical connection: M
8

•  Sensing range: 0 ... 270°

N
EB

U
D

RVS
D

SM
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Frequently bought together

Cylinder sw
itch SD

B
T-M

SX

•  The program
m

able proxim
ity sw

itch w
ith auto teach-in

•  Capacitive teach button
•  Autom

atic sw
itching point detection

•  Easier and faster installation, no precision adjustm
ent

    needed.
•  For T-Slot pneum

atic actuator
•  Program

m
able sw

itching output PN
P, N

PN
 and N

O
, N

C
•  IP65/68
•  Electrical connection M

8 or O
pen end 

•  10.....30V D
C

N
EB

U

Cylinder sw
itches SD

B
T-M

SB
 / SD

B
C-M

SB

•  B
asic cylinder sw

itches w
ith solid-state technology

•  B
est fit for basic application

•  For T slot &
 C slot pneum

atic actuator
•  Sw

itching outputs PN
P, N

PN
 and N

O
 option

    available
•  Electrical connection M

8,  open end cable
•  5 ... 30 V D

C

N
EB

U

Cylinder sw
itches SM

T-8M
, SM

T-10M

•  Cylinder sw
itches w

ith solid-state technology
•  For T slot &

 C slot pneum
atic actuator

•  Sw
itching outputs PN

P, N
PN

 and N
O

, N
C option 

available
•  Electrical connection M

8, M
12, open end cable

•  5 ... 30 V D
C

Frequently bought together

N
EB

U

M
ini slides D

G
ST

• 
All connections on one side.

• 
Sleeves for centring loads 
and attachm

ents.

• 
Proxim

ity sensors can be 
integrated.

• 
B

oth end-positions can be 
sensed from

 one side.

• 
Tw

o sensor slots for sensing.

• 
3 cushioning types:

    •  Elastic cushioning at both ends, w
ithout end-position 

adjustm
ent

    •  Elastic cushioning at both ends, non-adjustable, w
ith 

end-position adjustm
ent.

    •  Shock absorber at both ends, self-adjusting, w
ith 

end-position adjustm
ent .

    •  Precise end-position adjustm
ent is possible from

 one side.

Lifting 
application w

ith 
flexible m

ounting

U
sed in 

packaging line
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Frequently bought together

Frequently bought together

M
ini slides D

G
ST

•  D
iam

eter: 6-25 m
m

•  Stroke lengths: 10-200 m
m

•  Force: 25 ... 589 N
  

•  Cushioning variants:
 

•  B
asic integrated elastic cushioning w

ithout stroke
 

    adjustm
ent

 
•  Elastic polym

er cushioning elem
ents w

ith stroke
 

    adjustm
ent

 
•  H

ydraulic shock absorbers w
ith stroke adjustm

ent

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
SLinear drives D

G
C

•  G
uide variants: 

 
•  Standard design

 
•  Plain-bearing guide

 
•  Recirculating ball bearing guide

•  D
iam

eter: 8, 12, 18, 25, 32, 40, 50, 63 m
m

•  Stroke length: 1 ... 8500 m
m

•  Force: 30 ... 1870 N
•  Position sensing
•  Various cushioning options

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
SLinear drives D

G
C-K

•  1:1 interchangeable w
ith linear drive D

G
P

•  Com
pact design

•  N
o external guide, for sim

ple drive functions
•  D

iam
eter: 18, 25, 32, 40, 50, 63, 80 m

m
 

•  Stroke length: 1 ... 8500 m
m

 
•  Force: 153 ... 3016 N

 
•  Position sensing

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
S

Frequently bought together

Frequently bought together

G
uided drives D

FM

•  D
iam

eter 6, 10, 12, 16, 20, 25, 32, 40, 50, 63, 80, 100 m
m

•  Stroke length 5 ... 400 m
m

•  Force 51 ... 4712 N
•  Position sensing
•  Fixed/adjustable cushioning
•  Plain-bearing guide
•  Recirculating ball bearing guide
•  Variants available

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
SR
ound cylinders D

SN
U

•  Self-adjusting end-position cushioning
•  D

iam
eter: 8, 10, 12, 16, 20, 25 m

m
 (standard)

•  D
iam

eter: 32, 40, 50, 63 m
m

•  Stroke length: 1 ... 500 m
m

•  Force: 19 ... 1870 N
•  D

ouble-acting
•  Position sensing
•  Fixed/adjustable/self-adjusting cushioning
•  M

ounting flange

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
SStandard cylinders D

SB
C

•  The universal cylinder
•  Standard profile w

ith tw
o sensor slots

•  N
um

erous variants
•  D

iam
eter: 32, 40, 50, 63, 80, 100, 125 m

m
 

•  Stroke length: 1 ... 2800 m
m

 
•  Force: 483 ... 7363 N

 
•  D

ouble-acting 
•  Position sensing 
•  Fixed/adjustable/self-adjusting cushioning

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
S

Frequently bought together
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Short stroke cylinder AD
N

-S

•  Size : 6, 10, 12, 16, 20, 25, 32, 40, 50, 63m
m

•  Stroke length: 5, 10, 15, 20, 25, 30, 35,40, 45,50 m
m

•  M
ale and fem

ale thread
•  Space and w

eight saving
•  D

ouble-acting and single acting 
•  Copper and zinc free variant available

Frequently bought together

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
SSem

i-rotary drives D
R

VS

•  H
ousing protected against splash w

ater and dust
•  Size: 6, 8, 12, 16, 25, 32, 40 m

m
•  Torque: 0.15 ... 20 N

m
•  Sw

ivel angle: 90, 180, 270°
•  Position sensing
•  Fixed elastic cushioning elem

ents on both sides

Frequently bought together

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
SSem

i-rotary drives D
R

R
D

•  System
 product for handling and assem

bly
    technology
•  Size: 8, 10, 12, 16, 20, 25, 32, 35, 40, 50, 63 m

m
 

•  Torque: 0.2 ... 112 N
m

 
•  Sw

ivel angle: 0 ... 180° 
•  Position sensing 
•  Cushioning: elastic (P), hydraulic shock absorbers
•  Flanged shaft

Frequently bought together

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
S

Parallel grippers D
H

PC

•  Size 6, 10, 16, 20, 25, 32, 40
•  Stroke length 2 …

15 m
m

 per gripper jaw
•  Force: 3.9 …

388 N
 per gripper jaw

•  Position sensing
•  N

O
/ N

C  gripping
•  Standard and flat gripper finger design

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
S

Frequently bought together

Com
pact cylinders AD

N

•  Com
pact cylinder

•  D
iam

eter: 12, 16, 20 ,25, 32, 40, 50, 63, 80, 100, 125 m
m

•  Stroke length: 1... 500 m
m

  
•  Force: 68 ... 7363 N
•  D

ouble-acting / single acting
•  Position sensing
•  Fixed/self-adjusting cushioning
•  N

um
erous variants 

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
S

Frequently bought together

Com
pact round cylinders D

SN
U

-S

•  Com
pact round cylinder

•  D
iam

eter: 8, 12, 16, 20 ,25 m
m

•  Stroke length: 10 ... 200 m
m

  
•  Force: 30 ... 294 N
•  D

ouble-acting
•  Position sensing
•  Fixed/self-adjusting cushioning

SD
B

T-M
SB

G
RLA

PU
N

-H
N

PQ
E

VFO
E

Q
S

Frequently bought together
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Long stroke parallel gripper D
H

PL 

•  Size 10, 16, 20, 25, 32, 40           
•  Stroke perjaw

 : 10, 15, 25, 30, 35, 40, 50, 60, 80, 100
•  G

ripping force  : 21 ... 536 N
 

•  Rack and pinion design
•  D

ouble acting w
ith plain bearing guide

SD
B

T-M
SB

G
RLA

PU
N

-H
N
PQ

E
VFO

E
Q
S

Frequently bought together

Valve VU
VG

• 
H

ighest flow
-rate in the m

arket for M
5 &

 G
1/8

• 
Providing fast air delivery and efficiency

• 
H

assle-free w
ith captive screw

s 
w

hich help to reduce dow
ntim

e

• 
Fast sw

itching tim
e 

w
ith air-return spring

• 
B

etter visibility for 
im

proved safety

• 
D

efined com
pression 

w
ith built-in step

• 
M

ultiple m
anifold options 

for in-line and sub-base 
design options

• 
Light w

eight &
 high reliability 

spool giving safe operation

• 
For areas of applications 
w

here lim
ited m

ounting 
space is required

• 
B

igger m
anual override 

screw
 button w

ith m
ultiple 

accessory options

U
sed in textile 

m
achine for fast 

speed production 
of button hole

G
entle placem

ent 
of large m

etal 
sheets from

 a 
transport system

 
to a stack by 

m
ultiple cylinders
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Individual valves VU
VG

•  Connection: M
3, M

5, M
7, G

1/8, G
1/4

•  Push-in connector: 3, 4, 6, 8, 10 m
m

 
•  Flow

 rate: 90 ... 1380 l/m
in

•  Pressure range: -0.9 ... 10 bar
•  Tem

perature range: −
5 ... +60°C 

•  Voltage: 5, 12 24 V D
C

•  In-line valves, sem
i in-line valves, sub-base valves

•  Solenoid actuated, piloted
•  Pneum

atic and m
echanical spring return

Q
S

U
AM

TE
PU

N
-H

N
PQ

E

Plug-in valves VU
VG

•  Electrical linking via sub-base
•  Port: M

5, M
7, G

1/8, G
1/4

•  Push-in connector: 3, 4, 6, 8 m
m

 
•  Flow

 rate: 130 ... 1200 l/m
in

•  Voltage: 24 V D
C

•  Sem
i in-line valves, sub-base valves

•  Solenoid actuated, piloted 
•  Pneum

atic and m
echanical spring return

Q
S

U
AM

TE
PU

N
-H

N
PQ

E

Frequently bought together

Individual valves VU
VS

•  Port G
1/8, G

1/4, G
3/8

•  Flow
 rate 500 - 2400 l/m

in
•  Pressure range 1.5 ... 8 bar
•  Tem

perature range −
5 ... +50°C

•  Voltage 12,24 VD
C. 24,110, 230 VAC

•  In-line valve , m
anifold  

•  Electrically actuated, piloted
•  Pneum

atic and m
echanical spring return

Q
S

U
AM

TE
PU

N
-H

N
PQ

E

Frequently bought together

Frequently bought together

M
anually operated valves VH

EF

•  Valve function 3/2, 5/2, 5/3
•  G

 1/8, G
 1/4 connection

•  Selector sw
itch, finger level, hand lever, toggle 

    ever, push-button
•  D

irectly/ Indirect actuated
•  Vacuum

 operation possible
•  Flow

 rate 650 - 1200 l/m
in

Frequently bought together

Q
S

U
AM

TE
PU

N
-H

N
PQ

E

M
echanically actuated valves VM

EF

•  Valve function 3/2, 5/2
•  G

 1/8, G
 1/4 connection

•  Toggle lever, Roller, Stem
•  D

irectly actuated, pneum
atic piloted

•  Vacuum
 operation possible

•  Flow
 rate 750 - 1200 l/m

in

Frequently bought together

Q
S

U
AM

TE
PU

N
-H

N
PQ

E
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Vacuum
 generators VN

•  Com
pact vacuum

 suction nozzle for decentralised,
    m

aintenance-free vacuum
 generation w

ith m
ore

    variants
•  N

om
inal size: 0.45 to 3 m

m
•  Connection:
 

•  Plug connector Q
S4, Q

S6, Q
S8, Q

S10, Q
S12

 
•  Thread M

5, G
1/8, G

1/4, G
3/8

•  Standard: 
 

•  Vacuum
 port 90° to supply port

•  Inline: 
 

•  Vacuum
 port in line w

ith supply port
•  Solenoid valve, vacuum

 O
N

/O
FF

•  Pneum
atic ejector pulse valve or Integrated vacuum

    sw
itch.

PU
N

-H
U

AM
TE

Frequently bought together

VAS

Vacuum
 generators O

VEL

•  M
ounting on supply m

anifold w
ith m

ax. 8 spaces
•  N

om
inal size: 0.45 ... 0.95 m

m
•  Connection: 
 

•  Push-in connector Q
S3, Q

S4, Q
S6

•  Vacuum
 solenoid valve O

N
/O

FF
•  O

ptional w
ith ejector pulse

•  Integrated vacuum
 sensor

PU
N

-H
U

AM
TE

VAS

Frequently bought together

Individual valves VSVA

•  Flow
 rate: 400 ... 1400 l/m

in
•  Voltage: 12, 24 V D

C; 24, 110 or 230 V AC
•  Sub-base valve
•  Solenoid actuated, piloted
•  Sub-bases

Q
S

U
AM

TE
PU

N
-H

N
PQ

E

Frequently bought together

Individual valves VSN
C

•  All solenoid coils can be used on an arm
ature tube

•  Connection: G
¼

, N
PT

¼

•  Flow
 rate: 900 ... 1000 l/m

in
•  Voltage: 12, 24, 48 V D

C, 24, 48, 120, 230 V AC
•  N

AM
U

R port pattern to VD
E/VD

I 3845
•  Solenoid-actuated, piloted/CN

O
M

O
 interface

•  M
echanical spring return

•  D
iverse Ex solenoid system

s, IEC Ex, FM
 EX

•  Convertible from
 5/2-w

ay function to 3/2-w
ay

    function

Frequently bought together

Q
S

U
M

G
XD

H
M

G
XIAH

N
PQ

E
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Valve term
inals VTU

G

•  Flow
 rate: 220 ... 1300 l/m

in  
•  Valve size 10, 14, 18 m

m
  

•  M
ulti-pin, Fieldbus, IO

-Link, I-Port connection 
•  Voltage 24 V D

C 
•  Pressure -0.9 ... 10 bar 
•  D

egree of protection IP40/IP67
•  Sem

i in-line and sub-base valves
•  Control-cabinet option available

PU
N

-H
N

EB
U

Q
S

U
N

PQ
E

Frequently bought together

Control cabinet VTU
G

•  O
ptim

ised, space-saving variant for installation in
    control cabinets
•  Ready to install
•  Valve size 10 &

 14m
m

•  M
ulti-pin, Fieldbus, IO

-Link, I-Port 
•  Flow

 rate 220 to 630 l/m
in 

•  H
ot Sw

ap function - Replace the valve during
    operation w

ithout depressurise valve term
inal

•  ATEX II 3G
,3D

 (Zone 2/22)
•  D

egree of protection IP40/IP65/IP67  

PU
N

-H

Frequently bought together

Valve Term
inal VTU

G

• 
Sem

i-inline valves for m
anufold assem

bly
• 

Fast troubleshooting thanks to 360° LED
 display

• 
Can be replaced quickly and easily

• 
Various choices of m

anual override

• 
M

ultiple pressure zones available
• 

Internal or external pilot air in the sam
e m

anifold 
rail

• 
Reversible piston spool valves w

ith up to 24 
valve positions

• 
Variable m

ulti-pin plug connection 
using Sub-D

 or ribbon cable
• 

Sub-D
 variant and fieldbus 

connection rated to IP67

• 
Festo-specific I-Port interface for 
bus nodes

• 
IO

-Link
® m

ode for direct 
connection to a higher-order 
IO

-Link
® m

aster

W
ith IO

-Link 
that w

as used
 in filling and 

packaging 
m

achine

U
sed in 

hygiene 
zone

VU
VG

-S

VAEM

CTEU

 VAB
M
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Valve term
inals M

PA-L

•
  P

o
ly

m
e

r s
u

b
 b

a
s

e

•
  V

a
lv

e
 s

iz
e

 c
a

n
 b

e
  m

ix
e

d
 a

n
d

 e
x
p

a
n

d
a

b
le

•
  F

lo
w

 ra
te

 3
6

0
 ... 8

5
0

 l/
m

in

•
  W

id
th

 1
0

, 1
4

 a
n

d
 2

0
 m

m

•
  M

u
lti-p

in
, F

ie
ld

b
u

s
, IO

-L
in

k
, I-P

o
rt c

o
n

n
e

c
tio

n

•
  P

ro
te

c
tio

n
 c

la
s

s
 IP

6
5

, IP
6

7

•
  V

a
lv

e
 fu

n
c
tio

n
s

 5
/
2

, 5
/
3

, 2
x
3

/
2

, 2
x
2

/
2

•
  Id

e
a

l fo
r c

o
n

tro
l-c

a
b

in
e

t in
s

ta
lla

tio
n

Frequently bought together

P
U

N
-H

Q
S

C
P

X
N

P
Q

E

Valve term
inals M

PA-S

•
  F

lo
w

 ra
te

 3
6

0
 to

 7
0

0
 l/

m
in

•
  V

a
lv

e
 s

iz
e

 1
0

,1
4

, 2
0

 m
m

•
  E

x
p

a
n

d
a

b
le

 u
p

 to
 6

4
 v

a
lv

e
 p

o
s

itio
n

s
 w

ith
 1

2
8

    s
o

le
n

o
id

 c
o

ils

•
  F

ie
ld

b
u

s
 c

o
m

m
u

n
ic

a
tio

n
 re

a
d

y

•
  P

re
s

s
u

re
 ra

n
g

e
 -0

.9
 to

 1
0

 b
a

r

•
  P

ro
te

c
tio

n
 c

la
s

s
 IP

6
5

•
  E

le
c
tric

a
l re

m
o

te
 I/

O
 e

x
p

a
n

d
a

b
le

 b
y

 C
P

X
 e

le
c
tric

a
l

    te
rm

in
a

l

•
  D

ia
g

n
o

s
tic

s
 fu

n
c
tio

n
 a

v
a

ila
b

le

•
  F

u
n

c
tio

n
 in

te
g

ra
tio

n
 w

ith
 p

ro
p

o
tio

n
a

l p
re

s
s

u
re

    re
g

u
la

to
r V

P
P

M

P
U

N
-H

N
E

B
U

Q
S

C
P

X
N

P
Q

E

Frequently bought together

Valve term
inals VTU

S

•  Flow
 rate 700 ... 2000 l/m

in.
•  Valve size 20, 25,30 m

m
•  Individual electrical connection
•  Voltage 12, 24 V D

C, 24, 110, 120, 230, 240 V AC 
•  Pressure -0.9 ... 10 bar 
•  D

egree of protection IP65,IP67
•  Inline valves
•  Solenoid/Pneum

atic actuated
•  M

etal m
anifold block

PU
N

-H
N

EB
U

Q
S

U
N

PQ
E

Frequently bought together

Valve term
inals VTSA

•  M
ix of valve size for optim

um
 flow

rate
•  Flow

 rate 770 ... 4000 l/m
in

•  Valve size 18, 26,42,52,65 m
m

•  M
axim

um
 32 valves postition

•  M
ulti-pin plug , fieldbus connection

•  D
iagnostics function

•  Protection class IP65
•  Function integration w

ith safetly related pneum
atic

    and vacuum
 generator

Frequently bought together

PU
N

-H
N

EB
U

Q
S

CPX
N

PQ
E
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Spindle axes ELG
C-B

S

• 
Com

plete system
 com

prising various 
m

otors, m
otor controllers and m

otor 
m

ounting kits.

• 
W

ide range of flexible, 
com

pact and high quality 
drives.

• 
Suitable selection of servo 
and stepper m

otors.

Com
pact and 

precise testing unit 
in assem

bly line

• 
Tw

o position sensing functions 
can be selected.

• 
Variety of controllers equipped 
w

ith the latest technology.

CM
M

T-AS
CM

M
0-ST

SM
T-8M

SIES-8M

ELG
C-B

S

EM
M

B
-AS/

EM
M

T-AS
EM

M
S-ST

Com
plete

m
otion control in

packaging line

Transfer of blood 
sam

ples in and 
out of the 

cold storage 
system

• 
Suitable selection of servo m

otors.

• 
M

otor cables w
ith 

degree of protection 
to IP67.

• 
H

igh-perform
ance control and 

autom
ation system

 focusing prim
arily 

on m
otion control functions

EM
M
T-AS

EM
M
B
-AS

CPX-E

N
EB

M

• 
Specific kit for all 
electro-m

echanical axes 
from

 Festo.

• 
Each kit includes coupling 
housing, couplings, m

otor 
flange and screw

s.

• 
IP65 is available and 
option.

EAM
M

S
e

rv
o

 d
riv

e
s

 C
M

M
T

-A
S
!
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Spindle actuators ELG
C-B

S

•  Protected Linear B
all S

crew
 A

ctuator
•  S

ize 32, 45, 60, 80
•  M

ax. stroke length 1000 m
m

 
•  Force 110 ... 780 N
•  Integrated recirculating ball bearing guide

CM
M

T-A
S

CM
M

B
-A

S
EM

M
B

-A
S

CM
M

T-S
T

EM
M

S
-S

T
S

M
T-8M

-A

Frequently bought together

Toothed belt actuators ELG
C-TB

•  Protected Linear Toothed B
elt A

ctuator
•  S

ize 45, 60, 80
•  M

ax. stroke length: 2000 m
m

•  Force 75 ... 250 N
•  Integrated recirculating ball bearing guide

CM
M

T-A
S

CM
M

B
-A

S
EM

M
B

-A
S

CM
M

T-S
T

EM
M

S
-S

T
S

M
T-8M

-A

Frequently bought together

M
ini slides EG

SC-B
S

•  G
uided ball screw

 actuator
•  S

ize 25, 32, 45, 60
•  S

troke length 25 ... 200 m
m

•  Integrated recirculating ball bearing guide

Frequently bought together

EM
M

B
-A

S
CM

M
T-A

S
CM

M
B

-A
S

EM
M

S
-S

T
EM

M
T-A

S
CM

M
T-S

T
S

D
B

T-M
S

B

Com
pact electric cylinders EPCC

•  Rod style ball screw
 actuator

•  Size: 25, 32, 45 and 60
•  Force: 75 …

 1000 N
 

•  Stroke: 25 …
 500 m

m
•  Speed up to 0.6 m

/s

EM
M

S-ST
EM

M
T-AS

EM
M

B
-AS

SD
B

T-M
SB

Frequently bought together

Toothed belt actutators EG
C-TB

•  Toothed belt actuator
•  Size 50, 70, 80, 120, 185
•  Stroke length 50 ... 8500 m

m
•  Force 50 ... 2500 N
•  Speed up to 5 m

/s

CM
M

T-AS
CM

M
B

-AS
EM

M
B

-AS
EM

M
T-AS

Frequently bought together

Electric cylinders ESB
F

•  Rodstyle ball screw
 actuator

•  Feed forces of up to 17 kN
•  Size: 32, 40, 50, 63, 80, 100
•  Stroke length: 30 ... 1500 m

m
 

•  Force: 600 ... 17000 N
 

•  M
otor can be m

ounted using axial or parallel kit
•  Speed up to 1.2m

/s
•  O

ptional: Electric ball screw
 cylinder w

ith clean
    design (food application)

CM
M

T-AS
CM

M
B

-AS
EM

M
B

-AS
EM

M
T-AS

SM
T-8M

-A
EM

M
S-AS

Frequently bought together
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Sim
plified series spindle and 

toothed belt actuators ELG
S

•  Sim
plified protected ball screw

 and toothed belt
    actuator series for easy setup and control
•  Easy control w

ith only 2 digital inputs
•  Precise closed-loop control of speed, position and
    force
•  ELG

S-B
S

 
•  Size: 32, 45, 60

 
•  M

ax stroke length: 800m
m

 
•  Speed up to 0.25 m

/s
 

•  Force: 40 …
 200 N

•  ELG
S-TB

 
 

•  Size: 45, 60
 

•  M
ax stroke length: 2000m

m
 

•  Speed up to 1.3 m
/s

 
•  Force: 65 …

 75 N

N
EB

C
SM

T-8M
-A

Frequently bought together

Sim
plified series m

ini slide actuators EG
SS

•  Sim
plified guided ball screw

 actuator series for easy
    setup and control  
•  Easy control w

ith only 2 digital inputs
•  Precise closed-loop control of speed, position and
    force
•  Size: 32, 45, 60
•  Stroke length: 25 …

 200 m
m

•  Force: 60 …
 250 N

•  Speed up to 0.25 m
/s

N
EB

C
SD

B
T-M

SB

Frequently bought together

Sim
plified series toothed belt actuators ELG

E

•
  S

im
p

lifie
d

 ro
d

 g
u

id
e

d
 to

o
th

e
d

 b
e

lt a
c
tu

a
to

r

    s
e

rie
s

 fo
r e

a
s

y
 s

e
tu

p
 a

n
d

 c
o

n
tro

l 

•
  E

a
s

y
 c

o
n

tro
l w

ith
 o

n
ly

 2
 d

ig
ita

l in
p

u
ts

•
  P

re
c
is

e
 c

lo
s

e
d

-lo
o

p
 c

o
n

tro
l o

f s
p

e
e

d
, p

o
s

itio
n

    a
n

d
 fo

rc
e

•
  S

iz
e

: 3
5

•
  S

tro
k

e
 le

n
g

th
: 5

0
 …

 8
0

0
 m

m

•
  F

o
rc

e
: 5

0
 N

•
  S

p
e

e
d

 u
p

 to
 1

.2
m

/
s

N
E

B
C

Frequently bought together

Sim
plified series rotary actuators ER

M
S

•
  S

im
p

lifie
d

 ro
ta

ry
 a

c
tu

a
to

r s
e

rie
s

 fo
r e

a
s

y

    s
e

tu
p

 a
n

d
 c

o
n

tro
l 

•
  E

a
s

y
 c

o
n

tro
l w

ith
 o

n
ly

 2
 d

ig
ita

l in
p

u
ts

•
  P

re
c
is

e
 c

lo
s

e
d

-lo
o

p
 c

o
n

tro
l o

f s
p

e
e

d
, p

o
s

itio
n

    a
n

d
 fo

rc
e

•
  S

iz
e

 2
5

, 3
2

•
  P

e
a

k
 to

rq
u

e
 2

.7
 …

 5
.6

 N
m

•
  R

o
ta

tio
n

 a
n

g
le

s
 9

0
°, 1

8
0

°

•
  S

p
e

e
d

 u
p

 to
 1

0
0

 R
P

M
 

N
E

B
C

Frequently bought together
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Stepper m
otors EM

M
S-ST

•  S
ize 2

8
, 4

2
, 5

7
, 8

7

•  H
o

ld
in

g
 to

rq
u

e 0
.0

9
 ... 8

.6
 N

m

•  V
o

ltag
e 2

4
 ... 7

2
 V

 D
C

•  N
o

m
in

al cu
rren

t 1
.4

 ... 9
.5

 A

•  S
u

itab
le m

o
to

r m
o

u
n

tin
g

 kit fo
r all Festo

 actu
ato

rs

C
M

M
O

-S
T

C
M

M
T-S

T

Frequently bought together

Sim
plified series short stroke 

toothed belt actuators EPCE

•  S
im

p
lified

 sh
o

rt stro
ke to

o
th

ed
 b

elt actu
ato

r series

    fo
r easy setu

p
 an

d
 co

n
tro

l 

•  Easy co
n

tro
l w

ith
 o

n
ly 2

 d
ig

ital in
p

u
ts

•  P
recise clo

sed
-lo

o
p

 co
n

tro
l o

f sp
eed

, p
o

sitio
n

 an
d

    fo
rce

•  S
ize 4

5
, 6

0

•  S
tro

ke len
g

th
 5

 …
 8

0
 m

m

•  Fo
rce 8

5
 …

 1
5

0
 N

•  S
p

eed
 u

p
 to

 0
.6

 m
/s

N
EB

C

Frequently bought together

Sim
plified series com

pact 
electrical cylinder actuators EPCS 

•  S
im

p
lified

 ro
d

 typ
e b

all screw
 actu

ato
r series fo

r

    easy setu
p

 an
d

 co
n

tro
l 

•  Easy co
n

tro
l w

ith
 o

n
ly 2

 d
ig

ital in
p

u
ts

•  P
recise clo

sed
-lo

o
p

 co
n

tro
l o

f sp
eed

, p
o

sitio
n

 an
d

    fo
rce

•  S
ize: 3

2
, 4

5
, 6

0

•  S
tro

ke len
g

th
: 2

5
 …

 5
0

0
 m

m

•  Fo
rce: 1

5
0

 …
 9

0
0

 N

•  S
p

eed
 u

p
 to

 0
.2

2
 m

/s

N
EB

C
S

D
B

T-M
S

B

Frequently bought together

Extra low
 voltage servo drives CM

M
T-ST

•  S
pace-saving low

 voltage servo drive for stepper 
m

otors and bru
shless direct cu

rrent m
otors (B

LD
C

 
or EC

 m
otor)

•  V
oltage 24, 48 V

 D
C

•  N
om

inal cu
rrent 8 A

 (peak 10 A
)

•  Pow
er u

p to 300 W

EM
M

S
-S

T

Frequently bought together

AC servo drives high perform
ance CM

M
T-AS

•  N
om

inal voltage: 1 phase 230 and 3 phase 400 V
 A

C

•  N
om

inal cu
rrent: 2.8 ... 12 A

•  N
om

inal pow
er: 0.35 ... 6 kW

EM
M

T-A
S

EM
M

B
-A

S

Frequently bought together
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AC servo drives econom
ical CM

M
B

-AS 
(For use w

ith EM
M

B
-AS m

otor)

•  N
om

inal voltage: 230 V AC
•  N

om
inal current: 1.5 ... 7 A

•  N
om

inal pow
er: 100 ... 750 W

EM
M

B
-AS

Frequently bought together

CM
M

T-AS

AC servo m
otors high perform

ance EM
M

T-AS

•  Sim
ple connection technology (O

CP: one cable plug)
•  Single-turn and M

ulti-turn (battery-less) EnD
at 2.2

    encoder technology
•  Size 60 …

 190
•  N

om
inal torque 0.6 ... 82.4 N

m
•  Voltage 325 ... 680 V D

C
•  N

om
inal current 1.4 ... 20 A

Frequently bought together

CM
M

B
-AS

CM
M

T-AS

AC servo m
otors econom

ical EM
M

B
-AS

•  Size 40, 60, 80
•  Rated torque 0.32 ... 2.39 N

m
•  N

om
inal current 1.4 ... 3.8 A

•  B
rake and Keyw

ay option
•  Single-turn/M

ulti-turn encoder options

Frequently bought together

B
utterfly valve unit K

VZA

• 
A rack and pinion com

bination 
w

ith a constant torque 
characteristic w

hich is suitable 
for the autom

ation of butterfly 
valves, ball valves and air 
dam

pers

• 
For electrical position 
feedback and m

onitoring the 
position of process valves 
actuated using quarter turn 
actuators

• 
For single and double acting 
quarter turn actuators w

ith 
a port pattern to VD

I/VD
E 

3845

• 
2-w

ay brass or stainless steel, 
corrosion-resistant

• 
3-w

ay stainless steel, 
corrosion-resistant

U
sed in 

explosive 
environm

ent

U
sed in the 

production of 
honey

VSN
C

SR
B

C
D

FPD

VZAV
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Q
uarter turn actuators D

FPD

•  W
ith rack and pinion gear unit

•  Size: 10 ... 2300
•  Torque: 10 ... 2300 N

m
•  Sw

ivel angle: 0 ... 90°, 0 ... 180°
•  Flange hole pattern to ISO

 5211
•  N

AM
U

R connection pattern for solenoid
    valves/sensor boxes to VD

I/VD
E 3845

•  U
p to SIL3 low

 dem
and m

ode
•  ATEX II 2G

D
 c105°C (T4)X

VSN
C

SRB
G

SRB
I

SRB
C

G
RLA

SASF
VFO

E

Frequently bought together

Linear actuators D
FPC

•  O
ptim

ised for process valves
•  D

iam
eter: 80, 100, 125, 160, 200, 250, 300 m

m
•  Stroke length: 40 ... 1600 m

m
•  D

ouble-acting 
•  M

ounting interface: ISO
 5210, ISO

 15552
•  O

ption: Position sensor
•  Fixed cushioning at both ends
•  ATEX D

eclaration 

G
RLA

N
PQ

E
VFO

E
Q

S
SD

B
T-M

SB

Frequently bought together

Positioners CM
SH

•  Intelligent positioner for double/single-acting
    quarter-turn actuator or linear
•  N

am
ur connection interface (VD

I/VD
E 3845-1 or

    VD
I/VD

E 3847-2
•  H

ART interface
•  4-20m

A loop-pow
ered, 2-w

ire
•  Alum

inium
, pow

der-coated housing
•  IP66, IP67 protection
•  Sw

apable m
anifold block for double/single acting

    function
•  Self m

onitoring and diagnostics option
•  Partial-stroke test
•  O

ption for pressure gauge connection
•  Pressure range 1.4-8 bar
•  O

perating tem
perature -40 ... 80°C 

•  Rotation angle 0 ... 115°

Q
S

PCRP
N

PQ
E

Frequently bought together

Positioners CM
SX

•  Positioner for double/single-acting quarter-turn
    actuator or linear
•  N

am
ur connection interface (VD

I/VD
E 3845)

•  Configurable characteristic curves: Linear/Equal
    percentage/U

ser free
•  Polycarbonate housing
•  Configurable set-point signal 0-10V/0-20m

A/4-20m
A

•  24VD
C operating voltage

•  IP65 protection
•  Analogue feedback signal 4-20m

A
•  Configurable em

ergency input signal: O
pen/Close/H

old
•  Pressure range 3-8 bar
•  O

perating tem
perature -5 ... 60°C 

•  Rotation angle 0 ... 110° 
•  Repetition accuracy ± 1%

 

Q
S

Frequently bought together

N
PQ

E
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Sensor boxes SR
B

C

•  M
easuring principle electrom

echanical m
agnetic

    reed or inductive
•  S

w
itching elem

ent function Toggle sw
itch,

    single-pole (S
PD

T)
•  For D

C and A
C

•  Pre-fitted m
ounting bridge

•  Cable connector and blanking plug included in the
    scope of delivery
•  IP67, N

EM
A

 4/4X protection
•  A

TEX II 2G
D

: Ex-ia-N
A

M
U

R
 version

•  S
IL2 according to IEC61508

D
FPD

Frequently bought together

Sensor boxes SR
B

G

•  Inductive m
easurem

ent principle w
ith dual sensor

•  S
w

itching com
ponent function N

/O
 contact, in the

    case of A
S

-Interface sw
itchable N

/C-N
/O

 contact
•  O

perating voltage 6 …
 60 V

 D
C

•  D
irect m

ounting on quarter turn actuators to
    V

D
I/V

D
E 3845

S
A

S
F

Frequently bought together

•  Com
pact lim

it sw
itch box designed for sm

all
    actuator sizes
•  Inductive m

easurem
ent principle w

ith dual sensor
•  PN

P sw
itching output

•  O
perating voltage 10 …

 30 V D
C

•  D
irect m

ounting on quarter turn actuators to
    VD

I/VD
E 3845

SASF

Sensor boxes SR
B

I

Frequently bought together

Visual indicators SASF

•  For m
ounting on drive shafts of standard actuators

    in accordance w
ith VD

I/VD
E 3845

•  Four fixed actuating lugs at intervals of 90°
•  For clockw

ise and anti-clockw
ise rotating actuators

    w
ith 90° and 180° rotation

SRB
G

N
EB

U

Frequently bought together

Angle seat valves VZXA

•  Port D
N

 13, 1/2"; D
N

20, 3/4"; D
N

25, 1"; D
N

32, 1
    1/4"; D

N
40, 1 1/2"; D

N
50, 2"; D

N
65, 2 1/2"

•  G
-thread to D

IN
 ISO

 228-1 or N
PT-thread to

    AN
SI/ASM

E B
 1.20.1 or Rc-thread to D

IN
 10226-2

•  M
edium

 pressure 0 ... 30 bar
•  Valve function 2/2, N

orm
ally Closed, N

orm
ally O

pen,
    D

ouble Acting
•  ATEX-approval
•  U

se w
ith slightly contam

inated m
edia, up to

    600m
m
²/s viscosity  

•  U
se for steam

 applications possible
•  Available w

ith 3/2 banjo valve options

SIEN
VO

FX
SD

B
T-M

SB

Frequently bought together
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Pinch valves VZQ
A

•  2/2 w
ay function

•  N
orm

ally open/closed versions
•  Connection 1/4", 1/2", 1"
•  G

 or N
PT thread or clam

p versions available
•  Pressure range: 0 ... 6 bar
•  Pneum

atic actuation 
•  2/2 w

ay pinch valve
•  Alum

inium
 or stainless steel housing (Clean D

esign)
•  Sealing m

aterial EPD
M

, N
B

R, silicone
•  For controlling fluid/pow

der m
edia, solids, and

    m
aterial m

ixtures up to viscosity level of 4000 m
m

2/s
•  Suitable for use w

ith closing application

PU
N

-H
VU

VG
-S

Q
S

SD
B

T-M
SB

N
PQ

E

Frequently bought together

Solenoid valves VZW
F

•  Port 1/4", 3/8", 1/2", 3/4", 1", 1 1/4", 1 1/2", 2" 
•  G

-thread or N
PT threads

•  O
perating pressure: 0 ... 10 bar 

•  N
om

inal pressure: 40 bar
•  Electrical actuation 
•  Voltage: 24 V D

C, 110 V AC, 230 V AC 
•  2/2 w

ay diaphragm
 valve (N

/C), force pilot operated 
•  Sealing m

aterial N
B

R, EPD
M

, FKM
 

•  Appropriate for closed applications such as cooling
    or filling system

s

Solenoid valves VZW
D

•  2/2 w
ay valve

•  Port: 1/8", 1/4" 
•  G

 threads or N
PT threads 

•  O
perating pressure: 0 ... 90 bar 

•  N
om

inal pressure: 40 bar
•  Electrical actuation 
•  Voltage 24 V D

C, 110 V AC, 230 V AC 
•  2/2 w

ay poppet valve (N
C), directly actuated 

•  FPM
 sealing m

aterial 
•  Suitable for high-pressure applications w

ith low
 flow

    rates
•  Available in brass or stainless steel versions 
•  M

edium
 tem

perature -10 ... 80°C 
•  Flow

 rate 0.06 ... 0.16 m
3/h

Q
S

N
PQ

E

Frequently bought together

Solenoid valves VZW
M

•  2/2 w
ay valve

•  Connection G
1/4 ... G

2, also available w
ith N

PT
    thread
•  Flow

 rate: 1400 to 31000 l/m
in or 1.6 ... 39 m

3/h
•  Cable connection
•  Solenoid actuated, piloted, pneum

atic spring return
•  For control of gaseous and liquid m

edia
•  N

B
R sealing m

aterial
•  Available in brass or stainless steel versions
•  Varied range of coils available
•  M

edium
 tem

perature: -10 ... 60°C
•  O

perating pressure: 0.5 ... 10 bar
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B
utterfly valve assem

bly units K
VZA

•  Connection type: W
afer, Lug

•  Connection standard: PN
10, PN

16, AN
SI #150

•  Sizes: D
N

25, 32, 40, 50, 65, 80, 100, 125, 150,
    200, 250, 300
•  D

isc m
aterial: D

uctile iron (Polyam
ide coated), 

    St. 14408, St 1.4408 (PFA coated)
•  Seat m

aterial: EPD
M

, EPD
M

 high tem
perature,

    N
B

R, PTFE/Silicone

Frequently bought together

PCRP
M

S4
M

S4-B
PCRP

M
S4

M
S4-B

Frequently bought together

B
all valve assem

bly units K
VZB

•  Connection type: Flange, Threaded, Clam
p,

    W
elded end

•  Sizes: 1/4", 3/8", 1/2", 3/4", 1", 1-1/2", 2",
    2-1/2", 3", 4", 6", 8"
•  O

perating pressure up to 63 bar
•  Valve design: 2/2 w

ay, 3/2 w
ay

•  B
ody m

aterial: B
rass, Stainless steel

PCRP
M

S4
M

S4-B

Stainless steel filter regulators PCR
P

•  Robust housing for the specific requirem
ents of

    the PA industry
•  Suitable for use outdoors and at tem

peratures
    dow

n to - 60° 
•  Resistant to U

V radiation and corrosive
    environm

ents
•  Port G

 1/8, G
 1/4, N

PT 1/4, N
PT 1/2

•  Pressure 0.5 …
 7 bar, 0.5 …

 12 bar
•  Flow

 rate 1600 ... 6440 L/m
in

•  M
anual drain

•  Stainless steel filter cartridge

Q
S

Frequently bought together

Actuator assem
bly units K

D
FP

•  To
rq

u
e ran

g
e: 1

 ... 3
2

4
8

 N
m

•  A
ctu

ato
r typ

e: D
o

u
b

le actin
g

, S
in

g
le actin

g

•  Flan
g

e size: F0
3

 …
 F1

6

•  S
h

aft size: W
A

F8
 …

 W
A

F4
6

•  O
p

eratin
g

 p
ressu

re: 2
 …

 8
 b

ar

P
C

R
P

M
S

4
M

S
4

-B

Frequently bought together
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Air preparation M
S4-B

•  Regulator, filter regulator, m
anual on/off valve,

    electrical on/off valve
•  Connection: G

1/4
•  Flow

 rate: 1200 ... 1400 l/m
in

•  Pressure range: 0.5 ... 10 bar
•  Tem

perature range: −
5 ... +50°C 

•  Filtration grade: 5, 40 um

Q
S

N
PQ

E
PU

N
-H

Frequently bought together

Air preparation M
S6

•  Connection: G
1/4, G

3/8, G
1/2, G

3/4
•  Flow

 rate: 2500 ... 8700 l/m
in

•  Pressure range: 0.5 ... 12 bar
•  Tem

perature range: −
10 ... +60°C 

•  Filtration grade: 5, 40 um

Q
S

N
PQ

E
PU

N
-H

Frequently bought together

Air preparation M
S6-B

•  Regulator, filter regulator, m
anual on/off valve,

    electrical on/off valve                                                                       
•  Connection: G

1/2
•  Flow

 rate: 1500 ... 5800 l/m
in

•  Pressure range: 0.5 ... 10 bar
•  Tem

perature range: −
5 ... +50°C 

•  Filtration grade: 5, 40 um

Q
S

N
PQ

E
PU

N
-H

Frequently bought together

PU
N

-H

Frequently bought together

Air preparation M
S2-B

•  Regulator, filter regulator  
•  Connection:  Q

S6, M
5

•  Flow
 rate: 140 ... 350 l/m

in
•  Pressure range: 0.5... 7 bar
•  Tem

perature range: −
5... +50°C 

•  Filtration grade: 5 um

Q
S

N
PQ

E
PU

N
-H

Frequently bought together

Air preparation M
S4

•  Connection:  G
1/8, G

1/4, G
3/8

•  Flow
 rate: 900 ... 2200 l/m

in
•  Pressure range: 0.5.. 12 bar
•  Tem

perature range: −
10... +60°C 

•  Filtration grade: 5, 40 um

Q
S

N
PQ

E
PU

N
-H

Frequently bought together

Pressure regulator VR
PA

•  In line w
ith /w

ithout pressure gauge 
•  L-shape w

ith pressure gauge
•  Connection:  Q

S4, Q
S6, Q

S8, M
5, R1/4, R1/2

•  Flow
 rate: 80 ... 130 l/m

in
•  Pressure range: 1 ... 8 bar
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Polyurethane tubings PU
N

-H

• 
H

ydrolysis-resistant and suitable for 
w

ater applications

• 
Easy installation w

ith “one-click” principle

• 
Suitable for use in clean room

s, FD
A com

pliant 
and corrosion-resistant

U
sed in 

process 
industry in 

harsh 
environm

ent

Flexible and 
durable use in 
control cabinet

Polyurethane tubings PU
N

-H

•  Large selection of variants
•  H

ighly resistant to stress cracks, m
icrobes and

    hydrolysis
•  O

utside diam
eter: 3 ... 16 m

m
•  Internal diam

eter: 2.1 ... 11 m
m

•  Tem
perature-dependent operating pressure: -0.95

    ... 10 bar
•  Am

bient tem
perature: -35 ... 60° C

•  O
perating m

edium
:

 
•  Com

pressed air
 

•  Vacuum
 

•  W
ater

Q
S

N
PQ

E

Frequently bought together

Push-in fittings Q
S

•  W
ide designs &

 variations
•  M

ini-series port: M
3, M

5, M
7, M

 6x0.75, M
 8x0.75,

    R1/8, G
1/8

•  Standard-series port: R1/8, R1/4, R1/2, R3/8, G
1/8,

    G
1/4, G

1/2, G
3/8, G

3/
•  O

D
 Tubing: 2, 3, 4, 6, 8, 10, 12, 16, 22 m

m
•  Threaded connection: Rc, N

PT, G
•  Suitable for vacuum

PU
N

-H

Frequently bought together
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Flow
 control valves G

R
LA/Z-D

•
  C

o
n

n
e

ctio
n

: M
3

, M
5

, G
 1

/8
, G

 1
/4

, G
 3

/8
, G

 1
/2

,

    a
lso

 a
va

ila
b

le
 w

ith
 N

P
T th

re
a

d

•
  P

lu
g

 co
n

n
e

cto
r: 3

, 4
, 6

, 8
, 1

0
, 1

2
 m

m

•
  Flo

w
 ra

te
: 0

 ... 1
,4

0
0

 l/m
in

•
  N

o
n

-re
tu

rn
 a

n
d

 flo
w

 co
n

tro
l va

lve

P
U

N
-H

Frequently bought together

Piloted check valves H
G

L

•
  M

a
n

u
a

lly a
ctu

a
te

d
 ve

n
tin

g
 w

ith
 se

p
a

ra
te

    a
cce

sso
rie

s p
o

ssib
le

•
  P

o
rt: M

5
, G

1
/8

, G
1

/4
, G

3
/8

, G
1

/2

•
  Flo

w
 ra

te
: 1

3
0

 ... 1
6

0
0

 l/m
in

•
  S

h
u

t-o
ff va

lve
 

•
  P

n
e

u
m

a
tic p

ilo
te

d
 n

o
n

-re
tu

rn
 va

lve

P
U

N
-H

Frequently bought together

Q
uick couplings sockets K

D

•
  C

o
n

n
e

ctio
n

: M
3

, M
5

, G
 1

/8
, G

 1
/4

, G
 3

/8
, G

 1
/2

•
  D

ia
m

e
te

r: 2
, 3

, 4
, 6

, 9
, 1

3
 m

m

•
  Th

re
a

d
e

d
 co

n
n

e
ctio

n
: 

 
•

  M
e

tric th
re

a
d

 w
ith

 se
a

lin
g

 rin
g

 
•

  G
 th

re
a

d
 w

ith
 se

a
lin

g
 rin

g

•
  S

h
u

t-o
ff o

n
 o

n
e

 sid
e

•
  S

h
u

t-o
ff o

n
 b

o
th

 sid
e

s

•
  S

a
fe

ty co
u

p
lin

g
 to

 IS
O

 4
4

1
4

P
U

N
-H

Frequently bought together

Safety couplings N
PH

S-D
6/S6

•  AG
 connection: G

 1/8, G
 1/4, G

 3/8, G
 1/2 

•  IG
 connection: G

 1/4, G
 3/8, G

 1/2
•  B

arbed connector: N
9

•  O
ptional 3/2-w

ay hand slide valve 
•  Certified by IFA (Institute for O

ccupational Safety
    and H

ealth

PU
N

-H

Frequently bought together

Silencers AM
TE

•  H
igh-tem

perature resistance up to 80°C
•  Slim

 w
idth

•  W
ide choice of variants

•  U
niversal use

•  M
etal variant

•  Connecting threads M
3, M

5, G
1/8, G

1/4, G
3/8,

    G
1/2, G

3/4, G
1, U

N
F10-32, N

PT1/8-27, N
PT1/4-18,

    N
PT3/8-18, N

PT1/2-14
•  Sound pressure level: 71 ... 95 dB

(A)

Silencers U

•  Threaded connection: M
5, G

1/2, G
1/4, G

1/8, G
3/8,

    G
3/4, G

1
•  B

arbed connector connection: PK-3, PK-4
•  N

oise level: 65 ... 84 dB
(A)
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ControlsSensorsActuatorsValvesElectricsProcessAir PreparationAccessories

Accessories

54

Suction cups VAS

•  S
u

ctio
n

 cu
p

 size d
iam

eter 1
 to

 1
2

5
 m

m

•  C
o

n
n

ectio
n

: 

 
•  M

ale th
read

•  R
o

u
n

d
 su

ctio
n

 cu
p

: 

 
•  S

tan
d

ard

 
•  B

ello
w

s, 1
.5

 co
n

vo
lu

tio
n

s

O
V

EL
V

N
V

N
O

V
EM

Frequently bought together

Com
pressed air reservoirs CR

VZS

•  V
o

lu
m

e: 0
.1

 ... 2
0

 l

•  M
aterial: H

igh
-allo

y stain
less steel

•  Eq
u

ivalen
t to

 A
D

 2
0

0
0

D
P

A

Frequently bought together

Pressure boosters D
PA

•  Tw
in

-p
isto

n
 p

ressu
re b

o
o

ster

•  P
ressu

re ratio
: 1

:2

•  P
n

eu
m

atic p
o

rt: G
1

/4
, G

3
/8

, G
1

/2

•  S
u

p
p

ly p
ressu

re: 2
 ... 1

0
 b

ar

•  O
u

tp
u

t p
ressu

re: 4
 ... 1

6
 b

ar

•  Flo
w

 rate: 3
0

0
 ... 3

0
0

0
 N

l/m
in

•  A
m

b
ien

t tem
p

eratu
re: +5

 ... +6
0

°C

C
R

V
ZS

Frequently bought together

Push-in fittings N
PQ

E

•  W
ide designs &

 variations
•  Standard thread :M

3, M
5, M

7, R1/8, R1/4, R3/8,
    R1/2
•  O

D
 Tubing: 3, 4, 6, 8, 10, 12, 14, 16 m

m
•  Threaded connection: R thread

PU
N

-H

Frequently bought together

Flow
 control valves VFO

E

•  Connection : M
5,M

7, R1/8, R1/4, R 3/8, R 1/2, G
    1/8, G

 1/4, G
 3/8, G

 1/2
•  Plug connector 4, 6, 8, 10, 12 m

m
•  Flow

 rate 0 ... 1300 l/m
in

•  N
on-return, throttle in and throttle out function

PU
N

-H

Frequently bought together
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Possible Industry Segm
ents

Targeted Industry Segm
ents

Electronics 
&

 Light 
Assem

bly

Autom
otive 

&
 Tier 1 

Suppliers

Food &
 

Packaging
Process 

Industries
G

eneral 
Industries

LifeTech

Pg 13
Cylinder sw

itches SD
B

T-M
SB

 / SD
B

C-M
SB

Pg 07
Term

inal CPX

Pg 07
PLC/M

otion/Robotic Controller CPX-E

Pg 08
Rem

ote I/O
 system

 CPX-E

Pg 08
D

istributed Rem
ote I/O

 system
 CPX-AP-I

Pg 10
Pressure sensors SPAN

Pg 10
Pressure sensors SPAN

-B

Pg 10
Pressure sensors SPAU

Pg 11
Pressure sensors SD

E5

Pg 11
Flow

 sensors SFAH

Pg 11
Connecting cables N

EB
U

Pg 13
Cylinder sw

itches SM
T-8M

, SM
T-10M

Pg 12
Inductive sensors SIEN

Pg 12
Position sensors SRB

S

Pg 13
Cylinder sw

itch SD
B

T-M
SX

Pg 15
M

ini slides D
G

ST

Pg 15
Linear drives D

G
C

Pg 15
Linear drives D

G
C-K

Pg 16
G

uided drives D
FM

Pg 16
Round cylinders D

SN
U

Pg 16
Standard cylinders D

SB
C

Pg 17
Short stroke cylinders AD

N
-S

Pg 17
Sem

i-rotary drives D
RVS

Pg 17
Sem

i-rotary drives D
RRD

Possible Industry Segm
ents

Targeted Industry Segm
ents

Electronics 
&

 Light 
Assem

bly

Autom
otive 

&
 Tier 1 

Suppliers

Food &
 

Packaging
Process 

Industries
G

eneral 
Industries

LifeTech

Pg 24
Individual valves VU

VG
-S 

Pg 24
Individual valves VU

VS-S 

Pg 19
Long stroke parallel gripper D

H
PL 

Pg 18
Parallel grippers D

H
PC

Pg 18
Com

pact cylinders AD
N

Pg 18
Com

pact round cylinders D
SN

U
-S

Pg 21
Individual valves VU

VG

Pg 21
Plug-in valves VU

VG

Pg 21
Individual valves VU

VS

Pg 21
Individual valves VSVA

Pg 22
Individual valves VSN

C

Pg 22
Vacuum

 generators VN

Pg 22
Vacuum

 generators O
VEL

Pg 23
M

anually operated valves VH
EF

Pg 23
M

echanically actuated valves VM
EF

Pg 26
Valve term

inals VTU
G

Pg 26
Control cabinet VTU

G

Pg 27
Valve term

inals VTU
S

Pg 27
Valve Term

inals VTSA

Pg 28
Valve Term

inals M
PA-L

Pg 28
Valve Term

inals M
PA-S  

Pg 31
Spindle actuators ELG

C-B
S

Pg 31
Toothed belt actuators ELG

C-TB

Pg 31
M

ini slides EG
SC-B

S
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Industry segm
ents
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Electronics 
&

 Light 
Assem

bly

Autom
otive 

&
 Tier 1 

Suppliers

Food &
 

Packaging
Process 

Industries
G

eneral 
Industries

LifeTech

Possible Industry Segm
ents

Targeted Industry Segm
ents

Pg 32
Com

pact electric cylinders EPCC

Pg 32
Toothed belt actutators EG

C-TB

Pg 32
Electric cylinders ESB

F

Pg 33
Sim

plified series spindle and toothed belt 
actuators ELG

S
Pg 33

Sim
plified series m

ini slide actuators EG
SS

Pg 34
Sim

plified series toothed belt actuators ELG
E

Pg 34
Sim

plified series rotary actuators ERM
S

Pg 34
Extra low

 voltage servo drives CM
M

T-ST

Pg 35
AC servo drives high perform

ance CM
M

T-AS

Pg 35
AC servo drives econom

ical CM
M

B
-AS 

(For use w
ith EM

M
B

-AS m
otor)

Pg 35
Stepper m

otors EM
M

S-ST

Pg 36
AC servo m

otors econom
ical EM

M
B

-AS

Pg 36
AC servo m

otors high perform
ance EM

M
T-AS

Pg 36
Sim

plified series short  stroke toothed belt 
actuators EPCE

Pg 37
Sim

plified series com
pact electrical cylinder 

actuators EPCS  
Pg 39

Q
uarter turn actuators D

FPD

Pg 39
Sensor boxes SRB

C

Pg 39
Positioners CM

SX

Pg 40
Visual indicators SASF

Pg 40
Sensor boxes SRB

G

Pg 40
Linear actuators D

FPC

Pg 41
Angle seat valves VZXA

Pg 41
Solenoid alves VZW

D

Pg 42
Solenoid valves VZW

M

Electronics 
&

 Light 
Assem

bly

Autom
otive 

&
 Tier 1 

Suppliers

Food &
 

Packaging
Process 

Industries
G

eneral 
Industries

LifeTech

Possible Industry Segm
ents

Targeted Industry Segm
ents

Pg 45
Sensor boxes SRB

I

Pg 44
Positioners CM

SH

Pg 48
Pressure regulator VRPA

Pg 42
Solenoid valves VZW

F

Pg 42
Pinch valves VZQ

A

Pg 43
B

utterfly valve assem
bly units KVZA

Pg 43
B

all valve assem
bly units KVZB

Pg 43
Actuator assem

bly units KD
FP

Pg 44
Stainless steel filter regulators PCRP

Pg 46
Air preparation M

S2/4/6

Pg 46
Air preparation M

S2-B

Pg 46
Air preparation M

S4

Pg 47
Air preparation M

S4-B

Pg 47
Air preparation M

S6

Pg 47
Air preparation M

S6-B

Pg 50
Polyurethane tubings PU

N
-H

Pg 50
Push-in fittings Q

S

Pg 50
Flow

 control valves G
RLA/Z-D

Pg 51
Piloted check valves H

G
L

Pg 51
Q

uick couplings sockets KD

Pg 51
Safety couplings N

PH
S-D

6/S6

Pg 52
Silencers AM

TE

Pg 52
Silencers U

Pg 52
Suction cups VAS
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Electronics 
&

 Light 
Assem

bly

Autom
otive 

&
 Tier 1 

Suppliers

Food &
 

Packaging
Process 

Industries
G

eneral 
Industries

LifeTech

Possible Industry Segm
ents

Targeted Industry Segm
ents

Pg 53
Flow

 control valves VFO
E

Pg 53
Com

pressed air reservoirs CRVZS

Pg 53
Pressure boosters D

PA

Pg 53
Push-in fittings N

PQ
E

Southeast Asia Selected Products: Festo quality at an 
attractive price covering your everyday autom

ation tasks.  
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P
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asan Industri B
SD

S
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B
anten

Tel: +62 0804 1 2 33786 
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Festo Inc.
K

M
 18, W

est S
ervice Road

S
outh Superhighw

ay
1700 Paranaque City
M

etro M
anila

Tel: +63 1800 10 12 33786

Singapore
Festo P

te. Ltd.
6 K

ian Teck W
ay

628754
Tel: +65 6285 8585

Thailand
Festo Ltd.
202 Kanchanapisek Road
R

am
intra K

hannayao
B

angkok 10230
Thailand
Tel: +66 1 800 019 051

V
ietnam

Festo Co., Ltd
Floor 2, H

Q
 Tow

er, N
o. 9, 

Tran N
ao Street, B

inh An W
ard,

D
istrict 2, H

o Chi M
inh City, Viet N

am
Tel: +84 (28) 3514 5600
Fax: + 84 (28) 3514 5601

Room
 407, Floor 4, 

Ford Thang Long B
uilding,

105 Lang H
a Str., D

ong D
a D

ist., H
a N

oi.
Tel: +84 (24) 32001624 / 32001584

M
alaysia

Festo Sdn B
hd

14
A

, Jalan Teknologi,
Tam

an S
ain s S

elangor 1,
Kota D

am
ansara,

47810 Petaling Jaya, 
S

elangor
Tel: +60 3 6144 1122 
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