
Woven Weed Restrictor Plus
Weed Control • Soil Separator • Erosion Control • Ground Cover

4.75 oz. Woven Needle Punch

U.V.
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FOR 5 YEARS
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ACTUAL SIZE FABRIC

WEED CONTROL FABRIC
• Stops approx. 95% of weed growth
• Lets air, water and fertilizer pass through to

plant roots
• Saves you time (no more weeding)
• Permanent when covered from sunlight

EROSION CONTROL
• Sedimentation control
• Soil reinforcement & soil retainer

BENEFITS
• Heavy-duty strength will not tear or

puncture
• Perfect for holding decorative stone & bark

in place on slopes and hills
• Colored stripes every 12" apart for easy

plant alignment
• U.V. Stabilized (Lasts 5 years in direct

sunlight)
• Permanent when covered 

from sunlight

USE UNDER OR AROUND
• Sloped Landscape Sites
• Flower & Vegetable Gardens
• Decorative Stone & Bark
• Wooden Decks
• Erosion Control Sites

AVAILABLE SIZES
Bulk Rolls

3 x 250 750 sq. ft. 31#*
4 x 250 1000 sq. ft. 41#*
5 x 250 1250 sq. ft. 53#*
6 x 250 1500 sq. ft. 62#*
8 x 250 2000 sq. ft. 82#*   
12 x 250 3000 sq. ft. 123#*

* Roll sizes & weights may vary.
For best results the use of a pre and post
emergent  herbicide is advised.

TYPICAL SPECIFICATIONS
Properties Test Method 4.75 oz.
Fabric Weight (oz/yd2) ASTM D-3776 4.75
Grab Tensile Strength (lbs) ASTM D-4632 125 x 57
Trap Tear (lbs) ASTM D-4533 47 x 25
Mullen Burst (psi) ASTM D-3786 210
Thickness (mils) ASTM D-1777 30
Puncture (lbs) ASTM D-4833 50
U.V. Resistance (%) ASTM D-4355 70
Water Flow Rate (gpm/ft2) ASTM D-4491 12
Construction 22 x 10
Material Polypropylene

Straw Blanket
The Natural Solution for Erosion Control

AVAILABLE SIZES
*New Retail Rolls

4 x 50 200 sq. ft. 10#*

Bulk Rolls
8 x 112.5 900 sq. ft. 50#*
6.5 x 138.5 900 sq. ft. 50#*

* Roll sizes & weights may vary.

BENEFITS
• High quality erosion control

blanket
• Used to keep grass seed in

place
• Recommended for difficult

areas and slopes
• High quality, clean straw
• Photodegradable net
• DOT approved

TYPICAL SPECIFICATIONS
Fiber 100% Straw Fiber 0.5/lbs/sy
Netting One Side Polypropylene Photodegradable
Thread Degradable

Jute Netting
The Heavy-Duty form of erosion control with an unlimited
number of applications:

ACTUAL SIZE FABRIC

AVAILABLE SIZES
Bulk Rolls

4 x 112.5 450 sq. ft. 45#
4 x  225 900 sq. ft. 90#

* Roll sizes & weights may vary.

APPLICATIONS 
• Golf course construction and

maintenance
• Embankments & slopes
• Landfills
• Highway construction
• Hydro seeding
• Lakes & stream banks
• Brush & sand dune stabilization
• Drainage ditches 
• Biodegradable

TYPICAL SPECIFICATIONS
Properties Jute Netting
Structure Woven
Yarn Jute, undyed, unbleached
Weight (lbs/yd2) .92
Yarn Count-Wrap (width, min) 78
Weft (linear yd, min) 42
Absorption (% of fabric weight) >450 
Open Area (%) 60-65
Life (years) 1-2
Coverage (per acre) 50   

KEEP YOUR WEEDS UNDER CONTROL WITH

THE RESTRICTOR

* Refer to page 18 for installation instructions
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