
2003 Van’s RV7A 
N630R                                     TT 1060                                S/N 70531 
 

Engine:  Lycoming IO-360A1B6, S/N L-31029-51A               1060 SNEW 
 
Prop:  3-blade MT Constant Speed, MTV-A2-B,  

  s/n UP17954 (1800 TBO)               1060 SNEW 
 

Aspen EFD 1000 
Garmin GNS 430W 
Skyguard “Vision-Pro Plus” 
Becker Transponder 
DigiTrak Autopilot 2 Axis w/altitude hold 
Standby Horizon 
JPI Fuel Flow 
Electronics International 4cyl EGT/CHT 
PS Engineering Intercom 
Avionics Master 
Remote ELT 121.5 
Single landing light 
42 gallon fuel capacity (21 gallons per tank) 
Pilot side brakes only 
Anti-splat strut 
UAT/ES ADS-B 
 
Shoulder Harnesses 
Canopy Shade 
Canopy Cover 
Normal cruise 155 knots @ 8 gallons/hour 
Extensive exterior graphics 
 
Condition Inspection    05/07/2018 
Static Check    03/24/2018 
 

 

 
Information contained in this spec sheet is based on preliminary inspection of logbooks and other documents 
pertaining to this aircraft and is subject to verification.  For additional information, contact No-Spin Aircraft Sales,  

david@nospinaircraft.com or 719-650-8667.  Visit our website at www.nospinaircraft.com 
2018-12-4 

mailto:david@nospinaircraft.com
http://www.nospinaircraft.com/

