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REGULATORY DOCUMENTS 

 

1)  Standards contained in the California Building Code and local city and county codes shall 

take precedence over the CSD WIS if the code requirement is not included in the manual 

and/or is more stringent. 

 

2)  All applicable dwellings shall be in compliance with current California Energy Commission 

Building Energy Efficiency Standards, Alterations under Title 24, Part 6, of the California Code 

of Regulations, California Home Energy Rating System (HERS) Program regulations. 

 

3)  Services provided to all applicable pre‐1978 dwellings shall be in compliance with: 

  a) Environmental Protection Agency rules in 40 CFR 745, Lead‐Based Paint Poisoning 

Prevention in Certain Residential Structures,  

  b) Housing and Urban Development rules in 24 CFR 35, Lead‐Based Paint Poisoning 

Prevention in Certain Residential Structures, and  

  c) California Department of Public Health Lead Guidelines. 

 

4)  All materials procured for weatherization and ECIP EHCS purposes shall be in conformance 

with the: 

  a) Department of Housing and Human Services rules in 45 CFR Part 92, Uniform 

Administrative Requirements for Grants and Cooperative Agreements to State, Local, and 

Tribal Government or 45 CFR Part 74, Uniform Administrative Requirements for Awards and 

Sub‐awards to Institutions of Higher Education, Hospitals, Other Nonprofit Organizations, 

and Commercial Organizations. 

  b) Department of Energy rules in 10 CFR 440, Appendix A. 

  c) CSD Weatherization Installation Standards, Appendix A (Material Specifications). 
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Section	1	
Section 	1: 	Overview 	of	the	Field 	Guide		

 Resource 	Documents 	
The California Department of Community Services and Development (CSD) partners with a network 

of private nonprofit and public local community service providers dedicated to helping low‐income 

families achieve and maintain self‐sufficiency, meet their home energy needs, and reside in housing 

free from the dangers of lead hazards.   

Field personnel are required to be familiar with, and implement, those documents that are a 

foundation to the CSD Weatherization Program, comprised of funding from the Department of 

Energy Weatherization Assistance Program (DOE WAP) and the Low‐Income Home Energy Assistance 

Program (LIHEAP).  A description of each of the resources for these programs is provided below. 

 
Please note that the WIS, Field Guide, and Program Forms cannot specifically address every possible 
situation that may occur.  Instead, they are intended to provide general guidance; application of 
general criteria to situations not specifically mentioned in the WIS and Field Guide is expected of 
trained weatherization workers.   

Your comments and opinions are important.  Whenever you find something in these resource 
documents that should be considered for change or addition, please email your comments per 
submittal instructions on the CSD Providers’ website: 

http://providers.csd.ca.gov/Energy/Weatherization.aspx  

  	

Program 

Forms

WIS Manual
Safety procedures; 

Specifications for quality 
installation of a measure.

Field Guide
What policies are required for your specific job; 

When to install or not install a measure.
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 Program 	Forms 	

All CSD‐approved forms are now posted on CSD’s Providers’ website at http://providers.csd.ca.gov.  
Access to this site is for weatherization agencies only, and shall not be given to subcontractors, 
media, or individuals outside of the agency network.  Check with your Program Manager before 
registering for the Providers’ site in case your agency has any internal policies that must be followed. 

Please note that the WIS manual will not contain copies of any field forms.  This is to prevent forms 
from becoming outdated.  Although it is CSD’s intent to notify agency Directors and Program 
Managers when forms are updated, regular checking of the Providers’ site is highly recommended. 

Current weatherization forms that are required are provided on the CSD Providers’ website, with a 
notation to indicate which forms allow a contractor‐equivalent.  If a contractor‐equivalent is allowed 
for a particular form, agencies shall receive approval in writing from CSD before using the agency 
document. 

 WIS 	Manual 	

CSD’s weatherization program utilizes uniform, clearly written, and illustrated weatherization 
installation standards for installers, crew leaders, and inspectors.  Each section contains the 
specifications for proper installation of weatherization measures and criteria to judge if safety 
considerations are met.  Use of these installation standards ensures that quality measure installation 
practices are uniform across the state.   

CSD’s standards are aligned with relevant codes/standards (the Department of Energy Standard 
Work Specifications, the NEC, NFPA, CBC, BPI, Title 24, etc.).  The CSD standards are divided into the 
following sections: 

1. Procedures for proper site preparation and clean‐up requirements; 

2. Specific installation and repair requirements for single‐family, multi‐family, and 

manufactured housing; and 

3. Quality control metrics to judge acceptable installation. 

 Introduction 	to 	the 	Field 	Guide 	 	

CSD has developed this Field Guide to outline all field policies for the network agencies.  All of the 
policies related to field work are contained in this Field Guide.  It is intended to make this 
information more accessible to you and easier to find.   

In each section, the policies (requirements) related to each field job role or specific measures are 
provided.  Policies will be updated once every year and are required to become part of your work 
practices as soon as the Field Guide is adopted and made available.   

 
This document and its appendices utilize photographs and graphics from the private 

collections of the Department of Energy’s WAPTAC.org, Richard Heath and 

Associates, Inc. (RHA), and private entities where noted.  RHA has obtained 

permission for the use of these photographs and graphics in these documents, 

wherever noted.  Unattributed photographs/graphics are commercially available 

clip art.  Use, reproduction, or alteration of any kind of all attributed media shall 
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not allowed without written permission by the Department of Community Services 

and Development or its original owner.  

 How 	Does 	CSD 	Weatherization 	Work? 	

The CSD Weatherization Program is made up of a state administrative office (CSD), local service 
providers (LSPs), and specialty subcontractors.  Each of these entities is made up of many 
administrative and field personnel who work together to meet the program goals.  There are over 40 
LSPs who work together across the state of California to serve income‐qualified clients.  Our goal is 
to make our clients’ homes safe and healthy, more energy efficient, and decrease the dollars that 
they must spend on energy usage—thereby helping clients to be more self‐sufficient. 

What is your role in the program? 

 Weatherization 	Roles 	

As part of the field team, you may provide one or more of these critical roles at your agency.   

 
In order to serve our clients, all field personnel must work together as a team to: 1) carefully check 
the home for safety issues and maintain safe conditions, 2) select and install appropriate “measures” 
for the home within the program scope, 3) communicate with each other to ensure that our work 
and work habits are excellent, and 4) perform in conformance with program guidelines. 

As part of this Manual, we will break down each of these jobs into specific tasks to help you 
understand what is required by the state for your role and how they apply to you.  Remember that 
the next sections of the Field Guide follow the job roles. 

Section 2:  Outreach/Intake Worker’s Guide; 

Section 3:  Assessor and Energy Auditor’s Guide; 

Section 4:  Measure Installer and Crew Leader’s Guide; and 

Section 5:  Inspector and Quality Control Inspector’s Guide. 

 

The final sections of the Field Guide will contain look‐up guides to help you find key program 
information quickly.  They include: 

Section 6:  General Measure Policies 

Section 7:  Measure‐specific Feasibility Policies 

Appendices to the Field Guide (i.e., Diagnostics and Audit Protocols and additional Program 

Guidelines) 

Home Assessor/
Energy Auditor

Installer or 
Crew Leader

Quality Control 
Inspector
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Section	2	
Section 	2: 	Outreach/Intake 	Worker’s 	Guide	

 Outreach/Intake 	Job 	Role 	
Agencies are required to perform adequate 

outreach activities to ensure that households 

within all parts of their service territories are 

informed about program services and have an 

opportunity to apply, if interested.  The 

Outreach/Intake process and policies are 

described fully in the “CSD Eligibility and 

Verification Guide” located at 

http://providers.csd.ca.gov.  Full knowledge and 

correct application of the policies in the “CSD 

Eligibility and Verification Guide” is required for the Outreach/Intake job role. 

Outreach/intake workers shall enter the client’s residence only when adults 18 years of age or older 
are present. 

Photo Credit: WAPTAC.org 
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Photo Credit: Community Resource Project, Inc. 
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Section	3	
Section 	3: 	Assessor/Energy 	Auditor’s 	Guide	

 Assessor/Energy 	Auditor’s 	Job 	Role 	
Assessors/auditors must not only observe what is present in a 

home, but they must also envision what measures are feasible 

under one or more weatherization programs.  This requires an 

assessment of the interior and exterior of a home and consists 

of inspecting the whole structure and systems, including: 

building shell, attics, crawlspaces, appliances, and the 

mechanical, electrical, and plumbing systems. 

Assessors/auditors must also be very familiar with the feasibility 

criteria for each measure and be proficient in all diagnostic testing.  They must educate themselves 

in all aspects of field operations to ensure that all program policies and procedures will be followed. 

 Role 	of 	the 	Assessor 	

Before homes receive weatherization measures, assessors/auditors shall determine if the unit is 
structurally sound and not in need of extensive repairs—with full evaluation of the attic, crawlspace, 
and all living spaces.  All assessment activities must be carried out in compliance with this section.  
Assessors/Auditors shall: 

Item  Assessment Tasks 

1 
Ensure that assessment equipment is functional, up‐to‐date, and calibrated when 
required.   

2 
Field personnel shall enter the client’s residence only when adults 18 years of age or 
older are present. 

3 
Evaluate existing ventilation, health and safety conditions, and potential energy 
efficiency measures for all (100%) homes.   

4 
Determine what weatherization contract(s) will be charged in order to ensure that 
protocols are followed correctly. 

5** 
Determine if home qualifies for SHPO (when dwelling is 45 years old or older).  Collect 
required photographic documentation. 

6** 
Evaluate home for major structural defects, safety, IAQ hazard, structural hazard, or 
other deferral conditions that may limit weatherization. Assessor must disclose noted 
safety and structural hazards to the property owner and tenant, where applicable. 

7** 

Conduct a visual inspection to identify deficiencies that would inhibit pressurized 
diagnostics to occur.  Assessor shall inform the client of the various types of diagnostic 
testing to be performed, including the general nature and benefits of each type (i.e., 
CAS, duct and shell leakage testing). 

8** 
Perform CAS pre‐testing on all combustion appliances in accordance with this section 
and the CSD Field Guide Appendix A. 

9**  Determine if home qualifies for Energy Audit.  Collect Audit Data, when applicable. 
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10** 
Evaluate home for all feasible weatherization measures, based on program 
requirements.  

11** 
Follow diagnostic protocols.  Inform tenants and property owners of any significant 
structural or engineering issues (see WIS “Definitions”) before work begins. 

12**  Collect Refrigerator data to verify measure feasibility (metering, appliance plate, etc.). 

13** 
Collect Mechanical Ventilation Data to determine measure feasibility, when required by 
program. 

14**  Justify all claims of catastrophic leakage. 

15 

Document all findings in the CSD 540, the CSD 710 (DOE only) to determine 
audit/priority list measures, and diagnostic forms, to ensure that appropriate measures 
are installed.  Notes of conditions that may affect installation are required.  A copy of 
the forms, with all additional notes shall be kept in the client file. 

16  Educate client and document with client signature for client file. 

17 
Permits shall be sought and obtained for applicable measures when required by the 
local jurisdiction. (See Measure Installer’s section of this Field Guide.) 

18 
Transmit file to Crew/Installation team.  Participate in regularly scheduled quality 
control meetings with field staff. 

 
** = Refer to Section 3.20 for required photographs (justification images). 

 

 
For a complete description of the required Assessor role, CSD has adopted the 

Department of Energy’s “NREL Job Task Analysis: Energy Auditor.”  The current version 

of the document is incorporated into this Field Guide by reference.  

 Assessment 	Timelines 	

Careful and timely communication is critical between the outreach and assessment personnel.  The 
Home Assessment, Diagnostic tests, and other time‐sensitive procedures are valid for the periods 
described below: 

Timeline  Time Maximums 

 From Certification Date 

to Assessment 

Qualification certifications are valid for no more than 120 days.  
If the eligibility certification expires before a full assessment is 
performed, the agency must recertify income eligibility before 
weatherization work is begun. 

 From Pre‐CAS to  

Post‐CAS test 

No more than 60 days, or pre‐test must be repeated before any 
weatherization work is begun. 

 From Assessment Date 

to Job Completion  

Once assessed, the home must be completely served within 
180 days from the assessment, including the post‐inspection.  
If the weatherization work cannot be completed within 
180 days, the agency shall obtain updated income verification 
documentation to recertify the household’s income eligibility 
before further weatherization work can continue.  
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 Separation 	of 	Duties 	

Assessments/Energy Audits: 

 Shall not be performed by field staff who install measures or 
conduct post‐inspections in the same dwelling.   

 Shall not be performed by subcontractors who perform any 
installation services. 

 Note:  An exemption to the separation of duties requirement may be granted for agencies 
where it is economically challenging and/or operationally impractical to achieve job separation.  
An agency Program Manager must make a request in writing to CSD and receive an affirmative 
written response from CSD for this to be an “approved” exception.  The request must include 
additional safeguards that the agency will implement to ensure quality of workmanship.  CSD, 
at its discretion, also may increase the percentage of third‐party inspections. 

 Assessment 	Documentation 	

The standard CSD Assessment Forms (or contractor’s equivalent form pre‐approved by CSD) shall be 
used to conduct all home assessments, including the CSD 540, 540A, 540C, 540D, and 540E.  The CSD 
710 shall also be required for DOE jobs only. 

 The assessement shall be properly and fully completed before leaving the dwelling, and shall 
include pertinent information about all measure feasibility and materials needed.  A drawing of 
the house “footprint” shall be included when insulation will be installed. 

 The feasibility of each measure must be evaluated and documented on the assessment form.  If 
a measure is, or is not feasible, the justification must be described clearly 
and accurately.  

 Photographic documentation is required for installation in accordance with 
Section 3.20. 

 Assessments shall include a Pre‐Combustion Appliance Safety (CAS) testing 
using the CSD 700 “Combustion Appliance Safety Inspection Form” (CASIF) and the CSD 710 
“DOE Priority List Checklist by CZ.”  These forms shall be completed on the job. 

 Feasbility determinations for duct and shell sealing shall be completed on the job in 
conformance with the CSD Field Guide Appendix B and Appendix C.  Feasible duct and shell 
sealing tasks shall be documented on the CSD 540, CSD 704, and CSD 706, as applicable. 

 Identified measure “Calculators” such the CSD 540C (Mechanical Ventilation Calculator) and the 
CSD 540E (Refrigerator Replacement Calculator) may be completed either on‐site or at the 
agency, with required data collected while on‐site. 

 Permits shall be obtained when required by the local jurisdiction. 

 Standard 	Assessment 	Equipment 	

Assessors shall carry all necessary tools and safety equipment to perform their job duties.  At a 
minimum, assessors shall have available the following basic tools: 
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BASIC ASSESSMENT EQUIPMENT 

Diagnostic Tools 

 All combustion appliance safety, duct leakage, and 
shell leakage test equipment used by field personnel 
shall conform to the specifications provided 
in CSD Field Guide Appendices A, B, and C. 
Any additional diagnostic equipment must 
be purchased only with prior approval by 
CSD.  

Hand Tools 

 Measuring tape (minimum 25'). 

 Electrical outlet tester. 

 Screwdriver sets (Phillips and slotted). 

 Calculator and clipboard. 

 Ladders:   

o Minimum 6' stepladder, and 

o Minimum 12' extension ladder, or 

o Combination ladder that performs both 
functions. 

 Personal Protective Equipment (PPE) 

o Hard hat. 

o Gloves. 

o Respirator. 

o Eye protection.  

o Clothing protection (coveralls or Tyvek‐type suit). 

 Dwelling 	Eligibility 	Requirements 	
for 	Weatherization 	

All dwellings that have not been previously weatherized 
under a CSD program or other program may qualify for 
weatherization in DOE if three mandatory measures are 
feasible, or in LIHEAP if ceiling insulation plus two additional 
mandatory measures are feasible or if at least three 
mandatory measures are feasible when ceiling insulation is 
not.  In addition: 

 If the required minimum number cannot be installed due to the deferral of measures, then the 
entire unit shall be deferred on form CSD 542. 

 Optional measures shall NOT be counted toward the three‐measure minimum to qualify a 
home for first‐time weatherization unless all mandatory measures are unfeasible.  For re‐
weatherization, see Section 3.7. 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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 Assessments, diagnostic testing and post inspections shall not be counted toward the three‐
measure minimum unless specifically allowed by program contract. 

 Emergency health and safety measures provided under ECIP EHCS may be installed without 
meeting the three‐measure rule.  ECIP EHCS dwellings shall be referred for weatherization 
services; and if measures are installed within 180 days, the measures installed under ECIP EHCS 
shall count towards the three‐measure rule.  Note:  All other dwelling and client eligibility 
requirements shall apply to ECIP as to LIHEAP. 

 

 

The minimum number of weatherization measures may be leveraged with 
other weatherization programs when being installed in conjunction with CSD 
programs.  All leveraged measures used to fulfill the minimum number of 
required measures must meet CSD installation standards and diagnostics 
policies.  Where DOE funding is used, DOE policies and protocols shall prevail. 

 
Additional dwelling eligibility policies for multi‐unit buildings are outlined in Section 3.6.1.  (No 
additional single‐family policies are applicable.)	

3.6.1 Multi‐unit	Dwelling	Eligibility	Requirements	

In addition to the items in Section 3.6, multi‐unit dwelling eligibility criteria are as follows: 

 Installation of ceiling insulation shall be counted as a ceiling insulation measure for each 
unit within that building envelope. 

 Installation of a common (multi‐family) water heater shall qualify as a mandatory 
measure for each unit served by the same water heater. 

3.6.2 Ineligible	Dwellings	(No	Weatherization	Allowed)	

Assessors shall not assess any dwelling unit that: 

 Will be acquired or cleared by a federal, state, or local program within 
12 months from the date weatherization would be completed. 

 Does not have written permission of the property owner/tenant on the 
Energy Service Agreement for Occupant (CSD 515A) and Energy Service Agreement 
for Rental Property Owner (CSD 515B). 

 Is an institutional or commercial building, including but not limited to, universities, 
schools, nursing homes, hospital, shelters, or group homes.  Note: Only DOE allows 
weatherization services on shelters and group homes. 

 Is listed for sale at time of qualifying for the program or will be offered for sale 
within 60 days after the completion of weatherization.  

 Is single‐family or manufactured/mobile home of less than 330 sq. ft. of living space.  
Note:  This policy does not apply to multi‐family dwellings. 

 Is a travel trailer, boat, or other transportable dwelling type. (These are specifically 
excluded from California’s weatherization program.)   

 
By CSD policy, no undue or excessive enhancement shall occur through 

weatherization to increase value of the dwelling.  Agencies shall follow 

federal regulations to prevent undue enhancement of properties. 
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 Call‐backs 	and 	Re‐weatherization 	Policies 	

In CSD weatherization, a “call‐back” is when a measure fails and is 
required to be corrected by an agency.  Required warranties are 
defined in CSD WIS Appendix B.  Additional work on a completed unit 
shall be classified as a “call‐back” when:  

 The client notifies the agency within the contractor warranty 
period that a measure has failed (CSD WIS Appendix B); or 

 During a CSD or third‐party inspection, any feasible measure that 
was not installed or a failed measure is found. 

Under the DOE program, a call‐back is allowable under the following conditions: 

 DOE requires notification when a call‐back has occurred on a completed and billed unit already 
reported to DOE.    

 The cost and demographics of the unit must be entirely reversed and resubmitted after the 
additional work is completed and inspected.   

 Note:  For these reasons, CSD strongly encourages the use of LIHEAP funds for call‐backs.  

Once a dwelling has been submitted to CSD for reimbursement as a completed unit (under LIHEAP or 
DOE), any later weatherization services provided to the home that is not a call‐back is considered 
“Re‐weatherization.” 

Under the DOE program, “Re‐weatherization” is only allowed when: 

 A dwelling unit has been damaged by fire, flood, or act of nature and repair of the damage to 
weatherization materials is not paid for by insurance; or 

 A dwelling unit partially weatherized using DOE WAP or other Federal program funds on or 

before September 30, 1994 needs further weatherization assistance. 

Under the LIHEAP weatherization and ECIP EHCS programs, “Re‐weatherization” is only allowed 
when: 

 A previously installed measure is reinstalled during its useful life term with written justification 
in the client file, due to premature failure of the measure (outside of the warranty period);  

 The measure was destroyed by the prior occupying household; 

 The useful life term has already expired for a previously applied measure. The agency may 
provide the replacement measure under re‐weatherization in accordance with feasibility 
criteria and with appropriate justification.  

 If a dwelling has been previously weatherized under a CSD or other weatherization program, 
agencies may install previously unapplied mandatory measures (optional measures do not 
qualify for re‐weatherization).  

Client Recertification Requirement 

 Call‐back: Client is NOT recertified. 

 Re‐weatherization:  Client must be recertified. 
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Three‐measure Minimum Requirement 

 Call‐back: Three‐measure minimum does NOT apply. 

 Re‐weatherization:  The three‐measure minimum requirement DOES apply.  (ECIP EHCS is 
exempt.) 

 Permission 	to 	Weatherize 	

In order for a home to qualify for services, not only must the occupants be income‐qualified—but 
the owner of the property must give permission for the work to be completed.  CSD’s weatherization 
permission forms are:  Energy Service Agreement for Occupant (CSD 515A) and the Energy Service 
Agreement for Rental Property Owner (CSD 515B).   

 
Once weatherization work has begun in a home, if significant structural or 

engineering issues are discovered (see CSD WIS “Definitions” for 

“Structural/Engineering Issues”) or environmental/health and safety hazards are 

present, work must stop until the agency re‐obtains property owner permission for 

the revised scope of work.   

 

 State 	Historic 	Preservation 	Review 	

Assessor/auditors shall determine whether the dwelling meets the criteria for a Review as mandated 
by the State Historic Preservation Office (SHPO).   

Historic preservation review shall be completed on a dwelling that is either: (1) 45 years old or older, 
(2) located within a historic district, or (3) considered to be of exceptional importance under the 
National Register Criteria for Evaluation in compliance with 36 CFR 60.4.  

CSD requires assessors/auditors to obtain a third‐party documentation source to verify the year that 
each dwelling was built.  Acceptable sources include: statements from the county assessor’s office, 
online fee‐based verification services, title company documentation, et al. 

All dwellings that are 45 years old or older must be entered into CSD’s HPO online system and shall 
include all of the measures that are assessed to be installed.  The following four measures initiate a 
formal review:   

1. Door Repair/Replacement;  

2. Glass Replacement;  

3. Window Repair/Replacement; or  

4. Storm Windows—Exterior.  

The review must be conducted before any 
weatherization work commences.  If there are 
changes to the original scope of work and any of the four measures above will be subsequently 
installed, the information in the HPO online database must be updated so that a formal review may 
be initiated or repeated. 

  	

Graphic Credit: CSD
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 Multi‐unit 	Dwelling 	Assessment 	Policies 	

3.10.1 66/50	Rule	

The 66/50 Rule is a CSD policy to encourage weatherization 
personnel to serve whole buildings, rather than single units in 
multi‐unit dwellings.   

 When you have a duplex or a 4‐plex where 50% of the units 
income‐qualify for the program (or where a unit will 
become eligible and occupied by low‐income tenants 
within 180 days under a federal, state, or local government rehabilitation program), the 
entire building may be served.   

 In a triplex or when there are five or more units in a building, 66% of the units must be 
income‐qualified for the entire building to be served. 

 If only individual units are served, measure restrictions will 
apply as described in the next section. 

3.10.2 Whole‐building	Approach	

CSD has established a policy for weatherizing single‐family and 
multi‐family buildings that views the entire building as a complete 
system of interconnected dwellings and systems.  In order to 
provide maximum energy savings and benefits to the residents of a building, a “whole‐
building approach” is preferred.   

When evaluating how best to address a particular single‐family (i.e., no more than one 
detached dwelling unit) or multi‐family building (i.e., two or more connected units), there 
are a number of variables to evaluate. Please refer to the priority list and energy audit 
protocols in CSD Field Guide Appendices D, E, and F for specific information on building 
characterization and audit tool selection for auditors.  Whole‐building measure feasibility is 
determined in accordance with this Field Guide. 

There are, however, possible scenarios where it is not possible to: 1) gain access to all of the 
units, 2) obtain owner/management approval to modify central systems or install measures 
in common areas, or 3) for reasons beyond the energy service provider’s control, 
weatherization of the whole building cannot be completed by a contract termination date. 

CSD allows for an Individual Unit approach weatherization within multi‐family buildings (two 
or more connected units), as long as the reasons that whole‐building weatherization is not 
feasible are thoroughly documented. With the Individual Unit approach, however, measures 
designed to be installed in the entire building are not eligible when only an individual unit is 
served.  These “whole‐building” measures include:  Ceiling insulation, Floor insulation, Wall 
insulation, window replacements for energy efficiency upgrade, Central system water 
heater/heating/cooling energy efficiency upgrades, and any other “Building envelope” and 
common area measures.  Note: Appliance repairs/replacements for Health and Safety as 
defined by CSD contract are not considered whole‐building measures. 

Individual unit air sealing measures are allowed in the Individual Unit approach, in 
accordance with existing protocols and standards.

66/50 
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3.10.3 Vacant	and	Over‐income	Unit	Rule			

When vacant or over‐income units are encountered in, the following procedures shall be followed in compliance with contract type: 

  Level of Service  Funding Limitations 
Additional Contract 

Policies 

Combustion Appliance 

Repair or Replacement 
Service Limitations 

Single‐family  Not Eligible  Not Eligible Not Eligible Not Eligible Not Eligible

MFD: 

2‐ & 4‐plexes 

When at least 50% of the 

units are found eligible, all 

units may be served 

(including vacant units). 

When addressing multi‐

family (MF) units, multiply 

the total number of 

income‐eligible units in the 

MF building by the current 

allowable per dwelling unit 

average to determine the 

amount of funding 

available for weatherizing 

all the units in the building.  

This total amount is the 

total allowable dollar 

amount to weatherize all 

the units in that building 

(including vacant units). 

Vacant units shall be 

occupied by eligible low‐

income tenants within 

180 days under a federal, 

state, or local government 

program for rehabilitating 

the building or making 

similar improvement to the 

building. 

 

Per CSD contract, all 

appropriate documents 

and recordkeeping policies 

shall be met. 

If power is available, and all 

combustion appliances are 

CAS tested, 

repairs/replacements may 

be made to the appliances, 

if eligible per program 

policy. 

If a dangerous indoor air 

quality condition, an 

electrical system hazard, 

and/or fire hazard is found 

to exist, agencies may 

ONLY disable an appliance 

to eliminate the immediate 

hazard in accordance with 

the CSD Weatherization 

Installation Standards, the 

CSD Field Guide, and the 

CSD Program Management 

Policy and Procedure 

Manuals. 

MFD: 

Triplex or  

5+ Unit MUD 

When at least 66% of the 

units are found eligible, all 

units may be served 

(including vacant units). 
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 Client 	Refusal 	of 	a 	Measure 	or 	Diagnostic 	Test 	

In general, CSD’s weatherization programs are voluntary.  If a client does not want a 
particular measure installed, it shall not be installed; however, assessors shall obtain a 
written statement from the client regarding the measure(s) that is/are refused, a 
signature, and date.  Measure refusal shall be documented on the CSD 540 form.  In 
addition, refusal of a non–weather‐sensitive or weather‐sensitive audit‐driven measure, or Priority List 
measure, shall have consequences as identified in CSD Field Guide Appendices D, E, and F. 

 By CSD policy, if a client refuses a measure, the measure shall NOT be feasible for 

that dwelling unless a new occupant becomes the tenant or homeowner. 

 
Refusal of a Diagnostic has certain consequences, however, which should be carefully explained to the 
client.  Refusal of a diagnostic must be documented on the CSD 542 form, and signed by the client.   If a 
client refuses to sign in acknowledgment of the deferral condition(s), the Assessor must document this 
refusal to sign on the CSD 542.  A copy of the CSD 542 must be kept in the client’s file.  Refusal of a 
diagnostic shall result in a limited or full deferral, according to the specifications below: 
 

When a Client Refuses the… 

CAS TEST  DUCT LEAKAGE TEST SHELL LEAKAGE TEST

DOE: Defer Dwelling  DOE: Defer Dwelling  DOE: Defer Dwelling 

LIHEAP: Defer Dwelling  LIHEAP:  

If a CAS/IAQ Fail is present: 

 When corrected, seal 
catastrophic leaks only and 
report on CSD 706. 

 When not correctable within 
program scope, the dwelling 
is NIM. 

LIHEAP:  

If a CAS/IAQ Fail is present: 

 When corrected, seal 
following prioritization in 
accordance with CSD 704. 

 When not correctable within 
program scope, the dwelling 
is NIM. 

     

The Duct and Shell Leakage Test Protocols (Field Guide Appendices B and C) and sealing prioritization 

(CSD 704 and CSD 706 forms) shall be followed without exception. 

 

 
Whenever a client considers refusing diagnostic testing (i.e., CAS, duct leakage 

testing, or shell leakage testing), client education shall be provided informing them 

of reasons for and the benefits of such testing, and advising them that refusal 

prevents installation of specific measures or may require the deferral of all 

weatherization work (program dependent).   
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 Assessment 	for 	Dwelling 	and 	Occupant 	Safety 	

Assessment of a home requires an evaluation to ensure that: 1) occupants’ health will 
not be negatively affected by weatherization, and 2) conditions in the home are 
acceptable in order for weatherization to occur.  Sections 3.12 through 3.17.1 
describe assessment components included in this “Dwelling and Occupant Safety” 
category, and include Deferral Conditions, Occupant Safety, Structural and Biological 
Hazards, Combustion Appliance Safety Checks, and Electrical Evaluation. 

3.12.1 Deferral	Conditions		

When weatherizing would make conditions in or on the home worse, then we 
must not weatherize.  This is called a home deferral.  Deferrals can apply to an 
entire home or to a limited number of particular, related measures when needed.  
Deferral conditions apply across CSD’s LIHEAP, DOE, and ECIP EHCS Programs. 

 
Assessors are expected to consider all reasonable options on behalf of a client 

before deferral of weatherization services is decided.  There are some conditions 

where we must give the client the opportunity to remedy the deferral condition.  

 
If a dwelling is not eligible because of the need for extensive repair, the unit shall not be served 
and the applicant shall be referred to a local government assistance agency, such as the local: 

 Housing and Community Development Department;  

 U.S. Farmers Home Administration Housing Loan Program;  

 County Department of Aging or Senior Resources; OR 

 Other similar programs.   

The CSD 542 Deferral Form shall NOT be used to document a client’s refusal of an individual 
measure (Client refusals must be documented on the CSD 540 Dwelling Assessment Form).  
Client refusal of a Diagnostic test is documented on the CSD 542 Deferral form. 

Clients must be informed about identified problems and safety concerns, and provided with a 
copy of the CSD 542 Deferral Form that documents all conditions that require deferral of 
weatherization.  A copy with the assessor and client signatures shall be kept in the client file.   

3.12.2 Required	(Automatic)	Deferral	

There are 13 conditions that require automatic deferral of weatherization services.  They are 
when: 

1. A home has fewer than three feasible measures (except when an ECIP EHCS measure). 

2. A client refuses CAS testing. 

3. A client has a health condition that would be made worse by weatherization activities.   

4. The home’s mechanical, electrical, or plumbing system is in such disrepair that failure is 
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imminent/not correctable within the program. 

5. The home has sewage or sanitary problems, or pest infestation that endangers the 
client/crew if work is performed.  Major repair is beyond the program scope. 

6. Issues that make full assessment and/or diagnostic tests not feasible, such as: the home is 
condemned, under rehabilitation (being remodeled), has significant structural issues, or 
client hoarding limits accessibility.   

7. Moisture issues are so severe that they cannot be fixed under Limited Home Repair or 
Minor Envelope Repair.   

8. The client is uncooperative, abusive, or threatening to weatherization personnel.   

9. Extensive amounts of lead‐based paint (or presumed lead‐based paint) is deteriorated, 
and requires remediation before weatherization work may be performed.   

10. Illegal activities are taking place in the home. 

11. (DOE Program) A client refuses duct testing, or shell leakage testing. 

12. (DOE Program) A CAS or indoor air quality (IAQ) hazard exists that cannot be reasonably 
corrected within the scope of the program.  

13. (DOE Program only) When mechanical ventilation assessment requires a fan size of 16 
CFM or greater, but the measure is:  1) structurally unfeasible in the home, OR 2) the 
measure is refused by the client.  

3.12.3 Limited	Deferral	

Limited deferral is required when a circumstance 
is identified that will block the installation of 
other measures, as a single measure or by a 
group (type) of measures, such as:  

 (LIHEAP only) When combustion appliance or 
hazardous air quality condition is present 
that cannot be corrected within the scope of 
the weatherization program, limited deferral identifies the uncorrectable fail and assesses 
non–infiltration reduction measures only. (Note:  When a CAS or IAQ fail is present, non‐
infiltration reduction measures are feasible only under the LIHEAP contract; however, 
careful evaluation must be performed to determine if non‐sealing measures are achievable, 
reasonable, cost‐effective, and it is safe for workers to enter).     

 (LIHEAP only) Client refusal of a Duct Leakage or Shell Leakage Test (Duct Blaster™ or Blower 
Door™), dwelling is NIM.  See Field Guide Section 3.11. 

When work is not feasible until the client corrects an existing condition, and a delay of 
weatherization services is required, the CSD 542 Deferral Form shall identify and describe the 
condition(s) causing the delay, including what work will be done, by whom, and with client and 
assessor signatures. If the client can obtain the necessary repairs to make the dwelling unit 
eligible, weatherization activities may be accomplished after the repair(s) is complete. 

Photo Credit: WAPTAC.org 
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 Occupant 	Safety 	 	

The next assessment step shall include a client or occupant health 
and safety analysis.  Assessors must take into account how these 
factors may affect the feasibility of measures. 

 Age and general health of the occupants, especially for more 
vulnerable populations (very young, disabled, seniors, etc.). 

 Possible effects of weatherization on the living space, which may 
include, but is not limited to: 

o Effects of shell leakage testing on sensitive persons and 
animals, especially during times of extreme outdoor temperatures. 

o Potential danger to children who play in locations where weatherization takes place. 

o Friable asbestos, or asbestos‐containing materials within or affecting the living space. 

o Potential to disturb pre‐1978 painted surfaces, or where pre‐1978 painted surfaces are 
already severely degraded. 

o Dust and debris from cutting, scraping, sanding, etc. activities that must be performed 
inside the living space, that may create dangerous airborne fibers.  

 Air 	Quality 	Assessment 	

In homes, some sources of air pollutants can be chemicals, gases, standing sewage, and living organisms 
like mold/moisture and pests.  Health symptoms from poor air quality may be: irritated eyes, burning in 
the nose and throat, headaches, or fatigue, or even serious long‐term conditions such as heart disease 
or cancer. Individual pollutants at high concentrations, such as carbon monoxide, may even cause death. 

Based on the severity of conditions that you find during an assessment, it may be considered an Indoor 
Air Quality (IAQ) Fail and require Limited Deferral or NIM’ing a home.  For more severe conditions, full 
deferral of the home shall be required, in conformance with Section 3.12 and 4.5.  When a condition 
may be corrected within the scope of the weatherization programs, it is the expectation of CSD that the 
correction occurs or even that a waiver is sought, when necessary.  Details about air quality fails and 
pollutants are provided in CSD WIS Section 1.   

 Structural 	and 	Biological 	Hazards 	

Assessments first shall include a safety check for potentially hazardous conditions.  All findings shall be 
noted on the CSD 540 Assessment Form and the CSD 540A.  Before approaching the building, check for: 

 Dangerous pets,  

 Pests and their nests (e.g., wasps, bees, bats, snakes, spiders, etc.), 

 Broken glass. 

 Tripping hazards, and tools/other items in the yard. 

 Dangerous electrical wires (e.g., overhead lines hanging low). 

 Exposed sewage. 
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 Excessive rodent and other animal droppings. 

 Structural defects (e.g., in walls, roof, doors, windows, and outbuildings). 
 

POTENTIAL STRUCTURAL OR BIOLOGICAL DEFERRALS (including, but not limited to): 

Major Structural Issues 

 Leaking and/or deteriorated roof/roofing. 

 Damaged or severely sagging ceiling surfaces and 
ceiling joists. 

 Failed or sagging foundations, joists, or flooring. 

 Damaged or deteriorated tub/shower or 
plumbing. 

 Deteriorated siding, or door/window frames. 

 Major HVAC defects that exceed the scope of the program.  

Insect Infestation and Pests 

 Checks shall be made for pests that may endanger workers, such as: 

o Bees and wasps. 
o Spiders and fleas. 
o Rats, snakes, and other wild animals. 

 Insects that may cause structural damage are: 

o Termites. 
o Powder post beetles. 
o Carpenter ants. 

Asbestos‐containing Materials (ACM) 

 Check for ACM in commonly found locations, such as: 

o Ducts (See CSD Field Guide Appendix B.) 
o Duct insulation (See CSD WIS Section 19.) 
o Ceiling/wall insulation (vermiculite) 
o Textured ceilings and coatings  
o Drywall 
o Siding 

Dangerous Electrical Wiring 

 Check wiring for problems that may be dangerous, including:  

o Frayed insulation and bare wires. 
o Loose connections and unprotected splices. 
o Junction boxes which are loose and/or uncovered.  
o Heat producing devices (HPDs), like recessed lights, doorbell 

transformers, etc. 
o Ungrounded box or receptacle, where proper grounding is required. 
o Undersized conductors and underrated overcurrent protection (fuses or breakers). 
o Sagging overhead power line outdoors. 

 Check for Knob‐and‐Tube Wiring, in accordance with CSD WIS Sections 20‐A, 22‐A, and the 
applicable measure‐specific policies contained in the CSD Field Guide.  

Graphic Credit: RHA, Inc. 

Photo Credit: Orange County CAP 
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 Combustion 	Appliance 	Safety 	Checks 	

Assessors are required to perform a Pre‐CAS test at the time of assessment on all gas appliances that 
affect the living space.  All CAS testing and documentation 
shall be conducted in accordance with CSD Field Guide 
Appendix A (Combustion Appliance Safety Protocol).  Once 
a CAS Hazard or CAS Fail is identified, the timeline in 
Section 3.19 shall be enforced. 

If a gas leak is found, the assessment and all other 
weatherization actions must STOP immediately until the 
leak is addressed.   

If pre‐CAS inspection finds a non‐hazardous fail, a qualified 
technician or a licensed contractor must isolate the specific 
problem and determine the estimated cost to repair the 
defective unit before the agency decides if the defective 
unit must be repaired or replaced.  Appliances that require 
repair or replacement under Health and Safety, or as an 
Energy Efficiency Measure, shall be noted and reported to supervisors as required, in accordance with 
an agency’s policy.  

 Electrical 	Safety 	Evaluation 	

The best way for an Assessor/Auditor to determine if a 
home has electrical issues is for the assessor to first talk 
to the client and ask about the home’s electrical system 
(even before providing a temporary source of heating or 
cooling).  The assessor should ask the client questions 
such as those below.  

Does the client have: 

 Any burned‐out receptacles?  

 Problems with blowing fuses/breakers?  

 Appliances that have shorted/burned out? 

 Flickering lights?  

 Aluminum wiring (must be checked by a C‐10 contractor before any measure is installed that would 
add to or change the home’s electrical load). 

 Are there any areas of the home that the owner/client has rewired him/herself?  (Note: Do‐it‐
yourself homeowners and property managers who try to make their own modifications may 
unknowingly create unsafe conditions.)  	

Photo Credit: WAPTAC.org 
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3.17.1 Visual	Indications	of	a	Possible	Substandard	Electrical	System	

Once the client interview is complete, the Assessor/Auditor must perform a visual inspection.  
When any of the features below are found, there may be electrical issues. It would be best to:  
1) notify the property owner, and 2) call in a licensed electrician (when corrective work is within 
the weatherization program scope).   

 Insufficient number of receptacles that a client has overloaded with multiple adapters 
(creates risk of fire due to overloading the circuit). 

 Unprotected surface mounted cable (no raceways). 

 Taped splices, or exposed or loose wiring. (These 
are dangerous and should not be used.) 

 Charring around receptacles or sparking light 
switches (loose connections). 

 Frequent blown fuses or “popped” breakers of a 
power or lighting circuit. 

 “Daisy‐chained” extension cords from receptacles 
or from light fittings  

 Aluminum‐type wiring that appears degraded or 
with worn connections. 

 Presence of an open metal junction box with exposed wiring.  

 Presence of knob‐and‐tube wiring. 

 

In accordance with CSD Deferral Policy, if the electrical work is substandard, and it 

is not within the scope of the program to fix the issue, then installation of measures 

affecting the electrical system is unfeasible and deferred using the CSD 542 form.  

This policy also applies when a portable appliance may be provided.   

 

If a substandard electrical system is suspected, agencies must have an electrician 

identify if existing wiring is properly sized with adequate overcurrent protection to 

support the use of new or portable appliances. 
 

 Measure 	Assessment 	

The CSD Weatherization Program requires that all feasible mandatory 
measures be identified during assessment and prescribed for 
installation, with consideration given to the average maximum per 
dwelling.  For each program measure, all assessment findings shall:  

 Identify measures that are feasible and those which are not in 
conformance with Field Guide Sections 6 and 7. 

 Be documented on the assessment form and appropriate diagnostic form, if applicable. 

 Provide written justification for measures that are determined to be unfeasible. 

Photo Credit: WAPTAC.org 
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 Indicate for each feasible measure the estimated quantity, type, location, etc., as appropriate. 

 

 
Assessors are required to consider the Feasibility Criteria and installation 

requirements for each measure in Field Guide Section 7 in order to determine 

whether each measure is feasible, mandatory, and will be installed.  

 Assessment 	Fail 	Timelines 	

Agencies are under a strict timeline to remedy all CAS Hazard, CAS Fail, and IAQ Fail conditions as soon 
as they are identified by an Assessor/Auditor. 

 Hazardous Conditions:  Immediate hazards must be mitigated within 18 hours.  Once the hazard is 
mitigated, CSD considers the issue from that point on to be non‐
hazardous, and subject to the non‐hazardous timeline described in 
the bullet below.   

o Exception:  If a water heater is temporarily abandoned to 
mitigate a hazard, the appliance condition must be 
completely resolved within five working days.   

 Non‐hazardous Conditions:  All non‐hazardous conditions noted by 
the Assessor/Auditor shall be corrected within 20 working days of 
written notification by the Assessor/Auditor in the CSD 540 form. 

The time periods for correction may be extended for circumstances beyond the agency’s control; 
however, a waiver must be approved in writing by CSD prior to the expiration of the original timeline. 

 Required 	Photographs 	(Justification 	Images) 	

Photographic documentation is required to confirm the existence of an existing appliance/measure AND 
to provide proof/justification for the measure to be installed, repaired, or replaced.  The following 
assessment photographs are required, and must be kept in the client file 
or stored electronically with an agency standardized format for the file 
name (i.e., by client name, address, or job number): 

 Ducts 

 Windows 

 Doors 

 Furnaces  

 Lamps being replaced by Torchiere Lamps  

 Air Conditioners 

 Evaporative Coolers 

 Refrigerators (name plate and unit) 

 Cook tops or Freestanding Ranges 

 Water Heaters 
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 Multi‐family Boiler or Chiller Replacement 

 Limited Home Repairs, including: Appliance floor/platform repair; Minor roof repair; and Window 
or door frame structural repair to support window or door replacement. 

 Minor Envelope Repairs (i.e., wall patches or drywall replacement to support CAS corrections). 

 Energy Audit (Photos required for an energy audit are listed separately in CSD Field Guide 
Appendices D and F. 

 Condition of items (s) to justify waiver requests, ECIP EHCS work, or claim of catastrophic leakage. 

 Photographs to document improvement measures considered by SHPO. 

 Photographs to document identified deferral conditions. 

 Set‐up of lead‐safe weatherization containment and clean‐up activities. 

 Prioritization 	of 	Measures 	by 	Assessor 	

When conducting a CAS Checks and Electrical Evaluations, prioritize health 
and safety hazards created by combustion appliances, indoor air quality, and 
knob‐and‐tube wiring before other mandatory measures.  Once Health and 
Safety issues are resolved, the assessor/auditor must prescribe the 
installation order for any other mandatory and optional measures.  No 
feasible mandatory measure shall be skipped (known as “leapfrogging”), 
unless the: 

 Pressurized duct diagnostic test indicates that installation of the 
measure is not necessary; 

 Dwelling already has that measure in place; 

 Measure cannot be properly installed, or is not needed/required; or 

 Client refuses installation (client refusal must be documented and placed in file). 

3.21.1 Primary	Heating	and	Cooling	

All repair and replacement services are limited to a dwelling’s “primary heating and/or cooling 
appliance” (see “Definitions”).  An exception to this rule exists, however, to also allow 
installations in those dwellings with no heating and cooling appliance, where: 

 There is no means to have adequate heating and/or cooling during a climatic season; and 

 Lack of a heating or cooling source would cause imminent harm to the health and wellbeing 
of individuals or the household. 

This determination could be made by the assessor or a doctor.  Depending upon the climate 
zone, lack of a heating and/or cooling appliance may be considered an appropriate justification 
for installation where a source does not already exist. 

Typically, repairs and replacements are performed as part of weatherization; although in a crisis, 
the Emergency Crisis Intervention Program (ECIP) Emergency Heating and Cooling Services 
(EHCS) may be used, as described in Section 6.  It is important to note that ECIP EHCS may also 
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apply to water heaters, although a water heater shall not be installed in a dwelling where none 
existed previously. 

3.21.2 Portable	Heating	or	Cooling	

Where true crisis exists, and correction to the heating and/or 
cooling appliance cannot be remedied immediately, agencies 
shall provide occupants with temporary EnergyStar®‐rated 
(when available) portable devices to provide cooling and/or 
heating in accordance with the ECIP EHCS and SWEATS policies 
provided in CSD Field Guide Section 6.  When portable devices are 
provided, the assessor (or assigned field staff member) must obtain the client’s signature on the 
CSD 57 form and shall also provide the following client education: 

 Advise occupant of the higher energy consumption associated with portable devices. 

 Occupant must certify that all of the manufacturer’s safety instructions will be followed. 

If the portable device is refused by the client, the refusal shall be documented on the CSD 540 
form. 

 Lead‐safe 	Weatherization 	

According to CSD policy, when a home was built before 1978, (age 
must be determined by: statements from the county assessor’s 
office, online fee‐based verification services, title company 
documentation, etc.), the home shall be presumed to contain lead‐
based paint unless the dwelling: 

 Was built in 1978 or later. 

 Is certified to be “Lead Free” by a Department of Public 
Health–certified inspector. 

 Is single‐room occupancy (i.e., a studio). 

 Is “Housing for the Elderly” (which means housing reserved for households composed of one or 
more persons 60 years of age or older), and where a child who is less than 6 years of age does not 
live there (or is expected to live there).  

 Is a “Disabled Unit” where the household is comprised of one or more disabled persons, and where 
a child who is less than 6 years of age does not live there (or is expected to live there). 

When assigning a certified Renovator to a pre‐1978 home, the Renovator must have a current EPA RRP 
certificate in order to ensure that lead‐safe weatherization practices are followed through the 
weatherization process. 

   

Photo Credit: CAP of San Bernardino
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In Pre‐1978 Homes… 

General Policies 

 Lead‐safe regulations and practices must be followed for the California Department of 
Public Health, Cal/OSHA, the EPA RRP, and the U.S. Department of Housing and Urban 
Development, as applicable. 

 Lead‐safe Weatherization (LSW) assessment, work, and inspection practices shall be 
employed in conformance with CSD WIS Section 2. 

 When paint will be disturbed, the agency‐assigned certified renovator must be on‐site 
during the set‐up, clean‐up, and to conduct the clearance procedure.   

 The compliance report shall be kept in the client file.  The certified Renovator shall 
complete the CSD 708 form for compliance with all regulatory entities.  

Deferral Policies 
Weatherization measures shall be deferred when any one or more of the following conditions 
is present.  The condition must be documented by photograph and within the CSD 542 form: 

 Large amount of paint chips over the ground or floor 

 Painted surfaces that are to be worked on are in seriously deteriorated condition; 

 Reimbursement of certified inspections for HUD units will not be made by the property 
owner or local housing authority, unless CSD has pre‐approved the expenditure. 

 

 
CSD does not allow lead abatement (or abatement of other hazardous material), 

home remodeling, or significant construction projects to be completed within the 

scope of weatherization.  

 Duct 	System 	Evaluation 	

All duct system evaluations and documentation shall be conducted in accordance with CSD Field Guide 
Appendix B (Duct Leakage Test Protocol).  The order of sealing work must be performed in the order of 
specific tasks on the CSD 706 Duct Leakage Data Sheet, and grouped by priority level.   

Assessors also shall conduct a visual inspection on duct systems to document the following: 

 Catastrophic leaks, such as disconnections and major damage; 

 Visible gaps, holes, and identified leakage locations; and 

 Priority of the sealing work to be performed. 

Assessors must also identify unsafe conditions in the duct system, such as: 

 Have inadequate access or unsafe conditions. 

 Show significant rodent or other pest infestation. 

 Have asbestos‐containing insulation.  

 Are made of asbestos‐containing material. 

When a home is NIM, no duct testing or sealing shall be conducted until the issue that created the 
NIM condition is corrected. 

Photo Credit: WAPTAC.org 
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 Shell 	Leakage 	(Infiltration) 	

Assessors shall conduct a visual inspection of the building’s thermal envelope to find unwanted air leaks 
and prioritize their correction from highest to lowest priority for the installation crews  

When required by program policy, shell leakage testing shall be conducted.  Shell leakage testing shall 
be conducted in accordance with Field Guide Appendix C and homes served under the LIHEAP contract 
shall be selected for shell leakage testing in accordance with CSD Field Guide Appendix C, Section 4.  All 
sealing activities performed shall be implemented in priority order and recorded in the CSD 704 Shell 
Leakage Data Sheet. 

When a home is NIM, no shell testing or sealing shall be conducted until the issue that created the 
NIM condition is corrected. 

 
A dwelling with no heat source or cooling source (where the owner refuses 

installation of those sources) shall NOT qualify for infiltration‐reduction 

measures. 

 Using 	a 	Priority 	List 	or 	Energy 	Audit 	

CSD’s Priority Lists are developed for each common building type in California and by climate zone (as 
defined by the California Energy Commission).  A complete map of all 16 CEC Climate Zones is available 
in the WIS Appendix C.   

3.25.1 Priority	List	

CSD’s Priority List is applicable only to DOE jobs, and then only to single‐family, manufactured housing, 
and small multi‐family dwellings. 

Additional Priority List policies and procedures are detailed in Sections 2, 3, and 4 of the Field Guide 
Appendix E (Priority List Protocol).  Assessor/auditors are required to conduct audits and employ the 
Priority Lists in conformance with Field Guide Appendix E.  Copies of the Priority List tables are included 
(by climate zone) in the CSD 710 DOE Priority List Checklist form, and are available on the CSD Providers’ 
website. 

3.25.2 REM/Design	

When an energy audit is required, it shall be conducted as specified 
in the CSD Energy Audit Protocols, which are available in CSD Field 
Guide Appendices D and F.  Audits shall include all audit‐driven 
measures, and the SIR values generated shall replace the Priority 
List table values, as applicable. 

The REM/Design energy audit tool is applied to single‐family dwellings, manufactured housing, 
and multi‐unit dwellings containing 2‐24 dwelling units, where each unit is independently 
heated and cooled, and has its own domestic hot water heater.   

Graphic Credit: ArchEnergy.com 
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DOE AUDIT “TRIGGERS” 

The following circumstances require an energy audit: 

 Deemed savings measures shall be installed in accordance with the policies in 
Field Guide Appendices D and F. 

 If any weather‐sensitive  measure SIR is below 1.0, AND one or more of the 
triggers below applies, then an energy audit must be conducted:   

o If a dwelling’s primary fuel source is a fuel other than electricity or 
natural gas. 

o If measure labor and material costs will exceed the measure maximum 
(and is under CSD consideration for program waiver), an energy audit 
shall be performed to ensure the measure would still have a SIR or 1.0 
or greater.   

o If the dwelling is considerd “unusual” (i.e., the dwelling has a 
synchronized HVAC system, is three stories or more, is larger than 2500 
sq. ft., etc.).   

Note: When a weather‐sensitive measure will require an audit, the dwelling also 
may be considered for “Additional Weather‐sensitive Measures Requiring an Audit,” 
as described in CSD Field Guide Appendix E. 

LIHEAP AUDIT “TRIGGERS” 

Under LIHEAP, audits shall be conducted when:  

 Audit‐driven energy efficiency upgrade measures are potentially feasible for the 
home, AND… 

 An agency chooses to conduct the audit for these energy efficiency upgrade 
measures. 

3.25.3 REM/Design	Energy	Audit	Requirements	

All Auditors are required to: 

 Utilize only an audit tool adopted by CSD and conduct Energy Audits in accordance with 
Appendices D and F. 

 Reinsert calculated audit measure values into the Priority List table so that the full list is 
ordered from highest to lowest SIR.  

 Prioritize and prescribe installation of measures in order of the highest to lowest SIR, for all 
measures with a SIR at or above 1.0. 

 Attach a copy of the IAR and BFR reports listing existing conditions and energy conservation 
measure results to the CSD 540 Assessment Form. 

 Take justification images (photos) and store images in the client file or 
electronically as specified CSD Field Guide Appendices D and F. 

 When determining feasibility of an energy efficiency upgrade of an HVAC 
system or dwelling’s windows: 

– Replacement of existing heating or cooling systems with higher 
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efficiency models, or replacement of all of a dwelling’s windows, require a 
REM/Design or TREAT energy audit to justify Energy Efficiency Upgrade (EEU).  

– All HVAC replacements for Health and Safety: 1) must be at least of existing or 
higher efficiency, and 2) at least the minimum efficiency required by the 
authority having jurisdiction.  

– Costs in excess of CSD measure maximums shall require an approved CSD waiver. 

3.25.4 TREAT	

Targeted Retrofit Energy Analysis Tool (TREAT) must be applied to all small multi‐family 
dwellings that share common heating, cooling, or water heating systems and to multi‐family 
dwellings with 25 units.  A TREAT audit takes into consideration 
“Common Area” measures such as lighting, exit signs, etc.  
More detail is provided in the CSD Field Guide Appendix F 
(Multi‐family Energy Audit Protocol).  The Assessor/Auditor 
must perform a visual inspection and provide a careful analysis 
of the building’s existing conditions to determine if there are adequate measures to support the 
cost of performing a full TREAT audit.  If no measures are installed, the costs of the TREAT audit 
are not billable. 

The Assessor/Auditor shall also discuss the terms and process of a TREAT audit with the building 
owner.  If a building owner refuses a measure that qualifies with a SIR of 1.0 or greater, the 
audit process shall stop and the entire building will not qualify for weatherization services. 

 Programmatic 	Waivers 	

Because it is not possible to anticipate and address all potential 
situations in the program policies, CSD makes available 
programmatic “waivers” to resolve unusual issues that require 
evaluation on a case‐by‐case basis.  Waivers shall be: 

 Sought through the CSD Providers’ website. 

 Accepted or denied in writing from CSD. 

 Obtained prior to beginning work (purchasing or installing 
the measure). 

3.26.1 Examples	of	Situations	Requiring	a	Waiver		

Situations requiring a waiver typically involve Health & Safety or mandatory measures, and 
generally are required when: 

 Expected measure cost would exceed the measure cost “cap;” 

 The home qualifies for more than the maximum quantity of a measure;  

 A time extension is required to resolve a CAS Hazard, which is obtained by completing a 
“CSD Hazardous Fail Work Plan (HFWP);” or 

Photo Credit: PSDconsulting.com 
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 Other repairs are considered essential to the occupants’ health and safety. 

 Should a situation arise that is outside of the scope of the Weatherization Program and it is 
not listed in the examples above, CSD must be contacted for a policy decision/waiver 
through the CSD providers’ website before proceeding with work. 

 Required 	Assessor‐Client 	Education 	

Assessment personnel shall provide clients with specific client education on the benefits that the client 
can expect to receive as a result of the weatherization measures to be installed and to describe the 
importance of the diagnostic tests performed in the 
dwelling.  An explanation of the expected action of 
permitting (before permits are obtained), and for 
each measure (in terms of energy efficiency benefit 
or health and safety benefit), mechanical ventilation 
function, and behavioral changes to increase the 
energy‐saving impact of the measures to be installed 
shall also be provided.  This client education shall be 
documented to include in the client file.   

 

Photo Credit: WAPTAC.org 
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Section	4	
Section 	4: 	Measure	Installer	and	Crew	Leader’s	Guide	

 Measure 	Installer 	and 	Crew 	Leader’s 	
Guide 	

Installation crews are critical to the success of weatherization in a 
home.  They ensure that:  

 Assessors have accurately described if a measure is feasible or not. 

 A home still meets the minimum safety requirements before work is started. 

 Workmanship is consistently excellent and safety practices were followed; 

 Homes are left in a more energy efficient status than when they entered; and 

 Clients are satisfied and informed about the measures installed. 

Installers may acquire additional skills to be promoted to assessor/auditor or an inspector, and still more 

to become field supervisor. These increasing levels of competency provide a career path for agency and 

contractor personnel.  As the first step in this worker learning process, it is required that for installers to 

master these steps to perform their duties correctly and completely:  

Item  Installer Tasks 

1  Review of the Assessment Form and all CAS diagnostic paperwork for: 
a. Correct identification of measures. 
b. Completeness and adequate written justifications for measure installation. 
c. Correct calculations to justify claims of catastrophic leakage. 
d. Proper identification of combustion appliance/safety issues. 
e. Documentation of client refusals of measures. 

2  Field personnel shall enter the client’s residence only when adults 18 years of age or 
older are present. 

3  Identify safety conditions at the home not documented during the assessment.   

4  Perform all Health and Safety corrections, if qualified.   
If not licensed and work will be performed by a licensed subcontractor, Installers shall 
confirm that corrections are finalized before any duct or shell leakage work is done. 

5  Perform duct leakage work and record results in accordance with the CSD 706 form. 

6  Perform shell sealing work and record results in accordance with CSD 704 form. 

7  Install mandatory measures. 

8  Install mechanical ventilation, when required by program and assessment shows 16 CFM 
or more.  Check flow rate of existing exhaust fans and installed whole‐house mechanical 
ventilation system. 

9  [DOE only] Install all feasible non–weather‐sensitive and weather‐sensitive measures.  
Install additional measures when allowed by audit. 

Photo Credit: CAP of Orange County 
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Item  Installer Tasks 

10  Evaluate home to ensure that that all feasible measures are installed and proper clean‐up 
practices were followed. 

11  Perform CAS Post‐tests.  Finalize all post‐installation paperwork while on site. 

12  Ensure client level of satisfaction with work performed. 

13  Transmit file to program administration/quality control inspection team. 

 

 

For a complete description of the required Installer role, CSD has adopted the 

Department of Energy’s “NREL Job Task Analysis: Retrofit Installer Technician.”   

In addition, CSD has adopted the Department of Energy’s “NREL Job Task Analysis: 

Crew Leader” for all Field Supervisors.  These documents are available above or 

through on the CSD’s providers’ website under the “Energy” tab, then 

“Weatherization” tab, and are incorporated into this Field Guide by reference.  

 General 	Measure 	Installation 	Policies 	

Installation of ALL measures shall be performed with quality workmanship. In order to meet CSD’s 
Quality Assurance/Quality Control criteria, the installation of each measure must meet the following: 

 Weatherization activities shall not adversely affect the health and safety of any occupant. 

 All measures are to be installed in conformance with the current, adopted CSD Weatherization 
Installation Standards and CSD Field Guide. 

 No measure materials are to be left by agencies or subcontractors to be installed by the client. 

 Measures shall not be installed when present and functioning properly, even if not installed in 
accordance with current installation standards  (exception: smoke and CO alarms—see CSD Field 
Guide Section 7 measure‐specific policies). 

 When a home is NIM, no duct or shell testing or sealing shall be conducted until the issue that 
created the NIM condition is corrected. 

 When required by the local jurisdiction or CSD policy, permits shall be obtained prior to installation 
of the related measure(s). 

 An existing measure shall be removed and replaced, 
only when the existing measure is: 

o Defective;  

o Not functioning properly; and  

o Cannot be adjusted to function properly. 

 When an energy audit is required, measures shall not 
be installed if the measure savings‐to‐investment 
ration (SIR) is less than 1.0. 

 A dwelling (i.e., manufactured/mobile home) must 
have a minimum 330 sq. ft. of living space to qualify 
for weatherization.  This policy does not apply to  Photo Credit: Merced Community Action Agency 
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multi‐family dwellings. Remember that travel trailers, boats, and other transportable dwelling 
types are specifically excluded from the weatherization program.   

 General 	Safety 	Practices 	

Workplace safety guidelines and general safety practices applicable to all measures are in CSD WIS 
Section 1 and as regulated by Cal/OSHA.  When additional measure‐specific safety practices are 
required, they will be provided in the CSD Field Guide with each measure‐specific policy. 

 Installation 	Timeline 	

Agencies are under a strict timeline to remedy all CAS Hazard, CAS Fail, and IAQ 
Fail conditions as soon as they are identified. 

 Hazardous Conditions:  Immediate hazards must be mitigated within 18 
hours.  Once the hazard is mitigated, CSD considers the issue from that 
point on to be non‐hazardous, and subject to the non‐hazardous timeline 
described in the bullet below.   

o Exception:  If a water heater is temporarily abandoned to mitigate 
a hazard, the appliance condition must be completely resolved 
within five working days.   

 Non‐hazardous Conditions:  All non‐hazardous conditions noted by the agency shall be corrected 
within 20 working days of written notification by the field personnel in the CSD 540 form. 

The time periods for correction may be extended for circumstances beyond the agency’s control; 

however, a waiver must be approved in writing by CSD prior to the expiration of the original timeline. 

 Lead 	Safety 	Practices 	

State and federal regulations require weatherization workers 
to be aware of the potential for lead‐based paint and to 
follow lead‐safe work practices during weatherization work 
to protect themselves and their clients from the health 
hazards of lead.  

Dwellings built prior to 1978 are presumed to contain lead 
carrying materials.  Workers are required to follow the lead 
safety regulations described below.  

4.4.1 Lead‐safe	Policies	

Lead‐safe practices must be employed when workers are conducting weatherization activities 
that will disturb pre‐1978 painted materials, in accordance with CSD WIS Section 2. 

   

Photo Credit: WAPTAC.org 
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For All Pre‐1978 Homes… 

General Lead‐safe Weatherization Requirements 

 For the State of California’s lead requirements, California Code of Regulations, Title 8, 
Section 1532.1, and Title 17, Section 36000, et seq, shall apply. 

 Additional regulations from the Environmental Protection Agency Renovation, Repair, and 
Painting Rule (EPA RRP) and United States Department of Housing and Urban Development 
(HUD) shall also apply when more of the de minimis level of paint for each of these 
programs is disturbed.  HUD’s Lead‐Safe Housing Rule shall be applied only when the 
dwelling is funded by HUD’s federal housing programs, as described in CSD WIS Section 2. 

 All agencies and subcontractors shall be certified as an EPA‐certified firm in accordance 
with EPA’s Regulation on Residential Property Renovations requirements (40 CFR 745).   

 Agencies shall have at least one EPA‐certified renovator on staff who is trained by an EPA‐
approved training provider.  Contractors who subcontract weatherization services shall 
have at least one EPA‐certified renovator on staff for subcontractor oversight purposes. 

 All agency EPA‐certified renovators must have their certifications on file with CSD or they 
will not be allowed to work in the capacity of a renovator on pre‐1978 buildings. 

 Installers that are not certified renovators are required to follow the directions and on‐the‐
job training by the certified renovator during weatherization activities.  Installers who are 
certified renovators must still follow the directions of the assigned renovator, when not 
working in the capacity of a renovator. 

 Additional information on lead safety may be obtained from the following sources. 

– HUD publication: “Lead Paint Safety, A Field Guide for Painting, Home Maintenance, 
and Renovation Work”: http://www.hud.gov/offices/lead/training/LBPguide.pdf. 

– EPA publication: “Steps to Lead Safe Renovation, Repair and Painting”: 
http://www.epa.gov/lead/pubs/steps.pdf. 

  	



Section	4:		Measure	Installer	and	Crew	Leader’s	Guide 35 

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

4.4.2 More	Lead‐safe	Information	

 

CALIFORNIA DEPARTMENT OF PUBLIC HEALTH 
 

Childhood Lead Poisoning Prevention Branch 
850 Marina Bay Parkway 
Building P, Third Floor 
Richmond, CA 94804-6403 
 

Lead Hotline: 1-800-597-LEAD (1-800-597-5323) 
CLPPB: (510) 620-5600 
Fax: (510) 620-5656 
www.cdph.ca.gov/programs/CLPPB 

 

NATIONAL LEAD INFORMATION CENTER 
1-800-424-LEAD 

 
 
 
US EPA Region 9 
75 Hawthorne St. 
San Francisco, CA 94105 
 
Region 9 Contact: (866) EPA-WEST  
(372-9378) 

 
U.S. Department of Housing and 

Urban Development 
Office of Lead Hazard Control  
and Healthy Homes (OLHCHH) 
451 7th Street S.W., Room B-133 
Washington, DC 20410 
Ph: (202) 755-1785 
Fax: (202) 755-1000 

www.epa.gov/lead/ www.hud.gov/lead/ 

 Resolution 	of 	CAS 	Hazards, 	CAS 	Fails, 	and 	IAQ 	Fails 	

Pre‐Combustion Appliance Safety (CAS) testing and Indoor Air Quality (IAQ) assessment must be 
performed by the Assessor before the Installers are on‐site to ensure that: 1) safety issues are addressed 
promptly, and 2) correct measure order of installation will be followed by Installers.  When a CAS or 
Indoor Air Quality (IAQ) Hazard or Fail exists that are correctable, installers shall follow these policies:  

 All CAS Hazards, CAS Fails, and IAQ Fails must be correctable and remedied in accordance with the 
timeline identified in order for infiltration‐reduction measures to be assessed and installed.   

 Once identified, policies in CSD Field Guide that regulate timelines for correction in CSD Field Guide 
Section 4.3 and feasibility of measures shall apply.  If correction is not feasible within the program 
scope, see Section 4.5.1. 

 Agencies and subcontractors shall not install infiltration‐reduction measures when there is a 
possibility that a CAS Hazard, CAS Fail, or IAQ Fail cannot be corrected. 

  By CSD policy, every effort shall be made (and documented) to correct an appliance 

Hazard or Fail that is within the program scope. 
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4.5.1 Unresolvable	CAS	Hazards	and	Fails,	and	IAQ	Fails	

If a Hazard or Fail condition is not correctable under the DOE 
Program, or when a dwelling is leveraged with DOE, the dwelling 
shall be fully deferred.   

Under the LIHEAP contract, when a Hazard or Fail cannot be 
remedied within the program scope, the dwelling shall be NIM 
(no infiltration‐reduction measures). Note:  All other appliances 
affecting the living space shall be tested and repaired or 
replaced when appropriate, even after an uncorrectable fail is 
identified. 

 When an essential appliance (e.g., primary heat source, water heater) is not correctable 
within the program scope, at a last resort, it may be properly abandoned with client 
permission and in accordance with CSD Field Guide Appendix A.  After abandonment, the 
dwelling shall no longer be NIM because the appliance shall no longer be considered an 
unresolvable CAS Hazard or CAS Fail. 

 If a non‐essential appliance (e.g., a gas dryer, secondary heat source, portable heater, etc.), 
has a Hazard or Fail condition that cannot be corrected under the program scope then the 
appliance may be abandoned with client permission. Once abandoned, the dwelling is no 
longer NIM. 

 Abandonment, and the rationale for it, shall be documented on the CSD 542 Deferral Form, 
and a note made on the CSD 700.  

 When prescribed, abandonment shall be completed before any infiltration or non‐
infiltration measures are installed. 

Policies related to inaccessible, inoperable, or abandoned appliances are further detailed in CSD 
Field Guide Appendix A Sections 5.5‐5.7. 

4.5.2 LIHEAP	Feasibility	for	Non‐infiltration	Reduction	Measures	

Under LIHEAP, when a CAS Hazard or CAS Fail cannot be corrected, non‐infiltration reduction 
measures may be installed according to measure‐specific policies and regardless of air quality 
UNLESS: 

 Deferral conditions exist in conformance with Field Guide Section 3.12; OR 

 A portable propane tank is attached to an appliance in, or within 5 feet of, the living space; 
OR 

 Dangerous dwelling conditions are present that could result in explosion; OR 

 Installation of fewer than three mandatory measures is feasible (unless a ECIP EHCS 
measure). 
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 HERS 	Rating 	

The Home Energy Rating System (HERS) Program was developed by the 
California Energy Commission (CEC) to address the home rating, 
inspection, and compliance components of Title 24.  HERS 
raters/inspectors are required when weatherization work falls under the 
HERS verification and compliance requirements.   

Check with your local building department to determine if a HERS 
inspection will be required.  Your local jurisdiction may also require HERS 
verifications beyond the minimum set by the CEC.  

CSD requires the following HERS documents when HERS field verification 
and/or testing is required.  Copies of the following documents shall be kept in the client file: 

 The mandatory HERS rating form completed by the installer and is  signed and submitted by the 
agency or subcontractor along with the building permit application.  

 Official invoice and HERS inspection form of the HERS rater for rating services, showing type of 
rating(s) completed, and a breakdown of inspection costs. 

 Copy of the building department final inspection, showing that the following forms are registered 
by an approved HERS provider, and including copies where applicable.  To determine which forms 
are required, examine the California Energy Commission Appendix A 2013 Residential Compliance 
Forms at: http://www.energy.ca.gov/2013publications/CEC‐400‐2013‐
001/appendices/Appendix_A_Compliance_Forms_List.pdf 

After the final inspection, the installing contractor shall also provide a copy of the registered energy 
compliance forms to the homeowner. 

 Permits 	

CSD requires that agencies or their 
subcontractors obtain a building permit when 
required by the local jurisdiction or the 
California Department of Housing and 
Community Development (HCD) for mobile 
homes. 

 When a permit is required by the local jurisdiction, CSD requires that the client receive an 
explanation of the permitting process.   

 When the dwelling contains obviously unpermitted work (i.e., questionable construction or 
installation of additions or appliances, etc.), the assessor shall explain that the building inspector 
may elect to inspect these additional components and that findings or fines related to this 
additional examination shall be the responsibility of the property owner. 

 For manufactured housing (mobile homes) agencies shall confirm registration with HCD is up‐to‐
date when a permit will be required. 
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 Before performing certain weatherization measures (e.g., construction, alteration, specified 
repairs, replacements, and equipment changes for residential dwellings), the actual weatherization 
measures requiring a permit shall be determined by the local jurisdiction. 

 

 
Agencies shall contact CSD prior to weatherization if the local building department 

has additional (add‐on) permit requirements that would fall outside of the scope of 

the weatherization program. 

 

 When work is required to  be inspected by a building official, such construction/work shall remain 
accessible and exposed for inspection purposes until approved (per the California Building Code). 

 The actual permit (sometimes called a “job card”) shall remain on site at all times throughout the 
construction/modification phase. 

 A copy of the permit application, receipt for permit costs, and the final permit “sign off” are 
required to be kept in the client’s file. 

It is standard for a permit to be valid for 180 days.  Expired permits must be reported and a waiver 
sought from CSD before billing this cost.  Federal rules do not allow reimbursement for penalties. 

The agency or subcontractor may schedule the inspection(s) and choose to be on site for any inspection 
in order to complete any required repairs immediately.  The permit process is not complete until final 
inspection is conducted and the building inspector certifies (“signs off”) the permit/job card.   

Proof of final inspection sign off shall be kept in the client file, or be readily accessible, for CSD staff and 
third‐party inspectors (QAIs).  The documentation verifies (1) required permitted improvement(s) were 
inspected and are code compliant, and (2) describes the local service provider’s best effort to safeguard 
the client’s general interest and welfare. 

 Duct 	Sealing 	(Infiltration‐Reduction) 	

All duct system tests and documentation shall be conducted in 
accordance with CSD Field Guide Appendix B (Duct Leakage Test 
Protocol).  All duct leakage readings and sealing activities shall 
follow the order of and be recorded in the CSD 706 Duct 
Leakage Data Sheet, without exception.   

When a home is NIM, no duct testing or sealing shall be 
conducted until the issue that created the NIM condition is 
corrected. 

Photo Credit: WAPTAC.org 
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 Shell 	Sealing 	(Infiltration‐Reduction) 	

When required by program policy as defined in Section 7.45 of this Field 
Guide, shell leakage diagnostics shall be conducted in accordance with 
Field Guide Appendix C.  All leakage readings and shell sealing activities 
shall be recorded in the CSD 704 Shell Leakage Data Sheet.   

When a home is NIM, no shell testing or sealing shall be conducted until 
the issue that created the NIM condition is corrected. 

When a shell leakage test is not required by program, shell sealing is 
required whenever feasible.  All shell sealing work shall be conducted 
according to the order of activities described in the CSD 704.   

Note that higher priority sealing that is not performed must be justified in writing, or sealing work will 
receive a fail by the Inspector. 

 Required 	Installer‐Client 	Education 	

Installers shall provide clients with specific client education, using both 
verbal and written instructions.  Information must be provided in simple, 
easy‐to‐understand terms. 

Required topics shall be: 1) proper operation and maintenance for all 
measures installed, 2) details specific to each measure as described in the 
CSD WIS section for that measure when provided, 3) contact information 
for the installation company who installed the measure, and 4) all written 
warranty information shall be supplied to, and reviewed with, the client.   

In addition, Installers shall advise clients of potentially dangerous 
household practices, when applicable, including: 

 Fire and explosion dangers of storing items in appliance enclosures, 
particularly combustible or volatile chemical materials. 

 The purpose, operation, and maintenance (clearing) of vents for air quality, safety, and proper 
ventilation. 

 Potential hazards of using unvented combustion appliances within a living space. 

All client education provided by Installers shall be documented and kept in the client file.   

Photo Credit: CAP of Orange County 

Photo Credit: WAPTAC.org
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Photo Credit: RHA, Inc. 
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Section	5	
Section 	5: 	Inspector 	&	Quality 	Control	Inspector’s	Guide	

 Inspector’s 	Guide 	

 Role 	of 	the 	Inspector 	

“Agency inspectors” are those agency personnel who conduct LIHEAP 
inspections.  In contrast, agency personnel who conduct DOE inspections 
are required to be a certified Quality Control Inspector or QCI.  CSD refers 
to its own inspectors and third‐party representatives as Quality Assurance 
Inspectors or QAIs.  

All types of inspectors are vital to the success of an agency.  They provide 
the final agency self‐check to ensure that: 

 Workmanship is consistently excellent and safety practices were followed; 

 Assessors and installation crews are in sync in their evaluation of a home, and are accountable 
for their work;  

 Clients are satisfied;  

 The number of call‐backs is reduced; and  

 Agency and subcontractor training needs are identified and supported. 

 
Like all field staff, inspectors are responsible for educating themselves in all aspects of field 
operations.  This will help them to evaluate and ensure that diagnostics were performed properly 
and measures were installed safely.  They also confirm that equipment is functional and up‐to‐date, 
is calibrated when required, all feasible measures were installed, and they initiate a callback when 
correction is necessary.  As inspectors perform inspections, they are the first to note patterns of 
workmanship issues and provide needed training for the field staff. 

The inspector shall follow these steps when conducting a home inspection:  

Item  Inspector Tasks 

1  Field personnel shall enter the client’s residence only when adults 18 years of age or 
older are present. 

2  Inspect all (100%) homes that were weatherized or received an ECIP EHCS measure, 
including measures installed by a subcontractor.   

3  Analysis of the Assessment Form and all diagnostic paperwork for: 
a. Correct identification of home for energy audit and prioritization of measures. 
b. Completeness and adequate written justifications for all measure installation. 
c. Justifications for not installing feasible measures and the reasons for non‐

feasibility. 
d. Deferral documentation, when appropriate. 
e. Correct calculations to justify claims of catastrophic leakage and Savings‐to‐

Investment Ratios (SIR), when required. 

Photo Credit: WAPTAC.org
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Item  Inspector Tasks 

f. Proper identification and post‐testing of combustion appliance/safety issues.
g. Accuracy and completeness of duct and shell leakage diagnostics, when 

performed, and/or of proper sealing practices in conformance with CSD policy. 
h. Evidence of proper permitting and finaled permits. 
i. Evidence of proper HERS procedure and HERS inspection. 
j. Lead‐safe/EPA RRP documentation, where required. 
k. Documentation of client refusals of measures. 

4  Go to job site.  Evaluate home for safety conditions not identified during the 
assessment. 

5  Apply the CSD WIS and Field Guide to evaluate home. Verify: 
a. Dwelling was properly assessed and Assessor identified all feasible measures. 
b. Proper preparation of work area by crews.   
c. Ensure photos of lead‐safe materials are in client file and demonstrate proper 

lead‐safe practices. 
d. All CSD safety practices were followed. 
e. Unit correctly received duct and shell leakage testing. 
f. Installation workmanship meets or exceeds CSD specifications, all feasible 

measures were installed, and unfeasible measures were not installed. 
g. Proper installation of duct and shell sealing measures, after correct application of 

duct and shell leakage testing, if required by program. 
h. All feasible measures were installed, and unfeasible measures or work outside 

scope of the program were not installed. 

6  Inspect all combustion appliances that received CAS testing.  Ensure that all identified 
health and safety hazards, whether existing or resulting from the performance of 
weatherization services, were successfully remedied. 

7  Review Refrigerator Calculator to determine if unit was correctly identified, evaluated, 
and if replacement was performed to meet standards specifications. 

8  Review Mechanical Ventilation Calculator to verify measure feasibility.  Measure flow 
rate of existing exhaust fans and installed whole‐house mechanical ventilation system. 

9  Evaluate home to ensure that proper clean‐up practices were followed by crews. 

10  Perform diagnostic re‐testing, when agency re‐test rate identifies the unit. 

11  Evaluate client level of satisfaction with work performed. 

12  Complete the CSD 611 Contractor Post‐Weatherization Inspection Report, including 
notes for measures installed/not installed, measure status, and detailed notes 
describing reasons for measure failure.  The form shall be kept in the client file. 

13  Transmit file to program administration/billing team. 

14  Participate in regularly scheduled quality control meetings with field staff. 

15  Collaborate with CSD’s Quality Assurance Inspection (QAI) team to evaluate and 
define training needs 

 

 
For a complete description of the required Quality Control Inspector role, CSD has 

adopted the Department of Energy’s “NREL Job Task Analysis: Quality Control 

Inspector.”  This document is available using the link above and on the CSD’s 

providers’ website under the “Energy,” then “Weatherization” tabs.  It is 

incorporated into this Field Guide by reference.  
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 Inspection 	Timelines 	

Agencies are encouraged to complete all inspections as quickly as possible following weatherization 
to ensure that dwelling conditions or occupants do not change.  If a hazard 
or fail condition is discovered by the inspector, agencies must still follow the 
correction as soon as the condition is identified. 

 Hazardous Conditions:  Immediate hazards must be mitigated within 18 
hours of identification by the inspector.  Once the hazard is mitigated, 
CSD considers the issue from that point on to be non‐hazardous, and 
subject to the non‐hazardous timeline described in the bullet below.   

o Exception:  If a water heater is temporarily abandoned to mitigate a hazard, the 
appliance condition must be completely resolved within five working days.   

 Non‐hazardous Conditions:  All non‐hazardous conditions noted by the inspector shall be 
corrected within 20 working days of written notification by the field personnel in the CSD 540 
form. 

The time periods for correction may be extended for circumstances beyond the agency’s control; 

however, a waiver must be approved in writing by CSD prior to the expiration of the original 

timeline.	

 Separation 	of 	Duties 	

Inspections: 

 Shall not be performed by assessors or installation field staff who 
installed measures in the same dwelling.  This is known as 
“separation of duties.”   

 Note:  An exemption to the requirement for separation of 
Inspectors from Assessors may be granted for agencies where it 
is economically challenging, and/or operationally impractical to 
achieve job separation.  An agency Program Manager must make 
a request in writing to CSD and receive an affirmative response 
for this to be an approved exception. 

 Diagnostic 	Re‐testing 	

Agency inspectors will be required to perform re‐tests of diagnostic testing on a minimum of 20% of 

inspected units.  Agencies will be required to increase this minimum re‐test percentage when 

discrepancies or patterns of issues are found.  Inspector re‐testing shall be conducted and 

documented by the inspector on the appropriate diagnostic forms. 

 

Agency inspectors shall refer field personnel for on‐demand remedial training when a consistent 

pattern of discrepancies is identified.  

  	

Photo Credit: WAPTAC.org
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 QCI 	Certification 	

The U.S. Department of Energy (DOE) Guidelines for Home Energy Professionals project is intended 
to establish a skilled and credentialed workforce.  In order to provide consistent, objective, and 
thorough inspections, DOE requires that inspectors demonstrate comprehensive knowledge and 
technical proficiency by passing an accredited written and field certification exam to become a 
certified Quality Control Inspector.  This certification is required for all inspectors who are 
performing quality control on DOE dwellings (or are leveraged with DOE funds).  All inspection skills 
and applicable components are required to be in compliance with the Job Task Analysis defined the 
DOE and the National Renewable Energy Laboratory (NREL). 

Certified Quality Control Inspectors are required to renew certification every three years.  In order to 
be eligible, candidates must have accumulated a minimum of 24 qualifying continuing education 
units (CEUs) as required by the Building Performance Institute (BPI). When the minimum CEU 
requirement is met by the renewal date, the candidate must successfully complete the field 
examination.  QCI candidates who have not met the CEU requirements must retake the written and 
field exam. 

 Subcontractor 	Oversight 	

Inspectors shall provide Program Management with 
adequate information to judge the performance of 
weatherization measure installation and specialty 
subcontractors. 

 CSD 	Oversight 	 	

CSD will use its own inspectors or third‐party inspectors 
to review and verify that all weatherization activities 
conform to its standards and program protocols, 
including Assessments, Measure Installations, and 
Inspections.  The third‐party inspections shall be performed in accordance with the CSD Inspection 
Policies and Procedures Manual and will be monitored/evaluated by CSD’s Quality Assurance 
Inspection (QAI) team. 

An agency ride‐along (designated representative) shall accompany the inspector on client inspection 
visits, and shall provide transportation and equipment to the inspector.  When possible, the ride‐
along shall make corrections during the client inspections visits.  All fails and hazards identified by 
the CSD or third‐party inspector shall follow the same timeline for 
correction as identified in CSD Field Guide Section 5.2. 

 Required 	Inspector‐Client 	Education 	

Inspectors shall provide clients with a final opportunity to ask questions 
related to installed measures, the process, warranties, or how to obtain 
assistance if a measure fails.  Responses must be provided in simple, 
easy‐to‐understand terms.  The inspector also shall provide 
agency/contractor contact information and determine if the client has 
been satisfied with the services received, with the weatherization 
experience, and other areas of client satisfaction as determined by the agency.  Education shall be 
documented and kept in the client file. 

Photo Credit: WAPTAC.org 
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Please note that the WIS, Field Guide, and Program Management Policy and Procedures manuals 

cannot specifically address every possible situation that may occur.  Instead, they are intended to 

provide general guidance; application of general criteria to situations not specifically mentioned in 

the WIS and Field Guide is expected of trained weatherization workers. 

 

For additional guidance, contact CSD’s Technical Hotline at (877) 831‐7596 or 

Wx.Hotline@csd.ca.gov. 
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Section	6	
Section 	6: 	General	Measure	Policies	

 Health 	and 	Safety 	Measures 	
Health and safety measures are a subcategory of CSD’s weatherization measures.  They are installed 

to mitigate health and safety hazards related to certain appliances, and to preserve or improve 

indoor air quality.  Health and Safety measures are limited to ONLY the following items: 

 CO alarms;  

 Smoke alarms;  

 Heating source (primary) repairs or replacements;  

 Cooling source (primary) repairs or replacements; 

 Combustion Ventilation Air (CVA); 

 Water heater repairs and replacements;  

 Lead‐safe weatherization; and 

 Cooking appliance repair and replacements (LIHEAP only). 

 

All Health and Safety measures are identified with this star symbol at the 

right must be considered (assessed, installed, and post‐inspected) in 

accordance with ALL of the Repair and Replacement policies described in 

the Measure‐specific Feasibility Policies for that appliance type in CSD 

Field Guide Section 7, by the CSD WIS, and by the policy identified below.   

 Replacement of a Health and Safety appliance may only be considered when repair 

costs would exceed 50% of the cost of replacement. 

 Identification 	of 	an 	Appliance 	Issue 	

Before any appliance Health and Safety services are performed, a qualified technician/licensed 
contractor must perform a diagnostic inspection of the defective or inoperable appliance.  If the 
inspection identifies a problem related to the appliance’s operational performance, the qualified 
technician/subcontractor is required to identify the specific problem and determine the estimated 
cost to repair the defective unit.  When applicable and appropriate, the technician shall propose to 
correct the identified problem with a cleaning and adjustment (appliance maintenance).   

Note 1:  Age shall not be a condition for appliance replacement, except where specifically noted in 
Section 7.   
Note 2:  Replacement of a “Health and Safety” appliance due to “obsolete parts” shall only be 
considered when: 1) the age of the appliance is documented, 2) parts for the appliance are no longer 
available, and 3) the search of the parts is documented by the contractor in writing, and included in 
the client file. 

H&S 
measure 
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 Approval 	of 	Work 	Scope 	

Before any corrective work is performed, agency management must evaluate the written internal or 
subcontractor scope of work, and determine whether repair is appropriate or replacement is 
necessary.  The agency shall provide written approval to the technician/ subcontractor that identifies 
whether repair or replacement is allowed.  The approval and summary of issues shall be attached to 
the Assessment Form in the client file. 

 Appliance 	Repair/Replacement 	and 	Material 	Limitations 	

All repair and replacement appliances, and other measure materials, shall: 

 Be in conformance with the material specifications as identified in CSD WIS Appendix A 
(Material Specifications). 

 Be only basic material type(s) for each measure. 

o No upgrades shall be allowed to enhance appliances, add decorative items or specialty 
finishes/color, etc. 

o Financial contributions by occupant or owner for measure upgrade, relocation of 
appliance(s), etc., shall not be allowed within the program. 

 Financial contributions of occupants or property owners may be allowed to “buy down” the 
cost of measure(s) and increase measure SIR, for applicable measures. 

 Window or door replacements shall not increase the sizing of replaced item, unless required by 
the local jurisdiction to meet egress requirements. 

 Installed appliances shall conform to the California Energy Commission standards for efficiency, 
as verified by inclusion on the CEC’s database of certified appliances, an equivalent federal 
director, or an approved trade association directory. 

 Fuel 	Switching 	

When fuel switching of an appliance is advisable due to an identified health and safety condition 
that cannot reasonably be corrected (unless fuel switching of an appliance does occur), the “fuel 
switch” must be approved by waiver in advance by CSD.  In addition, for DOE jobs approval by the 
DOE project officer is required. 

 Energy 	Efficiency 	Upgrades 	

Replacement of existing heating or cooling systems with higher efficiency models, or replacement of 
all of a dwelling’s windows, require a REM/Design or TREAT energy audit to justify Energy Efficiency 
Upgrade (EEU).   (Note: All HVAC replacements for Health and Safety: 1) must be at least of existing 
or higher efficiency, and 2) at least the minimum efficiency required by the authority having 
jurisdiction.  Costs in excess of CSD measure maximums require CSD waiver).  When any heating or 
cooling system is replaced, whether as an energy efficiency upgrade (EEU) or a Health & Safety 
measure, the new HVAC system will be correctly sized for the home using Manual J or equivalent, 
when required. 

  	

 
When appliance replacement is specified, and Manual J documentation is required 

by Title 24, copies of the Manual J appliance sizing documents are required to be 

kept in the client file. 
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 Emergency 	Crisis 	Intervention 	Program 	(ECIP) 	Policies 	

A Little More About…    ECIP Emergency Heating & Cooling Services (EHCS) 

 

To be eligible for ECIP EHCS assistance, both the dwelling and client must qualify for services. 

 

A. Allowable Services:   ECIP EHCS funds are used for the repair, replacement, or new installation for 

certain heating and cooling (HVAC) appliances and water heating appliances. The CSD 51 and CSD 57 

forms must include proof that: 

1. The client meets the income and dwelling eligibility; AND 

2. The client has insufficient funds to repair/replace the appliance; AND 

3. The appliance meets any one of the Repair/Replacement Criteria (section B below); AND 

4. ECIP services will mitigate and completely resolve the emergency and satisfy the relevant 

Emergency Assistance Timeframes (section C below). 

B. Appliance Repair/Replacement Criteria: 

1. HVAC or Water Heater “Crisis” Conditions: The appliance poses a direct risk of fire, 

compromised operation, or dangerous indoor air quality, 

including: 

a. Gas or refrigerant leak. 

b. Appliance has a condition that exceeds acceptable CO levels or causes CO to enter the 

living space, as defined by the Field Guide Appendix A. Conditions may include a cracked 

or defective heat exchanger, improper clearances, nonconforming location and/or 

venting. 

c. Water Heater has a ruptured tank and/or excessive water leakage. 

d. Other hazardous conditions, upon pre‐approval of CSD. 
 

2. HVAC Hardship Case: Replacement of existing HVAC appliance when a hardship condition 

exists, including a primary heat woodburning stove in the home of an elderly or disabled 

tenant who cannot physically handle the fuel, etc. 
 

3. Nonexistent or Inoperable Appliance: The repair or replacement of an HVAC or Water 

Heating appliance qualifies under ECIP EHCS if it is wholly inoperable or nonexistent 

(excluding water heaters, see note in item “c.” below), AND the client EITHER: 

a. Has a qualifying “medical condition” that requires temperature or climate control. Must 

be verified by a doctor’s recommendation or other objective evidence gathered at the 

time of application1; OR 

b. Is a member of a vulnerable population as defined in the LIHEAP Local Plan and the 

absence of the appliance creates an emergency health and safety need. 

c. Note:  A home with no pre‐existing water heater shall not qualify for a replacement unit. 

C. Emergency Assistance Timeframes:

1. Identification of the Appliance Issue:  When contacted by a client for ECIP EHCS services, the 

appliance must be pre‐combustion appliance safety‐tested in accordance with the CSD 

protocol to determine the scope of the appliance issue(s) and identify all hazardous and 

non‐hazardous conditions pertaining to the appliance before any repair or replacement 
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work is completed. 

2. Hazardous Condition:  For all hazardous conditions, the agency must, at a minimum, 

officially “abandon” the qualifying “dangerous” appliance within eighteen (18) hours and in 

accordance with the CSD Field Guide Section 4.3.  In addition, the agency must: 

a. Provide client education; 

b. Offer to make available temporary portable heating or cooling devices.   

i. Within 18 hours to any applicant with a qualifying “medical condition;”2 

ii. Within 18 hours to any elderly or disabled applicant whose wood stove is 

inoperable or for whom handling the fuel is a hardship. 

iii. Within 48 hours to all other applicants. 

3. Decision to Repair or Replace Appliance: Agency decision shall be delivered, in writing, to 

each applicant for whom service will not be provided (dwelling deferral), no later than 30 

calendar days after the initial appliance assessment. 

4. Repair and Replacement: Schedule and complete (to the extent practicable) ECIP EHCS jobs 

ahead of all nonemergency weatherization AND no later than the end of the appropriate 

heating or cooling season: 

a. Space Heater or Cooling Appliance:  Must be completed no later than the end of the 

current or immediately upcoming heating season. 

b. If a heater or cooler is repaired or replaced after the end of the current or immediately 

upcoming season, CSD’s pre‐approval is required. 
 

1 If these conditions listed in the section are met, the appliance may be installed under ECIP EHCS 
without a waiver; however, if the “objective observation” is the reason for replacement, these 
“observations” must be described and documented, and then stored in the client file. 

If a doctor’s letter is not available describing an occupant’s medical condition, the assessor may note 
that an occupant in the dwelling is on oxygen or is required to use certain medical equipment such 
as respirators, home dialysis equipment, or is visited by home/health nursing staff for a medical 
condition like diabetes, etc.  This is a determination that must be made by the assessor. 

2 In accordance with ECIP EHCS policies, a medical condition must be verified by a doctor or other 
objective observation gathered at the time of assessment. 

 

If in doubt about whether an appliance qualifies for ECIP EHCS, call your supervisor for assistance! 
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 Portable 	Heating 	and 	Cooling 	through 	SWEATS 	 	

A Little More About…    Severe Weather Assistance and Transportation Services (SWEATS)

Allowable Services:   Portable heating or cooling appliances may be loaned to low‐income persons 

on an interim basis, as needed and with CSD approval, when a state‐declared crisis or emergency 

occurs that temporarily deprives occupants of heating, cooling, or electricity required to maintain 

their health, safety, and essential comfort level.   

 

SWEATS emergency services are not intended as a permanent solution to the long‐term 

heating/cooling energy needs of households beyond the present emergency or crisis. 

 

Portable equipment available under SWEATS policy:  

1. Air Conditioner 

2. Evaporative Cooler 

3. Space Heater 

4. Room Fan 

5. Generator (and fuel to operate it) 

If in doubt about whether a client qualifies for SWEATS, call your supervisor for assistance! 

 



Measure‐specific	Policies	(Sections	6	and	7)	 51 

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

Section	7	
Section 	7: 	Feasibility	Policies 	

 Mandatory 	and 	Optional 	Measures 	

 Measure 	List 	

Home assessments, installations, and post‐inspections must take into consideration all of the 
measures listed in this section, which are divided by contract classification, as in the Table below.  
The feasibility criteria for each of these measures is listed in this section, along with any additional 
criteria that affects when a measure must be, or cannot be, installed. In the table below, when a 
measure is marked as “n/a” for one of the contracts, it means that the measure is “not available” for 
that program, and for that specific measure classification.  Note that some measures that are listed 
as “n/a” in the Mandatory Measures section are listed again in Optional Measures and are available 
there.  Questions about measure classifications should be directed to your Program Manager.    

Table: California Weatherization Measures and Classifications, by Contract 
 

ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

HEALTH AND SAFETY MEASURES (MANDATORY)

Carbon Monoxide 

Alarm 
X  X  HSM 

Smoke Alarm  X X HSM 

Combustion 

Ventilation Air (CVA) 
X  X  HSM 

Cooking Appliance 

Repair or Replacement 
X  n/a  HSM 

Cooling Repair or 

Replacement 
X  X  HSM 

Heating Repair or 

Replacement 
X  X  HSM 

Water Heater Repair 

or Replacement 
X  X  HSM 

 
 

ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

MANDATORY MEASURES 

Attic Ventilation 

(standalone, or with 

Insulation) 

X  n/a  INS 

Caulking  X X INF 

Ceiling Insulation  X n/a INS 

Compact Fluorescent 

Fixtures—Hard‐wired 
X  n/a  EBL 
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ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

MANDATORY MEASURES 

Compact Fluorescent 

Lamps—Threaded 
X  n/a  EBL 

Cover Plate Gaskets  X X INF 

Door Repair or 

Replacement 
X  X  INF 

Duct Insulation  X X INS 

Duct Repairs or Sealing  X X INF 

Faucet Restrictor 

(Aerator) 
X  n/a  GHW 

Filter Replacement  X X GHW 

Floor Foundation 

(Crawlspace) Venting 
X  n/a  INS 

Floor Insulation  n/a n/a INS 

Fluorescent Torchiere 

Lamp Replacement 
X  n/a  EBL 

Glass Replacement  X X INF 

High Efficiency Toilets    X n/a OTH 

Kitchen Exhaust   X n/a OTH 

Light Emitting Diode 

(LED) Bulbs   
X  n/a  EBL 

Light Emitting Diode 

(LED) Night‐lights   
X  n/a  EBL 

Low‐flow Showerhead X n/a GHW 

Mechanical 

Ventilation (DOE) 
n/a  X  OTH 

Microwave Oven  X n/a EBL 

Minor Envelope Repair  X X INF 

Refrigerator Repair or 

Replacement 
X  n/a  EBL 

Sliding Glass Door 

(SGD) Repair or Repl. 
X  X  INF 

Tier 2 Audio‐Visual 

Advanced Power Strip   
X  n/a  EBL 

Thermostat—Manual  X n/a HCM 

Thermostat—

Programmable 
X  n/a  HCM 

Thermostatic Shower 

Valves or Showerhead 
X  n/a  GHW 

Vacancy Sensor 

Switches  
X  n/a  EBL 

Vent Cover—Interior  X X INF 

Water Heater Blanket  X n/a GHW 
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ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

MANDATORY MEASURES

Water Heater Pipe 

Insulation 
X  X  GHW 

Weatherstripping—

Exterior Door 
X  X  INF 

Weatherstripping—

Other 
X  X  INF 

Window Repair  X X INF 

Window Replacement  X X INF 
 
 
 

ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

DOE/LIHEAP MANDATORY MEASURES—ENERGY AUDIT REQUIRED  

Ceiling Insulation, 

includes Attic 

Ventilation* 

n/a  X  ADM 

Cooling Replacement 

for EEU 
X  X  ADM 

Floor Insulation, 

includes Floor 

Foundation Venting* 

(measure optional 

under LIHEAP) 

X  X  ADM  

Heating Replacement 

for EEU 
X  X  ADM 

Programmable 

Thermostat (Standard) 
n/a  X  ADM 

Shade Screens  n/a X ADM 

Storm Windows  n/a X ADM 

Wall or Knee Wall 

Insulation (measure 

optional under 

LIHEAP) 

X  X  ADM  

Window/SGD 

Replacement for EEU 
X  X  ADM 

Window Film  n/a X ADM 

* When adequate ventilation is not present.  Venting is only installed in conjunction with 
insulation measure. 
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ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

DOE MANDATORY MEASURES—PRIORITY LIST 

Ceiling Fan  n/a X Priority List 

Ceiling Insulation, 

includes Attic 

Ventilation* 

n/a  X  Priority List 

Compact Fluorescent 

Fixtures—Hard‐wired 
n/a  X  Priority List 

Compact Fluorescent 

Lamps—Threaded 
n/a  X  Priority List 

ECM Blower Motor 

Retrofit  
n/a  X  Priority List 

Efficient Fan Controller 

(ECM Motor)  
n/a  X  Priority List 

Efficient Fan Controller 

(PSC Motor) 
n/a  X  Priority List 

Faucet Restrictor 

(Aerator) 
n/a  X  Priority List 

Floor Insulation, 

includes Floor 

Foundation Venting* 

n/a  X  Priority List 

Fluorescent Torchiere 

Lamp Replacement 
n/a  X  Priority List 

Light Emitting Diode 

(LED) Bulbs   
n/a  X  Priority List 

Light Emitting Diode 

(LED) Night‐lights   
n/a  X  Priority List 

Low‐flow Showerhead n/a X Priority List 

Programmable 

Thermostat (Learning) 
n/a  X  Priority List 

Programmable 

Thermostat (Standard) 
n/a  X  Priority List 

Refrigerator 

Replacement 
n/a  X  Priority List 

Thermostatic Shower 

Valves or 

Showerheads 

n/a  X  Priority List 

Thermostatic Tub 

Spouts 
n/a  X  Priority List 

Tier 2 Audio‐Visual 

Advanced Power Strip   
n/a  X  Priority List 

Vacancy Sensor 

Switches  
n/a  X  Priority List 

Wall Insulation  n/a X Priority List 

Water Heater Blanket  n/a X Priority List 



Measure‐specific	Policies	(Sections	6	and	7)	 55 

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

* When adequate ventilation is not present.  Venting is only installed in conjunction with 

insulation measure. 

 

ACTIVITY/MEASURE  LIHEAP  DOE  Classification Notes 

LIHEAP OPTIONAL MEASURES 

Ceiling Fan  X n/a OTH 

Exterior Water Faucet 

Pipe Wrap 

X n/a OTH 

Floor Foundation 

(Crawlspace) Venting 

X n/a INS 

Floor Insulation  X n/a INS 

Mechanical 

Ventilation (LIHEAP) 

X n/a OTH 

Shade Screens  X n/a GHW 

Solar Water Heating 

(Maintenance, System 

Removal) 

X n/a OTH 

Storm Windows  X n/a GHW 

Timer, Electric Water 

Heater 

X n/a EBL 

Wall Insulation  X n/a INS 

Window Film  X n/a OTH 
 

7.1.1 Measure	Classifications	

It is important to understand the “Classification Notes” in the previous section, in order for 
an assessor to determine when whole groups of measures may be feasible or unfeasible 
depending on a home’s condition.  For example, a combustion appliance hazard that cannot 
be corrected would make all of the “INF” or infiltration‐reduction (shell sealing) measures 
unfeasible.  Also, it is important to note that the “HSM” or Health and Safety measure 
classification may only be applied to a very select, few measures and cannot be applied to 
measures like door or window replacement.  The classifications that are most commonly 
used by field personnel are provided below for reference. 

Classification  Meaning 

ADM  Audit‐Driven Measure 

EBL  Electric Baseload Measure 

EEU  Energy Efficiency Upgrade 

GHW  General Heat Waste Measure 

HCM  Heating‐Cooling Measure 
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HSM  Health & Safety Measure  

INF  Infiltration‐Reduction Measure 

INS  Insulation Measure 

OTH  Other Measure 

PRIORITY LIST  Priority List Measure  
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 Air 	Conditioner—Central 	

Repair Feasibility Criteria (both must apply) 

1. The unit provides cooling for the dwelling unit 
being weatherized/served; AND 

2. Agency assessment identifies a performance 
issue, and a qualified/licensed technician has 
determined the unit is inoperable or qualifies for 
repair. 

Do NOT repair this measure when… 

1. Existing unit is operable and no maintenance or 
repair conditions are noted. 

2. For attic or crawlspace locations, access is not safe (as outlined in CSD WIS Section 1) or 
clearances are inadequate.  

3. For roof‐mount units, the roof is not structurally sound to support work or roofing 
materials are likely to be damaged. 

4. Title 24 duct testing and sealing requirements apply and cannot be met. 

5. Central AC is part of a dual‐pack unit (combined heating and cooling HVAC unit), and the 
heating unit is also defective.  (Note:  Defective heating and cooling components 
requires replacement of the dual‐pack unit). 

6. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one of these must apply) 

1. Absence of a cooling appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. The unit provides cooling for the dwelling unit being weatherized/served; AND one or 
more of these apply: 

a. As verified by a qualified technician, the existing cooling appliance poses a Health 
and Safety hazard or is inoperable; OR 

b. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

Do NOT replace this measure when… 

1. Existing unit is operable and no maintenance or repair conditions are noted. 

2. Existing unit qualifies for repair. 

3. Existing unit is NOT the primary cooling source (in accordance with the CSD definition). 

4. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required in order to bring the appliance to code when a permit is required. 

Photo Credit: RHA, Inc. 

H&S 
measure
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5. Ducts are disconnected, damaged, deteriorated, abandoned, or do not provide adequate 
airflow, and it is not feasible to bring the duct system into compliance with CSD WIS 
Section 6. 

a. When an HVAC alteration (per CSD Field Guide Appendix B), Title 24 duct testing 
and sealing requirements cannot be met. 

6. The central air conditioner is a dual‐pack (combined HVAC unit), the refrigeration unit is 
repairable, and the heating unit is intact and operable. 

7. For attic or crawlspace locations, access is not safe (as outlined in CSD WIS Section 1 and 
Appendix E) or clearances are inadequate. 

8. Electrical service or electrical safety requirements cannot be met. 

9. Split system refrigerant line set is inadequate and replacement is unfeasible. 

10. Replacement would violate the CSD Health and Safety Requirements (WIS Section 1). 

11. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible): 

Accessibility and 

Clearances  

 Unit is accessible, in accordance with the clearance requirements for 
Attics and Crawlspaces identified in CSD WIS Appendix E. 

AC Repair and 

Maintenance 

 ANSI/ACCA protocols will be used when conducting repair‐related 
maintenance activities. 

Electrical Safety 
Requirements/Knob‐
and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Multi‐family Whole‐

Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

Specialty AC/Cooling 
Types 

 In limited cases, a ductless mini‐split air conditioner, a ductless mini‐
split heat pump, or a unitary system (sometimes known as PTAC 
unit) may be an appropriate appliance replacement.   

 All specialty heating/cooling system types shall only be allowed by 
CSD approval of an agency‐requested waiver prior to replacement. 
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 Air 	Conditioner—Wall/Window 	

Repair Feasibility Criteria (both must apply): 

1. The unit provides cooling for the dwelling 
unit being weatherized; AND 

2. Agency assessment reveals a performance 
issue, and a qualified/licensed technician has 
determined the unit is inoperable or qualifies 
for repair.  

Do NOT repair this measure when… 

1. Existing unit is operable and no maintenance or repair conditions are noted. 

2. For wall or window locations, access is not safe or clearances are inadequate. 

3. Electrical requirements cannot be met within the Weatherization Program scope, or an 
unsafe electrical condition or hazard is present (e.g., ungrounded outlet, decayed 
insulation, exposed wires, etc.) and cannot be corrected. 

4. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

5. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one or more must apply): 

1. Absence of a cooling appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. The unit provides cooling for the dwelling unit being weatherized/served; AND one or 
more of these apply: 

a. As verified by a qualified technician, the existing cooling appliance poses a Health 
and Safety hazard or is inoperable; OR 

b. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

Do NOT replace this measure when… 

1. Existing unit is operable and no maintenance or repair conditions are noted. 

2. Window or wall air conditioner will be repaired. 

3. Existing unit is NOT the primary cooling source (in accordance with the CSD definition). 

4. Removal of the existing unit will create structural damage, or the opening cannot 
properly support a new unit without substantial reconstruction that exceeds the scope 
of the program. 

5. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required to bring the appliance to code whether or not permit is required. 

6. Electrical service requirements cannot be met. 

7. No feasible window or wall location is available. 

a. Existing mounting platform is unsafe or unsuitable, or does not exist. 

Photo Credit: RHA, Inc.
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measure



60  Measure‐specific	Policies	(Sections	6	and	7)	

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

b. Exterior clearance requirements cannot be met. 

c. Wood windows are decayed or deteriorated. 

d. Siding is decayed or damaged. 

e. Window Units:  Security bars are present on the window 

8. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

9. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible): 

 

Air Conditioner 

Repair and 

Maintenance 

 Wall or window air conditioner maintenance shall be performed 
instead of repair when: 

o The unit is at least one year old and has been operated for at 
least one full cooling season. 

o There is documented evidence of a defect or need for cleaning. 

 ANSI/ACCA protocols will be used when conducting repair‐related 
maintenance activities. 

Additional 

Replacement 

Requirements 

 Replacement is feasible only when repair cost will exceed 50% of 
replacement cost. 

 Documentation to prove that replacement parts to complete repair 
are obsolete and not available. 

 Existing unit verified by a certified technician to be inoperable and 
cannot be repaired. 

 Repair cost exceeds the scope of general maintenance  
(applies to window/wall AC only). 

Electrical Safety 
Requirements/Knob‐
and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Multi‐family Whole‐

Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved weatherization strategy based on the building 
characteristics, and in conformance with the energy audit protocols 
listed in the CSD Field Guide Appendices D and F.  Whole‐building 
installations are permitted only when justified by audit with a SIR of 
1.0 or greater. 
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Specialty Air 
Conditioner/Cooling 
Types 

 In limited cases, a ductless mini‐split air conditioner, a ductless mini‐
split heat pump, or a unitary system (sometimes known as PTAC 
unit) may be an appropriate appliance replacement.   

 All specialty cooling system types shall only be allowed by CSD 
approval of an agency‐submitted waiver before replacement is 
allowed. 

Replacement Unit 
Sizing 

 The Btu output of the new unit shall be equal to or less than the Btu 
output of the unit being replaced, in accordance with the 
manufacturer’s specifications and the sizing table listed below: 

SIZING TABLE* 

AREA TO BE COOLED (SQ. FT.) CAPACITY (BTU/HR.)* 

100‐150 5,000

151‐250 6,000

251‐300 7,000

301‐350 8,000

351‐400 9,000

401‐450 10,000

451‐500 12,000

501‐700 14,000

701‐1000 18,000

 *Adjustments to make: 

o If the room is heavily shaded, reduce capacity by 10 percent. 

o If the room is very sunny, increase capacity by 10 percent. 

o If more than two people regularly occupy the room, add 600 
Btu/hr. for each additional person. 

o If the unit is installed in a kitchen, increase capacity by 4,000 
Btu/hr. 
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 Air 	Filters 	

Feasibility Criteria (the following must apply) 

1. Filter is missing or impacted by dirt and debris.  
(Note:  Some appliances that do not require a 
filter are: wall furnaces with circulating fans and 
certain types of mobile home furnaces). 

Do NOT install this measure when… 

1. Existing filter is serviceable, clean, and functions properly.  

2. Filter replacement would require removal of a flue, duct, or pipe. 

3. Filter that complies with the program is specifically prohibited by the manufacturer. 

4. HVAC appliance or window/wall air conditioner is inoperable and cannot be repaired. 

5. Proper filter supports or retaining device are not present or cannot be installed. 

6. Filters are not available in the proper size or cannot be cut to size. 

7. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

8. Client refuses (after measure benefits have been explained by the Assessor). 

 

ADDITIONAL ASSESSMENT POLICIES (when measure is determined to be feasible) 

Filter Type   For new or replacement FAUs, air filters shall be MERV 6 type. 

 Existing HVAC unit air filter selection shall conform to manufacturer‐
specified‐type and CSD WIS Appendix A (Material Specifications). 

 When a MERV 6 filter is not specifically allowed by the manufacturer’s 
specifications for existing forced air appliances, a washable, “hog hair,” 
foam, or other specialty‐type filter shall be installed in existing forced air 
systems (to prevent excessive static pressure and appliance failure). 

Multi‐family 

Whole‐Building 

Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

 
	

  ADDITIONAL MOBILE HOME CRITERIA: 

 Filters shall NOT be installed on units with manufacturer's specifications disallowing 
installation of a filter (e.g., Coleman 8600 “Solar Pack,” International, Intertherm, etc.). 

 Filters shall NOT be installed on units that have louvers at both the top and the bottom of 
the outer door, unless the heat exchanger and blower compartments are separated by a 
solid shelf. 

Photo Credit: RHA, Inc. 
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 Attic 	Ventilation 	

Feasibility Criteria (the following must apply): 

1. No attic ventilation exists, or existing ventilation  
is inadequate. 

 Do NOT install this measure when… 

1. Existing attic ventilation is functioning properly and is adequate. 

2. Attic floor contains knob‐and‐tube wiring that has not been certified safe by a C‐10 
electrical contractor “Notice of Survey.” 

3. The roof is unsound or unsafe, or roofing material is likely to be damaged. 

4. Roof‐mounted vents are the only option for adding venting, and the roof is: 

a. Structurally unable to support additional vents; OR 

b. Tiled, metal, or wood shingles/shakes; OR 

c. A hip roof that does not have an overhang, soffit, or accessible frieze blocks; OR 

d. In poor condition, for reasons such as: 

i. More than three layers of roofing exist. 

ii. Roof is structurally unsound and unable to support additional vents. 

iii. Roof is flat, or is a low‐slope built‐up roof (see Definitions).  

5. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic is inaccessible, in accordance with the clearance requirements for 
Attics and Crawlspaces in CSD WIS Appendix E. 

Air Barrier   The presence of an effective air barrier and thermal boundary between 
the attic and the living space must be verified by the Assessor. 

Assessment 
Specifications 

 The Assessor shall ensure that appropriate attic sealing and insulation  
R‐value are specified as part of the CSD 540 Assessment Form. 

Knob‐and‐Tube 
Wiring 

 Field personnel, including weatherization crews must follow the CSD 
WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” when K&T is 
present in the attic, crawlspace, or walls. 

Minor Roof 
Repair 

 Minor roof repair is allowed under the Limited Home Repair definition.  
If the home qualifies for roof repair under this definition, the damage 
shall not make the attic ventilation work unfeasible. 

Order of 
Installation 

 Any additional ventilation must installed before insulation is installed. 

 All exhaust systems that terminate in the attic shall be vented outdoors 
before installation of insulation would be feasible. 

Photo Credit: RHA, Inc. 
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Stand‐alone 
Measure 

 LIHEAP:  Attic ventilation is a stand‐alone measure.  It is not a 
requirement that ventilation be installed in conjunction with insulation. 

 DOE:  Attic ventilation is required to be installed in conjunction with 
insulation only.  

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 
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 Carbon 	Monoxide 	Alarm 	

Feasibility Criteria (one or more must apply):  

1. At least one combustion appliance is present 
or will be installed regardless of its location.   
(Note: Combustion appliances burn coal, 
natural gas, fuel oil, propane, kerosene, wood, 
pellets, or any other flammable liquid or 
combustible material.).  

2. The dwelling has an attached garage (regardless of whether a combustion appliance is 
present).   

 Do NOT install this measure when… 

1. Existing CO Alarms are operable and comply with CSD WIS age and location guidelines. 

2. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

3. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessor‐Client 

Education 

 Both verbal and written educational information shall be provided 
regarding: 

o What a low‐level display CO alarm is and why it will be installed. 

o Response to an activated alarm and low‐level CO display of 10 PPM 
or higher. 

o Effects of carbon monoxide poisoning on the human body. 

o Symptoms associated with carbon monoxide poisoning. 

o Increased concern for high‐risk occupants such as children under 
5 years of age, persons 65 years old or older, persons with cardiac 
or lung conditions, and pregnant women. 

Existing Alarm in 

Required 

Location 

 Assessor shall check for date of manufacture and proper operation.   

 Replace if it does not function properly when the “Test” button is 
pressed (Note: Do not attempt to replace batteries).  

 Replace if it functions and it is more than two years old, or date of 
manufacture cannot be determined.   

 Do not replace if the existing alarm is less than two years old, even if the 
existing alarm is not a low‐level display CO alarm type. 

Existing Alarm 

Not in Required 

Location 

 Existing CO alarm in a non‐compliant location shall not be tested or 
replaced.   

 New CO Alarm(s) shall be installed in accordance with CSD WIS 
guidelines. 

Photo Credit: Defender 
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Alarm for the 

Hearing‐

Impaired 

 When a home is occupied by a hearing‐impaired person who qualifies 
for a CO alarm and requests an alarm for the hearing impaired: 

o A waiver shall be sought prior to installation from CSD to install a 
special hard‐wired alarm with strobe lights. 

o Installation of the strobe lighting shall be located to provide visual 
alert to the occupants whenever they are in the home. 

Quantity of 

Alarms 

 Shall be limited to the minimum number required to protect all sleeping 
areas in accordance with the CSD WIS or by local code, whichever is 
more restrictive.  

Tamper‐

Resistant 

Mounting 

Screws 

 Shall not be used to anchor the alarms to the wall unless requested by a 
landlord or property owner.  

 For rental units, a signed request specifying the units in which tamper‐
resistant mounting screws are to be used shall be placed in the client file 
for each dwelling covered by the request.   

Multi‐family 

Whole‐Building 

Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Justification by audit of a SIR of 1.0 or 
greater is not required for this measure. 
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 Ceiling 	and 	Knee 	Wall 	Insulation 	 	

Feasibility Criteria (both must apply): 

1. At least 100 sq. ft. of attic is feasible to 
insulate; AND 

2. The ceiling separates conditioned and 
unconditioned space. 

 Do NOT install this measure when… 

1. Existing insulation level is measured and adequate. 

2. Local exhaust fan or whole house mechanical ventilation fan terminates in the attic and 
cannot be vented to the outdoors. 

3. One or more unsafe attic condition(s) is present and cannot be corrected under the 
program scope (see “Additional Assessment Criteria” below). 

4. Knob‐and‐Tube (K&T) wiring is present and has not been certified safe for encapsulation 
by a licensed C‐10 electrical contractor.    

5. Major roof leaks are present, or minor roof leaks are present that cannot be repaired. 

6. The structure is unsound and will not support the weight of the insulation and installer. 

a. Examples of potential structural conditions:  

 2" x 4" joists measure greater than 24" OC,  

 Bowed and sagging joists are present,  

 Fiberboard or 1/4" gypsum ceiling material is present. 

b. Note:  If joist spacing exceeds 24" OC, the decision to insulate shall be based upon 
Assessor’s experience and justified in the CSD 540 Assessment Form.  

7. Safe physical access for inspectors to treated areas would not be feasible after insulation 
is installed. 

8. Required attic venting cannot be installed. 

9. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

10. Client refuses (after measure benefits have been explained by the Assessor). 

   

Photo Credit: CAP of San Luis Obispo 

   
ADDITIONAL MOBILE HOME CRITERIA 

 For Mobile Homes, ceiling or roof cap insulation shall be installed only when allowed by prior 
approval by CSD, HCD, or other authority having jurisdiction. 

 Insulation shall be installed in strict conformance with CSD WIS Section 20B, HCD 
requirements, and product manufacturer’s instructions.
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Access and 
Clearances  

 Attic is accessible, in accordance with the clearance requirements for 
Attics and Crawlspaces identified in CSD WIS Appendix E. 

Unsafe Attic 
Conditions 

Conditions may include, but are not limited to:

 Friable asbestos‐containing materials (per CSD Asbestos Policy); 

 Hazardous insect or animal infestation; 

 Hazardous electrical condition (see “Electrical Safety” item below); 

 Unsafe structural members;  

 Excessive attic temperature (see CSD WIS Section 1).   

o When excessive, ceiling insulation work must be rescheduled. 

 Fire Hazards 

o Per CSD WIS Section 1, if existing insulation causes a potential fire 
hazard due to insulation that covers heat‐producing devices (HPDs) 
or CVA vents, the client shall be informed of the non‐conforming 
condition. 

o If the client is physically unable to correct the issues, minor fire 
hazards shall be removed/corrected by field personnel. 

Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 K&T Wiring:  Field personnel, including weatherization crews must follow 
the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” when K&T 
is present in the attic, crawlspace, or walls. 

Enclosed 
Cavity/Chase 

 When an enclosed/sealed cavity is present in the attic (such as a chase), 
adding insulation inside the cavity is not feasible. 

Knee Wall 
Insulation 

 Un‐insulated knee walls shall be insulated when ceiling insulation is 
installed.  If ceiling insulation is unfeasible, knee wall insulation is also. 

Order of 
Installation 

 Any CAS Hazard or CAS Fail for a combustion appliance located in the 
living space or attic must be corrected before insulation is installed. 

 When HVAC ducts are in the attic, duct testing and sealing shall be 
completed before insulation is installed. 

 When unfeasible to seal thermal bypasses in the ceiling or crawlspace 
before insulation is installed, the reason(s) for not doing this work must 
be documented by the agency in the CSD 540.  Installation of insulation in 
the area will not be automatically prohibited, unless the bypass source is 
documented to cause condensation and moisture damage in the attic or 
crawlspace, and cannot be corrected within the program scope. 

 Ceiling insulation shall not be installed when major roof leaks are present, 
or minor roof leaks are present that cannot be repaired. 

 All exhaust fan vents terminating in the attic shall be extended to 
outdoors before insulation is installed.  

Adding New 
Insulation 

New insulation installed over existing insulation (new + existing) shall bring 
the level up to the required “Final R‐value” required by LIHEAP or DOE. 
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Adding New 
Insulation (cont.) 

 R‐value Requirements by Program: 

o DOE:  Measure feasibility and the R‐value of to be installed shall be 
determined by the CSD Priority List or by Energy Audit only (see CSD 
Field Guide Appendices D, E and F). 

o LIHEAP:  Install insulation when ceiling insulation is inadequate, in 
accordance with the table below.   

LIHEAP INSULATION CRITERIA  EXISTING LEVEL  ACTION 

Attic Floor (Ceiling) Insulation 

CEC Climate Zones 
2‐10 

R‐19 or less Increase to R‐301

R‐20 or more Do not install additional

CEC Climate Zones 
1 and 11‐16 

R‐27 or less Increase to R‐38

R‐28 or more Do not install additional

Knee Wall and Skylight Well Insulation 

2 x 4 Framing No existing Increase to R‐13

2 x 6 Framing No existing Increase to R‐19

Access Cover Insulation 

Horizontal Access Cover No existing See Attic Floor above.

Vertical Access Cover No existing See Knee Wall above.
 

R‐value Defaults 
for Pre‐existing 
Insulation 

R‐value of newly‐installed insulation is based on per‐inch R‐values in the 
insulation manufacturer’s coverage chart.  The table below identifies the  
R‐value per inch of old (“existing”) insulation. 

 All unidentifiable existing loose fill insulation materials are considered to 
be R‐1 per inch. 

 When there are multiple layers of different insulation types, the R‐value 
of each layer is evaluated separately.  The sum of the R‐values equals the 
overall existing R‐value for the attic. 

INSULATION TYPE & MATERIAL INSULATION R‐VALUE PER INCH 

Loose Fill 

Cellulose 3.5 

Fiberglass–Virgin (White) 2.5 

Fiberglass–Pink & Yellow 2.5 

Rock Wool 2.8 

Perlite 2.7 

Redwood Bark 1.0 

Batts and Blankets

Fiberglass 2.6 

Rock Wool 3.3 

R‐value of Pre‐existing Loose Fill Insulation 

 Compression by the weight of added new insulation shall be factored in 
when estimating effective R‐value of pre‐existing loose fill insulation. 

                                                            
1 Total R‐value = R‐value of existing insulation plus R‐value of new insulation, after accounting for compaction of existing insulation by the 
weight of installed insulation.   
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R‐value Defaults 
for Pre‐Existing 
Insulation (cont.) 

R‐value of Pre‐existing Flexible Insulation (Batts and Blankets)  

 Properly installed flexible insulation in excellent condition is assumed to 
be the R‐value marked on the facing.  If the 
insulation is full thickness, but there are no 
markings on the facing, use the following 
defaults: 

 If flexible insulation is compressed or 
damaged: 

o Measure the average thickness; and 
o Use the R‐value in the previous table. 

3½"  =  R‐11 

6"  =  R‐19

10"  =  R‐30 

Uneven Existing 
Insulation Levels 

Uneven Existing Insulation:  When the existing insulation level in an attic is 
uneven (more than one level is present), an “average existing R‐value” shall be 
determined, and a single R‐value shall be billed for the new insulation 
required to bring the entire attic up to the final R‐value. 

 The “average existing R‐value” is defined as the lowest R‐value that is 
presently installed in over 50% of the attic. 

 New insulation is installed to bring the entire attic up to one final R‐value 
(R‐30 or R‐38) or just above. 

(Final R‐value) minus (Average Existing R‐value) =  

the R‐value billed for the new insulation. 

 A single “average” R‐value is billed, even though areas with low existing 
insulation will receive more‐than‐average new insulation, and areas with 
high existing insulation will receive less‐than‐average new insulation. 

Multi‐family 

Whole‐Building 

Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 

 Whole‐building measures shall not be installed if the whole building is not 
served, in accordance with the 66/50 policy.   
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 Ceiling 	Fan 	

Feasibility Criteria (at least one must apply): 

1.  DOE:  When justified by the CSD Priority List an 
existing fan is operable and has incandescent 
lighting that cannot accept LED bulbs.   

2. LIHEAP: No ceiling fan is present, or the existing 
fan is inoperable. 

 Do NOT install this measure when… 

1. DOE:  The existing ceiling fan does not have a light kit, or CFLs or LEDs are already 
present in the light kit of an existing fan. 

2. LIHEAP:  An operable ceiling fan is already present. 

3. No acceptable central location is available (see below regarding bedroom installation). 

4. No acceptable electrical circuit is available, and one cannot be made available. 

5. Electrical hazard or unsafe structural condition is present that cannot be corrected 
within the program scope. 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 

Clearances 

 Attic is accessible, when required, in accordance with the clearance 
requirements for Attics and Crawlspaces identified in CSD WIS 
Appendix E. 

Electrical Safety 

Requirements/Knob‐

and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

  ADDITIONAL MOBILE HOME CRITERIA 

 For Mobile Homes, a ceiling fan is not feasible when the ceiling joists will not provide the 
required support. 

Photo Credit: RHA, Inc. 
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Fan with Light Kit   When a light kit is installed (regardless of the program), a light kit 
shall be pre‐approved by the client and permission to install 
obtained in writing.  If occupants do not like the light level or the 
appearance of the light kit, fan installation is not feasible in locations 
where light must be provided.  

o For the DOE contract, the light kit shall conform with the 
feasibility criteria. 

o For LIHEAP installations, a fan with a light kit may be installed 
when requested by the client. 

 For all light kits installed, the lighting level of the kit shall be 
appropriate to the size of the space to be lit.   

Sizing   Fan shall be appropriate for room dimensions and by manufacturer 
specification. 

 When manufacturer specification is not available, the table at the 
right is a Ceiling Fan Sizing Guide from the ENERGY STAR® website 
that shall be followed as closely as is possible and reasonable: 

 

ROOM DIMENSIONS CEILING FAN DIAMETER 

Up to 75 sq. ft.  29‐36" 

76‐144 sq. ft.  36‐42" 

144‐225 sq. ft.  44" 

225‐400 sq. ft.  50‐54" 

Textured 

(“Popcorn”) Ceiling 

 When textured “popcorn” ceilings are present in a pre‐1980 
dwelling, the CSD Asbestos Policy shall be followed.   

Multi‐family Whole‐

Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved weatherization strategy based on the building 
characteristics, and in conformance with the energy audit protocols 
listed in the CSD Field Guide Appendices D and F.  Whole‐building 
installations are permitted only when justified by audit with a SIR of 
1.0 or greater. 
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 Combustion 	Ventilation 	Air 	

Feasibility Criteria (the following must apply): 

1. Additional combustion ventilation air is required to conform to 
program requirements as defined in CSD Field Guide Appendix 
A for an appliance to operate safely. 

Do NOT install this measure when… 

1. Existing CVA is adequate. 

2. There is no feasible location for corrective CVA. 

a. Attic NFVA:  Attic space room volume is inadequate and 
it is not feasible to install required venting to outdoors. 

b. For Interior‐Only CVA: Adjacent interior rooms have 
inadequate room volume to supply additional CVA, or 
required transfer grilles cannot feasibly be installed. 

c. Wall‐mount CVA to Outdoors:  Exterior home siding cannot be cut within the 
program scope (i.e., material is aluminum, vinyl, masonry, asbestos containing, 
etc.)  

3. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

4. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic or crawlspace is inaccessible, when required, in accordance with 
the clearance requirements for Attics and Crawlspaces identified in CSD 
WIS Appendix E. 

Assessor‐Client 
Education 

 When additional CVA is calculated to be necessary during the CAS pre‐
test, the Assessor shall:  

o Explain the need for CVA correction in the CASIF and to the client. 

o Encourage clients to allow CVA corrections—and obtain written 
approval before cutting in any CVA vents or ducts.  

o Duct and shell sealing measures shall not be installed when CVA is 
not adequate. See CSD Field Guide Appendix A (CAS Protocol). 

o If the client refuses CVA corrections, advise client (in writing) to 
not operate the unit until CVA is corrected.  Home is NIM.  If client 
permits, turn off the appliance line valve and gas control valve.  

CVA Calculation   Combustion ventilation air (CVA) venting shall be calculated in 
accordance with the CSD Field Guide Appendix A (CAS Protocol). 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, CVA shall be considered 
for each unit served as a health and safety condition.  Appliances in 
common areas shall be tested in accordance with Field Guide Appendix 
A, and nonconforming appliances must be brought to the attention of 
the property owner for correction.   

 

  	

Photo Credit: RHA, Inc. 
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 Compact 	Fluorescent 	Fixtures—
Hard‐wired 	

Feasibility Criteria (the following must apply):  

1. The CFF will replace an existing indoor or 
outdoor incandescent fixture used at least 
2 hours per day (may be inoperable as long 
as occupants would use it if it was working).   

 Do NOT install this measure when… 

1. The existing thread‐based fixture is not damaged or dangerous, and it is feasible to 
install LEDs lamps/bulbs in the existing fixture. (Note: If existing thread‐based fixture is 
damaged or dangerous, a waiver shall be sought from CSD to replace the fixture with a 
LED fixture). 

2. CFF would not provide an adequate light level (lumens) to satisfy the client. 

3. The fixture location is unsuitable (a wet unprotected location) and a grounding 
conductor is not available (when required by the local jurisdiction).   

4. The electrical circuit: 

a. Is more than 120 volts. 

b. Does not operate properly. 

c. Is controlled by a solid‐state timer. 

d. Is controlled by a dimmer or sensor that is not compatible with qualifying CFFs, or 
replacement to a standard switch is not feasible. 

5. A proper electrical box is not present, and one cannot be properly installed and secured. 

6. An electrical hazard is present, and it is not feasible to correct within the program scope 
(i.e., deteriorated or substandard wiring, rewiring would be required, etc.). 

7. The existing fixture contains an exhaust fan. 

8. The fixture is not on the client’s electric meter/bill. 

9. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

10. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessor‐Client 
Education 

 Before installation, CFF must be pre‐approved by the client and 
permission to install obtained in writing.  If occupants do not like the 
light level or the appearance of the fixture, fixture installation is not 
feasible. 

 Standard fixtures with thread‐based sockets shall not be installed. 

High Efficacy   All installed fixtures shall be high efficacy, in accordance with the 
Title 24 Building Energy Efficiency Standards definition for CFFs. 

 When a fixture will be replaced, fixtures installed outdoors must 
have a photosensor and a motion detector (per Title 24). 

Photo Credit: WAPTAC.org 

Photo Credit: RHA, Inc. 
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High Efficacy (cont.)   Local jurisdictions may require change‐out of additional existing 
lighting to meet Title 24 high efficacy requirements.  Permission to 
replace these fixtures must be addressed on a case‐by‐case basis by 
waiver. 

Grounding   Grounding requirement may be satisfied by installing a plastic fixture 
or GFCI‐protected switch when feasible and allowed by the local 
jurisdiction (see CSD WIS Appendix D). 

Electrical Safety 
Requirements/Knob‐
and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Title 24 Additional 
Requirements  

 Lighting installed in attached and detached garages, laundry rooms, 
and utility rooms shall be high efficacy luminaires and controlled by 
a vacancy sensor. 

Wattage   The CFF high efficacy wattage shall be selected based on the 
equivalent wattage of the incandescent fixture to be replaced (a 
single‐family or small multi‐family energy audit is not required). 

 All Bulbs, Fixtures, and Controls: 

o Shall be selected to provide the brightness and light quality 
required in that application (e.g., task lighting, trip‐and‐ fall 
hazards, and night‐lights). 

o Shall be appropriate for the intended application (e.g., 
enclosed, orientation, dimmable, potential for breakage, indoor 
or outdoor). 

o When possible, shall be selected to facilitate the use of LEDs 
instead of CFLs. 

Multi‐family Whole‐
Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved weatherization strategy based on the building 
characteristics, and in conformance with the energy audit protocols 
listed in the CSD Field Guide Appendices D and F.  Whole‐building 
installations are permitted only when justified by audit with a SIR of 
1.0 or greater. 

 Multi‐family whole building project lighting requirements should be 
confirmed with the local jurisdiction. 
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Common Area 
Lighting  
(Multi‐family) 

 In low‐rise multi‐family buildings with four or more dwelling units 
where common areas are 20% or less of the building area, lighting 
for common areas must be high efficacy. 

 Occupancy sensors used in common areas shall be able to turn the 
lights on automatically. 

 In buildings where common areas comprise more than 20% of the 
building area, lighting in those common areas must comply with the 
Title‐24 nonresidential lighting requirements. 

 Lighting in corridors and stairwells of multi‐family buildings must be 
controlled by occupancy sensors that reduce lighting by at least 
50%. 

High‐Rise  
Multi‐family 
(4+ stories) 

 Outdoor lighting in high‐rise multi‐family buildings that is controlled 
from within a dwelling unit shall meet the requirements of single‐
family residential outdoor lighting. 

 Outdoor lighting in high‐rise multi‐family that is not controlled from 
within a dwelling unit shall meet the Title‐24 requirements of 
nonresidential buildings. 
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 Compact 	Fluorescent 	Lamps—
Thread‐based 	

Feasibility Criteria (both must apply):  

1. CFLs shall replace an existing incandescent 
bulb that is used more than 2 hours per day; 
AND 

2. The fixture is operable and CFLs or LEDs are not 
already present.   

CFLs shall be NOT installed when… 

1. Installation of LEDs is feasible (when both CFLs and LEDs are feasible, LEDs shall be 
installed). 

2. Prohibited by the manufacturer of the CFL or the fixture. 

3. The electrical circuit is: 

a. Controlled by a dimmer that is not compatible with CFLs being installed. 

b. Controlled by a solid‐state timer. 

c. Controlled by a vacancy sensor, when prohibited by the CFL manufacturer. 

4. The electrical box switch, wiring, or other circuit component is damaged, degraded, or 
unsecured, with bare wires or missing wire nuts present (and repair is not feasible within 
the program scope). 

5. The fixture is not on the client’s electric meter/bill (or is located in a multi‐family 
common area). 

6. Available CFLs would not provide an adequate light level (lumens) to satisfy the client. 

7. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

8. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Light Selection   Lighting shall be installed in LIHEAP and DOE programs, as follows: 

o DOE:  Light type to be determined by application of the Priority List.

o LIHEAP:  Lighting type to be determined by best energy savings. 

o Note: Due to improved energy savings, LEDs shall be installed 
whenever feasible; however, two different types of lighting shall 
not be installed in the same fixture.   

 Replacement bulbs for fixtures <40 watts shall only be installed in 
LIHEAP, or when allowed by the DOE Priority List. 

Multi‐Lamp 
Decorative 
Fixtures 

 When replacing incandescent lamps with CFLs in multi‐lamp decorative 
lighting fixtures (sconces, vanity lights, Hollywood lights, ceiling fan light 
kits, or chandeliers), the Assessor shall: 

o Follow CFL replacement requirements described above. 

Photo Credit: WAPTAC.org 
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Multi‐Lamp 
Decorative 
Fixtures (cont.) 

o Ensure individual CFLs do not exceed fixture maximum wattage. 

o Ensure fan light fixtures receive only compatible CFLs (can tolerate 
vibration in ceiling fans, etc.). 

Wattage   The CFL wattage shall be selected based on the equivalent wattage of 
the incandescent bulb to be replaced. 

 Wattage shall not exceed rated wattage of fixture. 

Average Wattage Consumption by Lighting Types 

Incandescents CFLs 

40 watts 8‐12 

60 watts  13‐18 

75 watts  18‐22 

100 watts  23‐30 

150 watts  30‐55 

Source: Eartheasy.com
 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 
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 Cooktop 	or 	Freestanding 	Range 	

Applies to both Gas and Electric cooking appliances. 

Repair Feasibility Criteria (one or more must apply): 

1. Existing cooking appliance poses a Health and Safety hazard 
(as determined by a qualified technician). 

2. A range oven will not light or stay lit, and cannot be tested. 

3. Up to two cooktop burners are producing high levels of CO, or are creating a gas or 
electrical hazard (as defined by the Field Guide).  

 Do NOT repair this measure when… 

1. Existing cooktop or freestanding range is operable and operates safely. 

2. Appliance is not the dwelling’s primary cooking appliance. 

3. Up to two cooktop burners are inoperable and no hazard is present. 

4. Repair parts are obsolete and replacement parts are not available. 

5. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one or more must apply): 

1. An unsafe appliance modification exists that cannot be corrected. 

2. At least three burners of the cooktop are not operable (and one or more burners cannot 
be repaired, in conformance with “Cooking Appliance Replacement” item below).  

3. Any number of burners are producing a hazard that cannot be repaired (i.e., high levels 
of CO, gas, or electrical hazard); 

4. Range oven door does not close properly because it is sprung or damaged. 

 Do NOT replace this measure when… 

1. Appliance cannot be installed in compliance with listing and manufacturer’s instructions. 

2. Appliance is not the dwelling’s primary cooking appliance. 

3. Available location is not acceptable (e.g., inadequate clearances or access, or floor will 
not withstand weight). 

4. Depending upon the appliance fuel source, the gas supply (e.g., proper location and 
pressure) OR electrical supply (e.g., proper location, voltage, and grounding) is 
unavailable or is substandard. 

5. Existing cooktop or freestanding range is operable and operates safely. 

6. A nonconforming kitchen exhaust is present, but cannot be corrected. 

7. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

8. Client refuses (after measure benefits have been explained by the Assessor). 

H&S
measure
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Client Advisory 
Conditions 

If a gas leak is not present and CO is within acceptable limits, the following 
are considered Client Advisory issues (per Field Guide Appendix A), 
correction is not required, and they do not prevent shell and duct sealing: 

 Pilot does not work, but the burner(s) can be lit with a match or lighter; 

 A burner knob/valve is frozen, or for some other reason, a burner will 
not light at all (even with a match); 

 1 to 2 cook top burners, or the oven/broiler burner, is non‐operational. 

Cooking 
Appliance 
Replacement 

 In order to be program compliant, it is required to document the actual 
reason why repair of the burners or appliance was not feasible, or was 
found to be inoperable.  It is not sufficient to write just a limited 
description like “not feasible,” “inoperable,” “repair failed,” etc.   Detail 
of the actual issue is required. 

 A freestanding range shall only be installed to replace an existing range. 

 A cooktop shall only be installed to replace an existing cooktop. 

Electrical 
Alterations 

 A CSD waiver and permit shall be obtained and finalized when 
alterations are made to the electrical circuit (e.g., change in amperage, 
conductors, or location), and when required by the local jurisdiction). 

Fuel Switching 
 Requires waiver approval in advance by CSD. The conversion kit shall be 

supplied/specified by the stove manufacturer. 

Oven Repair or 
Replacement 

 Repair or replacement for ovens shall only be allowed under LIHEAP 
when there is a Health & Safety issue present (specifically, high CO or a 
dangerous electrical condition).  Cost is limited by measure maximums. 

 If the unit is a freestanding range, the entire unit shall be replaced if the 
oven has high CO or an oven electrical hazard that cannot be repaired. 

o In the case of an inoperable freestanding range oven but the 
cooktop works, the range shall NOT be replaced. 

 If the oven unit is a built‐in oven with high CO or a dangerous electrical 
condition, the unit shall be repaired, if feasible. 

o A built‐in oven shall only be considered for replacement due to 
extenuating circumstances to be described in the waiver request 
form.  Replacement would only be allowed with an approved CSD 
waiver. 

o An inoperable built‐in oven shall NOT be replaced. 

  MOBILE HOME FEASIBILITY CRITERIA 

 For Mobile Homes, when a kitchen exhaust is not present and is required, but cannot 
feasibly be installed, a gas cooking appliance shall not be installed. 
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Oven Repair or 
Replacement 
(cont.) 

 If none of the above corrections are feasible, defective ovens shall be 
abandoned with written client permission when possible.  (Note:  If 
client does not permit abandonment or it is not feasible to abandon a 
gas oven, the condition NIMs the home (LIHEAP) or requires home 
deferral (DOE).  The client shall be warned of issue and the condition 
documented on the CSD 542 Deferral Form).  

 A microwave oven shall be offered to the client, if a functional 
microwave oven is not present in the home. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 
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 Crawlspace 	Ventilation 	

Feasibility Criteria (the following must apply): 

1. No crawlspace ventilation exists, or existing 
ventilation is inadequate.  

Do NOT install this measure when… 

1. Vents would require cutting through a foundation consisting of masonry stem walls. 

2. Floor contains knob‐and‐tube wiring that has not been certified safe by a C‐10 electrical 
contractor “Notice of Survey.” 

3. Exhaust system venting that terminates in the crawlspace cannot be vented outdoors. 

4. The crawlspace is unsound or unsafe, or surrounding material is likely to be damaged. 

5. Crawlspace access and clearances are inadequate and cannot be corrected. 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Crawlspace shall be accessible, in accordance with the clearance 
requirements for Attics and Crawlspaces in CSD WIS Appendix E. 

Air Barrier 
 The presence of an effective air barrier and thermal boundary between 

the attic and the living space must be verified by the Assessor. 

Assessment 
Specifications 

 The Assessor shall ensure that appropriate attic sealing and insulation  
R‐value are specified as part of the CSD 540 Assessment Form. 

Knob‐and‐Tube 
Wiring 

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Order of 
Installation 

 Any additional ventilation must installed before insulation is installed. 

 Exhaust systems that terminate in a crawlspace shall be vented 
outdoors. 

Stand‐alone 
Measure 

 LIHEAP:  Crawlspace ventilation is a stand‐alone measure.  It is not a 
requirement that ventilation be installed in conjunction with insulation. 

 DOE:  Crawlspace ventilation is required to be installed in conjunction 
with insulation only. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

 

Photo Credit: RHA, Inc. 
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 Duct 	Insulation 	

Feasibility Criteria (the following must 

apply): 

1. Ducts and components are made of an 
un‐insulated, rigid metal. 

 Do NOT install this measure when… 

1. A CAS hazard or indoor air quality (IAQ) fail exists that cannot be corrected. 

2. The duct system is abandoned or damaged/deteriorated beyond repair under the 
program scope. 

3. Ducts are inaccessible, in accordance with CSD WIS Appendix E. 

4. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

5. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Crawlspace or attic shall be accessible, in accordance with the clearance 
requirements for Attics and Crawlspaces in CSD WIS Appendix E. 

Knob‐and‐Tube 
Wiring 

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Duct Location 

 Ducts must be located in an enclosed, unconditioned location that is not 
exposed to weather. 

o Exception:  Ducts may be in an exposed location and insulated, 
only when an exterior‐rated insulation is feasible to install. 

Order of 
Installation 

 Duct shall be sealed before insulation is installed. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

 

  	

Photo Credit: PG&E Energy Training Center 
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 Duct 	Repair 	and 	Sealing 	

Feasibility Criteria (one or more shall apply): 

1. Catastrophic leakage is present. 
(i.e., disconnects, crushed/kinked/damaged duct, 
unlined platform return, or mobile home belly cavity 
return, etc.). 

2. Assessment determines that duct sealing 
opportunities exist. 

Do NOT install this measure when… 

1. Any unfeasibility criterion from Section 7.45 applies. 

2. Ducts are inaccessible (i.e., located in the attic or under‐floor crawlspace and crawl area 
clearance is inadequate).  

3. A functional damper does not separate a FAU that shares ducts with an evaporative 
cooler, and one cannot be installed. 

4. Duct system contains excessive damage or deterioration, which would be outside of the 
program scope to repair. 

5. Duct system is inside the living space (includes the plenum or ducts). 

6. Evidence of rodent or pest infestation is present inside the duct interior. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Feasibility of this duct sealing measure is determined by air quality and combustion appliance 

safety conditions in the dwelling.  When dwelling is NIM, ducts shall not be sealed. 

Accessibility and 
Clearances 

 Crawlspace or attic shall be accessible, when required, in accordance 
with the clearance requirements for Attics and Crawlspaces identified in 
CSD WIS Appendix E. 

Assessment of 
Leakage 

Assessors shall: 

 Identify all catastrophic shell leaks. 

 Perform a visual inspection to identify gaps, cracks, and failed sealants. 

 Prioritize all sealing opportunities in accordance with the CSD 706 form. 

Duct Testing 
Policy 

 100% duct testing and sealing shall be conducted in accordance with 
the CSD Field Guide Appendix B. 

 This incremental protocol aligns with Title 24 requirements for Total 
Leakage Testing (i.e., to seal, must have leakage of at least 16% of 
airflow and seal to 15% or less).  * If “Leakage to Outside” testing will be 
performed, see CSD Field Guide Appendix B. 

 Certification by a HERS rater shall only apply when required in 
accordance with the requirements of the local jurisdiction. 

Photo Credit: PG&E Energy Training Center
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Order of 
Installation 

 If system includes an unlined platform return, the condition shall be 
noted by the Assessor.  The Duct Leakage pre‐test must be delayed until 
the platform return can be lined/sealed as a catastrophic leak. 

 When unfeasible to add a damper to separate a FAU and evaporative 
cooler that share a duct system, duct sealing must be limited to 
correcting catastrophic leakage and sealing the plenum.  Vent covers 
(interior) shall not be a feasible measure. 

Knob‐and‐Tube 
Wiring 

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 
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 Evaporative 	Cooler 	 	

Repair Feasibility Criteria (one or more shall apply)  

1. Existing evaporative cooling appliance poses a Health and 
Safety hazard or is inoperable; OR 

2. Agency assessment identifies a performance issue, and a 
qualified/licensed technician has determined the unit to 
be repairable.  

 Do NOT repair this measure when… 

1. The existing evaporative cooler location adversely affects 
combustion appliances. 

2. Other primary cooling source exists (by CSD definition). 

3. Duct sealing cannot be performed (for ducted cooler 
only). 

4. An existing water leak is not feasible to repair. 

5. The existing platform is unsafe and deteriorated, and cannot be corrected. 

6. Unit cannot be properly attached or supported. 

7. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

8. Client refuses (after measure benefits have been explained by the Assessor). 

 

Replacement/Installation Feasibility Criteria (one or more shall apply): 

1. Absence of a cooling appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. The unit provides primary cooling for the dwelling unit being weatherized/served; AND 
one or more of these apply:  

a. Existing cooling appliance poses a Health and Safety hazard; OR 

b. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

 Do NOT replace/install this measure when… 

1. Existing unit is operable and functions properly. 

2. Other primary cooling source exists (by CSD definition). 

3. A centrally‐located mounting location is not available in the main body of the home. 

4. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required in order to bring the appliance to code when a permit is required. 

5. Repair parts are obsolete. 

6. Rusted and/or leaking pan is not feasible to repair. 

7. An acceptable electrical circuit or outlet is not present, and correction is not feasible. 

Photo Credit: RHA, Inc.
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8. Accessibility or clearance requirements cannot be met. 

9. Wall/Window Unit:  Wood window, siding, or wall framing is decayed or deteriorated 
(depending on location to be installed). 

10. Roof‐Mount Unit:  Roof is not structurally sound and access is not safe, or more than 
three layers of roofing are present. 

11. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

12. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic shall be accessible in accordance with the clearance 
requirements for Attics and Crawlspaces in CSD WIS Appendix E, 
when applicable. 

Electrical Safety 
Requirements/Knob‐
and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Bedroom 
Installation 

Wall/Window Unit (additional criteria):

 Installation shall be allowed in a bedroom only when a medical or 
other special condition is granted by program waiver and 
documented in the client file.  

 Bedroom installation shall never be allowed if egress requirements 
cannot be met. 

Roof‐Mount Units   Damage to the roof is likely with tile, metal, or wood shingle/shake 
roofs and access shall not be attempted.  

Multi‐family Whole‐
Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved weatherization strategy based on the building 
characteristics, and in conformance with the energy audit protocols 
listed in the CSD Field Guide Appendices D and F.  Whole‐building 
installations are permitted only when justified by audit with a SIR of 
1.0 or greater. 

 

  	



88  Measure‐specific	Policies	(Sections	6	and	7)	

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

 Faucet 	Restrictors 	(Aerators)  	

Feasibility Criteria (both shall apply): 

1. Faucets deliver heated water from a 
water heater (that is intended for 
human consumption); AND 

2. Existing faucet is a standard faucet 
(not flow‐restricted) and uses more 
than 1.5 gpm. 

Do NOT install this measure when… 

1. Existing faucet is not operable, or is 
operable and meets low‐flow guidelines. 

2. Standard‐sized aerator will not fit. 

3. Faucet or faucet threads are damaged and leaky. 

4. Removal of an existing aerator will cause damage to an existing aerator or the faucet 
(see “Additional Assessment Criteria” below). 

5. Faucet has special fitting for attaching appliances (e.g., a portable dishwasher). 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

When an Existing 
Aerator Is Present 

 Replace the existing aerator, only if the existing unit is not a low‐flow 
qualified aerator. 

Client Education   If a client refuses the installation of a low‐flow aerator because of an 
existing decorative faucet, an Assessor shall recommend that the client:  
1) clean an existing aerator lightly with a brush, or  
2) try soaking the aerator in white vinegar and rinsing then rinsing it 
with water before reinstalling. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

 

   

Photo Credits: RHA, Inc. 
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 Floor 	Furnace 	

Repair Feasibility Criteria (both shall apply): 

1. The unit provides heating for the dwelling unit being 
weatherized/served; AND 

2. Agency assessment identifies a performance issue, and a 
qualified/licensed technician has determined the unit to be 
repairable. 

 Do NOT repair this measure when… 

1. Other primary heating source exists (by CSD definition). 

2. An existing fuel leak or electrical hazard is not feasible to repair. 

3. An existing unit is installed in an unsafe crawlspace. (See Additional Assessment 
Criteria.) 

4. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

5. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one or more shall apply): 

1. Absence of a heating appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. Existing furnace in mobile home is not listed and approved for use in a mobile home (per 
current HUD Code), including open combustion unit in the living space; OR 

3. The unit provides heating for the dwelling unit being weatherized/served; AND one or 
more of these apply: 

a. As verified by a qualified technician, the existing heating appliance poses a Health 
and Safety hazard or is inoperable; OR 

b. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

 Do NOT replace this measure when… 

1. Existing unit is operable and functions properly. 

2. Other primary heating source exists (by CSD definition). 

3. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required in order to bring the appliance to code, when permit is required. 

4. Existing open combustion furnace is in a location prohibited by the replacement unit, 
manufacturer’s instructions, or local code, and relocation is not feasible. 

5. Existing unit is installed in an unsafe crawlspace. (See Additional Assessment Criteria.) 

6. An acceptable gas line or electrical circuit is not present, and correction is not feasible. 

7. Clearance requirements cannot be met. 

8. Adequate combustion ventilation air is not available (and cannot be made available). 

9. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

Photo Credit: RHA, Inc.
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10. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Crawlspace shall be accessible in accordance with the clearance 
requirements for Attics and Crawlspaces in CSD WIS Appendix E. 

Electrical Safety 
Requirements/Knob‐
and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Multi‐family Whole‐
Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved weatherization strategy based on the building 
characteristics, and in conformance with the energy audit protocols 
listed in the CSD Field Guide Appendices D and F.  Whole‐building 
installations are permitted only when justified by audit with a SIR of 
1.0 or greater. 

Prohibited Locations   Repair or replacement of a floor furnace is not prohibited in a 
bedroom location.  For replacement of a unit in this location, 
however, a permit is required from the local jurisdiction and the 
replacement unit cannot have a manufacturer’s restriction 
prohibiting installation in a bedroom. 

Unsafe Crawlspace 
Conditions 

Conditions may include, but are not limited to (per CSD WIS Section 1): 

 Friable asbestos‐containing materials (per CSD Asbestos Policy); 

 Hazardous insect or animal infestation; 

 Hazardous electrical condition (see “Electrical Safety 
Requirements/Knob‐and‐Tube Wiring” item above); 

 Unsafe structure;  

 Sewage waste on the ground (or any other unsanitary condition);  

 Excessive ground moisture (standing water or mud). 

 Excessive crawlspace temperature.   



Measure‐specific	Policies	(Sections	6	and	7)	 91 

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

Unsafe Crawlspace 
Conditions (cont.) 

 Fire Hazards 

o If existing insulation causes a potential fire hazard due to 
overblown heat‐producing devices (HPDs) or CVA vents, the 
client shall be informed of the non‐conforming condition. 

If the client is physically unable to correct the issues, minor fire hazards shall be 
removed/corrected by field personnel. 
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 Floor 	Insulation 	 	

Feasibility Criteria (all shall apply): 

1. At least 100 sq. ft. of floor is feasible to insulate; 
AND 

2. The floor separates conditioned and 
unconditioned space. 

Floor insulation shall NOT be installed when… 

1. Existing insulation is present. 

2. One or more unsafe condition(s) is present and 
cannot be corrected under the program scope 
(see Additional Assessment Criteria).   

3. Knob‐and‐tube wiring is present and has not been certified safe by a licensed C‐10 
electrical contractor. 

4. Finished floor cavity (blind fill) has heat‐producing device that cannot be properly 
protected and provided with a 3" clearance. 

5. Deteriorated or substandard floor sheathing is present. 

6. Safe physical access would not be feasible for inspector after insulation is installed. 

7. Required crawlspace venting cannot be installed, when required. 

8. Installation would violate CSD Health and Safety Requirements (WIS Section 1). 

9. Client refuses (after measure benefits have been explained by the Assessor). 

   

Photo Credit: RHA, Inc. 

  ADDITIONAL MOBILE HOME CRITERIA 

 For Mobile Homes, floor insulation and foundation venting shall be installed only when 
allowed by CSD, HCD, or other authority having jurisdiction. 

 Floor insulation shall be installed when: 

– Bellyboard is capable of supporting the added weight of insulation and blower 
pressure. 

– Undercarriage is/shall be protected from the environment by sheathing or by rodent‐
proof skirting. 

 Insulation shall be installed in strict conformance with WIS Section 22, HCD requirements, 
and product manufacturer’s instructions. 
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility/ 
Clearances 

 Crawlspace shall be accessible in accordance with the clearance 
requirements for Attics and Crawlspaces in CSD WIS Appendix E. 

Unsafe Crawlspace 
Conditions 

Conditions may include, but are not limited to (per CSD WIS Section 1): 

 Friable asbestos‐containing materials (per CSD Asbestos Policy); 

 Hazardous insect or animal infestation; 

 Hazardous electrical condition (see “Electrical Safety 
Requirements/Knob‐and‐Tube Wiring” item below); 

 Unsafe structural members;  

 Sewage waste on the ground (or any other unsanitary condition); or  

 Excessive ground moisture (standing water or mud). 

 Excessive crawlspace temperature.   

 Fire Hazards 
o If existing insulation causes a potential fire hazard due to 

insulation that covers heat‐producing devices (HPDs) or CVA vents, 
the client shall be informed of the non‐conforming condition. 

o If the client is physically unable to correct the issues, minor fire 
hazards shall be removed/corrected by field personnel. 

Electrical Safety 
Requirements/Knob
‐and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is 
unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Stand‐alone 
Measure 

 Crawlspace ventilation is a stand‐alone measure.  It is NO longer a 
requirement that ventilation be installed in conjunction with insulation. 

Order of 
Performance 

 All CAS Hazards and CAS Fails in the crawlspace shall be corrected 
before insulation is installed. 

 When HVAC ducts are in the crawlspace, duct testing and sealing shall 
be completed before insulation is installed. 

 All exhaust systems that terminate in the crawlspace shall be vented 
outdoors. 

 When unfeasible to seal thermal bypasses in the ceiling or crawlspace 
before insulation is installed, the reason(s) for not doing this work must 
be documented in the CSD 540 by the agency.  Installation of insulation 
in the area will not be automatically prohibited, unless the bypass 
source is documented to cause condensation and moisture damage in 
the attic or crawlspace and cannot be corrected within the program 
scope. 
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Adding Insulation  New insulation installed over existing insulation (new + existing) shall bring
the level up to the required “Final R‐value” required by the LIHEAP or DOE 
program. 

Note: Homes with crawlspaces consisting of different sections with various 
crawl clearances shall have insulation installed only in the sections with 
adequate clearance. 

 R‐value Requirements by Program: 

o DOE:  Feasibility for adding insulation and the R‐value of to be 
installed insulation shall be determined by the DOE Priority List or 
by Energy Audit only (see CSD Field Guide Appendices D, E and F) 
when the SIR value is 1.0 or greater. 

o LIHEAP:  Install insulation when floor insulation is inadequate, 
according to in accordance with the table below.   
 

LIHEAP INSULATION CRITERIA  EXISTING LEVEL  ACTION 

Floor Insulation 

ALL CEC Climate Zones 
No existing Increase to R‐19

R‐20 or more Do not install additional

Access Cover Insulation 

Horizontal Access Cover No existing See Floor Levels above.

Vertical Access Cover No existing See Knee Wall above.
 

Multi‐family Whole‐
Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved strategy based on the building characteristics, and in 
conformance with the audit protocols listed in the CSD Field Guide 
Appendices D and F.  Whole‐building installations are permitted only 
when justified by energy audit with a SIR of 1.0 or greater. 

 Whole‐building measures shall not be installed if the whole building is 
not served, in accordance with the 66/50 policy.   

 

 

   

Photo Credit: WAPTAC.org
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 Fluorescent 	Torchiere 	Lamp 	

Feasibility Criteria (the following shall apply):  

1. An existing lamp is present, and it is one of these types: 

a. Halogen torchiere; 

b. Incandescent torchiere with dimmer or 3‐way switch; 

c. Incandescent torchiere or table lamp, incompatible with CFLs;  

d. Inoperable fluorescent torchiere.  

 Do NOT install this measure when… 

1. An acceptable, safe electrical outlet is not available, for example:  

a. Outlet is not polarized. 

b. Outlet is not controlled by a compatible dimmer or timer. 

2. Electrical circuit is controlled by a dimmer or solid‐state timer. 

3. Receptacle is not properly secured, or electrical hazard is present (and repair is not 
feasible). 

4. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

5. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessor‐Client 
Education 

 Before installation, lamp must be pre‐approved by the client and 
permission to install obtained in writing.  If occupants do not like the 
light level or appearance of the lamp, fixture installation is not feasible. 

Outlet Cover    Broken or missing outlet cover pertaining to the Fluorescent Torchiere 
shall be replaced before the measure shall be installed. 

Photographic 
Documentation 
Required 

 Replacement of existing torchieres requires that a 
photograph of the existing torchieres is kept in the client 
file.  This requirement is so that Inspectors have a verifiable 
means to confirm the unit exchange. 

Wattage   Wattage shall be selected based on the equivalent wattage of the 
incandescent or halogen bulb to be replaced (a single‐family or small 
multi‐family energy audit is not required). 

Waiver   LIHEAP only:  If a fluorescent torchiere lamp is not available that meets 
CSD WIS Appendix A Material Specifications, a waiver shall be requested 
to install a LED torchiere. (LED torchiere is not a DOE measure. Waiver 
cannot be requested). 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

Photo Credit: 
El Dorado County 
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 Forced 	Air 	Unit 	(FAU) 	 	 	

Repair Feasibility Criteria (one or more shall apply): 

1. The unit provides heating for the dwelling unit 
being weatherized/served; AND 

2. Agency assessment identifies a performance issue, 
and a qualified/licensed technician has 
determined the unit to be feasible for repair. 

 Do NOT repair this measure when… 

1. Another primary heating source exists (by CSD 
definition). 

2. An existing fuel leak is not feasible to repair.  

3. The existing unit is installed in an unsafe location.  

4. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required in order to bring the appliance to code, when permit is required.  

5. The FAU is a dual‐pack (combination HVAC unit), and the air conditioner is also 
defective/inoperable. 

6. Roof‐Mount Unit:   the roof is structurally unsound cannot support work, or roofing 
materials are likely to be damaged. 

7. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

8. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement/Installation Feasibility Criteria (one or more shall apply): 

1. Absence of a heating appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. Existing furnace in mobile home is not listed and approved for use in a mobile home (per 
current HUD Code), including open combustion unit in the living space; OR 

3. The unit provides heating for the dwelling unit being weatherized/served; AND one or 
more of these apply: 

a. As verified by a qualified technician, the existing heating appliance poses a Health 
and Safety hazard or is inoperable; OR 

b. It is determined that the existing furnace is a NOx rod furnace subject to recall; OR 

c. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

 Do NOT replace/install this measure when… 

1. Existing unit is operable and functions properly. 

2. Other primary heat source exists (by CSD definition). 

3. Major structural alteration, concrete work, painting, or hazardous material abatement 

Photo Credit: WAPTAC.org 
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would be required in order to bring the appliance to code, when permit is required. 

4. Existing appliance is in prohibited 
location, and relocation is not feasible 
under the program scope (see “Prohibited 
Locations” below). 

5. The existing unit is installed in an unsafe 
location (see “Unsafe Attic/Crawlspace 
Conditions”). 

6. An acceptable gas line or an electrical 
circuit is not present, and correction is not 
feasible. 

7. Access or clearance requirements cannot 
be met.  

8. Adequate combustion ventilation air is 
not available (and cannot be made available). 

9. Ducts are disconnected, damaged, deteriorated, or abandoned, or provide inadequate 
airflow, and cannot be made compliant to CSD WIS Section 6. 

10. Title 24 duct testing and sealing requirements cannot be met, when required. 

11. When the FAU is a dual‐pack (combination HVAC unit), the refrigeration unit is intact 
and operable. 

12. Installation would violate CSD Health and Safety Requirements (WIS Section 1). 

13. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic or crawlspace shall be accessible in accordance with the 
clearance requirements for Attics and Crawlspaces in CSD WIS 
Appendix E and CSD WIS Section 24. 

Electrical Safety 
Requirements/Knob‐
and‐Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Multi‐family Whole‐
Building Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 

Photo Credit: WAPTAC.org 
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Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

NOx Rod Furnace 
Recall 

 Certain NOx Rod furnaces have been identified as being dangerous, 
and a list of the recalled units is provided in CSD Field Guide 
Appendix A.  Manufacturers are required to replace the potentially 
dangerous units. 

 When an identified recalled FAU is replaced by the manufacturer at 
no cost, the weatherization contractor shall be reimbursed only for 
costs actually incurred, generally limited to ancillary components 
and installation labor. 

 Costs for the unit itself shall not be billed to the weatherization 
program when the unit is replaced by the manufacturer. 

Prohibited Locations   Repair or replacement of a natural gas or forced air furnace is 
prohibited in a bedroom location.   

 If a condition is found with the appliance, it must be properly 
abandoned with client permission or the dwelling is NIM. 

Sizing   Before installation of any furnace, agency shall confirm that 
appliance sizing, venting, combustion ventilation air, gas piping, and 
all feasibility criteria will be met for the replacement unit. 

 When required by the local jurisdiction, sizing documentation using 
an ACCA Manual J calculation shall be kept in the client file. 

Specialty 
Furnace/Heating 
Types 

 In limited cases, a ductless Mini‐Split Heat Pump or a Unitary system 
(sometimes known as PTAC unit) may be an appropriate appliance 
replacement.   

 All specialty heating/cooling system types shall only be allowed by 
CSD approval of an agency‐requested waiver prior to replacement. 

Unsafe Attic or 
Crawlspace 
Conditions 

Conditions may include, but are not limited to (see CSD WIS Section 1):

 Friable asbestos‐containing materials (per CSD Asbestos Policy); 

 Hazardous insect or animal infestation; 

 Hazardous electrical condition (see “Electrical Hazards” item below); 

 Unsafe structural members;  

 Sewage waste on the ground (or any other unsanitary condition); or  

 Excessive ground moisture (standing water or mud). 

 Excessive crawlspace temperature (see CSD WIS Section 1).   

 Fire Hazards 

o If existing insulation causes a potential fire hazard due to 
insulation that covers heat‐producing devices (HPDs) or CVA 
vents, the client shall be informed of the non‐conforming 
condition. 

o If the client is physically unable to correct the issues, minor fire 
hazards shall be removed/corrected by field personnel. 
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 High 	Efficiency 	Toilets 	

Feasibility Criteria (the following must apply): 

1. When required by the local jurisdiction in 
conjunction with a permit for a different measure, 
only noncompliant toilets shall be replaced (i.e., uses 
more than 1.6 gallons per flush). 

 Do NOT install this measure when… 

1. The home was built and available for occupancy on 
or after January 2, 1994. 

2. The home is a registered historic site. 

3. A licensed plumber has certified that, due to the age or configuration of the property or 
its plumbing, or an unsuitable location, toilet replacement with water‐conserving 
plumbing fixtures is not technically feasible. 

4. Any visible sign of corrosion or deterioration is present at the water supply to the shut‐
off valve (angle stop).  

5. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor).   
Note: Since toilet replacement may be required when pulling a permit for a separate 
weatherization measure, refusal by the client of this measure may make the other 
measure not feasible by association.  

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Toilet 

Vintage 

Toilets typically have the following gpf rates:

Toilets 

produced/manufactured… 
Total Gallons Per Flush 

before 1985 5‐7 gpf

between 1985‐1989 3.5 gpf 

between 1990‐1994 between 3.5‐1.6 gpf   
It is required to measure the actual volume of 
the tank in accordance with one of the methods 
below. 

after January 2, 1994 1.6 gpf 
Toilet does NOT qualify for replacement. 

 

 Note: There are “pressure‐assist” toilets that have a large plastic 
mechanism inside the tank (usually black), which takes up most of the 
volume of the tank.  That type of toilet can be assumed have a flush 
volume of 1.6 gpf or less. 
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Visual 
Identification 

The flush volume of existing toilets shall be determined:

 By obtaining visual information from the toilet (stamped gpf or 
date/vintage shall be assumed to be correct). 

o Newer, low‐volume toilets usually have gpf written on the bowl rim. 

o Older toilets may have a manufacturing date (vintage) or gpf stamped 
inside the tank or on the underside of the lid. 

 If volume cannot be determined by visual inspection, measure the tank and 
calculate the volume of water being flushed. 

o If the toilet’s label is written in liters, it will be required to convert the 
liter amount to gallons.  Convert the label to gallons using this 
equation:  

Liters x 0.2642 = Gallons 

 

Measurement 
of Flush 
Volume 

Method Steps 

Tools  Tools needed are:

 Personal safety equipment (rubber gloves, eye 
protection, etc.). 

 A plastic measuring jug with markings to show: 

o Tenths of a gallon up through 0.5 

o 1.0 gallon 

o Tenths of a gallon above 1.0, if jug is large enough. 

o A plastic jug with straight vertical sides (or 
commercially‐available measuring bottle) is best.  

o Write volume markings on the measuring jug with 
permanent marker. 

Measurement Steps to measure the gpf of a toilet are: 

 Stop water from flowing into the tank and bowl: 

o Turn off the water supply valve below the tank, or 

o Secure the filling mechanism in the topmost “off” 
position (manually hold it up, or secure it with a 
wire/string/cord). 

 If there is a water‐saving device (brick, bag, dam, etc.) in 
the tank, remove it. 

 Use pencil to mark water levels inside the tank and bowl. 

 Flush the toilet completely. 

 Make sure the water supply line is not sending water into 
the tank or bowl, then follow the steps below: 

 Measure how much water is used to refill the Tank: 

o Fill measuring jug to highest mark (e.g., 1.0 gallon). 

o Pour the jug’s water into the tank. 

o Refill the jug, and continue adding water into the 
tank until top of the water reaches the pencil mark. 
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Measurement 

(cont.) 

o Note how much water was used to refill the tank 
(Volume A). 

 Measure how much water is used to refill the Bowl: 

o Put 0.5 gallon of water in the measuring jug, and 
pour water into the bowl (in some toilets, that will 
be enough to refill the bowl).   

o If necessary, add more until water in the bowl 
reaches the pencil mark.   

o Note how much water was used to refill the bowl 
(Volume B). 

 Add together the two volumes: 

o A + B = Volume C (in gallons).  Volume C equals gpf 
for that toilet. 

Restoration Return the toilet to normal operation. 

 If a wire, string, or other means was used to retain the 
filling mechanism in the “off” position, remove retainer. 

 Replace the lid on the tank. 

 If turned off, turn the water supply valve back on to refill 
the toilet.  Allow the tank to fill completely and flush the 
toilet.  Then make sure: 

o The toilet flushes and refills properly; and 

o Water stops running into the tank and bowl; and 

o The flapper (or other flush device) is seated 
properly. 

 

 

Installation 

 

 All installations shall be made by a qualified person (e.g., a licensed plumber or 
trained plumbing technician). 

Permit   When the local jurisdiction requires a permit for toilet replacement, one shall 
be obtained. 

Unsuitable 
Location 

 Check location for damage that requires repair before the measure would be 
feasible: 

o Uneven floor and/or unstable toilet (may be outside of the program scope 
to correct). 

o Unsecured anchor bolts (“johnny bolts”), e.g., due to damaged flange. 

o Inadequate anchor bolt distance from rear wall (rough‐in). 

o Inadequate clearance on sides, above the tank, and to the front. 

o Water leak at, or malfunction of, the water shutoff valve (angle stop). 

Multi‐family 
Whole‐
Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐building 
weatherization measures shall be identified by the correct CSD‐approved 
strategy based on the building characteristics, and in conformance with the 
energy audit protocols listed in the CSD Field Guide Appendices D and F.  
Whole‐building installations are permitted only when justified by audit with a 
SIR of 1.0 or greater. 
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 Kitchen 	Exhaust 	 	

Repair Feasibility Criteria  

(both shall apply): 

1. An existing unit provides local 
exhaust for the dwelling unit 
kitchen; AND 

2. Agency assessment identifies a 
performance issue, and a 
qualified/licensed technician has 
determined the unit to be inoperable or qualifying for repair.  

 Do NOT repair this measure when:  

1. Recirculating fan unit is present (not a kitchen exhaust range hood). 

2. Roof access is required, and the condition of the roof or roofing makes work on the roof 
unsafe or likely to cause damage or water leaks. 

3. No proper electrical circuit is available or can be provided. 

4. Installation would violate the CSD Health and Safety Requirements (WIS Section 1).   

5. Client refuses (after measure benefits have been explained by the Assessor). 

 

Installation/Replacement Feasibility Criteria (one shall apply): 

1. No exhaust fan is present in a mobile home. 

2. An existing kitchen exhaust unit is inoperable or 
cannot be repaired (for all home types). 

 Do NOT replace this measure when: 

1. No suitable location with proper mounting is 
available. 

2. No proper electrical circuit is available or can be 
provided. 

3. Roof access is required, and the condition of the 
roof or roofing makes work on the roof unsafe or 
likely to cause damage or water leaks.  

4. Wall Mount Units:  Structural degradation exists that will prevent proper installation. 

5. Vertical‐Discharge Units:  Lack of roof access will prevent proper installation of a water‐
tight flashing and roof cap assembly. 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1).   

7. Client refuses (after measure benefits have been explained by the Assessor). 

   

Photo Credit: WAPTAC.org 

Photo Credit: WAPTAC.org
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic or wall location shall be accessible in accordance with the 
clearance requirements for Attics and Crawlspaces in CSD WIS 
Appendix E. 

Assessment 
Documentation 

 Documentation of kitchen exhaust condition is required, including 
description of condition(s) requiring repair or justifying replacement, 
shall be provided in writing and attached to the CSD 540 Assessment 
Form in the client file.   

 When catastrophic leakage is cited around existing ducts or when a 
damper is missing, measurements and calculations must be provided 
on the CSD 540 Assessment Form. 

Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical system 
is unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Specialty Units   Micro‐units (where kitchen exhaust system is combined with a 
microwave oven) shall only be eligible for repair or replacement by 
waiver only. 

 Down‐draft Kitchen Exhaust system repair/replacement is not 
feasible. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved weatherization strategy based on the building 
characteristics, and in conformance with the energy audit protocols 
listed in Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

Repair or 
Replacement 
Feasibility 

 The table on the following page is for use with the LIHEAP and DOE 
programs, and tells when you must install a kitchen exhaust (KE) and 
the result for that home if a kitchen exhaust is not feasible. 

 

 

 

Table continued on next page. 
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REPAIR OR REPLACEMENT FEASIBILITY TABLE 

 

CONVENTIONAL 

HOME 

Gas Cooking Appliance  Electric Cooking Appliance 

No Existing KE Existing KE No Existing KE Existing KE

Installation of KE is 
not allowed. 

 

Home is not NIM. 

If KE is defective, 
repair or replace 
existing unit, when 
feasible.  

 

If unfeasible, home 
is not NIM. 

KE installation is 
not allowed. 

 

Home is not NIM. 

If KE is defective, 
repair or replace 
existing unit, when 
feasible.  

 

If unfeasible, home is 
not NIM. 

 

MOBILE  
HOME 

Gas Cooking Appliance  Electric Cooking Appliance 

No Existing KE  Existing KE  No Existing KE  Existing KE 

Install KE or passive 
vent when not 
present. 
 
If unfeasible, home is 
NIM. 

If defective, repair or 
replace existing KE, 
when feasible.  
 
If unfeasible, home 
is NIM. 

Installation is not 
allowed. 

 
Home is not NIM. 

If defective KE, repair 
or replace existing 
unit, when feasible.  
 
If unfeasible, home is 
not NIM. 

 

 

 

 

   

  EXTENSION OF KITCHEN EXHAUST VENT  

 Kitchen exhaust systems shall be vented to the outdoors with a code‐compliant terminal (hood 
with a backdraft damper and no mesh). 

 When venting to the outdoors is not feasible, the consequences shall be: 

– DOE Program, or when leveraged with DOE:  Dwelling shall be deferred; or  

– LIHEAP: 

 Ceiling insulation is not feasible. 

 Home is not NIM. 

 Mechanical ventilation shall be assessed.   
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 LED 	(Light 	Emitting 	Diode) 	Bulbs 	

Feasibility Criteria (the following must apply):  

1. The LED bulb is replacing an existing incandescent or halogen 
lamp (bulb) that is used more than 2 hours per day. 

 LED Bulbs shall be NOT installed when… 

1. Prohibited by the manufacturer of the LED or the fixture. 

2. CFLs or LEDs are already in place. 

3. The electrical circuit is controlled by: 

a. A dimmer that is not compatible with LEDs. 

b. A vacancy sensor, when prohibited by the LED manufacturer. 

4. The electrical fixture (box, switch, wiring, or other circuit components) is damaged, 
degraded, or unsecured, with bare wires present or wire nuts missing (and repair is not 
feasible within the program scope). 

5. The fixture is not on the client’s electric meter/bill (or is located in a multi‐family 
common area and a multi‐family energy audit does not justify replacement). 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1).   

7. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Light Selection   Lighting shall be installed in LIHEAP and DOE programs, as follows: 

o DOE:  Light type to be determined by application of the Priority List.

o LIHEAP:  Lighting type to be determined by best energy savings. 

o Note: Due to improved energy savings, LEDs shall be installed 
whenever feasible; however, two different types of lighting shall 
not be installed in the same fixture.   

 Replacement bulbs for fixtures <40 watts shall only be installed in 
LIHEAP or when allowed by the DOE Priority List. 

Multi‐lamp 
Decorative 
Fixtures 

 When replacing incandescent or halogen lamps with LEDs in multi‐lamp 
decorative lighting fixtures (sconces, vanity lights, Hollywood Lights, 
ceiling fan light kits, or chandeliers), the Assessor shall follow LED 
replacement restrictions of the fixture manufacturer. 

 LEDs that exceed the watt‐to‐lumen conversion table in CSD WIS 
Appendix A and the “Client Education” section below shall not be 
installed.  

Table continued on next page. 

Photo Credit: RHA, Inc.
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Client Education   The bulb to be installed shall be approved by the client and selected for 
specific locations in conformance with the following table: 

Installation 
Location 

Color‐Correlated 
Temperature (CCT) 

Lighting Characteristic 

Indoors  2700Kelvin (K) to 
3699K 

Warmer, yellowish to natural 
white (daylight) lighting 

Outdoors  3700K to 5000K  Natural white (daylight) to 
bright, bluish lighting 

 

 The LED lumens shall be selected based on the equivalent wattage of 
the incandescent/halogen bulb to be replaced (a single‐family or small 
multi‐family energy audit is not required). 

 The lumen quantity shall not exceed the rated wattage of the fixture. 
 

Average Wattage Consumption by Lighting Types 

Incandescents  LEDs 
ENERGY STAR Brightness 

(Minimum Lumens for the LED) 

40 watts 4‐5 watts 450 lumens 

60 watts  6‐8 watts  800 lumens 

75 watts  9‐13 watts  1,100 lumens 

100 watts  16‐20 watts  1,600 lumens 

150 watts  25‐28 watts  2,600 lumens 

Source of these two columns: Eartheasy.com Source of this column: EnergyStar.gov

 

 Installed LEDs must have a minimum color rendering index (CRI) of 80.   
If a client is dissatisfied with the appearance (color quality) of a CRI 
80 bulb, a 90+ CRI bulb shall be offered for improved client satisfaction. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 
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 LED 	(Light 	Emitting 	Diode) 	Night‐lights 	

Feasibility Criteria (the following must apply):  

1. An LED night‐light shall be installed only in a safe, secure 
receptacle in an interior/indoor location. 

 LED Night‐lights shall be NOT installed when… 

1. The receptacle is not properly secured, has defective wiring or 
other unsafe condition, or is nonfunctional and the defect cannot 
be corrected within the scope of the program. 

2. No suitable receptacle location is available.  

3. There is a duplex receptacle, and a night‐light would cover up 
both outlets. 

4. An operational CFL or LED night‐light is already in the outlet. 

5. Installation would violate CSD Health and Safety Requirements (WIS Section 1).   

6. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Client Preference   Installation of night‐lights shall be located in accordance with the client’s 
wishes and needs. 

Cover Plate   When the cover plate is damaged or missing at an acceptable night‐light 
receptacle location, it must be replaced before the night‐light is installed. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in Appendices 
D and F, and when justified by audit with a SIR of 1.0 or greater. 

Location 
Limitations 

 LED night‐lights shall be installed where they provide illumination to 
facilitate nighttime movement without turning on regular lights. 

 Night‐lights are feasible to be placed in locations within the living space 
where foot traffic is common, including bathrooms, hallways, kitchens, 
living rooms, and near major entry points to the home.   

 Night‐lights shall only be placed in bedrooms by request of the client.   

 Night‐lights shall not be placed in locations where:  

o Foot traffic is inconsistent, such as in a storage room or closets; OR 

o In a multi‐family common area; OR 

 Where no light source or receptacle is pre‐existing. 
 

  	

Photo Credit: RHA, Inc.
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 Limited 	Home 	Repair 	

Feasibility Criteria (both shall apply): 

1. Limited Home Repair (LHR) activities must have a direct 
association with weatherization measures to be installed, 
and be necessary for the effective performance or 
preservation of weatherization materials. 

2. Repairs that have a direct association with weatherization 
measures being installed, and are necessary for the 
effective performance or preservation of weatherization 
materials: 

a. Kitchen cabinet repairs and retrofits that are associated with the replacement of a 
range, cook top, existing microwave oven.  No other cabinet repair or retrofit shall 
be allowed without a program waiver. 

b. Repairs necessary to restore building integrity, and limited to the following 
repairs: 

i. Floor/platform repair for heating, cooling, or water heating appliances. 

ii. Cover plate replacement. 

iii. Minor roof repairs and materials. 

iv. Mobile home skirting repairs to prevent animal infiltration. 

v. Minor exterior appliance access. 

vi. Limited rehabilitation to replace deteriorated wooden window or door 
frames, to make possible the proper installation of a replacement door or 
window. 

vii. Extension of exhaust fan vents or dryer venting to the outdoors (it is not 
acceptable to vent to the attic or crawlspace). 

viii. Attic access enlargement (in conjunction with insulation installation). 

ix. Repair/installation of an exterior appliance enclosure door that does not 
close properly or is missing, only when appliance services will be provided 
under the program. 

Do NOT install this measure when: 

1. Any other measure or associated incidental repair that has a chargeable line item, 
including Minor Envelope Repair items. 

2. Repairs to the dwelling are outside of the program scope, including but not limited to, 
handicap ramps, major roof repairs, or correction to structural issues that are a 
mandatory deferral condition. 

3. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

4. Client refuses (after measure benefits have been explained by the Assessor). 
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessment 
Criteria 

 Specific criteria will depend upon the actual LHR measure activity.  See 
WIS Section 30. 

Dryer Make‐up 
Air NFVA 

 Clothes dryers that are installed in an enclosure in the living space 
require adequate makeup air (between the enclosure and the living 
space). 

 The make‐up air shall be provided via a transfer grille equaling at least 
100 sq. in. NFVA in the closet door or by other approved means.  

 If the make‐up air vent is not already present, and installation of a 
make‐up air transfer grille is not feasible, the home shall NOT be NIM. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 

Extension of 
Local Exhaust 
and Dryer Vents 

As a standard practice, local exhaust fans shall be vented to the outdoors 
(not under a dwelling or into the attic) with a code‐compliant terminal and 
billed to LHR.  Code compliant terminals require a hood with a backdraft 
damper and no mesh.  This applies to: 

 Clothes dryers (gas and electric).  

 Utility room/bathroom exhaust fans. 

 Exception:  For utility/bathroom exhaust fans, if it is not feasible to vent 
to the outdoors with a code‐compliant terminal, ducting to an existing 
attic or crawlspace vent (e.g., evave, soffit, etc.) is allowed when 
acceptable by local code. 

 

When venting to the outdoors for one of the above systems is not feasible, 
the following consequences shall result: 

 CLOTHES DRYER MOISTURE EXHAUSTS 

o Dryer located in the Living Space: 

- DOE Program, or when leveraged with DOE:  Dwelling shall 
be deferred.  

- LIHEAP:  Home is NIM and mechanical ventilation shall be 
assessed. 

o If the dryer is located in an unconditioned dwelling area (i.e., an 
enclosed porch, attached garage, etc.), not used as a living space, 
the moisture exhaust shall be ducted to the outdoors and the 
home is not NIM. (Note:  If the presence of lint creates a 
dangerous CAS or fire condition due to proximity to an open 
combustion appliance, it shall be handled as a CAS Hazard). 

- Mechanical ventilation shall be assessed when required by 
program (see Field Guide Section 7.27). 
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Extension of 
Local Exhaust 
and Dryer Vents 
(cont.) 

 UTILITY/BATHROOM EXHAUSTS 

o DOE Program, or when leveraged with DOE:  Dwelling shall be 
deferred. 

o LIHEAP: 

- Ceiling insulation is not feasible. 

- Home is not NIM. 

- Mechanical ventilation shall be assessed. 
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 Mechanical 	Ventilation 	(MV) 	 	

Feasibility Criteria  

1. Mechanical Ventilation assessment (using the CSD 
540C) determines additional ventilation of 16 CFM or 
more is required. 

 Do NOT install this measure when… 

1. An existing whole‐house ventilation system is 
functioning properly and provides required CFM. 

2. Installation of the mechanical ventilation fan, ducting, or proper termination is 
unfeasible due to structural issues that cannot be corrected. 

3. The required electrical circuit does not exist and cannot be provided.  

4. Installation would make worse a CAS Hazard or CAS Fail that would not be feasible to 
correct within the scope of the weatherization program. 

5. Installation would violate CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor).  See 
“Unfeasible Measure” categories below in Additional Assessment Criteria. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic or crawlspace shall be accessible, when required, in accordance 
with the clearance requirements for Attics and Crawlspaces identified in 
CSD WIS Appendix E. 

Assessor‐Client 
Education 

 Assessor shall educate the client on:

o Purpose of a mechanical ventilation system 

o Air quality benefits of system 

 Assessor shall obtain client permission to install a mechanical 
ventilation system when the CSD 540C Form indicates that a system is 
required for the dwelling. 

DOE  The program goal is to seal the dwelling to the maximum amount allowable 
within the shell sealing policy, and to install mechanical ventilation to 
provide adequate air changes/ventilation when needed. 

100% of the dwellings utilizing any amount of DOE funds shall be assessed 
for Mechanical Ventilation. 

 If the CSD 540C Mechanical Ventilation Calculator shows 16 CFM or 
more is required, Mechanical Ventilation must be installed. 

 The Infiltration Credit may be applied as an option for single‐family 
(detached) and multi‐family (horizontally‐attached) dwellings. 

 If the measure is required and is not installed: 

o Weatherization services shall be deferred for the dwelling; 

o Deferral shall be documented on the CSD 542 Deferral form; and 
dwelling shall not be billed to the DOE program. 

Photo Credit: Panasonic 
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LIHEAP  At a minimum, 20% of the single‐family dwellings and 5% of the multi‐family 
dwellings are required to have Shell Leakage Testing completed.   

 For those dwellings where Shell Leakage Testing is conducted, air 
changes‐per‐hour (ACH) may be calculated after each time interval (See 
Field Guide Appendix B, Section 4.2).   

 Once the dwelling has reached a “tightness” of five ACH or below, the 
dwelling must be assessed for mechanical ventilation utilizing the CSD 
540C Mechanical Ventilation Calculator.  Calculations may include use 
of the infiltration credit (as an option for single‐family (detached) and 
multi‐family (horizontally‐attached) dwellings. 

 When the CSD 540C Mechanical Ventilation Calculator shows 16 CFM or 
more is required, Mechanical Ventilation shall be installed. 

 At the conclusion of air sealing activities, dwellings greater than five 
ACH are not required to be assessed for mechanical ventilation if no 
further infiltration reduction measures will be installed.   

 Agencies are required to seal as close to the five ACH as possible. 

 

If installation of Mechanical Ventilation is structurally unfeasible, or if client 
refuses the measure, the dwelling is NIM. 

 Structurally unfeasible reasons include, but are not limited to: 

o There is no feasible location for the MV fan, ducting cannot meet 
length or elbow limitations, proper termination cannot be 
installed; 

o A required electrical circuit does not exist and cannot be provided 
due to the condition of the electrical system and repairs would 
exceed the program scope 

o Installation would violate the CSD Asbestos Policy. 

 

For dwellings where shell leakage testing is not conducted, agencies may 
opt to assess for Mechanical Ventilation up to 100% of jobs. 

 Once assessed, if MV meets the measure feasibility criteria, it shall be 
installed. 

 If structurally unfeasible, or if the client refuses the measure, the home 
shall be NIM. 

Extension of 
Existing 
Mechanical 
Ventilation Vents 

 Existing whole‐house mechanical ventilation systems shall be vented to 
the outdoors with a code‐compliant terminal (hood with a backdraft 
damper and no mesh). 

 When venting to the outdoors for an existing system is not feasible, the 
consequences shall be: 

– DOE Program, or when leveraged with DOE:  Dwelling shall be 
deferred; or  

– LIHEAP: Dwelling shall be NIM and ceiling insulation is not 
feasible.  A replacement MV system shall be assessed.  
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Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support installation of appliances and 
electrical measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is 
unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Fan Verification   In accordance with CSD WIS Section 49, it is required for: 

o Assessors to measure fan speeds of existing exhaust fans and 
devices. 

o Crews and Inspectors to measure fan speeds for existing fans and 
for the installed mechanical ventilation fan. 

MV Bathroom 
Installation 
Location 

 Use CSD 540C and 540D instructions to properly assess for MV. 

 If installation will occur in a bathroom with an existing local exhaust fan, 
see the policy box on the next page for specific steps. 

 

 
  	

REPLACING AN EXISTING BATHROOM FAN WITH A  

WHOLE‐HOUSE MECHANICAL VENTILATION FAN 
 

California’s building code (Title 24) requires that when a new fan is installed in a bathroom, it must 
operate at a minimum of 50 CFM when the bathroom is occupied.  Follow these five steps to determine 
the size of an MV fan to replace an existing local exhaust fan in a bathroom: 

1. Use the CSD 540C “ASHRAE 62.2 Mechanical Ventilation Calculator” to determine the size of the 
fan to be installed. 

2. On the Calculator, calculation #3 gives credit for existing kitchen  
and bathroom windows and fans  
when they are present.  In the column Exhaust Fan Measured  
CFM, enter “50 CFM” for the bathroom where the MV fan is to  
be installed. 

3. Complete the rest of the Calculator to determine the Final  
Ventilation Air Requirement. 

4. If the Final Ventilation Air Requirement is greater than 50 CFM, install a fan of the calculated size. 

5. If the Final Ventilation Air Requirement is 50 CFM or less, install a 50 CFM fan.  Or, install a two‐
speed fan with a motion sensor/switch that will operate at the Final Ventilation Air Requirement, 
but kick up to 50 CFM when the bathroom is occupied.   

Photo Credit:  
Merced County CAA 
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 Microwave 	Ovens 		

Feasibility Criteria (one must apply): 

1. No existing microwave oven is present; OR 

2. The existing microwave oven is inoperable. 

 Do NOT install this measure when… 

1. Appropriate location is not available. 

2. No acceptable electrical outlet is available, or existing outlet is unsecured. 

3. An existing electrical hazard is present, and is not correctable within the program scope. 

4. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

5. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Extension 
Cord 

 If an extension cord must be used, it must not be deteriorated or in poor 
condition (which would make the measure not feasible), and must be able 
to handle the electric load of the microwave. 

Electrical 
Safety 
Requirements/ 
Knob‐and‐
Tube Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate overcurrent 
protection to support the installation of appliances and other electrical 
measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is unfeasible 
and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must follow 
the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” when K&T 
is present in the attic, crawlspace, or walls. 

Outlet Cover   Broken or missing outlet cover pertaining to the Microwave Oven shall be 
replaced before the measure shall be installed. 

Multi‐family 
Whole‐
Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 

Microwave 
Oven Size and 
Power 

 Counter space and family size shall be considered when selecting 
microwave oven capacity and power rating. 

 Microwave oven capacity shall be between 0.7 to 1.0 cu. ft. 

 Microwave power rating shall be between 800 to 1100 watts. 
 

Photo Credit: RHA, Inc. 
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 Refrigerators 	

Repair Feasibility Criteria (both shall apply): 

1. Refrigerator does not function properly due to defects 
that compromise operating efficiency—such as 
damaged door gaskets, minimum achievable inside 
temperature too warm, excessive run time, ice 
buildup, etc. 

2. Refrigerator is the primary refrigerator (by CSD 
definition). 

 Do NOT repair this measure when:  

1. Existing refrigerator is calculated to have a SIR of 1.0 
or greater and it will be replaced. 

2. Repair cost exceeds 50% of replacement cost 
(including disposal fees). 

3. Repair is not related to energy conservation (i.e., replacement of door handle, 
refrigerator racks, etc.). 

4. Refrigerator is on‐loan to the weatherization client or it is a rental. 

5. The electrical outlet used by the existing refrigerator is not, and cannot be, properly 
grounded. 

6. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

Refrigerators shall be replaced when: 

1. The existing refrigerator meets one or more of the following contract requirements for 
replacement: 

CONTRACT SOURCE  REFRIGERATOR REPLACEMENT REQUIREMENTS 

DOE   Manufacturing date is pre‐1999; OR 

 When CSD 540E calculator shows a SIR of ≥ 1.0 for a 

refrigerator of any age. 

 Metering is required for at least 10% of the refrigerators 

replaced. 

LIHEAP   Manufacturing date is pre‐1999; OR 

 When CSD 540E calculator shows a SIR of ≥ 1.0 for a 

refrigerator of any age;* OR 

 Unit is inoperable; OR 

 Unit unable to maintain safe food temperature * 

* Note:  Requires temperature readings to be documented in CSD 

540E in accordance with CSD program policy. (See Additional 

Assessment Criteria for “Food Storage Temperature” below.) 

Photo Credit: RHA, Inc. 
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. 

Refrigerators shall NOT be replaced when: 

1. No refrigerator is existing in the home. 

2. Refrigerator is on‐loan to the weatherization client or it is a rental. 

3. The existing refrigerator does not meet the contract requirements for replacement, as 
described above. 

4. Hazardous electrical conditions exist at the outlet used by the existing refrigerator, and 
repair is not feasible. 

5. No appropriate location is available, including one or more of the following criteria: 

a. Inadequate access is available to remove the existing unit and install a new unit. 

b. Structural inadequacy of flooring to support the weight of the unit. 

c. Clearance requirements cannot be met. 

d. Refrigerator cannot be installed in a level, plumb, and stable condition. 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility 
and Clearance 

 The installation location must be physically large enough to accommodate 
the new refrigerator, with entrance and passageways sufficient to allow 
removal of the existing refrigerator. 

Documentation 
Requirements 

 Documentation of refrigerator repair/replacement conditions is required 
to be kept in the client file, including photographs of ID label and the 
completed copy of the CSD 540E Refrigerator Calculator. 

 Documentation in the client file shall contain the 
manufacturer, make, model, age, and metering 
information of all replaced refrigerators. Age must be 
verified utilizing the Kouba‐Cavallo website at 
http://www.kouba‐cavallo.com/refmods.htm or the 
Refrigerator Energy Use Data at www.waptac.org, or other 
applicable resources per CSD WIS. 

 When repair will be made to a refrigerator, a photograph of the existing 
damaged area is required. 

Food Storage 
Temperature 

 To determine if safe food storage temperatures are not present, multiple 
temperature readings must be taken over a 2–3‐hour period and 
recorded on the CSD 540E form.  Readings shall be taken approximately 
every 20 minutes.  Unsafe storage temperatures exceed the following 
ranges: 

o In refrigerator, 34‐40°F, and/or 

o In freezer, –5 ‐ +5°F. 

Electrical 
Safety 
Requirements 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  
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Electrical 
Safety 
Requirements 
(cont.) 

 Wiring must be safe, intact, and properly‐sized with adequate overcurrent 
protection to support the installation of appliances and other electrical 
measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is unfeasible 
and shall be a limited deferral using the CSD 542 form.   

Look‐up 
Resources 

 For refrigerators that are not metered, “Look‐up” usage data shall be 
entered in the CSD 540E Form from the website at: http://www.kouba‐
cavallo.com/refmods.htm. 

 For model numbers that were produced over multiple years, if the year 
manufactured cannot be accurately determined online, manufacturer 
information must be accessed (e.g., by phone or online) to pinpoint the 
year, using the model number and serial number. 

Metering 
Requirements 

 

 At a minimum, 10% of DOE refrigerators to be 
replaced shall be metered using a metering 
device to collect consumption data.  Metering is 
also required for all units whose age is 
indeterminate from the ID label or when 
inefficient operation is suspected based on utility 
costs and energy usage. 

o Meters shall be capable of showing wattage 
peaks (defrost cycles).  

o Metering should occur over a period of 
20 hours or more, to include a sampling of compressor and 
automatic defrost cycling.  When the metering period must be short, 
the minimum duration is 2‐3 hours—and opening door must be kept 
to a minimum during the metering. 

 If it is known that the refrigerator went into an automatic defrost cycle 
(indicated by a large increase in watts over a short period of time), data 
obtained to that point must be discarded.  Metering must be restarted 
and continued for at least 2 more hours. 

Outlet Cover   Broken or missing outlet cover pertaining to the Replacement 
Refrigerator shall be replaced before the measure shall be installed. 

Ownership 
Policies 

 Ownership of the existing refrigerator must be established in writing by 
its owner (e.g., Owner/Occupant, Landlord, or Tenant). 

 Written permission for removal of the existing refrigerator in exchange 
for a new one must be given by the owner. 

 If the Landlord owns the existing refrigerator, Landlord will own the 
replacement unit, and Tenant(s) must agree to leave it when they move. 

 If the Tenant(s) own the existing refrigerator, they own the replacement 
refrigerator and may take it when they move. 

Primary 
Refrigerator 

The primary (main) refrigerator in the home is typically located in the kitchen, 
and is used to store the daily food items for the occupants. 

Photo Credit: Kill‐A‐Watt 
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Replacement 
Unit 
Characteristics 

New refrigerators shall meet the following criteria: 

 Maximum capacity of 23 cu. ft. (per Sizing Guide below). 

 White in color.  Exception:  Client‐requested color is allowed if available 
at no cost increase. 

 Freezer normally on top, but side‐by‐side is allowed in larger sizes, when 
top freezer is not available or bottom freezer costs more. 

 Not equipped with ice maker or water dispenser. 

 Must be an ENERGY STAR–rated unit. 

Replacement 
Unit Size 
Limitations 

The table below is a Sizing Guide that shall be followed as closely as is possible 
and when reasonable for the clients served.   

REPLACEMENT SIZE CRITERIA

15‐17 cubic feet (cu. ft.)  1 or 2 bedrooms with up to three residents 

18‐20 cu. ft.
 3 bedrooms with up to five residents, or 

 2 bedrooms with four residents 

21‐23 cu. ft.
 4 or more bedrooms, or 

 5 or more residents 

In addition, the following policies apply: 

 A replacement refrigerator shall be no more than 2 cubic feet larger than 
the storage capacity of the existing unit, except when: 

o A larger unit may be installed when justified by SIR of 1.0 or greater.  

 If a second refrigerator is used to provide additional capacity, a larger unit 
up to 23 cubic feet may be installed, but only if: 

o The second refrigerator is also removed; and 

o Written agreement allowing disposal of the second unit is obtained 
from the owner. 

o If client is not willing to give up a second refrigerator, client 
education shall be provided regarding the energy cost to operate a 
second unit. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 
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 Shade 	Screens  	

Feasibility Criteria (the following must apply): 

1. No shade screens are present. 

 

 Do NOT install this measure when: 

1. Window opens outward (toward the 
outdoors).  

2. Existing shade screens are installed and 
operable. 

3. The window orientation final reading is between 0° and 44° OR between 316° and 360°. 

4. Window is in shade more than 50% of the time in summer (e.g., from tree shade, an 
overhang, or side fins). 

5. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Egress 
Requirements 

 Egress requirements shall be met for sleeping room windows in 
accordance with the requirements of the local jurisdiction. 

Shade Screen 
Coverage 

 The entire window frame must be covered by the shade screen, not just 
the operable window area. 

Multi‐family 
Whole‐
Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 

 

 

   

Photo Credit: Project Go, Inc. 
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 Showerheads 	

Feasibility Criteria (the following shall 

apply): 

1. Existing showerhead has a flow rate 
greater than 2.0 gpm. 

 Do NOT install this measure when… 

1. Client requires existing showerhead for 
medical reasons. 

2. Existing shower arm is made of plastic, including an integral ball joint. 

3. Existing shower arm is cracked, broken, missing, or it would require 
removal/replacement. 

4. Shower is not mechanically functional. 

5. Broken/missing tiles, or holes in the wall or surrounding surfaces, are present. 

6. Piping is in such poor condition that showerhead installation could cause issues or 
damage to the existing plumbing. 

7. House water pressure exceeds 120 psi, or the maximum specified by the manufacturer. 

8. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

9. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Showerhead 
Type 

 This measure applies to low‐flow standard‐mount and low‐flow hand‐
held showerheads. 

Hand‐hold 
Showerheads 

 Hand‐held showerheads may be provided to clients with physical 
limitations who may need to sit while showering (e.g., elderly or 
disabled), or to replace a defective pre‐existing hand‐held showerhead. 

Assessor‐Client 
Education 

 All showerheads must be pressure‐compensating type for consistent 
performance (i.e., maintain constant temperature under varying 
pressures). 

 Replaced showerheads shall not be left in the dwelling. 

Showerhead 
Adapter 

 A showerhead adapter shall be installed when the existing shower arm 
will not accept a new Energy‐Saver showerhead without an adapter.  
Standard metal adapters (i.e., American Standard®, Gerber®, and Price 
Pfister®) shall be required, or measure is not feasible. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

 

Photo Credit: CAP of San Luis Obispo 
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 Smoke 	Alarms 	

Feasibility Criteria (one of the following must apply):   

1. No alarm is present; OR 

2. An insufficient number of alarms are present to meet 
minimum protection requirements according to the CSD 
WIS Section 4. 

 Do NOT install this measure when: 

1. A Smoke Alarm is present that is operable and complies 
with the CSD WIS.  

2. A new alarm shall not be installed to replace an existing 
smoke alarm that: 

a. Is less than eight years old, and  

b. Functions properly, and  

c. Is in a location that provides required protection. 

3. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

4. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessor‐Client 
Education 

 Both verbal and written educational information shall be provided 
regarding: 

o Response to an activated alarm. 

o Effects of smoke inhalation on the human body. 

Existing Alarm in 
Required 
Location 

 Assessor shall check for date of manufacture and proper operation.  

 Replace if it does not function properly when the “Test” button is 
pressed (and a replacement battery does not correct the operability).  

 Replace if it functions and it is more than eight years old based on the 
date of manufacture, or date of manufacture cannot be determined.   

Existing Alarm 
Not in Required 
Location 

 Existing smoke alarm in a non‐compliant location shall not be tested or 
replaced.  

 New smoke alarm(s) shall be installed in accordance with CSD WIS 
guidelines. 

Quantity   Smoke alarm quantity shall be limited to the minimum number required 
to protect all sleeping areas in accordance with the CSD WIS or by local 
code, whichever is more restrictive. 

Tamper‐
resistant Screws 

 Tamper‐resistant mounting screws are not to be used to anchor the 
alarms to the wall unless requested by a landlord or property owner. 

 For rental units, a signed request specifying the units in which tamper‐
resistant mounting screws are to be used shall be placed in the client file 
for each dwelling covered by the request. 

Photo Credit: WAPTAC.org
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Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Justification by audit of a SIR of 1.0 or 
greater is not required for this measure. 
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 Thermostatic 	Shower 	Valves 	and 	
Showerheads 	

Feasibility Criteria (the following must apply): 

1. Thermostatic shower valves, with or without energy‐saver 
showerhead, shall be installed when the shower is 
functional and free of plumbing issues and physical defects.  

   Do NOT be install this measure when: 

1. The water heater supplying the shower has a continuously‐
circulating system. 

2. Piping is in such poor condition that installation of a thermostatic shower valve, or 
thermostatic shower valve and energy‐saver showerhead would damage plumbing. 

3. The existing shower arm: 

a. Is made of plastic (including ball joint). 

b. Is cracked, broken, or missing. 

c. Requires removal or replacement. 

4. A shower arm adapter is needed, and standard metal adapters will not work. 

5. Hot water is provided by an on‐demand or tankless water heater (see “On Demand or 
Tankless Water Heater” Additional Assessment criterion below). 

6. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

7. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Thermostatic 
Installations 

 Thermostatic component options are: 

o Thermostatic shower valve only (existing showerhead is 
reinstalled). 

o Combination TSV and showerhead (TSV and energy‐saver 
showerhead is combined in a single showerhead unit). 

o TSV plus energy‐saver showerhead (TSV installed with a separate 
fixed or hand‐held showerhead). 

 If the existing showerhead is already 1.5 gpm or less, addition of only a 
thermostatic shower valve (TSV) is required. 

 When the existing showerhead is greater than 1.5gpm, it is required to: 

o Replace the showerhead with an energy‐saver showerhead, and  

o Install a separate TSV.   

o Exception: a combination thermostatic showerhead may be 
installed in the place of a separate showerhead and TSV. 

Photo Credit: Evolve Technologies LLC
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On‐demand or 
Tankless Water 
Heaters 

 If water heater supplying the shower is tankless type, gpm required for 

burner activation of the tankless unit must be 80% of the showerhead 
gpm.  If the firing rate cannot be confirmed by the manufacturing label, 
a thermostatic showerhead or valve is not feasible. 
o Example:  For the 1.5 gpm energy‐saver showerhead, the tankless 

unit must fire at 1.2 gpm or lower (1.5 x 0.8 = 1.2). 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 
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 Thermostats 	

Feasibility Criteria (the following shall apply): 

1. Programmable thermostats shall be installed only on gas, 
electric resistance, and heat pump FORCED AIR‐only 
heating or air conditioning systems utilizing control 
circuits that are low‐voltage (24‐volt), line voltage, or 
millivolt systems.   

Do NOT install this measure when: 

1. Upgrade to the thermostat wiring is required (heavier 
gage or more conductors). 

2. Existing thermostat is functioning properly, even if not installed in accordance with 
current installation standards. 

a. Exception: Replacement is an Energy Efficiency Upgrade. (See Additional 
Assessment Criteria “Installation Limitations” item below.) 

3. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

4. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Client Approval   Before programmable thermostat installation is performed: 

o General operation and setback feature must be explained to the 
client; and 

o The client must understand operation and agree to the installation. 

Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is 
unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Installation 
Limitations 

 A thermostat shall only be installed when required in conjunction with: 

o A Health and Safety appliance repair or replacement due to 
thermostat malfunction; OR 

o A heating or cooling Energy Efficiency Upgrade, with a SIR equal to 
1.0 or greater. 

Photo Credit: RHA, Inc. 

H&S 
measure
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Thermostat 
Replacement 
Limitations 

 Thermostats shall be replaced only when: 

o The existing thermostat (manual or programmable) is inoperable; 
OR 

o An operable manual thermostat will be replaced as an Energy 
Efficiency Upgrade (Note: DOE contract requires an energy audit or 
application of the priority list only). 

 Manual thermostats may be installed only when it is determined that 
the client receiving such services will not be able to operate and 
maintain a new Programmable Thermostat properly. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 
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 Tier 	2 	Audio‐Visual 	Advanced 	Power 	Strips 	 	
(T2 	AV 	APS) 	

Feasibility Criteria (both of the following must apply)…  

1. A television will be connected to the T2 AV APS. 

2. At least one peripheral device (e.g., DVD player or VCR) is present 
that can be connected to the switched (power‐saver) outlets.  

 Do NOT install this measure when… 

1. An unsafe electrical condition or hazard is present at the receptacle or wiring (e.g., 
ungrounded outlet, decayed insulation, exposed wires, etc.) and cannot be corrected in 
the location(s) where the T2 AP APS must be plugged in. 

2. Heavy or delicate furniture cannot be moved to facilitate installation, and it will not be 
moved by the client (Note:  The client shall be given the opportunity to move the 
furniture that would otherwise make installation unfeasible). 

3. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

4. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible): 

Program 
Limitations 

 This measure shall be considered an OPTIONAL measure under the 
LIHEAP contract only. 

 This measure shall not be installed for DOE jobs. 

Receptacle 
Requirements 

 Only one T2 AV APS shall be plugged into a duplex receptacle. 

 The receptacle must be grounded, and in good, safe working condition. 

 The receptacle must be three‐prong and grounded (adapter not 
allowed). 

Location 
Limitations  

 T2 AV APS  installation is allowed in all housing types. 

 APS shall be installed in a location that has good air circulation and is 
free of moisture sources. 

 The APS shall not be secured in place with staples, tacks, tape, etc. 

Daisy Chains   Two or more APS units shall not be plugged together in series (one into 
another), unless allowed by T2 AV APS manufacturer. 

Client Approval   Operation shall be explained to the client, and written approval to 
install shall be obtained prior to any installation activities. 

 The Assessor shall explain when installation is feasible, that the client 
will be asked to power‐off devices that will be plugged into the T2 AV 
APS before the installation begins. 

Photo Credit: Embertec LLC 
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Client Education  Explanation to client of T2 AV APS operation shall include the following, 
based upon the power strip type that will be installed: 

 All types T2 AV APS 

o The TV is turned on with the infra‐red (IR) remote control.   

o Connected peripheral devices are turned on, as desired. 

o When the television is turned off with its IR remote control, the 
APS automatically turns off the switched devices within 5 minutes. 

o When there has been no detectable IR activity for a preset time 
period (1 hour or more): 

 A signal from the IR remote sensor alerts occupants that 
television power and switched peripheral devices will be 
turned off soon.  The APS will automatically turn off power to 
the television and switched peripheral devices if a control 
button (e.g., volume control) on the television or other IR 
remote control is not pressed within the alert time period,  

 If an IR remote control button is pressed within the alert 
time period, the television and switched peripheral devices 
will remain on for another preset time period. 

 Corded power‐strip T2 AV APS 

o The television is plugged into designated T2 AV APS outlet.  

o Home entertainment peripheral devices (e.g., DVD and CD players, 
amplifiers) are plugged into the switched (power‐saving) outlets. 

o Devices that must not be turned off automatically (e.g., equipment 
with a hard drive, game consoles, cable box, and DVR) are plugged 
into the unswitched (always‐on) outlets. 

 Direct wall plug‐in type T2 AV APS 

o The television and peripheral devices are plugged into a power 
strip (existing or new) and the power strip is plugged into the 
switched (power‐saving) outlet on the T2 AV APS. 

o Devices that should not be turned off are plugged into the 
unswitched (always‐on) outlets. 

Prohibited Uses   The APS shall be installed in accordance with manufacturer’s 
instructions, including which load types are plugged into 
switched/unswitched outlets. 

 The APS shall not be used to power small appliances (heaters, lamps, 
toaster, coffee maker, etc.). 

 Computers, cable boxes, and DVR systems shall not be plugged into a T2 
AV APS, to prevent unnecessary re‐booting and potential failure of 
these systems. 



Measure‐specific	Policies	(Sections	6	and	7)	 129 

 

  Energy Services Division | Confidential 
Effective 10/01/2017 
CSD, at its option, may change, delete, suspend or discontinue parts or the policy in its entirety, at any time 
without prior notice. In the event of a policy change, agencies will be notified. Any such action shall apply to 
existing as well as to future weatherization programs.

 

 

Prohibited Uses 
(cont.) 

 An extension cord shall not be used, unless allowed by the APS 
manufacturer.  If allowed, it must be: 

o A three‐wire grounded extension cord. 

o No longer than the maximum recommended. 

 APS shall not be plugged into an adapter. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the audit protocols listed in the Appendices D and F.   

 

 Timer 	for 	Electric 	Water 	Heaters 	

Feasibility Criteria (both items must apply): 

1. No operable timer is present; AND 

2. An electric water heater is present. 

 

 Do NOT install this measure when:  

1. An existing electric water heater timer is operable 
and functioning properly.  

2. The electric water heater does NOT have one or 
more of these features: 

a. Electric resistance heating coils; OR 

b. 50 psi maximum pressure rating; OR 

c. 7.5 KW maximum electrical capacity; OR 

d. A properly installed Temperature and Pressure (T&P) relief system, including at 
least one of the following: 

 A T&P Valve located within 6" of the tank and properly terminated to 
the outdoors (or to an approved indoor drain, when required by local 
code); OR 

 An Automatic Gas Shut‐off Valve (AGSV), with a properly‐installed 
pressure relief valve. 

3. The water heater installation location is unsafe and correction of one of these conditions 
is unfeasible within the program scope: 

a. The water heater is in a location that is exposed to the weather. 

b. The water heater tank rests on the ground. 

c. The platform is not code‐compliant and extends less than 3" above the ground. 

d. Water heater platform is damaged/deteriorated, and cannot be repaired. 

4. The water heater electrical circuit is unsafe (i.e., hazardous electrical wiring is present; 
or inadequate circuit conductors or overcurrent protection) and cannot be corrected 
within the program scope. 

5. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor). 

Graphic Credit: RHA, Inc. 
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Stand‐alone 
Measure 

 When installation of water heater insulation or pipe insulation are not 
feasible, a water heater timer shall be feasible to install when it meets 
the Feasibility Criteria above. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with audit protocols listed in Appendices D and F.   
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 Vacancy 	Sensor 	Switches 	(VSS) 	

Feasibility Criteria (the following must apply): 

1. Vacancy sensor switches shall be installed in intermittently‐
occupied locations with incandescent or halogen lights that 
are not feasible for replacement with an LED or CFL  

 Do NOT install this measure when… 

1. A functional VSS is already in place.  

2. LEDs or CFLs are already installed in the light sources 
controlled by the switch where the VSS would be installed. 

3. No qualifying location, light, or circuit is present. 

4. Load is not appropriate: 

a. The switched load exceeds maximum specified by the manufacturer. 

b. Load to be controlled is less than 50 watts. 

5. An electrical condition exists that cannot be corrected within the scope of the program, 
such as: 

a. The electrical box or wiring is in a deteriorated or unsafe condition. 

b. Functional grounding conductor is not present (and cannot be installed) when 
required by the manufacturer. 

c. Circuit or device(s) to be controlled not operational.  

d. Electrical box cannot physically contain the vacancy sensor switch. 

e. Number of connectors exceeds NEC maximum in an electrical box. 

6. Physical risk may occur to occupant if the sensor fails (such as in a stairway). 

7. Physical limitations will impede occupant's ability to operate the switch. 

8. VSS would be in a prohibited location or for a prohibited use (see “Additional 
Assessment Criteria” below).    

9. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

10. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Client Preference   Vacancy sensor switch with an integral LED “night‐light” feature may be 
installed where occupant requests nighttime illumination. 

Housing Type   Vacancy sensor switches may be installed in all housing types, including 
renter‐occupied homes. 

Electrical Safety 
Requirements 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

Photo Credit: RHA, Inc. 
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 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is 
unfeasible and shall be a limited deferral using the CSD 542 form.   

VSS Assessment   The circuit to be controlled shall be checked and determined to be: 

o Operational and properly grounded (when grounding is required by 
the local jurisdiction).  If grounding is not required, the program 
does not require bringing the electrical box to code.  Instead, a VSS 
without a ground or neutral shall be selected. 

o Bearing an electrical load within acceptable limits for the VSS. 

 Wiring shall be checked for the presence of a neutral conductor and 
equipment ground, to determine if a 2‐wire VSS is required. 

Circuit Wattage   When power is supplied to a light fixture from the attic, the switch leg 
usually does not have a neutral conductor.  

 In older homes with a two‐wire system, the switch box usually does not 
have a neutral wire or equipment ground.   

 Vacancy Sensors installed in light switch boxes without a neutral 
conductor and/or equipment ground may require a minimum circuit 
wattage to operate.   

 Those 2‐wire sensors shall not be installed in a lighting circuit that 
currently has, or can be retrofitted with, incandescent or halogen 
lamps/bulbs using a total wattage less than the minimum required to 
operate the sensor.   

VSS Locations   Vacancy sensor switch shall be in the same room as the light it controls.  
Typical appropriate locations include: 

o Hallways 

o Children’s rooms 

o Living rooms 

o Dining rooms 

o Bathrooms 

o Kitchens 

VSS Selection   The type of VSS selected/installed must the one best suited for the location, 
and consider room size, possible obstructions, and occupancy 
characteristics (minor or major motion). three standard types are: 

 Passive Infrared (PIR) Vacancy Sensor Switches:   

o Most suitable for wall‐switch applications in smaller, enclosed 
spaces. 
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VSS Selection 
(cont.) 

o Require line‐of‐sight. Works best when a sensor “sees” an entire 
room. 

o Are more sensitive to lateral (side‐to‐side) motion. 

o Are not suitable for locations: 

 With low motion levels (e.g., office/computer or reading 
area) 

 Where obstacles can block the sensor’s “view.” 

 Where vibration and/or airflow from a ceiling fan or supply 
register located within 6 feet can affect the sensor. 

 Ultra Sound (US) Vacancy Sensor Switches:   

o Generally do not require line‐of‐sight, because their high‐
frequency sound can detect movement even around corners. 

o Have high sensitivity to minor movement, making them more 
suitable for areas with low motion (e.g., typing, writing, reading). 

o Typically have larger coverage area than PIR sensors. 

o Are more sensitive to motion toward or away from the sensor. 

o Are generally more suitable for open spaces and areas with 
obstructions and hard surfaces. 

 Dual Technology (Combination PIR/US) Vacancy Sensor Switches:   

o Provide increased flexibility and accuracy. 

o Can reduce any false‐on/off nuisance switching. 

o Allowed in any room/space that meets the manufacturer’s 
installation recommendations. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 

Prohibited 
Uses/Locations 

 

 VSS shall not be used to control the following devices: 

o Lighting with CFL or LED bulbs 

o Bathroom exhaust fan (Exception:  A dual load VSS rated for the 
fan load may be installed when a bathroom exhaust fan is on a 
single circuit with a qualifying light fixture, and both are controlled 
with one switch.) 

o Ceiling fan  

o Switches that must remain "On" (such as switches controlling 
mechanical ventilators or medical equipment) 

o Security lighting or outdoor lighting 
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Prohibited 
Uses/Locations 
(cont.) 

 VSS shall not be installed in the following locations: 

o Rooms that are continually occupied. 

o Where activity in adjacent rooms may activate the switch. 

o Within 6 feet of a supply air register or ceiling fan. 

o Lighting in closets, unless switch is located on the closet interior. 

3‐Way Switches   A 3‐way switch is where two separate switches control a single light 
fixture. 

 When a light source is controlled by a 3‐way switch set‐up, both (all) of 
the standard switches must be replaced by multi‐way vacancy sensor 
switches in order for the measure to be feasible. 
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 Wall 	Furnace 	

Repair Feasibility Criteria  

  (one or more must apply):  

1. The unit provides heating for the dwelling 
unit being weatherized/served; AND 

2. Agency assessment identifies a performance 
issue, and a qualified/licensed technician has 
determined the unit to be feasible for repair.  

 Do NOT repair this measure when… 

1. Other primary heating source exists (as determined by CSD definition). 

2. An existing fuel leak or electrical hazard is not feasible to repair.  

3. The existing unit is installed in an unsafe location. (See “Unsafe Conditions” below.) 

4. Repair would violate the CSD Health and Safety Requirements (WIS Section 1). 

5. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one or more shall apply): 

1. Absence of a heating appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. Existing furnace in mobile home is not listed and approved for use in a mobile home (per 
current HUD Code), including open combustion unit in the living space; OR 

3. The unit provides heating for the dwelling unit being weatherized/served; AND one or 
more of these apply: 

a. As verified by a qualified technician, the existing heating appliance poses a Health 
and Safety hazard or is inoperable; OR 

b. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

 Do NOT replace this measure when… 

1. Existing unit is operable and functions properly. 

1. Other primary heating source exists (as determined by CSD definition). 

2. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required in order to bring the appliance to code, when permit is required. 

3. Parts are obsolete (are not available). 

4. Existing open combustion appliance is in a location prohibited by the replacement unit 
manufacturer’s instructions or local code, and relocation to an approved location is not 
feasible. 

5. The existing unit is installed in an unsafe location. (See “Unsafe Conditions” below.) 

6. An acceptable gas line or electrical circuit is not present, and correction is not feasible. 

7. Adequate combustion ventilation air is not available (and cannot be made available). 

Photo Credit: RHA, Inc. 

Photo Credit: Merced 
Community Action Agency
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8. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

9. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Location shall be accessible, when required, in accordance with 
the clearance requirements for Attics and Crawlspaces 
identified in CSD WIS Appendix E. 

Electrical Safety 
Requirements/ 
Knob‐and‐Tube Wiring 

 If a substandard electrical system is suspected during 
assessment, agencies must have an electrician identify 
potential safety issues to determine if correction is within the 
program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances 
and other electrical measures. 

 If it is not within the scope of the program to fix the identified 
issue(s), then installation of measures affecting the electrical 
system is unfeasible and shall be a limited deferral using the 
CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews 
must follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) 
Requirements” when K&T is present in the attic, crawlspace, or 
walls. 

Multi‐family Whole‐
Building Approach 

 When applying the whole‐building approach, all multi‐family 
whole‐building measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building 
characteristics, and in conformance with the audit protocols 
listed in the CSD Field Guide Appendices D and F.  Whole‐
building installations are permitted only when justified by a SIR 
of ≥1.0. 

Prohibited Locations   Repair or replacement of a wall furnace is not prohibited in a 
bedroom location.  For replacement of a unit in this location, 
however, a permit is required from the local jurisdiction and 
the replacement unit cannot have a manufacturer’s restriction 
prohibiting installation in a bedroom. 

Specialty Furnace/Heating 
Types 

 In limited cases, a ductless Mini‐Split Heat Pump or a Unitary 
system (sometimes known as PTAC unit) may be an 
appropriate appliance replacement.   

 All specialty heating/cooling system types shall only be allowed 
by CSD approval of an agency‐submitted waiver before 
replacement is allowed. 

Unsafe 
Conditions/Locations 

Conditions may include, but are not limited to: 

 Existing unit is an open combustion appliance in a bedroom. 

 Friable asbestos‐containing materials (per CSD Asbestos 
Policy); 
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Unsafe 
Conditions/Locations 
(cont.) 

 Hazardous insect or animal infestation; 

 Unsafe structural members;  

 Fire Hazards 

o If existing location poses a potential fire hazard, the client 
shall be informed of the non‐conforming condition (WIS 
Section 1). 

o If the client is physically unable to correct the issues, 
minor fire hazards shall be removed/corrected by field 
personnel. 
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 Wall 	Insulation 	

Feasibility Criteria (both must apply): 

1. At least 200 sq. ft. of wall area is required 
(net area, excluding doors and windows) 
to be insulated; AND 

2. The wall separates conditioned and 
unconditioned space.  

 Do NOT install this measure when… 

1. The wall is constructed of concrete, adobe, or solid masonry materials. 

2. Knob‐and‐Tube (K&T) wiring is present in the walls. 

3. Existing wall insulation is present, and insulates, or partially insulates, the wall cavity. 

4. Defects are present that prohibit safe installation, such as: need for interior or exterior 
wall repairs, water leaks or evidence of leakage, or substandard interior or exterior 
sheathing.  Correction of these defects is considered to be beyond the program scope. 

5. Wall cavity contains any of the following: 

a. Gas wall furnace. 

b. Electric wall heater or other heat producing device without full dimensional 
blocking and 3" clearance zone or sealed protective pan. 

c. Exhaust fan housing which is not a sealed unit. 

d. Recessed light fixture without a solid barrier and 3" clearance zone. 

e. Metal chimney or flue without a solid barrier and 3" clearance zone. 

6. Wall cavity is: 

a. Used as, or contains, an HVAC duct. 

b. Open to an uninsulated soffit with a recessed light fixture which cannot be 
properly blocked. 

c. Adjacent to a masonry fireplace or chimney with less than 3" clearance between 
cellulose and masonry. 

d. Connected to an unprotected pocket door cavity. 

e. Open on the interior (e.g., incomplete sheathing inside cabinet, under sink, etc.). 

7. A CAS Hazard or Indoor Air Quality (IAQ) Fail exists that cannot be corrected. 

8. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

9. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessor‐Client 
Education 

 Walls shall be drilled and cavities filled from the interior if it is the only 
feasible installation method, and client permission is obtained before 
work begins. 

Photo Credit: WAPTAC.org 
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Assessor‐Client 
Education 
(cont.) 

 Before beginning an interior installation, the Assessor shall inform the 
client of the inconvenience that may result, and the condition in which the 
home will be left. 

Adding 
Insulation 

New insulation installed over existing insulation (new + existing) shall bring 
the level up to the required “Final R‐value” required by the LIHEAP or DOE 
program. 

 R‐value Requirements by Program: 

o DOE:  Feasibility for adding insulation and the R‐value of to be 
installed insulation shall be determined by the DOE Priority List or by 
Energy Audit only (see CSD Field Guide Appendices D, E and F) when 
the SIR value is 1.0 or greater. 

o LIHEAP:  Install insulation when wall insulation is inadequate, 
according to in accordance with the table below.   

LIHEAP INSULATION CRITERIA  EXISTING LEVEL  ACTION 

Walls, Knee Wall, and Skylight Well Insulation 

ALL CEC Climate Zones 

2 x 4 Framing R‐0 Increase to R‐13 

2 x 6 Framing R‐0 Increase to R‐19 

Access Cover Insulation

Vertical Access Cover R‐0 See Wall level above.
 

 

Knob‐and‐
Tube Wiring 

 

 K&T Wiring:  Field personnel, including weatherization crews must follow 
the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” when K&T 
is present in the attic, crawlspace, or walls. 

Restricted Wall 
Materials 

 Walls with exterior asbestos, vinyl, or aluminum siding shall not be drilled.  
Insulation shall be installed only if: 

o The siding is carefully removed before insulating and re‐installed 
after insulation is completed; OR 

o Cavities are drilled and filled from indoors (see “Assessor‐Client 
Education” item above. 

Multi‐family 
Whole‐
Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building measures shall be identified by the correct CSD‐approved 
weatherization strategy based on the building characteristics, and in 
conformance with the audit protocols listed in the CSD Field Guide 
Appendices D and F.  Whole‐building installations are permitted only 
when justified by energy audit with a SIR of 1.0 or greater. 

 Whole‐building measures shall not be installed if the whole building is not 
served, in accordance with the 66/50 policy.   
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 Water 	Heater‐Electric 	or 	Gas 	

Repair Feasibility Criteria (one or more must apply): 

1. The unit provides heated water for the dwelling unit being 
weatherized/served; AND 

2. Agency assessment identifies a performance issue, and a 
qualified/licensed technician has determined the unit to be 
repairable. 

 Do NOT repair this measure when… 

1. Other primary water heating source exists (as determined by 
CSD definition). 

2. An existing fuel leak or electrical hazard is not feasible to repair.  

3. Repair would violate the CSD Health and Safety Requirements 
(WIS Section 1). 

4. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one or more shall apply): 

1. Existing heating appliance poses a Health and Safety hazard, such as: 

a. CO or CAS hazard, or electrical hazard, exists that cannot be repaired within the 
scope of the program; 

b. Mineral buildup inside the tank has significantly reduced efficiency/capacity; 

c. Tank is leaking water. 

2. The unit provides water heating for the dwelling unit being weatherized/served; AND 
one or more of these apply: 

a. As verified by a qualified technician, the existing appliance poses a Health and 
Safety hazard or is inoperable; OR 

b. Energy Efficiency Upgrade is proven by energy audit with a SIR of 1.0 or greater. 

 Do NOT replace this measure when… 

1. Existing unit is operable and functions properly. 

2. Other primary water heating source exists (as determined by CSD definition) or no water 
heater is pre‐existing in the dwelling. 

3. Major structural or appliance alteration, concrete work, painting, or hazardous material 
abatement would be required to bring the appliance to code, when permit is required. 

4. Existing plumbing does not allow crew to achieve satisfactory water pipe connections. 

5. Adequate combustion ventilation air is not available (and cannot be made available). 

6. Required access, clearances, and elevation above the floor cannot be met. 

7. Existing appliance is in prohibited location, and relocation to an approved location is not 
feasible under the program scope (see “Prohibited Locations” below). 

Photo Credit: RHA, Inc.
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8. Platform or enclosure floor is structurally unsound (see “Platform” item below). 

9. TPV is nonconforming.  Unit does not meet temperature and pressure requirements as 
described on pages 142 and 143 of this Field Guide, and correction is not feasible. 

10. No suitable mounting locations for seismic bracing are available. 

11. Proper gas line or electrical circuit/wiring (includes conductors and overcurrent 
protection) is not present, and correction is not feasible. 

12. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

13. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Water Heater 
Type 

 This measure applies to single‐family and multi‐family central water 
heaters that are installed for: 

o Health and Safety; OR 

o Replacement for Energy Efficiency Upgrade when allowed by 
energy audit SIR of 1.0 or greater (DOE contract only). 

Age of Appliance   Age of the appliance shall not be a rationale for replacement. 

DOE Equipment 
Selection Criteria 

 

 Potential for health and safety hazards (e.g., backdrafting, flame 
rollout, obstructions) will be assessed in selecting equipment and the 
cost of remedying such problems will be included in any cost and 
benefit calculations. 

 Equipment will provide sufficient, affordable, safe, and healthy hot 
water for the occupant in accordance with 2012 IRC P2801. 

 If a combustion based system is replaced, the new water heater must 
be either direct vent or power‐vented, and ENERGY STAR–certified. 

 Standby losses will be reduced to maximum potential. 

 Fuel type will be selected based on affordability to occupant. 

 Efficiency of equipment will be maintained throughout life of system. 

 Replacement water heater will be selected based on performance 
requirements of the occupant, available fuel sources, energy efficiency, 
and total life cycle cost.  The following will be determined from the 
occupant:  lifestyle, current and future needs, space considerations, 
fuel options, health and safety considerations, appliance options, 
maintenance and operation costs, and return on investment concerns 

 In very cold climates, on‐demand water heaters will be sized to meet 
the demand of water flow at very low water intake temperatures.  

 When evaluating an existing thermal solar water heating system, a 
solar expert should be consulted.  

 Potential for solar hot water heating or other renewable energy 
systems will be assessed in selecting the hot water equipment. 

o Proper installation and maintenance of solar hot water systems is 
in Uniform Solar Energy Code (USEC) and 2012 IRC Chapter 23. 
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Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support installation of electrical measures. 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is 
unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls. 

Hazardous 
Material/Asbestos 

 Written notification will be provided to occupants of the discovery of 
hazardous material, including contact information for regional EPA 
asbestos coordinator. 

 Occupant will be asked to contract with an EPA‐certified asbestos 
contractor to conduct abatement before equipment removal and 
replacement (occupant is responsible for abatement or remediation). 

Platform   The platform or enclosure floor must be structurally sound, and 
provide a secure and level base for the water heater.  If not existing in 
this condition, repairs to flooring must be feasible under Limited Home 
Repair for measure to be feasible. 

 For units on a raised floor or in an attic: 

o Structure must properly and safely support the installation. 

o A watertight pan is required under the water heater, and must be 
installed/drained in accordance with the local jurisdiction. 

Prohibited 
Locations 

 Repair or replacement of a natural gas or propane water heater is 
prohibited in a bedroom location.   

 If a condition is found with the appliance, it must be properly 
abandoned with client permission or the house is NIM. 

Seismic 
(Earthquake) 
Straps 

 Straps shall be added as an APPLIANCE REPAIR when a water heater is 
not strapped, or was not strapped properly, AND: 

o Water heater is/will be replaced or repaired within the program. 

o It is required by the local jurisdiction (proof of requirement must 
be on file with the agency). 

o A water heater blanket is feasible and will be installed. 

Whole House Fan   When a whole‐house fan vented through the attic is present, and a gas 
water heater shall be replaced in the attic, a closed combustion water 
heater is required. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct 
CSD‐approved strategy based on the building characteristics, and in 
conformance with the audit protocols listed in Appendices D and F.  
Whole‐building installations are permitted only when justified by audit 
with a SIR of 1.0 or greater. 
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A Little More About… 

 

Assessors and Crews shall ensure that either a water heater T&P Valve (TPV—First 

Priority) or an Automatic Gas Shut‐off Valve (AGSV—Second Priority) is 

present, and that they conform with these policies.  Note:  If a T&P 

valve or automatic gas shut‐off valve is present, water heater 

insulation and pipe insulation are feasible.   

 

TEMPERATURE & PRESSURE VALVE (TPV) POLICIES 
When a temperature & pressure valve (TPV) is not present, Assessors and 
Crews shall confirm that:  

 The water heater tank is safe (does not fail CAS testing); and 

 A TPV shall be installed, when feasible, as a water heater repair (even when no other 
repair to the tank is necessary). 

 

When an existing TPV is plugged or capped, or defective or leaking, replacement shall be 
required as a water heater repair. 

 A leaking TPV may be a sign that the unit’s temperature control is malfunctioning.  If a 
new TPV is installed, and also leaks, the tank shall be replaced after appropriate 
documentation of the leak (with photos and notation on the Assessment Form). 

 

When an existing TPV is present, but the drain line is non‐conforming, replacement shall be 
required as a Health and Safety‐related water heater repair.  

 If the TPV drain line is missing, or if the drain line is plugged or capped, a replacement drain line shall be installed 
according to CSD WIS Sections 42 and 43, and billed as a water heater repair. 

 Lack of a TPV drain line shall not make insulation unfeasible, as long as the valve outlet will clear the blanket (not be 
obstructed), UNLESS the TPV discharge faces the front of the tank and no drain line is present.  If front‐facing and 
missing the drain line, water heater insulation and pipe insulation are not feasible. 

 

To install a TPV correctly: 

 Install a new code‐compliant TPV.  You must replace the valve (not re‐use the existing valve).  

 The TPV temperature sensor shall be properly installed in the hot water within the top 6" of the tank, in 
conformance with manufacturer’s instructions and local code, and shall terminate to the outdoors (or approved 
indoor drain).  Ensure that no damage is done to the water heater tank. 

 The drain line must be installed according to Sections 42 and 43, on “Gas and Electric Water Heater Replacements.”  
When replacing the valve, existing drain line components may be reused if in good condition and already code 
compliant (e.g., correct diameter, slope, and termination). 

 The TPV shall not be covered by a water heater blanket.  The blanket must be slit and taped around the valve. 

 

AUTOMATIC GAS SHUT‐OFF VALVE (AGSV) POLICIES 
When a TPV is not present and is not feasible to install, Assessors and Crews shall assess the unit to determine if a 
properly‐installed automatic gas shut‐off valve (such as a “Watts‐210”) is present.  A “210” valve is identifiable by the 
gas lines (not water pipes) attached to it, as shown in the picture below. 

 Often, when installation of a gravity‐flow TPV drain line to outdoors is not practical, an AGSV may be installed 
instead.  An AGSV does not have a drain line, so it is sometimes used in apartment buildings and basements. 

 

 

Photo Credits: Public Domain
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To install an AGSV correctly: 

 The “210” valve shuts off fuel to the gas control valve when water temperature in the tank reaches 210°F.  To 
function properly, the AGSV must be located within 6 inches of the tank.   

 When the AGSV is installed on the side of the tank, there may be little or no clearance between the tank and the 
gas line to/from the valve (as pictured below). 

 Water heater insulation shall not cover the AGSV nor the gas line connected to it. The blanket must be slit and 
taped around the valve. 

 If there is too little clearance (less than 1 inch) to fit the blanket behind the gas line, water heater insulation is not 
feasible. 

 
 

IF INSTALLATION OF A TPV OR AGSV IS NOT FEASIBLE: 

 Appropriate documentation of the condition must be noted on the Assessment Form and kept in the client file. 

 The client shall be informed of the dangerous condition in writing, and the client signature obtained to certify 
understanding of the hazardous/nonconforming condition. 

 Replacement of the tank shall be considered by waiver request only. 

 Installation of water heater insulation and pipe insulation is not feasible. Remember:  If a TPV or AGSV is present, 
water heater insulation and pipe insulation are feasible. 

If in doubt about whether a water heater should qualify for replacement because of the temperature and 

pressure conditions, call your supervisor for advice and assistance! 

   

Photo Credits: RHA, Inc. 
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 Water 	Heater 	Insulation 	

Feasibility Criteria (both must apply):  

1. No insulation is present, or insulation is 
substantially damaged and not effectively 
insulating the heater, AND 

2. External insulation is allowed by the 
manufacturer and the internal R‐value is:  

a. R‐12 or less for a gas water heater; or 

b. R‐15 or less for an electric water heater. 

 Do NOT install this measure when: 

1. Existing water heater insulation is installed and operable. 

2. Water heater is the tankless type. 

3. A water or gas leak is present that cannot be corrected under the Weatherization 
Program (water leak may be from tank or water lines). 

4. Water heater does not meet clearance requirements listed in Additional Assessment 
Criteria “Clearance Requirements” item below. 

5. TPV is nonconforming and cannot be corrected, or will be obstructed by the insulation 
blanket. 

6. Unit does not meet temperature and pressure requirements as described on the pages 
following this section. 

7. Plastic piping (CPVC) is present in the cold or hot water line to/from the tank. 

a. Exception 1: The only plastic piping allowed is plastic tee(s) in hot/cold lines 
connected to the tank.  

b. Exception 2: Plastic pipe is code‐compliant PEX pipe that starts at least 18" from 
the tank. 

8. Platform or enclosure floor is structurally unsound (see “Platform” item below). 

9. Tank is not located within a weather‐protected location or enclosure, and an enclosure 
is not feasible to provide within the Weatherization Program. 

10. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

11. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Water Heater 
Type 

 This measure applies to single‐family and multi‐family central water 
heaters belonging to the dwelling unit(s) to be served. 

Clearance 
Requirements 

 All Water Heaters:  Tank shall be 12" or more from a cooking appliance. 

 Multi‐family Central:  Tank shall be more than 12" from an oil furnace. 

 Gas‐fueled: Front clearance shall be at least 4". 

 Electric‐fueled: No clearance requirements apply. 

Photo Credit: WAPTAC.org 
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Fire Hazard   In accordance with the CSD Health and Safety Policy, if existing water 
heater insulation causes a potential fire hazard, client must be informed 
of non‐conforming condition.   

 If the client is physically unable to correct the issues, minor fire hazards 
shall be removed by assessor or crew. 

Water Heater  
R‐value 

 Assessors shall attempt to establish R‐value of internal insulation to 
determine measure feasibility. If not printed on the ID label, the model 
number shall be used to check R‐value (e.g., in the owner’s manual or at 
the manufacturer’s website). 

o When internal R‐value cannot be determined, external insulation 
shall be considered unfeasible if the entire tank jacket is cool to the 
touch. 

 When the manufacturer’s label contains a warning about installing 
external insulation, the owner’s manual (or website) shall be checked to 
determine if the manufacturer’s instructions expressly state that 
external insulation must not be installed under any circumstances. Only 
then is the water heater blanket unfeasible. 

Order of 
Installation 

 Existing water heater CAS Hazards and CAS Fails, and Electrical Fails shall 
be corrected before water heater insulation is installed, including: 

o Gas‐fueled:  Gas leak is present, nonconforming vent pipe or draft 
hoods are present, evidence of improper combustion or venting, 
both burner access doors are missing, or an open combustion unit 
is in a garage, and the combustion chamber is not at least 18" 
above the floor. 

o Electric‐fueled:  Hazardous electrical wiring or inadequate 
overcurrent protection is present; thermostat cover plate is 
missing. 

Platform   The platform or enclosure floor must be structurally sound, and provide 
a secure and level base for the water heater.  If not existing in this 
condition, repairs to flooring must be feasible under Limited Home 
Repair for measure to be feasible. 

Seismic 
(Earthquake) 
Straps 

 Straps shall be added as an APPLIANCE REPAIR when a water heater is 
not strapped, or was not strapped properly, AND: 

o Water heater is/will be replaced or repaired within the program. 

o It is required by the local jurisdiction (proof of requirement must 
be on file with the agency). 

o A water heater blanket is feasible and will be installed. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in the CSD Field 
Guide Appendices D and F.  Whole‐building installations are permitted 
only when justified by audit with a SIR of 1.0 or greater. 
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 Water 	Heater 	Pipe 	Insulation  	

Feasibility Criteria (both items must apply): 

1. Exposed hot and cold water piping from the 
water heater is present; AND 

2. Water heater is a storage or tankless unit. 

 Do NOT install this measure when: 

1. Existing pipe insulation is present, even if it 
does not comply with CSD WIS guidelines. 

2. Cold or hot water pipe is inaccessible.  

3. Less than one foot of continuous insulation would be installed. 

4. Pipe configuration does not allow proper installation. 

5. Water heater insulation (blanket) is not feasible because of an existing Health and Safety 
hazard, for example: 

a. A water or gas leak is present and cannot be corrected within the program scope  
(water leak may be from tank or water lines). 

b. TPV is nonconforming and cannot be corrected, or will be obstructed by the 
insulation blanket. 

c. Unit does not meet temperature and pressure requirements as described on the 
pages prior to this section. 

d. Plastic piping (CPVC) is present in the cold or hot water line to/from the tank. 

 Exception 1: The only plastic piping allowed is plastic tee(s) in hot/cold 
lines connected to the tank.  

 Exception 2: Plastic pipe is code‐compliant PEX pipe that starts at least 
18" from the tank. 

6. Platform or enclosure floor is structurally unsound (see “Platform” item below). 

7. Tank is not located within a weather‐protected location or enclosure, out of direct 
sunlight, and an enclosure is not feasible to provide within the Weatherization Program. 

8. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

9. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Water Heater 
Type 

 This measure applies to single‐family and multi‐family central water 
heaters.  Water heater pipes to be insulated must belong to the dwelling 
unit served. 

 

 

Table continues on next page. 

Graphic Credit: RHA, Inc. 
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Fire Hazard   In accordance with the CSD 
Health and Safety Policy, if 
existing water heater pipe 
insulation causes a potential fire 
hazard, client must be informed 
of non‐conforming condition.   

 If the client is physically unable 
to correct the issues, minor fire 
hazards shall be removed or 
corrected by assessor or crew.  

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

Order of 
Installation 

 Existing water heater CAS Hazards and CAS Fails, and Electrical Fails shall 
be corrected before water heater insulation is installed, including: 

o Gas‐Fueled:  Gas leak(s), OR nonconforming vent pipe or draft 
hoods, OR evidence of improper combustion or venting, OR both 
burner access doors are missing, OR an open combustion unit is in 
a garage and the combustion chamber is not at least 18" above the 
floor. 

o Electric‐Fueled:  Hazardous electrical wiring, OR inadequate 
overcurrent protection present, OR thermostat cover plate is 
missing. 

Platform   The platform or enclosure floor must be structurally sound, and provide 
a secure and level base for the water heater.  If not existing in this 
condition, repairs to flooring must be feasible under Limited Home 
Repair for measure to be feasible. 

 

  	

Photo Credit: RHA, Inc. 
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 Window 	Film  	

Feasibility Criteria (both must apply): 

1. Window is single‐paned, and it is feasible to 
install film on the interior surface of the 
window; AND 

2. Shade screen installation is not feasible or 
practical. 

 Do NOT install this measure when… 

1. Existing tinted window film is installed and 
operable. 

2. Existing primary window is dual‐pane (low‐E) type. 

3. The window orientation final reading is between 0° and 44° OR between 316° and 360°. 

4. Window is in shade more than 50% of the time in summer (e.g., from tree shade, an 
overhang, or side fins). 

5. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

6. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved weatherization strategy based on the building characteristics, 
and in conformance with the energy audit protocols listed in the CSD 
Field Guide Appendices D and F.  Whole‐building installations are 
permitted only when justified by audit with a SIR of 1.0 or greater. 

 Requires written permission by the building owner before any 
installation is begun. 

 

  	

Photo Credit: MasterWindowFilms.com
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 Wood 	Stove 	or 	Insert 	

Repair Feasibility Criteria (both must apply): 

1. Existing wood stove or insert is inoperable or poses a 
CAS Hazard that is repairable; AND 

2. Agency assessment identifies an operational issue, 
and a qualified/licensed technician has determined 
the unit to be repairable.  

Do NOT repair this measure when… 

1. Other primary heating source exists (as determined 
by CSD definition). 

2. Repair work would violate the CSD Health and Safety Requirements (WIS Section 1). 

3. Client refuses (after measure benefits have been explained by the Assessor). 

Replacement Feasibility Criteria (one or more shall apply): 

1. Absence of a heating appliance poses imminent harm to the safety and well‐being of the 
occupants; OR 

2. Existing wood stove or insert poses a Health and Safety hazard, such as: 

a. CO hazard exists that cannot be corrected or repaired within the scope of the 
program. 

b. Defective door cannot be repaired or replaced. 

c. Cracks in stove beyond repair and makes it unsafe to operate. 

d. Cracked, damaged, improperly‐modified, or defective firebox. 

e. Existing wood stove or insert in a mobile home is not listed and approved for use 
in a mobile home (per current HUD Code) 

f. Existing wood stove or insert cannot be vented properly to the outdoors. 

3. The unit provides heating for the dwelling unit being weatherized/served; AND the 
following applies: 

a. Existing unit is verified by a certified technician to be defective and cannot be 
repaired. 

 Do NOT replace this measure when… 

1. Existing, safely operating solid‐fuel space heater unit is operable and meets diagnostic 
safety precautions for the unit. 

2. Other primary heating source exists (as determined by CSD definition). 

3. Natural gas heating is available in the dwelling. 

4. A feasible central location is not available. 

5. The home is not adequately sized for safe wood‐burning heater operation. 

Photo Credit: commons.wikimedia.org
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6. Major structural alteration, concrete work, painting, or hazardous material abatement 
would be required in order to bring the appliance to code, when permit is required. 

7. Repair costs less than 50% of replacement, and parts are not obsolete (are available). 

8. Existing wood stove or insert is in a location prohibited by the replacement unit 
manufacturer’s instructions or local code (i.e., a bedroom), and relocation to an 
approved location is not feasible. 

9. The safety clearances for the appliance and chimney pipe cannot be met in accordance 
with manufacturer’s instructions and applicable codes. 

10. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

11. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Wood 
Stove/Insert 
Permit 

 A permit must be obtainable from the local building department for a 
conventional home, or from the California Department of Housing and 
Community Development (HCD) for a mobile home. 

Fireplace or 
Gas Log 
Prohibition 

 A fireplace, pellet stove, or gas log system is not feasible to install or 
replace under the CSD weatherization program. 

Ownership 
 The recipient and landlord (if not owner‐occupied) must agree that the 

appliance will remain in the residence where installed. 

Multi‐family 
Whole‐Building 
Approach 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the audit protocols listed in the CSD Field Guide 
Appendices D and F.  Whole‐building installations are permitted only 
when justified by energy audit with a SIR of 1.0 or greater. 

Prohibited 
Location 

 Repair or replacement of a woodstove or insert is prohibited in a 
bedroom location.   

 If a condition is found with the appliance, it must be properly abandoned 
with client permission or the house is NIM. 
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 Infiltration‐Reduction 	Measures 	

Feasibility Criteria  

1. Feasibility of shell sealing measures is determined by program 
contract as defined in CSD Field Guide Appendix C (and in Appendix 
B “Duct Leakage Test Protocol”). 

2. In addition to this criterion, individual Feasibility 
Criteria for each measure type also shall apply. 

 Infiltration‐reduction measures shall NOT be installed 

when one or more of these conditions exist and cannot be 

corrected within the program scope… 

1. Home is NIM and shell sealing is disallowed by 
contract policy (see CSD Field Guide Sections 7.45.1 
and 7.45.2). 

2. A CAS Hazard or CAS Fail exists. 

3. Mechanical ventilation assessment/installation is 
required by contract, but cannot be installed. 

4. Dwelling envelope is damaged/deteriorated, or home 
is being remodeled and thermal boundary is 
incomplete beyond small infiltration gaps and cracks. 

5. [Mobile Home] An open combustion gas‐burning 
space heater or water heater is present that draws 
combustion air from the living space. 

6. [Mobile Home] An open combustion solid‐fuel 
burning space heater (i.e., fireplace, insert, wood 
stove) draws combustion air from the living space is 
present.  Exception:  Pressure diagnostics and 
infiltration‐reduction measures shall be allowed when: 

a. Pressure measurement shows the CAZ of each appliance is less negative than the 
HDL (see procedures described in CSD Field Guide Appendix A); and 

b. Installed measures do not depressurize the CAZ beyond the HDL. 

7. Installation would violate the CSD Health and Safety Requirements (WIS Section 1). 

8. Client refuses (after measure benefits have been explained by the Assessor). 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessment of 
Shell Leakage 

Assessors shall: 

 Identify all catastrophic shell leaks. 

 Perform a visual inspection to identify gaps, cracks, and failed sealants. 

 Prioritize all shell sealing activities in accordance with the CSD 704 form. 

Infiltration‐Reduction Policies 

affect the following measures: 

 Caulking 

 Cover Plate Gaskets 

 Door Repair/Replacement 

 Duct Repair/Sealing 
(completed before shell sealing) 

 Glass Replacement 

 Minor Envelope Repair 

 Sliding Glass Door 
Repair/Replacement 

 Vent Covers‐Interior 

 Weatherstripping – Door 

 Weatherstripping – Other  
(access doors, windows, etc.) 

 Window Repair/Replacement 
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Dwelling with No 
Heat or Cooling 

 Dwellings with no heat source or cooling source (where the owner 
refuses installation of those sources) shall NOT qualify for infiltration‐
reduction measures. 

DOE  When DOE funding is used on a dwelling, the following CSD policies shall 
apply. 

 Shell testing and shell sealing shall be Blower Door‐driven and 
conducted in accordance with the CSD Field Guide Appendix C and CSD 
704 form. 

o 100% shell leakage testing is required* (Exception: Shell leakage 
testing is not required for MFD of four stories or greater).   

o When shell leakage testing is required but not feasible, or if a client 
refuses the shell leakage test, the dwelling shall be deferred. 

LIHEAP  At a minimum, shell leakage test‐driven air sealing shall be applied to at 
least 20% single‐family dwellings/manufactured housing and at least 5% 
multi‐family units. 

 CSD recommends Shell Leakage Testing be completed in all feasible 
dwellings.  Agencies are allowed to apply Shell Leakage Testing to up to 
100% of LIHEAP work, if preferred. 

 Shell testing and sealing shall be conducted in accordance with the CSD 
Field Guide Appendix C and CSD 704 form. 

 For homes where shell leakage testing is not conducted, installation of 
shell sealing activities shall be conducted in conformance with CSD Field 
Guide Appendix C. 

Order of 
Installation 

 In accordance with CSD policy, all CAS hazards, CAS fails, or IAQ fails 
shall be corrected before sealing activities will begin, or 

 Field Guide Section 4.5 restrictions shall be followed. 

Multi‐family 
Whole‐Building 
Approach 

THIS SECTION APPLIES TO ALL INFILTRATION REDUCTION MEASURES. 

 When applying the whole‐building approach, all multi‐family whole‐
building weatherization measures shall be identified by the correct CSD‐
approved strategy based on the building characteristics, and in 
conformance with the energy audit protocols listed in Appendices D and 
F.  Whole‐building installations are permitted only when justified by 
audit with a SIR of 1.0 or greater. 

Catastrophic 
Shell Leak 
Evaluation 

When measurable as a physical gap, a 
“Catastrophic Shell Leak” is defined as 
5 sq. in. of leakage calculated for a single 
measure location (e.g., a door, a window, 
etc.).  Examples include: 

 Broken window (e.g., does not close 
completely, broken sash, broken 
glass, etc.). 

Photo Credit: Pacific Asian Consortium in Employment
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Catastrophic 
Shell Leak 
Evaluation 
(cont.) 

 Broken exterior door (e.g., will not close, broken frame, hole in door, 
etc.). 

 Interior attic or crawlspace access cover that is broken or missing. 

 Hole/penetration through the building shell 
(envelope). 

 Missing fireplace or exhaust fan dampers. 

In order to be correctly justified and pass inspection, 
photographs and measurements shall be documented in the 
Assessment Form, and the calculations shall be provided to show adequate 
leakage. 

How to Calculate 
Catastrophic 
Shell Leakage 

In order to prove Catastrophic Shell Leakage, you must measure and 
calculate gap length x gap height.  If the total is equal to 5 sq. in. or more, 
then catastrophic leakage is justified.  The justification photograph should 
clearly show the measurement of the gap , and the actual calculation must 
be included in the CSD 540 Assessment Form, as in the example below. 

 

For this window, measurements were: 

8" Gap Length x 0.5" Gap Height = 4 sq. in. 

So this window would not qualify for repair as catastrophic leakage. 
   

	

  	

Measure  

Gap Height 

Measure  
Gap Length 

Photo Credit: Pacific Asian Consortium in Employment 
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7.45.1 Caulking	

Feasibility Criteria (one or more must apply): 

1. Interior cracks penetrate from conditioned space 
into the wall cavity, and are 1/16" to 5/8" wide. 

1. Existing caulking of gaps from conditioned to 
unconditioned space has failed. 

2. Leaks are between two conditioned spaces when:  

a. Home is balloon‐framed, OR 

b. Home has an open‐top interior wall cavity, OR  

c. A wall connects adjacent apartment units. 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

2. Crack or gap is less than 1/16" wide or is more than 5/8" and shall be repaired/patched 
under Minor Envelope Repair. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Does not apply. 

  	

  ADDITIONAL MOBILE HOME CRITERIA 

 For Mobile Homes, caulking shall be used on the interiors only, except: 

– Exterior caulk shall be allowed only for catastrophic leaks and water leaks. 

– Top/bottom bypasses on ventilated metal exterior walls shall not be sealed. 

 Work shall not be attempted on any Mobile Home roof that is substandard or unsafe. 

Photo Credit:  
Merced Community Action Agency 
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7.45.2 Cover	Plate	Gaskets		

Feasibility Criteria (both must apply) 

1. No cover plate gasket is present; AND 

a. The outlet is located on an exterior wall or 
a wall connecting with a garage; OR 

b. The outlet is on a wall between two 
conditioned spaces when: 1) home is 
balloon‐framed, OR 2) with an open‐top interior wall cavity, OR 3) the wall 
connects two adjacent apartment units. 

 Do NOT install this measure when: 

1. Unfeasible in Section 7.45. 

2. Heavy or fragile furniture blocks access to the cover plate. 

3. Evidence of an existing electrical hazard is present, and is not correctable within the 
program scope. 

4. Utility box is an odd size and standard gaskets do not work. 

5. Removal of the cover plate would damage the wall surface (paint, wall paper, etc.) 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Feasibility of this shell sealing measure is determined by air quality and combustion appliance 
safety conditions in the dwelling. See Field Guide Sections 4.5 and 7.36. 

Accessibility   To remove a painted‐on cover plate and confirm the presence of an 
existing gasket, the Assessor shall use a sharp utility knife blade to cut 
the paint around the edges of the plate. 

Damaged Cover 
Plate 

 A cracked or missing cover (wall) plates must be replaced to 
accommodate gaskets (Limited Home Repair item). 

 

  	

Photo Credit: RHA, Inc. 
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7.45.3 Door	Repair	or	Replacement	

Repair Feasibility Criterion for an exterior door  

(the following must apply): 

1. Catastrophic leakage is present and documented. 

 Do NOT repair this measure when… 

1. Unfeasible in Section 7.45. 

2. The door is not structurally sound and cannot support repairs. 

3. The catastrophic leak cannot be resolved by installation of a 
latch, strike plate, door shoe, sweep, threshold, or other repair. 
(See Additional Assessment Criteria below for each of these items.) 

 

Replacement Feasibility Criteria for an exterior door (both must apply): 

1. Catastrophic leakage is present and documented; AND 

2. Door repair is not feasible due to one or more of the following conditions: 

a. Door was cut previously and lacks adequate wood for an additional cut. 

b. Door is metal or fire‐rated and cannot be cut to accommodate a shoe. 

c. Proper installation of a threshold requires carpet cutting or repair to wooden or 
concrete sill. 

d. The door is expensive or decorative, and might be aesthetically damaged by 
cutting. 

e. Medical reasons, such as use of wheel chairs or walkers, where the threshold 
would pose a safety hazard. (see criteria below for “Low‐Profile Threshold.”)  

 Do NOT replace this measure when… 

1. Unfeasible in Section 7.45. 

2. Existing door is structurally sound and provides an adequate barrier to infiltration. 

3. Door jamb is not structurally sound and cannot be repaired within the program scope. 
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Door Repair or Replacement, cont. 

Replacement Feasibility Criteria for an Enclosure Door are  

(one or more must apply):  

1. Door replacement is required to provide CVA or to properly isolate an 
appliance enclosure from the living space; OR 

2. For an exterior appliance enclosure, door is missing and installation as 
an incidental repair would provide protection against the weather for 
measures to be installed (such as water heater blanket and pipe 
insulation). 

 Do NOT replace this measure when… 

1. Unfeasible in Section 7.45. 

2. Existing door is structurally sound and provides an adequate barrier to infiltration. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Assessment 
Photo 
Documentation 

 Documentation of door replacement condition is 
required, including photographs of any qualifying 
holes or cracks to the existing unit.  When catastrophic 
leakage is cited, measurements and calculations must 
be provided on the Assessment Form. (See Additional 
Assessment Criteria for “Shell Sealing.”) 

Door Repair & 
Replacement 
Guidelines 

 If only hardware (shoe, latch, rain drips, automatic door bottoms, 
hinges, etc.) are installed, work is Door Repair. 

 If both a new door blank and hardware (latch, door bottom, etc.) are 
installed, work is Door Replacement. 

 If a pre‐hung door assembly is installed (including integral hardware and 
integral weatherstripping), work is Door Replacement. 

 Door “like for like” replacement is not allowed, unless required by the 
local jurisdiction. 

 All Interior Doors 

o Only interior grade hollow‐core and louvered doors shall be 
installed (e.g., for appliance enclosures and communication 
between rooms for combustion air) except by approved waiver 
only. 

 All Exterior Doors 

o Shall be exterior grade hinged doors only. 

o Shall not be equipped with safety glass unless required by the local 
jurisdiction for the specific installation location. 

Photo Credit: RHA, Inc.
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o Replacement doors must be limited to standard solid core slab or 
panel doors (no ornate design, stained glass, decorative windows, 
etc., unless required by SHPO and approved by waiver).   

Automatic Door 
Bottoms 

 Used only when a shoe/threshold combination is not feasible, or a 
stationary sweep is not feasible due to drag on the floor surface. 

Fire Rating   Replacement doors shall be fire rated in conformance with local code 
(e.g., from kitchen to garage in homes with attached garage, and in  
multi‐family units). 

 Doors labeled to have a fire rating of 20 minutes or greater shall not be 
modified or weatherstripped, except as prescribed by the manufacturer 
and local code. 

Locks and 
Deadbolts 

 In renter‐occupied dwellings, installation of new deadbolt is: 

o Allowed when a new replacement door is being installed, and the 
old deadbolt is inoperable or is not present.  If the old door has a 
functional deadbolt, it shall be re‐used in the new door. 

o Not allowed when the door is modified or repaired (not replaced). 

 In owner‐occupied dwellings: 

o A new deadbolt is not allowed when a door is being installed; 
however, an existing deadbolt may be installed in the replaced 
door. 

 Existing locks and deadbolts shall be reused if functional.  

o When multiple new locks are installed, or new deadbolts are 
installed in conjunction with new locks, the new locks shall all be 
keyed alike.  

o Existing locks shall not be rekeyed to match new locks. 

 Existing deadbolt with key closure on the interior side shall not be 
reinstalled when a door is replaced.  Lockset shall be replaced (for door 
replacement only. Does not apply to Door Repair). 

 New deadbolts shall have a handle/knob on the inside of the home 
(shall not rely on a key to unlock the deadbolt from indoors). 

Low‐Profile 
Threshold 

 A low‐profile threshold (e.g., 1/4" high) shall be installed when needed 
and height is acceptable.  When an occupant uses a wheelchair, the 
maximum threshold height shall be1/2" above finished floor. 

High Profile Door 
Shoe 

 When installation of a standard shoe would exceed the above‐floor 
height limit, a high‐profile U‐type door shoe shall be installed  
(e.g., 3" high U, “kick plate”). 

Stationary Sweep   Shall be installed only when door‐bottom air sealing is needed and the 
use of a door shoe/threshold combination is not feasible. 

Strike Plate   Simple strike plate adjustments shall not be billed as door repair.  

 Installation of a large‐sized strike plate (e.g., 4‐7/8" x 1‐1/4" heavy duty) 
to replace a standard plate when screw holes in jamb are stripped shall 
be installed under door repair. 
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7.45.4 Glass	Replacement/Window	Repair	

Glass Replacement Feasibility Criteria  

(one or more shall apply): 

1. Glass window pane separating conditioned from unconditioned 
space is broken or missing; AND 

a. Catastrophic shell leakage is proven; OR 

b. Five or more BB‐sized holes are present (1/4" or less in 
diameter); OR 

c. A crack is present that measures less than 6" from edge to 
edge that creates a loose piece of glass that is likely to fall 
out, or a crack that is longer than 6". 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

2. Window frame is not structurally sound or functional. 

3. The complete window unit will be replaced. 

 

Window Repair Feasibility Criteria (one or more shall apply): 

1. Repair of a window separating conditioned from unconditioned space must eliminate 
measurable “catastrophic leakage” associated with the window system components, 
including: 

a. Broken, bent, or warped window frame. 

b. Missing or degraded glazing compound. 

c. Missing or deteriorated window gasket. 

d. Missing or stripped mechanical hardware that keeps window closed (this is only 
allowed when window does not close completely, causing catastrophic leakage). 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

2. Existing unit is operable and complies with CSD Field Guide and WIS guidelines. 

3. Catastrophic leakage cannot be proven and documented. 

4. Window frame cannot be made structurally sound and functional. 

5. The complete window unit will be replaced. 

   

Photo Credit: Santa Barbara CAC 
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ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Glass 
Replacement 
Policies 

 When a pane of glass is broken, masking tape/register film shall be 
applied to broken panes to stabilize and facilitate removal of broken 
pieces. 

 When only one pane in a dual‐pane window is broken, the broken pane 
shall be removed carefully only if the broken pane presents a safety 
problem.  If both panes in a dual‐pane window are broken, the window 
shall be assessed for catastrophic leakage and replacement. 

 BB holes (when four or fewer are present) shall be filled with clear 
caulk.  

 Cracks less than 6"from window edge to window edge shall be ignored. 

Photographic 
Justification 

 Documentation of glass replacement or window repair 
condition(s) is required for each affected window, 
including photographs of any qualifying holes or 
cracks to the panes.  To prove catastrophic leakage, 
measurements and calculations of the gap size must be 
provided on the CSD 540 Assessment Form.  

Storm Windows   Storm windows shall not be installed as a substitute for replacing 
broken glass. 

Window Repair 
Policies 

 Window repair includes sash and frame repair, and installation of 
glazing compound, gaskets, and other items required to seal the glass 
and sash. 
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7.45.5 Minor	Envelope	Repair		

Feasibility Criteria (one or more shall apply): 

1. Shell infiltration repairs, including the patching of holes or 
cracks larger than 5/8" that penetrate from conditioned 
space into the unconditioned ceiling, wall, or crawlspace 
cavity; OR 

2. Leaks are between two conditioned spaces when:  
1) home is balloon‐framed, OR 2) with an open‐top 
interior wall cavity, OR 3) wall connects two adjacent apartment units; OR 

3. Replacement of missing or broken attic/crawlspace access covers; OR 

4. Insulation and weatherstripping of an attic or crawlspace access cover when the 
dwelling does not qualify for additional ceiling or floor insulation; OR 

5. Fireplace chimney damper repair or installation; OR  

6. Installation of glass fireplace doors when a damper is not feasible; OR 

7. Thermal bypasses in the attic or crawlspace are unsealed. 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Accessibility and 
Clearances 

 Attic or crawlspace shall be accessible, when required, in accordance 
with the clearance requirements for Attics and Crawlspaces identified in 
CSD WIS Appendix E. 

Excluded MER 
Activities 

The following activities shall not be 
billed to Minor Envelope Repair: 

 Any measure or associated 
incidental repair that has a 
chargeable line item, including 
Limited Home Repair. 

 Kitchen cabinet repairs and 
retrofits. 

 Repairs to the dwelling that are 
outside of the program scope, 
including but not limited to, handicap ramps, major roof repairs, or 
correction to structural issues that are a mandatory deferral condition.  

Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring 

 If a substandard electrical system is suspected during assessment, 
agencies must have an electrician identify potential safety issues to 
determine if correction is within the program scope.  

Photo Credit: RHA, Inc. 
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 Wiring must be safe, intact, and properly‐sized with adequate 
overcurrent protection to support the installation of appliances and 
other electrical measures. 

Electrical Safety 
Requirements/ 
Knob‐and‐Tube 
Wiring (cont.) 

 If it is not within the scope of the program to fix the identified issue(s), 
then installation of measures affecting the electrical system is 
unfeasible and shall be a limited deferral using the CSD 542 form.   

 K&T Wiring:  Field personnel, including weatherization crews must 
follow the CSD WIS Appendix F “Knob‐and‐Tube (K&T) Requirements” 
when K&T is present in the attic, crawlspace, or walls, especially when 
sealing thermal bypasses in the affected area. 
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7.45.6 Storm	Windows	

Feasibility Criteria (both must apply): 

1. Primary window is a single‐paned type; 
AND 

2. Primary window unit is intact (not 
decayed, dry‐rotted, deteriorated, with 
a broken pane, or gaps around the 
window). 

 Do NOT be install this measure when: 

1. Unfeasible in Section 7.45. 

2. Existing storm window functions 
properly. 

3. Existing primary window is a dual‐pane 
type, or window unit shall be replaced 
under “Window Replacement” with a dual‐pane window.  

4. The prime window is in a sleeping room and does not meet the egress requirements. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Does not apply. 

 

   

Photo Credit: RHA, Inc.
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7.45.7 Vent	Cover—Interior	

Feasibility Criteria (one or more must apply): 

1. An evaporative cooler or room air conditioner is present in the 
home; AND 

2. Configuration of the vent opening allows installation of a 
commercially‐available cover, or agency‐fabricated custom 
cover, is feasible.  

 Do NOT install this measure when: 

1. Unfeasible in Section 7.45. 

2. Existing vent covers function properly, a functional exterior cover is present, or all vents 
that serve an evaporative cooler cannot be equipped with covers. 

3. A functional exterior cover or closeable damper is present for the cooling appliance. 

4. The register shape, position, or material does not allow installation of a commercially‐
available cover, field‐fabricated magnetic sheeting, or other type of standard vent cover. 

5. Existing water damage to the ceiling or wall area around the vent prevents installation, 
and cannot be repaired within the program scope. 

6. Evaporative cooler/air conditioner duct is shared with the heating (HVAC) system. 

7. Use of furring strips will not correct obstructions (e.g., electrical wiring, box, plug, etc.) 
that prevent proper installation. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Catastrophic 
Leakage 

 When the vent cover size is equal to or greater than the catastrophic 
leakage criteria, installation of a vent cover shall be considered 
catastrophic leakage. 

Ducted 
Evaporative 
Coolers 

 For ducted evaporative coolers that use ducts not shared with a FAU, 
preformed plastic vent covers are not feasible. Covers fabricated of 
magnetic sheeting shall be placed over each register, when feasible. 
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7.45.8 Weatherstripping—Exterior	Door	

Feasibility Criteria (both must apply): 

1. No weatherstripping is present or existing 
weatherstripping has failed or cannot be adjusted to 
function properly; AND 

a. Door is located between a conditioned and an 
unconditioned space; OR 

b. Door is located between a conditioned hallway 
and a conditioned apartment unit (multi‐family 
dwelling). 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

2. Door is located between two conditioned, or two unconditioned, spaces (except as 
noted above). 

3. A functional storm door is present. 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Fire‐Rated 
Doors 

 Doors and jambs labeled to have a fire rating of 20 minutes or greater 
shall not be weatherstripped or modified for a door bottom, unless: 

o Weatherstripping meets door manufacturer’s specifications, and is 
installed according to manufacturer’s specifications and Listing.   

o Documentation of compliance shall be kept in the client file. 

Door 
Replacement 
with  
Pre‐Hung Doors 

 When a pre‐hung door is installed, complete 
with hardware and integral 
weatherstripping, it shall be considered 
Door Replacement and weatherstripping 
shall not be billed separately. 
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7.45.9 Weatherstripping—Other	

Within the CSD weatherization program, the category “Other Weatherstripping” applies to 

weatherstripping installed for windows and attic/crawlspace access covers. 

Note:  Weatherstripping of appliance enclosure doors is an “Appliance Repair.” 

Feasibility for a Window Criteria (one or more must apply): 

1. No weatherstripping is present or existing weatherstripping has failed or cannot be 
adjusted to function properly; AND 

2. Window is located between a conditioned and an 
unconditioned space. 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

2. Window is located between two conditioned, or two 
unconditioned, spaces. 

3. The window does not close completely (causing 
weatherstripping to not stop infiltration), and window repair is not feasible. 

4. A functional storm window is present. 

5. The window is jalousie or awning type and cannot be effectively treated. 

Feasibility Criteria for an Attic/Crawlspace Access Cover (one or more must apply):  

1. No weatherstripping is present or existing 
weatherstripping has failed or cannot be adjusted to 
function properly; AND 

2. Access cover is located between a conditioned and an 
unconditioned space. 

 Do NOT install this measure when… 

1. Unfeasible in Section 7.45. 

2. The access cover does not close completely, or is 
broken, and repair is not feasible. 

3. The access cover is located between two conditioned, 
or two unconditioned, spaces.  

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Does not apply.   
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7.45.10 Windows/Sliding	Glass	Doors	

Feasibility Criteria (both must apply):  

1. Glass window or sliding glass door is broken, 
damaged, or missing and meets the 
catastrophic leakage criteria that separates: 1) 
conditioned from unconditioned space; OR 2) 
multi‐family dwelling units; AND 

2. Window frame is not structurally sound or 
functional. 

 Do NOT replace this measure when:  

1. Unfeasible in Section 7.45. 

2. Existing unit is operable and complies with CSD WIS guidelines. 

3. Catastrophic leakage cannot be proven and documented. 

4. Window is above ground floor of a structure, and unsafe working condition is present. 

 

ADDITIONAL ASSESSMENT CRITERIA (when measure is determined to be feasible) 

Window Type   This measure applies to replacement of standard windows and/or  
sliding glass doors that are installed for: 

o Catastrophic leakage–justified replacement (see Additional 
Assessment Criteria for “Shell Sealing”); OR 

o Replacement for Energy Efficiency Upgrade. 

Photographic 
Justification 

 Documentation of window or sliding glass door 
replacement is required for each affected window, 
including photographs of any qualifying holes or cracks 
to the window or damage to the frame.  To prove 
catastrophic leakage, measurements and calculations of 
gap size must be provided on CSD 540 Assessment Form.  

Storm Windows   Storm windows shall not be installed as a substitute for replacing 
broken windows. 

  MOBILE HOME FEASIBILITY: 

 Window or sliding glass door replacement is not feasible when replacement requires 
removal of siding. 

Photo Credits:  

Public Domain 
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Multi‐family 
Whole‐Building 
Requirements 

 Requires written permission by the building owner before any 
installation is begun. 

 Whole‐building measures shall not be installed if the whole building is 
not served, in accordance with the 66/50 policy.   
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 What Is CAS Testing? 

Combustion appliance safety (CAS) testing is a critical requirement that protects residents from the 
effects of CO gas and other combustion products before, during and after weatherizing a home. 

1.1  WHAT DOES CAS ACHIEVE? 

Technicians, who work in income‐qualified homes, must be able to test houses and combustion 
appliances properly, to ensure that everything is safe.  By creating “worst case” situations with 
the tests, we are able to catch…and correct…many potentially harmful conditions. 

The purpose of CAS testing is to: 

 Detect defects and hazards with specific combustion appliances that may jeopardize the 
health and safety of occupants, and 

 Correct defects and hazards, when feasible. 

1.2  APPLIANCES THAT AFFECT THE LIVING SPACE 

CAS testing shall be conducted when the home has one or more combustion appliances that 
“affect the living space”.  

1.2.1 APPLIANCES THAT AFFECT LIVING SPACE 

Combustion appliances that affect the living space are:  

 All space heating appliances. 

 Other appliances located: 

- Partially or entirely within the 
living space (including closets 
located within the envelope but 
accessed from outdoors). 

- An outdoor location where any 
part of the appliance is within 4' 
of an operable door or window, or 
air inlet, leading directly into the 
living space.  

- In the attic or basement, or in an 
enclosure communicating with the 
attic or basement. 

- In an attached garage with or without a walk‐thru door into the house.   

- A location where combustion products from the appliance could infiltrate a forced 
air duct system (e.g., in a garage or room containing supply or return 
plenum/ductwork). 

1.2.2 APPLIANCES NOT AFFECTING THE LIVING SPACE 

Appliances in all other locations do not affect the living space. 

   

Graphic Credit: RHA, Inc.
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1.3  CAS TESTING FEASIBILITY CRITERIA 

CAS testing of combustion appliances shall occur when… 

 A dwelling unit to be weatherized is equipped with one or more qualifying fuel‐
burning appliance(s) that affects the living space.  Qualifying appliances include: 

a. Open or closed combustion; 

b. Natural gas, propane, fuel oil, kerosene 

c. Solid‐fuel burning appliances (require a visual inspection only). 

 Appliance is accessible. 

 Repair or replacement of a fuel‐burning appliance is contemplated. 

 Infiltration‐reduction measures shall be installed. 

Combustion appliances shall NOT be CAS tested when… 

 Appliance is properly abandoned (the flexible gas connector is removed, and the gas 
valve is capped, or the valve is removed and the line is capped). 

 Performance of the CAS test would violate the CSD Asbestos Policy or Lead‐Safe 
Weatherization Policy. 

 Client refuses (see warning below). 

 

 

   

            WEATHERIZATION FEASIBILITY 

In the LIHEAP, ECIP, and DOE contracts, if a client refuses Combustion Appliance 
Safety or CAS testing (which includes Combustion Appliance Zone or CAZ testing 
when required by program policy), the: 

– Dwelling is deferred and shall not receive weatherization services. 

– Refusal shall be documented in the CSD 542 Deferral Form by the Assessor, with 
client signature and date collected from the client. 
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1.4  RECORD‐KEEPING FOR CAS TESTING 

Diagnostic test results and incremental work performed shall be accurately recorded on the CSD 
700 series forms, unless a home has no combustion appliances present (this is known as an “all‐
electric” home): 

As applicable, these CSD forms shall be completed and stored in each client’s file: 

 CSD 700 Combustion Appliance Safety Inspection Form  

 CSD 700B Interim‐CAS Tests 

 CSD 700C CAS Post Repair/Replacement Safety Checks  

Copies of the most up‐to‐date forms are always available on CSD’s Providers’ Website, to be 
accessed by network weatherization agencies only.  (On the “Energy” tab, click on “Forms”.) 
Agencies shall be responsible for distributing the current forms to their subcontractors. 

 Test Types and What Triggers Them 

The following categories of Combustion Appliance Safety (CAS) testing are required: 

 Pre‐CAS Testing:  As part of the home assessment, before any measure installation work is 
performed.  The pre‐CAS test procedure is required to be performed by the Assessor. 

 Appliance R&R‐CAS Testing:  After combustion appliances are repaired or replaced. 

 Interim CAS Testing:  During installation of infiltration‐reduction measures when work is not 
completed at the end of the day, an “interim” test is performed before the crew leaves the job 
site. 

 Post‐CAS Testing:  As a final step to weatherization, after installation of infiltration‐reduction 
measures is complete, to ensure that the appliances are left in safe condition. 

 

  All CAS testing and documentation of results shall be in accordance with the CSD 700 
form series and this appendix. 

2.1  PRE‐CAS TEST (PERFORMED DURING HOME ASSESSMENT) 

Pre‐CAS testing shall be performed by qualified weatherization Agency technicians.  Pre‐CAS 
tests are valid for 60 days.  After that, the test shall be repeated before any installation of 
infiltration‐reduction measures.  

 
When contacted by a client for ECIP EHCS services, the appliance must be pre‐
combustion appliance safety‐tested to determine the scope of the appliance issue(s) and 
identify all hazardous and non‐hazardous conditions pertaining to the appliance before 
any repair or replacement work will be completed. 

 

   



COMBUSTION APPLIANCE SAFETY PROTOCOL 

Combustion Appliance Safety Protocol     Field Guide, Appendix A 
Effective 10/1/17    Page 9 of 141 

INTERIM‐CAS TESTING  

is required when: 

Blower Door is used, and: 

 Any shell sealing was performed and the job 
was not completed the same day, OR 

 Any amount of duct repair/sealing was 
performed. 

 Mechanical Ventilation is installed. 

 
Blower Door is not used, but one or more of these 
was installed: 

 Duct repair/sealing. 

 Any infiltration‐reduction measures were 
installed and at least 10 sq. in. or more of 
leakage area was eliminated (total for all 
measures). 

 Storm windows. 

2.2  INTERIM‐CAS TEST 

“Interim”‐CAS testing shall be performed each day that “significant” air sealing (as described in 
the sidebar above) is performed but is not completed.  Minimal testing is performed for each 
natural draft appliance that draws combustion air from the living space.  

 Interim‐CAS tests shall consist of all of the following:  

– Visual draft test (“Smoke” test), and 

– Tactile test for spillage  

Interim‐CAS testing shall be conducted with the house set up for appliance‐on testing (exhaust 
devices on, and doors set properly), and the results shall be recorded on the CSD 700B or 702B 
Form. 

 

2.3  APPLIANCE R&R CAS TEST  

All gas appliances that are repaired or replaced shall be checked for safe operation, following 
completion of any combustion appliance repair/replacement.  This test shall be performed: 

 The same day repair/replacement is finished, if feasible, but no later than 5 calendar days 
later.   

 Before infiltration‐reduction measures are installed. 

  When appliance repair/replacement occurs as the target appliance for an ECIP EHCS job.  
When repair or replacement occurs after completion of infiltration‐reduction measures, 
this test shall be attached to the CSD 57 ECIP Assessment Form.   
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POST‐CAS TESTING Condition 1: 

 The home has at least one open combustion natural or induced draft appliance that can be 
affected by changes to house pressure, including: 

- A FAU in any location, OR 

- A non‐ducted heater or water heater that draws combustion air from the living 
space, or is located in an attached garage with or without a walk‐through door into 
the living space. 

 
POST‐CAS TESTING Condition 2: 

 Duct repair/sealing was performed. 

 Mechanical ventilation was installed. 

 Blower door was used and any shell sealing was performed. 

 Blower door was not used, and installation of one or more of the following measures 
occurred: 

- Door or window replacement. 

- Storm windows. 

- Glass replacement. 

- Shell sealing, which eliminates holes totaling 10 sq. in. or more. 

- Door repair/modification (includes replacement of threshold or shoe, and 
repair/replacement of frame or stop). 

- Caulking that applied one or more tubes of caulk. 

- Range hood vent damper, fireplace chimney damper, or fireplace glass doors. 

- Interior vent cover(s). 

- Weatherstripping (door or non‐door), including any of the following: entrance door, 
furnace enclosure door, patio door, attic or crawl space access, or windows. 

2.4  POST‐CAS TEST 

Post‐CAS testing shall be performed to prove that weatherization activities have not caused 
unsafe operation of natural draft appliances.  Post‐CAS testing is required the same day 
infiltration‐reduction measures (including duct sealing) are completed, and at least one item in 
each of the next two “Conditions” exists (see blue box below): 

  If infiltration reduction measures were not installed, or if shell leakage was not reduced 
enough to justify a Post‐ CAS test, a Post‐CAS test is not required. 
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 Qualified Technicians 

CAS Testing shall only be performed by technicians and service professionals 
who have successfully completed the required Combustion Appliance Safety 
training at a CSD‐approved training center, or who have been provided 
equivalent permission by CSD. Testing shall be performed in accordance 
with the following policies: 

 Pre‐CAS testing shall be performed by the weatherization agency’s 
technicians who have successfully completed Combustion Appliance Safety Training only. 

 Interim, Post Repair/Replacement, and Post‐CAS tests shall be performed by agency or 
subcontractor technicians who have successfully completed Combustion Appliance Safety 
Training or are trained HVAC subcontractors. 

 Fuel Oil Appliance Testing shall consist of living space ambient testing by a qualified CAS testing 
technician.  Further testing of the appliance and verification of the presence and operability of a 
draft regulator shall only be performed by a licensed professional contractor with appropriate 
training, or by a fuel oil supplier‐qualified contractor. 

 CAS Hazards (including gas leaks) shall be corrected by a qualified person, which in most cases is: 

– A utility gas service representative, when the appliance fuel is natural gas;  

– A licensed HVAC contractor (C‐20) or licensed contractor‐supervised technician; 

– A licensed plumbing contractor (C‐36) or licensed contractor‐supervised technician for 
water heaters; 

– A propane dealer’s technician, for propane appliances. 
 

  Weatherization crews shall not make adjustments to the gas pressure, air‐gas mixture, 
and other technical adjustments (unless fully licensed, trained, and authorized). 

 

 Crews shall make only those CAS Fail repairs for which they are trained and qualified, which 
usually include: 

– Appliance abandonment, in compliance with CSD procedures. 

– Correction of draft hood abnormalities (e.g., improperly positioned, multiple, missing). 

– Vent pipe repairs (e.g., replacement, minor adjustments, securing single‐wall metal vent 
pipe joints and connections with screws, vent caps, etc.). 

– Replacement of minor components (water heater burner access cover or inner shield, or 
furnace rollout shield). Component shall be factory‐made, not field fabricated. 

– Clean greasy accumulations from gas cooking appliances, without affecting the combustion 
air adjustment. 

– Install additional, or correct nonconforming, CVA venting. 

– Install a clothes dryer moisture exhaust. 
 

  If any CAS testing reveals a CAS Hazard or a CAS Fail, correction timelines and 
procedures shall be followed in Section 5.2. 
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 Required Test Equipment and Accessories 

For specifications on test equipment, accessories, and tools, see CSD WIS Appendix A (Material 
Specifications).  The following guidelines are for the creation of “probe extensions” used to measure 
CO in difficult‐to‐access locations.  THESE EXTENDERS SHALL BE ALLOWED UNLESS PROHIBITED BY 
THE MANUFACTURER OF THE TEST EQUIPMENT. 

4.1  PROBE EXTENSIONS 

A probe extension (“extender”) shall be used as needed to take “Air‐Free” CO measurements in 
locations where a straight probe cannot achieve that result, such as: 

 Natural draft water heater, to reach down into the center tube to measure CO on each 
side of the baffle. 

 Natural draft wall furnace, to reach down into the flue (exhaust port) to measure CO on 
each side of the baffle. 

 Closed combustion/direct vent units, to reach inside the flue to measure CO inside the 
exhaust stream. 

4.2  ACCEPTABLE MATERIALS, CUTTING, AND BENDING 

Extenders are made with aluminum tubing and clear plastic tubing.  (Do not use copper tubing, 
because it may react chemically when exposed to flue gases).  The extender is connected to the 
tester probe with clear plastic tubing, approx. 1 foot long. 

 Required materials are found in hardware and auto parts stores (e.g., clear plastic tubing, 
aluminum tubing, and worm‐drive clamps), and at gas appliance parts houses (e.g., 1/4" 
pilot tubing). 

 The end of the extender shall be bent sufficiently to reach inside the flue to measure CO 
free of outside air: 

– A “standard” extender is about 1 foot long.  For mobile homes, a 4' to 8' long 
extension may be needed to reach FAU flue terminations (usually several feet from 
the roof edge). 

– For aluminum extensions, 1" to 2" of tubing is bent at one end approximately 90° to 
form an "L" shape. 

4.3  EXTENDERS FOR 1/4" OD PROBES (E.G.,  FOR MONOXORS) 

To make an extender, use aluminum tubing, 1/4" OD (Outside Diameter).  OD of the aluminum 
extender should match the OD of the CO Tester rigid metal probe, and the clear plastic tubing 
should fit securely onto both of them without clamps.   

 The extender is made with 1/4" OD tubing, so it will fit into a standard 5/16" sampling 
hole. 

Generally, the clear plastic tubing will be 1/4" ID (Inside Diameter).  When selecting plastic 
tubing, have available both the aluminum tubing and CO Tester Probe.  1/4" ID plastic tubing 
should fit, but check because brands vary.   

 Slide the plastic tubing over both the Tester Probe and aluminum extender.  Plastic tubing 
must fit snugly but easily be twisted on/off the CO Tester Probe. 

 Note:  Some older CO Testers (e.g., early Monoxor II) have a removable metal Probe.  The 
1/4" OD aluminum extender can fit directly into the handle (plastic tubing not needed). 
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 Be careful to not lose or damage the small plastic ferrule inside, when installing and 
removing the aluminum extender directly into the CO Tester probe handle. 

 

 

 

 

4.4  EXTENDERS FOR 5/16" OD PROBES (E.G.,  ON FYRITE PRO) 

Some CO testers have a 5/16" OD metal Probe, so larger ID clear plastic tubing is required.  
When selecting tubing, slip it over the probe to find a diameter that is removable but not loose. 

 Keep aluminum extender tubing at 1/4" OD, so it will fit into a standard 5/16" sampling 
hole (eliminating the need for larger holes and larger plug buttons). 

 Because the plastic tubing ID is larger than the OD of the aluminum extender, use a small 
stainless steel worm‐drive clamp to secure the plastic tubing to the extender.  (Do not 
clamp plastic tubing to the CO tester so it can be easily removed from the probe. 

 

 

 

 

4.5  CALIBRATION FOR CO TEST INSTRUMENTS 

Carbon monoxide test instruments shall be equipped with a NOx filter (and condensate trap) 
and shall be properly maintained and calibrated in accordance with manufacturer’s 
specifications and the following policies: 

4.5.1 CALIBRATION TIMELINE 

Each CO test instrument shall be calibrated: 

 Every 6 months, or at intervals recommended by the 
manufacturer, if more stringent. 

 After the instrument has been dropped or otherwise 
damaged. 

 After the instrument has been subjected to several doses 
of high CO (1,000 PPM or higher), or  

 Readings appear to be abnormal. 

4.5.2 CALIBRATION LIMITATIONS 

When dropped or otherwise damaged, an instrument must be calibrated and checked by an 
in‐house qualified technician.  (Note:  When in‐house calibration does not resolve all 
performance issues, instruments must be sent to a factory‐authorized service center and 
replaced when recommended by the manufacturer.) 

1/4" OD PROBE 

1/4" ID CLEAR PLASTIC TUBING

1/4" OD ALUMINUM 
TUBING 

Graphic Credit: RHA, Inc.

STAINLESS STEEL CLAMP

5/16" ID CLEAR PLASTIC TUBING

5/16" OD PROBE 1/4" OD ALUM. 
TUBING 

Graphic Credit: RHA, Inc.
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4.5.3 CALIBRATION REQUIREMENTS 

 When the weatherization contractor has a calibration kit CO sensor calibration may be 
performed in‐house, but only by qualified personnel trained to do so. 

- Calibration gas shall be maximum 500 PPM CO. 

- Instruments with an O2 sensor (e.g., those capable of “air‐free” CO readings) 
must be calibrated by a factory‐authorized facility. 

- A calibration label shall be applied to the instrument showing the technician’s 
name, date, and PPM of calibration gas used. 

- Calibration information must be documented in the company’s Calibration Logs 
(CSD 785 for “Carbon Monoxide Analyzers” and CSD 786 for “Manometers”). 

4.6  NOX FILTER AND CONDENSATE TRAP 

A NOx filter and condensate trap are required to filter nitrogen oxides (NOx) from the flue gas, 
because NOx affects the CO sensor the same as CO does (it looks like CO).  The NOx filter can be 
on‐board (common in newer CO testers), or in‐line (required for most older instruments).  The 
condensate trap, usually clear plastic, is normally installed in‐line.   

Agencies and their subcontractors are required to obtain and install NOx Filters and condensate 
traps for older equipment, and to ensure that all new equipment contains these components for 
the following reasons: 

 By removing NOx from the flue gases drawn into the CO tester, measurement accuracy is 
improved 50% to 75% or more. For example, the tester might read 120 ppm CO without a 
filter (appliance fails), but might more accurately read 60 ppm CO with a NOx filter 
(appliance passes). 

 Without the filter, the appliance appears to need service.  With the NOx filter, the 
appliance would Pass, and an unnecessary service call would be avoided. 

 The condensate trap collects moisture from the flue gases, and prevents it from damaging 
the NOx filter and CO sensor. 

 NOx filters shall be replaced in accordance with manufacturer’s recommendations. 

 

  EXAMPLE OF 
IN-LINE 

NOx FILTER 

Graphic Credit: Bacharach, Inc.
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 CAS Testing Policies 

5.1  REQUIRED ACTIONS FOR A CAS HAZARD OR CAS FAIL 

CSD believes that Combustion Appliance Safety is the most critical of procedures that is 
undertaken by weatherization field personnel to ensure the safety of dwelling occupants.  When 
an appliance does not operate properly, it can create a life‐threatening condition such as Carbon 
Monoxide (CO).  For this reason, whenever a CAS Hazard or CAS Fail is found for an appliance 
affecting the living space, corrective action by a qualified technician is required.   

Agencies and subcontractors must mitigate and correct CAS Hazards, CAS Fails, and IAQ Fails 
that are within program scope before any other measures are installed.   

When a CAS Hazard or CAS Fail cannot be corrected, or correction would be outside of the 
scope of the program, CSD requires the following actions: 

1. A program waiver shall be sought to bring the 
issue to CSD’s attention. 

2. The client must be notified, in writing, on the 
CSD 542 Deferral Form, a client signature 
obtained to confirm understanding of the issue, 
and a copy of the form shall be maintained in 
the client file.  

3. (DOE Program) When the dwelling is served 
under DOE, or is leveraged with DOE, the 
dwelling shall be a full deferral. 

4. (LIHEAP) The issue shall be mitigated (appliance abandonment), a limited deferral is 
required, and dwelling shall be NIM until the issue can be completely resolved. 

5.2  TIMELINE FOR CORRECTION OF CAS HAZARDS AND CAS FAILS 

Agencies are under a strict timeline to mitigate all CAS Hazards and CAS 
Fails as soon as they are identified.  

CAS Hazards:  Immediate hazards must be mitigated within 18 hours, even 
if infiltration‐reduction measures will not be installed for any reason.  
Clients must be informed of the unsafe condition, the immediate plan to 
correct the issue, and precautions they must take, pending correction.  .  If 
the CAS Hazard is corrected through temporary abandonment to mitigate 
the immediate hazard and a portable heating or cooling appliance was 
offered (as applicable), CSD considers the issue from that point on to be non‐hazardous, and 
subject to the CAS Fail timeline described in the bullet below.   

 Exception:  If a water heater is temporarily abandoned to mitigate a hazard, the 
appliance condition must be completely resolved within five working days.   

CAS Fails:  Fails are combustion appliance safety conditions that must be corrected, but do not 
present an immediate threat to the occupants.  All non‐hazardous conditions noted field 
personnel shall be corrected within 20 working days of written notification by the 
Assessor/Auditor in the CSD 540 form.  When a CAS Fail is found, the client must be advised of 
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the issue, and provided with a timeline for correction.  No infiltration‐reduction measures shall 
be installed until after the fail is corrected. 

The time periods for correction may be extended for circumstances beyond the agency’s control; 
however, a waiver must be approved in writing by CSD prior to the expiration of the original 
timeline. 

 
CAS Hazards and CAS Fails are sometimes referred to as “hazardous or dangerous 
conditions” while talking in the office.  However, the term “hazard” should never be 
used when speaking with clients or occupants.  Tell them the appliance “does not meet 
program safety standards, and an immediate follow‐up service call is being requested”. 

 

5.3 APPLIANCE REPAIR VS. REPLACEMENT 

A malfunctioning combustion appliance shall be examined by a qualified technician to determine 
Repair feasibility.  Repair by a qualified technician shall be made, if feasible.  Appliance 
replacements shall be made in conformance with the measure‐specific policies of this Field 
Guide and when repairs would equal more than 50% of the replacement cost.  When appliance 
replacement is specified, and Manual J sizing documentation is required by Title 24, copies of 
the Manual J documents are required to be kept in the client file. 

 To be replaced, an appliance must be documented to be unsafe and non‐repairable (repair 
not feasible or not possible).  That includes: 

– Evidence of unsafe condition(s) recorded in the CSD 700, and  

– Documented information from the qualified technician describing the issues and 
why the appliance cannot feasibly be repaired (such as defects too extensive to 
repair, or required parts are not available). 

5.3.1 REPAIR EXCEPTIONS 

 FVIR (Flammable Vapor Ignition Resistant) Water Heaters:  If the FVIR System has been 
activated, the entire water heater must be replaced (cannot be repaired). 

 Other repair exceptions will be considered by CSD on a case‐by‐case basis. 

5.4 RESOLUTION OF CAS HAZARDS AND FAILS 

By CSD policy, every effort shall be made (and documented) to correct an appliance Hazard or 
Fail that is within the program scope.  When a CAS Hazard or Fail exists that is correctable, these 
policies shall apply:  

 All CAS Hazards, CAS Fails, and IAQ Fails must be correctable and remedied before 
infiltration‐reduction measures will be installed.  If correction is NOT feasible within the 
program scope, see Section 5.1. 

 Agencies and subcontractors shall not install infiltration‐reduction measures when there is 
a possibility that a CAS Hazard, CAS Fail, or IAQ Fail cannot be corrected. 

 Once identified by field personnel, the policies in CSD Field Guide that regulate timelines 
for correction in CSD Field Guide Section 5.2 and feasibility of measures shall apply.  
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5.5 INACCESSIBLE APPLIANCES 

When a gas appliance affects the living space, but cannot be tested because it is not accessible, 
the unit is considered a CAS Fail.  The home shall remain deferred (DOE) or NIM (LIHEAP) unless 
it can and will be abandoned with owner permission on the CSD 542 Deferral Form.   

5.6 INOPERABLE (“NON‐OP”) APPLIANCES 

When the inoperable unit is a primary Health and Safety appliance, the unit is considered a  
CAS Fail.  When a gas appliance potentially affects the living space, but is inoperable, a qualified 
technician shall attempt repair of the appliance when allowed under the program.  If the 
technician documents that full repair or replacement is unfeasible, the home remains deferred 
(DOE) or NIM (LIHEAP) and the condition shall be documented on the CSD 542 Deferral Form. 

5.7 APPLIANCE ABANDONMENT 

An appliance abandonment may be performed when a CAS Hazard or CAS Fail cannot be 
corrected within the scope of the program (i.e., appliances cannot be repaired or replaced, or for 
appliances the owner or occupant prefers to stop using).  Abandonment may only be performed 
by a qualified crew person who is trained and authorized to do this work with permission from 
the owner and signature documented on the CSD 540.  Abandonment shall be: 

 When an essential appliance (e.g., primary heat source, water heater) is properly 
abandoned in accordance with CSD Field Guide Appendix A, the dwelling shall no longer be 
NIM because the appliance shall no longer be considered an unresolvable CAS Hazard or 
CAS Fail. 

 If a non‐essential appliance has a Hazard or Fail condition that cannot be corrected under 
the program scope (e.g., a gas dryer, secondary heat source, portable heater, etc.), then 
the appliance may be abandoned with client permission. Once abandoned, the dwelling is 
no longer NIM. 

 Abandonment, and the rationale for it, shall be documented on the CSD 542 Deferral 
Form, and a note made on the CSD 700.  

 When prescribed, abandonment shall be completed before any infiltration or non‐
infiltration measures are installed. 

 
Appliances shall not be abandoned solely to install infiltration‐reduction measures.  
Every effort shall be made to repair or replace the defective appliance as a “Health and 
Safety” or “Energy Efficiency Upgrade” measure, when allowed by contract.  

Client refusal to have a functioning primary heat and/or cooling source shall disallow 
installation of all infiltration‐reduction measures in a dwelling. 
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APPLIANCE ABANDONMENT PROTOCOL 

An appliance is considered abandoned only if the: 

 The flexible gas connector is removed, and 

 Appliance line (shutoff) valve is capped, or the valve is removed and the gas line is 
capped. 

 Turn off power to the unit when applicable, by unplugging it or turning off the source 
(breaker or fuse). 

 When a cooktop or oven burner is abandoned, the burner valve must be capped when 
possible. 

In order for an appliance to be properly “abandoned”, agencies or their subcontractors 
shall ensure that: 

 Owners shall be informed of the reason for abandonment, options available, and the 
consequences of abandoning the appliance.  Written permission must be obtained 
before an appliance is abandoned and documented in the CSD 540.  

 If an appliance was removed from use by the owner or occupant prior to weatherization, 
the contractor shall ensure that the appliance has been “properly” abandoned (as 
described above), with documented written permission from the owner before any 
further weatherization activity is allowed

5.7.1 PARTIAL ABANDONMENT 

Partial abandonment may be an acceptable option for a malfunctioning cooktop so that a 
home is not NIM unnecessarily.  For a cooktop or freestanding range, partial abandonment 
of up to 2 burner(s) or separate built‐in oven is allowed when necessary and feasible. 

 To abandon a burner, the burner valve must be capped.  Exception:  Capping is not 
required, and the burner is considered “properly 
abandoned”, when: 

o The burner is non‐operational (valve is frozen and 
the burner cannot be turned on and lit with a 
match), and  

o Capping the valve is not feasible/possible, and 

o There is no gas leak associated with the burner. 

Note:  Only a check for gas leaks is required for 
abandoned burners—however, a complete CAS inspection and test is required for 
the working cooking appliance components (e.g., other burners, oven, and broiler). 

   

Photo Credit: Public Domain
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 Descriptions of Abnormal Findings (Fails) 

The following section describes typical CAS‐identified conditions that may be encountered in the 
field.  Depending upon whether it is a CAS Hazard or a CAS Fail, CSD requires the correction of that 
condition.  When other conditions are encountered, and there is uncertainty about how to handle a 
situation (i.e., whether it is a hazard or not), agencies and their subcontractors shall communicate 
with the CSD Technical Hotline at (877) 831‐7596 or Wx.Hotline@csd.ca.gov.  

6.1  CAS CONDITIONS AND RESPONSES 

While assessing client homes, the discovery of any abnormal finding during the Pre‐CAS test 
begins a timeline of correction for agencies or their subcontractors as defined in Section 5.2.  
These abnormal findings are most commonly called CAS Hazards and CAS Fails.  When a non‐
conforming condition is found that does not prevent weatherization, it is now known as an 
Advisory Condition.   

6.2  ADVISORY CONDITIONS 

In a home assessment, certain non‐conforming conditions do not create an immediate health 
and safety hazard, but are required to be brought to the attention of the client.  Repair of these 
items shall not be performed.  These conditions do not prevent duct or shell sealing. 

 

TABLE 6.2:  EXAMPLES OF ADVISORY CONDITIONS  

ADVISORY CONDITIONS DO NOT IMPEDE WEATHERIZATION. 

 Inadequate clearance of vent pipe to combustibles. 

 When an appliance or vent system will not be replaced, and 
no charring is evident, a single‐wall vent pipe where B‐vent 
is required, and/or no firestop spacer, support box, or 
thimble at ceiling or wall penetration. 

 Vent pipe is transite (asbestos‐containing) material. 

 Nonconforming appliances that do not affect the living 
space.  

 Horizontal vent pipe run without adequate upward slope, 
but draft is satisfactory. 

 Propane tank is inadequate distance from dwelling. 

 Cook stove defects, as described below: 

 A pilot does not work, but the burner can be lit with a 
match, it burns properly.  CO must be below the Action 
Level. 

 A burner knob is frozen. 

 1 or 2 cook top burners will not light, even with a match. 

 The oven operates but has a separate broiler burner that 
does not work. 

 

   

Photo Credit: Community Resource Project
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Photo Credit: WAPTAC.org

6.3  CAS HAZARDS  

CAS Hazards are conditions that cause 
immediate danger to the client.  The hazardous 
condition(s) must be corrected within 18 hours, 
even if infiltration‐reduction measures will not 
be installed for any reason.  Clients must be 
informed of the unsafe condition and kept safe 
while it is being corrected.   Some examples of 
CAS Hazards are provided in Table 6.3 below. 

 

TABLE 6.3:  EXAMPLES OF HAZARDOUS CONDITIONS  

CAS HAZARDS MUST BE REMEDIED WITHIN 18 HOURS. 

 Gas leak.    

– Note: If a gas leak is found in a location with a soldered or copper connector, the connector shall be 
replaced as part of the hazard correction. 

 CO PPM above the “Action Level” (also called “high CO”). 

 Delayed ignition with high CO. 

 Portable propane tank is used in a dwelling to fuel a dwelling appliance(s) such as a cooking appliance or 
water heater, or has inadequate clearance from dwelling (requires immediate home Deferral). 

 There is a known code violation or obvious unsafe condition with a kerosene heater or kerosene storage 
tank (requires immediate home Deferral), such as: 

- The storage tank is too close to a heat source. 

- The storage tank or fuel line is leaking. 

- The storage tank is sagging, or any other aspect of the tank/installation is unsafe. 

- There is scorching of combustibles due to inadequate indoor clearance from the heater. 

 Continuous roll‐out:  Fuel gas combustion process where flame extends outside the normal combustion 
area of a combustion appliance. 

 Spillage or backdrafting:  Continuous flow of combustion gases from a vented natural draft combustion 
appliance, where gases do not draft properly. 

 Vent system obstructions that cause spillage. 

 Flame interference (in a FAU):  A change in flame pattern or color as the FAU blower comes on, usually 
indicates a defective heat exchanger.  Look for evidence of a damaged exchanger with appliance off 
(crack or metal fatigue, visible with a mirror and strong light). 

 Physical evidence of a defective heat exchanger (defects that create an actual high carbon monoxide 
condition, such as cracks, holes, warping, metal fatigue, etc.). 

 Unsafe fuel modification (e.g., propane used in appliance with natural gas orifice). 

 Damaged/disconnected vent pipe that allows CO to enter the home. 

 Vent terminal is too close to an evaporative cooler during the cooling season. 

 Return air system leaks that cause spillage and/or draw any combustion byproducts or toxic fumes into 
the duct system. 

 Mobile home: Improper/failed isolation of return air in a mobile home (where a divided enclosure is 
shared by an FAU with non‐ducted return intake and an open combustion water heater.  This is referred 
to as improper isolation of return air, because the FAU return intake depressurizes the FAU side of the 
enclosure, and that can cause the water heater to backdraft and spill CO into the return air system. 

 Any other condition that allows flue gas to enter a home.
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When performing CAS testing procedures and a CAS Hazard is discovered:  

1. Turn off appliance—at the wall thermostat, gas control valve, and the appliance line 
(shutoff) valve.  If applicable, also unplug unit or turn off power at the breaker/fuse. 

2. Inform occupants of the unsafe (nonconforming) condition, and advise them to not use that 
appliance until service has been performed and the condition has been corrected. 

3. Record the condition in the CSD 700. 

4. Document client notification, using the CSD 540 Assessment Form. 

5. Mark the “Service Required” box on the CSD 700 and notify the agency immediately.  Once a 
hazard is identified, agencies may not exceed 18 hours to mitigate the issue. 

6. No measures (including infiltration‐reduction measures) shall be installed before all CAS 
Hazards are corrected. 

7. If correction is beyond the scope of the weatherization program: 

– A CSD 542 Deferral Form shall be completed, and 

– The client shall be referred to a program that may have repair or replacement 
service available to the household, such as ECIP EHCS. 

6.4  CAS FAILS   

CAS Fails are combustion appliance safety conditions that must be 
corrected within 20 business days of discovery, but do not present 
an immediate threat to the occupants. During a home assessment, 
any CAS Fails that are discovered must be recorded in the CSD 
700, and the client shall be advised of: 

 The condition and plans for correcting it. 

 Precautions they should take, if any, pending the correction. 

6.4.1 NATURAL GAS CAS FAIL 

For natural gas appliances, if correction of an unsafe CAS 
condition is not within the scope of CSD programs, the 
appliance must be referred to the utility Gas Service 
Department (who may red‐tag the appliance and shut it off).   

6.4.2 PROPANE CAS FAIL 

For propane appliances, a CAS fail referral would be to the propane provider.   

 If the propane supplier does not take action to protect the health and safety of the 
occupants, the weatherization contractor shall do the following: 

- Notify the owner or rental manager and, if applicable, complete the CSD 542 
Deferral Form for partial deferral (house shall be NIM, unless abandonment is 
allowed). 

- Request permission of the owner/rental manager to abandon the appliance (as 
described in Section 5.7).   

 The agency shall take action as requested by the owner or rental manager; document 
all actions in the CSD 700, and proceed.   

Photo Credit: WAPTAC.org
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6.4.3 EXAMPLES OF CAS FAILS  

Examples of CAS Fails are provided below: 

TABLE 6.4.3:  EXAMPLES OF CAS FAIL CONDITIONS  

CAS FAILS TO BE CHECKED BY A QUALIFIED TECHNICIAN AND CORRECTED WITHIN 20 BUSINESS DAYS 

ALL COMBUSTION APPLIANCE CAS FAILS 

 Appliance enclosure floor or platform that is deteriorated or unsafe. 

 Appliance enclosure door missing, when CVA comes from outdoors. 

 CVA is inadequate/incorrect/obstructed. 

 Excessive amounts of carbon or rust deposits are present on the appliance. 

 Flame Abnormalities.   

- Improper flame position. 

- Soft lazy flame or smothering flame (flame recirculation). 

- Large yellow flame (unless that is normal for the appliance).   Note:  Some burners (e.g., in space 
heaters, decorative fireplaces, and gas logs) are designed to burn with a yellow flame.  Service is not 
required if (a) the burner is normal per manufacturer’s specifications, and (b) it is not producing 
excessive CO or soot (e.g., carbon in the combustion chamber and/or draft hood). 

 Ignition Abnormalities. 

- Delayed ignition (with a bang or whoosh) with CO PPM below Action Level. 

- Pilot defects, such as IID (intermittent ignition device) do not properly light pilot or the thermocouple/ 
pilot generator does not function properly. 

- Roll‐out ignition and scorching (not continuous roll‐out). 

 Physical evidence of a defective heat exchanger (defects that do NOT create an high carbon monoxide 
condition, such as warping or metal fatigue, etc.). 

 Primary gas appliance (e.g. space heater, water heater, range) that will not operate, and there is no gas 
leak. 

 Propane tank is connected to appliance with rubber tubing. 

 Kerosene storage tank is against the wall and is in violation of local code (the home is NIM). 

 Unsafe connector (see Section 7.3 for additional information)., such as: 

- Gas flex line with soldered fittings but no gas leak. 

- Copper tubing used as gas appliance connector. 

 Inadequate clearance to combustibles causing visible evidence of a fire danger, including charring of wood, 
melting of foam insulation, etc. 

 Vent defects. 

- Loose joints or connections needing screws, missing or defective vent caps, etc. 

- Improperly positioned draft hood, multiple draft hoods, or missing draft hood.  (Note: spillage or high 
CO created by this condition is a CAS Hazard and must be corrected within 18 hours). 

- Vent terminal is too close to a window, door, or gravity inlet into the home. 

- Gas vent pipe is connected to a solid fuel chimney. 

- Vent cap is damaged or missing. 

HEAT SOURCE  CAS FAILS 

 FAU “short cycling” on the limit switch. 

 Return leaks inside the FAU enclosure, or anywhere combustion products can be drawn in. 

 Recalled NOx rod furnaces (see Section 7.4 for additional information). 

 Improper appliance modification, or missing or defective parts, such as the following: 

- Furnace combustion chamber door is defective or missing. 

- Furnace roll‐out shield is defective or missing (if unit was manufactured with one). 

- Wall furnace front cover/grille is missing or damaged enough to make furnace unsafe. 
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- Furnace roll‐out shield missing (if manufactured with one). 

- Air Handler door defective or missing (opening must be temporarily sealed for testing).   Note:  This is a 
CAS Hazard when the FAU is natural draft, or a natural draft water heater is in the same enclosure. 

WATER HEATER CAS FAILS 

 Flammable Vapor Ignition Resistant (FVIR) water heater system that has been activated.  When identified, 
the water heater shall be replaced (it cannot be repaired).  

 Closed combustion or FVIR water heater, with combustion chamber access not securely closed and sealed. 

 Open combustion water heater with both combustion chamber inner shield and outer door missing.

OTHER APPLIANCE CAS FAILS 

 Gas range with three or more defective burners.  (Note:  A cooktop with up to 2 non‐operational burners, is 
not a CAS Fail.) 

 Gas clothes dryer in the living space with moisture exhaust not ducted outdoors.

MOBILE HOME CAS FAILS 

 Mobile Home that has one or more of the following conditions: 

- Gas cooking, but gravity or mechanical ventilation not present. 

- Space heater, water heater, or solid fuel appliance is drawing combustion air from the living space, 
unless the CAZ is less negative than the HDL. 

 Special CAS Considerations 

There are some unique combustion appliance conditions that require additional information in order 

to determine if a CAS Hazard or a CAS Fail may be present. The following sections are intended to 

provide supplement the knowledge of field technicians, and help them make more informed 

decisions. 

Specifically, this section provides information about: 

 Propane Conditions 

 Kerosene Conditions 

 Unsafe Connectors 

 NOx Furnace Recalls 
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7.1  PROPANE (LP GAS) CONDITIONS 
 

Regular propane tanks may not be within 10 feet of a building.  
Here is a summary of clearances typically applicable to 
weatherization situations: 

Tanks Under 125 Gallons 

– Minimum 5' from doors, windows, and crawlspace vents. 

– Minimum 10' from any combustion or ignition source, such 
as window/wall AC, central AC condenser, direct vent 
appliance terminal, open combustion appliance, or any 
open flame. 

Tanks 125 to 500 Gallons 

– Minimum 10' from doors, windows, and crawlspace vents.  

– Minimum 10' from any combustion or ignition source, such 
as window/wall AC, central AC condenser, direct vent appliance terminal, open combustion appliance, or any 
open flame. 

Tanks More Than 500 Gallons 

– Minimum 25' from the building. 

When a tank does not meet the correct clearance requirement, the property owner shall be notified of the 
nonconforming condition in writing as an Advisory Condition, but the home is not NIM. 

IMPORTANT NOTE:  Rubber tubing shall NEVER be used to connect the tank to the appliance.  If rubber tubing is used, it 
is a CAS Fail. 
 

PORTABLE PROPANE TANK WARNING 

1.  

At the right is an example of a portable 5‐10 gallon propane tank.  Other types of 
portable tanks include smaller cylinders used for camping stoves. 

It is illegal and very unsafe to have a small propane cylinder inside a closed 
building (especially a dwelling). The regulator vents gas into the atmosphere, so 
indoors it would vent propane into the living space ‐‐ which, if ignited, could 
cause an explosion.  

Therefore, when any propane tank is encountered inside the home to fuel an 
indoor appliance:  

– CAS Testing shall NOT take place for any appliance. 

– Raw propane fumes inside the home constitute an explosion hazard, and 
the weatherization contractor shall not install ANY measures.   

– A Deferral Form must be completed to notify the occupants and owner that 
the condition is very unsafe and must be corrected before any 
weatherization services shall be provided.  You must carefully list the 
conditions that have led to the home deferral on the Deferral Form and obtain the client’s signature.  

If a portable 5 ‐ 10 gallon tank is properly set up outdoors (more than 5'  from the building, doors, windows, and 
crawlspace vents), no gas leak exists, and the regulator and tubing are in good condition (also NOT rubber tubing), etc., 
then a CAS test may be conducted and weatherization work completed in accordance with programmatic policies. 
 

If in doubt about whether a CAS test or weatherization work is feasible,  
call your supervisor for advice and assistance! 

 

Photo Credit: Public Domain 

Photo Credit: Public Domain
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7.2  KEROSENE CONDITIONS 
 

When a home is heated with a kerosene‐burning appliance, check these conditions: 

– Appliance Venting—does a flue pipe take combustion gases outdoors? 

– Heater Location—is a heater located too close to combustibles?  Is there 
scorching? 

– Fuel Tank Location—is kerosene piped in from an unsafe outdoor storage tank?  

Appliance Venting 

– Some homes have code‐conforming vented kerosene heaters (such as Monitor® 
and Toyotomi® models) that: 

 Are mounted on the floor near a wall, and 

 Have a “flue” pipe extending outdoors—usually through the wall (possibly 
through a window using a special window kit). 

– These are usually direct vent (DV) appliances, with a double‐chamber flue system that brings in combustion air 
through one chamber and exhausts combustion gases out through the other. 

– A kerosene heater used for residential space heating must be vented outdoors.  If not, it is an unvented heater, 
which is a CAS Fail and makes the home NIM.  

Appliance Location 

– Direct Vent kerosene space heaters can usually be located fairly close to combustibles.  Clearances vary by make 
and model, so consult the installation manual.  Check at the manufacturer’s website, when possible.  

– In the absense of instructions, the following default clearances from combustibles may be used (which may be 
greater than required by the manufacturer):   

●  Front = 5',    ●  Rear = 6,    ●  Sides = 1',    ●  Top = 2' 
– Advise occupants when there is an inadequate clearance.  If there is scorching of combustibles, see below. 

Fuel Tank Location 

– Manufacturer’s Instructions:  Manuals specify outdoor tank clearance from a “heat source”—which may be a 
combustion appliance burner, draft hood, or vent termination (including that of the kerosene heater). 

 Recommended clearances range from 3' (Monitor®) to 6' (Toyotomi®).  Check the specific installation 
manual. 

– National Standards:  NFPA 31 allows location of a kerosene storage tank adjacent to a home, but it must not be 
too close to a heat source, and the tank and fuel line must not sag or leak. 

– Local Code:  The local building department and fire marshal interpret the safety codes regarding clearances, 
support, warning signs, etc. 

 A home is not NIM simply because an outdoor kerosene tank is 
adjacent to a wall. 

 When in doubt, the local jurisdiction can tell you if tank location or 
condition may be unsafe (or may be a code violation). 

What to Do 

– Defer the home when there is a known code violation or obvious unsafe 
condition and correction is outside the program scope, such as:  

 The storage tank is too close to a heat source. 

 The storage tank or fuel line is leaking.  

 The storage tank is sagging, or any other aspect of the 
tank/installation is unsafe. 

 There is scorching of combustibles due to inadequate indoor 
clearance from the heater. 

– Weatherize the home.  Install: 

 All measures, when the heater and storage tank do not appear to be unsafe or in violation of local code. 

 Non‐infiltration measures, when storage tank against the wall is a violation of local code (home is NIM). 

FLUE
PIPE

EXAMPLE OF A DIRECT 
VENT KEROSENE HEATER

Graphic Credit: RHA, Inc.

CHECK TANK AND PIPE FOR 
UNSAFE CONDITIONS

Photo Credit: © 2015 InspectAPedia.com
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Photo Credit: CROBERTS.com 

7.3  UNSAFE GAS CONNECTORS 

Soldered Flexible Gas Connectors 

Background:  Until about 1986, uncoated brass flexible gas connectors were made with one 
or both threaded fittings soldered onto the flex tubing (“butt‐soldered” joints).  Solder may 
react with gas and become weakened—causing the soldered joint to break loose when the 
connector is disturbed, and creating a catastrophic gas 
leak and potential explosion of gas ranges or clothes 
dryers.   

 When checking for gas leaks in older homes:  

– Look for uncoated brass flexible gas 
connectors with either or both fittings 
soldered onto the flex tubing. 

– Use information and procedures on the next 
page to help with the identification and 
correction of soldered flexible gas connectors. 

– Resource: Consumer Product Safety Commission at http://www.cpsc.gov.   

 If identified: 

– It is leaking gas, list as a CAS Hazard in the CSD 700.  If natural gas, the utility shall be 
notified immediately.  Turn off the appliance line valve.  Do not attempt to tighten 
fittings.  Correction within 24 hours is required.   

– If not leaking gas, list the connector as a CAS Fail in the CSD 700 and replace with a 
new listed connector, if qualified and authorized to do so. 1 

– Do not bend or disturb the connector or fittings—and do not move the appliance.   

Copper Tubing Used as a Gas Connector 

Background:  Copper is no longer used; however, in some older installations, copper tubing 
was used to bring gas from the appliance line valve to the appliance.  Copper reacts with gas, 
causing deterioration of the metal and sometimes blockage of the line.  

 Replace the unsafe copper connector with a new listed connector, if qualified and 
authorized to do so (or have it done by a qualified technician). 

 When checking for gas leaks in older homes:  a copper connector is not a CAS Hazard, 
unless it is clogged or leaking. 

 If identified: 

– If it is not clogged or leaking, list it in the CSD 700 as a CAS Fail. 

– If it is clogged or leaking, it is a CAS Hazard.  Document the issue in the CSD 700 and 
mitigate within 18 hours. 

                                                            
1 Contact the gas supplier to determine if they have a replacement program for soldered or copper tubing gas 
connectors (some utilities replace unsafe connectors at no charge). 

  When replacing an unsafe gas connector, it is best practice to replace the gas 
valve at the same time, especially “spring”‐type gas valves. 
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7.3.1 IDENTIFYING SOLDERED CONNECTORS 

A flexible gas connector is considered unsafe and must be replaced with a new listed flexible gas connector 
when it is: kinked, corroded, shows signs of visible wear, was manufactured before 1973 (per date ring near 
fitting), or has any soldered connections. 

Protect your clients by correctly identifying and responding to soldered gas connectors: 

1. All soldered flexible gas connectors are made of uncoated brass, and must be replaced. 

2. Not all uncoated brass connectors are soldered, and if not soldered, replacement is not required. 

Learn to recognize connections that are soldered… 

 

 
At the right is a soldered connector with  
corrugations right up to the fitting  
(soldered joint location). 
 

Improper (soldered) flex connectors:  
(a) are always brass color, and  
(b) have corrugations right up to the fitting, or  
(c) have a short sleeve covering the corrugations behind  
the fitting. 

 

 

 

 

At the left is a soldered flex with a short sleeve covering 
the corrugations behind the fitting. 

 

 

 

Pictured to the right is an acceptable connector 
with a smooth neck entering the fitting (it may  
also be uncoated, plain brass).   
Note that it has a gray coating, which soldered  
flex connectors do not have. 
 
Proper flex connectors:  
(a) may be brass without a gray or yellow coating, or  
(b) may be silver (stainless steel instead of brass), and  
(c) have a smooth neck between the corrugations and  
the fitting. 

 
If in doubt about whether a flex connector is soldered, call your supervisor for advice and 

assistance! 
 

 

PROPER FLEX CONNECTOR WITH SMOOTH NECK AND GRAY COATING  

SMOOTH NECK BEHIND FITTING, 

AND NOT SOLDERED

CORRUGATIONS UP TO FITTING, 

SOLDERED JOINT AT FITTING 

SLEEVE BEHIND FITTING,  

SOLDERED TO FLEX LINE 

Graphic Credit for all photographs on this page: RHA, Inc.

IMPROPER BRASS FLEX CONNECTORS WITH SOLDERED‐ON FITTING AND NO COATING 
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7.4  NOX FURNACE RECALLS 

Background:  When performing CAS visual inspection of a 
horizontal furnace, it is important to determine whether it is 
one of the “NOx rod furnaces” subject to recall.  These furnaces 
have potential fire hazards associated with the burner design.  
“NOx rod furnaces” were sold in California from January 1983 
through December 1991. 

 When checking horizontal furnaces:  

– Look for gas‐fired horizontal units (like the pictures 
below) that are equipped with steel “NOx rods” installed above the burners.  These 
units must be checked by a qualified technician. 

Photo Credit: RHA, Inc. 

These gas‐fired horizontal furnaces have steel “NOx rods” installed above the burners.  
The picture on the right has more detail. 

 

 If identified: 

– Check the nameplate on each horizontal furnace to determine if it was 
manufactured before 1992.  If it was (or you can’t tell), check to see if the model 
number is one listed in Table 7.4.1. 

– Schedule the furnace for examination by a qualified technician when: 

o The furnace is on the recall list, or 

o The model number cannot be determined (e.g., missing or illegible), or 

o Visual inspection reveals NOx rods in the combustion chamber. 

– If the furnace is determined to be a “NOx Rod Furnace” subject to recall, then:  

o The furnace is a CAS Fail and must be replaced before infiltration reduction 
measures are installed.  If the appliance is on the recall list but replacement is 
not feasible, infiltration‐reduction measures shall not be installed. 

o When an identified recalled FAU is replaced by the manufacturer at no cost, the 
weatherization contractor shall be reimbursed only for costs actually incurred, 
generally limited to ancillary components and installation labor.  Costs for the 
unit itself shall not be billed to the weatherization program when the unit is 
replaced by the manufacturer. 

Photo Credit: RHA, Inc. 
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TABLE 7.4.1:  LIST OF NOX ROD FURNACES RECALLED MODELS 

COMPANY NAME  TRADE NAME “NOx Rod Furnace” MODEL NUMBERS

Addison Products Co.  Weatherking GHC

Amana Company  Amana  GSE50DN3X, GSE75DN3X, GSE100DN5X 

Arco Comfort Products  ACP, Arcoaire, Northrup GHB

Bard Manufacturing  Bard  ESG040D36B, ESG040D36BC,  
ESG050D36B, ESG050D36BC,  
ESG060D36B, ESG060D36BC,  
ESG060D48B, ESG060D48BC,  
ESG080D60B, ESG080D60BC,  
ESG100D60B, ESG100D60BC,  
ESG120D60B, ESG120D60BC,  
ESG140D60B, ESG140D60BC,  
ESG050D36D, ESG060D48D, ESG075D48D, 
ESG080D60D, ESG100D60D, ISG060D36AX, 
ISG080D48AX, ISG100D60AX, ISG120D60AX 

Carrier Corporation  Sunburst by Carrier 
Southern California 

HAC040N(D,E, or F)3RXC,  
HAC050N(D,E, or F)5RXC,  
HAC050ND3RXD, HAC060N(D,E, or F)4RXC, 
HAC075N(D,E, or F)4RXC,  
HAC080N(D, E, or F)5RXC,  
HAC100N(D, E, or F)5RXC 

Climate Control  Climate Control GHC

Coleman Company 
(Evcon Industries) 

Coleman  2505‐25090B/
2505‐2509C, BGH 

Consolidated Industries  Consolidated  HAC/HCC, HBA 

DMO Industries  Duomatic‐Olsen,  
Olsen, Airco 

HCC, HBA 

Goettl Air Conditioning, 
Inc. 

American Best, Goettl  HAC040N(D, E, or F)3RCX,  
HAC050N(D, E, or F)3RCX,  
HAC040N(D, E, or F)3RXD,  
HAC050N(D, E, or F)3RXD,  
HAC040N(D, E, or F)3RXC,  
HAC050N(D, E, or F)3RXC,  
HAC060N(D, E, or F)4RXC,  
HAC075N(D, E, or F)4RXC,  
HAC080N(D, E, or F)5RXC,  
HAC100N(D, E, or F)5RXC,  
HCC040N(D, E, or F)3RX, HCC050N(D, E, or F)3RX, 
HCC060N(D, E, or F)4RX, HCC075N(D, E, or F)4RX, 
HCC100N(D, E, or F)5RX, HBA040N(D, E, or F)3RX, 
HBA060N(D, E, or F)3RX, HBA080N(D, E, or F)4RX, 
HBA100N(D, E, or F)5RX, HBA120N(D, E, or F)5RX 
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COMPANY NAME  TRADE NAME  “NOx Rod Furnace” MODEL NUMBERS 

Goodman Manufacturing 
Company 

Franklin Electric, 
Goodman,  
GMC, 
Hamilton Electric, 
Janitrol, 
Johnstone, 
Liberty 

HBA040ND3(X, RX, XC or RXC),  
HBA060ND3(X, RX, XC or RXC),  
HBA080ND4(X, RX, XC or RXC),  
HBA100ND5(X, RX, XC or RXC),  
HBA120ND5(X, RX, XC or RXC),  
HCA040ND3(X, RX, XC or RXC),  
HCA060ND3(X, RX, XC or RXC),  
HCA080ND4(X, RX, XC or RXC),  
HCA100ND5(X, RX, XC or RXC),  
HCA120ND5(X, RX, XC or RXC),  
HCA140ND5(X, RX, XC or RXC),  
HCC040ND3(X, RX, XC or RXC),  
HCC050ND3(X, RX, XC or RXC),  
HCC060ND4(X, RX, XC or RXC),  
HCC075ND4(X, RX, XC or RXC),  
HCC080ND5(X, RX, XC or RXC),  
HCC100ND5(X, RX, XC or RXC) 

Heat Controller, Inc.  Comfort‐Aire GSH40‐T3N‐X, GSH50‐T3N‐X, GSH60‐T4N‐X, GSH75‐
T4N‐X, GSH80‐T5N‐X, GSH100‐T5N‐X 

ICG/Keeprite  Keeprite  HAC/HCC, HBA 

Johnson Supply  Air Star  SGH 

Magic Chef Air 
Conditioning 

Magic Chef  EG, ENG 

MLX Refrigeration and Air 
Conditioning 

Heatmaster  HAC/HCC, HBA 

Premier Furnace Company  Premier, Sunburst, Sun 
Glow, PFC, Carrier, Sunbelt

HAC/HCC, HBA

Sears  Kenmore  735 

Square D Company  Sundial  GH 

The Trane Company  Trane (XE60, XE70, XL80), 
American Standard 

THN050A936A, THN060A948A, THN075A948A, 
THN100A960A; also THS and THD 

Westbrook Distributing, 
Inc. 

Heatmaster  HAC/HCC

Any company  Any brand  HAC/HCC 

Additional information may be obtained online at the following websites: 

 FAQ website:  http://www.furnaceinspect.com/questions.shtml#1 

 CPSC recall list:  http://www.cpsc.gov/cpscpub/prerel/prhtml01/01189.html 

 Fire Marshal’s recall list:  http://www.furnaceinspect.com/includedmain.shtml 

If in doubt about whether a horizontal FAU is a NOx rod unit, call your supervisor for advice and assistance! 
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 Basic CAS Testing Procedure 

For each combustion appliance affecting the living space, the 
following tests are required: 

 Gas leak check. 

 Visual inspection of appliance and vent system. 

 CVA (combustion ventilation air) evaluation. 

 Living space ambient carbon monoxide (CO) reading 

 Appliance Ambient CO reading. 

 Flue gas CO reading. 

 Draft test of the appliance. 

 Combustion appliance zone (CAZ) test, when applicable. 

 

For each combustion appliance not affecting the living space, the following tests are required: 

 Gas leak check. 

 Visual inspection of appliance and vent system. 

In CSD’s weatherization program, the minimum CAS test procedure is made up of eight (8) steps, and 
is repeated for both pre‐ and post‐tests.  These 8 steps are repeated to test all types of combustion 
appliances. 

8.1  GAS LEAK CHECK 

The gas leak check is the first test done during the home assessment, and it is the first step in all 
CAS testing to ensure that the combustion appliances in the home are not leaking gas.  It is 
required that all combustion appliances be checked for leaks first, because if a leak is found, the 
CAS testing procedure must STOP immediately. Once the gas leak check is complete for all 
appliances, the additional steps (2‐8) are repeated at each appliance. 

8.2  VISUAL INSPECTION 

If no gas leaks are present (or identified leaks have been repaired), the CAS procedure continues 
with the 2nd step—the visual inspection, which includes identification of: 

 Appliance inaccessibility; 

 Unvented heating systems, including use of cooking appliances to warm the home; 

 Unsafe gas connectors; 

 Vent, draft hood, and vent system abnormalities; 

 Heat exchanger defects; and  

 Lack of appliance safety features (such as combustion chamber cover or shield) and 
improper alterations. 
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8.3    CVA (COMBUSTION VENTILATION AIR) EVALUATION 

This step determines if each appliance has enough fresh air to operate properly in the room or 
enclosure where it is located.  The assessor will evaluate CVA for each appliance and provide this 
information to crews on the CSD 700 or 702 Form when additional combustion and ventilation 
air is needed. 

8.4    LIVING SPACE AMBIENT CO READING 

Next, two ambient carbon monoxide (CO) readings are taken in the living space.  This test is used 
to determine if the home, with the normal operating state of the space heating appliance(s), has 
excessive CO present in the living space.   

8.5    APPLIANCE AMBIENT CO READING 

Immediately after the second Living Space Ambient CO reading is taken, the Appliance Ambient 
CO reading is taken for the space heating and water heating appliances(s), to ensure that the 
appliances are not sending CO into the living space. 

8.6    FLUE GAS CO TEST 

The flue gas CO test determines whether or not the amount of CO carried in the appliance vent 
is within acceptable limits. 

 
Note:  When a flue gas CO test is not feasible (i.e., test location is inaccessible) or is not 
possible because of the type of appliance, an Appliance Ambient CO test is substituted.  
Check Section 13 for a description of the required procedures. 

 

8.7    APPLIANCE DRAFT TEST AND SPILLAGE CHECK 

The appliance Draft Test and Spillage Check is a two‐stage process: 

 First, a Draft Test is conducted to determine whether negative pressure in the vent pipe is 
adequate for proper exhaust of combustion gasses up through the vent system. 

 Then, the appliance is checked at the draft hood for evidence of “spillage”—which is 
escape/outflow of combustion gases from the draft hood opening (because gasses are not 
exiting the vent pipe as they should).  

8.8    COMBUSTION APPLIANCE ZONE (CAZ) “WORST CASE” 
TESTS 

When an open combustion natural draft appliance is located inside a living space, a CAZ Test 
must be performed to determine whether exhaust devices or duct system imbalance are causing 
the combustion appliance zone to become overly depressurized.  This can cause appliances to 
draft poorly or “backdraft”, which is a dangerous condition. 

CAZ testing is used to find and correct room‐to‐room imbalances, and make sure that a home is 
not brought below the House Depressurization Limit (HDL).  CAZ testing is required for the 
following appliances and building types:  

 Conventional Homes:  A solid‐fuel combustion appliance drawing combustion air from 
indoors. 
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 Mobile Homes:  CAZ testing is required when combustion air is drawn from the living 
space by any of the following appliances: 

– an open combustion space heater, or 

– an open combustion water heater, or 

– a solid‐fuel stove or insert (wood or pellet). 

8.9  REPEAT STEPS 2 – 8   

Now that you’ve used steps 2 through 8 to test one combustion appliance, all additional 
combustion appliances must be tested in the same way, by repeating the same steps.   

9. REPEAT 
CYCLE AS 
NEEDED 
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8.10 CAS PROTOCOL FLOW CHART 

The flow chart on the next two pages takes you through the whole CAS testing procedure.  At 
each step, you will need to make a decision.  The decision will take you to either the next CAS 
step—or to the correction that must be made, before the testing can continue. 

Pre-CAS Test

1.  Perform 
Gas Leak Check 
for all combustion 

appliances

Fail/Pass?
STOP!

Fix Leak(s)

2.  Perform Visual 
Inspection of 
Appliance #1

Fail/Pass?
3.  Perform CVA 

Evaluation of 
Appliance #1

Fail/Pass?

Note Fail on 
CSD 700 form.

Fail Pass

Pass

Note Fail on 
CSD 700 form.

Fail

4.  Perform Living 
Space Ambient 

Reading for 
Appliance #1 

(when required)

Pass

Feasible to add 
CVA?

Obtain Client 
permission

House is NIM No Yes

CVA refusal?Yes

No

Fail

See Next Page
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5.  Perform 
Appliance Ambient  
CO Measurement 
for Appliance #1 
(when required)

Fail/Pass?
Note Fail on 

CSD 700 form.
Fail

6.  Perform 
Appliance Flue 

Gas CO 
measurement for 

Appliance #1 
(when feasible)

Pass

Correction

Fail/Pass?
Note Fail on 

CSD 700 form.
Fail

7.  Perform 
Draft & Spillage 

Tests for 
Appliance #1

Pass

Correction

Fail/Pass?
Note Fail on 

CSD 700 form.
Fail

8.  Determine if 
CAZ Procedure for 

Appliance #1 is 
required

Pass

Yes/No?
Note on CSD 

700 form.

9.  Repeat CAS 
Process for all 
other qualifying 

appliances.

Continue to next 
Assessment step.

Correction

Perform CAZ 
Test, when 

required
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Step 1 

 
GAS LEAK CHECK 

 
 
 
 

 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 Gas Leak Check 

Assessors and crews must perform gas leak checks on ALL natural gas and 
propane‐burning appliances, including gas log lighters, gas logs, and gas 
fireplaces/inserts. 

9.1  TEST METHODS 

Check for gas leaks shall be performed:  

 Prior to conducting CO and Draft Tests. 2 

 With combustion appliances and exhaust fans/devices turned off. 

 For all appliances affecting the living space, and when any part of a combustion appliance 
(appliance body or vent termination) is: 

– Less than 4' below or to the side of, or 1’ above, an operable door or window into 
the living space, or  

– Clearances do not meet manufacturer’s specifications, if different. 

 Appliances shall be checked for gas leaks at fittings on valves, flexible gas connectors, and 
pipes (including caps on pipes and valves). 

 One or more of the following methods shall be used to detect leaks.  Additional detail 
about these tests is provided in Table 9.2. 

– Method (a): Air sampling with electronic leak detection equipment. 

– Method (b): Bubble Test with application of leak detection liquid. 

– Method (c): Olfactory (“Sniff”).  This method is not an accepted “test”, but may 
provide some indication that a leak is present. 

9.2  GAS LEAK FOUND 

A gas leak (natural gas or propane) is a CAS Hazard that must be corrected immediately upon 
identification of the hazard.  Do not attempt to fix gas leaks, unless trained and specifically 
instructed by management to do so.  Use this tool to remember what to do immediately: 

STOP testing immediately. Postpone remaining CAS tests until 

after the leak is repaired.   

TALK to the client.  Warn him/her to not use the appliance or all 

other nearby combustion appliances (cook stove, clothes dryer, 
etc.) to avoid igniting leaking gas.   

ORGANIZE.  It may be necessary to help the client to contact the 

gas utility or propane dealer.  If the leak is strong, evacuate the 
home before contacting the utility. 

PHONE your supervisor to report the problem. Confirm with the 

                                                    client that the leak must be repaired immediately—within 18 hours. 

                                                            
2 Gas control valves can start leaking after the burner lights, so an additional leak check should be done then. 

Graphic Credit: RHA, Inc.
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If the odor of leaking gas is strong inside the house: 

 Avoid using light switches, telephone, or flashlight (3‐cell or larger), to prevent electric 
sparks that might ignite gas fumes. 

 Telephone from outside the house (e.g., on a cell phone or a neighbor's phone). 

 Wait outside for repair service, and do not turn off the gas at the meter (unless 
instructed to do so by the utility)—because: 

- Turning off the valve at the gas meter when the concentration is over 10% can 
allow dilution by air and return the mixture to a more dangerous state. 

 

Gas leaks must be repaired only by qualified technicians (see Section 3). 

 A strong gas leak shall be fully corrected by a qualified technician before: 

- Appliances are operated for further CAS tests, or 

- Any infiltration‐reduction measures are installed. 

Record any information about gas leaks and details about their repair in the CSD 700 series 
forms. 

 Note:  When there is presence of a “fuzz leak” (identified as a non‐existent or faint gas 
odor detected approximately 1‐foot above the location and very small bubbles), CAS 
testing may continue; however, the fuzz leak shall be noted in the CAS Form (CSD 700 
Form series), and the appliance shall be checked by a qualified technician before 
weatherization is complete.  

 

 

 

 

Graphic Credit: PG&E Energy Training Center
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TABLE 9.2: REQUIRED GAS LEAK CHECKS 

Test Type  Application  Test Procedures  Precautions 

Electronic Leak 
Detector 

Recommended method  
(easier for hard‐to‐reach locations, 
and doesn’t rely on sense of smell). 

 Requires the technician to move 
the tester no faster than 1" per 
second to obtain a proper reading. 

This is the best method when: 

 Appliance is difficult to move and/or 
may damage the floor, and/or 

 Flex connector is pre‐1973 or older‐
style with soldered fittings.  Check 
without moving the unit. 

 Check around fittings on valves, 
flexible gas connectors, and pipes 
(including caps on pipes and valves) 

 Do not use an Electronic Leak Detector after 
applying a commercial leak detection liquid, 
because vapors from the liquid may produce a 
false positive result.   

 Always use the electronic leak detector first, and 
then use bubbles to locate any leak detected 
electronically. 

Bubble Test  Application of the commercial leak 
detection liquid or spray (or 
solution made with liquid 
detergent/soap and water), used 
to pinpoint the location of a leak 
found by smell or electronically. 

Apply to fittings on valves, flexible gas 
connectors, and pipes (including caps 
on pipes and valves)—but avoid 
spraying into the internal parts of the 
appliance gas control valve. 

Not feasible when: 

 Valves and fittings cannot be safely accessed, 
such as when an appliance is built‐in. 

 Moving appliance is difficult and/or may damage 
the floor.  In that case, dab or spray liquid onto 
any valves/fittings that can be reached without 
moving the unit. 

Olfactory (“Sniff”) 
Test  

This is not a standard test; 
however, technicians may also use 
their nose to smell for the odor of 
gas in the following locations: 

 Within 2 feet above natural gas 
valves and fittings. 

 Within 3 inches below propane 
valves and fittings. 

If leak is detected by smell, technician 
must follow up with a Bubble Test to 
pinpoint location of the leak. 

This method is the least precise and is not 
feasible when a compromised sense of smell 
cannot properly detect odorant. 

 

Note:  Aldehydes have an acrid odor and irritate 
the nose and throat.  Aldehyde odor is a sign of 
improper burner operation and creation of CO—
and a warning to look for other defects and test 
for high CO. Graphics Credits: RHA, Inc. 
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Step Two 

 

VISUAL INSPECTION

 

 

 
 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 Visual Inspection 

Assessors shall utilize the visual inspection process to identify and document the 
following CAS conditions on the CSD 700 (or 702) form. 

 Appliance inaccessibility; 

 Unvented heating systems, including use of cooking appliances to warm the 
home; 

 Unsafe gas connectors; 

 Vent, draft hood, and vent system abnormalities; 

 Heat exchanger defects; and  

 Lack of appliance safety features  
(such as combustion chamber cover or shield) and improper alterations. 

What Do I Do When…? 

CSD Policies Related to CAS Visual Inspections 

When visual inspection identifies a repair issue (i.e., draft hood/vent pipe defects, 
nonconforming T&P, lack of enclosure, etc.) with an appliance that does not affect the living 
space  

 The appliance must be confirmed as belonging to the dwelling being served. 

 The repair issue must be identified and documented with photographs. 

 If “minor” correction is possible (such as CO, draft hood/vent pipe defect, non‐
conforming T&P, etc.), agency shall perform CAS test on the appliance and correct 
identified issues. 

 If “major” correction is required (i.e., heat exchanger replacement, relocation and/or 
construction of an appliance enclosure), full documentation is required, and a waiver 
must be sought in order to repair and relocate/enclose the appliance. 

When visual inspection identifies a replacement issue with an appliance that  
does not affect the living space (i.e., leaking water heater, sediment build‐up, etc.): 

 The appliance must be confirmed as belonging to the dwelling being served. 

 The replacement issue must be identified and documented with photographs. 

 The appliance shall be replaced and CAS tested as required by the CSD policy. 

 If the dwelling is tenant‐occupied, the owner shall be notified in writing of the non‐
conforming condition, using a certified letter. 

When CAS inspection identifies a non‐conforming issue with a nonconforming appliance that 
does affect the living space : 

 The appliance must be confirmed as belonging to the dwelling being served. 

 The repair issue must be identified and documented with photographs.  

 If “minor” correction is possible (correction of draft hood/vent pipe defect, CO issue, 
non‐conforming T&P, etc.), agency shall make correction and continue with 
weatherization. 

 CSD policies for repair or replacement in the measure‐specific policies shall be 
followed. 
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10.1 TABLE: VISUAL INSPECTION– ALL APPLIANCES—ALL DWELLINGS 

Assessors shall check for each of the following additional defect types in all combustion appliances.  Each of the  
conditions below is considered a CAS Fail, except where noted as a CAS Hazard.  Infiltration‐reduction measures  
shall not be installed until the Fail or Hazard is first repaired by the client or by the weatherization program. 

VISUAL INSPECTION—ALL DWELLINGS 

ALL COMBUSTION APPLIANCES  INSPECTION REQUIREMENTS 

Appliance Accessibility 
 
 

CAS testing is required for all combustion appliances that affect the living space.  When an appliance affecting 
the living space cannot be tested because it is inaccessible, the home shall be deferred (DOE) or NIM/no 
infiltration measures (LIHEAP).  Inaccessible appliances must be noted on the CSD 700.  Examples include: 

 Water heater in locked room/enclosure for which a key is not available or entry is not possible. 

 Attic‐mount combustion appliance in a multi‐family apartment unit that requires entry through an 
inaccessible unit. 

 Floor furnace in a crawl space with inadequate crawl clearance.   

 Floor furnace that has gas line still connected and has been turned off and covered over by plywood or 
attached floor covering (e.g., wall‐to‐wall carpet or vinyl).  Note:  Such an appliance should be 
“abandoned”, so installation of infiltration–reduction measures is allowed. 

 Floor or wall furnace that has been turned off and blocked by heavy furniture (e.g., a hutch or cabinet). 
 
Under LIHEAP, all other appliances affecting the living space in addition to the inaccessible appliance shall be 
tested and repaired or replaced as appropriate. 

Appliance Components Defective, Missing, or 
Improperly Modified 

The following appliance components shall be present in order for an appliance to meet minimum safety 
considerations: 

 Appliance door(s), including air handler compartment door. 

 Combustion chamber access door(s).  Note:  Gas water heaters shall have at least an access cover or roll‐
out shield. 

 Wall furnace front cover/grille (Cover/grille shall not be missing or damaged enough to make the unit 
unsafe to occupants). 

 On closed combustion appliances, and FVIR‐compliant water heaters, the combustion chamber access 
panel/cover must be properly secured in place and sealed. 

 

   

APPLIANCE 
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10.2 TABLE: VISUAL INSPECTION– FUEL LINES  

VISUAL INSPECTION—ALL DWELLINGS 

APPLIANCE FUEL LINES  INSPECTION REQUIREMENTS 

Appliance Line (Shutoff) Valves Not In Use 
 

Appliance line (shut‐off) valves that are not being used shall be capped with brass caps 
for flare fittings (not standard iron caps), or shall be removed and the pipe capped.  
 
The appliance line valve shall be temporarily capped, when a defective appliance was removed for 
repair/replacement, and the appliance will not be reinstalled and reconnected to the gas line before 
weatherization is complete. 

 

Butt‐Soldered Flexible Gas Connectors  Soldered flexible connectors shall be replaced as described in Section
7.3.1.    Any connector that is leaking is a CAS Hazard that requires 
immediate correction. 

 
 
 

Gas Connector Replacement:  An existing flexible gas connector is considered unsafe and must be replaced with a new, listed flexible gas 
connector when it is kinked, corroded, shows signs of visible wear, was manufactured before 1973, or has any 
soldered connections.  Copper tubing used to connect a gas appliance is also considered unsafe. 
 
Replacement of a defective flexible gas connector, or of a copper tubing connector, is a standard procedure that 
must be performed, whether or not the appliance is repaired or replaced.  If the local jurisdiction requires 
additional replacements (e.g., installation of hard pipe from the gas control valve to outside the housing of an 
FAU), agencies shall seek a program waiver. 
 
Also, it is the intent of CSD to always replace the flexible gas connector when a gas appliance (FAU, water heater, 
range, etc.) is replaced.  This policy is effective as of the date of this Field Guide. 
 
 

 

   

Photo Credit: CROBERTS.com

UNUSED SHUTOFF VALES MUST BE CAPPED
Graphic Credit: RHA, Inc. 

Fuel Line 

SMOOTH NECK BEHIND FITTING,
AND NOT SOLDERED 

THIS DESIGN WITHOUT COATING
(PLAIN BRASS) IS ACCEPTABLE 

Photo Credit: RHA, Inc. 
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10.3 TABLE: VISUAL INSPECTION– OPERATIONAL CONDITIONS—ALL DWELLINGS  

VISUAL INSPECTION—ALL DWELLINGS 

APPLIANCE OPERATIONAL CONDITIONS  INSPECTION REQUIREMENTS 

Existing Wall Furnace in a Bedroom   Repair or replacement of a wall furnace is not prohibited in a bedroom location. 

 For replacement of a unit in this location, a permit is required from the local jurisdiction and the 
replacement unit cannot have a manufacturer’s restriction prohibiting installation in a bedroom. 

Existing FAU or Open Combustion Water Heater 
Located within a Sleeping Area or Bathroom 
(Conventional Homes) 

When an existing open combustion water heater or FAU is present in a sleeping area (including an attached 
garage converted to living space) or bathroom, it is a CAS Fail and corrective action by a qualified tech is required.  

 To correct the fail, a program waiver request must be submitted to 1) build an enclosure with a 
weatherstripped, self‐closing door, and all CVA obtained from outdoors, or 2) replace the appliance with a 
direct vent, closed combustion unit.   

 If correction is not feasible, Section 5.1 of this appendix shall apply.

Existing Open Combustion Appliance Located in Any 
Room Other Than a Bedroom or Bathroom  
(Conventional Homes) 

When an existing open combustion appliance is present in any room other than a bedroom or bathroom and 
takes air from the living space, the home is not NIM as long as there is adequate CVA (at least 50 cu. ft. per 1,000 
BTU) in the combustion zone of that appliance.  

Existing Open Combustion 
Appliances Located within a 
Manufactured Housing  
(Mobile Home) 
 

Cooking appliances, ovens, or clothes dryers are the only open combustion appliances that are allowed to draw 
combustion air from a living space in manufactured housing (mobile homes). 

 A gas or solid fuel appliance that draws combustion air from a sleeping room or bathroom is a CAS Hazard.  
To correct the fail, a program waiver request must be submitted to 1) build an enclosure with a 
weatherstripped, self‐closing door, and all CVA obtained from outdoors, or 2) replace the appliance with a 
direct vent, closed combustion unit. 

 Any other combustion appliance (gas or solid fuel) drawing air from the living space is a CAS Hazard, except 
as allowed by the following provision.   

- Exception:  If a natural draft wall furnace is present (but not in a sleeping room), shell sealing is allowed as 
long as pressure in the CAZ if no more negative than –1 Pa.  (Note:  If sealing activities do cause the zone 
to become more negative, supply mechanical ventilation shall be installed). 

Existing Gas Log or Wood‐Burning Fireplace Located 
within a Bedroom (All Housing Types)  
 
 
 
 
 

When a gas log or wood‐burning fireplace is present in a bedroom:

 If there is a gas log in the fireplace, the damper must be blocked partially open with a damper clamp, or it is 
a CAS Hazard.  Client education shall be provided regarding the safety considerations. 

- Clients with a gas log or wood‐burning fireplace located in a bedroom shall receive special client 
education, warning them of the dangers of sleeping with these heat sources operating, and also 
highlighting the importance of not blocking the gap under the bedroom door to prevent drafts.   

- Client signature to document this education shall be obtained and kept in the client file. 

Operational 
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VISUAL INSPECTION—ALL DWELLINGS 

Existing Gas Log or Wood‐Burning Fireplace Located 
within a Bedroom (All Housing Types) 
(cont.) 

 If an existing woodstove or fireplace has sealed doors and takes all air from outdoors, or if a nonconforming 
woodstove can be replaced with a listed mobile home woodstove that draws all combustion air from 
outdoors, shell sealing is allowed.   

Appliance(s) Not Properly Vented 
 
 
 
 
 

Checks shall be made for lack of proper venting/exhaust, such as:

 Any combustion appliance not properly vented to the outdoors (except cooktops and unvented ranges). 

 Gas range present which has a space heater or incinerator that is not vented outdoors. 

 Gas clothes dryer located in the living space not exhausted outdoors. 

 Clothes dryer (gas or electric) moisture exhaust that terminates in an open combustion appliance 
enclosure/closet. 

Corrective action is required or Section 5.1 of this appendix shall apply. 

Burner Abnormalities   When the burner(s) ignite, inspections shall be made for: 

- Delayed ignition. 

- Excessive roll‐out. 

 Burner(s) shall be examined for flame abnormalities, including: 

- Soft lazy flame or smothering flame (flame recirculation); and 

- Large yellow flame (more than 50% yellow). 

 Note:  Service is not required if (a) yellow flame is normal per manufacturer’s specifications, and 
(b) it is not producing excessive CO or soot (e.g., carbon in the combustion chamber).   

 If dust has settled on the burner, dust should be removed and the burner re‐checked. 
Corrective action is required or Section 5.1 of this appendix shall apply. 

Carbon and Rust Deposits 
 
 

 Burner(s), heat exchanger, draft hood, and vent pipe shall be examined for carbon and/or rust.   

 The presence of carbon or rust may indicate that an appliance is malfunctioning and shall be checked by a 
qualified technician. 

Corrective action is required or Section 5.1 of this appendix shall apply. 

Damper Requirements for 
Fireplace with Gas Log  
 

 When a gas log is in a fireplace, the fireplace damper shall be blocked open with a permanently installed 
damper clip that is open a sufficient amount to prevent spillage of combustion products into the room.  For 
damper blocking, the CSD program does not distinguish between a fireplace/gas log that is a primary or 
secondary heat source. 

 Occupants shall be advised of the nonconforming condition and the importance of making sure the damper 
is at least partially open when the gas log is operating.  

 If a damper clamp is unfeasible, or refused by the client, Section 5.1 of this appendix shall apply. 

UNVENTED HEATERSGraphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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Graphic Credit: RHA, Inc.

VISUAL INSPECTION—ALL DWELLINGS 

APPLIANCE OPERATIONAL CONDITIONS (CONTINUED)  INSPECTION REQUIREMENTS 

Gas Water Heater  
Compartment Floor/Platform 
 

The compartment floor or appliance platform shall be checked for structural integrity and strength.

 It must be secure, stable, and level enough to properly and safely support the water heater. 

 The floor must be repaired or replaced (under the Limited Home Repair measure) when: 1) the appliance is 
leaning in an unsafe position, or 2) flooring is deteriorated to the extent that it is not safely supporting the 
tank. 

Corrective action is required or Section 5.1 of this appendix shall apply. 

Space Heating Heat Exchanger Defects 
 

 When accessible, the heat exchanger of each space heating appliance 
shall be inspected for cracks with a mirror and strong light. 

 The unit shall be further examined/serviced by a qualified technician 
if any of the following CAS Hazard conditions is present: 

- “Flame interference” occurs in an FAU when he air handler comes 
on, or 

- A visually‐detected crack or other evidence of a defective heat 
exchanger, or 

- Appliance Ambient CO exceeds the second Living Space Ambient 
CO by more than 2 PPM.  

 If a defect exists, the condition shall be corrected within 18 hours of 
identification.  

Corrective action is required or Section 5.1 of this appendix shall apply. 

Clothes Dryer Moisture Exhaust System Visual 
Inspection 
 
 
 
 
 
 
 
 
 
 

A gas clothes dryer located in the living space, or an attached garage used as living space, must be exhausted 
outdoors in conformance with the Limited Home Repair measure policies and WIS Section 30.  Corrective 
action(s) is/are required or Section 5.1 of this appendix shall apply if the following Fails are not correctable. 

 An existing moisture exhaust shall not: 

- Have leaks, obstructions, or improper termination (must terminate outdoors in a location where moist air 
will re‐enter the living space). 

- Terminate in an open combustion appliance enclosure/closet. 

- Pass through an FAU plenum (unless material is hard pipe and sealed). 

 An installed moisture exhaust shall not: 

- Terminate less than 3′ from an opening into the home,  

- Terminate less than 10′ from the intake of a forced air (fan‐driven) inlet. 

- Terminate in an open combustion appliance enclosure/closet. 

Example of a cracked heat exchanger 
Graphic Credit: WAPTAC.org 
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VISUAL INSPECTION—ALL DWELLINGS 

Clothes Dryer Moisture Exhaust System Visual 
Inspection (cont.) 

 
 
 
 

- Pass through an FAU plenum. 

- Terminate within the living space or have no moisture exhaust that extends to the outdoors,  

 When an existing dryer moisture exhaust cannot be extended outdoors, the following shall result: 

- Dryer located in the Living Space: 

 DOE Program, or when leveraged with DOE:  Dwelling shall be deferred.  

 LIHEAP:  Home is NIM and mechanical ventilation shall be assessed. 

- If a dryer is located in an unconditioned dwelling area (i.e., an enclosed porch, attached garage, etc.), not 
used as a living space, the moisture exhaust shall be ducted to the outdoors and the home is not NIM.  
(Note:  If the presence of lint creates a dangerous CAS or fire condition due to proximity to an open 
combustion appliance, it shall be handled as a CAS Hazard). 

 Mechanical ventilation shall be assessed when required by program. 

Improper Appliance Location 
 

 When a combustion appliance draft hood, or any appliance vent termination, is located within 4 feet of an 
openable door or window, the appliance shall be fully inspected for all CAS Fails, including: 

- Gas leak; 

- Draft hood abnormalities; 

- Vent deficiencies or termination defects; 

- Burner abnormalities; 

- Carbon and rust deposits;  

- Excessive CO; and  

- Inadequate draft or spillage. 

 If none of these operational issues is present, the home is not NIM. 

 If any CAS Hazard or CAS Fail condition is present corrective action is required or Section 5.1 of this appendix 
shall apply. 

 
 
 

Graphic Credit: RHA, Inc. 
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VISUAL INSPECTION—ALL DWELLINGS 

APPLIANCE OPERATIONAL CONDITIONS (CONTINUED)  INSPECTION REQUIREMENTS 

Improper Appliance Modification  Improper modifications to an appliance may include the following:

 CAS Hazard:  Incorrect burner orifice (e.g., propane gas used with natural gas orifice).  This hazard requires 
installation of the correct orifice and removal of excess carbon/soot to correct the condition. 

 CAS Fail:  Alteration of the gas control valve (correctable). 

 CAS Fail:  Jumper installed to override a thermostat/control (correctable). 
 
Corrective action is required as described above, or Section 5.1 of this appendix shall apply. 

Presence of a Whole House Fan   If a whole house fan vented into attic causes a natural draft water heater or FAU to fail the appliance CO or 
draft tests (see “Appliance CO Testing” section), the following steps shall be taken: 

- Calculate NFVA of the existing attic venting. 

- Determine outlet venting NFVA recommended by the whole house fan manufacturer. 

- Subtract existing attic venting NFVA from the recommended outlet venting NFVA to determine additional 
venting NFVA needed (if any) to meet or exceed manufacturer’s recommendation. 

- Install additional attic venting, as needed. 

 If attic insulation will not be installed, a waiver is required to install additional attic venting. 

 If needed additional NFVA cannot be installed, corrective action is required or Section 5.1 of this appendix 
shall apply. 

 

   

Graphic Credit: RHA, Inc. 
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10.4 TABLE: VISUAL INSPECTION– RETURN SYSTEM ANALYSIS  

VISUAL INSPECTION—CONVENTIONAL HOMES 

RETURN SYSTEM ANALYSIS  INSPECTION REQUIREMENTS 

Return System Leaks 
 
 
 
 
 
 
 
 
 

 The return system shall not have leaks that can cause any of the following problems: 

- Depressurize any open combustion enclosure; 

- Draw in combustion air or combustion byproducts from any open combustion appliance (e.g., from 
the furnace itself or the nearby combustion appliance); 

- Depressurize or draw air from a garage or other space where hazardous chemicals are stored or toxic 
fumes may be present (e.g., where a car may be idling). 

 If correction or addition of an isolation barrier is not feasible, corrective action is required or Section 5.1 
of this appendix shall apply. 

Return Grille Adjacent to  
Appliance Enclosure Door 

 The enclosure door shall be 
weatherstripped, if it does not 
seal tightly.   

- Exception: Not required 
when combustion air is 
taken from the living 
space. 

 Existing vents in the enclosure 
door do not NIM the home. 

 Unless prohibited by local 
code, it is acceptable to install 
new combustion air vents in 
the enclosure door, when there is no better CVA option.  

 

Prohibited Sources of Return Air   Return air shall not be taken from a closet, bathroom, or kitchen. 

 When return air comes from any of those locations, replace the non‐conforming return with a ducted 
central return that originates in an approved location. 

Corrective action is required or Section 5.1 of this appendix shall apply. 

 
 
   

Return System 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc.
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10.5 TABLE: VISUAL INSPECTION – MOBILE HOMES 

Assessors shall check for each of the following additional defect types in all MOBILE HOMES.  Each of the  
conditions below is considered a CAS Fail, unless noted as a CAS Hazard.  Infiltration‐reduction measures  
shall not be installed until the Fail or Hazard is repaired by the client or by the wx program. 

VISUAL INSPECTION – MOBILE HOMES 

MOBILE HOME NON‐CONFORMING CONDITIONS  INSPECTION REQUIREMENTS 

Gas Vent Terminals   Undercarriage Area:  Vent pipes shall not terminate underneath a mobile home. 

 Evaporative Cooler:  Water heater and furnace vent pipes located near an evaporative 
cooler shall terminate at least 3' from the cooler intake. 

 Exception for an Inoperable Cooler: 

- When an evaporative cooler is inoperable, or the property owner wants it abandoned, the vent 
terminal clearances do not apply, if the cooler is removed and the roof opening is sealed. 

 Exception for Furnace Vent Pipe Near Cooler:  Vent terminal clearance is not required under the following 
conditions: 

- All cooler discharge openings are equipped with a vent cover, and 

- The client is informed of the non‐conforming vent termination and advised to keep cover(s) in place 

during the heating season, and 

- Occupant notification of non‐conforming vent is documented in the CSD 700. 

 If clearance requirements are not met, or corrections cannot be made, Section 5.1 of this appendix shall 
apply.  

Gas Cooking Appliances— 
Kitchen Ventilation for  
Mobile Homes 
 
 
 
 
 
 
 
 
 

 

 A functional kitchen exhaust system and vent to outdoors must be present or feasible to 
install above or near gas cooking appliances, or Section 5.1 of this appendix shall apply.   

 Requirement can be met with: 

- an exhaust fan, or  

- a passive ventilation duct. 

 See CSD WIS Section 41 (Kitchen Exhaust) for additional installation details. 
 

Mobile Home 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc.
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VISUAL INSPECTION – MOBILE HOMES 

MOBILE HOME NON‐CONFORMING CONDITIONS  INSPECTION REQUIREMENTS 

Transfer Grille Is Required in Wall or Enclosure Door 
Separating FAU from the Living Space 
 

 A transfer grille with sufficient NFVA shall 
be present in the enclosure door/wall that 
separates the FAU return intake from the 
living space, as described in CSD WIS 
Section 6 (Duct System Repair and 
Sealing— “Mobile Home System 
Balancing”).   

 If the existing grille is too small, or none is 
present, corrective action is required or 
Section 5.1 of this appendix shall apply. 

 

Isolation of Return Air  When a gas water heater and FAU are in adjacent enclosures:  

 The water heater enclosure shall not be depressurized by an adjacent FAU enclosure 
that serves as the return plenum. 

 The “isolation barrier” (partition between the two enclosures) must be complete and intact, and must 
totally isolate the two appliances. 

 When the enclosure partition is not complete and intact, that is a CAS Hazard. 

 Corrective action is required or Section 5.1 of this appendix shall apply. 

- Any condition (e.g., a defective isolation barrier) that allows pollutants to be drawn into the FAU return 
shall be corrected, including for duct sealing. 

- Air leaks between the living space and the FAU and water heater enclosures shall be sealed via an 
intact, complete isolation barrier. 

- If complete isolation cannot be achieved (is unfeasible and beyond the scope of the program), Section 
5.1 of this appendix shall apply, and a CSD 542 Deferral Form” shall be completed 

   

EXAMPLE OF TRANSFER GRILLE REQUIRED TO PROVIDE 
ADEQUATE RETURN AIR PATH IN THE WALL OR DOOR 

SEPARATING THE FAU FROM THE LIVING SPACE
Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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10.6 TABLE: VISUAL INSPECTION ‐ VENT SYSTEMS 

Assessors shall check for each of the following additional defect conditions in all vent systems.  Each of the  
conditions below is considered a CAS Fail, unless noted as being a CAS Hazard.  Infiltration‐reduction measures  
shall not be installed until the Fail or Hazard is first repaired by the client or by the weatherization program. 

VISUAL INSPECTION OF VENT SYSTEMS—ALL DWELLINGS 

VENT SYSTEM AND DRAFT HOOD ABNORMALITIES  INSPECTION REQUIREMENTS 

All Appliances  
 
 

 Non‐conforming vent systems shall be corrected before infiltration‐reduction measures will be installed.  
Corrective action is required or Section 5.1 of this appendix shall apply. 

- Visual inspection includes checks for vent system defects in both fail categories.   

- Note:  A vent system Fail is a “non‐conforming” condition that does not cause CO to enter the home, and a 
Hazard is a condition that does cause CO to enter the home. 

 
CAS Hazards, which requires correction within 18 hours, include the following: 

 A vent system with a section missing, disconnected joint, hole, crush/obstruction, draft hood defect, or any other 
condition that adversely affects draft and causes combustion byproducts to enter the home. 

 A vent termination (most commonly that of a water heater) that is too close to an evaporative cooler intake. 
 
CAS Fails, which require correction within 20 business days, include the following non‐hazardous vent defects, when 
they do not cause CO to enter the home: 

 Misaligned draft hood, multiple draft hoods, or no draft hood, without spillage. 

 Vent pipe needing screws due to loose/unsafe joint, or a defective/missing vent cap. 

 Single‐wall pipe installed where double‐wall pipe is required (e.g., in an attic or outdoors). 

 Damper in fireplace with gas log not blocked partially open, when the gas log is the home’s primary heat source.  

 Inadequate clearance to combustibles causing visible evidence of a fire danger, including charring of wood, 
melting of foam insulation, etc. 

 Connection to a solid‐fuel appliance chimney. 

Clearance to Combustibles  Corrective action is required or Section 5.1 of this appendix shall apply.

 Newly installed single‐wall pipe shall have 6" clearance to combustibles (wood framing, dry wall, etc.). 

 Newly installed double‐wall pipe clearance is as specified by the manufacturer, usually at least 1". 

 When clearance is less in existing vents, agencies or their subcontractors shall deem this an Advisory Condition.  

 Code‐specified clearances are required for newly‐installed vent system components. 
 

   

VENT SYSTEM 

Photo Credit: RHA, Inc. 
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VISUAL INSPECTION OF VENT SYSTEMS—ALL DWELLINGS 

VENT SYSTEM AND DRAFT HOOD ABNORMALITIES 

(CONT.) 
INSPECTION REQUIREMENTS 

Vent System  
Materials and Repairs 

 Single‐wall pipe is called a “vent connector”.  It is used to connect a vented appliance to a double‐wall pipe, 
known as “Type B” vent pipe. 

 A single‐wall pipe vent connector is allowed only up to the ceiling or over to a wall, where it connects to a Type B 
vent pipe.  The connection at a ceiling is usually in a “support box”, and at a wall in a “thimble”. 

 Double‐wall pipe must extend: 

- Beyond the ceiling and through the attic to outdoors, and  

- Beyond a wall and up to a vent termination above the roof. 

 All‐single wall vent pipe joints and connections shall be secured with 3 sheet metal screws (spaced as evenly as 
possible) where 1) existing connections are loose and unsafe, or 2) new components are installed. 

 Type B‐vent pipe connections/joints shall not be drilled or have screws installed, unless allowed by the pipe 
manufacturer. 

 New vent system installations shall conform to local code. 

 Vent pipe material used/located incorrectly is an Advisory Condition, unless the vent pipe requires correction for 
a CAS Fail condition.  Corrective action for the CAS Fail is required or Section 5.1 of this appendix shall apply.

Draft Hood 
Defects 
 
 
 
 
 
 
 
 
 
 
 

All natural draft appliances have a draft hood.  One purpose is to introduce “dilution air” into the vent system to help 
create and maintain proper drafting.  Commonly‐found draft hood defects include the following: 

 Misaligned (usually on a water heater). 

- The draft hood “feet” are not where they belong, and the draft hood is not centered over the flue. 

- This can usually be corrected by moving the draft hood into its correct position, and securing one or more feet 
with a sheet metal screw. 

- If the vent pipe does not line up with the draft hood, it may be necessary to install an offset (adjustable elbow) 
in the vent pipe (or on top of the draft hood).  

 Missing or doubled (stacked) draft hoods. 

- The draft hood being missing is usually because a new tank was installed that is taller than the old one.  Rather 
than shortening the vent pipe, the draft hood was eliminated. 

- The draft hood being doubled is usually because a new tank was installed that is shorter than the old one.  
Rather than lengthening the vent pipe, the new draft hood was installed on top of the old one. 

 These conditions are all CAS Fails.  If spillage is occurring, that is a CAS Hazard.  Corrective action is required or 
Section 5.1 of this appendix shall apply. 

 
Photo Credit: Long Beach CAP 

SINGLE-WALL 
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DOUBLE-WALL 
(TYPE B) PIPE 

Graphic and Photo Credit: RHA, Inc. 
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VISUAL INSPECTION OF VENT SYSTEMS—ALL DWELLINGS 

PROPER (CORRECT) VENT TERMINATIONS   

Vent Terminations— 
Existing and Newly‐Installed 

 See an overview of program criteria, based on CMC requirements, in Table 10.6.1.  Note that requirements differ 
by appliance type, location of the vent pipe, and type of home (conventional or mobile).

Correct Positioning— EXISTING Standard Vent 
Pipe 

Existing Vents that Penetrate a Roof: 

 The existing vent pipe may terminate less than 1 foot above 
the roof, as long as it extends through the roof and the 
appliance passes draft test and spillage check. 

 It is a CAS Fail if the appliance does not pass draft test and 
spillage check (regardless of vent terminal location). 

 
Existing Vents Near a Wall  

 A vent pipe located at least 4 feet way from a wall is not 
required to terminate above the wall. 

 A vent pipe located less than 4 feet away from a wall must 
terminate above the roof.  If it does not, that is a CAS Fail. 

 It is also a CAS Fail when any vent pipe terminates less than: 

- 4‐feet below or to the side of, or 1‐foot above, an 
operable door or window.  

Corrective actions are required or Section 5.1 of this appendix shall apply.

Gas Vent Terminals— 
Below a Door or Window 
(Clearances in Feet) 

 
Corrective action if clearance is not met when required or  
Section 5.1 of this appendix shall apply. 
 
 
 
 
 
 
 
 
 
 
 
 

4'

PIPE 
TERMINATES 
ABOVE THE 
ROOF, IN A 
VENT CAP 

Graphic Credit: RHA, Inc.

Graphic Credit: RHA, Inc.
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VISUAL INSPECTION OF VENT SYSTEMS—ALL DWELLINGS 

Gas Vent Terminals— 
Direct Vent Appliances 
(Clearances in Inches) 

Corrective action if clearance is not met when required or 
Section 5.1 of this appendix shall apply. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Gas Vent Terminals— 
Outdoor Water Heaters 

Corrective action if clearance is not met when required or Section 5.1 of this appendix shall apply.

 
 
 
 
 
 
 
 
 
 
 
 
 
 

Graphic Credit: RHA, Inc. 
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Graphic Credit: RHA, Inc. 
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VISUAL INSPECTION OF VENT SYSTEMS—ALL DWELLINGS 

Clearances for— 
Gas Tankless Water Heaters 

Corrective action if clearance is not met when required or Section 5.1 of this appendix shall apply.

 
 
 
 
 
 
 
 
 
 
 
 

Gas Vent Terminals— 
Near A Cooler or Mechanical Vent Inlet 

Water Heater Vent Terminals—CONVENTIONAL HOMES 

 Vent terminal located within 10' of a forced air (fan‐driven) or mechanical vent inlet shall terminate at least 
3'above it—unless the cooler is removed and roof opening is sealed. 

 Corrective action if clearance is not met when required or Section 5.1 of this appendix shall apply. 

Furnace Vent Terminals 

 Applies to all open and closed combustion appliances, except  
direct vent wall furnaces. 

 A furnace vent terminal located within 10' of an inlet shall terminate at least 3' above the inlet. 

 Corrective action if clearance is not met when required or Section 5.1 of this appendix shall apply. 

 Exceptions:  Clearances not required when: 

- all cooler discharge openings are equipped with a vent cover, or 

- the cooler shares the duct system with the FAU, and there is present a functional damper that isolates the 
cooler from the duct system during the heating season, or 

- the cooler is removed and the roof opening is sealed (e.g., when cooler is inoperable). 

 When the exception applies, occupants shall be informed of it and advised that, during the heating season, they 
should do whichever of the following applies: 

- Keep the vent cover(s) in place, or 

- Keep the damper completely closed to isolate the cooler. 

 Non‐conforming vent termination shall be documented in the CSD 700 and occupant shall be notified. 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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10.6.1 TABLE: VISUAL INSPECTION–PRE‐EXISTING VENT PIPE—EVALUATION AND CORRECTION REQUIREMENTS† 

*REMINDER:  Corrective action is required if clearance is not met when required, or Section 5.1 of this appendix shall apply. 

Appliance 
Type 

Vent Location  Applies to  CAS FAIL Condition*  Termination Requirement  Additional Requirements 

Natural 
Draft 

Vertical pipe 
terminates at least 4' 
from a wall/ 
obstruction^. 

Vent pipes that pass through 
the roof. 

CAS Fail*, if vent pipe terminates less than 
1 foot above the roof and the appliance 
fails draft and spillage checks. 

 Not required to extend a full foot above the 
roof.  IF the appliance passes draft and 
spillage checks. 

 Vent cap required*. 

Vertical pipe 
terminates <4' from a 
wall. 

Vent pipes that pass through 
a wall or terminates <4' 
from a wall. 

CAS Fail*, if vent pipe terminates below 
roof. 

 Shall extend vertically and terminate above 
the roof. 

 Note:  Vent terminals <4' from an openable 
door, window, or gravity air inlet into the 
building must extend above roof. 

 Vent cap required*. 

Vertical pipe 
terminates <4' from a 
wall/obstruction^ 
(e.g., 2nd story wall). 

Vent pipes that pass through 
a roof (e.g., garage roof) 
near a wall. 

CAS Fail*, if vent pipe terminates less than 
2‐feet above the roof and the appliance 
fails draft and spillage checks. 

 Vent pipe is not required to extend 2' above 
the roof, IF the appliance passes draft and 
spillage checks. 

 Vent cap must be present and located 
higher than the adjacent roof*. 

Horizontal pipe in 
sidewall. 

Vent pipe passes through a 
wall.  

CAS Fail*, if outdoor pipe is single‐wall or 
vent pipe terminates below roof. 

 Double‐wall pipe or thimble shall extend 
through the wall and terminate in vent cap. 

 Outside the wall, double‐wall pipe must turn 

90 and extend above the roof. 

 If single‐wall is corrected*, it must be 
replaced with double‐wall pipe that 
extends upward to 2' higher than any 
portion of the building within 10'. 

Other 
Combustion 
Types 
 

Terminates <4' from 
a wall 

 Package units (integral 
vent). 

 Induce draft. 
 Power vent. 
 Outdoor tankless water 

heater (no vent pipe). 

CAS Fail*, if termination is nonconforming 
and not corrected. 

Gas vents shall terminate no closer to a door, 
window, or gravity air inlet into the building, 
than the following minimum distances: 

 4' below, or 4' horizontally from, or 

 1' above. 

 Vent cap required on induced draft and 
power vent units*. 

 Note:  Package FAU and outdoor 
tankless units—correction requires 
moving the appliance or eliminating 
the opening/inlet into the building. 

Vent Pipe (horizontal) 
extending through 
sidewall. 
 

 Power vent. 
 90+ closed combustion 

(condensing furnace). 

CAS Fail*, if termination is nonconforming 
and not corrected. 

 If so designed, may terminate directly 
outside the wall (upward extension not 
required). 

 Must have 4'/4'/1' clearances from door, 
window, or gravity inlet (see criteria above). 

 Vent must terminate in accordance 
with manufacturer’s instructions. 

 May be directed downward and have 
no vent cap. 

 Direct vent wall furnace.  CAS Fail*, if terminal requirement is not 
met and not corrected. 

Direct vent wall furnace terminal shall be at 
least the following minimum distances for any 
air opening into the building: 

 6 for inputs up to 10 kBtu. 
 9 for inputs up to >10 kBtu up to 50 kBtu. 
 12 for inputs over 50 kBtu.

 Listed vent terminal must be in place*. 

 Note:  Clearance exceptions for direct 
vent wall furnace terminals near an 
evaporative cooler are illustrated in 
Table 10.6. 



COMBUSTION APPLIANCE SAFETY PROTOCOL 

Combustion Appliance Safety Protocol     Field Guide, Appendix A 
Effective 10/1/17    Page 59 of 141 

Appliance 
Type 

Vent Location  Applies to  CAS FAIL Condition*  Termination Requirement  Additional Requirements 

Outdoor 
Storage 
Water 
Heater Vent 

Vent pipe terminates 
below the roof, in a 
location that affects 
the living space. 

 Storage water heater 
located adjacent to a 
dwelling wall (e.g., in a 
small enclosure near or 
against a side/end wall). 

 Outdoor vent is single‐wall pipe*. 

 Vent is less than 1' above roof or 
within 4’ of an operable door or 
window*. 

 Vent cap is missing*. 

Must terminate at least 1' above the roof and 
be: 

 Secured to the fascia or penetrate the roof 
and flashing. 

 In conformance with local code. 

 If offsets are used, offsets shall not exceed 
45°, except one 60° offset is allowed. 

 Vent cap required*. 
 Type‐B vent pipe (double‐wall) is 

required*. 

 If offsets are used, offsets shall not 
exceed 45°, except one 60° offset is 
allowed. 

Outdoor 
Tankless 
Water 
Heaters 
 

Vent pipe terminates 
below the roof, in a 
location that affects 
the living space. 

 All outdoor tankless water 
heaters with vent pipe. 

 Outdoor vent is single‐wall*. 

 Vent terminal less than 1' above roof 
or within 4' or an operable door or 
window*. 

 Vent cap is missing*. 

 More than 4' below or to the side of, or 1' 
above, operable door or window, or  

 Manufacturer’s specifications, if different. 

 Vent cap required*. 

 When correction to the existing vent is 
required, the vent type shall be in 
accordance with the manufacturer’s 
requirements. 

Outlet at top of 
outdoor tankless 
water heater. 

 All outdoor tankless water 
heaters with NO vent 
pipe. 

 Unit is within 4' of an operable door or 
window*. 

 Unit is within 10' of, and less than 3' 
above, a forced air (fan‐driven) intake*. 

 Unit is at least 10' away from, or at least 3' 
above, a forced air (fan‐driven) intake. 

 More than 4' below or to the side of, or 1' 
above, operable door or window, or  

 Manufacturer’s specifications, if different. 

 N/A (Correction requires moving the 
appliance.) 

Indoor 
Tankless 
Water 
Heaters 

Vent pipe terminates 
below the roof in a 
location that affects 
the living space. 

 Indoor tankless water 
heater with a vertical 
vent. 

 Outdoor vent is single‐wall pipe*. 

 Vent terminal less than 1' above roof 
or within 4' or an operable door or 
window*. 

 Vent cap is missing*. 

 Vent must extend through roof and 
terminate in a listed vent cap or roof 
assembly. 

 When vent is located less than 4' from a wall, 
must terminate in a vent cap located higher 
than the adjacent roof. 

 Vent cap required*. 

 When correction to the existing vent is 
required, the vent type shall be in 
accordance with the manufacturer’s 
specifications. 

 Indoor tankless water 
heater with a horizontal 
vent. 

 Outdoor vent is single‐wall pipe. 

 Vent terminal < 1' above roof or within 
4' of operable door/window*. 

 Natural draft vent does not slope 
upward at least 1/4" per foot of 
horizontal run*. 

 Vent cap is missing*. 

 More than 4' below or to the side of, or 1' 
above, operable door or window into the 
living space, or  

 Manufacturer’s specifications, if different. 

 Vent cap required*. 

 When correction to the existing vent is 
required, the vent type shall be in 
accordance with the manufacturer’s 
requirements. 

Gas Vent 
Terminals 
Near a 
Forced Air 
(Fan‐Driven) 
Inlet 
 

 Too close to an 
evaporative cooler 
or mechanical vent 
inlet. 

 Water heater vent 
terminals. 

Home is NIM* except when: 

 Inoperable cooler is removed and roof 
opening is sealed. 

 A water heater vent pipe located within 10' 
of a forced air (fan‐driven) air inlet shall 
terminate at least 3' above it.  For Mobile 
Homes, see table in Section 10.5. 

 N/A 

 Near a forced air 
inlet (mechanical 
vent). 

 Space heater vent 
terminals. 

 Applies to all open and 
closed combustion 
appliances, except direct 
vent wall furnaces. (See 

Home is NIM* except when:  

 All cooler discharge openings are 
equipped with a vent cover, or 

 Cooler shares duct system with the 
FAU, and there is a functional damper 
that isolates the cooler from the duct 

 A space heater vent pipe located within 10' 
of a forced air (fan‐driven) inlet shall 
terminate at least 3' above it.   For Mobile 
Homes, see table in Section 10.5. 

When a space heater vent termination 
does not meet 10'/3' clearances, inform 
client of non‐conforming condition and 
advise that, during the heating season, 
they should (as applicable): 

 Keep the vent cover(s) in place, or 
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Appliance 
Type 

Vent Location  Applies to  CAS FAIL Condition*  Termination Requirement  Additional Requirements 

“Direct Vent” section.  system during the heating season, or 

 Inoperable forced air unit is removed 
and the roof opening is sealed. 

 Keep the damper completely closed to 
isolate the cooler. 

 Document client notice in CSD 700. 

† When correction includes installation of new vent pipe, the pipe type, vent cap, and terminal location must comply with local code.  A permit must be obtained, when required by the local jurisdiction. 

^ An “obstruction” is any surface angled more than 45 degrees above horizontal (e.g., wall, dormer, etc.). 
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10.6.2 TABLE: VISUAL INSPECTION–VENT CLEARANCES (NEW VENTS) 

 
 
 
 
 
 
 
 
 
 

NEWLY‐INSTALLED VENT PIPES FOR NATURAL DRAFT APPLIANCES—INSTALLATION REQUIREMENTS† 

Type of Vent  Vent Location  Applies To  Installation Requirement  Additional Requirement 

Natural Draft 
Vent 

 As required by code and the 
local jurisdiction. 

 For slopes up to 6/12.  Must extend at least 1' above roof. 

 Must be installed in conformance 
with manufacturer’s instructions and 
local code. 

 For slopes greater than 
6/12. 

 Extension above the roof must comply with CMC Chapter 8, 
part of which is illustrated in the table below. 

 Height above roof is measured from the roof on the high 
side to the bottom of the exhaust opening (see below). 

† When correction includes installation of new vent pipe, the pipe type, vent cap, and terminal location must comply with local code.  A permit must be obtained, when 
required by the local jurisdiction. 

VENT HEIGHT FOR SOME ROOF SLOPES 

ROOF SLOPE  (“X” IN 12)  MIN. HT. ABOVE ROOF  (DISTANCE “Y”)  ROOF SLOPE  (“X” IN 12)  MIN. HT. ABOVE ROOF  (DISTANCE “Y”) 

Flat to 6/12  1'‐0"  (12")  9/12 to 10/12  2'‐6"  (30") 

6/12 to 7/12  1'‐3"  (15")  10/12 to 11/12  3'‐3"  (39") 

7/12 to 8/12  1'‐6"  (18")  11/12 to 12/12  4'‐0"  (48") 

8/12 to 9/12  2'‐0"  (24")  12/12 to 14/12  5'‐0"  (60") 
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Step 3 

 

CVA EVALUATION 

 

 

 

 
REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 CVA Requirements 

Assessors and field crews must evaluate existing combustion 
and ventilation air (CVA) to ensure safe operation of open 
combustion appliances.  CVA shall: 

 Comply with CSD guidelines (unless superseded by 
manufacturer’s instructions or local code). 

 Be corrected, if non‐conforming or inadequate. 

There are five (5) steps to evaluate an appliance for CVA: 

1. Identify all open combustion appliances at a dwelling. 

2. Verify CVA source for each appliance.  Does the air 
come from indoors, outdoors, or a combination? 

3. Determine the minimum CVA required for each existing 
appliance. 

4. Measure and calculate how much CVA is pre‐existing. 

5. Determine when additional CVA is needed; and if so, how much? 

11.1  WHAT IS THE PURPOPSE OF CVA? 

CVA is needed in the appliance burner and combustion chamber (“combustion air”) for a proper 
flame, and in the vent pipe (“dilution air”) for proper drafting of combustion gasses.  

 When there are both “upper” and “lower” CVA vents, combustion air enters the appliance 
enclosure primarily through the lower vent.  Ventilation air vents heat and combustion 
gases out of the enclosure through the upper CVA vent. 

 When there is “upper‐only” CVA venting, that vent provides both combustion and 
ventilation air. 

 The higher the Btuh Input rating is for an appliance, the greater the amount of CVA that is 
needed.  

11.2  CVA CLIENT EDUCATION 

In addition to understanding how to evaluate CVA and 
determine what corrections must be made, weatherization 
workers must also be able to explain CVA corrections to 
clients.  

 Explain that gas appliances need “combustion air” to 
operate properly (to “breathe”)—and that their 
appliance(s) do not presently have enough.  

 Describe what must be done to correct the deficiency, such as:   

– For outside air, install larger vents to outdoors, or 

– For indoor room volume, install vents into an adjacent room (or install a louvered 
door, or permanently remove the solid door).   

– If the client resists taking feasible corrective action—or if correction is not possible—
explain that infiltration‐reduction measures shall not be installed. 

Photo Credit: RHA, Inc. 

Photo Credit: WAPTAC.org 
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– Always get agreement from the occupants, and written permission from the owner 
(or rental agent), before installing CVA vents or changing/removing a door. 

 
Note:  Because of the potential danger to occupants from CO poisoning, air sealing 
measures shall not be installed when CVA is not sufficient.  Corrective action is required, 
or Section 5.1 of this appendix shall apply. 

 

11.3  IDENTIFY APPLIANCE TYPE  

CVA requirements apply to open combustion appliances that draw combustion air from the 
room/enclosure/space in which they are located.  For each appliance in the living space listed 
below, you must perform a CVA evaluation: 

 Open combustion furnace/heater 

 Open combustion water heater 

 Cooking appliances (for homes constructed from 2008 to the present time).  

Open combustion appliances include “Natural Draft” (with a draft hood) or “Induced Draft” (with 
an inducer fan instead of a draft hood). 
 

Figure 11.3.1   Natural Draft Furnace    Figure 11.3.2   Induced Draft Furnace 

11.4  SOURCES OF COMBUSTION AIR 

The following are combustion air sources: 

 Indoors—combustion air is based on room volume where the appliance is located. 

 Outdoors—combustion ventilation air is supplied through CVA vents/grilles and ducts, 
which are sized to have the correct amount of “net free venting area” (NFVA).  Where 
applicable and an appliance is replaced, combustion air shall be provided from the 
outdoors and installed in accordance with the 2012 IRC, manufacturer specifications, and 
additional applicable codes for the type of appliance installed. 

  Both indoors and outdoors.  This is a very undesirable condition when the appliance is in 
the living space, because a vent/duct to outdoors is actually a large shell leak.  When 
possible within the scope of the program, CVA must be corrected to make all combustion 
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Graphic Credit: RHA, Inc. 

air come from indoors or all from outdoors, for appliances located within the thermal 
envelope. 

11.5  VISUAL EXAMINATION OF ALL EXISTING CVA VENTS 

During the initial CVA evaluation, make sure to check and clear vents (or ducts) of obstructions 
like insulation, lint, animal hair, etc.   

 Any obstructions must be removed during the home’s assessment to ensure that 
combustion appliances are 
functioning properly during 
the CAS tests. 

 Existing CVA vents to outdoors 
must also be evaluated to 
determine if they meet the 
requirements listed in Section 
11.7 or require correction.  

 Note:  FVIR water heaters are 
very sensitive to obstruction to 
combustion air inlet vents. 
Check and clean inlets during 
the CVA evaluation.  Occupants must be educated by the Assessor about how to clean the 
intakes and why it is important to clean them regularly.  

11.6  MINIMUM INDOOR CVA 

11.6.1 HOW MUCH CVA IS REQUIRED? 

Each room, enclosure, or space containing one or more open combustion appliance must 
provide a minimum room volume of 50 cu. ft. per 1,000 Btuh total input.  The space where 
the appliance is located is called the “combustion appliance zone” or just “zone”. 

 When a zone has at least the 
minimum room volume, 
combustion air is adequate, and 
nothing needs to be done. 

 When room volume of a zone is  
less than 50 cu. ft. per 1,000 Btuh total input, there is insufficient CVA volume  

 If a client refuses to allow CVA to be corrected or added, Section 5.1 of this appendix 
shall apply. 

To calculate indoor CVA, use the Sections 11.6.2 through 11.6.6 below. 

11.6.2 CALCULATE INDOOR ROOM VOLUME 

Indoor CVA is based on cubic feet of volume of the indoor room (zone) containing one or 
more appliances. To calculate room volume, multiply floor area times ceiling height.   

 A 10'x 10' room with 8‐foot ceiling has a volume of 800 cu. ft. (10 x 10 x 8 = 800). 

If the CVA is insufficient, more room volume must be added—by venting into adjacent 
room(s).     

MINIMUM CVA  INSUFFICIENT CVA  

At least 50 cu. ft. 
of room volume 

per 1,000 Btuh input 

Less than 50 cu. ft. of 
room volume 

per 1,000 Btuh input  
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HEAT FROM A BURNER IS
MEASURED IN “Btuh” (BRITISH

THERMAL UNITS PER HOUR) 

Graphic Credit: RHA, Inc.

11.6.3 CALCULATE INDOOR CVA 

The minimum CVA requirement is based on the total Btu per 
Hour Input or “Btuh” of the appliance(s) inside an enclosure, 
room, or space.  The Btuh Input can be read on the 
manufacturer’s nameplate.   

 To calculate the existing indoor CVA, divide the Btuh input 
by 1,000. (Example: an 80,000 Btuh furnace ÷ 1,000 =  
80 KBtuh); then multiply the KBtuh by 50 to determine the 
minimum amount of room volume that is required for the 
appliance(s).  

Using the equation below, 80 (kBtuh) X 50 = 4,000 cu. ft. 

TABLE 11.6.3.1—CVA FROM INDOORS 

Application  CVA Requirement

All air from indoors,  
based on room volume  Minimum Room Volume = KBtuh x 50 

 

 
There is a method called the “Known Air Infiltration Rate Method”, which may be used 
when shell leakage is high.  This method may reduce acceptable room volume to as little 
as 35 cu. ft. per 1,000 Btuh.  Shell leakage CFM50 is used in the calculation, so a blower 
door test is required.  More information is provided in Section 11.6.4. 

 

When the nameplate is missing or illegible for an appliance, use the default Btuh values 
provided below.  This table also appears in Section 17. 

TABLE 11.6.3.2—DEFAULT BTUH VALUES 

Appliance Type  Default Btuh Input Rating 

Forced Air Furnace   25,000 Btuh per burner 

Wall Furnace 
 Single Sided:  35,000 Btuh 
 Double Sided with two burners:  60,000 Btuh 

Floor Furnace 
 Standard:  30,000 Btuh (usually 22" wide)   
 Large:  60,000 Btuh (usually wider than a single floor‐

joist bay) 

Free‐Standing (Room) 
Heater 

 Small (up to 25" wide):  25,000 Btuh 

 Standard (26" to 32" wide):  50,000 Btuh  
 Large (34" or wider): 60,000Btuh 

Gas Fireplace Unit   40,000 Btuh 

Water Heater   1,000 Btuh per gallon 
Cooktop Burners and 

Griddle   10,000 Btuh per burner 

Oven   20,000 Btuh per burner 
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11.6.4 “KNOWN AIR INFILTRATION RATE” OPTIONS FOR INDOOR CVA VOLUME 

When indoor CVA room volume is less than 50 cu. ft. per 1,000 Btuh, and installing CVA 
vents into adjacent spaces is not an option, it may be possible that a smaller room volume is 
acceptable.   

 You must perform a blower door test, and then convert CFM50 shell leakage to “air 
changes per hour” (ACH), which is at natural pressure. 

 The following table takes you step‐by‐step through the process. 

TABLE 11.6.4:  KNOWN AIR INFILTRATION RATE METHOD TO REDUCE CVA ROOM VOLUME 

STEP #1:  Calculate Actual ACH 

Convert CFM50 to ACH at natural pressure. 

1. Calculate “Interior Volume” of the dwelling. 

a. Use interior dimensions, or measure outdoor dimensions and subtract for wall thickness. 

b. Interior Volume (cu. ft.) = (floor area in sq. ft.) x (ceiling height in feet). 

2. Use a Blower Door to measure CFM50 shell leakage, and calculate ACH to two decimal points.  Use only 
one of the following equations: 

Equation 1 
for a 1‐Story Dwelling: 

ACH = 
(CFM50) x 2.61 

=
(CFM50) x (1‐story factor) 

cu. ft.  Interior Volume 
 

Equation 2 
for a 2‐Story Dwelling: 

ACH = 
(CFM50) x 3.26 

=
(CFM50) x (2‐story factor) 

cu. ft.  Interior Volume 
 

Equation 3 
for 3 Stories or higher: 

ACH = 
(CFM50) x 3.73 

=
(CFM50) x (3‐story factor) 

cu. ft.  Interior Volume 
 

Example for 1‐story dwelling:  Assume 1,000 sq. ft. of floor space, 8' ceilings, and 1,200 CFM50 shell leakage. 

ACH = 
1,200 x 2.61

= 
3,132

= 0.3915 = 0.39 ACH 
(1,000 sq. ft.) x (8 ft.) 8,000

 

Definitions for “Known Air Infiltration Rate Method” Equations 4 and 5 

In the nest two equations, the following abbreviations are used: 

I Nat  =  Input in Btuh* for Natural Draft appliances. 

I Fan  =  Input in Btuh* for Induced Draft appliances (with inducer fan). 

ACH  =  air changes per hour**  Maximum 0.60 ACH may be used in volume calculations. 

* When using these equations, “Input in Btuh” is the total for the gas appliances drawing combustion air 
from the room/space, which include: space heater(s), water heater(s), cooktop, and oven. 

** The volume of indoor air changed in an hour compared to the total volume of air in the building, 
expressed as a decimal. 

 

 

 

Continued on next page. 
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STEP #2(A):  Known Air Infiltration Rate Method—Natural Draft Appliances 

1. For Natural Draft appliances, use the equation below to calculate the required volume for CVA. 

Equation 4:  Required Volume Nat  = 
21 cu. ft. 

x
I Nat 

ACH  1,000 Btuh 

2. Note: 0.60 ACH is the maximum infiltration rate allowed in the calculation, and 35 cu. ft. per 1,000 Btuh 
Input is the smallest acceptable volume for Natural Draft appliances, regardless of calculation result. 

3. Example:  Assume infiltration is 0.50 ACH and total Natural Draft Input is 100,000 Btuh. 

Required Volume Nat = 
21 cu. ft. 

x
100,000 Btuh 

 = 4,200 cu. ft.  
0.50  1,000 Btuh 

By knowing the infiltration rate from a Blower Door test and using Equation 4, the required volume is 
reduced 16% to just 4,200 cu. ft. for this sample natural draft appliance. 

 

STEP #2(B):  Known Air Infiltration Rate Method—Induced Draft Appliances 

1. For Induced Draft appliances, use the equation below to calculate the required volume for CVA. 

Equation 5:  Required Volume Fan = 
15 cu. ft. 

x
I Fan 

ACH  1,000 Btuh 

2. Note: 0.60 ACH is the maximum infiltration rate allowed, and 25 cu. ft. per 1,000 Btuh Input is the 
smallest required volume allowed for Induced Draft appliances, regardless of calculation result. 

3. Example:  Again assume infiltration is 0.50 ACH and total Input is 100,000 Btuh. 

Required Volume Nat  = 
15 cu. ft.

x
100,000 Btuh 

 = 3,000 cu. ft. 
0.50  1,000 Btuh 

By knowing the infiltration rate from a Blower Door test and using Equation 5, required volume is reduced 
20% to just 3,000 cu. ft. for this sample induced draft appliance. 

 

STEP #2(C):  Both Natural Draft and Induced Draft Appliances In the Same Space 

When both a Natural Draft appliance and an Induced Draft appliance draw combustion air from the same 
room or space, do the following: 

1. Calculate required volume for the Natural Draft appliance. 

2. Calculate required volume for the Induced Draft appliance. 

3. Add the two volumes together to determine the total Required Volume for both appliances. 
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11.6.5 WHEN ADDITIONAL INDOOR ROOM VOLUME IS NEEDED 

When existing indoor room volume is not sufficient—less than 50 cu. ft. per 1,000 Btuh—
additional room volume must be added—or the condition is a CAS Fail.  Corrective action is 
required, or Section 5.1 of this appendix shall apply.  

First, use this equation:  

(Required CVA Volume) – (Existing CVA Volume) = Additional CVA Volume Needed. 

Then, the Equation below tells you how to properly size upper and lower CVA vents into 
adjacent space(s).  The volume of the additional room(s) is then added to the volume of the 
room containing the appliance. 

Example:  Required CVA room volume is 2,500 cu. ft., and existing (open area) room volume 
is 2,000 cu. ft. 

 Using the equation above:  (2,500) – (2,000) = 500 cu. ft., the amount of additional CVA 
volume required. 

 If feasible, correct the condition by installing upper and lower 100 sq. in. NFVA CVA 
vents (“transfer grilles”) into an adjacent room (or rooms) that can provide at least 500 
cu. ft. of additional volume. 

TABLE 11.6.5.2— CORRECTIVE ACTIONS FOR OBTAINING ADDITIONAL INDOOR CVA 

  To increase the amount of available CVA, it is required to do one of the following: 

 Enlarge existing vents, or add additional upper and lower vents. 

– Minimum dimension of indoor CVA vents and ducts shall be no less than 3 inches.  
For example: 

• For a vent size of 30 sq. in., you can install a 3 x 10 vent or duct, but not a 
2 x 15. 

• Round vents or ducts must have a minimum diameter of 3. 
 Replace the solid door with a louvered door.  

 Permanently remove the solid door (in accordance with quality standards). 

When removing a door to provide additional indoor CVA, the following requirements shall 
be met: 

 All hinges shall be removed from the jamb. 

 Mortise holes left by hinge removal shall be patched neatly. 

 When touch‐up paint is available from the client, at least one coat shall be applied. 

When written permission is obtained from the owner (landlord or agent, if a rental), the 
removed door shall be taken away from the premises, and the client permission stored in 
the client file.  

   

TABLE 11.6.5.1— MINIMUM CVA FROM INDOORS 

Application  CVA Requirement 

All air from indoors, with 
1 Upper vent and 
1 Lower vent 

venting to another interior room/space

When volume of a room/space containing an appliance is insufficient:

 an Upper and a Lower vent shall be installed into adjacent space with 
sufficient volume. 

 each vent must provide 1 sq. in. NFVA per 1,000 Btuh input, with a 
minimum size of 100 sq. in. per vent.  

NFVA = 100 + # of KBtuh above 100 
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11.6.6 MOBILE HOME INDOOR CVA REQUIREMENTS     

CVA requirements for mobile homes depend upon the types and locations 
of the appliances.  Here is one specific standard related to indoor 
combustion air that applies to mobile homes for Space and Water Heating 
Appliances Drawing CVA from the Living Space: 

 Infiltration‐reduction measures shall not be installed, unless all of the following 
requirements are met for the mobile home: 

- Volume of the space supplying combustion air shall be at least 50 cu. ft. for each  
1,000 Btuh input, and  

- The combustion appliance zone (CAZ) for each appliance is tested according to 
this protocol; and 

- Negative pressure in CAZ does not exceed the House Depressurization Limit 
(HDL). 

11.7 MINIMUM OUTDOOR CVA 

Many appliances are in small enclosures, garages, or other spaces, so they must get sufficient 
CVA from outdoors.  Assessors must ensure that pre‐existing vents provide the required net free 
venting area (NFVA).  Minimum amount of CVA depends upon whether the existing vent(s) are: 

 Upper only 

 Upper and lower vents or vertical ducts; or 

 Upper and lower horizontal ducts. 

If the existing vents do not meet the minimum of 50 cu. ft. per 1,000 Btu, the vents must be 
enlarged, or additional NFVA vents shall be installed, in accordance with the Table 11.7.2.   

11.7.1 VISUAL EXAMINATION OF OUTDOOR CVA VENTS 

Since many appliances are in small enclosures, they must get CVA from outdoors.  
Combustion air reaches the appliance(s) through CVA vents or ducts to outdoors.  Tables on 
the following pages summarize the minimum requirements for existing CVA vents from 
outdoors. 
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11.7.2 TABLE: POLICIES FOR EXISTING CVA VENTS TO OUTDOORS 

EVALUATION OF EXISTING CVA VENTS TO OUTDOORS  

TOPIC  EVALUATION REQUIREMENTS 

All CVA Conditions  Corrective action is required when additional CVA is needed, or Section 5.1 of this appendix shall apply

All CVA Vents and Ducts to Outdoors from the Living 
Space 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

CVA from outdoors must be obtained by one or more of the following methods:

 Permanent openings (with no damper) directly to outdoors through an enclosure floor, walls, or ceiling. 

 Continuous vertical or horizontal ducts that extend from the enclosure to outdoors. 

 It is acceptable to obtain CVA from attic and/or crawlspace when the attic or crawlspace vents conform with the 
following requirements: 

 

AIR FROM ATTIC  AIR FROM UNDER FLOOR 

Attic must have unobstructed cross ventilation, 
with NFVA that exceeds the CVA requirement. 

• Crawlspace must have unobstructed cross 
ventilation, with NFVA that exceeds the CVA 
requirement. 

• Crawlspace vents with closable louvers shall 
not be included in the NFVA calculation. 

 
Existing CVA from outdoors can be supplied by: 

 A combination of “upper” and “lower” vents or ducts, or  

 Upper‐only venting (when proper clearances are present in the enclosure.  

- Note: If existing CVA is nonconforming, CVA must be brought to code and be upper‐only, or upper and lower, 
in compliance with Table 11.7.3.  

Existing CVA Vent Requirements – Ducts and Sleeves 
 
 
 
 
 
 
 
 

Existing CVA Ducts and Sleeves 

 Minimum dimension of CVA vents and ducts to outdoors shall be no less than 3 inches.  For example: 

- For a vent size of 30 sq. in., you must install a 3 x 10 vent or duct, but not a 2 x 15. 
- Round vents and ducts must have a minimum diameter of 3. 

 Ducts shall terminate in an unobstructed location that allows the free flow of combustion air to the appliance. 

 Horizontal combustion air ducts must be level or have an upward slope.  They must not slope downward toward 
the source of combustion air. 

 For CVA Supplied by Ducts: 

Graphic Credit: RHA, Inc. 
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EVALUATION OF EXISTING CVA VENTS TO OUTDOORS  

TOPIC  EVALUATION REQUIREMENTS 

Existing CVA Vent Requirements – Ducts and Sleeves 
(continued) 

- Separate ducts shall be used for upper and lower CVA (a single duct cannot be used for both). 

- When wall stud bays are used as CVA ducts, a separate stud bay is required for each (both upper and lower 
vent screens must not be installed in the same stud bay). 

Existing CVA Vent or Duct Positions— Upper or Lower 
 
 
 
 
 
 
 
 
 
 
 
 
 

Examine all existing CVA Vents and Ducts. 

 A pre‐existing upper vent or duct at any height above the draft hood opening is acceptable during CVA 
evaluation of existing CVA only, but not when a new vent is installed. 

 A pre‐existing lower vent at any height above the floor is acceptable during CVA evaluation of existing CVA only, 
but not when a new vent is installed. 

 For CVA Supplied by Upper Venting: Upper CVA venting shall not be provided by a duct extending up from the 
crawlspace.  If this condition exists, it must be corrected. 

 For CVA Supplied by Lower Venting:  When lower CVA is provided via a duct from the attic, the duct must begin 
above the ceiling insulation and extend down to within 12" of the floor, and the duct shall not have mesh at 
either end.  If this condition exists, it must be corrected. 

 Enclosure with No Ceiling 

- When an interior appliance enclosure has no ceiling, equipment in the enclosure is treated as though it is 
located in the attic. 

- The open top of the enclosure is like a large upper‐only CVA vent, so a lower vent is not required. 

- CVA for the enclosure is adequate if: (a) attic volume is at least 50 cu. ft. per 1,000 Btuh Input, or (b) attic 
venting provides the required amount of NFVA venting. 

Louvers, 
Grilles, and 
Screens for 
Existing 
Vents 
 
 
 
 
 
 

CVA Vent or Duct Screens 

 1/4" mesh is acceptable on standard vents to outdoors.  When mesh is present that reduces NFVA too much, it 
can be replaced with a larger weave up to 1/4" mesh to increase NFVA without enlarging the vent. 

 1/16" mesh shall always be replaced with 1/4" mesh.  

 Note:  A CVA duct that terminates in the attic shall not be screened on either end.  The upper end of the duct 
shall extend above ceiling insulation, or must be extended with a sleeve when insulation will be installed. 

Net Free Ventilation Area (NFVA) 

 Vents with louvers, grilles, and screens do not allow full transfer of air, and must use a reduction factor when 
calculating the NFVA of an opening.   

 There are different “reduction factors” for each mesh weave, for metal louvers (with and without mesh), and for 
wooden louvers (with and without mesh).  The rules and calculations are covered in detail in Section 11.7.5. 

Graphic Credit: RHA, Inc. 

      EXAMPLE OF A 
METAL TRANSFER 

GRILLE: EXAMPLE OF A
SCREEN-ONLY 
VENT Graphic Credit: RHA, 
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EVALUATION OF EXISTING CVA VENTS TO OUTDOORS  

TOPIC  EVALUATION REQUIREMENTS 

Louvers, Grilles, and Screens for Existing Vents 
(continued) 
 

 When NFVA of an existing CVA vent is too small, it may be possible to increase NFVA by removing existing mesh. 

- On screened vents to outdoors, remove 1/16" mesh and replace it with 1/8" hardware cloth (1/8" mesh is 
required on all CVA vents to outdoors). 

- On screened vents to indoors, just remove the mesh (because mesh is not required). 

Open Combustion Appliances Located In a Garage (or 
Enclosed Porch) with No Sleeping Area 
 

When the Garage/Porch Is Not Living Space 

A special rule applies to the CVA evaluation for existing open combustion appliances located in an attached garage 
or enclosed porch.  This rule does not apply to CVA requirements for new appliances installed in those locations, 
which must conform to current code. 

 When a garage is (a) unfinished or (b) finished but not living space: 

- Existing room volume must be at least 50 cu. ft. per 1,000 Btuh, 

- When garage or porch has insufficient room volume, venting to outdoors is required. 

 Permanent unblocked CVA vent(s) shall provide a total of at least 1 sq. in. NFVA per 4,000 Btuh total 
Input. (Note: Vents with a damper do not qualify). 

 It is acceptable for venting to be upper only, or lower only, or upper and lower vent(s).   
(It is not necessary to have both upper and lower vents in this special circumstance) 

Open Combustion Appliances  
Located In a Garage (or Enclosed Porch) with a sleeping 
area 
 
 
 
 
 
 
 
 
 
 
 

When the Garage/Porch Is Living Space 

 A garage is considered a living space under the following conditions: 

- The drive‐through door is permanently closed,  

- The interior is finished (e.g., with sheetrock or paneling),  

- There are no vents to outdoors/attic (ventilation or CVA vents), and 

- The room has the appearance of being used as living space. 

 A garage is considered a sleeping area if it also contains sleeping furniture or appears to be used for sleeping. 

 It is conditioned space, if a heating and/or cooling source is present (i.e., appliance or FAU supply register). 

When the Garage Is Living Space with a Sleeping Area 

 When an open combustion FAU and/or water heater is in a garage that is used as a sleeping area: 

- Section 5.1 of this appendix shall apply, even if room volume is equal to, or more than, 50 cu. ft. per 1,000 
Btuh.  

Graphic Credit: RHA, Inc. 
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EVALUATION OF EXISTING CVA VENTS TO OUTDOORS  

TOPIC  EVALUATION REQUIREMENTS 

Open Combustion Appliances  
Located In a Garage (or Enclosed Porch) with a sleeping 
area (continued) 

Exception:  Correction of the condition shall be made by isolation of the appliance(s) by: (a) Building an 
enclosure to isolate the appliance(s) from the sleeping area that is adequately vented to the outdoors and 
has a weatherstripped self‐closing door, or (b) sleeping facilities are removed from the living space.   

Appliances Located in a  
Crawlspace, Basement, or Partial Basement 

When an existing open combustion appliance is located in a crawlspace, basement, or partial basement 

 When volume is less than 50 cu. ft. per 1,000 Btuh input, permanent CVA venting to outdoors is required. 

- Vent(s) shall provide a total of at least 1 sq. in. NFVA per 4,000 Btuh total Input. 

- Added venting may be upper only (it is not necessary to have both upper and lower vents in this special 
circumstance). 

- The under‐floor space shall be have free flow of outdoor air (i.e., cross‐ventilation), provided by unobstructed 
openings to outdoors (e.g., foundation vents).  Vents with a damper do not qualify. 

 
This rule does not apply to CVA for new appliances installed in those locations, which must conform to 
current code. 
 

Appliances Located in an Attic 
 
 
 
 
 
 
 
 
 
 
 
 
 

CVA evaluation for existing open combustion appliances located in an attic

 When volume is less than 50 cu. ft. per 1,000 Btuh input, permanent CVA venting to outdoors is required. 

- Vent(s) shall provide a total of at least 1 sq. in. NFVA per 4,000 Btuh total Input. 

- Added venting may be upper only, or lower only, or upper and lower vent(s).   
(It is not necessary to have both upper and lower vents in this special circumstance). 

 The attic shall be have free flow of outdoor air (i.e., cross‐ventilation), provided by unobstructed openings to 
outdoors (attic vents).  Vents with a damper do not qualify. 

 
Note:  This rule does not apply to CVA requirements for new appliances installed in those locations, which 
must conform to current code (see Table 11.8.3 with information on installing a new appliance in this 
location). 
 
 
 
 
 

FLOOR FURNACES 
ARE IN 

THE CRAWLSPACE, 
BASEMENT, 
OR PARTIAL 
BASEMENT 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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EVALUATION OF EXISTING CVA VENTS TO OUTDOORS  

TOPIC  EVALUATION REQUIREMENTS 

MOBILE HOME CVA TO OUTDOORS REQUIREMENTS
CVA requirements for mobile homes depend upon the types and locations of the appliances. 
Corrective action is required when additional CVA is required, or Section 5.1 of this appendix shall apply.   
Below are three specific standards related to combustion air from outdoors that apply to mobile homes: 

Appliance Drawing Combustion Air from Under the 
Mobile Home 
 
 

 Un‐dampered venting shall be present in the skirting.  

 Cross‐ventilation shall be present, with venting located on at least two different sides of 
the Mobile Home (as illustrated at left). 

 Skirting vents shall provide a total of at least 1.5 sq. ft. NFVA for each 25 lineal feet of the Mobile Home. 

 
 

Mobile Home Solid Fuel Heating System 
 
 

 When a mobile home has a wood‐burning stove, it is acceptable to install shell sealing 
measures if the stove: 

- Is labeled for use in a mobile home, and 

- Draws combustion air ducted in from outdoors. 

 When a stove is present that is not labeled for use in a mobile home, shell sealing measures shall not be 
installed unless one of the following conditions is met: 

- Option 1:  The stove is designed to operate with doors closed, and outside combustion air is ducted to the 
combustion chamber. 

- Option 2: When combustion air cannot be ducted directly to the combustion chamber, but the stove 
operates with doors closed: 

 The CAZ is tested as prescribed, and  

 Negative pressure in the CAZ does not exceed the applicable HDL. 

 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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EVALUATION OF EXISTING CVA VENTS TO OUTDOORS  

TOPIC  EVALUATION REQUIREMENTS 

Open Combustion Water Heater CVA   An upper combustion air vent shall be present, which may consist of one of the 
following:  

- A round pipe‐within‐a‐pipe vent assembly in the ceiling. This is when an appliance 
vent pipe surrounded by air space and a larger‐diameter outer pipe.  NFVA is cross‐sectional area of the 
larger pipe minus cross‐sectional area of the smaller pipe. 

- An undampered vent (screen or grille) installed in the door or outer wall and located higher than the draft 
hood. 

 A lower combustion air vent shall be present, which may be an undampered vent (screen or grille) to the 
outdoors, located in: 

- The enclosure floor, or 

- The door or wall, with the bottom beginning not more than 1' above the floor. 

 

 

Graphic Credit: RHA, Inc. 
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11.7.3 HOW MUCH OUTDOOR CVA IS REQUIRED? 

The minimum CVA requirement is based on the total Btu per Hour Input or “Btuh” of the 
appliance(s).  Find the Btuh Input on the appliance nameplate.   

 To calculate existing CVA, divide the Btuh input by 1,000.  
For example, an 80,000 Btuh furnace ÷ 1,000 = 80 KBtuh. 

 Then divide the KBtuh according to the appropriate formula below to determine the 
minimum amount of NFVA that is necessary for the appliance(s).  

Table 11.7.3 shows how to determine the CVA vent size required based on the location of 
the existing CVA vents.  The table provides 3 options (Note:  When the nameplate is missing 
or illegible for an appliance, use the default Btuh values already provided in Section 17): 

TABLE 11.7.3: MINIMUM CVA FROM OUTDOORS 

Equation  Application  NFVA Requirements

3 
All air from outdoors,  

using an 
Upper‐only vent or duct 

When 1 Upper opening (or vertical or horizontal duct) provides the CVA:

 The vent/duct must provide 1 sq. in. NFVA per 3,000 Btuh input. 

 
NFVA in sq. in. = KBtuh ÷ 3 

Note:  The appliance must have clearances of 1" on sides and back and 6" 
in front.  If non‐conforming, this condition will need to be remedied by 
the addition of a conforming upper and lower duct. 

4 

All air from outdoors, using 
1 Upper vent or vertical 

duct and 
1 Lower vent or vertical 

duct 

When Upper & Lower vertical vents/ducts provides CVA: 

 Each vertical (upper and lower) duct must provide 1 sq. in. NFVA per 
4,000 Btuh input. 

NFVA in sq. in. = KBtuh ÷ 4 

5 
All air from outdoors, using 
1 Upper horizontal duct and 
1 Lower horizontal duct 

When Upper & Lower horizontal ducts provide CVA: 

 Each horizontal duct must provide 1 sq. in. NFVA per 2,000 Btuh 
input. 

NFVA in sq. in. = KBtuh ÷ 2 

Note:  Crawlspace vents with closable louvers shall not be included in the NFVA calculation. 

To calculate outdoor NFVA, use the Sections 11.7.4 through 11.7.5 below. 

11.7.4 CALCULATE EXISTING OUTDOOR CVA 

To calculate vent NFVA in sq. in., multiply Width X Height of the existing vent(s) in inches and 
apply the appropriate reduction factor from Figure 11.7.5.  Compare the measured NFVA 
with how much NFVA is needed, to determine if the existing vent meets the requirement.   

Use this equation:  

(Required NFVA) – (Existing NFVA) = Additional NFVA Needed. 

For upper‐only vents or ducts, the NFVA must equal or exceed the sum of the vent 
connector cross‐sectional areas. 
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WIDTH

HEIGHT

MEASURE VENT AREA—
EXCLUDE THE FRAME  

HEIGHT

WIDTH 

TRIANGULAR SCREENED VENT 
WITH 1/4-INCH MESH 

FIGURE 11.7.4 – MEASURING VENTS 

1. Rectangular Vents:  When measuring a vent, include only 
the louvered or screened area—the actual vent opening.  
Do not include any area occupied by solid frame material. 

 Measure the size of the vent opening (width and height in 
inches).  For a louvered vent, that’s the size of just the 
louvered part.  For a screen‐only vent, it’s the open screen 
area (as shown in the graphic to the right). 

 Calculate the vent area using the equation:   
(width in.) x (height in.) = vent area sq. in. 

– Example:  If the louvered or screened part of a vent is 

10 wide and 6 high, it has a 60 sq. in. vent area. 
– Calculate NFVA, using the equation and Reduction 

Factor from Figure 11.7.5:   
(vent area sq. in.) x (Reduction Factor) = NFVA sq. in.  

 Note:  If you ever need to convert sq. in. into sq. ft., divide sq. in. by 144 (because there are 144 sq. 
in. in a sq. ft.). 

– Example 1:  a 12 x 12 vent opening is 144 sq. in.  (144 sq. in.) / (144) = 1 sq. ft. 
– Example 2:  a 12 x 6 vent opening is 72 sq. in.  (72 sq. in.) / (144) = 0.5 sq. ft. 

2. Triangular Vents:  Measure the actual vent 
opening (exclude the solid frame), using the 
equation below: 

 Calculate the triangular vent area using 
the equation:  (width in.) x (height in. ) x 
(0.5) = vent area sq. in. 

 Example:  In the triangular vent to the 

right, the open part of a vent is 10 wide 
and 6 high, so it has a 30 sq. in. vent area (10 x 6 
x 0.5 = 30 sq. in). 

 Calculate NFVA using the equation below and the Reduction Factor 
from Figure 11.7.5: (vent area sq. in.) x (Reduction Factor) = NFVA 
sq. in.  With 1/4‐inch mesh, the Reduction Factor is 0.90, so (30 sq. 
in. x 0.90) = 27 sq. in. NFVA. 

3. Round Ducts and Vents:  The actual open area is also what is 
measured on round ducts and vents.  Looking at the end of a round 
duct or vent, the area of the opening you see is the “round duct 
area”. 

 For round ducts, begin by measuring the diameter (or circumference) 
of the duct. 

– The diameter is the distance across the open duct end. 

– The circumference is the distance around the outside of the duct. 

 On a round vent, measure the diameter of just the round vent opening, not the surrounding frame. 

 Use the diameter or the circumference in the table below to find the “round duct area” for 
common ducts sizes. 

– On the top row, find diameter of the duct (or vent opening on a round vent).  Then move 
directly down to the center row to find the “round duct area”; or 

– On the bottom row, find circumference the duct, and then move directly up to the center row 
to find the “round duct area”. 

 For round vents, and for round ducts with louvers or mesh at the end, you must convert the “round 
duct area” to NFVA, by using the appropriate Reduction Factor in Figure 11.7.5. 

DIAMETER 

ROUND DUCT
CIRCUMFERENCE
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AREA OF ROUND DUCTS 

Duct Diameter (in.)  3"  4" 5" 6" 7" 8" 9"  10"

Round Duct Area (sq. in.)  7.1  12.6 19.6 28.3 38.5 50.3  63.6  78.5

Duct Circumference (in.)  9.4"  12.6" 15.7" 18.8" 22.0" 25.1"  28.3"  31.4"

 

 What if the round duct or vent is an odd size not shown in the table?  To calculate the “round duct 
area” of any size duct (or vent), use this equation: 

– (3.1415) x (Diameter/2) x (Diameter/2) = round duct (or vent) area sq. in. 

Example:  Assume the duct/vent diameter is 8.5.   
(3.1415) x (8.5 / 2) x (8.5 / 2) = 56.7 sq. in. round duct (or vent) area , which becomes: 

(3.1415) x (   4.25   ) x (   4.25   ) = 56.7 sq. in. round duct (or vent) area. 
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FIGURE 11.7.5 –APPLYING REDUCTION FACTORS 

The “Reduction Factors” for screens and louvers in the Table below are used to finish your 
calculation of NFVA when a louver, mesh, or screen is present on the vent.  The Reduction Factor 
represents the percentage (%) of the opening that is not blocked by louvers and/or screen—in other 
words, the percentage of air that can freely pass through.  For example, if the wires in 1/4" mesh or 
screen take up 10% of the opening, and 90% of the opening remains unobstructed—so the 
Reduction Factor is 0.90. 

1. Select the Reduction Factor 

 NFVA may be marked on the vent (on a sticker or stamped into the metal.   

 If purchasing a vent, you can use the NFVA data listed in the product literature. 

 When NFVA information is not available, you must: 

– Measure the vent opening, and  

– Calculate NFVA using the appropriate Reduction Factor from the table below. 

 Applying the Reduction Factor 

– Select the table that best describes the type of vent you are evaluating. 

o Use row (A) for vents that have mesh only. 

o Use row (B) for vents that louvers only or louvers and mesh. 

o Find the weave of the mesh you are evaluating. 

o The box directly below gives you the “Reduction Factor” for that mesh. 
– Then, multiply or divide by that Reduction Factor. 

 

REDUCTION FACTORS FOR LOUVERS AND SCREENS

(A) 
Mesh 
Only 

1/4" Mesh 
(hardware cloth) 

1/8" Mesh 
(wire mesh) 

1/16" Mesh 
(insect screen) 

0.90 (90%)  0.75 (75%)  0.50 (50%) 

(B) 
Louvers 
& Mesh 

Metal Louvers or 
Metal Louvers and 

1/4" or 1/8" Mesh 

Metal Louvers and 
1/16" Mesh 

Wood Louvers or 
Wood Louvers and 

1/16" to 1/4" Mesh 

0.75 (75%)  0.50 (50%)  0.25 (25%) 
 

 Note:   

– 1/4" mesh (wires spaced 1/4" apart) is found on newer 
metal vents, such as gable and foundation vents. 

– 1/8" mesh (wires spaced 1/8" apart), is commonly used on 
eave and soffit vents. 

– 1/16" weave (wires spaced 1/16" apart), used as window 
screen, shall not be used on CVA or attic vents (because it 
reduces airflow too much). 

2. “Standard” Louvered Metal Vents 

Louvers in “standard” CVA vents (e.g., factory‐made transfer grilles, return 
grilles, or metal gable vents are a standard distance apart. The Reduction 
Factors in the table above are based on those louvered metal vents. 

 The actual open space between the louvers is the NFVA, and is 
what is assumed in the Reduction Factor for “Metal Louvers”.  

 If large openings between metal gable vent louvers have more 
than 75% free air space, follow steps below for NFVA of “Non‐

“STANDARD” 
METAL GABLE VENT— 
REDUCTION FACTOR 0.75 

HEIGHT

WIDTH 

“STANDARD” 
WOODEN GABLE VENT— 
REDUCTION FACTOR 0.25 
Graphic Credit: RHA, Inc. 
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standard” Vents in Figure 11.7.6.

3. “Standard” Gable Wood Vents 

“Standard” wooden gable vents are factory made with standard thickness and spacing.  For those, use the 
“Wood Louvers” fields in the Reduction Factor table.   

 Measure only width and height of the part of the vent that has louvered openings (exclude the 
frame). 

 If there is no airflow above it, measure to the bottom of the top louver. 

4. NFVA for a Split CVA Vent 

When a grille has a solid divider in the middle, as 
shown on the Return Grille to the right: 

 Measure the vent area of each half.   
(Do not include area of the solid divider 
when present.) 

 Add them together, and  

 Multiply by the appropriate Reduction 
Factor to determine NFVA.   

   

METAL RETURN GRILLE WITH CENTER DIVIDER: 
CALCULATE VENT AREA OF EACH SECTION, ADD THEM 

TOGETHER, AND MULTIPLY BY 0.75 TO FIND TOTAL 

HEIGHT

WIDTH

Graphic Credit: RHA, Inc. 
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FIGURE 11.7.6 – NFVA FOR NON‐STANDARD VENTS 

Additional steps are required to determine their NFVA for non‐standard vents (i.e., wider or narrower louver 
spacing).  For these non‐standard vents, alternative Reduction Factors must be used.  Here are three examples:

 Soffit Vents:  Soffit vent louvers are narrower than standard vents, and they are usually 
screened with 1/8" mesh—which must be replaced with 1/4" mesh when used for new 
outdoor CVA venting. 

 Metal Louvers for Water Heater Enclosure:   Sometimes 
seen on the sheet metal door of a mobile home 
enclosures —and on some factory‐made water heater 
enclosures , they consist of a horizontal cut in the sheet 
metal and bending the metal upward to form a louver 
with non‐standard spacing. 

 Non‐standard” wooden gable vents are field‐ or shop‐

fabricated, with very thick louvers (e.g., 1 x 2 boards) 
and/or odd spacing between them. 

For these non‐standard louvered vents, calculate NFVA by: 

 Measuring the size of the opening of one louver:  
(length inches) x (height inches) = louver sq. in. 

 If no mesh is present, multiply this louver opening area 
by the number of louvers.   

 If there is mesh behind louvers:   
(open area sq. in.) x (Reduction Factor) = NFVA sq. in. 

Unusual Metal Vents 

 There is one more class of highly unusual CVA vents, such as: 

– Drilled metal—flat metal with holes drilled in it. 

– Stamped metal—flat metal with holes stamped (cut) in it. 

– Expanded metal—metal cut and pulled apart to create holes. 

 You must estimate the NFVA, based on size and number of 
openings.   

– Measure the open area in 1 sq. in. of the vent, and multiply 
by the number of sq. in. of vent area, or  

– As a last option, use a “default” Reduction Factor of 0.50.  

11.7.5 CVA CALCULATION QUICK REFERENCE TABLE 

To save time, use Table 11.7.5 on the following page to quickly determine CVA requirements 
without having to do math calculations.   

 Column [A] lists several Btuh Input totals.   

 Column [B] is used when CVA is based on indoor room volume.   

 Column [C] gives minimum size of interior vents, when additional volume is needed 
from an adjacent space.   

 Column [D] applies to an upper‐only CVA vent or vertical duct.   

 Column [E] applies when both upper and lower vents or vertical ducts are used.   

METAL SOFFIT VENT WITH 
NON-STANDARD LOUVERS 
AND 1/8-INCH MESH 

NON-STANDARD LOUVERS ON 
METAL ENCLOSURE DOOR 

“UNUSUAL METAL VENT”—
FLAT METAL WITH HOLES 

Table Graphics Credit: RHA, Inc.
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 Column [F] applies when both upper and lower horizontal ducts are used. 

The table below is a quick reference to determine room volume or CVA vent and duct size.  

TABLE 11.7.5:  CVA REQUIREMENTS FOR OPEN COMBUSTION GAS‐BURNING APPLIANCES  

OPEN 
COMBUSTION 
FURNACE 

AND/OR WATER 
HEATER IN A 

ROOM/SPACE 

HOMES WITH INFILTRATION OF AT 
LEAST 0.40 ACH3 

WITH APPLIANCES LOCATED IN A 

CONFINED SPACE, 
AND ALL COMBUSTION AIR 

OBTAINED FROM INDOORS 

ROOM OR SPACE WITH INADEQUATE VOLUME,  
AND ALL COMBUSTION AIR OBTAINED FROM OUTDOORS 

[D]1 Upper Opening (or 1 Vertical or Horizontal 
Duct) 4, 5, 6, 7, 8, 10 
 [E] 1 Upper Opening or Vertical Duct and 1 Lower 
Opening or Vertical Duct 6, 7, 8, 9, 10 

Two Horizontal 
Ducts 8, 10 

TOTAL 
INPUT 

MIN. ROOM 
VOLUME 

MIN. NFVA 
PER VENT  

MIN. NFVA UPPER‐ONLY 
VENT/VERTICAL DUCT

MIN. NFVA FOR EACH OF 2 
VENTS/VERTICAL DUCTS 

REQUIRED NFVA PER
DUCT FOR 2 DUCTS

 [A]  BTUH   [B]  CU. FT.   [C]  SQ. IN.   [D]           SQ. IN.10  [E]            SQ. IN. 10  [F]          SQ. IN.

20,000  1,000  100  Rect: 9.0  Rnd: 7.07  Rect: 9.0  Rnd: 7.07  10.0 

25,000  1,250  100  Rect: 9.0  Rnd: 8.3  Rect: 9.0  Rnd: 7.07  12.5

30,000  1,500  100  10.0 Rect: 9.0  Rnd: 7.5  15.0

35,000  1,750  100  11.7 Rect: 9.0  Rnd: 8.8  17.5

40,000  2,000  100  13.3 10.0 20.0
45,000  2,250  100  15.0 11.3 22.5

50,000  2,500  100  16.7 12.5 25.0
55,000  2,750  100  18.3 13.8 27.5

60,000  3,000  100  20.0  15.0  30.0 
65,000  3,250  100  21.7 16.3 32.5

70,000  3,500  100  23.3  17.5  35.0 
75,000  3,750  100  25.0  18.8  37.5 

80,000  4,000  100  26.7  20.0  40.0 
85,000  4,250  100  28.3  21.3  42.5 

90,000  4,500  100  30.0  22.5  45.0 
95,000  4,750  100  31.7  23.8  47.5 

100,000  5,000  100  33.3 25.0 50.0
105,000  5,250  105  35.0  26.3  52.5 

110,000  5,500  110  36.7 27.5 55.0
115,000  5,750  115  38.3 28.8 57.5

120,000  6,000  120  40.0  30.0  60.0 
125,000  6,250  125  41.7 31.3 62.5

130,000  6,500  130  43.3  32.5  65.0 
135,000  6,750  135  45.0  33.8  67.5 

140,000  7,000  140  46.7  35.0  70.0 
145,000  7,250  145  48.3  36.3  72.5 

150,000  7,500  150  50.0  37.5  75.0 
155,000  7,750  155  51.7  38.8  77.5 

160,000  8,000  160  53.3 40.0 80.0

                                                            
3 For ACH less than 0.40, see Table 11.6.4. 
4 Just one opening (or one vertical or horizontal duct) in or beginning within 12" of the ceiling is allowed when 
the appliance has clearances of 1" on sides and back and 6" in front.  Vent/duct NFVA must equal or exceed 
the sum of the vent connector areas. 

5 Combustion air must be obtained air from outdoors or from spaces freely communicating with outdoors. 
6 Attic must be adequately vented.  Vent openings must be protected from ceiling insulation (e.g., with sleeve 
6" above it). 

7 Vertical ducts must extend into unobstructed space, and may not be screened if terminating in the attic. 
8 Upper vent/duct shall be installed in the ceiling or within 12" of ceiling, and lower vent/duct shall be in the 
floor or begin within 12" of the floor.  However, a pre‐existing upper vent is acceptable at any location higher 
than the draft hood. 

9 Crawlspace must have free flow of air and unobstructed openings to outdoors that provide adequate 
crawlspace venting.  Foundation vents should be screened with 1/4" mesh. 

10 The minimum cross‐sectional dimension of CVA vents and ducts is 3".  Minimum rectangular vent/duct is 
3"x3"  

(9.0 sq. in.); minimum round vent/duct is 3" diameter (r2 = 3.1415 x 1.5" x 1.5" = 7.07 sq. in.). 
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11.8  WHEN ADDITIONAL OUTDOOR CVA IS REQUIRED 

When NFVA of existing outdoor CVA vents is not sufficient (in the amount identified in Table 
11.7.3), additional NFVA must be added or the condition is a CAS Fail.   Corrective action is 
required, or Section 5.1 of this appendix shall apply.  Additional NFVA can be accomplished by 
enlarging existing vents, replacing small‐weave mesh with 1/4" mesh, or adding vents to the 
space.  Tables on the following pages describe the minimum requirements for obtaining CVA 
from outdoors. 

11.8.1 VENT OPENING AREA FOR NEW CVA VENTS 

To find out if a new vent will provide adequate NFVA, use this 
equation to determine the minimum sq. in. that the vent must 
be:  

Required NFVA sq. in. ÷ Reduction Factor = Vent Area sq. in. 

 Example:  You need a CVA vent that has 70 sq. in. NFVA.   
The vent has 1/4" mesh (reduction factor = 0.90). 

- Thus, (70 sq. in. NFVA) ÷ (0.90) = 77.8 sq. in. 
screened vent area is required to provide 70 sq. in. 
NFVA.  

- You could install a rectangular 12" x 10" vent with a 
1" wide frame around a 10" x 8" screened vent area.   
10" x 8" = 80 sq. in. screened vent area.  

- You could also install a round screen‐only vent with a diameter of 10 inches, 
which you see in Figure 11.7.4 has a 78.5 sq. in round vent area. 

11.8.2 MESH REQUIREMENTS FOR CVA VENTS AND DUCTS 

 Vents to Outdoors 

- 1/4" mesh is required on all new CVA vents and ducts to outdoors (“quarter‐inch 
hardware cloth”).  Exception:  Ducts that terminate in the attic shall not be 
screened on either end.  

- Vents exposed to precipitation (rain or snow) shall be louvered. 

 Vents to Indoors 

- Mesh is not required on louvered vents between indoor areas, including CVA 
vents in the living space and vents for an appliance enclosure located inside a 
garage. 

- When present, unneeded mesh may be removed to increase NFVA. 
 

HEIGHT

WIDTH 

SCREEN-ONLY VENT
WITH 1/4-INCH MESH

Graphic Credit: RHA, Inc.
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11.8.3 TABLE: INSTALLATION CRITERIA FOR NEW CVA VENTS 

This is an overview of size and location requirements for new CVA vents and ducts—first for conventional homes, and then for mobile homes. 

INSTALLATION OF NEW CVA VENTING—CONVENTIONAL HOMES 

EXISTING LOCATION  VENT SIZING 
VENT TO ADJACENT 
SPACE/ROOM 

NEW UPPER LOCATION  NEW LOWER LOCATION  ALTERNATIVE CORRECTION 

Indoor CVA   1 sq. in. NFVA for each 1,000 
Btuh input, but a minimum of 
100 sq. in. 

 When room volume is too 
small, install upper and lower 
CVA vents into adjacent 
room(s). 

 Adjacent room(s) 
must be large 
enough to 
provide the 
required 
additional room 
volume. 

 Top of vent must begin within 
12" of the ceiling. 

 Bottom of lower vent must 
begin within 12" of the floor. 

 It is also possible to 
(a) replace a solid door 
with a louvered door; or 
(b) permanently remove 
a solid door. 

 Must get owner’s prior 
written permission. 

2 Vents to 
Outdoors– 
Upper & Lower 
 
(Most common 
installation) 
 

 For vents or vertical ducts, 
each must provide 1 sq. in. 
NFVA per 4,000 Btuh input. 

 For horizontal ducts, each 
must provide 1 sq. in. NFVA 
per 2,000 Btuh input. 

N/A   Vent must be in the ceiling, or 
top of vent must begin within 
12" of the ceiling. 

 Upper CVA shall not be 
ducted up from the 
crawlspace.   

 Ducts terminating in attic 
shall not be screened. 

 Vent must be in the floor, or 
bottom of vent must begin 
within 12" of the floor. 

 A vertical duct can extend 
from the attic to within 12" of 
the floor.  The ends shall not 
be screened. 

N/A 

1 Vent to 
Outdoors– ‐Upper 
Only 

 1 sq. in. per 3,000 Btuh NFVA, 
but not less than the total of 
the cross‐sectional areas of all 
vent connectors in the 
enclosure. 

 The appliance must have at 
least: (a) 1" clearance on the 
sides and back, and (b) 6" 
clearance in the front. 

N/A   Vent must be in the ceiling or 
top of vent must begin within 
12" of the ceiling. 

N/A  

 

N/A 
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INSTALLATION OF NEW CVA VENTING—MOBILE HOMES 

EXISTING LOCATION  VENT SIZING 
VENT TO ADJACENT 
SPACE/ROOM 

NEW UPPER LOCATION  NEW LOWER LOCATION  ALTERNATIVE CORRECTION 

Mobile Home 
Water Heater:  
2 Vents to 
Outdoors– 
Upper & Lower 
 

 For vents or vertical ducts, 
each must provide 1 sq. in. 
NFVA per 4,000 Btuh input. 

N/A   When an upper vent is 
created by passing the 
appliance vent pipe through 
the center of a larger pipe, 
NFVA of the upper vent 
equals the area of the space 
between the outer and inner 
pipes.† 

 Vent must be in the floor, or 
bottom of vent must begin 
within 12" of the floor. 

 The upper vent can also 
be a louvered grille in 
outside wall. 

 The top of the grille 
must begin within 12" of 
the enclosure ceiling. 

Mobile Home 
Water Heater:  
1 upper‐only vent 
to Outdoors 
 

 This concept must be 
proposed when the permit is 
obtained from HCD. 

 If allowed, sizing shall be as 
prescribed by HCD (which 
could be the same as for 
conventional homes in the 
table above). 

N/A   The new upper vent shall be 
in compliance with HCD 
regulations. 

 If a pipe‐within‐a‐pipe is 
allowed, see criteria in the 
box directly above. 

N/A   The upper vent can also 
be a louvered grille in 
outside wall. 

 The top of the grille 
must begin within 12" of 
the enclosure ceiling 

† NFVA Calculations for mobile home water heater enclosure, when upper CVA vent is pipe‐within‐a‐pipe: 

 Measuring the diameter (or circumference) of each pipe. 

 Obtain the “Pipe Area (sq. in.)” for each pipe from Figure 11.7.4. 

 Subtract smaller pipe area from larger pipe area.  The difference is the NFVA of the space between the two pipes. 

Example:  The inner pipe diameter is 3" (7.1 sq. in. area), and the outer pipe in the CVA assembly diameter is 6" (28.6 sq. in. area).  NFVA of the space between them 
is 21.2 sq. in.    NFVA of the upper CVA vent = (28.3 – 7.1) = 21.2 sq. in. 
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11.9 COMBINATION‐INDOOR & OUTDOOR CVA 

Combination indoor and outdoor CVA venting (e.g., from the living space and from the attic or 
crawlspace) should be avoided and eliminated whenever possible, because the vent to outdoors 
creates a large, unwanted shell leak.  For example, in some homes, the appliance enclosure in 
the hallway has a lower CVA vent in the door (taking air from the living space), and an upper CVA 
vent in the ceiling (open to the attic). 

 The best practice is to seal off the vent in the door on the inside, and make sure the vent 
to the outdoors in the enclosure ceiling is the proper size for “upper‐only” CVA. 

 Also, installing CVA venting to indoors must be avoided, whenever practicable. 
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Step 4 

 

LIVING SPACE 
AMBIENT 

CO TEST 

 
 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 Living Space Ambient Procedure 

A living space ambient CO reading is taken to determine the operating safety for all SPACE HEATING 
units. 

12.1  CO ANALYZER OPERATION 

Operate the CO analyzer in “as‐measured” mode 
(not “air‐free”).  The Analyzer shall remain ON 
during the entire ambient CO sequence, when 
possible.  If turned off during testing, repeat the 
zeroing process before resuming ambient CO tests. 

12.2  TEST PROTOCOL 

“Zero” the Analyzer outdoors; then perform and 
document two living space ambient readings in the 
CSD 700 form. 

12.3  ZEROING OUTDOORS 

 Just prior to measuring the First living space ambient CO reading, “zero” the CO Analyzer 
outdoors—as far away from CO sources as possible. 

 Auto‐Zeroing:  Instruments that automatically self‐zero shall be operated in accordance 
with manufacturer’s instructions (e.g., outdoor reading will always be “000”). 

 Manual Zeroing:  

– A manually‐adjusted CO Analyzer, which may have a reading of “±001” or greater 
when turned on outdoors, must be zeroed per manufacturer’s instructions (e.g., it 
might be considered zeroed when the reading is “000” ± 005 PPM). 

– If the readout fluctuates (does not stabilize at 000), the highest number displayed is 
used as the “Outdoor Reading”. 

o Example:  If readings outdoors during the zeroing process are –001, 000, +003, 
+002, the highest (+003) is the “Outdoor Reading” (is considered to be “zero” 
PPM CO). 

o Living space ambient CO is calculated as illustrated in Tables 12.4.1 and 12.4.2. 

 Location for zeroing shall be protected to the extent possible from outdoor sources of CO 
(e.g., people smoking, wood burning appliance exhaust, automobile and industrial 
exhaust) and from wind bearing such pollutants. 

12.4  TESTING PROCEDURE 

The FIRST living space ambient CO test shall be performed prior to operating any appliances. 

 Test Conditions 

– All combustion appliances in the living space turned off (e.g., at the thermostat). 

o Pilots may be operating, but main burners shall be off. 

o Air handler and all exhaust fans and devices turned off. 

o Exterior doors and windows (prime and storm) closed. 

– Interior doors: 

Graphic Credit: RHA, Inc. 
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o Appliance enclosure doors closed. 

o All other interior doors open. 

– Fireplace damper closed when feasible (no fire or hot coals). 

– If an interior evaporative cooler vent cover is available, it shall be in place. 

12.4.1 FIRST LIVING SPACE AMBIENT CO MEASUREMENT 

 Immediately after zeroing the CO Analyzer outdoors (to obtain the “Outdoor Reading”), 
draw an air sample in a location meeting the 
following criteria: 

- In an open area in the main body of the 
living space (e.g., in the living room or 
living/dining combination area). 

- 10' away from combustion appliances 
and supply registers, or as far away as 
possible when less clearance is 
available. 

- 6' above the floor. 

 The difference (change) in CO PPM between 
the “zeroed” outdoor reading and living space 
reading is the First living space ambient CO level (see example in Table 12.4.1). 

 FIRST Living Space Ambient CO Action Levels 

- When the First living space ambient CO is higher than 9 PPM—it is required to 
check for possible sources of CO indoors, such as the following11: 

o Smokers in the home. 

o Current or recent use of the cooktop and/or oven. 

o Over‐gassed (oversized) pilot flame in a cooking appliance. 

o Unvented space heater being used in the home. 

o Wood‐burning appliance used, burning candles, incense, etc. 

o Exhaust from idling vehicles in the attached garage or near a door or 
window into the home. 

- When a source of indoor CO is found, eliminate it if possible.  Ventilate the 
home, then perform the SECOND Living Space Ambient CO Test (even if 10 PPM 
or greater after ventilation and repeat of First test). 

- Complete the remaining ambient CO test and the appliance flue and draft CO 
tests.  

 

   

                                                            
11 Living space ambient CO more than 2 PPM above the “zeroed” Outdoor Reading should be investigated; but must be if 

10 PPM or higher. 

Graphic Credit: RHA, Inc. 
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TABLE 12.4.1:  FIRST LIVING SPACE AMBIENT CO TEST — SAMPLE CALCULATIONS 

Procedure:  With all appliances turned Off, compute the difference (change) in CO PPM between 

the “zeroed” Outdoor Reading* and the First Living Space Ambient CO reading.  For example: 

(A)  If, when the CO Analyzer was turned on outdoors and zeroed*, the Outdoor Reading was 

“003” …  but the First Living Space reading is “007” … the difference (change) is as follows: 

- [Living Space reading (007)] minus [Outdoor Reading (003)],  

- [007 – 003] = 004 (4 PPM difference), so 

- First Living Space Ambient CO is 4 PPM.  It does not exceed 9 PPM, so it is a “Pass”. 
 

(B)  If, when the CO Analyzer was turned on outdoors and zeroed*, the highest Outdoor Reading 

was  

“–003” … but the First Living Space reading is “+007” … the difference (change) is as follows: 

- [Living Space reading (+007)] minus [Outdoor Reading (–003)],  

- [(+007) – (–003)] = +010 (10 PPM difference), so 

- First Living Space Ambient CO is 10 PPM.  It does exceed 9 PPM, so it is a “Fail”, and 
corrective action is required. 

*If the CO Analyzer automatically self‐zeros, the Outdoor Reading will always be “000”.  A 

manually‐adjusted CO Analyzer, which may have a reading of “001” or higher when “zeroed” 

outdoors, must be zeroed per manufacturer’s instructions. 

12.4.2 SECOND LIVING SPACE AMBIENT CO 

 Test Conditions 

- Operate all space heating appliances for at least 5 minutes. 

- All other combustion appliances and all exhaust fans and devices remain off. 

- All doors and windows remain as they were for the First living space ambient CO 
test. 

- If the CO analyzer was turned off following the initial test, zero it again outdoors. 

 Procedure—SECOND Living Space Ambient CO 

- An air sample for the Second Living Space Ambient CO Test is drawn in the same 
location used for the First Living Space test. 

- The difference (change) in CO PPM between the “zeroed” Outdoor Reading and 
Second Living Space reading is the Second Living Space Ambient CO level (see 
examples in Table 12.4.2). 

 SECOND Living Space Ambient CO Action Levels 

- If Ambient CO in the living space exceeds 9 PPM, corrective action is required. 
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TABLE 12.4.2:  SECOND LIVING SPACE AMBIENT CO TEST — SAMPLE CALCULATIONS 

Procedure:  With all Space Heating appliances turned On (operating) for 5 minutes (all other 

appliances remain Off), compute the difference (change) in CO PPM between the “zeroed” 

Outdoor Reading* and the Second Living Space Ambient CO reading.  For example: 

(A)  If the “zeroed” Outdoor Reading was “002” … but the Second Living Space reading is “008” … 

the difference (change) is as follows: 

- [2nd Living Space reading (008)] minus [Outdoor Reading (002)], 

- [008 – 002] = 006 (6 PPM difference), so 

- Second Living Space Ambient CO is 6 PPM.  It does not exceed  
9 PPM, so it is a “Pass”. 

(B)  If the “zeroed” Outdoor Reading was “–002” … and the Second Living Space reading is still 

“+008” … the difference (change) is as follows: 

- [2nd Living Space reading (+008)] minus [Outdoor reading (–002)], 

- [(+008) – (–002)] = +010 (10 PPM difference), so 

- Second Living Space Ambient CO is 10 PPM.  It does exceed 9 PPM, so it is a “Fail”, and 
corrective action is required. 

*If the CO Analyzer has not been turned off since the Initial test, it is not necessary to re‐zero 

outdoors.  Simply use the Initial “zeroed” Outdoor Reading. 
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Step 5 

 

APPLIANCE 

AMBIENT 

CO TEST 

 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 Appliance Ambient CO Procedure 

This test procedure measures CO put into the 
atmosphere by combustion appliances. 

 It is required for all space heating appliances. 

 It is performed on water heaters, when flue gas CO 
cannot be measured.  

 It is not performed for solid‐fuel appliances (wood‐ 
and pellet‐burning stoves and fireplace inserts). 

 

Applicable water heating units are: 

 Induced Draft Units 

- When a test hole cannot be drilled in the pipe, and access to the flue termination is 
not feasible. 

 Closed Combustion Units:  When access to the flue termination is not feasible. 

 Indoor Tankless Water Heater Units 

- Natural draft units when a probe or extension cannot be inserted inside the exhaust 
outlet; or 

- Induced draft and closed combustion units when access to the flue termination is 
not feasible. 

13.1  CO ANALYZER OPERATION 

Operate the CO analyzer in “as‐measured” mode (not “air‐free”) for appliance ambient CO testing.  
Keep the Analyzer ON during the entire living space and appliance ambient CO test sequence, when 
possible.  If turned off during testing, the zeroing process shall be repeated before resuming 
ambient CO tests. 

13.2  TEST PROTOCOL FOR SPACE HEATING SYSTEMS 

The test sequence requires the technician to perform the appliance ambient test for all gas space 
heating units, then document the reading(s) in the CSD 700 Form. 

 Test Conditions and House Set‐Up 

– This test shall immediately follow the Second living space ambient CO Test. 

– Operate all gas space heating appliances for at least 5 minutes. 

– All other combustion appliances and all exhaust fans and devices remain off. 

– All doors and windows remain as they were for the First living space ambient test. 

– Zero the CO analyzer outdoors again, if it was turned off after the ambient tests. 

 Appliance Ambient CO Action Levels 

– CO Analyzer reading may stay the same, go down, or go up. 12 

 

                                                            
12 A change of 2 PPM or less is allowed, because small electronic “bounce” in the readout is common without measuring an 
actual change in CO concentration.  If the appliance is leaking CO, the reading should increase more than 2 PPM. 

Graphic Credit: RHA, Inc. 
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TABLE 13.2.1:  AMBIENT CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION  ACTION LEVELS (Maximum CO level before or after 
Service) 

Space Heating 
Systems 

 Operate appliance for at least 5 
minutes, except as noted. 

 Keep all other combustion 
appliances/exhaust fans off. 

 All doors and windows remain 
as they were for the 1st living 
space ambient CO test. 

 Zero the CO analyzer outdoors, 
if it was turned off after the 
initial ambient test. 

 Ambient CO testing shall be performed before 
flue gas CO is measured. 

 Forced air units (FAUs) shall be checked for the 
presence of CO in the supply register nearest the 
furnace.   Test probe is inserted into the register 
and directed into the airflow. 

 Heaters without ducts first shall be checked for 
CO in the atmosphere just above the heat 
exchanger (above top of the unit), then as 
prescribed below: 

- Wall furnaces:   

 Test probe is placed just above the 
heat exchanger on both sides of draft 
hood inlet, or  

 In the airflow of the built‐in 
circulating fan, when present. 

- Floor Furnaces, Direct Vent, and Free‐standing 
Heaters:  Test probe is placed just above the 
top of the appliance. 

 Appliance Ambient Action Level:  CO maximum is 2 
PPM above the 2nd Living Space Ambient CO reading.  

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is not 
feasible or allowed under the program, Section 5.1 of 
this appendix shall apply. 

 

The Ambient Tests below apply only to induced draft and closed combustion storage water heaters, and to indoor tankless water heaters, when a flue gas CO measurement is not 
feasible (i.e., the flue termination is on the roof or sidewall, and cannot be accessed).  For this protocol, See Table 13.2.1 below.

Indoor Tankless 
Water Heaters 

 Operate tankless water heater 
for one minute.   

 Note:  A hot water faucet or 
valve must be open and hot 
water running, to keep the 
burner on during CO testing. 

 Place the probe just above the water heater, and

 Indoor pipe joints, if present.   

 Appliance Ambient CO maximum is 9 PPM. 

 If CO exceeds the Action Level and manufacturer 
requirements, corrective action is required by a 
qualified technician.  If correction is not feasible or 
allowed under the program, Section 5.1 of this 
appendix shall apply. 
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TABLE 13.2.1:  AMBIENT CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION  ACTION LEVELS (Maximum CO level before or after 
Service) 

Storage Water 
Heaters 

 Operate appliance for at least 5 
minutes, except as noted. 

 Keep all other combustion 
appliances/exhaust fans off. 

 All doors and windows remain 
as they were for the 1st living 
space ambient CO test. 

 Zero the CO analyzer outdoors, 
if it was turned off after the 
initial ambient test. 

 When flue gas CO cannot be measured, and 
there is no access to the vent termination, 
perform an Appliance Ambient CO test. 

 Examples of “no access” to the flue termination 
include the following: 

- Roof climb not feasible (e.g., inaccessible or 
roofing is deteriorated). 

- Sidewall termination is not safely accessible. 

- Roof‐mount furnace is on a tile roof. 

 Mobile home closed combustion flue not 
accessible due to awnings along both sides. 

 Place the probe just above the water heater (and 
inducer unit, if applicable), and 

 Indoor pipe joints, if present.   

 Appliance Ambient CO maximum is 9 PPM. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is not 
feasible or allowed under the program, Section 5.1 of 
this appendix shall apply. 
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Step 6 

 

FLUE GAS CO TEST 

 

 

 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.



COMBUSTION APPLIANCE SAFETY PROTOCOL 

Combustion Appliance Safety Protocol     Field Guide, Appendix A 
Effective 10/1/17    Page 98 of 141 

 Flue Gas CO Test Conditions and Procedures 

Flue gas CO testing shall be performed for all natural gas and LP gas (propane) appliances.   

14.1  CO ANALYZER OPERATION 

All Flue Gas CO test readings shall be taken “as‐measured”, unless the CO tester is equipped with 
a(n): 

 “Air‐free” feature/function. 

 CO sensor and an O2 sensor with an on‐board calculator. 

 Probe extension.  

The CO tester shall be properly calibrated and zeroed in accordance with this Field Guide.   
(Note:  Keep the Analyzer ON during the entire living space and appliance ambient CO test 
sequence, when possible.  If turned off during testing, the zeroing process shall be repeated 
before resuming ambient CO tests).   

For this test, CO shall be measured in the locations described in Tables 14.4.1 through 14.4.3. 

 

14.2  TEST LOCATIONS 

Both “as‐measured” and “air‐free” flue gas CO measurements are taken in the same location, 
ahead of/free of dilution air.  The difference is that when a CO tester is set to measure “air‐free”, 
the tester uses both the CO and O2 sensor and performs a calculation that provides a more 
accurate “air‐free” reading.   

 Natural Draft Appliances:  The flue gas sample is taken inside of the flue (away from, and 
before the introduction of dilution air into the draft hood). 

 Closed Combustion Appliances:  The flue gas sample is taken by inserting the probe or 
extension into the flue gases inside the vent terminal (and away from ambient air).  

 

   

 
Clearing the CO Sensor:   
Before turning off a CO tester at the end of the flue gas CO test(s), run it in fresh air until 
after the CO reading stops dropping, which allows the pump to push fresh air through 
the sensor and clear out residual CO.  This is especially important after measuring high 
levels of CO (helps maintain sensor accuracy). 

 
“Air‐free” measurements shall NOT be taken for: 1) ambient CO readings, or 2) for flue 
gas CO readings for these gas appliances: clothes dryers, cooktops, or refrigerators.  

Action Levels are provided in Section 18 of this appendix.  
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14.3  OPEN AND CLOSED DOOR TESTS 

The flue gas CO tests must be performed with doors to the room or space containing the tested 
appliance both open and closed, with the results of each test recorded separately.   

 When the enclosure is too small for a person to fit inside with the door closed, it is 
acceptable to do only the “Open Door” Test and circle “N/A” in the “Closed Door” box. 

 Appliance CO checks shall be performed with doors to the space containing the tested 
appliance positioned as shown in Table 14.1.   
Note: Flue gas CO test conditions are the same for both Pre‐CAS and Post‐CAS tests. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MOBILE HOME TEST LIMITATIONS  

 For Mobile Homes, roof access for CO testing is limited as follows: 

– The only type of mobile home roof that can be walked upon by weatherization 
crews is a sloping, wood‐framed (e.g., truss) roof with continuous sheathing and 
roofing material in good condition (e.g., plywood sheathing covered with 
composition shingles or rolled roofing). 

– When a CO test is performed on a mobile home with a “flat” metal roof (flat or 
slightly sloping) on which climbing is not feasible or allowed: 

o A CO analyzer probe extension shall be used as needed to access the 
furnace vent termination without climbing on the roof. 

 For Mobile Homes, CO tests in closed combustion vent pipes shall be achieved by: 

– Measuring flue gas CO inside the vent termination. 

– Using a probe extension as needed, to insert the end of the extension inside the 
vent pipe, to obtain a flue gas reading free of dilution air.  The probe extension 
shall be long enough to reach the vent termination, and the end shall be bent 
sufficiently to reach inside the flue. 

– When flue gas cannot be measured (vent termination cannot be safely accessed), 
CO measurement is limited to an Appliance Ambient CO test. 
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TABLE 14.1:  INITIAL HOUSE SET‐UP CONDITIONS FOR FLUE GAS CO TEST 

Set‐Up Condition  Action Prior to Testing 

Standard Conditions   

Attic and Crawlspace— 
Access Door/Cover 

 Close all attic and crawlspace access doors/covers during all CAS Testing, 
including tests of open combustion appliances located in the 
attic/crawlspace. 

 Perform only “Closed Door” tests, with access in the normal closed position. 

FAU and Kitchen Exhaust Filters   Clean or remove filter. 

Clothes Dryer Lint Screen   Clean lint screen. 

Evaporative Cooler Vent Covers   Cover discharge vents (when covers are available) or block vents. 

Large Shell Leaks   Block gaps/holes totaling 10 sq. in. or more that will be repaired. 

- Includes broken windows, glass, broken doors, and known holes in the 
envelope.  Leaks may be blocked with tape, plastic, etc.   

Multiple Appliances Sharing a Common 
Vent 

 When two appliances share a Common Vent, operate both appliances 
simultaneously during tests. 

 When a water heater that does not affect living space is commonly‐vented 
with another unit that is not accessible, it is not necessary to operate the 
inaccessible unit during CAS tests.  The cross‐sectional area of the common 
vent pipe must equal the combined area of the vent connectors it serves.  

 Example: Area of two 3” pipes (2 x 7.1) = 14.2 sq. in., so they must vent into a 
5” common vent (19.6 sq. in.). 

 

Exceptions/Exclusions:  When CO in one appliance is sampled beyond the 
common vent wye, turn off the other appliance during that CO Test.  Do when: 

 CO is checked at the vent termination of an Induced Draft Furnace, or  

 CO is measured in a test hole drilled in the common vent pipe beyond the 
wye. 

Supply Registers   Registers open. 

Exceptions/Exclusions:  Close when located in a utility room, basement, etc. 
containing an open combustion appliance. 

Exterior Doors/Windows   Keep closed. 

Appliance Enclosure Door   Keep closed. 

Closeable Hallways   Open doors that close off the hallway from the main/open living areas. 

 

Exceptions/Exclusions:  Close doors that close off the hallway from the 
main/open living areas only when: 

 Performing closed‐door test on a wall furnace in the hallway, or 

 Performing closed‐ and open‐door tests on an FAU or water heater in an 
enclosure with CVA vents to the hallway. 

Doors to room containing an exhaust fan, 
when the door does not separate a supply 
register from a central return. 

 Keep open. 

Door to utility room with clothes dryer 
exhausted outdoors. 

 Keep open. 

Exceptions/Exclusions: When a natural draft appliance in that room is being 
tested, the door is closed for the closed‐door test. 

Door to Room with No Exhaust Fan   Keep closed. 

Graphic Credit: RHA, Inc. 



COMBUSTION APPLIANCE SAFETY PROTOCOL 

Combustion Appliance Safety Protocol     Field Guide, Appendix A 
Effective 10/1/17    Page 101 of 141 

Set‐Up Condition  Action Prior to Testing 

When a FAU is present…   Close doors to rooms containing a supply register, when a central return is 
outside the room.  Includes: 

- Bedroom/hallway door, when central return is in hallway. 

- Bedroom/hallway door, when both a supply register and a bathroom 
exhaust fan are present (bedroom/bathroom is open, and bathroom 
fan is on). 

- Bathroom/hallway door, when both a supply register and a bathroom 
exhaust fan are present (the bath fan is on). 

Drive‐thru door and garage windows    Keep closed during all tests. 

Door into Living Space   Closed for closed‐door tests—
with air handler and exhaust 
devices located in the garage 
operating. 

 Opened for open‐door tests—
with air handler and exhaust 
devices in the living space and 
garage operating. 

 

Exceptions/Exclusions:  When a 
door from the garage into the living space is not present, an open‐door test is 
not performed. 

FAU Air Handler   Operate air handler alone (without burner, when possible). 

Combustion appliances that may affect the 
appliance being tested  

 Operate other open combustion appliances located in, or drawing 
combustion air from, the same space. 

Exhaust Fans/Devices   Turn on kitchen and range hood exhaust fans, bathroom and utility room 
fans, clothes dryer, central vacuum system, and manually‐controlled attic 
ventilators. 

 Do not operate whole house fan, (except as described near the end of this 
table for natural draft appliance present in attic). 

 

Exceptions/Exclusions:   

 Operation of air handler and exhaust fans/devices is not required, when CO 
testing a cooktop or oven not vented outdoors. 

 When: 1) a FAU and/or water heater are in an interior enclosure with solid 
door, and 2) all CVA venting is to outdoors, and 3) the door cannot be closed 
for CAS testing because the enclosure is too small, the air handler shall be 
on. 

Natural draft water heater or FAU is 
present in the attic or crawlspace 

 Turn off fans that increase 
pressure in the space (e.g., 
kitchen or bathroom fans 
exhausting directly into attic or 
crawl space). 

 Turn on manually‐controlled 
fans that decrease pressure in 
the space (e.g., exhaust fans). 

Graphic Credit: RHA, Inc.

Graphic Credit: RHA, Inc.
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Set‐Up Condition  Action Prior to Testing 

Pre‐Wx CAS Test Conditions for Natural 
Draft Appliances Located in the Attic 

 Exhaust fans that affect pressure in 
the attic shall be on during Tests. 

 CO and Draft Tests shall be 
performed with the whole house 
fan turned off, and repeated with 
the whole house fan turned on at 
high speed. 

 The worse of the two CO and Draft 
test results shall be recorded in the 
CSD 700. 

If Appliance Fails CAS with Whole House 
Fan Operating 

 Check for adequate NFVA, per this Appendix and manufacturer 
recommended exhaust ventilation for the fan. 

 If attic exhaust is less than 90% of recommended NFVA, additional venting 
must be installed to recommended NFVA, if feasible. 

 After Attic venting NFVA is increased, CAS Testing shall be repeated for the 
affected appliance(s). 

 

Exceptions/Exclusions:  When fan manufacturer’s recommendation for attic 
exhaust ventilation is not available, these defaults may be used: 

 the table below, or by using this equation:   
Min. Attic Exhaust NFVA sq. ft. = Fan CFM / 750. 13 

 Note:  Infiltration‐reduction measures shall not be installed if: 

- Increased attic NFVA is needed but cannot be installed, or 

- An appliance in the attic still fails after attic NFVA is increased. 

WHOLE HOUSE FAN NFVA EXHAUST GUIDELINES 

FAN CFM 
(AT HIGH SPEED) 

MIN. ATTIC 
EXHAUST NFVA 

(SQ. FT.) 

FAN CFM 
(AT HIGH SPEED) 

MIN. ATTIC 
EXHAUST NFVA 

(SQ. FT.) 

1,000 1.3 3,600  4.8

1,200 1.6 4,200  5.6

1,600 2.1 4,800  6.4

2,000 2.7 5,400  7.2

2,400 3.2 6,000  8.0

3,000 4.0 6,500  8.7

 

                                                            
13 Fan CFM may be obtained from a label on the fan, the owner’s manual, or from the fan manufacturer (e.g., online). 

Graphic Credit: RHA, Inc.
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14.4 FLUE GAS CO TESTS BY APPLIANCE TYPE 

Record test results in the CSD 700 Section that applies to the appliance being tested. 

TABLE 14.4.1:  NATURAL DRAFT OPEN COMBUSTION APPLIANCE—CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

Furnace or Space 
Heater 
 

Operate burner for 5 minutes 
before test. 

 Perform Appliance Ambient CO tests as prescribed for a space 
heater in Section 13. 

 Insert probe or extension into the exhaust port(s) inside the draft 
hood.  Check each exhaust port on multi‐burner units, and record 
each reading separately. 

 When there is a baffle present (e.g., in a wall furnace), check CO on 
both sides of the baffle and record the higher number. 

 Note:  If there is no access for flue gas measurement, CO Test is 
limited to Appliance Ambient CO for a space heater. 

 CO Action Level for FAUs (all types), Direct Vent Wall 
Furnaces, and Floor Furnaces:   Flue gas CO 
maximum is 100 PPM. 

 CO Action Level for Natural Draft Wall Furnace:  
50 PPM 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

Storage Water 
Heaters 

Operate burner for 5 minutes 
before test. 
 

 Insert the probe extension down into the center tube in 
combustion gasses free of dilution air.  Check on both sides of the 
baffle, and record the higher number.   

 If there is no access for flue gas measurement, perform an 
Appliance Ambient CO Test. 

 CO Action Level for water heaters other than 
Natural Draft, CO Action Level is 100 PPM. 

 CO Action Level for Natural Draft Water Heater 
Taking Air from the Living Space:  Flue gas CO 
maximum is 50 PPM. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

Tankless Water 
Heaters—Indoors  

Take CO reading after at least 
one‐minute warm‐up, with hot 
water running and the burner 
operating. 

 Leave appliance cover on. 

 Use a L‐shaped probe extension, if needed, to measure CO free of 
dilution air. 

 If there is no access for flue gas measurement, perform an 
Appliance Ambient CO Test in accordance with Section 13. 

 CO Action Level: Flue gas CO maximum is 100 PPM. 

 If flue gas CO exceeds the Flue Gas CO Action Level, 
corrective action is required by a qualified 
technician.   

 If flue gas CO measurement is not feasible, perform 
an Appliance Ambient CO Test. (Ambient test Action 
Level = 9 PPM). 

 After service:  Action Level or as specified by 
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TABLE 14.4.1:  NATURAL DRAFT OPEN COMBUSTION APPLIANCE—CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

manufacturer.

Tankless Water 
Heaters—Outdoors  

Take CO reading after at least 
one‐minute warm‐up, with hot 
water running and the burner 
operating. 

 Leave appliance cover on. 

 Flue gas CO shall be checked inside the exhaust outlet. 

 Draft test and appliance ambient CO test are not applicable.   

 Flue gas CO Action Level: 100 PPM (or as specified 
by manufacturer). 

 If flue gas CO measurement is not feasible, or if flue 
gas CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

 After service: Action Level or as specified by 
manufacturer.  If correction is not feasible or 
allowed under the program, Section 5.1 of this 
appendix shall apply. 

Clothes Dryer   Lint filter shall be clean. 

 Drum may be left “as found” 
(i.e., may contain clothes) 
during the CO test; however, 
if CO exceeds the Action 
Level, empty drum & 
recheck. 

 Measure CO after 30 seconds 
of burner operation (burner 
is lit); may cycle off quickly 
when drum is empty. 

 Insert the probe or extension inside the moisture exhaust 
termination, or 

 If lint screen is accessed from the top of the dryer, insert the 
probe/extension deep into the lint screen cavity (near the bottom). 
Be careful to not hit the fan blade. 

 Appliance ambient test is not required. 

 CO Action Level: maximum 100 PPM. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

 As a non‐essential appliance, a malfunctioning unit 
may be abandoned with client permission to correct 
a fail condition (i.e., flexible gas connector removed 
and line (shutoff) valve capped or line valve 
removed and the line capped). 

Cooking Appliance—
Cooktop Burners 

 With oven and broiler 
burners off, operate each 
cooktop burner separately 
for at least 15 seconds. 

 If griddle is present, operate 
griddle for at least 5 minutes 
before taking CO reading. 

 The air handler, kitchen exhaust, and other exhaust devices in the 
home shall be off during test of the cooktop. 

 Set burner at the highest setting, with the grate in place (Note:  
Clean grate if very dirty/greasy). 

 Hold probe approximately 12" above the flame (positioned 
horizontally, not pointing into flame). 

 If a griddle is present, insert probe inside the port opening, with 
the griddle in place. 

 CO Action Level: maximum 100 PPM.  

 If CO exceeds 100 PPM after 15 seconds, burner 
may be operated longer (e.g., up to a minute) and 
retested.   

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 
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TABLE 14.4.1:  NATURAL DRAFT OPEN COMBUSTION APPLIANCE—CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

 

Cooking Appliance—
Oven and Broiler 
Cooking Appliance—
Oven and Broiler 
(cont.) 

 With cooktop and broiler off, 
operate the oven burner on 
highest “Bake” setting for a 
minimum of 5 minutes. 

When a separate broiler burner is 
present, operate on “Broil” 
setting for 5 minutes (with oven 
burner off). 

 The air handler, kitchen exhaust, and other exhaust devices in the 
home shall be off during test of the oven/broiler. 

 Insert probe into oven exhaust termination (on a range, usually 
located at back of cooktop). 

 For ovens vented outdoors:  (a) Test ahead of where dilution air is 
added, or (b) block dilution air inlet and insert probe or extension 
inside the vent termination outdoors. 

 For convection ovens, measure CO in convection mode (fan on) 
and then in standard mode (fan off), and record the higher reading.

 CO Action Level maximum is 200 PPM.  

 If CO exceeds 200 PPM after 5 minutes, warm up 
time shall be increased (up to 30 minutes), and unit 
shall be re‐tested. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

Cooking Appliance 
with Space Heater  
or Incinerator 

The heater/incinerator shall be 
operated for a minimum of 5 
minutes on the highest burner 
setting. 
 

 If the heater/incinerator is not vented outdoors, the home is NIM. 

 For a heater/incinerator vented outdoors, measure flue gas CO in 
the exhaust stream ahead of dilution air. 

 When a draft hood is present, measure CO in the exhaust port 
inside the draft hood. 

 When there is no draft hood, measure CO: 

- Inside the vent termination, or  

- Inside a CO test hole in the vent pipe.  
(Drill test hole, then seal.) 

 Note:  Appliance Ambient CO test is required, as prescribed above 
for a space heater.* 

 CO Action Levels for a heater/incinerator vented 
outdoors:  CO maximum is 100 PPM. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

 If heater/incinerator is not vented outdoors, Section 
5.1 of this appendix shall apply. 

Gas Log 
 
 
 
 
 
 
 

 Operate gas burner for a 
minimum of 5 minutes 
before checking CO. 

 If CO exceeds maximum after 
5 minutes, increase warm‐up 
time up to 30 minutes and 
retest (Note:  concrete logs 
require longer warm‐up than 
ceramic logs). 

 When the gas log is the primary heat source: 

- The damper must be blocked partially open (e.g., with a damper 
clamp) sufficiently to prevent spillage. 

- If it is not possible to adequately open the damper, the home is 
NIM, until the damper is brought into conformance. 

 When glass doors are present, they shall be fully open during all 
tests. 

 To measure “flue gas” CO, place probe just inside the top edge of 

 CO Action Level maximum is 40 PPM. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

 When a non‐essential appliance, a malfunctioning 
unit may be abandoned to correct a fail condition 
(i.e., flexible gas connector removed and line 
(shutoff) valve capped or line valve removed and 
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TABLE 14.4.1:  NATURAL DRAFT OPEN COMBUSTION APPLIANCE—CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

 
 
Gas Log (cont.) 

the fireplace opening, holding probe horizontally.  Do not place the 
probe inside the fireplace (fire box) or point it downward toward 
the flame. 

- Appliance ambient CO test is not required. 

 When gas log is not the primary heat source, and the damper is not 
blocked partially open: 

- Educate occupants about the need to keep the damper open 
when the gas log is operating. 

- Document education [e.g., note in CSD 700]. 

the line capped).

Gas Fireplace  
(Free‐Standing or 
Fireplace Insert) 

Operate unit for 5 minutes before 
test. 

 Measure Appliance Ambient CO as prescribed for a space heater. 

 Measure flue gas CO inside the dilution air intake, with the probe 
extension directed downward into the flue (as you would into a 
water heater center tube). 

 If there is no access for flue gas measurement, CO Test is limited to 
Appliance Ambient CO. 

 CO maximum is 100 PPM. 

 If CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 
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TABLE 14.4.2:  INDUCED DRAFT OPEN COMBUSTION APPLIANCE—CO TESTING 

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

Furnace or Space 
Heater 

 Operate burner for 5 minutes 
before test. 

 Note:  Drill a test hole in an 
induced draft appliance vent 
pipe to measure flue gas CO 
(also use for draft test). 

 Drill hole as feasible, when 
the vent termination cannot 
be safely accessed.   

- Follow test hole 
instructions in  
Section 15.   

 Perform Room and Appliance Ambient CO tests as prescribed for a 
space heater in Sections 12 & 13. 

 To measure flue gas CO, insert probe/extension inside the vent 
termination on the roof (or the sidewall, if horizontal). 

 When roof climb is not feasible, or sidewall termination cannot be 
reached, use a 1/4" OD aluminum probe extension (up to 10' long) 
when allowed by the tester manufacturer. 

 When termination cannot be reached, but drilling a test hole is 
feasible per Section 15 requirements, insert probe into the test 
hole.  Seal hole after test. 

 If there is no access for flue gas measurement, CO Test is limited to 
Appliance Ambient CO for a space heater.* 

 CO Action Levels: 

- Appliance Ambient CO maximum is 9 PPM. 

- Flue gas CO maximum is 100 PPM. 

 If flue gas CO measurement is not feasible, or if flue 
gas CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 

Storage Water 
Heaters 

Operate burner for 5 minutes 
before test. 

 Insert probe inside the vent termination. 

 When termination cannot be reached, but drilling a test hole is 
feasible in accordance with “Draft Test” section requirements, 
insert probe into the test hole.  Seal hole after test. 

 If there is no access for flue gas measurement, perform an 
Appliance Ambient CO Test as in Section 13.2. 

 CO Action Levels: 

- Appliance Ambient CO maximum is 9 PPM. 

- Flue gas CO maximum is 100 PPM. 

 If flue gas CO measurement is not feasible, or if flue 
gas CO exceeds the Action Level, corrective action is 
required by a qualified technician.  If correction is 
not feasible or allowed under the program, Section 
5.1 of this appendix shall apply. 
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TABLE 14.4.3:  CLOSED COMBUSTION (DIRECT VENT) APPLIANCE—CO TESTING   

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

Furnace or Space 
Heater 

Operate natural gas or LP burner 
for 5 minutes before test. 

 Perform Room and Appliance Ambient CO tests as prescribed for a 
space heater in Sections 12 & 13. 

 Insert probe/extension in exhaust outlet at the vent termination, 
or sidewall if horizontal (e.g., on the roof for a mobile home FAU, 
or on the sidewall for a direct vent wall furnace). 

 If there is no access for flue gas measurement, CO Test is limited to 
Appliance Ambient CO for a space heater.* 

 CO Action Levels: 

- Appliance Ambient CO maximum is 9 PPM. 

- Flue gas CO maximum is 100 PPM. 

 If flue gas CO or Appliance Ambient exceeds the 
Action Level, corrective action is required by a 
qualified technician.  If correction is not feasible or 
allowed under the program, Section 5.1 of this 
appendix shall apply. 

Storage Water 
Heaters 

Operate natural gas or LP burner 
for 5 minutes before test. 

 Insert the probe extension down into the center tube in 
combustion gasses free of dilution air.  Check on both sides of the 
baffle, and record the higher number.   

 If there is no access for flue gas measurement, perform an 
Appliance Ambient CO Test in accordance with Section 13.  

 CO Action Levels: 

- Appliance Ambient CO maximum is 9 PPM. 

- Flue gas CO maximum is 100 PPM. 

 If flue gas CO or Appliance Ambient exceeds the 
Action Level, corrective action is required by a 
qualified technician.  If correction is not feasible or 
allowed under the program, Section 5.1 of this 
appendix shall apply. 

Tankless Water 
Heaters—Indoors 

Take CO reading after at least 
one‐minute warm‐up, with hot 
water running and the burner 
operating. 

 Leave appliance cover on. 

 Insert probe/extension: 

- Inside the vent termination, free of dilution air, or  

- At the manufacturer’s test port, if present and accessible (e.g., 
in the exhaust collar).  

 If there is no access for flue gas measurement, perform an 
Appliance Ambient CO Test in accordance with Section 13. 

 CO Action Levels: 

- Appliance Ambient CO maximum is 9 PPM. 

- Flue gas CO maximum is 100 PPM. 

 A flue gas CO measurement shall be taken at the 
vent terminal.  If not feasible, an appliance 
ambient test is required.  If the test exceeds the 
appropriate Action Level, corrective action is 
required by a qualified technician.   

 If correction is not feasible or allowed under the 
program, Section 5.1 of this appendix shall apply.  

Tankless Water 
Heaters—Outdoors 

Take CO reading after at least 
one‐minute warm‐up, with hot 
water running and the burner 
operating. 

 Measure flue gas CO inside the vent termination. 

 Draft test and appliance ambient CO tests are not applicable. 

 Flue gas CO maximum Action Level is 100 PPM (or 
as specified by manufacturer). 

 If flue gas CO at the termination exceeds 100 PPM, 
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TABLE 14.4.3:  CLOSED COMBUSTION (DIRECT VENT) APPLIANCE—CO TESTING   

APPLIANCE  APPLIANCE PREPARATION  TEST PROBE LOCATION 
ACTION LEVELS  

(Maximum CO level before or after Service) 

but the appliance does not “affect living space”, no 
action is required. 

 If appliance affects the living space and flue gas CO 
at the termination exceeds the Action Level, 
corrective action is required by a qualified 
technician.   

 If correction is not feasible or allowed under the 
program, Section 5.1 of this appendix shall apply. 

Direct Vent  
Gas Fireplace (Free‐
Standing or Insert) 

Operate unit for 5 minutes before 
test. 

 Measure Appliance Ambient CO as prescribed for a space heater. 

 Measure CO in the exhaust outlet at the vent termination. 

 If there is no access for flue gas measurement, CO Test is limited to 
Appliance Ambient CO. 

 CO Action Levels: 

- Appliance Ambient CO maximum is 9 PPM. 

- Flue gas CO maximum is 100 PPM. 

 If flue gas CO exceeds the Action Level, corrective 
action is required by a qualified technician.  If 
correction is not feasible or allowed under the 
program, Section 5.1 of this appendix shall apply. 
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Graphic Credit: RHA, Inc. 

14.5  APPLIANCE AMBIENT PROCEDURE FOR WATER HEATERS WHEN FLUE 
GAS CO TEST IS NOT FEASIBLE 

This test applies only to induced draft and closed combustion storage water heaters, and to 
indoor tankless water heaters, when a flue gas CO measurement is not feasible (i.e., the flue 
termination is on the roof or sidewall, and cannot be accessed).  For 
this protocol, see Section 14.3 of this Appendix. 

14.5.1 CO ANALYZER OPERATION 

Operate the CO analyzer in “as measured” mode (not “air‐free”).  
Keep the Analyzer on during the entire living space and appliance 
ambient CO test sequence, when possible.  If turned off during 
testing, repeat the zeroing process before resuming ambient CO 
tests.  

14.5.2 TEST PROTOCOL 

The test sequence requires the technician to perform the appliance ambient test for 
qualifying water heating units, then document the reading in the CSD 700 Form, with a 
notation that it is an ambient CO reading. 

 Test Conditions 

- The Water heater being tested must be operating. 

- All other combustion appliances and all exhaust fans/devices are turned off. 

- For indoor units, doors and windows are set as prescribed for the First living 
space ambient CO test. 

 Appliance Ambient CO Procedure for 
Storage Water Heaters 

- Obtain a “zeroed” Outdoor Reading in accordance 
with the living space ambient CO test 
procedure. (Note:  “Zero” the CO 
analyzer outdoors again if it was 
turned off or it was used for a flue gas CO 
reading). 

- Operate burner for a minimum of 5 minutes. 

- Measure appliance ambient CO for induced draft or 
closed combustion units in the atmosphere just 
above the top of the water heater (and inducer unit, 
if applicable), and indoor pipe joints, if present. 

 

   

Graphic Credit: RHA, Inc.
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 Appliance Ambient CO Procedure for Tankless Water Heaters (indoor units only) 

- Burner shall be operated for a minimum of 1 minute.   
(Note:  To activate burner and keep it on for the test, a hot water faucet must be 
open with hot water running). 

- All other gas appliances shall remain off. 

- CO shall be measured in the atmosphere just above the top of the water heater, 
and indoor pipe joints, if present. 

 Appliance Ambient CO Action Levels 

- These special appliance action levels apply to both storage and tankless water 
heaters. 

- If Appliance ambient CO is higher than 9 PPM, infiltration‐reduction measures 
shall not be installed until after the unit is checked / serviced by a qualified 
technician and is operating safely per manufacturer’s specifications. 

Graphic Credit: RHA, Inc.
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Step 7 

 

DRAFT & SPILLAGE 
CHECKS 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 Draft and Spillage Checks 

There are three types of draft checks for open combustion appliances: 

 Instrumented (Measured) Draft test—Performed on all natural draft appliances when feasible, and 
on induced draft appliances when a CO test hole was drilled. 

 Visual Draft Test—Performed when instrumented test is not possible or for interim CAS test. 

 Spillage Checks—Performed on all natural draft appliances. 

15.1  OPEN AND CLOSED DOOR DRAFT TESTS 

When possible, draft tests must be performed with doors to the room or space 
containing the tested appliance both open and closed, with results from each 
test recorded separately.   

 When the enclosure is too small for a person to fit inside with the door 
closed, perform only the “Open Door” Test, and circle “N/A” in the 
“Closed Door” box. 

 Confined Area/Hallway:  For an appliance in a confined area that can be 
closed off completely with doors (e.g., wall furnace or appliance 
enclosure in a hallway that can be closed off from kitchen, living room, 
etc.): 

– “Closed Door” Test:  all hallway doors closed. 

– “Open Door” Test:  hallway door(s) open to a common area. 

15.2  APPLIANCE SET‐UP 

Operate gas burners for 5 minutes before performing the Instrumented Draft Test and Visual Draft 
Test, except as individually noted in the test procedures on the following pages.   

For the Spillage Check, the gas burners 
must be operated as noted below: 

 Within 2 minutes of main burner 
operation for a “warm vent”, and  

 Within 5 minutes of main burner 
operation for a “cold vent”. 

“Cold vent” exists when an appliance 
heat setting has been set to OFF. 
“Warm vent” exists for an appliance 
when the heat setting is turned to ON 
and the appliance has been operating.  

Water heaters are always tested using 
a “warm vent” time requirement. 

   

FEEL FOR SPILLAGE
ALONG THE DRAFT

HOOD OPENING
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15.3  INSTRUMENTED (MEASURED) DRAFT TEST 

An Instrumented Draft Test is required only as described in Table 15.3 below, using: a draft gauge, 
the draft function on a CO tester, or a digital Manometer (gauge from Duct Blaster or Blower Door), 
as pictured at the right. 

TABLE 15.3:  INSTRUMENTED DRAFT TEST BY APPLIANCE AND WHEN REQUIRED 

 

Combustion  Appliance Type  Instrumented Draft Test—When Required 

Natural Draft Open 
Combustion 

FAU/Space Heater, Storage 
Water Heater, and Vented Oven 

Perform when a test hole can be drilled. 

Indoor Tankless Water Heaters Perform when a test hole can be drilled.  (Instrumented 
Draft Test is not feasible for all other tankless types.) 

Induced Draft Open 
Combustion 

FAU/Space Heater and Storage 
Water Heater 

Draft test is only required when a flue gas CO test hole is 
drilled because CO measurement is not feasible at the vent 
termination (see Table 13.1.2).  If the flue gas CO reading is 
accessible, drilling a hole just for a Draft Test is not required.

Closed Combustion  FAU/Space Heater and Storage 
Water Heater 

An instrumented draft test is not applicable (draft test holes 
shall not be drilled). 

Graphic Credit: RHA, Inc.
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15.4 INSTRUMENTED DRAFT TEST PROCEDURES 
 

TABLE 15.4.1 –INSTRUMENTED DRAFT TEST FOR OPEN COMBUSTION APPLIANCES (except Tankless Water Heaters) 

1.  Correct draft 
hood defects. 

If draft hood is misaligned or missing, or if multiple draft hoods are present, the condition shall be corrected before 
the draft test. 

2.  Measure outside 
temperature in 
the shade and 
record. 

Measure the outside temperature in the shade.  When instrumented draft tests are performed at different times of 
day, recheck outdoor temperature each time and note on the CSD 700 form. 

3.  Drill test hole for 
Instrumented 
Draft Test. 
 

 Drill test hole in a straight section of metal vent pipe: 

– Natural Draft: 12" to 24" beyond the draft hood opening 

– Induced Draft: Approximately 36" beyond the Inducer Fan (Drill induced draft vent pipe only when 
needed and feasible for CO Test, not for Draft Test only). 

 Hole diameter: 

– For all pipes:  Appropriate for the test probe and plug button, but no larger than necessary (e.g., 
5/16" for 1/4" outside diameter [OD] probe). 

– For B‐vent (if not prohibited by pipe manufacturer):  The outer hole is slightly larger, to facilitate 
application of high‐temperature (e.g., RTV) silicone to seal the inner hole.  It is sized to fit available 
plug buttons. 

 The test hole shall not be drilled in: 

– An elbow, or a loose or improperly‐secured pipe. 

– Pipe for a mechanical draft system under positive pressure (e.g., stainless steel pipe with sealed 
joints). 

– Flexible pipe (i.e., ribbed flexible aluminum vent connector). 

– Asbestos‐based pipe (e.g., “transite” pipe). 

– Double‐wall or B‐vent metal pipe, if drilling will void pipe warranty, or is prohibited by local code. 
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TABLE 15.4.1 –INSTRUMENTED DRAFT TEST FOR OPEN COMBUSTION APPLIANCES (except Tankless Water Heaters) 

4.  Measure 
appliance 
drafting. 
 
 

Use approved instrument to measure appliance draft (i.e., draft gauge, CO tester, digital manometer).  

 Insert tester probe through the test hole, to the center of vent pipe.   

 Draft is adequate and the appliance “passes” draft, only when negative pressure reading inside the vent 
pipe equals or exceeds the values shown in the table below.   

 A reading that is not negative/low enough is a CAS Fail, and is a Hazard Fail when spillage is also present.  
See “Corrective Action” below. 

MINIMUM ACCEPTABLE DRAFT  
Based on the Building Performance Institute (BPI) 

Standard. 

OUTDOOR TEMP  IWC MINIMUM PA MINIMUM

Below 31°F  0.008 IWC  2.00 Pa 

31°F to 40°F  0.007 IWC  1.75 Pa 
41°F to 50°F  0.006 IWC  1.50 Pa 
51°F to 60°F  0.005 IWC  1.25 Pa 
61°F to 70°F  0.004 IWC  1.00 Pa 
71°F to 80°F  0.003 IWC  0.75 Pa 

Above 80°F  0.002 IWC  0.50 Pa 

 A draft gauge is usually calibrated in “inches of water column” (iwc).  A digital manometer is usually read 
in Pascals (Pa).  A CO Tester with Draft function may read in either iwc or PA. 

 Negative pressures are affected by the outdoor temperature, which is why a temperature reading is 
required.   

5.  Plug draft test 
hole. 

Following the Instrumented Draft test, the test hole must be sealed as described below.  

 Single‐Wall Pipes: 

– Shall be capped with a snugly‐fitting plug button. 

– May be additionally sealed with UL listed metallic tape, and/or with high‐temperature non‐
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TABLE 15.4.1 –INSTRUMENTED DRAFT TEST FOR OPEN COMBUSTION APPLIANCES (except Tankless Water Heaters) 

hardening sealant (e.g., 450°F RTV red silicone). 

 Double‐Wall Pipes—Method A (Recommended only when allowed by Type B Manufacturers): 

– Insert the nozzle of a small tube of RTV silicone through the larger outer hole. 

– Apply enough caulk to seal the inner hole with a glob of the silicone. 

– Seal the outer hole with a properly‐sized plug button. 

 Double‐Wall Pipes—Method B (Alternative when allowed by Type B Manufacturers): 

– Apply high temperature RTV silicone caulk to the threads of a tight‐fitting stainless steel bolt. 

– Size bolt to cover the larger outer hole and extend maximum 3/8" into the inner pipe. 

– Ensure that RTV silicone is on the portion of threads that extends into the inner pipe. 

6.  Corrective Action   When Draft is not adequate, corrective action by a qualified technician is required.  If correction is not feasible or 
not allowed under the program, Section 5.1 of this appendix shall apply. 
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TABLE 15.4.2 ‐‐ INSTRUMENTED DRAFT TEST FOR TANKLESS WATER HEATERS ONLY 

1.  Ensure that front 
cover is in place. 

Front cover may be removed to read the nameplate, but it shall be in place during all appliance‐on tests. 

2.  Operate appliance.  Operate appliance for a minimum warm‐up of one minute.  You must run hot water to operate the burner during 
tests. 

3.  Drill test hole for 
Instrumented Draft 
Test.  

Instrumented Draft Tests are not feasible for the following Tankless Water Heater Types: 

 Induced draft (power vent) units; 

 Open combustion outdoor units; and 

 Direct vent (closed combustion) indoor and outdoor units. 

 
Perform an Instrumented Draft Test for open combustion indoor 
tankless water heaters: 

 Drill test hole in a straight section of metal vent pipe within 
24" above the unit in a straight length of pipe, when not 
prohibited by the manufacturer or local code.   

 Note:  The test hole shall not be drilled in: 

– Any sealed mechanical draft system vent pipe that is 
under positive pressure (e.g., Category III stainless steel 
pipe with sealed joints). 

– An elbow, or a loose or improperly‐secured pipe. 

– Flexible pipe (i.e., ribbed flexible aluminum vent connector). 

– Asbestos‐based pipe (e.g., “transite” pipe). 

– Double‐wall or B‐vent metal pipe, if drilling will void pipe warranty, or is prohibited by local code. 

 Hole diameter: 

– For all pipes:  Appropriate for the test probe and plug button, but no larger than necessary (e.g., 
5/16" for 1/4" outside diameter [OD] probe). 

– For B‐vent (if not prohibited by pipe manufacturer):  The outer hole is slightly larger, to facilitate 

INSTRUMENTED 
DRAFT TEST IS 
PERFORMED WHEN 
FEASIBLE TO DRILL 
A TEST HOLE IN A 
SINGLE-WALL PIPE. 

Graphic Credit: RHA, Inc. 
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application of high‐temperature (e.g., RTV) silicone to seal the inner hole.  It is sized to fit available 
plug buttons. 

4.  Measure Draft. 
 

 Use an approved instrument to measure appliance draft.  Draft is adequate and the appliance “passes” 
draft, only when negative pressure inside the vent pipe equals or exceeds the values shown in Table 14.4 
(or manufacturer’s specifications, if different).   

 Inadequate draft is a Fail, and is a Hazard Fail when accompanied by spillage. Fails shall be addressed per 
Item 6: “Corrective Action” below. 

5.  Plug draft test hole.  Following the Instrumented Draft test, the test hole must be sealed as described below.  

 Single‐Wall Pipes: 

– Shall be capped with a snugly‐fitting plug button. 

– May be additionally sealed with UL listed metallic tape, and/or with high‐temperature non‐
hardening sealant (e.g., 450°F RTV red silicone). 

 Double‐Wall Pipes—Method A (Recommended only when allowed by Type B Manufacturers): 

– Insert the nozzle of a small tube of RTV silicone through the larger outer hole. 

– Apply enough caulk to seal the inner hole with a glob of the silicone. 

– Seal the outer hole with a properly‐sized plug button. 

 Double‐Wall Pipes—Method B (Alternative when allowed by Type B Manufacturers): 

– Apply high temperature RTV silicone caulk to the threads of a tight‐fitting stainless steel bolt. 

– Size bolt to cover the larger outer hole and extend maximum 3/8" into the inner pipe. 

– Ensure that RTV silicone is on the portion of threads that extends into the inner pipe. 

6.  Corrective Action  When Draft is not adequate, corrective action by a qualified technician is required.  If correction is not feasible or 
not allowed under the program, Section 5.1 of this appendix shall apply. 
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15.5 VISUAL DRAFT CHECK 

A Visual Draft Test shall be performed on natural draft appliances, when an Instrumented Draft Test is not feasible. 

TABLE 15.5.1 ‐‐ VISUAL DRAFT TEST FOR NATURAL DRAFT SPACE HEATERS AND WATER HEATERS 

1.  Apply smoke 
around draft 
hood opening. 

 

Perform a Visual Draft Test only when an Instrumented Draft Test is not feasible (e.g., a proper test hole 
cannot be drilled). 

 Note:  A Visual Draft Test shall not be used in the 
place of a feasible Instrumented Draft Test. 

 Apply smoke along the entire draft hood opening, 
near the top of the opening.   

– Use a smoke “puffer”, smoke “pencil”, incense 
stick, an extinguished match, etc.  Smoke from 
lighted match or cigarette is not acceptable. 

– Open flames at the draft hood can cause 
unburned fuel in the vent to explode. 

– Light tester 2 feet away from the appliance, 
extinguish the flame, and then place the 
smoking tester near the draft hood opening. 

 Draft is adequate only if smoke is drawn into the 
entire draft hood opening, and is, and continuous spillage is not present. 

– If the smoke is consistently drawn inward, the appliances “passes” draft testing.   

– If not, see the listed “Corrective Action” below in Item 5. 

VISUAL DRAFT TEST FOR ALL OTHER APPLIANCES 

2.  Tankless Water 
Heaters 

When an Instrumented Draft Test is not feasible: 

 Draft shall be checked by applying “smoke” along the entire dilution air intake, if it is located 

Graphic Credit: RHA, Inc. 
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directly outside the draft hood. 

Open Combustion Indoor Tankless Water Heater 

 If a dilution air intake is not located in the front cover directly outside the draft hood (i.e., dilution 
air is drawn from the bottom or elsewhere in unit), Visual Draft Test is not feasible. 

 Draft is adequate only if smoke is drawn into the opening. 

3.  Gas Logs  Perform a Visual Draft Test on all gas log fireplaces, with glass doors open, if present. 

 Fireplace damper shall be open (or blocked partially open, if applicable). 

 Draft shall be checked by applying “smoke” along the entire top of the fireplace at the edge of the 
opening.. 

 Draft is adequate only if smoke is drawn inward along the entire fireplace opening.  If draft is 
inadequate, see “Corrective Action” below. 

4.  Gas Fireplaces/ 
Inserts 

Perform an Instrumented Draft Test  for all open combustion gas fireplaces and inserts: 

 Draft shall be checked by applying “smoke” along the entire top of the fireplace at the edge of the 
dilution air intake opening. 

 Draft is adequate only if smoke is drawn inward along the entire dilution air intake opening.   

 If draft is inadequate, see “Corrective Action” in Item 5 below. 

CORRECTIVE ACTION FOR ALL APPLIANCES 

5.  Appliance is Not 
Drafting Properly. 

 If draft is not adequate, it is Fail, and it is a Hazard Fail when accompanied by spillage (described in 
Section 15.6).   

 When Draft is not adequate, corrective action by a qualified technician is required.  If correction is 
not feasible or not allowed under the program, Section 5.1 of this appendix shall apply. 
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15.6 SPILLAGE CHECK 

A Spillage Check shall be performed on all natural draft appliances. 

TABLE 15.6.1 ‐‐ SPILLAGE CHECK FOR NATURAL DRAFT SPACE HEATERS AND WATER HEATERS 

1.  Check for spillage 
around entire draft 
hood opening. 
 

 Perform a Spillage Check on all natural draft appliances. 

 Using the back of the hand, a small mirror, or smoke 
generator, move along/around the entire draft hood 
opening. 

 Spillage is present when warm moisture is felt on the 
hand, or there is fogging on the mirror, or smoke is 
pushed away from the opening: 

– At 2 minutes of main burner operation for a warm 
vent, and  

– At 5 minutes of main burner operation for a cold 
vent. 

 If spillage is continuous (e.g., not caused momentarily by 
gusts of wind), the condition is a Hazard Fail and shall be 
addressed as described in Item 2: “Corrective Action” 
below. 

2.  Corrective Action.  When: 

 Instrumented or Visual Draft Tests indicate draft is not adequate, and/or 

 Spillage Check indicates unacceptable spillage is present, then… 

Corrective action by a qualified technician is required.  If correction is not feasible or not allowed under the 
program, Section 5.1 of this appendix shall apply. 

 

Graphic Credit: RHA, Inc.
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Step 8 

 

COMBUSTION 
APPLIANCE ZONE  
(CAZ) TESTING 

 
 

REMEMBER:  If any CAS Hazard or CAS Fail condition is identified that cannot be corrected: 

 (DOE Program or dwelling leveraged with DOE) The dwelling shall be DEFERRED. 

 (LIHEAP) The dwelling shall be NIM (non‐infiltration reduction measures) only.
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 Summary of CAZ Test Procedures 

A series of Combustion Appliance Zone (CAZ) Tests is required, when at least one of the appliances 
below is present in a dwelling. 

 In CONVENTIONAL Homes where: 

– A solid‐fuel appliance draw combustion air from the living space. 

 In MOBILE Homes—when combustion air is drawn from the living space 
by any of the following:  

– Open combustion gas/oil furnace. 

– Open combustion gas/oil water heater. 

– Solid‐fuel stove or stove insert (wood, pellet, or coal‐burning). 

 

16.1 OVERVIEW OF STEPS YOU WILL TAKE TO PERFORM THE CAZ PROCEDURE 

CAZ testing consists of the 4 steps listed below.  The house must be “set up” for each step; then the 
Combustion Appliance Zone (CAZ) procedure related to that house set‐up will follow. 

1.  Measure “Baseline Pressure” in the CAZ.  That is the pressure in the building cause by natural 
atmosphere conditions (wind, stack effect, chimney effect, etc.).  The set‐up of the house is in 
Section 16.3 and the Baseline Test procedure is in Section 16.4. 

2.  Determine “Worst Case” CAZ Pressure.  In this step, you will measure CAZ pressure under each of 
three test conditions: A, B, and C. Each condition requires you to “Smoke the Doors” as described 
in the shaded box to adjust the house set‐up and take a new reading.  Condition B and Condition C 
are only required when the home has a FAU. 

3.  Evaluate the Worst Case Condition.  For each “condition”, you compare the measured CAZ 
pressure with the House Depressurization Limit (HDL).  The HDL is the most a CAZ can be 
depressurized and still be considered safe for the type of appliance in the CAZ.  See the HDL Table 
in Section 16.9 (Table 16.9.1). 

4.  Determine whether corrective action is needed.  Correction will be required when the CAZ is 
depressurized more than the HDL (is more negative).  Possible corrections are listed in Sections 
16.10 and 16.11. 

 

16.2 WORKSHEET FOR RECORDING CAZ TESTING DATA 

As you are performing the CAZ tests, the data must be recorded in the worksheet below.  This data 
is tracked by the field personnel who are performing the CAZ procedures.  Each of the test results 
from the following CAZ procedures shall be recorded here and worksheet kept in the client’s file. 
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TABLE 16.2.1: CAZ WORKSHEET 

PRESSURE READINGS: 
PRE  
(before shell sealing) 

POST 
(after shell sealing) 

BASELINE PRESSURE:   
             (Circle – or +) 

 ________ Pascals    
–    + 

 ________ Pascals    
–    + 

TEST CONDITION A:    
Take CAZ pressure reading 
with exhaust fans on only. 

 ________ Pascals    
–    + 

 ________ Pascals    
–    + 

TEST CONDITION B:    
Take CAZ pressure reading 
with exhaust fans and FAU air 
handler on. 

 ________ Pascals    
–    + 

 ________ Pascals    
–    + 

TEST CONDITION C:   
Take CAZ pressure reading 
with air handler on only. 

 ________ Pascals    
–    + 

 ________ Pascals    
–    + 

Are any of the pressure 
readings "more negative" 
than the HDL? 

 No.  Corrective action is not 
required. 

 Yes.  Corrective action is 
required. 

 No.  Corrective action is not 
required. 

 Yes.  Corrective action is 
required. 

 

16.3 SET UP THE HOUSE FOR “BASELINE” TESTING 

1. Close windows and all entrance and all interior doors, including the 
one to FAU enclosure. 

2. Close passive inlet vents and install cooler vent covers, if available. 

3. Close room air conditioner outside air inlet or install vent cover, if 
available. 

4. Fully open all supply registers, except any in the Furnace room (which 
are closed).  

5. Clean dirty filters, including the clothes dryer 
lint screen and the FAU return air filter.  
Remove filter, if cleaning or replacement is 
not possible.  Check dryer exhaust for 
blockage at the termination. 

6. Turn off all exhaust fans and devices.  That 
includes kitchen exhaust, bath and utility 
room fans; mechanical ventilation fan, 
clothes dryer, whole‐house vacuum system, 
manually‐controlled attic vent fans, etc.  
Exclude the whole‐house fan. 

BASELINE 
SET‐UP 

Graphic Credit: RHA, Inc. 
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7. If present, and if feasible to do so, close (a) the Fireplace damper and glass doors, or (b) 
Wood Stove/Insert air intake controls. 

8. If a blower door is set up, install the “no‐flow” plate and/or fan cap. 

9. Turn off the furnace, water heater, and any other combustion appliances. 

16.4  MEASURE BASELINE PRESSURE IN THE CAZ 

After establishing conditions described above in Section 16.2, 
use the following procedure and a digital Manometer to 
measure the pressure difference between the CAZ and the 
outdoors.  For each appliance zone that must be tested, set up 
the digital gauge to measure the “Baseline Pressure”, which is 
the pressure difference between the CAZ and outdoor reading. 

1. Locate the manometer near the appliance for which 
CAZ testing is being performed. 

2. Leave Channel “A” Input tap open, with the gauge in 
the zone near appliance being tested. 

3. Run tubing from Channel “A” Reference tap to 
outdoors. 

 To improve accuracy when windy, use a wind dampener and extend the tubing to a 
wind‐protected location. 

4. Turn the Manometer on and leave it in the PR/PR 
mode (as shown in the graphic to the right). 

5. Press the BASELINE button. 

6. The word “BASELINE” will begin to flash in the Channel “A” display (indicating the Baseline 
feature is activated).  Channel “A” is reading the 
Baseline Pressure, and the Channel “B” display is 
inactive.  

7. Press START button to begin the Baseline 
measurement procedure on Channel “A”. 

 When the START button is pressed, “BASELINE” stops flashing and the gauge shows a 
long‐term average Baseline Pressure reading on Channel “A”. 

 While baseline pressure is measured, Channel “B” display is a timer to indicate how 
long (in seconds) the Baseline measurement is active.  

 The longer the measurement time, usually the more stable the Baseline reading 
becomes.  The graphic shows the measured Baseline Pressure is –2.6 Pa (measured 
over the past 45 seconds).  

8. After the Baseline Pressure reading is stable, press ENTER key to accept and enter the 
Baseline Pressure reading. 

 After pressing ENTER, Channel “A” will display the Baseline adjusted pressure reading 
(current Channel “A” pressure minus the baseline pressure).  

 The “ADJ” icon appears under the Channel “A” 
pressure reading, to indicate that it is the 

Graphic Credit:  
Energy Conservatory 
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“Baseline Adjusted” pressure reading. 

 Time averaging will revert to the time averaging period that was being used before the 
BASELINE button was pushed. 

9. Record the Baseline Pressure reading in the CAZ Worksheet (Table 16.2.1). 

16.5  SUMMARIZING THE “WORST CASE” PROCEDURE 

The test procedures described in Sections 16.6, 16.7, and 16.8 will allow you to calculate: (a) what 
the CAZ pressure is, (b) whether it is negative (–) or positive (+), and (c) whether it exceeds the 
House Depressurization Limit (HDL).  If CAZ pressure is too negative (exceeds the HDL), corrective 
action will be required.  You will measure CAZ pressure by applying the test procedures shown in 
Table 16.5.1 below.  

TABLE 16.5.1: CAZ “WORST CASE” PROCEDURES 

TEST CONDITIONS  

WHAT YOU DO  

Condition “A”: 
Exhaust Fans 

Only 

Condition “B”:
Exhaust Fans  
+ Air Handler 

Conditions “C”: 
Air Handler 

Only 

Where do you stand?  In the CAZ, near the appliance being tested. 

Where do you hold the gauge?  Channel “A” Input is held near the appliance being tested. 

Is there tubing on Channel “A” 
Input Tap? 

No.  The Channel “A” Input tap is left “open”. 

Is there tubing on Channel “A” 
Reference Tap? 

Yes.  The Channel “A” Reference tap has tubing attached that goes 
outdoors.*   

*Run Channel “A” Reference tubing through the smallest possible opening.  If a door or window is used, 
the remaining gap is taped closed.  If the blower door is set up, tubing can be run through a tubing hole 
in the door panel.   If it is windy out, install a wind dampener and place outdoor end of tubing in a 
sheltered location. 

16.6  WORST CASE TEST CONDITION A – EXHAUST FANS ONLY 

1. Ensure house and digital gauge are set‐up as they were in Sections 16.3 and 16.4. 

2. Turn on all exhaust fans/devices, including mechanical ventilation exhaust system or 
HRV/ERV that were turned off for the baseline measurement (air handler remains off). 

3. Smoke the doors (follow procedure in shaded box on the following page). 

4. Re‐measure the pressure difference between the CAZ and outdoors and record the result in 
Table 16.2.1.  

 In the screen to the right, Channel “A” 
shows the CAZ depressurization in this 
condition is –4.2 Pa.  In other words, the 
CAZ was depressurized 4.2 Pa by the 
exhaust fans/devices when they were turned on. 

 If the pressure reading on Channel “A” fluctuates too much, use a longer Time 
Averaging period. 

5. Record Worst Case Test Condition A in the CAZ Worksheet (Table 16.2.1). 



COMBUSTION APPLIANCE SAFETY PROTOCOL 

Combustion Appliance Safety Protocol     Field Guide, Appendix A 
Effective 10/1/17    Page 128 of 141 

6. Next Steps 

 If the home has an FAU, go to Worst Case Test Condition B and then Test Condition C. 

 If there is no FAU, only Condition A testing is required for each CAZ. 

 

 

 

 

 

 

 

 

 

 

 

 

 

16.7  WORST CASE TEST CONDITION B – AIR HANDLER & EXHAUST FANS 

1. Maintain house and digital gauge set‐up, and keep exhaust fans/devices on (operating). 

2. Turn on the air handler—fan only (without burner) when possible, and on highest speed 
when the air conditioner is re‐set. 

3. “Smoke the doors” again, as described in the shaded box above.  Set interior doors 
accordingly. 

4. Re‐measure the pressure difference between the CAZ and the outdoors, and record it in 
the CAS Worksheet (Table 16.2.1). 

   

SMOKING THE DOORS 

 For each of the “Worst Case” test conditions, you are 
required to “Smoke the Doors” to determine the set‐up for 
the interior doors. 

– Standing in the main body of the home (e.g., a central hallway), 
squirt smoke under the door to each room containing an 
exhaust fan—except the CAZ (room) that is currently being 
tested. 

o If the smoke goes into the  
room, open the door. 

o IF the smoke comes back  
toward you, keep the  
door closed. 

– From the main body of the home,  
how squirt smoke under the CAZ  
door. 

o If smoke goes into the CAZ,  
keep the door closed. 

o If smoke comes back toward  
you, open the door. 

Graphic Credit: RHA, Inc. 
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16.8 WORST CASE TEST CONDITION C – AIR HANDLER ONLY 

1. Maintain house and digital gauge set‐up, and keep the air handler on (operating). 

2. Turn off all exhaust fans/devices and the mechanical ventilation system that were turned 
on in Condition A. 

3. Again “Smoke the doors”, as described in the shaded box on the previous page.  Set interior 
doors accordingly. 

4. Re‐measure the pressure difference between the CAZ and the outdoors, and record the 
results in the CAZ Worksheet (Table 16.2.1).  

16.9 EVALUATE THE “WORST CASE” CONDITION 

1. Identify which of the “Worst Case” conditions causes the greatest negative “CAZ reading.  

2. Compare that pressure with the appropriate “House Depressurization Limit” (HDL) in  
Table 16.9.1 below.   

3. If there are two or more combustion appliances in the CAZ, check the HDL for each 
appliance type, and use the HDL that is most negative. 

4. If the negative pressure in the CAZ exceeds the HDL, corrective action is required.   
See Sections 16.10 and 16.11.   

 

TABLE 16.9.1: HOUSE DEPRESSURIZATION LIMIT (HDL)** 

PART 1—GAS‐ AND OIL‐FIRED APPLIANCES  HDL (MAX. DEPRESS.) 

Natural Draft Water Heater only  –2 Pa 

Natural Draft Water Heater and Natural Draft Furnace/Boiler (common vent)  –3 Pa 

Natural Draft Water Heater and Induced Draft Furnace/Boiler (common vent)  –5 Pa 

Natural Draft Furnace/boiler only  –5 Pa 

Induced Draft Furnace/Boiler only  –15 Pa 
 

PART 2—SOLID FUEL APPLIANCES  HDL (MAX. DEPRESS.) 

Standard Fireplace* (unlined chimney on exterior wall)  –3 Pa 

Standard Fireplace*  (metal lined, insulated, or interior chimney)  –4 Pa 

Standard Wood Stove or Fireplace Insert (not EPA‐Certified & “Airtight”)  –3 Pa 

Controlled‐Combustion EPA‐Certified “Airtight” Wood Stove or Fireplace 
Insert drawing combustion air from the living space 

–5 Pa 

Controlled‐Combustion EPA‐Certified “Airtight” Wood Stove or Fireplace 
Insert drawing combustion air from outdoors (e.g., “Mobile Home” type) 

–10 Pa 

Pellet Stove, with exhaust fans and sealed vents  –15 Pa 

*Open combustion Fireplace without sealed glass doors and/or restricted air intake. 

**Some test procedures, the HDL table, and the Manometer display graphic are adapted from the Minneapolis 
Blower Door Operating Manual, and are used with permission from the Energy Conservatory.   
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16.10 PRESSURE BALANCING PROCEDURE WHEN FAU IS PRESENT 

This procedure must be performed when the home has a central return and the 
“Worst Case” CAZ pressure is more negative than the HDL.  Use it to determine 
if any room with a solid door is restricting return air enough to require 
pressure relief to balance return airflow. 

1. Close all windows, entrance doors, and interior doors (including doors 
to the furnace enclosure and basement). 

2. Turn on the air handler, preferably the fan only, and preferably on High speed. 

 If there is a separate “On‐Auto‐Off” switch, turn it to On.  Turn the “Heat‐Off‐Cool” 
switch to Off. 

 If the system must be operating to run the air handler, and it has both Heating and Air 
Conditioning, choose AC mode. 

3. Set up the Manometer to measure Pressure: 

 Connect tubing to the Channel “A” Input tap. 

 Leave the Channel “A” Reference tap open (no tubing attached). 

 Turn on the gauge and leave it in the “PR/PR” mode. 

4. From the main body of the house, place the tubing under each closed door, including the 
FAU enclosure and/or basement. 

5. Channel “A” now displays the difference in pressure between the closed room and the 
hallway, created by the air handler pulling against the closed door.   

6. For each room, repeat the process, and record the pressure difference between the closed 
room and the main body of the house. 

7. Pressure relief must be provided for any room pressurized or depressurized by 3 Pa or 
more with respect to the main body of the house (where the central return is located). 

16.11 CORRECTIVE ACTION TO REDUCE IMBALANCE 

Pressure imbalance can be created when a supply register is separated from a 
central return.  Corrective action must be taken for any room pressurized or 
depressurized by 3 Pa or more with respect to the main body of the house.  
Some options when the reading is greater than the HDL include the following: 

1. Increase Door Undercut.  Here are some general guidelines: 

 Undercut shall be up to 2 to 2.5 inches.  

 1 sq. in. of gap for every 5 sq. ft. of floor area in the closed‐off room. 

 Before cutting, make sure there will be enough solid wood (bottom rail) left after the 
cut is made.  (If too much rail is cut away, properly‐sized solid wood (e.g., from the cut‐
off) must be pushed up into the hollow door bottom and glued or mechanically 
secured.) 

   

FAU 
PRESSURE 
BALANCING

CORRECT 
PRESSURE 

IMBALANCES
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Graphic Credit: RHA, Inc.

2. Duct Repair.   

 Find and seal all accessible duct leaks.  For example, return leaks in the CAZ can 
depressurize the CAZ, and supply leaks to outside can depressurize the living space. 

3. Install a Transfer Grille.  

 Non‐closeable louvered grille, at least as large as the supply register, installed in the 
wall or door of the closed room.   

 Additional pressure balancing may be needed in some 
mobile homes. 14 

4. Install a Jump Duct. 

 Air duct in the attic running from a grille in the ceiling 
of the closed room to a grille in the hallway ceiling.   

 Return air from the room flows through the duct, into 
the hallway, and then to the return intake.  (Note that 
jump ducts may not be used for upper CVA venting.) 

5. Air Handler and Exhaust Fan Changes.   

 It may be feasible to have an HVAC contractor reduce 
the CFM of the air handler. 

 It is sometimes possible to reduce the capacity (CFM rating) of, or the negative effect 
of, fans that exhaust air from the CAZ.   

 When a clothes dryer exhausted to outdoors and a natural draft water heater are in a 
utility room with a closeable door, install a louvered grille of 100 sq. in. NFVA to 
outdoors (only if the room is unconditioned space) or into the living space (if the utility 
room is conditioned space)—to reduce depressurization.  That is a permanent 
correction to be utilized when possible.   

 Also, occupants may be advised to open the utility room window slightly when the 
dryer is operating, if the dryer is causing excessive house depressurization 

6. Install a Passive Vent In An Outside Wall to Provide Pressure Relief.  

 See WIS Section 49 (Mechanical Ventilation).  This technique should only be used as a 
last resort and CSD waiver only to resolve depressurization because it brings in 
unconditioned outdoor air.  

 

                                                            
14 When a door or wall separates the living space from a mobile home downdraft FAU with return intake in the FAU 

housing, an adequately‐sized return transfer grille must be present in that door/wall.   
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 Appliance Default Values 

DEFAULT BTUH VALUES 

Appliance Type  Default Btuh Input Rating 

Forced Air Furnace  25,000 Btuh per burner 

Wall Furnace
 Single Sided:  35,000 Btuh 
 Double Sided with two burners:  60,000 Btuh 

Floor Furnace
 Standard:  30,000 Btuh (usually 22" wide)   
 Large:  60,000 Btuh (usually wider than a single floor‐

joist bay) 

Free‐Standing (Room) 
Heater

 Small (up to 25" wide):  25,000 Btuh 

 Standard (26" to 32" wide):  50,000 Btuh  
 Large (34" or wider): 60,000Btuh 

Gas Fireplace Unit  40,000 Btuh 

Water Heater  1,000 Btuh per gallon 

Cooktop Burners and 
Griddle*  10,000 Btuh per burner 

Oven*  20,000 Btuh per burner 

Clothes Dryer*  22,000 Btuh 
 

*Note: Clothes dryers shall not be included in calculations for CVA.  Cooking appliances shall only be included in calculations of CVA for homes 

built in 2008 and later. 
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 CO Action Levels 

 CO “Action Levels” summary below shows the maximum acceptable CO levels in PPM (parts per million).  CO PPM any higher requires 
service. 

 CO Action Level is the maximum CO level that is a “Pass”; any PPM higher is a “Fail. 

 Ambient CO is always read “As‐Measured”.  Although flue gas CO readings historically have been “As‐Measured”, it is more accurate to 
measure “Air‐Free”, when the CO tester has an O2 sensor and can provide “Air‐Free” readings. 

 CO Action Levels are the same for appliance testing performed (a) before and after weatherization, and (b) after appliances have been 
serviced/repaired or replaced. 

CO Action Levels—Maximum PPM—Before & After Service 

 

Gas Appliance Type 
Warm‐up 
Time 

Living Space 
Ambient CO 

Appliance 
Ambient CO 

Flue Gas CO 
“As‐Measured” 

Flue Gas CO 
“Air‐Free” 

SPACE HEATING 
         

Forced Air Unit (FAU) — Natural Draft, 
Comb. Air from Living Space 

5 minutes  9  **  100  200 

FAU— 
Natural Draft, Comb. Air from Outdoors

5 minutes  9  **  100  400 

FAU—Induced Draft  5 minutes  9  **  100  200 

FAU—Direct Vent  5 minutes  9  **  100  400 

Gravity Ducted Furnace  5 minutes  9  **  100  400 

Wall Furnace & Room Heater— 
Natural Draft 

5 minutes  9  **  50  200 

Wall Furnace—Direct Vent  5 minutes  9  **  100  400 

Floor Furnace  5 minutes  9  **  100  400 
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Gas Appliance Type 
Warm‐up 
Time 

Living Space 
Ambient CO 

Appliance 
Ambient CO 

Flue Gas CO 
“As‐Measured” 

Flue Gas CO 
“Air‐Free” 

WATER HEATERS—Storage         

Natural Draft, Comb. Air from Living 
Space 

5 minutes  n/a  9  50  200 

Natural Draft, All Others  5 minutes  n/a  9  100  400 

Induced Draft  5 minutes  n/a  9  100  400 

Direct Vent  5 minutes  n/a  9  100  400 

COOKING† 
         

Cooktop Burners   15 sec. to 4 min  n/a  n/a  100  n/a 

Griddle  5 min. to 10 min.  n/a  n/a  100  n/a 

Oven & Broiler  10 min. to 30 min.  n/a  n/a  200  n/a 

Range Heater/Incinerator  5 min. to 10 min.  9  **  n/a  n/a 

FIREPLACE† 
         

Gas Log  10 min. to 20 min  n/a  n/a  40  n/a 

Gas Fireplace Unit—Natural Draft  5 minutes  9  **  100  400 

Gas Fireplace Unit—Direct Vent  5 minutes  9  **  100  400 

CLOTHES DRYER 
         

Gas Dryer  30 seconds  n/a  n/a  100  n/a 

† For Warm‐up: If CO is too high after minimum warm‐up time (first number), continue operating up to the maximum warm‐up time (second 
number). 

**2 ppm above 2nd Living Space Ambient CO is the maximum for all space heating appliances. 
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 CAS Tests Required, By Appliance Type 

Appliance Type 
Gas Leak 
Check 

Visual 
Inspection 

CVA 
Evaluation 

Living Space 
Ambient CO

Appliance 
Ambient CO

Flue Gas 
CO 

Draft Test
Spillage 
Check 

CAZ Test 

NATURAL DRAFT  SPACE HEATING—GAS 

Forced Air Unit (FAU)  X  X  X  X  X  X  X  X  X 1 

Wall Furnace   X  X  X  X  X  X  X  X  X 1 

Floor Furnace   X  X  X  X  X  X  X  X   

Freestanding (Room) Heater  X  X  X  X  X  X  X  X  X 1 

INDUCED DRAFT 

Forced Air Unit (FAU)  X  X  X  X  X  X  X 2    X 1 

CLOSED COMBUSTION  (DIRECT VENT) 

Forced Air Unit (FAU)  X  X    X  X  X       

Wall Furnace  X  X    X  X  X       

NATURAL DRAFT—INDOORS   WATER HEATING—GAS 

Storage Water Heater  X  X  X      X  X  X  X 1 

Tankless Water Heater  X  X  X      X  X  X   

NATURAL DRAFT—OUTDOORS—WITH ADEQUATE CLEARANCE FROM DOOR AND OPENABLE WINDOW 5 

Storage Water Heater  X  X               

Tankless Water Heater  X  X               

INDUCED DRAFT 

Storage Water Heater  X  X  X    X 4  X  X 2     

CLOSED COMBUSTION  (DIRECT VENT)—INDOORS & OUTDOORS 

Storage Water Heater  X  X      X 4  X       

Tankless Water Heater  X  X      X 4  X       

(See footnotes on next page) 
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GAS LOG  FIREPLACE  &  SOLID FUEL 

Primary Heat  X  X        X  X 6    X 1 

Not Primary Heat  X  X        X  X    X 1 

GAS FIREPLACE & INSERT 

Open Combustion  X  X    X  X  X  X    X 1 

Direct Vent  X  X        X       

SOLID FUEL SPACE HEATER—WOOD OR PELLET 

Stove or Fireplace Insert    X              X 1,3 

COOKING APPLIANCES—GAS   COOKING  &  DRYER 

Cooktop Burner & Griddle  X  X  X 7      X       

Oven/Broiler  X  X  X 7      X  X 8     

Convection Oven  X  X  X 7      X  X 8     

Heater/Incinerator  X  X  X 7      X  X 8     

CLOTHES DRYER—GAS  

Inside/Outside Living Space  X  X        X       
________________________________________________________________________________ 

1   In a mobile home, CAZ testing is required if appliance draws air from the living space. 
2   Draft test is required only when a hole to measure CO is drilled in the vent pipe. 
3   In a conventional home, CAZ testing is required if appliance draws air from the living space. 
4   When flue gas CO cannot be measured, CO measurement is limited to appliance ambient CO testing only. 
5   More than 4’ below or to the side of, or 1’ above, an operable door or window into the living space. 
6   Fireplace damper must be permanently blocked partially open enough to create proper draft of combustion gases up the chimney. 
7   For homes built in 2008 or later, the gas cooking appliance must be included in CVA evaluations. 
8   Draft test is performed when possible on cooking appliances that have a draft hood and vent pipe to outdoors. 
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19.1 CO TEST LOCATIONS  
 

 

FURNACES                     STORAGE WATER HEATERS

Graphic Credit for All Graphics on This Page: 
RHA, Inc. 
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19.1  CO TEST LOCATIONS (cont.) 

TANKLESS WATER HEATERS 

 

 

 

 

 

   

Graphic Credit for All Graphics on This Page: RHA, Inc.
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19.1  CO TEST LOCATIONS (cont.):  

COOKING SYSTEMS 

 

 

 

 

CLOTHES DRYERS 

 

 

 

 

GAS LOGS                                                  GAS FIREPLACES AND INSERTS 

 

 

 

 

 
Graphic Credit for All Graphics on This Page: 

RHA, Inc. 
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 Special Policies for Gas Refrigerators 

20.1  VISUAL INSPECTION 

When a gas‐fueled refrigerator is present in a home, the 
following protocol applies: 

 Standard gas leak procedures shall be followed to 
check for and repair gas leaks. 

 If the appliance is not vented outdoors, 
manufacturer’s instructions shall be researched to 
determine if an exhaust vent to outdoors is 
specified. 

 Infiltration‐reduction measures shall not be 
installed when manufacturer’s instructions: 

– Cannot be found, or 

– Specify installation of exhaust vent to 
outdoors, but vent is not present. 

20.2  REQUIRED TESTING PROCEDURES 

 Appliance ambient CO shall be measured just above 
the top and to each side of the Refrigerator 
(measured near the openings, when the appliance 
is recessed into an alcove). 

 Infiltration‐reduction measures shall not be installed when Appliance Ambient CO is 10 PPM 
or higher. 

 A CO Alarm shall be located within 15' of the gas Refrigerator, but at least 5' (or 
manufacturer’s recommendation) away from kitchen cooking and exhaust appliances. 

Graphic Credit: DYNAMX, Inc, 
www.warehouseappliance.com. 
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 Duct Leakage Test Diagnostic 

1.1  WHAT IS DUCT LEAKAGE TESTING? 

Duct leakage testing uses visual inspection and pressure testing methods to locate and correct air 
leaks in a duct system. The final goal of the duct testing and sealing work is for the duct system to be 
energy efficient, balanced, and provide even air movement throughout the living space when room 
doors are closed.  

1.2  CSD DUCT LEAKAGE TESTING AND SEALING POLICY 

CSD requires that all homes with duct systems be tested and sealed, when feasible. The order of all 
duct sealing work (with or without testing) shall follow the CSD 706 form that lists all duct leakage 
activities in prioritization order, without exception.  

All material selection, surface preparation, and material installation shall comply with the CSD Field 
Guide, CSD WIS, all manufacturer's instructions, and local codes, with the most stringent 
requirement(s) taking precedence. 

1.3  ORDER OF PERFORMANCE 

When feasible, duct testing/sealing also shall be completed before shell leakage testing and shell 
sealing occurs.  

1.4  FEASIBILITY CRITERIA 

Duct testing shall be performed when: 
1. The duct system is made of: 

a. Rigid metal, flexible metal, flexible plastic, and rigid and flexible fiberglass, or  

b. Construction materials (e.g., wood, gypsum, and sheet metal) used in platform 
returns/structural cavities serving as ducts. 

2. At least 40 feet of duct work is present in unconditioned space (Note:  If < 40 feet of duct 
work is present, testing is not feasible, but sealing is allowed when duct materials conform 
with CSD policy). 

3. Infiltration reduction measures are feasible (home is not NIM). 

4. The ducts and FAU are accessible. 

5. Ducts and existing disconnections are accessible.  

 

 
Note:  When the FAU shares ducts with an evaporative cooler, the ductwork must be 
isolated from the cooler by a functional damper (or a damper shall be added) for the 
Duct Leakage Test to be feasible. 
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Duct testing shall NOT be performed when: 
1. Unfeasible in Field Guide Section 7.45. 

2. One or more registers cannot be blocked in compliance with this protocol. 

3. The duct system is excessively damaged or deteriorated. 

4. The entire duct system is inside the thermal envelope (living space). 

5. Duct sealing is not feasible because:   

a. The dwelling is NIM. 

b. Ducts are in the attic or crawlspace and crawl area clearance is inadequate, or  

c. A CAS hazard or indoor air quality (IAQ) fail exists that cannot be corrected. 

d. An unsafe condition is present, or  

e. Evidence of rodent or pest infestation is present inside the duct interior.  

6. Duct testing or duct sealing would violate CSD Health and Safety Requirements (CSD WIS 
Section 1). 

7. Client refuses—after diagnostic benefits have been explained. 

8. [Mobile Home] Duct sealing is not feasible because: 

a. In accordance with HUD code for mobile homes, an open combustion gas‐burning 
space heater or water heater is present that draws combustion air from the living 
space. Home is NIM. 

b. It is unfeasible to abandon the belly return to install a central ducted return  
(Note: makes sealing of return‐side unfeasible only. Supply‐side sealing may still be 
accomplished).  

9. [Mobile Home] An open combustion solid‐fuel burning space heater (i.e., fireplace, insert, 
wood stove) is drawing combustion air from the living space. Home is NIM and sealing is not 
feasible. CSD Exception:  Pressure diagnostics and infiltration‐reduction measures shall be 
allowed when: 

a. Pressure measurement shows the CAZ of each appliance is less negative than the HDL 
(see procedures described in CSD Field Guide Appendix A); and 

b. Installed measures do not depressurize the CAZ beyond the HDL. 

1.5  CLIENT REFUSAL 

If a client refuses duct leakage testing: 
• The refusal shall be documented in the CSD 542 Deferral Form by the 

Assessor, with client signature and date. 

• (DOE Program) A full home deferral is required when DOE funds are used. 

• (LIHEAP) A limited deferral is required. Duct sealing of catastrophic leakage only shall be 
performed. Note:  Duct leaks shall NOT be sealed when a CAS or IAQ fail exists that cannot be 
corrected within the scope of the weatherization program. 

1.6  REQUIRED DEFERRAL 

When CAS or IAQ fails cannot be corrected, one of the following consequences shall result:   

• (DOE Program) When DOE funds are used, the dwelling shall be fully deferred.  
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• (LIHEAP) Limited deferral is required, and only non‐infiltration reduction measures shall be 
installed; however, careful evaluation shall be performed to determine if non‐sealing measures 
are achievable, reasonable, cost‐effective, and it is safe for workers to enter the home. 

1.7  ASBESTOS 

When any part of a duct system is known, or suspected to be made of or insulated with asbestos 
containing materials (ACM), no action shall be taken which will cause such material to be un‐
encapsulated or discharged into the air. Feasibility of duct testing and sealing work is determined by 
the CSD Asbestos Policy, located in CSD WIS Section 1. 

 Duct Testing Equipment Calibration Requirements 

Duct leakage diagnostic equipment shall be utilized in accordance with CSD’s and manufacturer’s 
recommendations for equipment set‐up, operation, maintenance, and calibration.  

 “Total Duct Leakage” shall be measured using an approved duct tester (e.g., Duct Blaster®). The 
Blower Door “subtraction method” shall not be used. 

 “Leakage to Outside” shall be measured using a duct tester, in combination with a Blower Door, 
when building cavities are used as ducts, or most ducting is inside the thermal envelope. Follow 
equipment manufacturer’s instructions for proper protocol.  

2.1  STANDARD EQUIPMENT MINIMUM SPECIFICATIONS 

CSD requires that all equipment be purchased and maintained in accordance with the specifications 
below. Equipment that does not meet these requirements shall be considered an inspection fail 
during the inspection process. 

 Equipment 

 Pressure Measurements 

o Measurement systems shall have an accuracy of  0.2 Pa or 
1% of reading, whichever is greater, and 

o Static pressure probes specified by the measurement 
equipment manufacturer shall be used. 

 Duct Leakage Measurements 

o Duct leakage testing shall have an accuracy of  3% of 
measured flow, and 

o Shall utilize digital gauges specified by the measurement 
equipment manufacturer. 

 Test Equipment 

o Equipment used to measure duct leakage may include, but is not limited to, a 
Minneapolis Duct Blaster® or Retrotec Duc‐Tester®. 

o Smoke (e.g., from an incense stick, smoke pencil, smoke puffer, etc.) with tactile tests, 
gauge readings, etc. shall be used as appropriate to determine leak sources. 

Photo Credit:  WAPTAC.org 
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 Calibration of Equipment 

Test equipment shall be maintained properly and calibrated regularly in accordance with 
manufacturer’s recommendations. Records of all calibrations and equipment checks shall be 
kept in an equipment calibration log, as specified by CSD. Digital gauges shall be calibrated 
annually, by the factory, or by using field calibration procedures. 

 Duct Leakage Test Types and Triggers 

CSD requires that assessors/crews perform: 

 Initial Duct Leakage Tests 

o Test determines if duct sealing is feasible by the amount of 
initial duct leakage. 

 Incremental Tests 

o During duct sealing work, “Incremental” tests shall be 
performed after performing each sealing increment to determine whether continued sealing 
work is feasible or if sealing work shall stop. 

 Post‐Weatherization Duct Leakage Tests 

o After completion of all feasible duct sealing, post‐test shall determine the: 

- Final duct leakage amount; 

- Leakage reduction achieved; and  

- Percentage of total reduction. 

 Recordkeeping 

The Assessor’s visual inspection notes and feasibility/unfeasibility for each of 
the Priority 1‐3 sealing work activities shall be documented on the CSD 706 
form.  

Installers shall document incremental sealing work and test results 
performed by the crews for each of the Priority 1‐3 sealing work activities 
identified by Assessor on the CSD Duct Leakage Data Sheet (CSD 706 form). 
All HERS and permit documentation shall also be collected (see callout box 
on the following page).  

 To pass the post‐inspection, all required documentation from the 
Assessor and Installers must be completed, required testing must be 
performed, and the Duct Leakage Data Sheet must be completely and 
accurately filled out. Results from the Inspector and inspector re‐testing 
data (when required) shall be logged on the CSD 611. 

 The CSD 706 form is required to be stored in the client’s permanent file, and must be accurate, 
legible, and properly filled out.  

 Copies of the most current forms may be found on CSD’s Providers’ website.    

Photo Credit:  WAPTAC.org 
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 Duct Assessment Procedure 

In accordance with CSD policy, all duct systems in a dwelling shall be tested, and ducts shall be sealed as 
feasible, even if the connected FAU is not the primary heating/cooling source. Total duct leakage is 
measured and recorded in CFM25.  

5.1  VISUAL ASSESSMENT 

Visual assessment of a duct system shall be performed by the Assessor to determine the initial 
condition of the system, decide if testing is feasible, and to prescribe the sealing activities. The 
following are many areas that the Assessors shall check, by housing type. As leaks are found, they 
shall be documented in the CSD 706 form. 

 Duct System Visual Inspection—Conventional Homes 

 Check plenum/cabinet connections and start collar attachments for leaks. 

 Inspect platform returns for gaps around framing and open wall cavities.  

 Check for leaks in all accessible building cavities used as ducts. 

HERS (Home Energy Rating System) Requirements 
 
Most frequently, agencies will perform duct sealing to verify that clients’ ducts have been 
sealed to the lowest practical level under the CSD WIS and Field Guide. However, in any 
conventional home where an HVAC repair or replacement occurs that requires a building 
permit, duct sealing requirements also are set by Title 24 regulations. 
 
When you, or a subcontractor, pull a permit, you must work with a licensed HVAC contractor 
to determine the code requirements that will apply. HVAC system “alterations” that will likely 
require a permit are: 

• Installation of a completely new HVAC system. 

• Replacement of a package unit. 

• Replacement of an air handler. 

• Replacement of a condenser unit. 

• Replacement of an evaporator coil.  

• Replacement of a heating coil. 

• Replacement of a furnace heat exchanger. 

• Adding or replacing more than 40‐feet of ducts in unconditioned space. 
 
When the duct system is required to be tested and certified by HERS Rater, a copy of the 
“finaled” building permit and the HERS Rater report that shows HERS rater’s final CFM25 
and score of “pass” shall be kept in client file.  
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 Shake rigid ducts to find loose connections and look for discolored fiberglass 
insulation (dark stains) and other evidence of leaks.  

 Check flex ducts for tears, check flex connections for leaks (especially those with old, 
dry loose tape), and look for 
crushed metal flex.  

 Check all wyes, elbows and boot 
connections for leakage (Note:  It is 
not necessary to remove insulation 
when there is no visual evidence of 
leakage). 

 Check for closed in‐line dampers. 

 Look for improperly altered 
components which leak (e.g., seam 
separation on the end of a rigid 
pipe used to make an improvised 
"increaser"). 

 Check ducts lying in dirt or subject to damage by moisture, animals, or humans. 

 Check for broken or missing duct supports. 

 Remove return grilles and a representative sample of supply registers to check gap 
size and other potential leaks. 

 Duct System Visual Inspection—Mobile Homes 

 Remove registers and grilles and inspect all ducts with a mirror and strong light. 
Look for gaps around the boot, and defects in the ducts (separations, crushed walls, 
leaky ends, etc.). 

 When furnace has an open return (not ducted into the plenum), check the furnace 
enclosure for gaps that can leak outside air into the return flow. These typically 
include gaps where the flue penetrates the ceiling and holes where pipes and other 
hardware penetrate the floor. 

 When the furnace is accessed from outdoors, and the enclosure is the return 
plenum, check for leaks into the return system. When there is an adjacent water 
heater, check for breaches in the dividing partition and anywhere else that could 
allow water heater combustion gases to be drawn into the return flow. 

 When duct defects cannot be reached from indoors, they are accessed through the 
belly. The belly board shall be cut neatly, replaced, and repaired as prescribed in the 
CSD WIS. 

 Inspect belly return and attic return systems. 

   

Graphic Credit:  RHA, Inc. 
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5.2  WHEN DUCT TESTING IS NOT  FEASIBLE 

When duct testing is not feasible—see Feasibility Criteria in this Appendix—duct sealing may still be 
performed in accordance with the CSD 706 form, unless expressly prohibited (i.e., home is NIM, due 
to disturbing hazardous material like ACM, or by making an existing health and safety condition 
worse). In cases where sealing is feasible but testing is not (i.e., if one or more registers is 
inaccessible): 
 

 The condition that causes testing to be unfeasible shall be fully described in the “Reason 
Testing is Not Feasible” line on the CSD 706. Locations that commonly have leaks are 
identified in order of priority on the CSD 706 form and still shall be sealed in that order.  

 For homes that were selected for evaluation by a HERS rater (as a condition of a building 
permit) but duct testing was not feasible, sealing activities shall be verified with a smoke 
test. 100% of these jobs are subject to inspection and certification by a HERS Rater. The 
HERS rater also shall be provided with a complete description of what sealing activities were 
done on the appropriate HERS documentation. 

 Note:  HERS duct testing/sealing requirements do not apply to: 

o Systems with 40 or fewer linear feet of ducts in unconditioned space, and  
o Systems constructed, insulated, or sealed with asbestos. 

5.3  WHEN DUCT TESTING  IS  FEASIBLE 

When duct testing is feasible, the procedures outlined in the following Sections 5.4 to 5.8 shall be 
followed and documented on the CSD 706 form. 

   

The procedure to test the ducts requires only 5 basic steps: 

1. Decide if you will perform a “Total Leakage” test or a “Leakage to Outside” test. 

2. Use system airflow to calculate START and TARGET/STOP CFM25 leakage values. 

3. Set up the home for testing.  

4. Follow the CSD 706 Duct Leakage Test Procedure.  

5. Balance the duct system. 
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5.4  DETERMINE THE TEST TYPE 

Currently approved test procedures in California's Title 24 are described below: 

 Total Leakage 

When conducting a Total Leakage test, connect the duct tester to a central return or air handler 
and measure the air flow (cubic feet per minute or CFM) needed to pressurize the ducts to 25 
Pascals (Pa). This test measures all existing duct leakage. For weatherization workers, this test is 
the most common. 

 Leakage to Outside 

When homes contain a return path or building cavity located entirely inside the home (e.g., a 
“chase return” in a two‐story dwelling), field personnel may use this testing procedure, known 
as the Leakage to Outside test. This test procedure is intended to measure only those duct leaks 
to outside the building envelope, such as attics/crawlspaces, 
garages, or other unconditioned areas, and excludes leaks 
that are within the building envelope.  

The Leakage to Outside test is not applicable to dwelling units 
with platform returns or units where the return intake is 
located directly at the FAU. 

The Leakage to Outside test requires you to: 

 Pressurize the house with a Blower Door to 25 Pa.  

 Pressurize the ducts to 25 Pa by connecting duct 
tester to the central return or air handler. 

 CFM flowing through the duct tester is the 
amount of leakage to outside. 

 Document the results in accordance with the 
2016 Title 24 requirements in the 2016 Reference Appendices (RA2.8 and 
RA3.1.4.3.4).  

 Testing Supply Side Only 

When it is feasible to test only the supply side of the duct system (such as when a belly return 
cannot be abandoned and replaced with a central ducted return for a mobile home), a special 
procedure is used, as described below: 

 The duct tester is connected directly to the FAU, per manufacturer’s instructions. 

 Isolate and block off the return from the supply side (e.g., with cardboard and tape), 
so only supply side duct leakage is measured. 

   

Graphic Credit:  RHA, Inc. 
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5.5  CALCULATE START AND TARGET/STOP IN CFM25 

Assessors shall identify system airflow in accordance with the current Title 24 Residential ACM 
Manual, Appendix RC, and use the practices and worksheet identified in this section. 

 Identifying Airflow 

Because system airflow is not always listed on the appliance nameplate (manufacturer label), 
there are several methods for calculating the airflow. The worksheet and calculation guide on 
the following pages provide steps for each method. 

 Calculating Start and Target/Stop 

Duct sealing shall start when “Total Duct Leakage” is at least 16% of system airflow or “Leakage 
to Outside is at least 11% of system airflow. The “start” and “stop” calculations are summarized 
in Table 5.5.2.  

TABLE:  5.5.2:  DUCT LEAKAGE TESTING FORMULAS 

  Total Leakage Test  Leakage to Outside Test 

START CFM25
≥16%:   

(system airflow) x (0.16) 
≥11%:   

(system airflow) x (0.11) 

TARGET/STOP 
CFM25

<15%:   
(system airflow) x (0.15) OR LOWER1,2,3

<10%:   
(system airflow) x (0.10) OR LOWER2,3

1 If Total Leakage cannot be brought to, or below, below 15% of system airflow, all accessible duct 
leaks shall be sealed and confirmed with a smoke test. 
2 As long as incremental goal continues to be met (≥15% leakage remaining for Total Leakage and 
≥10% for Leakage to Outside) and accessible duct sealing opportunities still remain, sealing shall 
continue. 
3 When 75% or more of a duct system is replaced, Title 24 requires that the duct system be reduced to 
≤ 5% total leakage and the formulas above no longer apply. 

 

Contractors shall certify duct leakage to be an acceptable percentage of fan flow (see Table 
5.5.2 above), with a sampling of jobs subject to inspection and verification by a HERS Rater. 

When the duct system will be inspected and verified by a HERS rater, and target cannot be 
reached, all accessible leaks are sealed and verified with a smoke test. Accessibility and limits of 
accessibility for HERS raters are defined in the Title 24 Residential Compliance Manual, Section 
9.6 “Alterations, under “HVAC Changeouts,” item B “Accessible Ducts.” 

 

 Airflow and Start/Stop Calculation Worksheet 

See next page.   



DUCT LEAKAGE TEST PROTOCOL 

 

Duct Leakage Test Protocol     Field Guide, Appendix B 
Effective 10/1/17    Page 13 of 28 

1. Obtain System Information from the Heating and/or Cooling Unit Manufacturer Label(s) 

(1a) 
AC Condenser (Heating & AC or AC‐Only) 

Mfr:  Model:  AC Tons : 

(1b)  Floor Area Default—Conditioned Space:  ____________ sq. ft.  AC Tons: 
 

(2a) 
Gas Furnace (Heating Only) 

Mfr:  Model:  kBtuh Output: 

(2b)  Floor Area Default 6—Conditioned Space:  ____________ sq. ft.  kBtuh Output: 
 

(3) 
Electric Furnace (Heating Only)  From Nameplate/Label CFM: 

Mfr:  Model:  Output: 

2. Determine System Capacity in Order to Estimate System Airflow 

 For AC‐only systems, calculate AC Tons. For Heat‐only systems, calculate Btuh.  

 If the HVAC system is a combination heating and air conditioning unit, estimate airflow for both 
heating and AC, and use the higher CFM value of the two. 

SYSTEM 
CAPACITY 
(UNITS) 

CFM PER UNIT 
AIRFLOW CFM 

(units) x (CFM/unit)

FOR COMBINATION HEATING & 

COOLING, SELECT THE APPLIANCE 
WITH HIGHEST CFM 

Air Conditioner  [ A ]  Tons 400  CFM  

Gas Furnace  [ B ]  kBtuh 21.7  CFM  

Electric Furnace  [ C ]    CFM  

3. Identify the Test Type to be conducted. Complete the calculations for the appropriate Table below. 

Leakage to Outside4—Airflow and Start/Stop Calculations 

SYSTEM (CIRCLE ONE)  AIRFLOW CFM 
START CFM 

(airflow) x (0.11)  
TARGET/STOP CFM 3 
(airflow) x (0.10) 

[ A ]     [ B ]     [ C ]  CFM CFM25 CFM25

3  “Stop CFM” (also known as “Target”) is 10% of System Airflow. Note:  As long as incremental goal continues 
to be met (>10% leakage remaining) and accessible duct sealing opportunities are there, sealing shall 
continue. 

4 This table for convenience only. Title 24 procedures and CED Residential Compliance Forms shall be used and 
applied. 

Total Duct Leakage—Airflow and Start/Stop Calculations 

SYSTEM (CIRCLE ONE)  AIRFLOW CFM 
START CFM 

(airflow) x (0.16) 
STOP CFM 5 

(airflow) x (0.15) 

[ A ]     [ B ]     [ C ]  CFM CFM25 CFM25

5 Stop CFM” (also known as “Target”) is 15% of System Airflow. Note:  As long as incremental goal continues to 
be met (>15% leakage remaining) and accessible duct sealing opportunities are there, sealing shall continue. 

  



DUCT LEAKAGE TEST PROTOCOL 

Duct Leakage Test Protocol     Field Guide, Appendix B 
Effective 10/1/17    Page 14 of 28 

GUIDE TO ESTIMATE SYSTEM AIRFLOW 

ESTIMATING AIRFLOW—AIR CONDITIONERS OR HEAT PUMPS 
There are generally two methods to determine airflow:   
1) By interpreting data from the appliance nameplate (Method A or Method B); or  
2) If the nameplate is not available, by performing an alternate calculation (Method C). 

AC/HP METHOD A—LOOK‐UP VALUE IN PRESTON GUIDE OR CARRIER BLUEBOOK 

Step A‐1:  Determine the model number and date of manufacture from the condenser nameplate. Use data to look up 
the cooling capacity of the unit in the Preston Guide or Carrier Bluebook. 

 
 
 
 
 
 
 
 
 
 
 
 

Step A‐2:  In the sample Preston Guide page below, find: 
a. Model number = UAKA‐036JA 
b. Year manufactured = 1993 
c. Cooling capacity = 34,400 Btu (34.4 kBtuh) 

Step A‐3:  Determine AC Tons (based on Btu) by calculating BTU ÷ 12,000 = AC Tons. 
 

Btu (Unit Capacity) 
= 

34,400 Btu 
=2.87 AC Tons (Round up to 3 tons) 

12,000 (Btu/Ton)  12,000 (Btu/Ton) 

Use the result from Method A to fill in the “Capacity (Units)” box on the “5.5.3 AIRFLOW AND START/STOP 
CALCULATION WORKSHEET.” 
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AC/HP METHOD B—MODEL NUMBER CLASSIFICATION 

You can also determine the AC Tons directly from the model number:   

Step B‐1:  Locate model number on condenser nameplate. 
a. Example:  Using the nameplate pictured above, the model number is “UAKA‐036JAS.” 

b. For kBtuh, look for a 3-digit number beginning with zero (i.e., “036”). 

c. 36 indicates unit capacity in kBtuh, which is 36 kBtuh, or 36,000 Btuh. 

Step B‐2:  Determine AC Tons (based on Btu) by calculating BTU ÷ 12,000 = _____AC Tons. 

Example:  36,000 Btuh ÷ 12,000 = 3 AC Tons 

Use the result from Method B to fill in the “Capacity (Units)” box on the “5.5.3 AIRFLOW AND START/STOP 
CALCULATION WORKSHEET.” 

 

 

AC/HP METHOD C—FLOOR AREA DEFAULT 

When the AC nameplate is inaccessible or unreadable/missing and it is a CSD duct sealing job only (It is not required 
to be a Title 24 job), use the Floor Area Default equation below: 

Step C‐1:  Measure and calculate sq. ft. of the conditioned space.  

Step C‐2:  Calculate: Floor Area (sq. ft.) x 0.8 = Airflow CFM 

Use the result from Method C to fill in the “Airflow (units) x (CFM/unit)” box on the “5.5.2 AIRFLOW AND 
START/STOP CALCULATION WORKSHEET.” 

Example:  1,500 sq. ft. house x 0.8 = 1,200 CFM System Airflow 

 

 
 

 

 

 

 

 

 

   

Note:  The equation is based on (a) an 
ASHRAE assumption of 500 sq. ft. per ton, 
as an average for residential buildings, and 
(b) the CEC default of 400 CFM per ton. 

 



DUCT LEAKAGE TEST PROTOCOL 

 

Duct Leakage Test Protocol     Field Guide, Appendix B 
Effective 10/1/17    Page 16 of 28 

ESTIMATING AIRFLOW—GAS FURNACES 

For gas furnaces, there are two methods to estimate the airflow. Remember:  When the HVAC unit is a package unit 
(combination heating and air conditioner), you must estimate CFM for both heating and cooling, but will only use the 
higher CFM to calculate your Start and Stop readings. Use the result from both of these Methods (A and B) to fill in the 
“Airflow (units) x (CFM/unit)” box on the “5.5.3 AIRFLOW AND START/STOP CALCULATION WORKSHEET.” 

GAS FURNACE METHOD A—BTUH OUTPUT 

Step A‐1:  When a nameplate is available, locate Btuh Output on the label. 

Step A‐2:  Convert Btuh Output to Estimated Airflow in CFM, using this equation: 

  (kBtuh Output) x (21.7 CFM/kBtuh) = Airflow in CFM 

Example:  80 kBtuh x 21.7 CFM/kBtuh = 1,736 CFM Airflow 

 
 

 

Remember: 
80,000 Btuh = 

80 kBtuh 
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GAS FURNACE METHOD B—FLOOR AREA DEFAULT 

When the furnace nameplate is inaccessible or unreadable/missing and it is a CSD duct sealing job only, use the 
Floor Area Default equation below: 

Step D‐1:  Measure and calculate sq. ft. of the conditioned space. Use interior or exterior dimensions, and 
round to nearest foot or half‐foot. 

Step D‐2:  Calculate Estimated System Airflow in CFM using Equation F‐4. 

 

 

(____ sq. ft. conditioned area) x (0.942) = Airflow in CFM  

 

Example:  1,500 sq. ft. house x 0.942 = 1,413 CFM Airflow 

ESTIMATING AIRFLOW—ELECTRIC FURNACES  

For electric furnaces, there are three methods to estimate the airflow. Remember:  When the HVAC unit is a package unit 
(combination heating and air conditioner), you must estimate CFM for both heating and cooling, but will only use the 
higher CFM to calculate the Start and Stop readings. Use the result these Methods (to fill in the “Airflow (units) x 
(CFM/unit)” box on the “5.5.3 AIRFLOW AND START/STOP CALCULATION WORKSHEET.” 

ELECTRIC FURNACE METHOD A—NOMINAL AIR DELIVERY ON AIR HANDLER LABEL 

Step A‐1:  Find “Nominal Air Delivery” in CFM from the air handler manufacturer label. (Note:  For multi‐speed 
blowers, use the low speed. Heat‐only units are usually wired for operation at low speed). If the label or data is 
missing, use Method B or Method C. 
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ELECTRIC FURNACE METHOD B—HEATING CAPACITY ON APPLIANCE NAMEPLATE 

Step B‐1:  Find heating Output when listed on the appliance nameplate/label as Btuh or  
kW (kilowatts). 

 

Step B‐2:  If kW is listed, convert to CFM using 
this equation: 

  (kW) x (74.1) = Airflow in CFM 

Step B‐3:  If Btuh is listed, convert to CFM using 
this equation: 

  (Btuh ÷ 1000) x (21.7) = Airflow in CFM 

Step B‐4:  If kBtuh is listed, convert to CFM using 
this equation: 

  (kBtuh) x (21.7) = Airflow in CFM 

 

ELECTRIC FURNACE METHOD C—MODEL NUMBER CLASSIFICATION 

This Method is used for heat‐only units, when KBtu or CFM is not shown on the nameplate, but can be 
determined directly from the manufacturer. 

Step C‐1:  Locate model number on electric furnace nameplate/label. 

Step C‐2:  When additional manufacturer technical data is required to calculate Estimated System Airflow, 
obtain contact information from the nameplate/label. 

Step C‐3:  Use the model number to check on the manufacturer’s website for information about that blower’s 
CFM rating. If necessary, convert from Btuh or kW unit to CFM, using the conversions in Method B above. 

 
TABLE 7.2.2:  CONTACT INFORMATION FOR SOME ELECTRIC FURNACE MFRS. 

Manufacturer  Web Address Telephone Number 

Coleman  www.colemanac.com/contact_us.asp 800‐231‐4822

First Company  www.firstco.com/  214‐388‐5751

Nordyne 
www.intertherm.net/IMHDL.htm
www.millerac.com/MMHDL.htm 

Contact a distributor (numbers at website)
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5.6  SET‐UP THE HOME 

To perform a Duct Leakage test properly, all homes shall be  
set‐up according to the following checklist: 

 

TABLE 5.6:  STEPS TO SET UP THE HOME 

Item  Set‐Up Task 

1.  Operate the HVAC system briefly to determine that the FAU functions properly. 

 Duct testing shall not be performed if the FAU is inoperable, or a CAS Hazard is present 
(e.g., burner/flame abnormality, high CO, cracked heat exchanger, spillage). 

 Conduct a tactile check of the airflow at each supply register with air handler operating. 

2.  Temporarily block/seal intakes connected to the duct system (e.g., makeup air duct, 
economizer venting damper, etc.). 

 A notation that it was blocked shall be made in the Duct Leakage Data Sheet, so that the 
inspector knows that it was blocked, and can check to make sure that it was returned to 
the standard state (unblocked). 

3.  If a damper is present to isolate a FAU and evaporative cooler that share the duct system, 
close damper during duct testing. 

 If not present, or cannot be closed, duct test is not feasible. 

4.  Turn off all fan‐equipped appliances, such as: 

 HVAC equipment:  FAU and room air conditioners. 

 Exhaust devices:  Fans and clothes dryer vented outdoors. 

5.  Remove air filters from the duct system.  

 Seal openings (slots) for slide‐in filters in the plenum (e.g., with temporary tape). 

6.  Block duct system terminals as applicable. 

 Seal all supply registers and return grilles with masking tape or plastic film to achieve a 
complete seal during duct pressurization tests as described below. 

 Do not block one return grille or air handler access for installation of duct tester. 

Methods to Block Supply and Return Registers 

Method 1:  Face Seal Register/Grille 

 The face of the supply register or return grille is covered with a temporary barrier material 
(register‐sealing film, wide masking tape, etc.). 

 Barrier material is restricted to the face of the register/grille and shall cover and seal all 
openings.  
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Item  Set‐Up Task 

Method 2:  Lap Seal Register/Grille 

 The register/grille shall be completely covered with temporary barrier material that laps 
onto the surrounding surface. 

 This method shall not be used where acoustical texturing is present and where barrier 
material is likely to peel off paint or otherwise damage the surface. 

 

 

 

Method 3:  Cover Pan Method 

 The register opening is covered with a sealed 
pan‐shaped device held firmly in place. 

 The edge/flange of the cover pan shall be 
gasketed to achieve a complete seal. 

 This method shall not be used where 
acoustical texturing is present.  

 

 

 

Method 4:  Internal Blocking Method 

 The boot is internally blocked with a temporary plug or dam (e.g., a tight‐fitting block of 
dense foam or duct board). 

 Plug shall seal the boot completely. 

 Seal/caulk gaps between the boot and the structure if this method is used. 

 

Graphic Credit:  RHA, Inc. 

Graphic Credit:  RHA, Inc. 



DUCT LEAKAGE TEST PROTOCOL 

 

Duct Leakage Test Protocol     Field Guide, Appendix B 
Effective 10/1/17    Page 21 of 28 

Item  Set‐Up Task 

7.  Install Duct Tester Fan 

 Attach the Duct Blaster® fan housing or remote connector assembly (e.g., transition piece) 
to the HVAC system. 

 Attach the remote connector to the return grille that is largest and closest to the air 
handler (minimum 1'x1' grille required). 

 When connection to a return grill is not feasible on a multi‐return system (e.g., more than 
one central return, or a return in every room), attach the fan/remote connector to the air 
handler blower access opening. 

 Secure the fan/connector and seal 
completely with temporary tape/film.  

 Install the duct‐pressure sampling 
tubing/probe from the digital pressure 
gauge to inside the taped register 
nearest the supply plenum. 

 Install the fan pressure tubing from the 
digital pressure gauge to the duct tester 
fan pressure tap. 

 

 

 

Graphic Credit:  RHA, Inc. 
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5.7  WORK INCREMENTS 

When a duct test is feasible, Installers shall set‐up the home for testing and follow this incremental 
work procedure. This protocol aligns with Title 24 requirements for Total Leakage Testing (i.e., to 
seal, shall have leakage of at least 16% of airflow and seal to 15% or less). If “Leakage to Outside” 
testing will be performed, see additional details in this Appendix. 

CSD has divided duct leakage activities are divided into three priority levels as outlined in the  
CSD 706 form: 

 Catastrophic Leaks 

  High‐Pressure Leaks 

  Low‐Pressure Leaks 

Installers shall conduct an Initial Test, then seal all catastrophic duct leaks (priority level 1). 

 An incremental duct test shall be conducted.  

o If the incremental test shows leakage less than 16%, duct sealing work shall STOP.  

o If the incremental test result shows 16% leakage or greater, installers shall seal all 
high‐pressure leakage items (priority level 2).  

 After high‐pressure leaks are sealed, the next incremental test is conducted.  

o If the incremental test shows leakage less than 16%, duct sealing work shall STOP and 
the reading becomes the final duct test reading.  

o If the incremental test result shows 16% leakage or greater, installers shall seal all low‐
pressure leakage items (priority level 3). 

 Work is complete when the duct system’s total leakage measures 15% or less. 

 

Remember, duct sealing 

work shall STOP when: 

 The incremental 
leakage goal is not 
achieved; or 

 Target is reached.  
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5.8  BALANCING THE DUCT SYSTEM 

When tight‐fitting doors are likely to cause excessive room pressurization, a digital gauge shall be 
used to detect and measure that pressure. Crews shall test duct systems to ensure adequate air 
movement throughout the living space with interior doors closed.  

 Guidelines for room‐to‐room air testing shall be followed as set forth in the CAZ section of 
the CSD Field Guide, Appendix A and in the CSD WIS Section 6.  

 Pressures will be measured with the furnace fan operating across interior doors that can be 
closed and have a supply and/or return behind them. 

 Rooms should not exceed 3 Pascals of pressure. 

 Pressure testing will be performed with all interior doors closed and the air handler running. 

 

The duct testing and sealing procedure is now complete. 

 

 

 Critical Duct Leakage Areas 

6.1  CATASTROPHIC LEAKAGE 

“Catastrophic duct leak” repairs shall be made as long as no unresolvable CAS or IAQ fails are 
present. Some examples of catastrophic leaks include unlined platform returns, crushed or 
disconnected ducts, incomplete duct systems, visible holes through the duct 
material that allow the escape of conditioned air, or for mobile homes, the 
presence of a belly return. 

In order to be correctly justified and pass inspection, photographs of the 
catastrophic leak conditions shall be provided to show adequate leakage. 
Catastrophic leak repairs shall return the ducts to a normal safe and secure 
condition. Sections 6.1.1‐ 6.1.3 describe sealing of three standard catastrophic 
leakage conditions. 

 

Repair 
Catastrophic 
Leakage, then 

test

Perform 
Initial Duct 
Leakage Test

Seal Existing 
Ducts. Test 
after each 
increment

Balance Duct 
System

Work 
Complete!

Photo Credit:  WAPTAC.org 
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“Catastrophic Duct Leakage” is a condition identified when the duct tester is in 
“Open Mode” and speed control is at maximum, and a duct pressure no greater 
than 24 pascals is achieved.  

 Sealing of Unlined Platform Returns 

For a platform return beneath an FAU in a hallway enclosure: 

 Access the interior of the platform through the filter grille opening (grille frame may 
be removed to maximize size of the opening). 

 Line all open stud cavities by installing fiberglass duct board as described and 
required in CSD WIS Section 6 (Duct System Repair and Sealing). 

For a platform return beneath an FAU in a garage: 

 Attempt visual inspection and leak repair through the hole under the FAU. 

 Repair a leaky return starting collar from under the house, when that provides 
easier access. 

 It is also acceptable to remove and replace a section of sheetrock in the platform 
from inside the garage. 

 Lining with fiberglass duct board applies only to stud cavities that are open to the 
attic (no top plate). 

 Mobile Home with a Belly Cavity Return 

Because belly cavity returns are considered a major catastrophic duct leak in a mobile home, 
whenever feasible, an un‐ducted belly‐cavity return, shall be: 

 Abandoned, by removing floor registers and filling/sealing the holes, and 

 Replaced by a ducted central return. 

 Ducted central return air opening will be provided to the furnace closet (e.g., 
replaced louvered door or installation of grilles); whenever possible. 

 A continuous and adequate return air pathway to the air handler will be installed. 

 Manufacturer specifications shall be followed for the amount needed and be in accordance 
with ANSI/ACCA 1 Manual D Residential Duct Systems. 

Graphic Credit:  RHA, Inc. 
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 Register Located in Unconditioned Space 

A supply or return register shall be sealed off when it is located in a normally unconditioned 
space, such as an appliance enclosure, attached garage, or basement. 

 When that is not practical, the register boot can be removed, and the open end of 
the branch duct can be closed with a sheet metal cap that is attached with screws 
and sealed with metallic duct tape or duct mastic. 

 Another option is to attach a metal dam inside the boot with screws, and seal it with 
metallic duct tape or duct mastic. 

 It is not acceptable to cover the interior of the register with metallic tape or metal in 
lieu of blocking and sealing the duct itself. 

 Detailed Duct Leakage Test Procedure 

To make the testing procedure easier, it is broken down into a step‐by‐step process below. 

TABLE 7.1:  STEPS TO PERFORM THE DUCT LEAKAGE TEST 

Item  Test Procedure 

1.  Prevent depressurization of the conditioned space by the duct tester fan. Open an entrance 
door or large window to the outdoors. 

2.  Prevent pressurization of the unconditioned space that contains the ducts (attic, 
crawlspace, or basement). Open vents, access cover/door, etc., as needed so that the space 
shall communicate with outdoors. 

3.  Keep people and objects away from the front of, and at least one foot to the side of, the 
duct tester fan inlet during tests. 

4.  Set the digital pressure Mode for one‐second averaging, or as recommended by 
manufacturer. 

5.  Set digital pressure gauge on high range, or as recommended by manufacturer. 

6.  Install and use flow control devices (“flow rings”) in accordance with equipment 
manufacturer’s instructions. 

 Duct tester fan shall be adjusted to pressurize ducts to 25 Pascals (Pa). 

 The flow ring shall be changed as needed to keep Fan Pressure within an acceptable 
range, as indicated in Table 8.1A below for the Minneapolis Duct Blaster®. 

TABLE 6.2A:  FAN FLOW CONTROL 

Fan Configuration  Flow Range in CFM 

Open Fan (no Flow Ring)  600  to  1,500 

Ring 1  225  to  800 

Ring 2 (smaller opening)  90  to  300 

Ring 3 (smallest opening)  20  to  125 
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 When a Duct Pressure of 25 Pa cannot be achieved, check to ensure that the digital 
gauge will automatically estimate CFM at 25 Pa, or follow appropriate manufacturer’s 
instructions for the “Can’t Reach Pressure” (CRP) procedure. 

7.  Measure the pressure at each register using a digital gauge, with the duct system 
pressurized to 25 Pa. 

8.  Log the Initial Duct Leakage reading. 

9.  Identify catastrophic leak locations for sealing activities, then seal all feasible catastrophic 
leaks. Repeat test and log reduction achieved by ceiling catastrophic leaks (priority level 1).  

10.  With tester still running, identify high‐pressure leak locations.  

 If duct leakage is still more than 16%, continue sealing. 

 If duct leakage is 15% or less, STOP. 

11.  Repeat test and log reduction achieved by high‐pressure leaks (priority level 2). Identify low‐
pressure leak locations.  

 If duct leakage is still more than 16%, continue sealing. 

 If duct leakage is 15% or less, STOP. 

12.  If feasible to continue, and with tester running, identify low‐pressure leak locations, then 
seal (priority level 3).  

13.  Calculate total system duct leakage and record on CSD 706 Duct Leakage Data Sheet. 

 For digital pressure gauges that do not automatically convert fan pressure to fan flow, 
use the manufacturer’s conversion tables and procedures to find Total Duct Leakage in 
CFM.  

 The automated CSD 706 form will calculate total duct leakage reduction and 
percentage of reduction for you. If you are using the paper form, you will need to 
calculate those values manually. 

 It is feasible that duct sealing shall reduce leakage to zero CFM25, as long as required 
incremental leakage reduction requirements are met. 

14.  When sealing is complete, the duct system shall be balanced and provide adequate air 
movement throughout the living space when all room doors are closed. 
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7.1  ADDITIONAL TESTING PROCEDURE FOR MOBILE HOMES  

 Furnace Enclosure Used as Return Plenum 

This special duct test procedure is used for mobile homes only, when the FAU is located in an 
enclosure accessed from outdoors and the enclosure is the return plenum (the return is not 
ducted into the FAU). Return air reaches the FAU through grille(s) located in the wall between 
the enclosure and the living space.  

 

 Duct Tester Connection to Enclosure Used as Return Plenum 

To perform a duct leakage test in this condition, connect the duct tester to the largest return 
grille in the enclosure wall, rather than directly to the FAU. 

 Additional Return grille(s) shall be temporarily blocked for the test. 

 Duct tester will pressurize the enclosure and FAU, not just the FAU. 

 Close the enclosure access door in as‐is condition (not weatherstripped before the test), 
unless the door is excessively damaged/deteriorated and qualifies for repair/replacement. 

o If leakage around the door is large, use the “Can’t Reach Pressure” procedure. 
o If leakage is catastrophic and out of range for duct testing, the door: 

 Shall be repaired before duct testing continues, or  

 Temporarily blocked (e.g., with tape and plastic film). 

 Sealing of gaps and cracks in the enclosure is part of duct sealing activities. 

   

Graphic Credit:  RHA, Inc. 
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 Clean‐Up Procedure 

All things changed for diagnostic/sealing work shall be returned to pre‐test condition, including the 
following: 

 Remove all temporary seals: 

o Unseal duct registers/grilles. 

o Unseal air intakes (e.g., fresh air makeup). 

 Check supply registers and return grilles for proper operation. 

 Reinstall or replace air filter(s): 

o Single‐use:  Clean dirty filter if it cannot be replaced. 

o Permanent or Reusable:  Clean or replace before reinstalling. 

o Leaky Slide‐in:  Advise client to seal slot with temporary tape. 

 Restore power to the HVAC system and/or the air handler. 

 Return all windows, doors, fans, heating and cooling equipment, etc. to original settings. 

 Return furniture and other household items moved during testing to the original positions. 

 Remove all test equipment, tools, supplies, and trash from the home. 

 Duct Leakage Test Post‐Inspection 

Inspectors are responsible for analyzing the sealing choices made by a crew. Ignoring higher priority 
leakage areas shall result in an inspection fail for an agency and Installers. In addition to an external 
visual inspection, inspectors are required to visually inspect any internal repair and sealing work with a 
mirror (e.g., boot/riser‐to‐trunk connection) to ensure that sealants have been applied correctly, and all 
leaks are completely sealed. 

In conformance with CSD Field Guide Section 5.4, agency inspectors will be required to perform re‐tests 
of diagnostic testing on a minimum of 20% of inspected units.  Agencies will be required to increase this 
minimum re‐test percentage when discrepancies or patterns of issues are found.  Inspector re‐testing 
shall be conducted and documented by the inspector on the appropriate diagnostic forms. 
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 Blower Door Diagnostic 

1.1  WHAT IS SHELL LEAKAGE TESTING?  

A shell leakage test is one of the routine checks performed by 
crews to analyze a home’s energy efficiency. A Blower Door ™ 
creates pressure in a home to find any cracks or leaky areas 
around windows, doors, outlets, chimneys, etc.  By using this 
process, crews can identify and seal the leaks, keeping 
conditioned air inside.  Weatherization ensures adequate air 
movement throughout the living space to promote good indoor 
air quality. 

1.2  FEASIBILITY CRITERIA 

Shell leakage testing shall be performed when… 

1. A doorway is suitable for installation and proper operation of shell leakage test equipment. 

2. Fire or hot coals that are present in a solid fuel appliance may be safely controlled. 

3. In a MUD unit, the entrance hallway communicates directly with outdoors (or an openable 
exterior door or window is available). 

Shell leakage testing shall NOT be performed when… 

1. Unfeasible in Field Guide Section 7.45. 

2. Shell sealing is not feasible because: 

a. Dwelling is NIM. 

b. A CAS Hazard or indoor air quality (IAQ) fail exists that cannot be corrected. 

c. Extreme weather condition (e.g., very window, wet, hot, cold) prevents reliable 
testing or subjects occupants to unreasonable discomfort. (Note: Efforts shall be taken 
to reschedule test so that measures received are not restricted unnecessarily). 

d. Health or physical limitations of occupant(s) makes shell leakage test inappropriate. 

e. [Mobile Home] An open combustion gas‐burning space heater or water heater is 
present that draws combustion air from the living space.   

3. [Mobile Home] An open combustion solid‐fuel burning space heater (i.e., fireplace, insert, 
wood stove) draws combustion air from the living space is present.  CSD Exception:  
Pressure diagnostics and infiltration‐reduction measures shall be allowed when: 

a. Pressure measurement shows the CAZ of each appliance is less negative than the HDL 
(see procedures described in CSD Field Guide Appendix A); and 

b. Installed measures do not depressurize the CAZ beyond the HDL. 

4. Testing or sealing would violate CSD Health and Safety Requirements (CSD WIS Section 1). 

5.  Client refuses‐‐ after diagnostic benefits have been explained.   

Photo Credit: RHA, Inc. 
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1.3  REQUIRED DEFERRAL 

When a CAS or IAQ fail exists that cannot be corrected, one of the following consequences shall 
result:   

• (DOE Program or leveraged with DOE) The dwelling shall be fully deferred.  

• (LIHEAP only) Limited deferral is required, and only non‐infiltration reduction measures shall 
be installed; however, careful evaluation must be performed first to determine if non‐sealing 
measures are achievable, reasonable, cost‐effective, and it is safe for workers to enter. 

1.4  CLIENT REFUSAL 

If a client refuses shell leakage testing:  

• The refusal shall be documented in the CSD 542 Deferral Form by the Assessor, 
with client signature and date collected from the client. 

• (DOE Program or leveraged with DOE) A full home deferral is required. 

• (LIHEAP) If a client refuses shell leakage testing, shell sealing shall follow the CSD 704 form. 

1.5  ASBESTOS 

When ACM or suspected ACM is present, shell leakage testing and sealing activities shall be in 
compliance with the CSD Asbestos Policy in CSD WIS Section 1. 

1.6  ORDER OF PERFORMANCE 

Duct testing/sealing shall be completed before shell leakage testing of shell sealing occurs, when 
duct testing/sealing is feasible.   

1.7  RECORDKEEPING 

Diagnostic test results (when testing is conducted) and the description of work performed shall be 
accurately recorded on the CSD Shell Leakage Data Sheet (CSD 704).  The completed data sheet shall 
be placed in the client’s permanent file.  To pass the quality control inspection, all required tests 
must be performed, and the CSD 704 must be completely and accurately filled out. 

 SHELL LEAKAGE TEST TYPES 

Testing shall consist of: 

Initial Shell Leakage Test:  determines the amount of shell leakage 
before any sealing of catastrophic leaks begins. 

Interval Tests:  performed after each time increment to determine 
whether continued sealing work is feasible. 

Final Shell Leakage Test:  After completion of shell sealing, this test calculates the: 

• Final shell leakage reading; 

• Leakage reduction achieved; and 

• Percentage of reduction achieved. 
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 Equipment and Calibration Requirements 

Diagnostic equipment shall be utilized, checked, and calibrated in accordance with CSD’s and 
manufacturer’s recommendations.   

2.1  STANDARD TESTING EQUIPMENT 

Shell leakage testing shall be performed with a standard Shell Leakage 
Test kit (i.e., Blower Door system) and in accordance with manufacturer’s 
instructions, except as noted in “Alternative Testing Equipment” below.  
Equipment shall comply with the following requirements:  

• Commercially‐produced equipment shall be used. 

• Digital Manometers (pressure gauges) shall be used. 

• House pressure gauge shall display pascals with a range from 0 to 60 

Pa, and accuracy of 10%. 

• Fan Flow gauge shall display Pascals and CFM with a range of 500 to 

6000 CFM, and an accuracy of 10%. 

• Gauges may be calibrated in Inches of Water Column if the range is 

between 0 and 0.25 IWC with an accuracy of 5%. 

• Smoke (e.g., from an incense stick, smoke pencil, smoke puffer, etc.) with tactile tests, gauge 
readings, etc. shall be used in conjunction with the Blower Door as additional leak detection 
methods, to accomplish effective shell sealing. 

 CALIBRATION OF EQUIPMENT 

Records of all calibrations and equipment checks must be kept in an equipment calibration log, 
as specified by CSD policy.  Equipment manufacturer’s technical assistance shall be used as 
needed to properly maintain the test equipment. 

Digital gauges must be calibrated annually, by the factory, or by using manufacturer‐approved 
field calibration procedures. 

• For Minneapolis equipment, use the available field calibration plate. 

• For Retrotec equipment, use items and instructions supplied with the gauge.  

• Note:  When Infiltration Credit will be claimed and the RESNET 800 Procedures used, 
additional calibration requirements must meet those in Section 6.9 of this document. 

• Blower Door fans must be field‐checked in accordance with the manufacturer’s 
recommended procedures: 

• Annually, or whenever a fan has been dropped or damage is suspected. 

• By the factory, after damage has occurred or field checks reveal deviations that require 
factory service. 

   

Photo Credit: WAPTAC.org 
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 ALTERNATIVE TESTING EQUIPMENT  

Alternative shell leakage testing using a Minneapolis Duct Blaster® and Manometer is allowed 
in lieu of standard shell leakage testing only when the fan control can produce at least 30 Pa of 
house pressure (MUD units only). 

• The alternative test shall conform with the test requirements of both systems. 

• Set the Manometer Mode to “Pressure/Flow @ 50” and the Device to “DB‐B.” 

• If the gauge flashes “LO” and a CFM reading:  

– A flow ring with smaller opening must be installed.  When fan flow is in proper 
range, “LO” will not appear. 

– When changing to a smaller flow ring, the “Config” setting on the gauge must be 
changed to match the newly installed flow ring.  

 Shell Leakage Minimum Testing Requirements 

CSD recommends that Shell Leakage Testing be completed in all feasible dwellings; 

however, the testing minimums are outlined by program below. 

3.1  DOE 

Where DOE funds are used, shell testing shall consist of: 

• 100% shell leakage testing.   

• When a shell leakage test is not completed, the dwelling shall be deferred. 

• Shell leakage testing is not required for MFD of 4 stories or greater. 

3.2  LIHEAP 

When LIHEAP is the only funding source used, testing shall be conducted for a minimum of: 

• 20% of single‐family dwellings  

• 5% of multi‐unit dwellings (1‐3 stories).   

• Shell leakage testing is not required for MFD of 4 stories or greater. 

It is required that technicians conducting Shell Leakage Testing shall prioritize single‐family and 
multi‐unit dwellings, selecting these conditions first: 

• Open combustion appliances that draw air from the living space. 

• Solid‐fuel burning appliances (fireplaces, wood stoves, inserts, pellet stoves, coal‐burning 
appliances, etc.). 

• Stucco‐sided dwelling exteriors. 

For remaining LIHEAP‐only dwellings, agencies may choose to follow the shell sealing procedure 
described in Section 4.3 where no shell leakage testing is required, or they may opt to apply the DOE 
approach to LIHEAP, as described in Section 3.1 above.     

Photo Credit: WAPTAC.org 
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 Interval Approach to Shell Sealing 

Shell sealing measures shall be installed in the “thermal envelope” to reduce infiltration between a 
conditioned space and an unconditioned space. 
 

 

Shell sealing measures shall NOT be installed: 

 Between two unconditioned spaces. 

 Between two conditioned spaces, except in the following circumstances: 
– In a Multi‐family dwelling, it is required to seal penetrations and gaps in 

the walls between two dwelling units to prevent the transfer of 
conditioned air from one unit to another. 

– When leakage to the exterior is present, as shown by blower door (most 
common in a ballooned‐framed or open‐top interior wall cavity). 

 

All feasible shell sealing activities shall be installed in priority order as listed on the CSD 704 Shell Leakage 
Data Sheet.  Additional sealing requirements are as follows: 

4.1  DOE 

For dwellings where any DOE funding is used: 

• Complete ‘Occupant Protection‐Related Sealing’ before initial Shell Leakage Testing. 

• Complete initial Shell Leakage Test before catastrophic leaks are sealed and record initial air 
leakage in cubic feet per minute (CFM) on the CSD 704 Shell Leakage Data Sheet (CSD 704) 

• Seal catastrophic leaks and complete an interval Shell Leakage Test documenting CFM on the 
CSD 704.  

Note:  if there are no catastrophic leaks, complete initial Shell Leakage Test and record CFM 
on the CSD 704.  Complete sealing activities as follows: 

• Continue sealing activities following the prioritization order as listed on the CSD 704.  Complete 
an interval Shell Leakage Test after one hour of sealing activities recording the results on the 
CSD 704:   

o If < 75 CFM reduction has been achieved per person for one hour, STOP shell sealing. 

o If 75 CFM reduction has been achieved per person for one hour, continue sealing. 

• Continue this procedure of sealing with interval testing after each hour, at a minimum, until a 
reduction of >75 CFM is no longer achieved per person.  

o Interval testing may be completed more frequently than every hour. 

o 100% of dwellings shall be assessed for mechanical ventilation utilizing the CSD 540C, 
ASHRAE 62.2 Mechanical Ventilation Calculator.  When applying the Infiltration Credit in 
the CSD 540C, the Blower Door reading must be taken using the RESNET 800 procedure 
described in Attachment 1 of this Protocol. 

   



CSD SHELL LEAKAGE TEST PROTOCOL 

 

CSD Shell Leakage Test Protocol    Field Guide, Appendix C 
Effective 10/1/17    Page 8 of 24 

4.2 LIHEAP – SHELL LEAKAGE TESTING 

For dwellings where only LIHEAP funding is used: 

• Complete ‘Occupant Protection‐Related Sealing’ before initial Shell Leakage Testing. 

• Complete initial Shell Leakage Test before catastrophic leaks are sealed and record initial air 
leakage in cubic feet per minute (CFM) on the CSD 704 Shell Leakage Data Sheet (CSD 704). 

• Seal catastrophic leaks and complete an interval Shell Leakage Test documenting CFM on the 
CSD 704.  

Note:  if there are no catastrophic leaks, complete initial Shell Leakage Test and record CFM 
on the CSD 704.  Complete sealing activities as follows: 

• Continue sealing activities following the prioritization order as listed on the CSD 704.  Complete 
an interval Shell Leakage Test after one hour of sealing activities recording the results on the 
CSD 704:   

o If < 75 CFM reduction has been achieved per person for one hour, STOP shell sealing. 

o If 75 CFM reduction has been achieved per person for one hour, continue sealing. 

• Continue this procedure of sealing with interval testing after each hour, at a minimum, until a 
reduction of >75 CFM is no longer achieved per person.  

o Interval testing may be completed more frequently than every hour. 

o Air changes per hour (ACH) may be calculated after each interval Shell Leakage Testing to 
determine the ‘tightness’ of the building.  The calculation of CFM50 to ACH is as follows:  

Shell Leakage CFM50 reading x 60 

Volume of dwelling (L x W x H) 

o Once the dwelling has reached a ‘tightness’ of 5 ACH or below, the dwelling must be 
assessed for mechanical ventilation utilizing the CSD 540C, ASHRAE 62.2 Mechanical 
Ventilation Calculator.  When applying the Infiltration Credit in the CSD 540C, the Blower 
Door reading must be taken using the RESNET 800 procedure described in Attachment 1 
of this Protocol. 

o Dwellings greater than 5 ACH are not required to be assessed for mechanical ventilation if 
no further infiltration reduction measures will be installed.  Agencies should get as close 
to the 5 ACH as possible. 

4.3 LIHEAP – NO SHELL LEAKAGE TESTING 

Where Shell Leakage Testing is not completed, shell sealing shall be conducted as follows: 

• Complete ‘Occupant Protection‐Related Sealing’. 

• Seal catastrophic leaks. 

• Complete shell sealing activities following the prioritization order as listed on the CSD 704 Shell 
Leakage Data Sheet.   

• Agencies should give consideration towards occupant safety prior to the installation of any 
infiltration measures.   
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• Where a CAS or IAQ hazard exists that cannot be corrected within the scope of the program, 
dwelling shall be NIM with no infiltration measures installed. 

 House‐Set‐Up for Shell Leakage Test 

When a Shell Leakage Test will be conducted, proper set‐up of the home shall 
be performed in accordance with the following protocol.   

SET-UP FOR ALL HOMES 

Doors, Windows, and Access Covers 

1. Close all prime windows and storm windows. 

2. Close exterior doors, attic access covers, and crawlspace access covers. 

3. Open all interior doors to conditioned rooms. 

Basement Doors 

4. Closed if basement is unconditioned. 

5. Open if basement is conditioned. 

Combustion Appliances Off 

6. Heater or furnace thermostat all the way down or in the “Off” position. 

7. Water heater all the way down or on “Pilot” setting. 

Solid Fuel Appliances—Fire Not Present 

8. Close damper on fireplace and solid‐fuel stove/insert. 

9. Close air inlets on solid‐fuel stove/insert. 

10. 
Seal openings on solid‐fuel stove/insert temporarily, if necessary to avoid drawing ashes into 
the home (note this on the data sheet). 

Solid Fuel Appliances—Fire Is Present 

11. 
“Airtight” (restricted air intake) stove or insert with closable air inlets:  Pressurization may 
be possible when stove/insert has a low fire, but air inlets shall be closed.  Do not 
Depressurize. 

12. Fireplace or stove/insert not “airtight”:  Blower door test shall not be attempted. 

Exhaust Devices, Coolers, Air Conditioners 

13. 

Turn off air‐moving devices that transfer air out of or into conditioned space, attic, and 
crawlspace.   Includes exhaust fans (kitchen, bathroom, utility), clothes dryer exhausted 
outside, air handler, window/wall air conditioner, controllable attic and crawlspace fans, 
mechanical ventilation fans. 

14. 

Install winter cover on wall/window air conditioners, evaporative coolers, and whole house 
fan  
(Note: When a vent cover is not present, install a cooler vent cover as a catastrophic leakage 
repair). 

15. Close dampers on window/wall air conditioners. 
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16. 
Seal off wall/window air conditioner (e.g., with plastic film), if the unit or surround leaks air 
and the unit is removed during winter. 

17. 
Seal off air opening of continuously‐operating mechanical ventilation fans (and note on data 
sheet). 

18. 
Seal off fan inlet, when exhaust fan has a functional backdraft damper.  

 Pressurization only; does not apply when depressurizing. 

19. Do not seal fan inlet, when exhaust fan damper is missing or does not close. 

20. 
Leave open intentional openings between conditioned and unconditioned space (such as a 
passive kitchen exhaust duct/vent). 

21. 
Do not seal clothes dryer exhaust opening, even if no dryer is attached (but note this on data 
sheet). 

Plumbing Drains with P‐traps 

22. Seal or fill with water, if empty. 

SET-UP FOR HOMES WITH FAU & DUCTS 

23. Duct Repair and Sealing shall be completed first—before Blower Door testing is conducted. 

24. 
Leave open registers/grilles (supply and return)—NORMAL CONDITION, when: 

 Sealed ducts can be pressurized to 25 Pa (duct leakage is not excessive, and unsolvable 
air quality problems are not present). 

25. 

Close and block registers/grilles (supply and return)—SPECIAL CONDITION, when:  

 Sealed ducts cannot be pressurized to at least 25 Pa (duct leakage is excessive), and/or 

 Duct repair and sealing is not feasible (e.g., extensive duct damage/degradation is 
present, there is asbestos‐containing insulation on the ducts), which are beyond scope 
of program to correct). 

26. 
Blocking procedure for registers/grilles—when blocking is required, per step 25: 

 Depressurization:  securely block with masking tape, masking film, tape and plastic, etc. 

 Pressurization:  plastic film may be held in place with tape or magnets. 

27. 
Block fresh air make‐up duct (when present on FAU return): 

 Block temporarily (e.g., with tape or tape and plastic). 

 Note that on data sheet and be sure to re‐open duct after testing. 
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 Conducting a Shell Leakage Test 

6.1  SCHEDULING TESTS 

It is important to be sensitive to the needs of the health and well‐
being of the client while weatherizing a home.  Agencies shall 
reschedule blower door testing, when a condition such as one of the 
following is present: 

• Illness in the household. 

• Winter weather prevents proper pressurization test when solid‐
fuel appliance is present. 

• Extreme weather conditions which would result in excessive 
client discomfort. 

• Severe windy conditions prevent accurate gauge readings. 

6.2  DEPRESSURIZATION VS. PRESSURIZATION 

For Blower Door testing, dwellings shall be pressurized or depressurized to a standard test pressure 
of 50 Pa.  The Depressurization technique for blower door is the standard practice used in the 
California weatherization program unless a condition exists that necessitates pressurization testing, 
as those listed below. 

• Wood or other solid fuel heating fireplace or appliance is operating, or ashes/coals are present. 

• Vermiculite is present in the attic, and unless asbestos‐testing proves otherwise, asbestos is 
presumed to be present. 

• Friable asbestos is found in any 
other area within the thermal 
boundaries of the dwelling.  

• Animal or bird feces are found in 
the attic that may be a health 
hazard. 

• Sewage leakage is found in the 
crawlspace. 

When a home contains a solid‐fuel 
appliance (wood/pellet stove/insert or 
fireplace), it shall be pressurized 
cautiously and the test must not cause 
an unsafe condition.  All of the following 
applicable precautions shall be taken: 

• There must be no fire or hot coals 
present.  

• Ashes and coals must be contained 
and covered with a wet cloth, newspapers, etc. 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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• When present for a fireplace, damper and glass doors must be closed.  When not present, 
opening shall be temporarily sealed off (e.g., with cardboard or plastic). 

• When present for a stove/insert, damper and air control must be closed. 

When testing begins, a crew person shall be stationed at the appliance to signal if contaminants are 
being pulled from the appliance. 

6.3 BLOWER DOOR TEST PROCEDURE 
 

BLOWER DOOR TEST PROCEDURE

1. 
Central location:  Install blower door in a centrally‐located exterior doorway, with fewest 
obstructions within 3‐feet of the fan. 

2. 

Airflow to outdoors:  When Blower Door location leads to a porch, garage or other enclosed 
area, outside doors and/or windows in the enclosed area shall be opened enough to provide 
unrestricted airflow between the Blower Door and outdoors.  
Multi‐Family:  When Blower Door testing is performed in a MUD building with an enclosed 
common hallway (conditioned or not): 

 At least one common hallway door (or a window with adequate opening) that 
communicates with outdoors shall be temporarily opened during testing. 

 Lack of an opening to outdoors renders testing unfeasible. 

3. 

Blower Door Panel and Fan:   

 Install and secure the blower door fabric panel per manufacturer’s instructions.  

 Properly orient the fan in the panel (low‐flow plates facing indoors for depressurization) 
and secure it in place. 

 Seal off Blower Door fan in preparation for Baseline Pressure procedure to determine 
the amount of existing pressure in the dwelling.  This reading is used to adjust the 
amount of pressure required in order to bring the dwelling to 50 Pascals (see 
manufacturer’s instructions because actual Baseline Pressure procedure will vary 
based upon gauge manufacturer and model). 

4. 

Gauges:   

 Secure the gauge on the mounting plate—which may be secured to the panel frame or a 
door, or may be hand held.   

 Install tubing per manufacturer’s instructions, based on test type (depressurization or 
pressurization).   

5. 

Outdoor tubing:  Position tubing to terminate outdoors and away from Blower Door fan 
turbulence. 

 To the side and at least 5' feet away from the fan air flow. 

 On the ground/surface near the edge of the foundation. 

6. 

Windy condition:  Take steps to reduce the effect of wind on the accuracy of gauge readings: 

 Install wind dampeners per manufacturer’s instructions in all tubing that terminates 
outdoors. 

 Extend outdoor tubing into a wind‐protected location (shed, garage, large bucket, etc.). 

 Take three or more single‐point readings at 50 Pa house pressure—space them a few 
minutes apart, during lulls when possible—then average the readings. 
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 Analog Gauges:  “Zero” gauges prior to each reading. 

 Digital Gauge:  Use 5‐second (or longer) time averaging. 

7. Conduct Blower Door test per manufacturer’s instructions. Dwellings shall be depressurized 
to ‐50 Pa, and shell leakage is measured and recorded as CFM50. 

8. House pressure less than 50 Pa:  If an initial house pressure of ‐50 Pa (depressurization) 
cannot be achieved due to large or diffuse leaks, the test equipment manufacturer’s 
instructions and smoke testing procedures shall be followed.  Follow the Blower Door 
manufacturer’s instructions when a digital gauge does not automatically compensate for 
low pressure). 

 When enough shell sealing has been completed so a house pressure of 50 Pa can be 
achieved, CFM50 leakage measurements are thereafter taken directly from the gauge 
(without making low‐pressure adjustments). 

 Shell Leakage Details 

7.1  CATASTROPHIC LEAKAGE 

“Catastrophic Shell Leakage” is a condition where a shell location (e.g., a wall, door, 
window, etc.) does not function as it is intended due to degradation or damage, and 
it cannot be fixed/adjusted/repaired to bring it back into a properly functioning 
condition.  These infiltration conditions are identified by a gap of at least 1/4" and meet or 
exceed the catastrophic leak definition below: 

“Catastrophic leak” repairs shall be made as long as no unresolvable CAS or IAQ fails are present*.  
In order to be correctly justified and pass inspection, a visual identification and written description, 
photographs, and measurements shall be documented in the CSD 704 Shell Leakage Data Sheet, and 
the calculations shall be provided in writing to show adequate leakage.  

Visually‐identifiable examples of catastrophic leaks include: 

• Broken window (e.g., will not close completely, broken sash, broken 
glass, etc.). 

• Broken entrance door (e.g., will not close, broken frame, hole in door, 
etc.). 

• Interior attic or crawlspace access cover that is broken or missing. 

• Missing fireplace or kitchen exhaust dampers (even if a kitchen exhaust 
filter is in place). 

• Hole/penetration through the building shell (envelope). 

• Evaporative cooler without a vent cover. 

 

Shell Catastrophic Leak Definition: 

When measurable as a visible, physical gap(s), a “Catastrophic Shell Leak” is defined as 
5 sq. in. of leakage area calculated for a single measure location (e.g., a door, a window, 
etc.). 
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Exception:  When a CAS or IAQ fail exists that cannot be corrected, one of the following 
consequences shall result:   

• (DOE Program or leveraged with DOE) The dwelling shall be fully deferred.  

• (LIHEAP only) Limited deferral is required, and only non‐infiltration reduction measures shall 
be installed; however, careful evaluation must be performed first to determine if non‐sealing 
measures are achievable, reasonable, cost‐effective, and it is safe for workers to enter the 
home. 

Typical Sealing Locations 

 

 

 

 

 

 

 

 

 

Sealing of Cooler Vent Covers 

 

 

 

 

 

 

 

 

   
Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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Temporary Sealing of Kitchen Exhaust (Pressurization Test Only) 

 

 

 

 

 

 

 

 

 

 Shell Leakage Test Clean‐Up Procedure 

All things changed for diagnostic/sealing work shall be returned to pre‐test condition, including the 
following: 

1. Relight pilot lights that were turned off or blown out. 

2. Reset thermostats on space and water heating 
appliances. 

3. Remove all temporary seals: 

- Duct registers/grilles and exhaust fans unsealed. 

- Evaporative cooler and air conditioner covers 
removed. 

- Air intakes (e.g., fresh air makeup) unsealed. 

4. Check supply registers and return grilles for proper 
operation.  

5. Reinstall or replace air filter(s): 

- Single‐use:  Dirty filter shall be cleaned if it cannot be replaced. 

- Permanent or reusable:  Cleaned before reinstalling if it is not feasible to replace. 

- Leaky slide‐in:  Advise client to seal slot with temporary tape. 

6. Restore power to the HVAC system and/or the air handler. 

7. Return all windows, doors, fans, room air conditioners, etc. to original settings. 

8. Return all furniture and other household items moved during testing to original position. 

9. Reset dampers and air controls on wood stoves. 

10. Remove all test equipment, tools, supplies, and trash from the home. 

Graphic Credit: RHA, Inc. 

Graphic Credit: RHA, Inc. 
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 Post‐Inspection of Shell Sealing Work 

Inspectors are required to verify that field personnel did not miss any feasible shell sealing activities and 

followed the Shell Leakage Testing and Sealing protocol in order to “pass” post‐inspection.   

In conformance with CSD Field Guide Section 5.4, agency inspectors will be required to perform re‐tests 
of diagnostic testing on a minimum of 20% of inspected units.  Agencies will be required to increase this 
minimum re‐test percentage when discrepancies or patterns of issues are found.  Inspector re‐testing 
shall be conducted and documented by the inspector on the appropriate diagnostic forms. 
 

 
Inspectors are responsible for analyzing the sealing choices made by Installers.  
Ignoring large leaks, and sealing quicker and easier small leaks first, shall result in an 
inspection fail for an agency and crews. 
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Appendix C 

Attachment 1: 
 

RESNET 800 
Procedure 
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    Attachment 1: Conducting the Blower Door Test for Mechanical 
Ventilation Infiltration Credit 

When a Blower Door test is used to calculate the Infiltration Credit for Mechanical Ventilation  
(CSD WIS Section 49), set‐up and testing shall be performed in accordance with the following 
(additional) RESNET 800 procedures. 

 

• First, set up and operate the Blower Door as described in Section 6.5. 

• Then follow Steps 1‐8 in the Worksheet on the following pages. 

The Worksheet is the “Test Form” referenced in the Energy Conservatory “Quick Guide”, which follows.  
It is included to clarify what data must be collected and recorded.  Enter the final specified Blower Door 
reading in the applicable field of the CSD 540C for the Infiltration Credit. 

 

 

   

 
RESNET 800 Equipment Calibration Requirements 

 In order to be in compliance with the RESNET 800 standard, blower doors and gauges 
shall be calibrated annually by: (a) the equipment manufacturer, or (b) a HERS Rating 
Provider or certified HERS Rater. 

 Magnehelic gauges shall be calibrated only by the equipment manufacturer. 

 Equipment calibration records shall be maintained in a written log for a period of 
three years.  
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RESNET 800 ONE-POINT AIR TIGHTNESS TEST NOTES 

1. 
Temperatures and Elevation:  Record the following: 

 Indoor and outdoor temperatures (to an accuracy of 10F), and 
 Altitude of the home (to an accuracy of 2,000 feet). 

Temperature: 

Altitude: 

2. Time Averaging:  Choose and record time averaging of at least 10 seconds. 
Time Averaging: 

3. 

Determine Level of Accuracy:  Determine blower door test “Level of Accuracy”: 

 With fan sealed off, measure and record five (5) Baseline Pressure readings 
(guidelines in this Appendix). 

 Subtract the smallest baseline measurement from the largest, and record this value 
as the Baseline Range. 

Readings: 

1. 

2. 

3. 

4. 

5. 

Baseline Range: 
 

4. 

Apply Level of Accuracy:  Use findings in Step 3 and this table to determine what to do. 

Baseline 
Range 

Level of 
Accuracy 

What To Do 

<5 Pa  Standard  No adjustment is required. 

5 Pa to 10 Pa  Reduced 
In this range, an attempt to improve the level of accuracy may be made 
by repeating the baseline test using a longer time averaging period.   

>10 Pa 
Invalid 
Test 

A one‐point airtightness test shall not be performed. 

 

5. 

Conduct One‐Point Blower Door Test: 

 Use PR/FL @ 50 Mode  
(using DG‐700 Digital Gauge; see guidelines in Attachment 1 to this Appendix). 

 Use the Baseline feature, measure baseline pressure for 10 seconds, then press 
ENTER. 

 Unblock the fan, and adjust speed to achieve House Pressure of 50 Pa 
approximately (or use Cruise Control). 

 Change Time Averaging to 10 seconds. 

 Read and Record the Induced Building Pressure1 (Channel A) and “Nominal CFM50” 
fan flow (Channel B).  

 Change fan configuration as needed (Open Fan or Low‐Flow plate installed), based 
on fan flow CFM. 

 

Induced Bldg. 
Pressure: 

Nominal CFM50: 

Fan 
Configuration: 

                                                            
Induced Building Pressure = unadjusted Building Pressure (“House Pressure”) minus the Pre‐Test Baseline Pressure 
(which is determined automatically by the DG‐700).  A one‐point test is valid only when the Induced Building 
Pressure is at least 15 Pa and greater than four times the Baseline Pressure.  If the Induced Building Pressure is 
too low, test results shall not be used for the Infiltration Credit calculation for Mechanical Ventilation. 
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RESNET 800 ONE-POINT AIR TIGHTNESS TEST NOTES 
 Record the fan configuration that was used to obtain the “Nominal CFM50” fan flow 

reading. 

6. 

Record the following information: (a) Blower Door model and serial number, and (b) digital gauge model 
and serial number. 
 

 Model Number  Serial Number 
Blower Door     
Digital Gauge     

 

7. 

Determine if “Nominal CFM50” must be corrected to calculate “Corrected CFM50.” 
 

 If outside temperature is >30 F higher than indoors, use the Temperature 
Correction Factor (TCF). 
- TCF = value in the applicable table below (Step 8) 

 

 If site altitude is >5,000 feet, use the Altitude Correction Factor (ACF). 
- ACF = 1+ [0.000006 x altitude (ft.)] 

 

 Equation:  Corrected CFM50 = (Nominal CFM50) x (ACF) x (TCF). 
- When a factor is not applicable, insert “1” into the equation for that factor.  
- When a correction is made, record the Corrected CFM50 at the right. 

 

Temp. Correction 
Factor: 

Alt. Correction 
Factor: 

Corrected 
CFM50: 

8. Temperature Correction Factors 
 
Procedure: 

1. In this Attachment, use Table 1 for Depressurization Blower Door testing.  Use 
Table 2 for Pressurization testing. 

2. Find the inside temperature along the top of the table.  Then go down that 
column to the row representing the outside temperature. 

3. The value in that cell is the Temperature Correction Factor used to adjust the 
“Nominal CFM50” (in Step 7).  

4. When actual temperature is not shown, round up or down to the nearest 5F.   
►Example:  For 72, use the 70 column.  For 73, use the 75 column. 
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Quick Guide for Performing a Blower Door Test per RESNET 800 

Using a DG‐700 Digital Gauge 

This abridged Quick Guide is for performing a Blower Door test without automation that is in 

conformance with the RESNET 800 Standard. 2  Contents are used with permission from The Energy 

Conservatory. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                                            
2 If using The Energy Conservatory blower door automation software (e.g., TECTITE 4.0), you can obtain the 
unabridged Quick Guide, that includes automation steps, from the Energy Conservatory website: 
http://www.energyconservatory.com/support/manuals   
In the Blower Door section, click on the link to “Quick Guide—RESNET One Point Test.” 
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Table 1

Correction Factors for Depressurization Testing 

Temperature Correction Factors  
(Use only when outside temperature is >30F higher than the inside temperature) 

Procedure: 

1. Use Table 1 for Depressurization blower door testing.  Use Table 2 for Pressurization testing. 
2. Find the inside temperature along the top of the table.  Then go down that column to the row 

representing the outside temperature. 
3. The value in that cell is the Temperature Correction Factor used to adjust the “Nominal CFM50” 

(see RESNET One‐Point Airtightness Test Form, Section B).  

4. When actual temperature is not shown, round up or down to the nearest 5F.  Example:  For 

72, use the 70 column.  For 73, use the 75 column. 
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Table 2

Correction Factors for Pressurization Testing 

Temperature Correction Factors  
(Use only when outside temperature is >30F higher than the inside temperature)  

(cont.) 
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1 SINGLE‐FAMILY/SMALL MULTI‐FAMILY ENERGY AUDIT PROTOCOL OVERVIEW 

The California Department of Community Services and Development (CSD) adopts the following 
“Single‐Family/Small Multi‐Family Energy Audit Protocol” for inclusion in its federal weatherization 
programs. This protocol must be updated and approved by DOE every 5 years, and is a companion 
document to the annual Priority List update. 

This Protocol is a guidance document that describes required criteria for development of a site‐specific 
energy audit designed to justify the cost‐effectiveness for specific weatherization measures under CSD’s 
programs. This document specifically addresses the audit protocol for single‐family and small multi‐
family dwellings.  

In accordance with CSD policy, data collection practices and calculations shall be transparent. Audit 
report format and content must be presented in a consistent manner; and persons completing the audit 
must be accountable for their work by adhering to protocol requirements, maintaining professional 
certifications, and providing quality assurance measures. 

It is important to note that this audit policy enhances and augments the standard assessment 
procedures, diagnostic protocols, and installation policies under CSD’s weatherization programs. Any 
conflicts between the audit protocol and standard policies and standards should be brought to the 
attention of CSD for interpretation.  

A key objective of an energy audit is to identify feasible and relevant energy conservation measures 
(measures) that qualify for funding under CSD’s programs. In addition to identifying ways to reduce the 
energy burden, the audit process must also conduct standard assessment of the integrity of the building 
to identify any deficiencies that could result in health and safety violations as defined by CSD. 

The outcome of the site‐specific audit process is a report that identifies cost‐effective weatherization 
measures based on the: 

 Location, climate zone, utility information, and other relevant site information; 

 Building profile, configuration, and existing energy systems; 

 Related health and safety checks and conditions; 

 Calculated savings‐to‐investment ratio (SIR) of each measure including interactive effects of 
higher SIR measures (calculated in REM/Design); and 

 Total calculated reduction in energy usage for the recommended measures (calculated in 
REM/Design). 

The three main processes that constitute the CSD Single‐Family/Small Multi‐Family Energy Audit 
Protocol include the:  

1) On‐site visit,  

2) Energy modeling with energy savings analysis, and  

3) Report submittal.  

For energy audit purposes, CSD considers single‐family dwellings to be detached homes containing 
fewer than two units. In addition, this policy refers to multi‐family dwellings containing 2‐24 units with 
independent heating/cooling and water heating systems and that meet the criteria herein, and as 
described in Attachment A of this document. 
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2 AUDIT POLICY OVERVIEW 

Network agencies shall use one of two methods to determine feasible measures appropriate for any 
dwelling to be weatherized in accordance with the energy audit policy attached in Attachment A. The 
two methods are: 

2.1 PRIORITY LIST METHOD (PRESCRIPTIVE APPROACH)  

Department of Energy (DOE)‐approved priority list for the dwelling climate zone and building type 
is used to determine allowable measures based on dwelling type and California Energy 
Commission (CEC) climate zone. 

2.2 PRIORITY LIST & ENERGY AUDIT METHOD – REM/DESIGN (PERFORMANCE APPROACH) 

Site‐specific energy audit that is used to justify energy saving measures based on cost‐
effectiveness. When criteria requiring an energy audit are met, measures shall be installed using 
both the audit (for audit driven measures) and the Priority List for non–weather sensitive 
(deemed savings) measures. 

Table 1 shows the different categories of measures that are allowed under the two methods listed 
above. Measure categories are taken from “The DOE Standard Agreement,” and 10 CFR 440 
“Appendix A to Part 440—Standards for Weatherization Materials” (provided in Attachment B). 

Table 1: Measure Matrix 

MEASURE CATEGORY 
PRIORITY LIST METHOD 

 (PRESCRIPTIVE APPROACH) 
PRIORITY LIST & ENERGY AUDIT METHOD 

(PERFORMANCE APPROACH) 

MANDATORY; 
ASSESSMENT/DIAGNOSTICS 

Mandatory for all dwellings  Mandatory for all dwellings 

MANDATORY;  
HEALTH AND SAFETY 

Mandatory for all dwellings  Mandatory for all dwellings 

MANDATORY;  
INFILTRATION REDUCTION 

Mandatory for all dwellings  Mandatory for all dwellings 

MANDATORY;  
OTHER MEASURES 

Mandatory for all dwellings  Mandatory for all dwellings 

EXHIBIT F, ATTACHMENT IV1  
DOE PRIORITY LIST 

Refer to priority list to determine if 
measures may be installed based on 
dwelling type and CEC climate zone. 

1. Refer to Priority List Protocol to 
determine if measures shall be installed 
based on dwelling type and CEC climate 
zone 

AND 
2. When Audit demonstrates measure 
cost‐effectiveness for weather sensitive 
measures. 

10 CFR 440 APPENDIX A  Does Not Apply2 

Measures implemented if Audit 
demonstrates cost‐effectiveness AND 
submitted to CSD for approval prior to 
installation 

 

As shown in Table 1, all mandatory diagnostics, air sealing, duct sealing, and health and safety 
measures that must be installed per program rules, regardless of which path is taken. This adds 

                                               
1 DOE WAP Contract Amendment, Exhibit F, Attachment IV 
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complexity to the energy audit process because the calculations must be performed assuming 
that all feasible air sealing, duct sealing, and health and safety measures have already been 
performed. Details will be addressed in Section 4, Energy Modeling and Analysis Process. 

3  ON‐SITE PROCESS  

Every dwelling evaluation begins with a complete assessment of the building and building systems, 
including all environmental, structural, and health and safety checks per the weatherization program 
rules. In addition, a site‐specific energy audit is designed to gather complete and accurate information in 
order to conduct energy calculations and produce an audit report.  

3.1 AUDITOR CONDUCT STANDARDS AND MINIMUM CREDENTIALS 

Auditors conducting audits shall have the minimum skills, credentials and experience required to 
effectively perform the audits. If a single auditor lacks the required skills, a qualified team2 may be 
assembled to complete the audit. At a minimum, the audit team shall be capable of effectively 
performing the following tasks: 

 Energy modeling (utilizing approved software); 

 Building assessment (identifying safety, code, durability and energy systems issues) and 
field data collection; 

 Diagnostic testing for energy efficiency and health and safety; 

 Combustion appliance safety testing; 

 Feasibility analysis for the installation of energy efficient building improvements; 

 Construction cost estimating; and  

 Financial analysis that generates investment grade level information/data. 

3.2 SITE VISIT 

The on‐site energy audit shall be comprised of an in‐person visit to the project by a qualified 
Auditor (or Audit Team) to complete the following tasks: 

3.2.1 Dwelling Assessment 

The dwelling assessment shall be performed by a person or team qualified to perform 
assessments under CSD’s weatherization programs and as described herein. The assessment 
is required for all properties regardless of prescriptive (priority list)‐based approach or the 
performance (audit)‐based approach. The assessment is used to ensure that all health and 

                                               
2 The audit team may include qualified non‐agency/service provider personnel for purposes of building 
assessment, if such personnel are otherwise disinterested third parties who do not provide weatherization 
measure installation or inspection.  

Third‐party assessors/auditors/verifiers that assess dwelling units for energy purposes (including, but without 
limitation, mechanical systems), shall not be affiliated with any person or entity responsible for installation or post‐
inspection of dwelling units receiving weatherization measure installation. Notwithstanding this requirement, 
nothing shall preclude the agency/service provider obtaining from any reliable party applicable construction costs 
to include in the energy audit. 
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safety concerns are identified and the information collected during the assessment may be 
used in the modeling and analysis phase of the energy audit.  

3.2.2 On‐Site Audit 

In addition to the standard assessment, the information needed to populate an energy 
model must be collected for a REM/Design energy audit. This includes the information listed 
below. This data is recorded on the On‐Site Data Collection Sheet included in Attachment C. 

 General Building Design Characteristics 

 Foundation type  

 Total conditioned area  

 Approximate conditioned area of each floor 

 Number of bedrooms 

 Ceiling height and ceiling/attic characteristics 

 Building Envelope Characteristics 

 Ceiling type and insulation level 

 Above‐grade wall type and insulation level 

 Foundation wall type and insulation level 

 Frame floor type and insulation level 

 Door type and insulation level 

 Window Properties of All Windows 

 Window area (for each window/glazed area). Includes: sliding glass doors, glass 
block, etc. 

 Window type (single pane, dual pane low‐E, etc.) 

 Window material (metal frame, wood, vinyl, metal clad etc.) 

 Window orientation (typically associated with each wall surface) 

 Window overhang details: 
 Depth of overhang 

 Distance between top of window and bottom of overhang at window center 

 Distance between bottom of window and bottom of overhang at window 
center 

 Mechanical Equipment Properties 

 Heating equipment 
 Fuel type 

 Location and type 

 Rated output capacity (in Btu/hr) 

 Seasonal equipment efficiency (AFUE, HSPF, %EFF, COP) 

 Cooling Equipment 
 Fuel type 

 Rated output capacity (in Btu/hr) 

 Seasonal equipment efficiency (SEER, EER, %EFF, COP) Note: For most AC 
systems, SEER or EER are the most common metrics. 

 Ventilation Types (if applicable) 
 Ventilation rate (CFM) 
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 Hours/day of operation 

 Ventilation strategy for passive cooling (i.e., natural ventilation or whole 
house fan installed) 

 Distribution Systems for HVAC Systems 
 Noted when the HVAC system has ducts (central HVAC) or is a ductless 

system (evaporative cooler or mini‐split system). 

 Water Heating Equipment 
 Water heater type 

 Fuel type 

 Energy factor 

 Tank size 

 Extra tank insulation R‐value 

4 ENERGY MODELING AND ANALYSIS PROCESS  

An energy model of the building’s pre‐ and post‐weatherization energy performance is the basis for the 
cost‐effectiveness calculation (the “SIR”) and shall be completed using information collected during the 
on‐site assessment. REM/Design is the adopted software program for single‐family and small multi‐
family dwellings in the CSD weatherization programs and is used to estimate annual energy 
consumption and energy cost savings of the audit driven energy conservation measures identified in 
Table 1.  

4.1 UTILITY RATES 

The auditor shall model electricity and natural gas utility rates using the blended utility rates 
contained in Attachment D to determine SIR of the measures. These rates are based on statewide 
and utility‐wide average rates and may not be an accurate representation of the actual rates paid 
by the tenant. These rates factor in applicable monthly service charges. 

For all other heat source fuel types such as wood, propane, fuel oil, kerosene, and others, the fuel 
cost shall be based on available billing data on a case‐by‐case basis. 

4.2 SINGLE‐FAMILY AND SMALL MULTI‐FAMILY (2‐24 UNIT) MODELING SPECIFICATIONS 

These specifications apply to all small multi‐family dwellings and single‐family dwellings 
composed of more than one individual unit, per CSD Energy Audit Policy attached in  
Attachment A. 

Note:  Whole‐building measures shall be installed when the 66/50 policy is met.  

In REM/Design, the building must be modeled in one simulation and follow specific specifications 
as provided below: 

Table 2: REM/Design Building Specifications 

PARAMETER  REQUIREMENT 

REM/DESIGN INPUT MODE  Detailed Mode  

HOUSING TYPE  Multi‐family whole building 

WALLS  Account for all walls adjacent to unconditioned space such as 
garages or outdoors. Do not model walls between units. 
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PARAMETER  REQUIREMENT 

FLOOR  Account for all floors adjacent to unconditioned space such as 
garages, ground, crawlspace, etc. Do not include floors 
adjacent to other apartments or common areas. 

CEILING  Account for all ceilings adjacent to unconditioned space such 
as attics or vaulted ceilings adjacent to outdoors. Do not 
include any ceilings adjacent to other apartments or 
conditioned space.  

NUMBER OF BEDROOMS  Include all bedrooms in the entire building. 

MECHANICAL EQUIPMENT  Each model of similar equipment types must be accounted for. 
Instances of similar models may be input as increased 
quantities of that model.  

 

As seen in the specifications above, all interior walls and ceilings are omitted. When inputting the 
number of bedrooms, the model must account for the TOTAL number of bedrooms in the entire 
building, not just the number of bedrooms per dwelling.  

The model must account for all mechanical equipment in the building. When inputting mechanical 
equipment, each piece can be manually created or if all pieces of equipment are identical the 
number of units can be increased on the “Mechanical Equipment Properties Summary” page in 
REM/Design. The program will automatically split the system load based on capacity.  

4.3 DEFAULT VALUES USED IN ANALYSIS 

Certain measures (per CSD contract measure matrix) are mandatory for every dwelling 
weatherized. Some of these measures can be evaluated in the REM/Design software, but due to 
the mandatory requirement for these measures, these need not be calculated by the energy audit. 
(For example, air sealing will be performed regardless of an energy audit; therefore, the audit 
calculations are based on the estimated post‐weatherization infiltration rate.) For this reason, this 
section provides guidance on the use of “default” values to represent accurate energy savings 
based on post‐retrofit building conditions.  

4.3.1 Mechanical Equipment Properties  

Whenever possible, actual equipment information indicated on the mechanical equipment 
or made available by manufacturer or professional website are to be input as existing 
properties, e.g., AFUE, SEER, and EF, for the furnace, air conditioner, and hot water heater, 
respectively. Further, a performance adjustment of 100% (functions as new) is used when 
modeling mechanical equipment for the building. Default properties are to be used ONLY 
when values are unavailable from equipment nameplates, equipment tags, etc., and must 
not be used as a standard procedure. Using the REM/Design energy audit for change‐out of 
mechanical equipment is strictly for “efficiency” purposes. The actual existing (not 
hypothetical) equipment must be represented as in its original installation; the audit is not 
for replacement of equipment that is deficient or faulty.  

In order to qualify for replacement, the unit must reflect a SIR of 1.0 or better. Adjusting 
efficiency, noting a piece of equipment is inoperable, or using a “default” (without some 
type of reliable substantiation, such as a bona fide audit report print‐out) is generally not 
allowed. The client file also must contain justification for use of any mechanical equipment 
default, including photographs (identifiable to the existing equipment being audited for 
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efficiency change‐out) and, if applicable, any printed research results, for example, from the 
AHRI website (http://www.ahridirectory.org/ahridirectory/pages/home.aspx) referenced in 
the REM/Design program “help.” This applies to any mechanical equipment measure 
contemplated for installation. (See also Attachment G, Justification Images.) 

4.3.2 Duct System  

The duct system will be sealed and repaired during weatherization. Thus, any energy savings 
should be based on the estimated leakage of the duct system after repairs have been 
completed. On the “Duct System Properties Summary” screen in REM/Design, the “Use 
Qualitative Default” button should be selected, and “RESNET/HERS Default” should be 
selected in the drop‐down box.  

4.3.3 Shell Leakage 

The building envelope will be sealed and repaired during weatherization; therefore, any 
energy retrofit savings should be based on the estimated shell leakage after repairs have 
been performed. In REM/Design, values for shell leakage shall be input on the 
“Infiltration/Ventilation” screen under the subheading “Whole House Infiltration 
Measurement” when in detailed mode or on the “Building Envelope Characteristics” screen 
under the subheading “Infiltration Measurement” when in simplified mode. The following 
values should be specified: 

Table 3: REM/Design Infiltration Specifications 

MEASUREMENT TYPE:  User Estimate 

HEATING SEASON INFILTRATION VALUE:  0.4 (Natural ACH) 

COOLING SEASON INFILTRATION VALUE:  0.4 (Natural ACH) 

SHELTER CLASS:  1  

2009 IECC VERIFICATION Visually Inspected 

 

4.3.4 Mechanical Ventilation 

Mechanical ventilation will be assessed and installed as needed during weatherization in 
accordance with CSD program policy. Existing conditions will be modeled on the 
“Infiltration/Ventilation” screen in REM/Design under the “Mechanical Ventilation System 
for IAQ.”  

4.3.5 Appliances 

Default values of lights and appliances may be used in analysis as follows. Justification must 
be included in the audit input form and kept in the client file for any values differing from 
these defaults. Actual measured performance and listed energy consumption may be used 
when available. 

Refrigerator: Total consumption needs to reflect a default value by selecting the “Restore 
RESNET Defaults” button on the bottom right corner of the screen. Note: Refrigerator 
replacement is addressed outside the REM/Design energy audit in the Weatherization 
Installation Standards (WIS) manual at section 37. 
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Dishwasher: EF 0.46, kWh/year entry will be “0” (zero), place setting capacity is “12” if 
standard size dishwasher or “8” if a compact dishwasher 

Range/Oven: Select the correct “Fuel” used for cooking. If range and oven use different 
fuels, select the fuel representing the dominant use (usually the range). If unit is an 
Induction Range or Convection Oven, select the appropriate boxes.  

4.3.6 Clothes Dryer 

The auditor/verifier may either obtain the “Efficiency Factor” (for new dryers) from the 
California Energy Commission (CEC) (go to http://www.appliances.energy.ca.gov/, click on 
either “Quick Search” or “Advanced Search” tab, and proceed from there) or allow 
REM/Design to auto‐fill this field with a default value if actual value is not found.  

The Washer MEF (modified energy factor) is obtained from the same CEC database as the 
Efficiency Factor, above. (Note: This is the dryer input area, but needs the washer MEF.) If 
unable to obtain the Washer MEF, REM/Design auto fills this field with a default value. 

Note: If using the CEC information, copy, print, and keep in file the copied page of the CEC 
database that describes characteristics of the clothes dryer.  

4.3.7 Clothes Washer 

Obtain the “Label Energy Rating” (kWh/hr) from the EnergyGuide label, and if washer has 
ENERGY STAR® label, information can also be found at the ENERGY STAR Products web site: 
http://www.energystar.gov/index.cfm?fuseaction=clotheswash.search_clotheswashers.  

“Capacity Cubic Ft.” is the washer tub capacity and is obtained in manufacturer data or from 
the EnergyGuide label or at the ENERGY STAR Products web site, above. If the actual 
capacity cannot be found, REM/Design auto‐fills this field with a default value. 

Obtain and input the Electric Rate, Gas Rate, and Annual Gas Cost from the EnergyGuide 
label, or REM/Design will auto‐fill these three fields with default values if actual values on 
the label are not found. 

Note: To document the EnergyGuide label, photograph the label and keep the photograph 
in the client file. If data is obtained from the ENERGY STAR website, copy, print, and keep 
in file the copied page from the database describing characteristics of the clothes washer. 

4.3.8 Lighting REM/Design Default Values for CSD Weatherization Programs 

 Default CFL (%) input/leave “0.0” (zero percent).  

 Default Pin‐Based FL (%) input/leave at “10.0” (ten percent).  

 Exterior Fixtures (%) input “100.0” (100 percent). 

 Default Garage Fixtures (%) input/leave at “0.0” (zero percent).  

 Ceiling Fan: Model with no ceiling fans in the home, i.e. input “0” (zero).  

4.4 EXCEPTIONAL CALCULATIONS   

Energy conservation measures not directly modeled with REM/Design energy modeling software 
can be calculated outside of the program, provided that accepted engineering calculations and 
methodologies are used. Interactive effects must be accounted for in exceptional calculations. The 
methodologies, assumptions, and constants used in the exceptional calculations must be clearly 
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documented and submitted to CSD as indicated in Sections 5.1. and 5.2. Sources of deemed 
savings must be referenced. 

4.5 SAVINGS INVESTMENT RATIO (SIR) CALCULATIONS  

When using REM/Design, the measure and package SIR are calculated automatically by the 
software when the proposed measures are analyzed. The energy efficiency measures in 
REM/Design, the measure performance, and the cost to implement the measure must be carefully 
defined in the software. When calculating the cost to implement a measure, it shall only reflect 
the labor and materials needed to complete the measure, along with any incidental repair 
measure cost. No administrative costs shall be included in the SIR calculation.  

CSD requires that all SIRs are calculated based on a “Discount Rate” of 3%. This must be entered in 
the “Mortgage/Discount Rate (%)” box during “Improvement Analysis Criteria” in REM/Design. 
Additionally, the “Mortgage Term” and “Appraised Value” need to reflect “0” (zero). 

The allowable estimated useful life (EUL) for weather‐sensitive measures is provided in 
Attachment E. In the event that a proposed measure requires exceptional calculations, the 
measure and package SIRs shall be calculated using the methods outlined in Attachment F. 

5 ENERGY AUDIT SUBMITTAL AND QUALITY ASSURANCE REVIEWS 

A key objective of an energy audit under the CSD weatherization programs is to identify feasible and 
relevant energy conservation measures that qualify for funding under the program. In order to ensure 
accuracy and integrity of site‐specific energy audits, and to assist service providers in improving the 
quality of audits, all energy audits are subject to review by CSD.  

There are two distinct review levels, Tier 1 and Tier 2, each with respective submittal guidelines. The 
specifics of the required submittal materials are explained below. All auditors/verifiers begin in Tier 1. 
Upon successful completion of a minimum of three audits, with minor or no changes required, and at 
the sole discretion of CSD, the auditor/verifier will be notified by CSD of advancement to Tier 2 review 
status. However, at any time if submitted audits from Tier 2 auditor/verifiers need changes, or do not 
meet CSD audit standards, the auditor/verifier’s Tier 2 status will revert to Tier 1 review status. 

NOTE:  Should an automated audit review process become available, CSD will release updated submittal 
requirements and other details shown in Sections 5.1 through 5.3 of this document. 

5.1 SINGLE‐FAMILY DWELLING (SINGLE UNIT) SUBMITTAL 

100% of completed energy audits shall be submitted electronically to CSD via email to 
rem@csd.ca.gov. The submittal shall consist of the following: 

 

TIER 1 Submittal:  

 REM/Design digital building file (*.blg) 

 REM/Design Improvement Analysis Report (IAR) (automatically generated in REM/Design 

 REM/Design Building File Report (BFR), generated and saved in REM/Design 

 Justification Images (See Attachment G) 

 Explicit Identification of any recommended measures not listed in the contract. See Table 
1 of this protocol. 
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 Documentation of any exceptional calculations defined in Section 4.4 

 

TIER 2 Submittal:  

 REM/Design digital building file (*.blg) 

 REM/Design Improvement Analysis Report (IAR) (automatically generated in REM/Design) 

 REM/Design Building File Report (BFR), generated and saved in REM/Design 

 Explicit Identification of any recommended measures not listed in the contract.  
See Table 1 of this protocol. 

 Documentation of any exceptional calculations defined in Section 4.4 

 NOTE: CSD may request Justification Images on Tier 2 submissions at its discretion. 

 

5.2  SINGLE‐FAMILY DWELLING AND SMALL MULTI‐FAMILY (2‐24 UNITS) DWELLING SUBMITTAL 

All (100%) completed energy audits shall be submitted electronically to CSD via email to 
rem@csd.ca.gov. The submittal shall consist of the following:  

 

TIER 1 Submittal:  

 REM/Design digital building file (*.blg) 

 REM/Design Improvement Analysis Report (IAR) reflecting the entire building 
(automatically generated in REM/Design) 

 REM/Design Building File Report (BFR), generated and saved in REM/Design 

 Justification Images (See Attachment G) 

 REM/Design Multi‐Family Input Cost Sheet (See Attachment H) 

 Explicit Identification of any recommended measures not listed in the contract.  
See Table 1 of this protocol. 

 Documentation of any exceptional calculations defined in Section 4.4 
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TIER 2 Submittal:  

 REM/Design digital building file (*.blg) 

 REM/Design Improvement Analysis Report (IAR) reflecting the entire building 
(automatically generated in REM/Design) 

 REM/Design Building File Report (BFR), generated and saved in REM/Design 

 REM/Design Multi‐Family Input Cost Sheet (See Attachment H) 

 Explicit Identification of any recommended measures not listed in the contract.  
See Table 1 of this protocol. 

 Documentation of any exceptional calculations defined in Section 4.4 

 NOTE: CSD may request Justification Images on Tier 2 submissions. 

5.3 TECHNICAL REVIEW 

CSD may, at its sole discretion, review any submitted energy audit for completeness and accuracy. 
Level of review will be determined on case‐by‐case basis by CSD staff and may require 
(re)submission of supporting documentation and/or site visit.  

 

Tier 1: CSD will review a minimum 60% (3/5) of the first five audits from new agencies or new 
auditors/verifiers within an agency. Upon successful completion of a minimum of three audits 
(with minor or no changes required) and at the sole discretion of CSD, the auditor/verifier is 
notified by CSD of advancement to Tier 2 review status. Agencies and auditors shall also be 
required to include with their audit submittals any audits where no measures were found to 
have a SIR of 1.0 or greater. 

 

Tier 2: Once an agency or auditor/verifier has successfully advanced to Tier 2 status CSD will 
review approximately 15% (1/7) of all audits submitted by each Tier 2 auditor/verifier.  

 

“Notice of Approval” of all approved (reviewed and non‐reviewed) audits submitted to CSD will be 
issued electronically within 3 business days of receipt of REM/Design Building File (*.blg), 
REM/Design Improvement Analysis Report (IAR), and REM/Design Building File Report (BFR).  

If, during quality assurance review, additional information is required prior to CSD approval, CSD 
will contact agency electronically to request information to complete the review. This contact 
normally will occur within three business days of receipt of REM/Design Building File (*.blg), 
REM/Design Improvement Analysis Report (IAR), and REM/Design Building File Report (BFR).  

If an auditor/verifier is found to have submitted an energy audit that needs to be changed or 
otherwise does not meet CSD energy audit standards, the auditor/verifier’s Tier 2 status will 
revert to Tier 1 technical review status.  

EXCEPTION: Due to increased complexity, all small multi‐family energy audits are reviewed by 
CSD. Small multi‐family audits should be discussed with CSD prior to submittal for approval to 
ensure conformance with current requirements.   
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5.4 INSTALLATION OF MEASURES 

TIER 1: Installation of measures may begin immediately after notice of approval from CSD has 
been received. 

TIER 2: Installation of audited measures that indicate a savings‐to‐investment ratio (SIR) of 1.0 or 
greater may begin immediately after the submittal process, and need not wait for a formal letter 
of approval from CSD. See also “exception” in Section 5.3, above, related to small multi‐family 
energy audits.  
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ATTACHMENT A: CSD AUDIT POLICY 
 

BUILDING TYPES DEFINED 
When identifying allowable weatherization measures for homes under CSD’s weatherization programs, 
building type, building size, heating fuel type and type of mechanical systems installed in the dwelling 
being weatherized shall be considered. This document identifies the allowable paths for each building 
type under the CSD weatherization programs. 

The three building types requiring audits are defined below. For the purposes of CSD energy audit 
policies, the three building types are: 

SINGLE‐FAMILY:  A single detached dwelling. This includes manufactured housing (mobile homes). 
 
SMALL MULTI‐FAMILY DWELLING (2‐24 units): A multi‐family dwelling with at least one of the 
following systems and related characteristics: 

 With Independent Systems (REM/DESIGN): 
o Individually metered (each unit pays its own utility bills) 
o Each unit is heated and cooled independently  
o Each unit has its own hot water heater 

 With Common Systems (TREAT):   
o Utilities are master metered 
o Common heating system 
o Common cooling system  
o Common water heating system 

 
LARGE MULTI‐FAMILY DWELLING:  A multi‐family dwelling that meets the following criteria: 

 25 units or greater 

Table 1: Allowable Weatherization Strategies based on Building Type 

HOUSING TYPE  MANDATORY MEASURE  PRIORITY LIST  REM/DESIGN  TREAT AUDIT 

SINGLE‐FAMILY  X3,4  X5  X6   

MULTI‐FAMILY, 
INDEPENDENT SYSTEMS 

X4,5  X6  X7   

MULTI‐FAMILY, 
COMMON SYSTEMS 

X4,5      X7 

LARGE MULTI‐FAMILY   X4,5      X7 

 

                                               
3 Mandatory Measures include “Mandatory Assessment/Diagnostic Measures,” “Infiltration Reduction,” Health 
and Safety,” and “Mandatory—Other.”  
4 Mandatory Measures apply only to single units and alteration of common system is not allowed.  
5  Refer to CSD Field Guide Appendix E to determine allowable whole‐building measures and allowable measures 
when weatherizing a single unit. Note:  Whole‐building measures shall not be installed if the whole building is not 
served, in accordance with the 66/50 policy.  
6 All audits apply to the whole building. Audits may not be used to justify measures in a single unit of any building 
containing two or more units.  
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As shown in Table 1, there are four possible strategies for installable measures by building type. These 
methods are more fully explained in the following sections.  

 
PRIORITY LIST METHOD 
The CSD priority list is a list of weatherization measures that are deemed to be cost‐effective by audit. 
The priority list identifies cost‐effective measures in all climate zones for the “Single‐family Dwelling” 
and “Small Multi‐family Dwelling with independent systems” building types. For more information on 
how to implement the priority list in single‐family and small multi‐family dwellings, or to see when a 
REM/Design audit is required instead, refer to the “CSD Priority List Protocol” document. 

 
REM/DESIGN AUDIT METHOD 
The REM/Design audit method is employed in single‐family (conventional and manufactured housing) 
and small‐multi‐family (2‐24 units with independent systems) when the Priority List Method will not 
sufficiently identify all cost‐effective measures. Using the REM/Design Audit Method, an agency will 
perform a standard assessment to identify all health and safety issues and will perform a computer 
based energy audit using site specific information collected on‐site.  

When the Priority List method is not effective at identifying audit‐driven measures for a particular 
dwelling, an energy audit is mandatory and the SIR calculated for audit driven measures shall supersede 
those listed on the Priority List. Once reinserted on the list, all measures shall be reordered from highest 
to lowest priority. 

When:  One or more feasible measures in the priority list (for a particular climate zone and housing 
type) does not qualify for installation based on the Priority List table (i.e. SIR is less than 1.0). 

And a minimum of one of the conditions below exist: 

 Primary heating fuel source is other than electricity or natural gas (i.e. fuel oil, propane, etc.),  

 Measure material and labor costs would exceed the cost cap. 

 Building exhibits physical characteristics outside of the standard characteristics for the building 
types represented in the priority lists (single‐family; small multi‐family; and manufactured 
housing). This is determined on a case‐by‐case basis; however, examples may include: 

 Single‐family dwelling of 3 or more stories 

 Multiple ducted forced air systems (heating and/or air conditioning) 

 Dwellings over 2,500 sq. ft. 

 Etc. 

Then:  An energy audit is required.  

When an audit is conducted, the audit results for audit driven measures supersede the measure SIR 
from the priority list table. The energy audit‐calculated SIR for the audit‐driven measures must be 
reinserted into the Priority List table so that the full list is ordered from highest to lowest SIR.  

 
TREAT AUDIT METHOD 
For Multi‐family Buildings with common heating, cooling, or water heater systems and Large Multi‐
family dwellings (consisting of 25 or more units), the TREAT Audit Method is required. Due to the scope 
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and expertise required to perform this type of energy audit, a qualified third‐party is usually employed 
to audit the building and identify any energy saving measures and health and safety issues.  

For more information on the TREAT Audit Method for Multi‐family Dwellings, refer to CSD’s “Multi‐
family (TREAT) Energy Audit Protocol.”
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ATTACHMENT B: DOE APPROVED MEASURES (10CFR440 [2015]) 

 

IF THE STANDARDS LISTED IN THIS APPENDIX CONFLICT WITH THOSE 

REQUIRED BY CURRENT  LOCAL CODES, THE LOCAL CODE SHALL HAVE 
PRECEDENCE AND A COPY OF THE APPLICABLE SECTION WILL BE RETAINED 

WITH PROCUREMENT RECORDS. 

THE FOLLOWING GOVERNMENT STANDARDS ARE PRODUCED BY THE 

CONSUMER PRODUCT SAFETY COMMISSION AND ARE PUBLISHED IN TITLE 

16, CODE OF FEDERAL REGULATIONS: 

THERMAL INSULATING MATERIALS FOR BUILDING ELEMENTS 

INCLUDING WALLS, FLOORS, CEILINGS, ATTICS, AND ROOFS 
INSULATION—ORGANIC FIBER—CONFORMANCE TO INTERIM SAFETY 
STANDARD IN 16 CFR PART 1209; 

FIRE SAFETY REQUIREMENTS FOR THERMAL INSULATING MATERIALS 

ACCORDING TO INSULATION USE—ATTIC FLOOR—INSULATION 

MATERIALS INTENDED FOR EXPOSED USE IN ATTIC FLOORS SHALL BE 

CAPABLE OF MEETING THE SAME FLAMMABILITY REQUIREMENTS GIVEN FOR 

CELLULOSE INSULATION IN 16 CFR PART 1209; ENCLOSED SPACES—
INSULATION MATERIALS INTENDED FOR USE WITHIN ENCLOSED STUD OR 

JOIST SPACES SHALL BE CAPABLE OF MEETING SMOLDERING COMBUSTION 

REQUIREMENTS IN 16 CFR PART 1209. 

THE FOLLOWING STANDARDS WHICH ARE NOT OTHERWISE SET FORTH IN 

PART 440 ARE INCORPORATED BY REFERENCE AND MADE PART OF PART 

440. THE FOLLOWING STANDARDS HAVE BEEN APPROVED FOR 

INCORPORATION BY REFERENCE BY THE DIRECTOR OF THE FEDERAL 
REGISTER IN ACCORDANCE WITH 5 U.S.C. 552(A) AND 1 CFR PART 51. 
THESE MATERIALS ARE INCORPORATED AS THEY EXIST ON JANUARY 3, 2002 
AND A NOTICE OF ANY CHANGE IN THESE MATERIALS WILL BE PUBLISHED IN 

THE FEDER AL REGISTER.  THE STANDARDS INCORPORATED BY REFERENCE 
ARE AVAILABLE FOR INSPECTION AT THE OFFICE OF THE FEDERAL REGISTER 
INFORMATION CENTER, 800 NORTH CAPITOL STREET, SUITE 700, 
WASHINGTON, DC 20001. 

 

THE STANDARDS INCORPORATED BY REFERENCE IN PART 440 CAN BE 
OBTAINED FROM THE FOLLOWING SOURCES: 

AIR CONDITIONING AND REFRIGERATION INSTITUTE, 4301 N. FAIRFAX 
DRIVE, SUITE 425, ARLINGTON, VA 22203; (703) 524‐8800. 

AMERICAN ARCHITECTURAL MANUFACTURERS ASSOCIATION, 1827 
WALDEN OFFICE SQUARE, SUITE 104, SCHAUMBURG, ILLINOIS 60173‐
4268; (847) 303‐5664. 

AMERICAN GAS ASSOCIATION, 40 0 N. CAPITOL STREET, NW, 
WASHINGTON, DC 20001; (202) 824‐7000. 

AMERICAN NATIONAL STANDARDS INSTITUTE, INC., 11 WEST 42ND 
STREET, NEW YORK, NY 10036; (212) 642‐4900. AMERICAN SOCIETY 
OF MECHANICAL ENGINEERS, THREE PARK AVENUE, NEW YORK, NY 
10016‐5990; (212) 591‐7722. 

AMERICAN SOCIETY FOR TESTING AND MATERIALS, 100 BARR HARBOR 

DRIVE, WEST CONSHOHOCKEN, PA 19428‐2959;  
(610) 832‐9585. 

 

ASSOCIATION OF HOME APPLIANCE MANUFACTURERS, 1111 19TH 
STREET, NW, SUITE 402, WASHINGTON DC, 20036;  
(202) 872‐5955. 

FEDERAL SPECIFICATIONS, GENERAL SERVICES ADMINISTRATION, GENERAL 

SERVICES ADMINISTRATION, FEDERAL SUPPLY SERVICE, OFFICE OF THE 

CIO AND MARKETING DIVISION, ROOM 800, 1941 JEFFERSON DAVIS 

HWY., ARLINGTON, VA 22202;  
(703) 305‐6288. 

GAS APPLIANCE MANUFACTURERS ASSOCIATION, 2107 WILSON 

BOULEVARD, SUITE 600, ARLINGTON, VIRGINIA 22201; (703) 525‐
7060. 

NATIONAL ELECTRICAL MANUFACTURERS ASSOCIATION, 1300 
NORTH17TH STREET, SUITE 1847, ROSSLYN, VA 22209;  
(703) 841‐3200. 

NATIONAL FIRE PROTECTION ASSOCIATION, 1 BATTERYMARCH PARK, P.O. 
BOX 9101, QUINCY, MA 02269‐9101; (617) 770‐3000. 

SHEET METAL AND AIR CONDITIONING CONTRACTORS ASSOCIATION, 
4201 LAFAYETTE CENTER DRIVE, CHANTILLY, VIRGINIA 20151‐1209; 
(703) 803‐2980. 

SOLAR RATING AND CERTIFICATION CORPORATION, C/O FSEC, 1679 
CLEARLAKE ROAD, COCOA, FL 32922‐5703; (321) 638‐1537.  

STEEL DOOR INSTITUTE, 30200 DETROIT ROAD, CLEVELAND, OH 

44145‐1967; (440) 899‐0010. 

STEEL WINDOW INSTITUTE, 1300 SUMNER AVENUE, CLEVELAND, OH 

44115‐2851; (216) 241‐7333. 

TUBULAR EXCHANGER MANUFACTURERS ASSOCIATION, 25 NORTH 

BROADWAY, TARRYTOWN, NY 10591; (914) 322‐0040.  

UNDERWRITERS LABORATORIES, INC., 333 PFINGSTEN ROAD, 
NORTHBROOK, IL 60062‐2096; (847) 272‐8800. 

WINDOW & DOOR MANUFACTURERS ASSOCIATION, 1400 EAST TOUHY 
AVENUE, SUITE 470, DES PLAINES, IL 60018;  
(800) 223‐2301. 

 
MORE INFORMATION REGARDING THE STANDARDS IN THIS REFERENCE 

CAN BE OBTAINED FROM THE FOLLOWING SOURCES: 

ENVIRONMENTAL PROTECTION AGENCY, 401 M STREET, NW, 
WASHINGTON, DC 20006; (202) 554‐1080. NATIONAL INSTITUTE OF 
STANDARDS AND TECHNOLOGY, U.S. 

DEPARTMENT OF COMMERCE, GAITHERSBURG, MD 20899; (301) 975‐
2000. 

WEATHERIZATION ASSISTANCE PROGRAM, OFFICE OF BUILDING 
TECHNOLOGY ASSISTANCE, ENERGY EFFICIENCY AND RENEWABLE ENERGY, 
1000  INDEPENDENCE AVENUE, SW, EE‐42, WASHINGTON, DC 20585‐
0121; (202) 586‐4074. 
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THERMAL INSULATING M ATERIALS FOR 
BUILDING ELEMENTS INCLUDING W ALLS, 
FLOORS, CEILINGS, ATTICS, AND ROOFS  

[standards for conformance] 

Insulation—mineral fiber: 

Blanket insulation ASTM1 C665-98. 

Roof insulation board ASTM C726-00a.

Loose-fill insulation ASTM C764-99.

Insulation—mineral cellular: 

Vermiculite loose-fill insulation ASTM C516-80 
(1996) e1.

Perlite loose-fill insulation ASTM C549-
81(1995) e1. 

Cellular glass insulation block ASTM C552-00.

Perlite insulation board ASTM C728-97.

Insulation—organic fiber: 

Cellulosic fiber insulating board ASTM C208-95

Cellulose loose-fill insulation ASTM C739-00

Cellulose wet-spray insulation ASTM C1149-97. 

Insulation—organic cellular: 

Preformed block-type polystyrene insulation ASTM C578-95 

Rigid preformed polyurethane insulation 
board 

ASTM C591-00. 

Polyurethane or polyisocyanurate insulation 
board face with aluminum foil on both sides 

FS2 HH-I-
1972/1(1981). 

Polyurethane or polyisocyanurate insulation 
board face with felt on both sides 

FS HH-I-1972/2 
(1981) and 
Amendment1, 
October 3, 1985). 

Insulation–composite boards: 

Mineral fiber insulation board ASTM C726-00a. 

Perlite board ASTM C728-97. 

Gypsum board and polyurethane or 
polyisocyanurate composite board 

FS HH-I-
1972/4(1981). 

Materials used as a patch to reduce 
infiltration through the building envelope. 

Commercially 
available. 

1 ASTM indicates American Society for Testing and Materials. 
2 FS indicates Federal Specifications. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

THERMAL INSULATING M ATERIALS FOR PIPES, 
DUCTS, AND EQUIPMENT SUCH AS:  BOILERS 

AND FURNACES  
[standards for conformance] 

Insulation—mineral fiber: 

Preformed pipe insulation ASTM1 C547-00. 

Blanket and felt insulation (industrial type) ASTM C553-00.

Blanket insulation and blanket type pipe 
insulation (metal-mesh covered, industrial 
type) 

ASTM C592-00. 

Block and board insulation ASTM C612-00.

Spray applied mineral fiber thermal and 
sound absorbing insulation 

ASTM C1014-99ae1. 

High-temperature fiber blanket insulation ASTM C892-00 

Duct work insulation ASTM C1290-00. 

Insulation—mineral cellular: 

Calcium silicate block and pipe insulation ASTM C533-95. 

Cellular glass insulation   ASTM C552-00. 

Expanded perlite block and pipe insulation ASTM C610-99. 

Insulation—organic cellular: 

Preformed flexible elastomeric cellular 
insulation in sheet and tubular form 

ASTM C534-99. 

Unfaced preformed rigid cellular 
polyurethane insulation 

ASTM C591-00. 

Insulation skirting Commercially 
available. 

1 ASTM indicates American Society for Testing and Materials. 

 

FIRE SAFETY REQUIREMENTS FOR INSULATING 
MATERIALS ACCORDING TO INSULATION USE 

[standards for conformance] 

Attic floor 

Insulation materials intended for exposed use in 
attic floors shall be capable of meeting the same 
smoldering combustion requirements given for 
cellulose insulation in ASTM1 C739-00. 

Enclosed space 

Insulation materials intended for use within 
enclosed stud or joist spaces shall be capable 
of meeting the same smoldering combustion 
requirements given for cellulose insulation in 
ASTM C739-00. 

Exposed interior 
walls and ceilings 

Insulation materials, including those with 
combustible facings, which remain exposed and 
serve as wall or ceiling interior finish, shall have 
a flame spread classification not to exceed 150 
(per ASTM E84- 00a). 

Exterior envelope 
walls and roofs 

Exterior envelope walls and roof containing 
thermal insulation shall meet applicable local 
government building code requirements for the 
complete wall or roof assembly. 

Pipes, ducts, and 
equipment 

Insulation materials intended for use on pipes, 
ducts, and equipment shall be capable of 
meeting a flame spread classification not to 
exceed 150 (per ASTM E84-00a). 

1 ASTM indicates American Society for Testing and Materials. 
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STORM WINDOWS 
[standards for conformance] 

Storm windows: 

All storm windows 
AAMA/NWWDA 1 
101/I.S.2-97. 

Aluminum frame storm windows AAMA2 1002.10-93. 

Rigid vinyl frame storm windows ASTM3 D4726-00. 

Frameless plastic glazing storm windows 

Required minimum 
thickness for glazing 
is 6 mil (0.006 
inches). 

Movable insulation systems for windows 
Commercially 
available. 

1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 AAMA indicates American Architectural Manufacturers Association. 
3 ASTM indicates American Society for Testing and Materials. 

 

REPLACEMENT WINDOWS 
[standards for conformance] 

Replacement windows: 

All windows 
AAMA/NWWDA 1

101/I.S. 2-97. 

Steel frame windows 

Steel Window 
Institute 
recommended 
specifications for 
steel windows, 1990. 

Rigid vinyl frame windows ASTM2 D4726-00. 
1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 ASTM indicates American Society for Testing and Materials. 

 

CAULKS AND SEALANT 
[standards for conformance] 

Caulks and sealants: 

Glazing compounds for metal sash ASTM1 C669-00. 

Oil and resin-based caulks ASTM C570-00. 

Acrylic (solvent types) sealants ASTM C920-98e1.

Butyl rubber sealants 
FS2 Commercial 
Item Description  
A-A-272 (6/7/95). 

Chloro-sulfonated polyethylene sealants ASTM C920-98e1. 

Latex sealing compounds ASTM C834-00e1. 

Elastomeric joint sealants (normally 
considered to include polysulfide, 
polyurethane, and silicone) 

ASTM C920-98e1. 

Preformed gaskets and sealing materials ASTM C509-00. 

Duct sealing mastic 

UL3 181A-M, Second 
Edition, 1994 and UL 
181B-M, First 
Edition, 1995. 

1 ASTM indicates American Society for Testing and Materials. 
2 FS indicates Federal Specifications. 
3 UL indicates Underwriters Laboratories. 

 
 

 

STORM DOORS 
[standards for conformance] 

Storm doors: 

All storm (glass) doors 
AAMA/NWWDA 1

101/I.S. 2-97. 

Aluminum frame storm doors AAMA2 1102.7-89. 

Sliding glass storm doors AAMA 1002.10-93.  

Rigid vinyl storm doors 
ASTM3 D3678-97 
and D4726-00. 

Vestibules:  

Materials to construct vestibules 
Commercially 
available. 

1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 AAMA indicates American Architectural Manufacturers Association. 
3 ASTM indicates American Society for Testing and Materials. 

 

REPLACEMENT DOORS 
[standards for conformance] 

Replacement doors: 

All replacement doors 
AAMA/NWWDA 1 
101/I.S. 2-97. 

Steel doors ANSI2 A250.8-98. 

Wood doors: 

Flush doors 

ANSI/NWW DA3 I.S. 
1-97 Amendment, 
exterior door 
provisions). 

Stile and rail doors NWWDA 4 I.S. 6-97. 
1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 ANSI indicates American National Standards Institute. 
3 ANSI/NWWDA indicates American National Standards 
Institute/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
4 NWWDA indicates National Wood Window & Door Association (now 
the Window & Door Manufacturers Association). 

 

WEATHERSTRIPPING 
[standards for conformance] 

Weatherstripping 
Commercially 
available. 

Vapor retarders 

Selected according 
to the provisions 
cited in ASTM1C755-
97. Permeance not 
greater than 1 perm 
when determined 
according to the 
desiccant method 
described in ASTM 
E96-00. 

Items to improve attic ventilation 
Commercially 
available.

1 ASTM indicates American Society for Testing and Materials. 
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HEAT EXCHANGERS 
[standards for conformance] 

Heat exchangers:  
water-to-water and steam-to-water 

ASME1 Boiler and 
Pressure Vessel 
Code, 1998, Sections 
II, V, VIII, I X, and X, 
as applicable to 
pressure vessels. 
Standards of Tubular 
Exchanger 
Manufacturers 
Association, Eighth 
Edition, 1999. 

Heat exchangers with gas-fired appliances2 

ANSI/UL3 462, Ninth 
gas-fired appliances2 
Edition, approved by 
ANSI February 28, 
1997. 

1 ASME indicates American Society for Mechanical Engineers. 
2 The heat reclaimer is for installation in a section of the vent connector 
from appliances equipped with draft hoods or appliances equipped with 
powered burners or induced draft and not equipped with a draft hood. 
3 ANSI/UL indicates American National Standards 
Institute/Underwriters Laboratories. 

 

BOILER/FURNACE CONTROL SYSTEMS 
[standards for conformance] 

Automatic set back thermostats 

Listed by UL1. 
Conformance to 
NEMA2 DC3-1989 
(R1996). 

Line voltage or low voltage room 
thermostats 

Listed by UL. 
Conformance to 
NEMA DC3-1989 
(R1996). 

Clock thermostats 

Listed by UL. 
Conformance to 
NEMA DC3-1989 
(R1996). 

Automatic gas ignition systems 
ANSI3 Z21.21-2000. 
AGA4 Laboratories 
Certification Seal. 

Energy management systems Listed by UL. 

Hydronic boiler controls Listed by UL. 

Other boiler controls Listed by UL. 

1 UL indicates Underwriters Laboratories. 
2 NEMA indicates National Electrical Manufacturers Association. 
3 ANSI indicates American National Standards Institute. 
4 AGA indicates American Gas Association. 

 
 

 

BOILER REPAIR AND MODIFICATIONS/ EFFICIENCY 
IMPROVEMENTS 

[standards for conformance] 

Install gas conversation burners 

ANSI1 Z21.8-1994 
(for gas- or oil-fired 
systems), ANSI 
Z21.17-1998, and 
ANSI Z223.1-1999 
(same as NFPA 
54-1999). AGA2 
Laboratories 
Certification Seal. 

Replace oil burner 
UL3 296, Ninth 
Edition, 1994 and 
NFPA 31-2001. 

Install burners (oil/gas) 

ANSI Z223.1-1999 
for gas equipment 
and NFPA4 31-2001 
for oil equipment. 

Re-adjust boiler water temperature or install 
automatic boiler temperature reset control 

ASME5 CSD-1-1998, 
ANSI Z223.1-1999, 
and NFPA 31-2001. 

Replace/modify boilers 

ASME Boiler and 
Pressure Vessel 
Code, 1998, Section 
II, IV, V, V I, VIII, IX, 
and X. Boilers must 
be Hydronics 
Institute Division of 
GAMA equipment. 

Clean heat exchanger, adjust burner air 
shutter(s), check smoke number on oil-
fueled equipment. Check operation of 
pump(s) and replacement filters. 

Per manufacturers’ 
instructions 

Replace combustion chambers. 
Refractory linings 
may be required for 
conversions. 

Replace heat exchangers, tubes 

Protection from flame 
contact with 
conversion burners 
by refractory shield. 

Install/replace thermostatic radiator valves 

Commercially 
available. One-pipe 
steam systems 
required air vents on 
each radiator; see 
manufacturers’ 
requirements. 

Install boiler duty cycle control system 

Commercially 
available. 
ANSI/NFPA 70-1999 
(same as IEEE 
National Electrical 
Code) and local 
electrical code 
provisions for wiring. 

1 ANSI indicates American National Standards Institute. 
2 AGA indicates American Gas Association. 
3 UL indicates Underwriters Laboratories. 
4 NFPA indicates National Fire Prevention Association. 
5 ASME indicates American Society for Mechanical Engineers. 
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WATER HEATER MODIFICATIONS 
[standards for conformance] 

Insulate tank and distribution piping 
(See insulation section of 
this appendix.) 

Install heat traps on inlet and outlet 
piping 

Applicable local plumbing 
code. 

Install/replace water heater heating 
elements 

Listed by UL1. 

Electric, freeze-prevention tape for 
pipes 

Listed by UL. 

Install stack damper, gas-fueled 

ANSI2 Z21.66-1996, 
including Exhibits A & B, 
and ANSI Z223.1-1999 
(same as NFPA3 54-1999). 

Install stack damper, oil-fueled 

UL 17, Third Edition, 1994, 
NFPA 31-2001, NFPA 
211-2000 (same as ANSI 
A52.1), and ANSI/ NFPA 
70-1999 (same as IEEE4 
National Electrical Code). 

Install water flow modifiers Commercially available. 

1 UL indicates Underwriters Laboratories. 
2 ANSI indicates American National Standards Institute. 
3 NFPA indicates National Fire Prevention Association. 
4 IEEE indicates Institute of Electrical and Electronics Engineers. 

 

REPLACEMENT WATER HEATERS 
[standards for conformance] 

Electric water heaters: 

Electric (resistance) water heaters 10 CFR1 430 and UL3 174. 

Heat pump water heaters 

UL 1995, Second Edition, 
1995. Electrical 
components to be listed by 
UL. 

Gas water heaters: 

Rated ≤75 kBtu/hr 
10 CFR 430 and ANSI4 
Z21.10.1-1998. 

Rated ≥75kBtu/hr ANSI Z21.10.3-1998. 

Oil water heaters: 

All UL 732, Fifth Edition, 1995. 

1 CFR indicates Code of Federal Regulations. 
2 UL indicates Underwriters Laboratories. 
3 ANSI indicates American National Standards Institute. 

 

SOLAR WATER HEATING SYSTEMS 
[standards for conformance] 

Solar water heating certified systems, 
including: 300, forced circulation, integral 
collector storage, thermos-syphon, and self-
pumping systems 

System must be per 
SRCC1 OG July 16, 
1998. 

1 SRCC indicates Solar Rating and Certification Corporation. 
 
 
 
 

 
 
 
 
 
 
 
 
 
 

WASTE HEAT RECOVERY DEVICES 
[standards for conformance] 

Desuperheater/water heaters 
ARI1 470-1995 and 
1995, Second 
Edition, 1995. 

Condensing heat exchangers installed 

Commercially 
available 
components per 
manufacturers’ 
specifications. NFPA2 

211-2000 (same as 
ANSI A52.1) may 
apply in certain 
instances. See also 
the Heat Exchangers 
section of this 
appendix. 

Heat pump water heating heat recovery 
systems 

UL 1995, Second 
Edition, 1995. 
Electrical 
components to be 
listed by UL. 

Energy recovery equipment 

Energy Systems 
Analysis and 
Management, 1997 
(SMACNA3). 

1 ARI indicates Air Conditioning and Refrigeration Institute. 
2 NFPA indicates National Fire Prevention Association. 
3 SMACNA denotes Sheet Metal and Air Conditioning Contractors’ 
National Association. 

 

REPLACEMENT FURNACES, BOILERS, AND WOOD 
STOVES 

[standards for conformance] 

Chimneys, fireplaces, vents, and solid-fuel 
burning appliances 

NFPA1 211-2000 
(same as ANSI2 
A52.1). 

Gas-fired furnaces 

ANSI Z21.47-1998 
and ANSI Z223.1-
1999 (same as NFPA 
54-1999). 

Oil-fired furnaces 
UL3 727, Eighth 
Edition, 1994 and 
NFPA 31-2001. 

Liquid petroleum gas storage NFPA 58-2001. 

Ventilation fans, including: electric attic, 
ceiling, and whole-house fan types. 

UL 507, Ninth 
Edition, 1999. 

1 NFPA indicates National Fire Prevention Association. 
2 ANSI indicates American National Standards Institute. 
3 UL indicates Underwriters Laboratories. 
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HEATING AND COOLING SYSTEM REPAIRS AND 
TUNE-UPS/EFFICIENCY IMPROVEMENTS 

[standards for conformance] 

Install duct insulation 
ASTM1 C612-00 (see 
insulation sections of this 
appendix). 

Reduce input of burner; de-rate gas-
fueled equipment 

Local utility company and 
procedures if applicable for 
gas-fueled furnaces and 
ANSI2 Z223.1-1999 (same 
as NFPA3 54-1999) 
including Appendix H. 

Repair/replace oil-fired equipment NFPA 31-2001. 

Replace combustion chamber in oil-
fired furnaces or boilers 

NFPA 31-2001. 

Clean heat exchanger and adjust 
burner; adjust air shutter and check 
CO2 and stack temperature. Clean or 
replace air filter on forced air furnace. 

ANSI Z223.1-1999 (same 
as NFPA 54-1999) 
including Appendix H. 

Install vent dampers for gas-fueled 
heating systems. 

Applicable sections of 
ANSI Z223.1-1999 (same 
as NFPA 54-1999) 
including Appendix H, I, J, 
and K. ANSI Z21.66-1996 
and Exhibits A&B for 
electrically operated 
dampers. 

Install vent dampers for oil-fueled 
heating systems. 

Applicable sections of 
NFPA 31-2001 for 
installation and in 
conformance with UL4 17, 
Third Edition, 1994. 

Reduce excess combustion air: 

A. Reduce vent connector size of 
gas-fueled appliances 

ANSI Z223.1-1999 (same 
as NFPA 54-1999) part 9 
and Appendices G & H. 

B. Adjust barometric draft regulator 
for oil fuels 

NFPA 31-2001 and per 
furnace and boiler 
manufacturers’ 
instructions. 

Replace constant burning pilot with 
electric ignition device on gas-fueled 
furnaces or boilers. 

ANSI Z21.71-1993. 

Readjust fan switch on forced air gas- 
or oil-fueled furnaces. 

Applicable sections and 
Appendix H of ANSI 
Z223.1-1999 (same as 
NFPA 54-1999) for gas 
furnaces and NFPA 31-
2001 for oil furnaces. 

Replace burners. 
See “Install burners” 
(oil/gas). 

Install/replace duct furnaces (gas). 
ANSI Z223.1-1999 (same 
as NFPA 54- 1999). 

Install/replace heat pumps. 
ARI5 210/240-1994. UL 
1995, Second Edition, 
1995. 

Replace air diffusers, intakes, 
registers, and grilles. 

Commercially available. 

Install/replace warm air heating metal 
ducts 

UL 181, Ninth Edition 
1996, including UL 181A, 
Second Edition 1994 and 
181B, First Edition, 1995. 

Filter alarm units Commercially available. 
1 ASTM indicates American Society for Testing and Materials. 
2 ANSI indicates American National Standards Institute. 
3 NFPA indicates National Fire Prevention Association. 
4 UL indicates Underwriters Laboratories. 
5 ARI indicates Air Conditioning and Refrigeration Institute. 

 
 

AIR CONDITIONERS AND COOLING EQUIPMENT 
[standards for conformance] 

Air conditioners: 

Central air conditioners ARI1 210/240-1994. 

Room-size units 
ANSI/AHAM2 RAC 
1-1992. 

Other cooling equipment: 

Includes evaporative coolers, heat pumps, 
and other equipment 

UL3 1995, Second 
Edition, 1995. 

1 ARI indicates Air Conditioning and Refrigeration Institute. 
2 ANSI/AHAM indicates American National Standards Institute/ 
Association of Home Appliance Manufacturers. 
3 UL indicates Underwriters Laboratories. 

 

SCREENS, WINDOW FILM, AND REFLECTIVE 
MATERIALS 

[standards for conformance] 

Insect screens. Commercially 
available. Window films. 

Shade Screens: 

A. Fiberglass shade screens Commercially 
available. B. Polyester shade screens 

Rigid Awnings: 

A. Wood rigid awnings Commercially 
available. B. Metal rigid awnings 

Louver Systems: 

A. Wood louver awnings Commercially 
available. B. Metal louver awnings 

Industrial-grade white paint used as a heat-
reflective measure on roofs, awnings, 
window louvers, doors, and exterior duct 
work (exposed). 

Commercially 
available. 

No footnotes. 
 

REFRIGERATORS 
[standards for conformance] 

Refrigerators/freezers (does not include 
freezer-only units) 

UL1 250. Replaced 
units must be 
disposed of properly 
per Clean Air Act 
1990, Section 608, 
as amended by 40 
CFR2 82, May 14, 
1993. 

1 UL indicates Underwriters Laboratories. 
2 CFR indicates Code of Federal Regulations. 

 

FLUORESCENT LAMPS AND FIXTURES 
[standards for conformance] 

Compact fluorescent lamps 

ANSI/UL1 542, 
Seventh Edition, 
February 6, 1997 and 
UL 1993, First 
Edition, 1993. 

Fluorescent lighting fixtures 
UL 1570, Fourth 
Edition, 1995. 

1 ANSI/UL indicates American National Standards Institute/ 
Underwriters Laboratories. 
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ATTACHMENT C: Onsite Audit Input Report 
 

 

 

“There is no contractor’s equivalent allowed for this form.”
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Printed Auditor Name:

Auditor Signature: 

AGENCY NAME: Audit Date:

PROJECT NAME OR ID

Comments on reverse

Building Name

Occupant's Name

Property Address Unit #

City, State, Zip CA

Phone Number(s)

Comments on reverse

Owner's Name

Owner's Address

Phone Number(s)

Comments on reverse

No. of Stories Foundation Type(s) Conditioned Floor Area Sq. Ft.
 1  Slab
 1‐1/2  Open Crawl Space No. of Bedrooms
 2  Enclosed Crawl Space
 2‐2/1  Conditioned Crawl Space
 3  Unconditioned Basement Mobile Home Length (ft.)
 Bi‐Level  Conditioned Basement Width (ft.)
 Tri‐Level  More than One Type Height (ft.)

 Apartment over Cond. Space
 None

1st Level Mid Level 2nd Level 3rd Level

Distribution of Cond. Floor Area: % % % % %

Characteristics of Each Floor Level:

Number of Corners

Percent Open to Level Above % % %

Nominal Flat Ceiling Height

Percent Vaulted Ceiling % % % %

Conditioned Floor Area Over Garage:  % of Total Floor Area

BUILDING INFORMATION

GENERAL BUILDING CHARACTERISTICS

Heated 

Basement

ONSITE AUDIT INPUT REPORT

State of California
DEPARTMENT OF COMMUNITY SERVICES AND DEVELOPMENT
CSD 544 (Rev. 10/1/17)

PROPERTY INFORMATION
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PROJECT NAME OR ID

Comments on reverse

Ceiling(s): Attic ‐1 Attic ‐2 Attic ‐3 Attic ‐4 Vaulted 1 Vaulted 2

Contintinuous Insulation R‐Value

Cavity Insulation R‐Value

Cavity Insulation Thickness (in.)

Gypsum Thickness (in.)

Ceiling Joist/Bottom Chord Size (w x h, in.)

Ceiling Joist/Bottom Chord Spacing (in o.c.)

Framing Factor (use default or calculate)

Square Feet of Attic

Above‐Grade Wall(s): Wall‐1 Wall‐2 Wall‐3 Wall‐4 Wall‐5 Wall‐6

Continuous Insulation R‐Value

Frame Cavity Insulation R‐Value

Cavity Insulation Thickness (in.)

Stud Size (w x d, in.)

Stud Spacing (in o.c.)

Gypsum Thickness (in.)

Framing Factor
Use Default Framing Factor      

Gross Sq. Ft.

Wall Construction: Standard Stud Frame      
Double Stud Frame      

Std Frame w/ Brick Veneer      
Standard Metal Frame      
Solid Concrete or Stone      

Double Brick      
Hollow‐core Concrete Block      

Floors
Floor 1 Floor 2 Floor 3 Floor 4

Slab Floor Perimeter Insulation (R‐value)

Perimeter Insulation Depth (ft.)

Area (sq.ft.)

Depth Below Grade (ft.) (0 if on‐grade)

Full Perimeter (ft.)

Exposed Perimeter (ft.)
Frame Floor:

Continuous Insulation R‐Value

Cavity Insulation R‐Value

Cavity Insulation Thickness (in.)

Joist Size (w x h, in.)

Joist Spacing (in o.c.)

Location: Location:
Floor Covering Between conditioned space and 

Carpet     A. ‐ ambient conditions
Tile     B. ‐ garage

Hardwood     C. ‐ open crawl space
Vinyl     D. ‐ unconditioned basement
None     C. ‐ enclosed crawl space

Framing Factor
Use Default Framing Factor:    

0

GENERAL BUILDING CHARACTERISTICS (con't.)
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Comments on reverse

PROJECT NAME OR ID

Heating System Name: HS‐1 HS‐2 HS‐3 HS‐4

Primary Heating System:

Secondary Heating System:

Thermostat Present: Yes    No Yes    No Yes    No Yes    No

T‐stat Setting:

Programmable T‐stat:  Yes    No Yes    No Yes    No Yes    No

System Type:
Fuel‐fired air distribution    

Fuel‐fired hydronic distribution    
Fuel‐fired unit heater    

Electric baseboard or radiant    
Electric air distribution    

Eletric hydronic distribution    
Air‐source heat pump    

Ground‐source heat pump    
None    

Fuel Type:
Nat. gas    
Propane    
Fuel Oil    
Electric     

Kerosene    
Wood    

Boilerplate:

Rated Output Capacity (kBtuh)

Number of Units:

Seasonal Equipment  Efficiency:
AFUE    
HSPF    

% Efficiency    
COP    

Auxiliary Electric Use:
Eae    

kWh/year    
Watts    

Performance Adjustment (%):
Load Served (%)‐If not capacity weighted:

Location of heating system:
Conditioned area    

Uncond. basement/enclosed crawlspace    
Garage or open crawlspace    

Attic    
Ambient    

0

SPACE HEATING ONLY
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Comments on reverse

PROJECT NAME OR ID

Cooling System Name: CS‐1 CS‐2 CS‐3 CS‐4
Primary Cooling System:

Secondary Cooling System:
Thermostat Present: Yes    No Yes    No Yes    No Yes    No

T‐stat Setting:
Programmable T‐stat:  Yes    No Yes    No Yes    No Yes    No

System Type:
Air conditioner    

Central AC    
Window/Wall AC    

Air‐source heat pump    
Ground‐source heat pump    

Evaporative Cooler    
None    

Fuel Type: Electric     
Other    

Number of Same Units:

Seasonal Equipment  Efficiency Rating (SEER):

Rated Output Capacity (kBtuh)

Tonnage (optional):

Sensible Heat Fraction (SHF):
Desuperheater:    

Performance Adjustment (%):
Load Served (%)‐If not capacity weighted:

Location: Conditioned area    
Uncond. basement/enclosed crawlspace    

Garage or open crawlspace    
Attic    

Ambient    

Comments on reverse

PROJECT NAME OR ID

Location:
 Open crawlspace  Attic, under insulation
 Enclosed crawlspace  Attic, exposed
 Conditioned crawlspace  Conditioned space
 Unconditioned basement  Wall with no top plate
 Conditioned basement  Garage

Duct Insulation R‐Value: Duct Leakage for Entire System:
 Observable leakage pathways

Supply vs. Total Supply Area (%):  No observable leakage
 Proposed leak free

Return vs. Total Return Area (%):

0

0

DUCT SYSTEM

SPACE COOLING ONLY
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Comments on reverse

PROJECT NAME OR ID

Heating: Cooling:
HSPF: SEER:

Capacity at 47°F kBtuh Capacity: kBtuh

Sensible Heat Fraction (SHF):

Performance Adjustment (%):

Heating: Cooling:

Load Served (%)‐If not capacity weighted:

Location:
 Conditioned area  Attic
 Uncond. basement/enclosed crawlspace  Ambient
 Garage or open crawlspace

Number of Units:

0

AIR‐SOURCE HEAT PUMP

Comments on reverse

PROJECT NAME OR ID

Water Heater Type: Fuel Type:
 Conventional  Nat. gas  Electric 
 Instant Water Heater  Propane  Kerosene
 Heat Pump  Fuel Oil  Wood
 Ground‐source heat pump
 Integrated
 None Number of Units:

Water Tank Size (gallons):

kBTUh Input: Extra Tank Insulation (R‐Value):

Recovery Efficiency: Performance Adjustment (%):

Energy Factor (EF):

Location:
 Conditioned area  Attic
 Uncond. basement/enclosed crawlspace  Ambient
 Garage or open crawlspace

0

WATER HEATING ONLY
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PROJECT NAME OR ID
FLOORPLAN

0
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ATTACHMENT D: BLENDED RATE SCHEDULE 
CSD has established a prescriptive Utility Rate Schedule for use in energy audits. Latest available historic 
data (to 2015) serves as the basis for determination of a utility‐wide blended rate for use in the current 
weatherization program cost‐effectiveness calculations. The blended rate is based on the most recent 
utility‐wide average annual residential rate for each utility. Table 1 shows the blended electric rate and 
Table 2 shows the blended gas rate. For clients not serviced by the utilities listed in below, the blended 
rate is the most recent Energy Information Administration (EIA)‐published statewide average rate. 
Benefits of a blended rate schedule include:  

 Single, utility‐wide, blended rate simplifies analysis.  

 Blended rates are based on statewide and utility‐wide averages. These blended rates are 
20‐50% higher than the low‐income rate schedules commonly encountered in weatherization. 
This will allow more measures to meet SIR requirements when an energy audit is performed. 

Choosing Electric and Natural Gas Rates 

As shown in Tables 1 and 2 below, specific blended rates are defined for the larger utilities in California. 
For the many smaller utilities not specifically listed in the tables, a statewide average rate is used.  

Table 1 below shows the blended electric rate to be used for the major electric utilities in California. To 
determine which electric rate should be used for a weatherization client, look at the client’s bill to 
determine the utility company. Look up the rate defined for the company in Table1. If the company is 
not explicitly identified in Table 2, use the “All Other Utilities” value. 

Table 1: Blended Electric Rate by Utility 

UTILITY  AVERAGE RESIDENTIAL RATE 

PG&E  $        0.180 

SCE  $        0.165 

SDG&E $        0.208

LADWP  $        0.154 

SMUD  $        0.135 

BURBANK MUD  $        0.158 

GLENDALE WATER AND POWER  $        0.188 

PASADENA WATER AND POWER  $        0.179 

IMPERIAL IRRIGATION DISTRICT  $        0.132 

ALL OTHER UTILITIES  $        0.159 

 
Table 2 below shows the blended gas rate to be used for the major gas utilities in California. 

 

Table 2: Blended Natural Gas Rate by Utility 

UTILITY 
BLENDED RATE 
($/THERM) 

PG&E   $                1.04 

SCG   $                0.84 

SDGE    $                1.08 

ALL OTHER   $                1.10 
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To determine which natural gas rate should be used for a weatherization client, look at the client’s bill to 
determine the natural gas utility company. Look up the rate defined for the company in Table 2. If the 
company is not explicitly identified in Table 2, use the “All Other Utilities” value. 

For all other fuel types such as wood, propane, fuel oil and others, continue to estimate the fuel cost 
based on actual billing data.
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ATTACHMENT E: MAXIMUM ALLOWABLE ESTIMATED USEFUL LIFE OF COMMON 
MEASURES  
 

The Estimated Useful Life values (EULs) in this section are suggested maximum useful lives of some 
common measures listed in the CSD contract agreements, the DOE approved priority list, and 
“Attachment B: DOE Approved Measures (10CFR440, Attachment A)” of this document. If these values 
are exceeded justification should be provided and is subject to review. In the event a product is used 
with a shorter useful life than published below the actual useful life should be reported and used in SIR 
calculations.  

 
SCOPE  APPLICATION  MEASURE  EUL 

RESIDENTIAL  BUILDING ENVELOPE  COOL ROOF  15 

RESIDENTIAL  BUILDING ENVELOPE  HIGH PERFORMANCE WINDOWS  20 

RESIDENTIAL  BUILDING ENVELOPE  SUNSCREENS/SHADE SCREENS  10 

RESIDENTIAL  BUILDING ENVELOPE  WINDOW FILM  10 

RESIDENTIAL  BUILDING ENVELOPE  STORM WINDOWS  10 

RESIDENTIAL  BUILDING ENVELOPE  INSULATION (ATTIC/CEILING, WALL, FLOOR  30 

RESIDENTIAL  HVAC  CLEAN CONDENSER COILS  3 

RESIDENTIAL  HVAC  EVAPORATIVE COOLER  15 

RESIDENTIAL  HVAC  HIGH EFFICIENCY AIR CONDITIONER  
(PACKAGE AND SPLIT SYSTEMS) 

19 

RESIDENTIAL  HVAC  HIGH EFFICIENCY FURNACE  19 

RESIDENTIAL  HVAC  HIGH EFFICIENCY HEAT PUMP  19 

RESIDENTIAL  HVAC  PROGRAMMABLE THERMOSTAT  15 

RESIDENTIAL  HVAC  REFRIGERANT CHARGE  10 

RESIDENTIAL  HVAC  ROOM AC—ENERGY STAR  14 

RESIDENTIAL  HVAC  WALL HEATERS  15 

RESIDENTIAL  INDOOR LIGHTING  CFL FIXTURES  16 

RESIDENTIAL  INDOOR LIGHTING  CFL LAMPS—10,000 HOUR  6 

RESIDENTIAL  WATER HEATING  FAUCET AERATORS  9 

RESIDENTIAL  WATER HEATING  HEAT PUMP WATER HEATER  10 

RESIDENTIAL  WATER HEATING  HIGH EFFICIENCY ELECTRIC WATER HEATER  15 

RESIDENTIAL  WATER HEATING  HIGH EFFICIENCY GAS WATER HEATER  13 

RESIDENTIAL  WATER HEATING  INSTANTANEOUS WATER HEATER  20 

RESIDENTIAL  WATER HEATING  LOW‐FLOW SHOWERHEAD  10 

RESIDENTIAL  WATER HEATING  PIPE INSULATION—ELECTRIC WATER HEATER  13 

RESIDENTIAL  WATER HEATING  PIPE INSULATION—GAS WATER HEATER  13 

RESIDENTIAL  WATER HEATING  SOLAR WATER HEATING  15 
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ATTACHMENT F: MANUAL CALCULATION OF MEASURE AND PACKAGE SIR 
 

For this Protocol, measure SIR is calculated as the ratio of present value of the measure energy savings7 
compounded annually over the life of the measure divided by the total installed cost of the measure 
given by equation 1. When calculating measure SIR, all interactive effects of other measures in the 
improvement package shall be accounted for.  

EQUATION 1:  SIRMEASURE=S*((1+I)N‐1)/(I(1+I)N)/C 
WHERE:  
  S   = 1ST YEAR SAVINGS OF MEASURE ($) 
  I  = DISCOUNT RATE (%) 
  N  = ESTIMATED USEFUL LIFE OF MEASURE (YEARS) 
  C  = INSTALLED COST OF MEASURE ($) 
 

1. PACKAGE SIR 
Package SIR shall be calculated as the ratio of present value of the package energy savings8 compounded 
annually over the life of the package divided by the total installed cost of the package. Present value of 
package savings shall be calculated as the sum of the present value of individual measures divided by 
the cost of the package (the sum of the cost of all measures). The present value of an individual measure 
is shown in equation 2. 

EQUATION 2:  PVMEASURE=S*((1+I)N‐1)/(I(1+I)N) 
WHERE:  
  S   = 1ST YEAR SAVINGS OF MEASURE 
  I  = DISCOUNT RATE (%) 
  N  = ESTIMATED USEFUL LIFE OF MEASURE 
 

Discount rate shall be the lesser of 3% or the percentage increase in the Consumer Price Index (all items, 
United States city average) for the most recent calendar year completed9. Note: Energy escalation and 
inflation are not included in this calculation.  

First‐year savings of a single measure shall be calculated based on the energy usage profile of a building 
after all measures with higher SIR have been implemented. All savings calculations should be adjusted 
for “interaction between architectural and mechanical weatherization materials by using generally 
accepted engineering methods to decrease the estimated fuel cost savings for a lower priority 
weatherization material in light of fuel cost savings for a related higher priority weatherization 
material.”10 

Maximum Estimated Useful Life (EUL) of measure shall be determined using values published in 
Attachment E. In the event that a proposed EUL is greater than those listed in Attachment E justification 
shall be provided in writing for review by CSD.  

                                               
7 Water savings or other non‐energy savings shall not be included in the SIR Calculation. 
8 Water savings or other non‐energy savings shall not be included in the package SIR Calculation. 
9 10 CFR 440.18 Paragraph C.2.i. 
10 10 CFR 440.21, Paragraph E.1. 
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Installed cost of measure should reflect the cost to install a measure as closely as possible. In cases 
where the cost to install a measure changes after approval of the scope of work due to extenuating 
circumstances, the updated cost shall be reported and the measure will be reimbursed as follows:  

1) If the updated cost is less than the reported cost, CSD will reimburse for the actual cost of 
the measures. 

2) If the updated cost is greater than the reported cost, CSD will reimburse for the reported 
cost of measure.  

a. The full amount of the installed cost of the measure may be reimbursed if an 
updated SIR calculation reveals that the measure and package SIR remain greater 
than 1.0 based on the updated cost, and the package has not exhausted the 
available funds for the property.  

3) If the updated cost is greater than the reported cost and the increased cost reduces the 
measure SIR<1.0, the additional funding source shall be identified and shall not be federal 
funds.  

 

2. MEASURE BUY‐DOWN  
In some situations the owner of a rental property may contribute funds to “buy‐down” the cost of a 
measure under the program. In the event that non‐federal financial resources are leveraged to buy 
down a particular measure, the following criteria must be met11: 

1) The SIR of the discounted measure shall be 1.0 or greater when SIR is calculated as the ratio 
of present value of the measure savings compounded annually over the life of the measure 
divided by the funds applied to the measure. 

2) The package SIR shall be calculated as the ratio of present value of the package savings 
compounded annually over the life of the package divided by the total installed cost of the 
package including all program funds and all non‐program funds. (Note: Point of Sale and 
other direct rebates may be used to lower the total cost of the measure, and this discount 
may be applied to the cost of the total package of measures.) 

 
Discounted measures may not be installed before non‐discounted measures and are only to be installed 
when all other available cost‐effective measures not requiring buy‐down have been installed. In no case 
shall measures with higher SIRs be skipped or “leapfrogged” for measures with lower SIRs. 

 

                                               
11 Weatherization Program Notice 10‐17; Effective Date:  July 26, 2010. 
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ATTACHMENT G: JUSTIFICATION IMAGES 
In order to better serve the agencies and gain full knowledge of the dwelling being reviewed, 
justification images are seen fit. These images are to portray the characteristics of the dwelling 
under review. This will help CSD better understand the REM inputs, check for accuracy and aid in 
answering questions which arise during the review process either internally or with the 
agency/auditor submitting the files.  

NOTE: Justification Images shall be submitted by agencies/auditors in TIER 1 and TIER 2. All photos 
must be kept on file for any audited dwelling and at any time CSD may request justification 
images.  

Minimum Justification Image Requirements 

 Minimum Photographs for Energy Audits are: 

 Front View of Dwelling: Must include view of all walls, 
windows, and any shading, including but not limited 
to, trees, other buildings, etc. 

 Back View of Dwelling: Must include view of all walls, 
windows, and any shading, including but not limited 
to, trees, other buildings, etc. 

 Right Side View of Dwelling: Must include view of all 
walls, windows, and any shading, including but not 
limited to, trees, other buildings, etc.  

 Left Side View of Dwelling: Must include view of all walls, windows, and any 
shading, including but not limited to, trees, other buildings, etc.  

 Close‐up of Each Window Type: Must include close‐ups to determine window 
type, one picture required for each type. 

 Whole Attic View: Must include as much attic space as possible. 

 View of Attic Insulation: Up‐close view of attic insulation showing a measuring 
tool confirming thickness of insulation or a visible R‐value.  

 Primary Heating Source: Should include nameplate if possible, must photograph 
the primary heating source for all units in a multi‐family dwelling. 

 Primary Cooling Source: Should include condenser coil and nameplate if 
possible, must photograph the primary cooling source for all units in a multi‐
family dwelling.  

 Other: Any unusual circumstance of the dwelling which may cause questions or 
concerns. 
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ATTACHMENT H: MULTI‐FAMILY INPUT COST SHEET 
Since only one Improvement Analysis Report (IAR) is generated to reflect the entire building, individual 
units need to be tracked and costs allocated using another mechanism. Rather than submitting a 
separate IAR and building (.blg) file to CSD for each unit in the building, only a single whole building IAR 
and building (.blg) file will be submitted. In place of individual unit IARs, the service provider needs to 
include in the submittal a REM/Design Multi‐Family Input Cost Sheet that includes the appropriate 
information allocated by unit. 

  

The Multi‐Family Input Cost Sheet is completed by the energy auditor/verifier concurrently with 
performing the audit. The sheet contains common measures associated with a REM/Design energy audit 
and includes areas for additional input for unique (to a building or unit) measures.12 

                                               
12 EP 11‐06 REM/Design; Multi‐Family 
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DEPARTMENT OF COMMUNITY SERVICES AND DEVELOPMENT 
PRIORITY LIST PROTOCOL  

 
1. INTRODUCTION 
The California Department of Community Services and Development (CSD) adopts the following CSD 
Priority List Protocol for inclusion in the Federal Department of Energy (DOE) Weatherization 
Assistance Program (WAP). Priority List measures are a subset of the total weatherization measure 
offerings for the DOE program. 
 
The Priority Lists will be updated and distributed to network agencies on an annual basis. It is the 
responsibility of the network agencies to apply the new lists by the implementation date established by 
CSD, and to distribute these documents to their staff and subcontractors, as applicable, within the 
required timeframe. The CSD 710 DOE Priority List Checklist forms are used to verify the decision-
making process relative to use of the energy audit and the Priority List tables. 

2. PRIORITY LIST STRUCTURE 
All Priority List measures were analyzed by Climate Zone, Building Type, and Air Conditioning Status to 
calculate a Savings-to-Investment Ratio (SIR). The lists are organized first by Climate Zone. Within each 
climate zone there are three Building Types. Each Building Type has two separate lists for dwellings 
with central air conditioning and those without. 
 

2.1. Climate Zone 
Climate zones are adopted from the California Energy Commission. To determine the climate zone 
of a dwelling, use CSD’s Weatherization Installation Standards, Appendix C. 

• Copies of the Priority List tables are included (by climate zone) in the CSD 710 DOE Priority 
List Checklist form, and are available on the CSD Providers’ website. 
• Each climate zone will have at least six separate tables. 
• Climate Zones 5, 6, 8, 9, 10, 12, 13, 14, 15, and 16 have additional tables related to Fuel Costs 
as explained below. 
 

2.1.1. Fuel Costs 
CSD has established a prescriptive utility rate schedule for use in single-family and small 
multi-family energy audits with independent heating, cooling, and water heating systems. 
The blended rate is based on the most recent statewide average annual residential rates 
for each utility. For the Priority List analysis, the blended rates were averaged across all 
investor-owned, small multi-jurisdictional, and municipal utilities. 
 
Where utilities averaged less than the blended rate, additional Priority List tables were 
added for: 
• Burbank Water and Power:  Climate Zone 9 
• Imperial Irrigation District (IID):  Climate Zones 14 and 15 
• Los Angeles Department of Water and Power (LADWP):  Climate Zone 6 
• Sacramento Municipal Utility District (SMUD):  Climate Zone 12 
• Southern California Edison (SCE):  Climate Zone 5, 6, 8, 9, 10, 13, 14, 15, 16 
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If the job falls within the service territory of one of these five utilities, the priority list 
table designated for the utility must be used instead of the standard tables for the same 
climate zone. 

 
2.2. Applicable Building Type 
The Priority List may be applicable to the following dwelling types: 

• Single-family dwelling (SFD) that is a detached structure containing no more than one 
residential unit; 

• Manufactured housing (MH), also known as a mobile home, is a permanent, full-time residence 
with a floor area of at least 330 feet; and 

• Small multi-family housing (MFD) with 2 to 24 units that are independently heated/cooled and 
with independent water heating. 

 
The Priority List shall NOT be applied to small multi-family projects with common heating, 
cooling, and water heating systems, and to large multi-family projects as defined in CSD Field 
Guide Appendix F. These building types shall use the TREAT audit to determine the list of eligible 
measures. 

 
2.3. Air Conditioning Status 
Because of the variability in results for residences with central air conditioning and those without, 
separate tables are provided to represent these homes. Evaporative coolers and all other cooling 
appliances are categorized as dwellings without air conditioning for purposes of the Priority List. 

3. PRIORITY LIST MEASURES 
Based upon the evaluation of a collection of sample audits in accordance with the DOE procedures in 
WPN 16-8, CSD’s Priority List measures have been divided into three categories:   

• Non–Weather-Sensitive Measures 

• Weather-Sensitive Measures 

• Additional Weather-Sensitive Measures Requiring an Energy Audit 

Measures in each of these categories are presented in the tables below.  
 

3.1. Non–Weather-Sensitive Measures 
Non–Weather-Sensitive Measures savings use a “deemed savings” approach. This approach is 
based upon industry standards, data from public utility sources, and/or studies to calculate average 
savings for commonly-installed measures and are not climate zone-dependent. within the CSD 
program, these measures do not trigger an energy audit. 

TABLE 1—Non–Weather-Sensitive Measures 

Ceiling Fan 

CFL—Hard-wired (Exterior and Interior) 

CFL—Thread-based (Exterior and Interior) 
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TABLE 1—Non–Weather-Sensitive Measures 

Faucet Aerator (Electric and Gas Water Heaters) 

Fluorescent Torchiere Lamp Replacement 

LED Bulb—Exterior (40 W, 60 W, 75 W, 100 W Equivalent) 

LED Bulb—Interior (40 W, 60 W, 75 W, 100 W Equivalent) 

LED Night-lights 

Low-flow Showerhead [Standard and Handheld] (Electric and Gas Water Heaters) 

Vacancy Sensor Switches 

Refrigerator Replacement (19 cu. ft. and below; more than 19 cu. ft.) 

Thermostatic Shower Valve (Electric and Gas Water Heaters) 

Thermostatic Shower Valve and Showerhead Combination (Electric and Gas Water Heaters) 

Water Heater Blanket (Electric and Gas Water Heaters) 

 
3.2. Weather-Sensitive Measures 
Weather-Sensitive measures are those that have savings values dependent on the climate zone of 
the home in which they are installed. They were modelled in REM/Design to determine SIR for the 
Priority List. These measures are highlighted in gray in the Priority List tables. When the SIR is 1.0 or 
greater for all measures in this measure category, an energy audit is not required. 

However, if the SIR for the Weather-sensitive measures is less than 1.0, AND one of the audit 
triggers is present, it is required to conduct an audit for all of the measures in this category. Audit 
triggers include: 

• Is the home heated by a source other than natural gas or electricity? 
• Is the housing structure or HVAC system “unusual” (see characteristics below)? 

o 3 stories or more, or 
o 2 HVAC systems or more, or 
o > 2500 sq. ft., or 
o etc. 

• Would agency/contractor installation costs exceed the measure maximum for materials and 
labor? 
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TABLE 2—Weather-Sensitive Measures 

Ceiling Insulation (adding R-1 up to R-38) 

Programmable Thermostat—Standard 

Floor Insulation (R-19) (crawlspace ≥36” or <36”) 

Wall Insulation (R-13) 

 
3.3. Additional Weather-Sensitive Measures Requiring an Audit 
This category will always require an energy audit to install, but are not feasible if an audit is not 
already required. They are included in the audit only when feasible for a specific dwelling based on 
the CSD Field Guide feasibility criteria.  

Certain program measures do not contain “default” model values in the REM/Design, including 
Storm Windows, Window Film, Shade Screens, and other DOE 10CFR440 Appendix A measures. For 
these measures to be considered, a library model shall be designed by the Auditor and approved by 
CSD prior to authorization of the measure. When included in the audit, the SIR for these measures 
must be inserted into the Priority List table, and become part of the list ordered from highest to 
lowest SIR.  

TABLE 3—Additional Weather-Sensitive Measures Requiring an Audit 

Energy Efficiency Upgrade—Cooling Replacement 

Energy Efficiency Upgrade—Heating Replacement 

Energy Efficiency Upgrade—Windows 

Shade Screens* 

Storm Windows* 

Tinted Window Film* 

Water Heater Timer* 

*If not already existing, the Auditor must build a measure model in REM/Design or TREAT. 
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4. PRIORITY LIST GUIDELINES 
4.1. Leveraged Units 
DOE rules prevail when DOE is leveraged with any other CSD or non-CSD program. If a measure is 
not shown to be cost effective under the Priority List or energy audit, it cannot be installed under 
another leveraged CSD program. Note:  Work done under another CSD program does not have to 
be installed in SIR order. 

4.2. Energy Audit Restrictions 
An Energy Audit is part of the assessment and cannot be run after work has been installed to 
justify installation or recategorization of measures. 

4.3. SIR Order 
Measures on the Priority List that do not meet the 1.0 SIR threshold: 

• Cannot be installed; or 
• Require an energy audit to be performed to justify installation. 

Whenever an energy audit is performed, the audit-calculated SIRs shall be inserted into the Priority 
List table, and the full list re-ordered from highest to lowest SIR (and installed in that order until 
funds are depleted). The Priority List is not abandoned. Both the Priority List and Energy Audit are 
used together to develop a list in a new order of feasible measures that meet the SIR threshold. 

Only feasible measures with an SIR of 1.0 or greater (determined by the audit/Priority List), and 
including non–weather-sensitive measures that were not audited but have a SIR of 1.0 or greater, 
shall be installed. 

4.4. Measure Cost Maximums 
Measure costs used in the Priority List analysis reflect CSD’s maximum reimbursable cost for 
agencies (sub-grantees) and are intended to include both materials, labor and subcontractor costs.  

In no case may the measure installation cost exceed the specified maximum reimbursement as 
listed in the contract for any measure on the Priority List unless the measure has been included in 
an energy audit and the SIR is 1.0 or greater.  

• Non-weather sensitive measures shall not be feasible and shall not be installed if the maximum 
reimbursement is exceeded. A CSD waiver will not be issued. 

• Weather-sensitive measures can only exceed the maximum reimbursement when an audit is 
conducted and the SIR is 1.0 or greater. Waivers are not required in these situations. 
 

4.5. Measure Skipping 
In no case shall measures with higher SIRs be skipped or “leapfrogged” for measures with lower 
SIRs unless the measure with a higher SIR meets the unfeasibility criteria located in the CSD Field 
Guide.  

4.6. Installation Order 
Once the determination of SIR order is made, scheduling of the actual order of the physical 
installation of measures may be adjusted. When a job is complete, measures with a higher SIR must 
have been installed over measures with a lower SIR unless a SIR-ordered measure meets non-
feasibility criteria in accordance with the CSD Field Guide. Any allowable and feasible Priority List 
measure skipped requires a reasonable explanation to be clearly documented on the checklist and 
must meet the non-feasibility criteria located in the Field Guide. 
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4.7. Client Refusal  
If a Priority List measure is refused by the client, NO additional measures may be installed and 
billed to the DOE program even if funding remains or additional measures show a SIR of greater 
than 1.0. Any additional measures with a lower SIR may be installed and charged to another 
program. 

If a client refuses a higher priority measure after lower priority measures were already installed 
(due to timing of the physical installation work), the job shall be terminated and the circumstance 
clearly explained in client file documentation. Further work can be done under another 
weatherization program. 

In a situation where 2 or more measures have with the same SIR value and a client refuses one of 
the measures, the other measure(s) with the same SIR can be installed. After work has been 
completed on measures with the same SIR, work on the dwelling under the DOE program must 
stop.  

4.8. Multi-family Dwellings 
An energy audit is required for any feasible whole-building measures. When a measure is a “whole 
building measure,” agencies shall follow the 66/50 rule to qualify the entire building. 

 

When an agency will serve a single unit in a multi-family building (2-24 units), it is required to use 
the “Multi-family” Priority List from the appropriate climate zone. When only serving a single unit 
in a multi-family dwelling, whole-building measures shall not be installed for the single unit. These 
whole-building measures include: 

• Ceiling/knee wall insulation 
• Cooling System Energy Efficiency Upgrade 
• Common Area Measures 
• Floor insulation 
• Wall insulation 
• Heating System Energy Efficiency Upgrade 
• Windows for Energy Efficiency Upgrade 
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1. MULTI‐FAMILY (TREAT) ENERGY AUDIT PROTOCOL OVERVIEW 

The California Department of Community Services and Development (CSD) adopts the following “Multi‐
family (TREAT) Energy Audit Protocol” for its weatherization programs. This protocol defines the 
required criteria for a small multi‐family buildings with common heating, cooling or water heater 
systems and large multi‐family energy audits. This protocol is compliant with the cost effectiveness 
requirements for energy efficient building retrofits under the weatherization programs. This protocol is 
updated and approved by DOE every 5 years. 

In accordance with CSD policy, data collection practices and calculations shall be transparent. Audit 
report format and content shall be presented in a consistent manner; and persons completing the audit 
must be accountable for their work by adhering to protocol requirements, maintaining professional 
certifications, and providing quality assurance measures. 

The key objective of an energy audit is to identify energy conservation measures (measures) that qualify 
for funding within CSD’s weatherization programs. In addition to reducing energy burden, the audit 
process shall also evaluate building integrity to identify any deficiencies that could result in health and 
safety violations as defined by CSD. 

The outcome of the multi‐family audit process is an assessment that clearly reports on the: 

 Building profile, configuration, and existing energy systems. 

 Relevant health and safety checks and conditions. 

 Current energy and hot water consumption profile. 

 Proposed scope of work with clearly‐defined measures and related costs. 

 Relevant supplemental funding sources and owner contributions. 

 Calculated savings‐to‐investment ratio (SIR) of each measure. 

 Total calculated reduction in energy and water usage for the recommended measures. 

 Total package SIR calculation for proposed measures SIR calculation. 

 Energy modeling software file and assumptions used to make projections. 

 Methodology of data collection and relevant calculations. 

 Degree to which the audit meets CSD’s criteria, and audit protocol as defined herein. 

The three main processes that constitute the CSD Multi‐family Audit Protocol standards include:  

1) On‐site visit,  

2) Energy modeling with energy/water savings analysis, and  

3) Report submittal.  
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2. FOR TREAT ENERGY AUDIT PURPOSES, CSD DEFINES LARGE MULTI‐FAMILY BUILDINGS 
AS THOSE CONTAINING 25 OR MORE UNITS AND SMALL MULTI‐FAMILY BUILDINGS AS 
THOSE WITH 2‐24 UNITS UTILIZING WITH COMMON HEATING, COOLING, AND WATER 
HEATING SYSTEMS AS DEFINED IN ATTACHMENT A OF THIS DOCUMENT. AUDIT POLICY 
(TREAT) OVERVIEW 

2.1 AGENCIES SHALL DETERMINE FEASIBLE MEASURES APPROPRIATE FOR ANY DWELLING TO BE WEATHERIZED IN 

ACCORDANCE WITH THE ENERGY AUDIT POLICY ATTACHED IN ATTACHMENT A. TREAT ENERGY AUDIT 
METHOD (PERFORMANCE APPROACH) 

With the TREAT audit, a site‐specific energy audit is used to justify energy saving measures based 
on cost effectiveness. 

Table 1 shows the different categories of measures that are allowed for a TREAT audit. Measure 
categories are taken from “The DOE Standard Agreement”, and 10 CFR 440 “Appendix A to Part 
440—Standards for Weatherization Materials” (provided in Attachment B). This “whole‐building” 
approach encompasses the units and common areas, and provides enhanced service. 

Table 1: Measure Matrix 

MEASURE CATEGORY 
TREAT ENERGY AUDIT METHOD  

(PERFORMANCE APPROACH) 

MANDATORY; 

ASSESSMENT/DIAGNOSTICS 
Mandatory for all dwellings 

MANDATORY;  

HEALTH AND SAFETY 
Mandatory for all dwellings 

MANDATORY;  

INFILTRATION REDUCTION 
Mandatory for all dwellings 

MANDATORY;  

OTHER MEASURES 
Mandatory for all dwellings 

EXHIBIT F, ATTACHMENT IV1  

DOE PRIORITY LIST 

Measures implemented if Audit demonstrates cost 

effectiveness 

AUDIT DRIVEN 
Measures implemented if Audit demonstrates cost 

effectiveness 

10 CFR 440 APPENDIX A 
Measures implemented if Audit demonstrates cost 

effectiveness and submitted to CSD for approval prior to 

installation 

 

As shown in Table 1, all mandatory diagnostics, air sealing, duct sealing, and health and safety 
measures that shall be installed per program rules. This adds complexity to the energy audit 
process because the calculations must be performed assuming that all feasible air sealing, duct 
sealing and health and safety measures have already been performed. Details will be addressed in 
Section 4, Energy Modeling and Analysis Process. 

                                                            

1 DOE WAP Contract Amendment, Exhibit F, Attachment IV 
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3. ON‐SITE PROCESS  

The purpose of the on‐site visit is to collect all necessary information to conduct an appropriate energy, 
water, and health and safety analysis, including sufficient information to complete an energy model. The 
intent is to evaluate the building envelope, assess building airflow, inventory HVAC and other energy 
systems equipment, identify ventilation systems, and perform diagnostic testing.  

3.1 AUDITOR CONDUCT STANDARDS AND MINIMUM CREDENTIALS 

All sub‐grantees and their audit consultants shall conform to the CSD contracts, policies, and 
referenced standards. In addition, the auditor shall comply with applicable professional standards 
for ethics as defined by the Building Performance Institute (BPI) Code of Ethics.  

Auditors conducting audits shall have the minimum skills, credentials and experience required to 
effectively perform the audits. Should a single Auditor lack the required skills, a qualified team 
may be assembled to complete the audit. At a minimum, Auditors shall be capable of effectively 
performing the following tasks: 

 Energy modeling (utilizing approved software); 

 Building assessment (identify safety, code, durability, and energy systems issues); 

 Diagnostic testing;  

 Combustion appliance safety testing; 

 Feasibility analysis for the installation of energy efficient building improvements; 

 Construction cost estimating; and 

 Financial analysis that generates investment grade level information/data. 

3.2 SCHEDULING THE SITE VISIT AND TENANT NOTIFICATION 

Tenant notification and scheduling of the site visits shall be the responsibility of sub‐grantee and 
the property owner, or their representative. 

The auditor shall schedule the site visit(s) with the designated person(s) at a time that is 
convenient for the project contact person(s). The scheduling of the site visit should seek to cause 
minimal disruption to the tenants and neighbors at the project. 

3.3 SITE VISIT PREPARATION 

To facilitate the on‐site portion of the energy audit, it is recommended that the following items be 
addressed prior to arrival: 

 Review the Initial Building Assessment or similar report which establishes the building’s 
eligibility to participate in the program, and verify that the accrual of benefits is 
sufficiently justified per Weatherization Program Notice 16‐8.2 

 Review 12‐24 months of prior utility bills (including gas, electric, and water) to know 
annual utility cost by fuel type and seasonal variations.  

                                                            

2 Weatherization Program Notice 16‐8, Effective Date: July 19, 2016 
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 Identify a sampling of units that is representative of unit types, conditions, sizes, and 
location. 

 Arrange access to units to be reviewed with occupant and provide necessary formal 
notification of inspection. 

 Verify availability of as‐built drawings. 

 Review any historical improvement data available. 

 Review Operations & Maintenance (O&M) records, logs, and protocols. 

 Review existing mechanical equipment information as available. 

 Verify availability of property representative with access to all portions of the property. 

 Verify availability of O&M staff familiar with the building facilities and history. 

3.4 SITE VISIT 

The on‐site energy audit shall be comprised of an in‐person visit to the project by a qualified 
Auditor to complete the following tasks: 

3.4.1 Project Interview(s)  

The auditor shall interview at least one of the following designated person(s) prior to, or at 
the time of, the site visit: 

o Property Manager 

o Maintenance Director or Maintenance Staff 

o Owner or Owner Representative 

The purpose of the interview(s) is to: 

o Discuss project energy performance. 

o Discuss tenant comfort, health, and safety and agree on a tenant synopsis for the 
site visit. 

o Discuss any behavioral or other factors affecting energy performance (occupancy 
rates, tenant behavior patterns, etc.). 

o Discuss operations and maintenance procedures. 

o Address any other stakeholder questions or concerns. 

The interview shall include questioning on operations and maintenance issues and will 
address the issues including but not limited to those in Attachment C. If any project team 
member wishes their responses to remain confidential, the auditor shall respect those 
requests. 

3.4.2 Safety and Code Observations at the Site Visit  

Each site visit shall address specific minimum health and safety checks. The CSD Field Guide, 
CSD Weatherization Installation Standards, and state Health and Safety Plan apply to this 
policy. Where not referenced specifically in those documents, the following minimum health 



CSD MULTI‐FAMILY (TREAT) ENERGY AUDIT PROTOCOL 

CSD Multi‐Family (TREAT) Energy Audit Protocol     Field Guide, Appendix F 
Effective 10/1/17    Page 7 

and safety checks shall be conducted and recorded in the Energy Audit Report or supporting 
documentation. 

o Note likelihood of lead, asbestos, or the potential for other environmental 
hazards, based on age of building or location, in conformance with applicable EPA 
RRP Rule, Department of Public Health, and CAL OSHA Title 8 Standards. 

o Mold and Mildew Assessment per DOE WPN 05‐13 

o Structural, electrical, and mechanical systems visual inspections  

o Combustion Appliance Safety Testing 

3.4.3 Visual Inspection and Diagnostic Testing Protocols 

The site visit shall require visual inspections and diagnostic testing of the building envelope, 
HVAC, combustion appliances, and lighting systems. Minimum visual and diagnostic testing 
criteria are provided in the CSD Field Guide Appendices A, B, and C. These documents 
provide the minimum required testing procedures for Combustion Appliance Safety, Duct 
Leakage Testing, and Shell Leakage Testing.  

o Note:  Blower Door® Sampling: Blower Door® testing shall be conducted on a 
representative sample number of units in accordance with CSD contracts, 
standards and policy documents. Multi‐family buildings of four stories and more 
are excluded from the sampling requirements for Blower Door® testing. 

Where the CSD standards do not address specific diagnostic tests applicable to the 
commercial systems, BPI standards for Multi‐family Building Analyst, and CEC HERSII 
standards shall apply. Where conflicts exist between these two standards, the most 
conservative standard shall apply. BPI Multifamily Building Analyst Standards are available 
for download at BPI’s website (www.bpi.org). The California Title 24 Energy Efficiency 
Standards in use for HERS II are available for download at the Energy Commission’s website 
at (http://www.energy.ca.gov/title24).  

The Auditor shall identify any building information required to complete the energy and cost 
analysis. At a minimum, all relevant data listed in Attachment C of this document shall be 
addressed. This information will be used in the energy modeling and analysis phase of the 
audit. 

3.4.4 On‐Site Unit Inspection Sampling Protocols 

At least one in seven of every unit type (defined as having same/similar floor plan), with 
representation from differing building floors and including all four building orientations, 
shall be inspected. In no case shall the inspection of units be less than 10% of total units. In 
accordance with Attachment C of this document, the Auditor will ensure that a discussion of 
unit sampling addresses special building circumstances that may result in an increased level 
of unit inspections and testing. 

                                                            

3 Weatherization Program Notice 05‐1; Effective Date: November 12, 2004 
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3.4.5 Renewable Energy  

The on‐site inspection may also examine, evaluate, and propose the incorporation of 
renewable energy opportunities including, but not limited to solar hot water. In addition, 
any existing renewable energy systems (wind, solar thermal, solar PV, fuel cell, etc.) shall be 
included in the audit analysis. 

4. ENERGY MODELING AND ANALYSIS PROCESS4  

An energy model of the building’s pre‐ and post‐retrofit performance shall be completed using building 
plans, initial inspection data, and diagnostic data collected during the on‐site visits. TREAT is the 
adopted software program for this protocol, and is used to estimate annual energy consumption and 
energy cost savings of most potential energy conservation measures for multi‐family dwellings (as 
defined previously in Section 1). All energy and cost savings results from the TREAT model shall be 
verified against known conditions and usage profiles existing at the residence, and against industry 
standard values. If results are not defensible based on information from the site visit, the TREAT model 
shall be re‐evaluated. 

All major assumptions used to develop the energy model and analysis shall be clearly stated in the final 
report. Reporting emphasis should be placed on the assumptions that have the most impact on 
estimated energy savings. Occasionally, some building features may be inaccessible. When certain 
building features cannot be physically verified, values from Table R3‐50, Default Assumptions for 
Existing Buildings in the “Title 24 Alternative Calculation Method Manual” shall be used as default 
conditions in the energy model and analysis.  

4.1 UTILITY RATES 

Utility rates are used for multiple purposes when a TREAT audit is performed. These purposes may 
include documentation of historical energy charges, estimated monetary savings when energy 
efficient measures are implemented, and justification of energy savings measures based on SIR.  

To document past energy costs and to predict future energy costs accountable to the building 
owner or building tenant, the energy consultant shall model the building using the current local 
utility rate schedules as verified during review of utility bills. When possible, tiered rate structures, 
demand charges, time of use charges, and usage fees shall be included in the utility rate 
determination.  

For purposes of determining SIR of a measure, the energy consultant shall model electricity and 
natural gas utility rates using the blended utility rates contained in Attachment D of this Protocol 
to determine SIR of the measures. These rates are based on statewide and utility‐wide average 
rates and may not be an accurate representation of the actual rates paid by the tenant.  

4.2 ENERGY MODELING SOFTWARE REQUIREMENTS 

TREAT is an energy audit software tool provided by Performance Systems Development and 
approved by CSD and the Department of Energy Weatherization Assistance Program. 
Requirements for conducting an energy audit using TREAT are defined as follows. 

                                                            

4 An addendum to the energy audit report may be prepared to fulfill the programmatic requirements of CSD’s 
weatherization program, if necessary.  
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For residential buildings meeting the criteria in Attachment A, a “whole‐building” energy audit and 
TREAT software‐based energy simulation shall be conducted to determine the feasibility and cost 
effectiveness of all available measures.  

For high‐rise projects wishing to apply a priority list‐only approach to individual unit 
weatherization measures, justification shall be submitted in writing to CSD at TREAT@CSD.CA.GOV 
describing the reason a TREAT‐based energy audit is not feasible. In order for a Priority List to be 
applied to the project, permission and further direction from CSD must be received in writing 
before the project start. 

4.3 MODEL CALIBRATION 

The energy model for all buildings shall be calibrated to actual utility billing data, based on master‐
metered data or aggregation of individual unit energy bills. When individual bills are used, billing 
data shall be collected from at least 50% of qualified units. If this billing data minimum cannot be 
met for any reason, a waiver request shall be submitted and approved. Waivers can be requested 
from TREAT@CSD.CA.GOV. Modeled baseline energy consumption shall be calibrated to monthly 
utility bills for a minimum of twelve months. The intent is to qualify the energy model by 
demonstrating similarity to the metered energy usage over a 12‐month period.  

 The energy model estimates of electricity and natural gas should calibrate to actual 
monthly consumption to ±10%. 

 Typical Meteorological Year (TMY) 30‐year average weather data can be used in lieu of 
actual year weather, which may be difficult to obtain. 

Any adjustments made to the building description inputs used to calibrate the simulated building 
to actual energy usage shall be justified with explicit, transparent information and documented in 
this section of the audit report. 

In the event that the building is served by more than one meter, the bills for those meters shall be 
aggregated against the building calculated consumption as a whole. {SB} 

4.4 EXCEPTIONAL CALCULATIONS 

Energy conservation measures not directly modeled with TREAT energy modeling software can be 
calculated outside of the program provided that generally accepted engineering calculations and 
methodologies are used. Interactive effects shall be accounted for in exceptional calculations. The 
methodologies, assumptions, and constants used in the exceptional calculations shall be clearly 
documented in the final report. Sources of deemed savings shall be referenced. 

4.5 SOLAR THERMAL PERFORMANCE CALCULATION 

All solar thermal systems installed using program funding shall be SRCC OG‐300 approved per 
10 CFR 440 Appendix A. Due to the limited size and scope of SRCC OG‐300 systems, these types of 
systems may not be feasible for large multi‐family dwellings. 

4.6 PHOTOVOLTAIC (PV) PERFORMANCE CALCULATION 

Currently Solar PV systems are not eligible for funding under the standard CSD weatherization 
programs.  
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4.7 SAVINGS TO INVESTMENT RATIO (SIR) CALCULATIONS  

When using TREAT, the measure and package SIR may be calculated automatically by the 
software. If a proposed measure requires exceptional calculations, the measure and package SIRs 
shall be calculated using the methods outlined in this section.  

4.7.1 Measure SIR 

Measure SIR shall be calculated as the ratio of present value of the measure energy savings5 
compounded annually over the life of the measure divided by the total installed cost of the 
measure given by Equation 1. When calculating measure SIR, all interactive effects of other 
measures in the improvement package shall be accounted for.  

SIR measure=S*((1+i)n‐1)/(i(1+i)n)/C       Eq. 1 

Where: 

S   = first year savings of measure ($) 

i   = discount rate (%) 

n  = estimated useful life of measure (years) 

C  = installed cost of measure ($) 

4.7.2 Package SIR 

Package SIR shall be calculated as the ratio of present value of the package energy savings6 
compounded annually over the life of the package divided by the total installed cost of the 
package. Present value of package savings shall be calculated as the sum of the present 
value of individual measures divided by the cost of the package (the sum of the cost of all 
measures). The present value of an individual measure is shown in Equation 2. 

PVmeasure=S*((1+i)n‐1)/(i(1+i)n)        Eq. 2 

Where:  

  S    = first year savings of measure 

  i   = discount rate (%) 

  n  = estimated useful life of measure 

The “Discount Rate” used for present value calculations shall be 3% or the percentage 
increase in the Consumer Price Index (all items, United States city average) for the most 
recent calendar year completed before the beginning of the year for which the 
determination is being made7. Note: Energy escalation and inflation are not included in this 
calculation.  

“First Year Savings” of a single measure shall be calculated based on the energy usage 
profile of a building after all measures with higher SIR have been implemented. All savings 
calculations should be adjusted for “interaction between architectural and mechanical 
weatherization materials by using generally accepted engineering methods to decrease the 

                                                            

5 Water savings or other non‐energy savings shall not be included in the SIR calculation. 
6 Water savings or other non‐energy savings shall not be included in the package SIR calculation. 
7 10 CFR 440.18 Paragraph C.2.i 
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estimated fuel cost savings for a lower priority weatherization material in light of fuel cost 
savings for a related higher priority weatherization material.”8 

Maximum “Estimated Useful Life” (EUL) of a measure shall be determined using values 
published in Attachment E. If a proposed EUL is greater than those listed in Attachment E, 
justification shall be provided for review by CSD.  

“Installed Cost of Measure” should reflect the actual cost to install a measure as closely as 
possible. In cases where the cost to install a measure changes after approval of the scope of 
work due to extenuating circumstances, the updated cost shall be reported and the 
measure will be reimbursed as follows:  

o If the updated cost is less than the reported cost, CSD will reimburse for the 
actual cost of the measures. 

o If the updated cost is greater than the reported cost, CSD will reimburse for the 
reported cost of measure. The full amount of the installed cost of the measure 
may be reimbursed if an updated SIR calculation reveals that the measure and 
package SIR remain at or greater than 1.0 based on the updated cost, and the 
package has not exhausted the available funds for the property. 

o If the updated cost is greater than the reported cost and the increased cost 
reduces the measure SIR<1.0, an additional funding source shall be identified and 
shall not be derived from federal funds.  

4.8 MEASURE BUY DOWN  

In the event that non‐federal financial resources are leveraged to buy down a particular measure, 
the following criteria must be met9: 

The SIR of the discounted measure shall be 1.0 or greater when the SIR is calculated as the ratio of 
present value of the measure savings compounded annually over the life of the measure divided 
by the program funds applied to the measure. 

The package SIR shall be calculated as the ratio of present value of the package savings 
compounded annually over the life of the package divided by the total funds applied10.  

Discounted measures shall not be installed before non‐discounted measures and are only to be 
installed when all other available cost effective measures not requiring buy‐down have been 
installed. In no case shall measures with higher SIRs be skipped or “leapfrogged” for measures 
with lower SIRs. 

5. ENERGY AUDIT SUBMITTAL AND QUALITY ASSURANCE REVIEWS  

CSD’s Quality Control requirements for agencies shall ensure that only feasible energy 
conservation measures are identified and reduce the energy burden and health and safety 
conditions are effectively identified and resolved in a timely manner. 

                                                            

8 10 CFR 440.21, Paragraph E.1 
9 Weatherization Program Notice 16‐8; Effective Date: July 19, 2016 
10 Note: Point‐of‐Sale and other direct rebates may be used to lower the total cost of the measure, and this 
discount may be applied to the cost of the total package of measures. 
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Questions that arise during the TREAT energy audit process should be directed to CSD’s third‐party 
representative at TREAT@CSD.CA.GOV  for response and resolution. 

A portion of the audits submitted by agencies to CSD will be reviewed by a third party to ensure 
that the audit process, analysis, and report meet the requirements of this energy audit Protocol. 
An Energy Audit Checklist can be found in Attachment F of this Protocol to ensure all aspects of 
the audit are addressed before submitting for review. In addition, this section describes the 
review process used to evaluate the submitted reports.  

5.1 AUDIT REVIEWS 

100% of TREAT energy audits shall be submitted and reviewed by CSD for accuracy and 
completeness. Audit reports, the associated TREAT file (TPG file) and the Scope of Work/ Sources 
and Uses spreadsheet (SOW/S&U) shall be submitted to TREAT@CSD.CA.GOV upon completion 
and before installation work is begun and will be reviewed by a technical reviewer as outlined in 
the following sections. Note:  Agencies and auditors shall also be required to include with their 
audit submittals any audits where no measures are found to have a SIR of 1.0 or greater. 

5.2 REVIEW PROCESS 

There will be a two‐part review process for all submitted audits. 

 

Technical Review: This review will focus on the initial audit with all potential measures identified 
that might potentially qualify to be installed. During this review, the reviewer will: 

 Review bill disaggregation compared to the base model.  

 Review modeling parameters of major mechanical equipment. 

 Check agreement between documented conditions and software. 

 Verify reasonable human factors (“base‐case”) are assumed. 

 Analyze measure assumptions. 

 Evaluate external calculations. 

 Compare EULs against the CSD protocol. 

Once the audit has been approved on its technical merits CSD will send an Energy Audit Approval 
Letter to the auditor/network agency. This letter will define the approved measures including the 
approved energy savings and EULs. Measure cost is not included in this letter as actual measure 
costs may change during procurement. When this letter is in hand, the procurement of the 
approved measures can begin.  

 

Scope of Work Review: Once all hard bids/costs have been determined for each measure, a Scope 
of Work/Sources & Uses (SOW/S&U) spreadsheet shall be filled out utilizing the information 
provided in the Energy Audit Approval Letter and submitted for review. This document will 
identify the measure energy savings, measure cost, EUL, and SIR. For measures with an SIR less 
than 1.0, where external non‐federal funds are applied, the amount and source of external funds 
will be identified. This spreadsheet shall be approved before any measures are to be installed. 
More information on the SOW/S&U spreadsheet can be found in Attachment G of this Protocol.  
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The SOW/S&U spreadsheet will be reviewed to ensure consistency with the energy audit 
approved measures and for accuracy with respect to the measure and package SIR calculation. 
Once approved, a final SOW Approval Letter will be issued by CSD.  

5.3 PRE‐WEATHERIZATION PACKET 

Before beginning any work, a Pre‐Weatherization Packet shall be submitted to CSD. This packet 
includes: 

 Approved SOW/S&U spreadsheet. 

 Description and justification for any specific audit‐driven measures related to health and 
safety and other repair measures being requested, including line items and cost 
allocations.  

 Demonstration of the benefits of weatherization will accrue to the resident of the 
property if master‐metered. (Shall be kept on file at agency.) 

 State Historic Preservation Office (SHPO) Review—Verification that property has been 
submitted for SHPO review (if required) and approved for all installed measures. (Shall be 
kept on file at agency.) 

5.4 POST‐WEATHERIZATION 

After all work is completed, a Post SOW/S&U spreadsheet shall be submitted to CSD with all actual 
measure costs and final measure and package SIR. More information on the Post SOW/S&U 
spreadsheet can be found in Attachment G. In cases where the cost to install a measure differs 
from the approved scope of work, the updated cost shall be reported and the measure will be 
reimbursed as stated in this document.  

Due to the complex nature of these audits questions may arise during the review process. This will 
be handled on a case‐by‐case basis where the reviewer will provide direct agency mentoring to 
the individual who submitted the audit.  

All audits returned for correction will be reviewed upon re‐submittal to the extent deemed 
necessary by the reviewer.  
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ATTACHMENT A:  CSD Audit Policy 

Building Types Defined 

When identifying allowable weatherization measures for homes under CSD’s weatherization programs, 
building type, building size, heating fuel type and type of mechanical systems installed in the dwelling 
being weatherized shall be considered. This document identifies the allowable paths for each building 
type under the CSD weatherization programs. 

The three building types requiring audits are defined below. For the purposes of CSD energy audit 
policies, the three building types are: 

SINGLE‐FAMILY:  A single detached dwelling. This includes manufactured housing (mobile homes). 

SMALL MULTI‐FAMILY DWELLING (2‐24 UNITS): A MULTI‐FAMILY DWELLING WITH ONE OF THE FOLLOWING 

SYSTEMS AND RELATED CHARACTERISTICS: 

 With Independent Systems (REM/DESIGN): 
o Individually metered (each unit pays its own utility bills) 
o Each unit is heated and cooled independently  
o Each unit has its own hot water heater 

 With Common Systems (TREAT):   
o Utilities are master metered 
o Common heating system 
o Common cooling system  
o Common water heating system 

LARGE MULTI‐FAMILY DWELLING:  A multi‐family dwelling that meets the following criteria: 

 25 units or greater 

Table: Allowable Weatherization Strategies based on Building Type 

Housing Type 
Mandatory 
Measure  

Priority List  REM/Design  
TREAT 
Audit  

Single‐family  X11,12  X13  X14   

Multi‐family, independent systems  X11,12 X13 X14  

Multi‐family, common systems  X11,12     X14 

Large Multi‐family   X11,12     X14 

 

                                                            

11 Mandatory Measures include “Mandatory Assessment/Diagnostic Measures,” “Infiltration Reduction,” Health 
and Safety,” and “Mandatory—Other.”  
12 Mandatory Measures apply only to single units and alteration of common system is not allowed.  
13  Refer to CSD Field Guide Appendix E to determine allowable whole‐building measures and allowable measures 
when weatherizing a single unit. Note:  Whole‐building measures shall not be installed if the whole building is not 
served, in accordance with the 66/50 policy.  
14 All audits apply to the whole building. Audits may not be used to justify measures in a single unit of any building 
containing two or more units.  
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As shown in the Table above, there are four possible strategies for installable measures by building type. 
These methods are more fully explained in the following sections.  

Priority List Method 

The CSD priority list is a list of weatherization measures that are deemed to be cost‐effective by audit. 
The priority list identifies cost‐effective measures in all climate zones for the “Single‐family Dwelling” 
and “Small Multi‐family Dwelling with independent systems” building types. For more information on 
how to implement the priority list in single‐family and small multi‐family dwellings, or to see when a 
REM/Design audit is required instead, refer to the “CSD Priority List Protocol” document. 

REM/Design Audit Method 

The REM/Design audit method is employed in single‐family (conventional and manufactured housing) 
and small‐multi‐family (2‐24 units with independent systems) when the Priority List Method will not 
sufficiently identify all cost‐effective measures. Using the REM/Design Audit Method, an agency will 
perform a standard assessment to identify all health and safety issues and will perform a computer 
based energy audit using site specific information collected on‐site.  

When the Priority List method is not effective at identifying audit‐driven measures for a particular 
dwelling, an energy audit is mandatory and the SIR calculated for audit driven measures shall supersede 
those listed on the Priority List. Once reinserted on the list, all measures shall be reordered from highest 
to lowest priority. 

When:  One or more feasible measures in the priority list (for a particular climate zone and housing 
type) does not qualify for installation based on the Priority List table (i.e. SIR is less than 1.0). 

And a minimum of one of the conditions below exist: 

 Primary heating fuel source is other than electricity or natural gas (i.e. fuel oil, propane, etc.),  

 Measure material and labor costs would exceed the cost cap. 

 Building exhibits physical characteristics outside of the standard characteristics for the building 
types represented in the priority lists (single‐family; small multi‐family; and manufactured 
housing). This is determined on a case‐by‐case basis; however, examples may include: 

 Single‐family dwelling of 3 or more stories 

 Multiple ducted forced air systems (heating and/or air conditioning) 

 Dwellings over 2,500 sq. ft. 

 Etc. 

Then:  An energy audit is required.  

When an audit is conducted, the audit results for audit driven measures supersede the measure SIR 
from the priority list table. The energy audit‐calculated SIR for the audit‐driven measures must be 
reinserted into the Priority List table so that the full list is ordered from highest to lowest SIR.  
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TREAT Audit Method 

For Multi‐family Buildings with common heating, cooling, or water heater systems and Large Multi‐
family dwellings (consisting of 25 or more units), the TREAT Audit Method is required. Due to the scope 
and expertise required to perform this type of energy audit, a qualified third‐party is usually employed 
to audit the building and identify any energy saving measures and health and safety issues.  

For more information on the TREAT Audit Method for Multi‐family Dwellings, refer to CSD’s “Multi‐

family (TREAT) Energy Audit Protocol.”
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ATTACHMENT B:  DOE‐Approved Measures (10CFR440 [2015]) 

If the standards listed in this Attachment conflict with 
those required by current  local codes, the local code shall 
have precedence and a copy of the applicable section will 
be retained with procurement records. 

The following Government standards are produced by the 
Consumer Product Safety Commission and are published in 
title 16, Code of Federal Regulations: 

Thermal Insulating Materials for Building Elements 
Including Walls, Floors, Ceilings, Attics, and Roofs 
Insulation—organic fiber—conformance to Interim 
Safety Standard in 16 CFR part 1209; 

Fire Safety Requirements for Thermal Insulating Materials 
According to Insulation Use—Attic Floor—insulation 
materials intended for exposed use in attic floors shall be 
capable of meeting the same flammability requirements 
given for cellulose insulation in 16 CFR part 1209; 
Enclosed spaces—insulation materials intended for use 
within enclosed stud or joist spaces shall be capable of 
meeting smoldering combustion requirements in 16 CFR 
part 1209. 

The following standards which are not otherwise set forth 
in part 440 are incorporated by reference and made part 
of part 440. The following standards have been approved 
for incorporation by reference by the Director of the 
Federal Register in accordance with 5 U.S.C. 552(a) and 1 
CFR part 51. These materials are incorporated as they exist 
on January 3, 2002 and a notice of any change in these 
materials will be published in the FEDER AL REGISTER.  The 
standards incorporated by reference are available for 
inspection at the Office of the Federal Register Information 
Center, 800 North Capitol Street, Suite 700, Washington, 
DC 20001. 

The standards incorporated by reference in part 440 can 
be obtained from the following sources: 

Air Conditioning and Refrigeration Institute, 4301 N. Fairfax 

Drive, Suite 425, Arlington, VA 22203; (703) 524‐8800. 

American Architectural Manufacturers Association, 1827 
Walden Office Square, Suite 104, Schaumburg, Illinois 
60173‐4268; (847) 303‐5664. 

American Gas Association, 40 0 N. Capitol Street, NW, 

Washington, DC 20001; (202) 824‐7000. 

American National Standards Institute, Inc., 11 West 42nd 

Street, New York, NY 10036; (212) 642‐4900. American 

Society of Mechanical Engineers, Three Park Avenue, New 

York, NY 10016‐5990; (212) 591‐7722. 

American Society for Testing and Materials, 100 Barr Harbor 

Drive, West Conshohocken, PA 19428‐2959;  

(610) 832‐9585. 

Association of Home Appliance Manufacturers, 1111 19th 

Street, NW, Suite 402, Washington DC, 20036;  

(202) 872‐5955. 

Federal Specifications, General Services Administration, 
General Services Administration, Federal Supply Service, 
Office of the CIO and Marketing Division, Room 800, 1941 
Jefferson Davis Hwy., Arlington, VA 22202;  
(703) 305‐6288. 

Gas Appliance Manufacturers Association, 2107 Wilson 

Boulevard, Suite 600, Arlington, Virginia 22201; (703) 525‐

7060. 

National Electrical Manufacturers Association, 1300 

North17th Street, Suite 1847, Rosslyn, VA 22209;  

(703) 841‐3200. 

National Fire Protection Association, 1 Batterymarch Park, 
P.O. Box 9101, Quincy, MA 02269‐9101; (617) 770‐3000. 

Sheet Metal and Air Conditioning Contractors Association, 

4201 Lafayette Center Drive, Chantilly, Virginia 20151‐1209; 

(703) 803‐2980. 

Solar Rating and Certification Corporation, c/o FSEC, 1679 

Clearlake Road, Cocoa, FL 32922‐5703; (321) 638‐1537.  

Steel Door Institute, 30200 Detroit Road, Cleveland, OH 
44145‐1967; (440) 899‐0010. 

Steel Window Institute, 1300 Sumner Avenue, Cleveland, 
OH 44115‐2851; (216) 241‐7333. 

Tubular Exchanger Manufacturers Association, 25 North 

Broadway, Tarrytown, NY 10591; (914) 322‐0040.  

Underwriters Laboratories, Inc., 333 Pfingsten Road, 
Northbrook, IL 60062‐2096; (847) 272‐8800. 

Window & Door Manufacturers Association, 1400 East 
Touhy Avenue, Suite 470, Des Plaines, IL 60018;  
(800) 223‐2301. 
 

More information regarding the standards in this reference 

can be obtained from the following sources: 

Environmental Protection Agency, 401 M Street, NW, 
Washington, DC 20006; (202) 554‐1080. National Institute 
of Standards and Technology, U.S. 

Department of Commerce, Gaithersburg, MD 20899;  
(301) 975‐2000. 

Weatherization Assistance Program, Office of Building 
Technology Assistance, Energy Efficiency and Renewable 
Energy, 1000  Independence Avenue, SW, EE‐42, 
Washington, DC 20585‐0121; (202) 586‐4074. 
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THERMAL INSULATING M ATERIALS FOR BUILDING 
ELEMENTS INCLUDING W ALLS, FLOORS, 

CEILINGS, ATTICS, AND ROOFS  
[standards for conformance] 

Insulation—mineral fiber: 

Blanket insulation ASTM1 C665-98. 

Roof insulation board ASTM C726-00a.

Loose-fill insulation ASTM C764-99.

Insulation—mineral cellular: 

Vermiculite loose-fill insulation ASTM C516-80 
(1996) e1.

Perlite loose-fill insulation ASTM C549-
81(1995) e1. 

Cellular glass insulation block ASTM C552-00.

Perlite insulation board ASTM C728-97.

Insulation–organic fiber: 

Cellulosic fiber insulating board ASTM C208-95

Cellulose loose-fill insulation ASTM C739-00

Cellulose wet-spray insulation ASTM C1149-97. 

Insulation–organic cellular: 

Preformed block-type polystyrene insulation ASTM C578-95 

Rigid preformed polyurethane insulation 
board 

ASTM C591-00. 

Polyurethane or polyisocyanurate insulation 
board face with aluminum foil on both sides 

FS2 HH-I-
1972/1(1981). 

Polyurethane or polyisocyanurate insulation 
board face with felt on both sides 

FS HH-I-1972/2 
(1981) and 
Amendment1, 
October 3, 1985). 

Insulation–composite boards: 

Mineral fiber insulation board ASTM C726-00a. 

Perlite board ASTM C728-97. 

Gypsum board and polyurethane or 
polyisocyanurate composite board 

FS HH-I-
1972/4(1981). 

Materials used as a patch to reduce 
infiltration through the building envelope. 

Commercially 
available. 

1 ASTM indicates American Society for Testing and Materials. 
2

 
FS indicates Federal Specifications. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

THERMAL INSULATING M ATERIALS FOR PIPES, 
DUCTS, AND EQUIPMENT SUCH AS:  BOILERS AND 

FURNACES  
[standards for conformance] 

Insulation—mineral fiber: 

Preformed pipe insulation ASTM1 C547-00. 

Blanket and felt insulation (industrial type) ASTM C553-00.

Blanket insulation and blanket type pipe 
insulation (metal-mesh covered, industrial 
type) 

ASTM C592-00. 

Block and board insulation ASTM C612-00.

Spray applied mineral fiber thermal and 
sound absorbing insulation 

ASTM C1014-99ae1. 

High-temperature fiber blanket insulation ASTM C892-00 

Duct work insulation ASTM C1290-00. 

Insulation–mineral cellular: 

Calcium silicate block and pipe insulation ASTM C533-95. 

Cellular glass insulation   ASTM C552-00. 

Expanded perlite block and pipe insulation ASTM C610-99. 

Insulation–organic cellular: 

Preformed flexible elastomeric cellular 
insulation in sheet and tubular form 

ASTM C534-99. 

Unfaced preformed rigid cellular 
polyurethane insulation 

ASTM C591-00. 

Insulation skirting Commercially 
available. 

1 ASTM indicates American Society for Testing and Materials. 

 

 

FIRE SAFETY REQUIREMENTS FOR INSULATING 

MATERIALS ACCORDING TO INSULATION USE 
[standards for conformance] 

Attic floor 

Insulation materials intended for exposed use in 
attic floors shall be capable of meeting the same 
smoldering combustion requirements given for 
cellulose insulation in ASTM1 C739-00. 

Enclosed space 

Insulation materials intended for use within 
enclosed stud or joist spaces shall be capable 
of meeting the same smoldering combustion 
requirements given for cellulose insulation in 
ASTM C739-00. 

Exposed interior 
walls and ceilings 

Insulation materials, including those with 
combustible facings, which remain exposed and 
serve as wall or ceiling interior finish, shall have 
a flame spread classification not to exceed 150 
(per ASTM E84- 00a). 

Exterior envelope 
walls and roofs 

Exterior envelope walls and roof containing 
thermal insulation shall meet applicable local 
government building code requirements for the 
complete wall or roof assembly. 

Pipes, ducts, and 
equipment 

Insulation materials intended for use on pipes, 
ducts, and equipment shall be capable of 
meeting a flame spread classification not to 
exceed 150 (per ASTM E84-00a). 

1 ASTM indicates American Society for Testing and Materials. 
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STORM WINDOWS 
[standards for conformance] 

Storm windows: 

All storm windows 
AAMA/NWWDA 1 
101/I.S.2-97. 

Aluminum frame storm windows AAMA2 1002.10-93. 

Rigid vinyl frame storm windows ASTM3 D4726-00. 

Frameless plastic glazing storm windows 

Required minimum 
thickness for glazing 
is 6 mil (0.006 
inches). 

Movable insulation systems for windows 
Commercially 
available. 

1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 AAMA indicates American Architectural Manufacturers Association. 
3 ASTM indicates American Society for Testing and Materials. 

 

REPLACEMENT WINDOWS 
[standards for conformance] 

Replacement windows: 

All windows 
AAMA/NWWDA 1

101/I.S. 2-97. 

Steel frame windows 

Steel Window 
Institute 
recommended 
specifications for 
steel windows, 1990. 

Rigid vinyl frame windows ASTM2 D4726-00. 
1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 ASTM indicates American Society for Testing and Materials. 

 

CAULKS AND SEALANT 
[standards for conformance] 

Caulks and sealants: 

Glazing compounds for metal sash ASTM1 C669-00. 

Oil and resin-based caulks ASTM C570-00. 

Acrylic (solvent types) sealants ASTM C920-98e1.

Butyl rubber sealants 
FS2 Commercial 
Item Description  
A-A-272 (6/7/95). 

Chloro-sulfonated polyethylene sealants ASTM C920-98e1. 

Latex sealing compounds ASTM C834-00e1. 

Elastomeric joint sealants (normally 
considered to include polysulfide, 
polyurethane, and silicone) 

ASTM C920-98e1. 

Preformed gaskets and sealing materials ASTM C509-00. 

Duct sealing mastic 

UL3 181A-M, Second 
Edition, 1994 and UL 
181B-M, First 
Edition, 1995. 

1 ASTM indicates American Society for Testing and Materials. 
2 FS indicates Federal Specifications. 
3 UL indicates Underwriters Laboratories. 

 
 

 

STORM DOORS 
[standards for conformance] 

Storm doors: 

All storm (glass) doors 
AAMA/NWWDA 1

101/I.S. 2-97. 

Aluminum frame storm doors AAMA2 1102.7-89. 

Sliding glass storm doors AAMA 1002.10-93.  

Rigid vinyl storm doors 
ASTM3 D3678-97 
and D4726-00. 

Vestibules:  

Materials to construct vestibules 
Commercially 
available. 

1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 AAMA indicates American Architectural Manufacturers Association. 
3 ASTM indicates American Society for Testing and Materials. 

 

REPLACEMENT DOORS 
[standards for conformance] 

Replacement doors: 

All replacement doors 
AAMA/NWWDA 1 
101/I.S. 2-97. 

Steel doors ANSI2 A250.8-98. 

Wood doors: 

Flush doors 

ANSI/NWW DA3 I.S. 
1-97 Amendment, 
exterior door 
provisions). 

Stile and rail doors NWWDA 4 I.S. 6-97. 
1 AAMA/NWWDA indicates American Architectural Manufacturers 
Association/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
2 ANSI indicates American National Standards Institute. 
3 ANSI/NWWDA indicates American National Standards 
Institute/National Wood Window & Door Association (now the 
Window & Door Manufacturers Association). 
4 NWWDA indicates National Wood Window & Door Association (now 
the Window & Door Manufacturers Association). 

 

WEATHERSTRIPPING 
[standards for conformance] 

Weatherstripping 
Commercially 
available. 

Vapor retarders 

Selected according 
to the provisions 
cited in ASTM1C755-
97. Permeance not 
greater than 1 perm 
when determined 
according to the 
desiccant method 
described in ASTM 
E96-00. 

Items to improve attic ventilation 
Commercially 
available.

1 ASTM indicates American Society for Testing and Materials. 

 
 



CSD MULTI‐FAMILY (TREAT) ENERGY AUDIT PROTOCOL 

CSD Multi‐Family (TREAT) Energy Audit Protocol     Field Guide, Appendix F 
Effective 10/1/17    Page 20 

 

HEAT EXCHANGERS 
[standards for conformance] 

Heat exchangers:  
water-to-water and steam-to-water 

ASME1 Boiler and 
Pressure Vessel 
Code, 1998, Sections 
II, V, VIII, I X, and X, 
as applicable to 
pressure vessels. 
Standards of Tubular 
Exchanger 
Manufacturers 
Association, Eighth 
Edition, 1999. 

Heat exchangers with gas-fired appliances2 

ANSI/UL3 462, Ninth 
gas-fired appliances2 
Edition, approved by 
ANSI February 28, 
1997. 

1 ASME indicates American Society for Mechanical Engineers. 
2 The heat reclaimer is for installation in a section of the vent connector 
from appliances equipped with draft hoods or appliances equipped with 
powered burners or induced draft and not equipped with a draft hood. 
3 ANSI/UL indicates American National Standards 
Institute/Underwriters Laboratories. 

 

BOILER/FURNACE CONTROL SYSTEMS 
[standards for conformance] 

Automatic set back thermostats 

Listed by UL1. 
Conformance to 
NEMA2 DC3-1989 
(R1996). 

Line voltage or low voltage room 
thermostats 

Listed by UL. 
Conformance to 
NEMA DC3-1989 
(R1996). 

Clock thermostats 

Listed by UL. 
Conformance to 
NEMA DC3-1989 
(R1996). 

Automatic gas ignition systems 
ANSI3 Z21.21-2000. 
AGA4 Laboratories 
Certification Seal. 

Energy management systems Listed by UL. 

Hydronic boiler controls Listed by UL. 

Other boiler controls Listed by UL. 

1 UL indicates Underwriters Laboratories. 
2 NEMA indicates National Electrical Manufacturers Association. 
3 ANSI indicates American National Standards Institute. 
4 AGA indicates American Gas Association. 

 
 

 

BOILER REPAIR AND MODIFICATIONS/ EFFICIENCY 
IMPROVEMENTS 

[standards for conformance] 

Install gas conversation burners 

ANSI1 Z21.8-1994 
(for gas- or oil-fired 
systems), ANSI 
Z21.17-1998, and 
ANSI Z223.1-1999 
(same as NFPA 
54-1999). AGA2 
Laboratories 
Certification Seal. 

Replace oil burner 
UL3 296, Ninth 
Edition, 1994 and 
NFPA 31-2001. 

Install burners (oil/gas) 

ANSI Z223.1-1999 
for gas equipment 
and NFPA4 31-2001 
for oil equipment. 

Re-adjust boiler water temperature or install 
automatic boiler temperature reset control 

ASME5 CSD-1-1998, 
ANSI Z223.1-1999, 
and NFPA 31-2001. 

Replace/modify boilers 

ASME Boiler and 
Pressure Vessel 
Code, 1998, Section 
II, IV, V, V I, VIII, IX, 
and X. Boilers must 
be Hydronics 
Institute Division of 
GAMA equipment. 

Clean heat exchanger, adjust burner air 
shutter(s), check smoke number on oil-
fueled equipment. Check operation of 
pump(s) and replacement filters. 

Per manufacturers’ 
instructions 

Replace combustion chambers. 
Refractory linings 
may be required for 
conversions. 

Replace heat exchangers, tubes 

Protection from flame 
contact with 
conversion burners 
by refractory shield. 

Install/replace thermostatic radiator valves 

Commercially 
available. One-pipe 
steam systems 
required air vents on 
each radiator; see 
manufacturers’ 
requirements. 

Install boiler duty cycle control system 

Commercially 
available. 
ANSI/NFPA 70-1999 
(same as IEEE 
National Electrical 
Code) and local 
electrical code 
provisions for wiring. 

1 ANSI indicates American National Standards Institute. 
2 AGA indicates American Gas Association. 
3 UL indicates Underwriters Laboratories. 
4 NFPA indicates National Fire Prevention Association. 
5 ASME indicates American Society for Mechanical Engineers. 
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WATER HEATER MODIFICATIONS 
[standards for conformance] 

Insulate tank and distribution piping 
(See insulation section of 
this appendix.) 

Install heat traps on inlet and outlet 
piping 

Applicable local plumbing 
code. 

Install/replace water heater heating 
elements 

Listed by UL1. 

Electric, freeze-prevention tape for 
pipes 

Listed by UL. 

Install stack damper, gas-fueled 

ANSI2 Z21.66-1996, 
including Exhibits A & B, 
and ANSI Z223.1-1999 
(same as NFPA3 54-1999). 

Install stack damper, oil-fueled 

UL 17, Third Edition, 1994, 
NFPA 31-2001, NFPA 
211-2000 (same as ANSI 
A52.1), and ANSI/ NFPA 
70-1999 (same as IEEE4 
National Electrical Code). 

Install water flow modifiers Commercially available. 

1 UL indicates Underwriters Laboratories. 
2 ANSI indicates American National Standards Institute. 
3 NFPA indicates National Fire Prevention Association. 
4 IEEE indicates Institute of Electrical and Electronics Engineers. 

 

REPLACEMENT WATER HEATERS 
[standards for conformance] 

Electric water heaters: 

Electric (resistance) water heaters 10 CFR1 430 and UL3 174. 

Heat pump water heaters 

UL 1995, Second Edition, 
1995. Electrical 
components to be listed by 
UL. 

Gas water heaters: 

Rated ≤75 kBtu/hr 
10 CFR 430 and ANSI4 
Z21.10.1-1998. 

Rated ≥75kBtu/hr ANSI Z21.10.3-1998. 

Oil water heaters: 

All UL 732, Fifth Edition, 1995. 

1 CFR indicates Code of Federal Regulations. 
2 UL indicates Underwriters Laboratories. 
3 ANSI indicates American National Standards Institute. 

 

SOLAR WATER HEATING SYSTEMS 
[standards for conformance] 

Solar water heating certified systems, 
including: 300, forced circulation, integral 
collector storage, thermos-syphon, and self- 
pumping systems 

System must be per 
SRCC1 OG July 16, 
1998. 

1 SRCC indicates Solar Rating and Certification Corporation. 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

WASTE HEAT RECOVERY DEVICES 
[standards for conformance] 

Desuperheater/ water heaters 
ARI1 470-1995 and 
1995, Second 
Edition, 1995. 

Condensing heat exchangers installed 

Commercially 
available 
components per 
manufacturers’ 
specifications. NFPA2 

211-2000 (same as 
ANSI A52.1) may 
apply in certain 
instances. See also 
the Heat Exchangers 
section of this 
appendix. 

Heat pump water heating heat recovery 
systems 

UL 1995, Second 
Edition, 1995. 
Electrical 
components to be 
listed by UL. 

Energy recovery equipment 

Energy Systems 
Analysis and 
Management, 1997 
(SMACNA3). 

1 ARI indicates Air Conditioning and Refrigeration Institute. 
2 NFPA indicates National Fire Prevention Association. 
3 SMACNA denotes Sheet Metal and Air Conditioning Contractors’ 
National Association. 

 

REPLACEMENT FURNACES, BOILERS, AND WOOD 
STOVES 

[standards for conformance] 

Chimneys, fireplaces, vents, and solid-fuel 
burning appliances 

NFPA1 211-2000 
(same as ANSI2 
A52.1). 

Gas-fired furnaces 

ANSI Z21.47-1998 
and ANSI Z223.1-
1999 (same as NFPA 
54-1999). 

Oil-fired furnaces 
UL3 727, Eighth 
Edition, 1994 and 
NFPA 31-2001. 

Liquid petroleum gas storage NFPA 58-2001. 

Ventilation fans, including: electric attic, 
ceiling, and whole-house fan types. 

UL 507, Ninth 
Edition, 1999. 

1 NFPA indicates National Fire Prevention Association. 
2 ANSI indicates American National Standards Institute. 
3 UL indicates Underwriters Laboratories. 
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HEATING AND COOLING SYSTEM REPAIRS AND 
TUNE-UPS/EFFICIENCY IMPROVEMENTS 

[standards for conformance] 

Install duct insulation 
ASTM1 C612-00 (see 
insulation sections of this 
appendix). 

Reduce input of burner; de-rate gas-
fueled equipment 

Local utility company and 
procedures if applicable for 
gas-fueled furnaces and 
ANSI2 Z223.1-1999 (same 
as NFPA3 54-1999) 
including Appendix H. 

Repair/replace oil-fired equipment NFPA 31-2001. 

Replace combustion chamber in oil-
fired furnaces or boilers 

NFPA 31-2001. 

Clean heat exchanger and adjust 
burner; adjust air shutter and check 
CO2 and stack temperature. Clean or 
replace air filter on forced air furnace. 

ANSI Z223.1-1999 (same 
as NFPA 54-1999) 
including Appendix H. 

Install vent dampers for gas-fueled 
heating systems. 

Applicable sections of 
ANSI Z223.1-1999 (same 
as NFPA 54-1999) 
including Appendix H, I, J, 
and K. ANSI Z21.66-1996 
and Exhibits A&B for 
electrically operated 
dampers. 

Install vent dampers for oil-fueled 
heating systems. 

Applicable sections of 
NFPA 31-2001 for 
installation and in 
conformance with UL4 17, 
Third Edition, 1994. 

Reduce excess combustion air: 

A. Reduce vent connector size of 
gas-fueled appliances 

ANSI Z223.1-1999 (same 
as NFPA 54-1999) part 9 
and Appendices G & H. 

B. Adjust barometric draft regulator 
for oil fuels 

NFPA 31-2001 and per 
furnace and boiler 
manufacturers’ 
instructions. 

Replace constant burning pilot with 
electric ignition device on gas-fueled 
furnaces or boilers. 

ANSI Z21.71-1993. 

Readjust fan switch on forced air gas- 
or oil-fueled furnaces. 

Applicable sections and 
Appendix H of ANSI 
Z223.1-1999 (same as 
NFPA 54-1999) for gas 
furnaces and NFPA 31-
2001 for oil furnaces. 

Replace burners. 
See “Install burners” 
(oil/gas). 

Install/replace duct furnaces (gas). 
ANSI Z223.1-1999 (same 
as NFPA 54- 1999). 

Install/replace heat pumps. 
ARI5 210/240-1994. UL 
1995, Second Edition, 
1995. 

Replace air diffusers, intakes, 
registers, and grilles. 

Commercially available. 

Install/replace warm air heating metal 
ducts 

UL 181, Ninth Edition 
1996, including UL 181A, 
Second Edition 1994 and 
181B, First Edition, 1995. 

Filter alarm units Commercially available. 
1 ASTM indicates American Society for Testing and Materials. 
2 ANSI indicates American National Standards Institute. 
3 NFPA indicates National Fire Prevention Association. 
4 UL indicates Underwriters Laboratories. 
5 ARI indicates Air Conditioning and Refrigeration Institute. 

 
 
 
 

AIR CONDITIONERS AND COOLING EQUIPMENT 
[standards for conformance] 

Air conditioners: 

Central air conditioners ARI1 210/240-1994. 

Room-size units 
ANSI/AHAM2 RAC 
1-1992. 

Other cooling equipment: 

Includes evaporative coolers, heat pumps, 
and other equipment 

UL3 1995, Second 
Edition, 1995. 

1 ARI indicates Air Conditioning and Refrigeration Institute. 
2 ANSI/AHAM indicates American National Standards Institute/ 
Association of Home Appliance Manufacturers. 
3 UL indicates Underwriters Laboratories. 

 

SCREENS, WINDOW FILM, AND REFLECTIVE 
MATERIALS 

[standards for conformance] 

Insect screens. Commercially 
available. Window films. 

Shade Screens: 

A. Fiberglass shade screens Commercially 
available. B. Polyester shade screens 

Rigid Awnings: 

A. Wood rigid awnings Commercially 
available. B. Metal rigid awnings 

Louver Systems: 

A. Wood louver awnings Commercially 
available. B. Metal louver awnings 

Industrial-grade white paint used as a heat- 
reflective measure on roofs, awnings, 
window louvers, doors, and exterior duct 
work (exposed). 

Commercially 
available. 

No footnotes. 
 

REFRIGERATORS 
[standards for conformance] 

Refrigerators/freezers (does not include 
freezer-only units) 

UL1 250. Replaced 
units must be 
disposed of properly 
per Clean Air Act 
1990, Section 608, 
as amended by 40 
CFR2 82, May 14, 
1993. 

1 UL indicates Underwriters Laboratories. 
2 CFR indicates Code of Federal Regulations. 

 

FLUORESCENT LAMPS AND FIXTURES 
[standards for conformance] 

Compact fluorescent lamps 

ANSI/UL1 542, 
Seventh Edition, 
February 6, 1997 and 
UL 1993, First 
Edition, 1993. 

Fluorescent lighting fixtures 
UL 1570, Fourth 
Edition, 1995. 

1 ANSI/UL indicates American National Standards Institute/ 
Underwriters Laboratories. 
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ATTACHMENT C:  Energy Audit Report Requirements 

This format is provided as a suggested template to aid in energy audit report generation and identifies 
the scope and level of detail that is to be included in all reports. In many cases an energy audit will have 
applications in other programs with different requirements than those of CSD’s weatherization 
programs. It is not CSD’s intention to create extra work by requiring that an energy audit omit 
information pertinent to other programs. Programmatic concerns not addressed in the energy audit may 
be addressed in an addendum to the report that summarizes the relevant results of the energy audit 
with regard to the programmatic conditions of CSD’s weatherization programs. This information shall be 
submitted to CSD as part of the submittal package, but is not necessarily part of an energy audit report 
prepared by an energy consultant.  

 

ENERGY AUDIT REPORT FORMAT 

Section 1: Executive Summary 

The purpose of the executive summary is to summarize the main points of the project. When possible, 
labeled tables and graphs should be used to present data. 

1) General Overview 
a) Project Description 

i) Location, building configurations 
ii) Building sizes, # units and common areas description, utilities, energy cost 

summaries 
iii) Statement of eligibility to verify eligibility of the property 

(1) Income Eligibility Criteria 
a. Property appears on HUD/DOE or USDA/DOE eligibility list2 or;  
b. At least 66% of the units in the building are income qualified 

(2) Accrual of benefits  
a. Measures will result in reduction of tenants’ energy costs or; 
b. Demonstrated benefit to tenant as outlined in “Weatherization Program 

Notice 16‐5” 2 if tenant energy cost not directly paid by tenant 
(3) Maximum Allowable Benefit for Property 

a. Identification of maximum allowable benefit for property based on 
number of eligible units per‐unit funding limit 

iv) Summary of site visit (dates, interviews, project team) 
b) Description of any special analysis or conditions 
c) Historical energy use summary 
d) Recommended measures summary 

i) Name of measure 
ii) Cost of measure 
iii) Recommended improvement package documentation arranged in descending order 

of SIR 
(1) Total Cost 
(2) Total SIR 
(3) Total CSD Weatherization Program Contribution 
(4) Total Owner Contribution 
(5) Total Contribution of non‐federal funds used to raise SIR 
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e) Measures evaluated but not recommended 
i) Description 
ii) Cost  
iii) SIR 
iv) Documentation of non‐feasibility (already installed, not feasible, etc.) 

f) Total and measure specific projected energy use summary after proposed measure 
package implementation 

Section 2: Existing Conditions 

The narrative section of the report should guide the reviewer through the steps taken to conduct the 
energy audit and analysis. When applicable, labeled photos shall be included in the appropriate sections.  

1) Existing Building Conditions 
a) Site layout 
b) Number of units 
c) Occupancy 
d) Building construction types 
e) Number of stories 
f) Year built 
g) Total building area identified by use (residential community/common, commercial) 
h) History of previous retrofits or rehabs 
i) Other significant building features 
j) Photos as needed to document existing building conditions. 

2) Existing Building Components and Energy Systems 
a) Building Envelope 

i) Wall construction and insulation 
ii) Roof construction and insulation 
iii) Types of windows found on each face of building 
iv) Photos, as relevant 

b) Common Area Lighting 
i) Fixture type  
ii) Lamp and ballast type 
iii) # of lamps/fixture 
iv) Fixture wattage 
v) # of fixtures 
vi) Spaces served 
vii) Lighting control 
viii) Annual/daily hours used 
ix) Photos as relevant 

c) Common Area Lighting 
i) Fixture type  
ii) Lamp and ballast type 
iii) Quantity of lamps/fixtures 
iv) Fixture wattage 
v) # of fixtures 
vi) Spaces served 
vii) Lighting control 
viii) Annual/daily hours used 
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ix) Photos, as relevant 
d) Water Fixtures 

i) Common Area Fixtures 
(1) List all fixtures using hot water (common lavatories, laundry, kitchen, etc.) 
(2) Water usage for each fixture, as relevant 
(3) Code requirements for each fixture 
(4) Photos, as relevant 

ii) Unit Fixtures 
(1) List all fixtures using hot water (lavatory, laundry, kitchen) 
(2) Water usage for each fixture, as relevant 
(3) Code requirements for each fixture 
(4) Photos as relevant 

e) HVAC Systems 
i) Heating System Description 

(1) Make, model, age, capacity and measured characteristics of all heating equipment 
(2) Characterization of distribution system 
(3) Photos of relevant equipment 

ii) Cooling System Description 
(1) Make, model, age, capacity and measured characteristics of all cooling equipment 
(2) Characterization of distribution system 
(3) Photos of relevant equipment 

iii) Water Heating Description 
(1) Make, model, age, capacity, and measured characteristics of all water heating 

equipment 
(2) Characterization of distribution system 
(3) Photos of relevant equipment 

f) Forced Ventilation Systems 
(1) Make, model, age, capacity, and measured characteristics of all heating equipment 
(2) Ability of ventilation system to provide adequate ventilation 
(3) Photos of relevant equipment 

g) Annual Utility Bill Breakdown 
(1) Monthly utilities breakdown for all applicable fuels 

Section 3: Evaluated Measures 

1) Recommended Energy Efficiency Measures 
a) Short narrative of each recommended energy efficiency measure should include all replacement 

measure parameters. 
b) Recommended replacement specifications 
c) Installed cost summary of measure 
d) Projected annual monetary savings 
e) SIR  

2) Energy Efficiency Measures Not Recommended 
a) Short narrative of each measured investigated and reasons why it is not recommended. 

3) Recommended Health and Safety Measures 
a) Short narrative of recommended health and safety measures including description, frequency, 

and cost. 
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Section 4: Cost Benefit Analysis  

1) Table of all reviewed measures in order of decreasing SIR. 
a) Baseline measure description 
b) Improvement measure description 
c) Total cost of measure 
d) Portion of non‐federal buy down funds for each measure 
e) Baseline measure fuel usage 
f) Fuel usage of proposed measure 
g) Measure savings 
h) Measure EUL 
i) Measure SIR 

2) Package Cost Analysis  
a) Total cost of Package 
b) Portion of non‐federal buy down funds for each measure 
c) Baseline Package fuel usage 
d) Fuel usage of proposed Package 
e) Package SIR 

Section 5: Analysis  

1) Analysis Overview  
a) Overview of energy simulation tool(s) used and order of operations. 
b) Summary of the approach, and detailed calculations, used in any exceptional calculations. 
c) True up of base model energy consumption to measured usage. 

2) Utility Analysis and End Use Breakdown  
a) Describe the applicable end uses for each type of fuel at the project and show a breakdown of 

the annual energy usage and energy cost by fuel type. The Auditor shall:  
i) Graph energy usage for each fuel type for a minimum of 12 months. 
ii) Review the utility rate structure to determine if it seems appropriate for the project. 
iii) Make a recommendation for further investigation if the Auditor finds that the rate structure 

does not match the utility data.  

3) Source of Information  
a) Briefly describe all sources of information used to inform the analysis, including:  

i) Source and scope of utility billing data supplied to the Auditor including the data source, the 
duration in months that the data covers, and whether the Auditor received copies of the 
actual utility bills or electronic interval data. 

ii) Construction cost information used in economic analysis. 
iii) Whether building plans or site verified data were used in the analysis. 
iv) Any discrepancies between plans and verified conditions. 
v) Utility rate and schedules. 
vi) Source of deemed energy savings. 

4) Energy Model Inputs and Assumptions  
a) State any assumptions used when analyzing energy and water utility data. Reference the  

CSD 696 Multi‐Family Energy Audit Bid Request Form as well as the building simulation 
program input file.  
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5) Full Documentation Energy Model Inputs and Outputs 
a) TREAT Reports 

i) Actual Model to Billing Report 
ii) Base Building Data Report 
iii) Model Energy Comparison Report 
iv) Base Load Reports 

(1) Base Building 
(2) Recommended Package  

v) Improvement Package Report 

Section 6: Qualifications and Certifications  

1) Names and qualifications (as applicable) of parties responsible for following: 
a. Project Management 
b. Energy Auditing and Analysis 
c. Building Assessment (if different from Auditing team) 
d. Construction Cost Estimating (if different from above) 

Section 7: Representation  

Include a representation from an officer or owner of the firm conducting the Audit that the Audit meets 
the [Program Name] Audit Specifications without exception and that the final Audit Report has been 
reviewed for quality assurance purposes by a principal or officer of the firm.
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ATTACHMENT D:  Blended Rate Schedule 

CSD has established a prescriptive Utility Rate Schedule for use in multi‐family energy audits using 
TREAT. Latest available historic data (to 2015) serves as the basis for determination of a utility‐wide 
blended rate for use in the weatherization program cost effectiveness calculations. The blended rate is 
based on the most recent utility wide average annual residential rate for each utility. Table 1 shows the 
blended electric rate and Table 2 shows the blended gas rate. For clients not serviced by the utilities 
listed in below, the blended rate is the most recent Energy Information Administration (EIA) Published 
statewide average rate. Benefits of a blended rate schedule include:  

 Single, utility‐wide, blended rate simplifies analysis.  

 Blended rates are based on statewide and utility‐wide averages. These blended rates are 20‐50% 
higher than the low‐income rate schedules commonly encountered in weatherization. This will allow 
more measures to meet SIR requirements when an energy audit is performed. 

Choosing Electric and Natural Gas Rates 

As shown in Tables 1 and 2 below, specific blended rates are defined for the larger utilities in California. 
For the many smaller utilities not specifically listed in the tables, a statewide average rate is used.  

Table 1 below shows the blended electric rate to be used for the major electric utilities in California. To 
determine which electric rate should be used for a weatherization client, look at the client’s bill to 
determine the utility company. Look up the rate defined for the company in Table1. If the company is 
not explicitly identified in Table 2, use the “All Other Utilities” value. 

Table 1: Blended Electric Rate by Utility 

Utility  Average Residential Rate 

PG&E $        0.180

SCE $        0.165

SDG&E $        0.208

LADWP $        0.154

SMUD $        0.135

Burbank MUD $        0.158

Glendale Water and Power $        0.188

Pasadena Water and Power $        0.179

Imperial Irrigation District $        0.132

All Other Utilities  $        0.159 

 

Table 2 below shows the blended gas rate to be used for the major gas utilities in California. 

Table 2: Blended Natural Gas Rate by Utility 

Utility 
Blended Rate 

($/therm) 

PG&E $                1.04

SCG $                0.84

SDGE  $                1.08

All Other $                1.10
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To determine which natural gas rate should be used for a weatherization client, look at the client’s bill to 
determine the natural gas utility company. Look up the rate defined for the company in Table 2. If the 
company is not explicitly identified in Table 2, use the “All Other Utilities” value. 

For all other fuel types such as wood, propane, fuel oil and others, continue to estimate the fuel cost 
based on actual available billing data. 
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ATTACHMENT E:  Max Allowable Estimated Useful Life of Common Measures 

The EULs in this section are suggested maximum useful lives of measures. If these values are exceeded, 
justification should be provided and is subject to review. In the event a product is used with a shorter 
useful life than published below the actual useful life should be reported and used in SIR calculations.  

GENERAL EARS LINE ITEMS 
SUB‐CATEGORY FOR DOCUMENTATION PURPOSES 
(CLASSIFIED INTO GENERAL EARS LINE ITEMS) 

EUL 

ALARMS  CARBON MONOXIDE ALARMS  N/A 

ALARMS 
CARBON MONOXIDE CONTROLS IN ATTACHED PARKING 
GARAGE 

11 

ALARMS  SMOKE ALARMS  N/A 

AUDIT  AUDIT  N/A 

COOL ROOF  COOL ROOF  15 

COOLING REPAIRS/REPLACEMENTS  AIR CONDITIONER (WINDOW/WALL)—ENERGY STAR®  14 

COOLING REPAIRS/REPLACEMENTS  AIR CONDITIONERS/HEAT PUMPS (SPLIT AND UNITARY)  15 

COOLING REPAIRS/REPLACEMENTS  CLEAN CONDENSER COILS  3 

COOLING REPAIRS/REPLACEMENTS  COOLING TOWER FOR PACKAGED SYSTEM  15 

COOLING REPAIRS/REPLACEMENTS  EVAPORATIVE COOLER  15 

COOLING REPAIRS/REPLACEMENTS 
HIGH EFFICIENCY AIR CONDITIONER (PACKAGE AND SPLIT 
SYSTEMS) 

19 

COOLING REPAIRS/REPLACEMENTS  HIGH EFFICIENCY CHILLERS  20 

COOLING REPAIRS/REPLACEMENTS  REFRIGERANT CHARGE  10 

DOOR REPAIR/REPLACEMENT  DOOR AND SLIDING GLASS DOOR REPAIR/REPLACEMENT  15 

DUCT REPAIR/REPLACEMENT  DUCT SEALING  18 

DUCT REPAIR/REPLACEMENT  DUCT SEALING—SINGLE ZONE PACKAGE SYSTEM  15 

GLASS REPLACEMENT  GLASS REPLACEMENT  20 

HEATING REPAIR/REPLACEMENTS  CONTROLLED FAU SYSTEMS  15 

HEATING REPAIR/REPLACEMENTS  FLOOR FURNACE  18 

HEATING REPAIR/REPLACEMENTS  HIGH EFFICIENCY BOILER  20 

HEATING REPAIR/REPLACEMENTS  HIGH EFFICIENCY FURNACE  19 

HEATING REPAIR/REPLACEMENTS  HIGH EFFICIENCY HEAT PUMP  19 

HEATING REPAIR/REPLACEMENTS  WALL HEATERS  15 

HOT WATER FLOW RESTRICTORS  FAUCET AERATORS  9 

HOT WATER FLOW RESTRICTORS  LOW‐FLOW SHOWERHEAD  10 

HVAC CONTROLS  CIRCULATION PUMP TIME CLOCK RETROFIT  15 
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GENERAL EARS LINE ITEMS 
SUB‐CATEGORY FOR DOCUMENTATION PURPOSES 
(CLASSIFIED INTO GENERAL EARS LINE ITEMS) 

EUL 

HVAC CONTROLS  HVAC CONTROLS  16 

INFILTRATION REDUCTION  WEATHER‐STRIPPING  11 

INFILTRATION REDUCTION 
AIR SEALING (MAY INCLUDE, BUT IS NOT LIMITED TO, 
THERMAL BYPASSES, FIREPLACE DAMPER 

REPAIR/REPLACEMENT, ENVELOPE REPAIRS, ETC.) 
11 

INSULATION  APPLIANCE—PIPE INSULATION—ELECTRIC WATER HEATER  13 

INSULATION  APPLIANCE—PIPE INSULATION—GAS WATER HEATER  13 

INSULATION  APPLIANCE—WATER HEATER TANK BLANKET (INSULATION)  7 

INSULATION  BUILDING 0151FLOOR INSULATION  30 

INSULATION 
BUILDING 0151ROOF/CEILING INSULATION (INCLUDES ATTIC 
VENTILATION, IF NEEDED) 

30 

INSULATION  BUILDING—WALL INSULATION  30 

INSULATION  PIPE/DUCT—DUCT INSULATION MATERIAL  10 

INSULATION  PIPE/DUCT—INSULATION FOR BARE SUCTION LINES  11 

LIGHTING 
LIGHTING CONTROLS (TIMERS, PHOTO SENSORS, OCCUPANCY 

SENSORS) 
11 

LIGHTING—INDOOR  CFL FIXTURES  16 

LIGHTING—INDOOR  CFL LAMPS  6 

LIGHTING—INDOOR  LED EXIT SIGNS  10 

LIGHTING—INDOOR  LINEAR FLUORESCENTS—MF COMMON AREA  10 

LIGHTING—INDOOR 
OTHER FORMS OF COST‐EFFECTIVE, NON‐FLUORESCENT 
INDOOR LIGHTING 

10 

LIGHTING—OUTDOOR  CFL FIXTURES  16 

LIGHTING—OUTDOOR  CFL LAMPS  4 

LIGHTING—OUTDOOR  HID LIGHTING  16 

LIGHTING—OUTDOOR  HID LIGHTING—HIGH‐PRESSURE SODIUM  16 

LIGHTING—OUTDOOR  HID LIGHTING—METAL HALIDE  16 

LIGHTING—OUTDOOR  HID LIGHTING (T‐5)  11 

MECHANICAL VENTILATION  CONSTANT AIRFLOW REGULATOR  10 

MECHANICAL VENTILATION  KITCHEN EXHAUST REGULATOR  10 

MECHANICAL VENTILATION  MECHANICAL VENTILATION (IN‐UNIT OR CENTRAL)  10 

MECHANICAL VENTILATION  VENTILATION MOTOR CONTROLS  11 

MOTOR  NEMA PREMIUM‐EFFICIENCY MOTORS  15 
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GENERAL EARS LINE ITEMS 
SUB‐CATEGORY FOR DOCUMENTATION PURPOSES 
(CLASSIFIED INTO GENERAL EARS LINE ITEMS) 

EUL 

MOTOR  VARIABLE FREQUENCY DRIVE MOTORS  10 

MOTOR  WATER LOOP PUMPS  13 

SHADE SCREENS  SHADE SCREENS/ SUN SCREENS  10 

THERMAL SHUTTERS  THERMAL SHUTTERS  10 

THERMOSTATS  PROGRAMMABLE THERMOSTAT  15 

THERMOSTATS  SETBACK PROGRAMMABLE THERMOSTATS  15 

THERMOSTATS  TIME CLOCKS (HEATING/COOLING)  11 

WATER HEATER 

REPAIR/REPLACEMENTS 
HEAT PUMP WATER HEATER  10 

WATER HEATER 

REPAIR/REPLACEMENTS 
HIGH‐EFFICIENCY CENTRAL WATER HEATER  15 

WATER HEATER 

REPAIR/REPLACEMENTS 
HIGH‐EFFICIENCY ELECTRIC WATER HEATER  15 

WATER HEATER 

REPAIR/REPLACEMENTS 
HIGH‐EFFICIENCY GAS WATER HEATER  13 

WATER HEATER 

REPAIR/REPLACEMENTS 
INSTANTANEOUS (TANKLESS) WATER HEATER  20 

WATER HEATER TIMERS  WATER HEATER TIMERS (NEW OR REPLACEMENT)  8 

WATER HEATING 

REPAIR/REPLACEMENT 
COLD WATER BOOSTER PUMP CONTROLS  11 

WATER HEATING 

REPAIR/REPLACEMENT 
DOMESTIC HOT WATER RECIRCULATION CONTROL WITH 

MOTOR 
10 

WATER HEATING 

REPAIR/REPLACEMENT 
HOT WATER MIXING VALVE  11 

WATER HEATING 

REPAIR/REPLACEMENT 
HOT WATER RECIRCULATION CONTROLS  10 

WATER HEATING 

REPAIR/REPLACEMENT 
HYDRONIC HEAT PUMP VARIABLE FLOW VALVE  10 

WATER HEATING 

REPAIR/REPLACEMENT 
THERMOSTATIC RADIATOR VALVE (TRV)  8 

WINDOW REPAIR/REPLACEMENTS  HIGH PERFORMANCE WINDOWS  20 
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ATTACHMENT F:  Energy Audit Submittal Checklist 

Submittal Package 
Compliant? 

Yes  No 

Includes completed EARS report       

Includes TREAT files       

General Overview 

Report is complete and organized        

Executive summary includes recommended measure package organized in 
descending SIRs       

Measure package cost and SIR clearly identified       

Health and safety measures clearly identified       

Consistent information used throughout report     

Report demonstrates property eligibility and sufficient funding available based 
on number of qualified units      

Site Evaluation 

Includes names of Auditors and names of site representatives interviewed       

Building size and occupancy reported       

Sufficient description building envelope including windows, walls, roof, etc.       

At least 1/7 of each unit type inspected       

At least 10% of total units inspected       

Comprehensive inventory of existing lighting, water heating, space heating and 
space cooling equipment, etc.       

Comprehensive inventory of existing hot water fixtures (lavatories, showers, 
sinks, bathtubs, water closets)       

Sufficient detail of existing heating equipment       

Sufficient detail of existing cooling equipment       

Sufficient detail of existing water heating equipment       

Sufficient detail of existing ventilation equipment       

CAS testing performed per CSD general policy       
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Environmental Hazard testing performed per CSD general health and safety 
policy       

12‐24 months of utility bills included to verify fuel usage and cost       

Analysis 

TREAT analysis used for calculations       

TREAT input values consistent with data collected during site visit       

Sample calculations provided for analysis performed outside of TREAT       

Projected energy usage true‐up to utility bills performed       

Projected energy usage is reasonable with respect to industry standards     

All savings calculations are reasonable and within industry standard ranges  
(Note: When savings calculations are outside of expected ranges, TREAT input 
files or other means may be reviewed to verify accuracy and reasonable 
assumptions, to ensure reasonable savings.) 

     

All measure EULs are within industry standard ranges       

All SIR calculations are executed properly       

Recommended Measures 

All measures listed in measure package are allowed measures       

Total requested funds do not exceed average maximum per unit       

Total package SIR>1.0 regardless of funding source       

Verifiable source of any non‐federal funds used to implement package       

All measures described with enough detail to justify measure feasibility       
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ATTACHMENT G:  Scope of Work (SOW) Tools 

There are two SOW tools required, one pre‐weatherization and another post weatherization. Directions 

on how to enter information into these spreadsheets are described below and images of blank SOW 

tools can be found on the subsequent pages.  

SOW/S&U Tool 

This tool defines the approved measures, savings and EULs as well as the cost of the measures based on 

bids. The directions for this spreadsheet are as follows:  

1. Enter Data in Grey Cell  

Measure name, EUL, Savings/Year, Contractor Bid Cost, whether measure will be included in 

Proposed Package, and if needed, Type of Leverages Buy Down Funds. 

2. Verify that all measure in the Proposed Package have a SIR of 1.0 or greater. 

3. Verify that the Proposed Package SIR is 1.0 or greater. 

4. Verify that sufficient funds exist (program budget+ leveraged buy down funds) to install 

package.  

Post SOW/S&U Tool 

This tool defines the approved measures, savings and EULs as well as the ACTUAL installed cost of the 

measures. The directions for this spreadsheet are as follows:  

1. Review Data in Gray Cells from the approved SOW Tool   

Measure name, EUL, Savings/Year, Contractor Bid Cost, whether measure will be included in 

Proposed Package, and if needed, Type of Leveraged Buy‐Down Funds. 

2. Enter the actual cost of the measure and the source of the funds into columns [L] and [N]. 

3. Verify that all measures in the Installed Package have a SIR of 1.0 or greater. 

4. Verify that the Installed Package SIR is 1.0 or greater. 

5. Verify that sufficient funds exist (program budget + leveraged buy down funds) for the installed 

package. 

6. Enter all Mandatory Measures Installed in the Tan Cells located on the second tab, include 

quantity and total cost of measure. 

 



CSD MULTI‐FAMILY (TREAT) ENERGY AUDIT PROTOCOL 

CSD Multi‐Family (TREAT) Energy Audit Protocol     Field Guide, Appendix F 
Effective 10/1/17    Page 36 

 



CSD MULTI‐FAMILY (TREAT) ENERGY AUDIT PROTOCOL 

CSD Multi‐Family (TREAT) Energy Audit Protocol     Field Guide, Appendix F 
Effective 10/1/17    Page 37 

 



 

 

 

Department of Community Services and Development 

P.O. Box 1947  •  Sacramento, CA 95812‐1947  •  Phone: 916.576.7109 •  Fax: 916.263.1406 

wx@csd.ca.gov  • www.csd.ca.gov 


	Table of Contents
	Section 1: Overview of the Field Guide
	Section 2: Outreach/Intake Worker's Guide
	Section 3: Assessor and Energy Auditor's Guide
	Section 4: Measure Installer and Crew Leader's Guide
	Section 5: Inspector and Quality Inspector's Guide
	Measure-specific Policies (Sections 6 and 7)
	Section 6: General Measure Policies
	Section 7: Mandatory and Optional Measures

	Section 8: Appendices
	Appendix A: Combustion Appliance Safety Protocol
	Appendix B: Duct Leakage Test Protocol
	Appendix C: Shell Leakage Test Protocol
	Appendix D: Single-Family/Small Multi-family Energy Audit Protocol
	Appendix E: Priority List Protocol & Usage Guidelines
	Appendix F: Multi-Family (TREAT) Energy Audit Protocol


	Back to Main TOC: 
	Back to Apx A TOC: 
	Back to Apx B TOC: 
	Back to Apx C TOC: 
	Back to Apx D TOC: 
	Back to Apx E TOC: 
	Back to Apx F TOC: 
	Button1: 


