








INTRODUCTION OF 'DMP'
DUT's new developed pump 'DMP' is the type of 'Axial Piston Variable Displacement' 
and it designed to improve from weaknesses of previous metering pump.
Screws for 'Mechanical Adjusting Gear' have replaced by 'Fine Pitch', so operators are 
able to precise adjustment of output.
Also It has perfect compatibility with previous models and weight lightening has 
applied by parts simplification inside and using duralumin case so easy maintenance 
and replace is available.

FEATURES
·  High metering accuracy and repeatability
·  Operating pressure up to 250bar
·  Very little pulsation of flow
·  Quiet operation
·  Optimum volumetric available
·  Low suction pressure, even when pumping highly viscosity materials
·  It can be used all parts together with Rexroth A2VK pumps.
·  Manual control via hand wheel with built-in- precision measuring 
   scale or alternative mechanical rod control, for mounting pneumatic 
   or hydraulic control cylinders 



SPECIFICATION

DIRECTION OF FLOW

OPERATING PRESSURE RANGE – Inlet Side

   OPEN CIRCUIT : Pre pressure 1~3bar absolute at section port S
   CLOSED CIRCUIT : Sum of combined pressure at A and B ≤ 250 bar
                      (315 bar for short period), fit leakage at port T

OPERATING PRESSURE RANGE – Outlet Side

   Pressure at port A or B
   Nominal pressure  ------------------ Pn = 250 bar
   Peak pressure        ------------------ Pmax = 315 bar
   (Pressure data to DIN 24312)

Swivel Direction Clockwise 
Open circuit Rotation Anti-Clockwise 

Open circuit 
Rotation 

Closed circuit 

Anti-Clockwise S to A B to A 
B plugged S to A A to B 

A plugged 

Model DMP 
6 

DMP 
12 

DMP 
28 

DMP 
55 

DMP 
107 

Displacement Vg max cm3 5.8 11.6 28.1 54.8 107 

Flow Qmax 
In Open circuit and at speed 
(At a viscosity of v=36mm2/s) 

n = 735rpm l/min 4.4 8.3 20 39 76 
n = 970rpm l/min 5.8 10.9 26 51 100 

n = 
1,450rpm l/min 8.7 16.3 39 77 150 

Power at ^p = 220bar and 
speed 

n = 735rpm kW 1.4 3 7.2 14 27.3 
n = 970rpm kW 1.8 3.9 9.3 18.3 35.9 

n = 
1,450rpm kW 2.8 5.9 14 27.6 53.9 



MA Manual Control

          By turning hand wheel, the pump swivel body and thus the displacement or output 
          flow is infinitely varied within the range Q0 to Qmax via a self-locking added spindle.

ORDERING CODE (It has perfect compatibility with the pump 'A2VK' from Rexroth.)

If customer place order of DMP12MAORP1-SO2,
                     - Pump type                        : DMP 12
                     - Manual control                : MA
                     - Open type circuit            : O
                     - Clockwise rotation         : R
                     - Parallel Keyed                   : P
                     - Hand wheel in left side : 1
                     - Anticorrosive version    : SO2

Specification  DMP12 DMP28 DMP55 DMP107 

Rotations of hand wheel V go to Vg max Us 10.6 12.7 16 13.4 

Max operating force on hand wheel Kp 7 7 8 12 

Pumps weight (Approx) Kg 11 19 35 64 



DIMENSIONS OF METERING PUMP (12cc, 28cc, 55cc, 107cc)

DMP 12cc

DMP 28cc



DIMENSIONS OF METERING PUMP (12cc, 28cc, 55cc, 107cc)

DMP 107cc

DMP 55cc



Global network

Asia

SOUTH KOREA/ CHINA/ RUSSIA/ JAPAN/ 
TAIWAN/ KAZAKHSTAN/ INDIA/ 
INDONASIA/ SINGAPORE/ AUSTRALIA/ 
PHILIPPINES/
PAKISTAN/ SRILANKA/ VIETNAM/ 
BANGLADESH/ THAILAND/ SYRIA/ 
MALAYSIA/ UZBEKISTAN/
HONG KONG/ MONGOLIA

Middle East 

U.A.E/ SAUDI/ ARABIA/ 
IRAN/ IRAQ/ TURKEY/ 
YEMEN/ BAHRAIN/
KUWAIT/ ISRAEL 

Africa

ALGERIA/ SUDAN/ 
TANZANIA/ EGYPT/
SOUTH AFRICA

Oceania

NEW ZEALAND

Europe 

SPAIN/ ROMANIA/ POLAND/
CZECH REPUBLIC/ GERMANY/ 
AZERBAIJAN/ BELGIUM/ ITALY/ 
SERBIA/ SWEDEN/ 
SWITZERLAND/ LUXEMBOURG/ 
LITHUANIA/ HUNGARY/ 
UKRAINE/ ENGLAND



Global network

North America

U.S.A/ CANADA

South America

ARGENTINA/ BRAZIL/ MEXICOSolution for
Polyurethane
Sales Department has huge international 
network over 57 countries including USA, 
Germany, Italy, UK, Poland, Hungary, Egypt, 
China, Mexico, Japan, India, Iran, Thailand, 
New Zealand, and Brazil so customers are 
able to contact easily in their region.



DUT KOREA
Solution for Polyurethane

Since 1992 company(c) 2013 DUT KOREA Co., Ltd. All rights 

LIGHT WEIGHT PUMP FOR HIGH PRESSURE FOAMING MACHINE

DMP METERING PUMP

R&D
DUT's R&D Team consists of PU specialists. They are always focused on
customer's needs and the DUT's innovative technology is created
by the customer's requirement. DUT's R&D center is totally set by customers.

Q/A
Q/A team has been working to solve customers’ problems and requirements. 
The technical data and troubleshootings are stored in DUT’s Q&A database, and it helps to 
make DUT’s trustworthy products.

PRODUCTION   
The Production team has skilled engineers that manufacture DUT’s innovative products by 
using reliable equipment.

Korea Head Office
Address : 914-4, Janglim-dong, Saha-gu, Busan, Korea 
604-040
E-mail : webmaster@dutkorea.com 
Tel : +82512020586
Fax : +82512020647

China Office
Address : Rm501-A, Hengjie Bldg, No.1234,
Xinsongjiang Road, Songjiang Shanghai, China, 201600
E-mail : Kimhongam@hotmail.com
Tel : +862167825061
Mobile : +8613801883360

India Office 
Address : 106/64, byraveshwara Industrial Estate, 
Andrahail Main Road, Hegganahalli, Peenya llnd Stage, 
Bangalore-560 091
E-mail : siddhifoams@airtelmail.in, siddhi@bgl.vsnl.net.in
Tel : +918028364563
Mobile : +919845271701 

Europe Office
Address : 26, rue de l'école L-4394 PONTPIERRE
E-mail : fisselbrandjy@pofi.lu
Mobile : +33 6 78 66 41 26
Fax : (00 352) 26 55 68 55

South America Office 
Address : Rua Dona Maria Fidélis, 161, Diadema - SP- 
Brasi, BRAZIL
E-mail : comex@amino.com.br
Tel : + 55 11 4077-3777

Canada Office 
Address : 283 Danforth Avenue, #348, Toronto,
ON M4K 1N2, Canada
E-mail : info@LPRGlobal.com
Tel : 1-416-423-5590
Fax : 1-416-406-6141

North America Office 
Address : 302-C East 19th Street, Holland, MI 49423
E-mail : jim@dutusa.com
Website : www.dutusa.com
Tel/Fax : 1-616-928-2211
Mobile : 1-616-566-8492


