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an just weighing;
es provides valuable

‘© Additional benefit @ Additional benefit
' Enhanced productivity Improved operatit
by SMF and other through navigat

Proprietary technology
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Prevents unnecessary
rejection due to

double product errors,
J while improving

Re’jecting accuracy.
Core function
Increased accuracy and
stability by significantly
enhanced weigh cell features

H LS T°0 REN
Since 1964,
Anritsu Checkweighers Hi series
have continuously evolved. Used high-speed and high \
accuracy electromagnetic force \\
balance for the first time. \\
[Main model: K621B] -~
Maximum speed: \
150 products/min

Scale value: 0.005 g
Maximum accuracy: +0.02 g

D S5V aeries

SV series [Main model: KWS6003BP03] \
With over 800 diffi t models M Speact
ith over eren els, : -
8 (Eight) series SV series becomes a long-selling 2;10Iprodlu ct'SGmolr(; 1
K501 seri Was very successful thanks product for over 10 years. Mca i 9 - .
sy . to its superior ) [Main model: KW6003BP03] bl N
First Anritsu checkweigher cost/performance ratio 3 ¥
Maximum speed:
[Main model: K501] [Main model: K528] 310 products/min
Maximum speed: Maximum speed: Scale value: 0.005 g
150 products/min 150 products/min Maximum accuracy: £0.015 g
Scale value: 0.5 g Scale value: 0.01 g
Maximum accuracy: +0.5 g Maximum accuracy: +0.05 g




SSV series Checkweigher /lnl‘ltSU

Easy to follow

Operation guidance
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Enhanced intuitive navigation functions
including Smart Guide make daily usage
and maintenance simple.

=Nanced aCCuracy arnd Sidinily

New force balance

Minimum scale value is 0.001g.
Maximum accuracy is $0.01g.
Resolution quadrupled®.
Temperature resistance improved.

* in house comparison

Color LCD touch screen
interface

8.5" color LCD touch screen interface
significantly improves daily use.
System has 6 selectable display modes.

& USB interface

Ethernet interface







