

- Rugged exterior evokes the look and feel of naturally weathered stone
- Install with polyurethane construction adhesive
- Designed to complement $8 \mathrm{H} \times 18 \mathrm{~W}$ wall blocks
- Versatile uncored block makes jobsite sawing and splitting easy
- Made of durable concrete with iron oxide pigments that resist fading in extended UV exposure. Meets or exceeds applicable requirements of ASTM C1372

A complete line of Cap, Corner, and Step units adds the finishing touch to any retaining or freestanding wall project. With an extensive selection of split faces, shapes, and unit dimensions to visually and structurally integrate with different wall systems, these blocks are designed to meet a wide range of applications and are manufactured to the same high standards as the corresponding wall blocks.

## STONE(S)

|  |  |  | Corner |
| :--- | :--- | :--- | :--- |
|  | Height | in | 8 |
|  | Length | in | 9 |
|  |  | mm | 203.2 |
|  | Width | in | 18 |
|  |  | $m m$ | 457.2 |
|  | Units | $/ p l$ | 40 |

## NOTES

Weights are approximate and do not include shipping pallet.

PALLET LAYOUT
Image Coming Soon

## PALLET SPECS

| Pallet Weight | 4120 lbs |
| :--- | :--- |
| Sq Ft/Pallet | 60 sq.ft. |

