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February Meeting
Demo
Deryl Duer w i l l conduct a
demonstration o f turning a
lidded box from a single
piece o f turning stock. A l l
aspects o f form, dimensions
and fitting the l i d w i l l be
discussed and demonstrated.

February 2005

A Message From the
President: Deryl EKier

Turning, Hollow Turning, or
Surface Treatment)

At our club meeting this month,
everyone will have an opportunity
to offer their services and talent to
the TAW. I hope that every member who has the time to help by
volunteering will step up and put
their name on the sign-up sheets
for our various committees and
our club mentoring program.

There will be a Saturday turning
gathering in my shop on Saturday
February 5, weather permitting.
Anyone interested in attending
should plan to arrive as early as
8:30 A M , and we w i l l wind down
the day at 4:00 PM. Anyone who
has a mini lathe that they would
like to bring is encouraged to do
so. Experienced turners will be
available to assist those who are
just getting started. Please plan to
bring a lunch and/or plan to visit
Leipers Fork and take advantage
of Puckef s Grocery or the Back
Yard Cafe. Turners should bring
their project wood and finishing
supplies that they will require.

There is an opportunity to have
hands-on classes offered by the
demonstrators that w i l l be appearing at our TAW 2005 Symposium
in August. These classes would be
offered on the Thursday and
Friday before the symposium
begins on Saturday. The class
sizes will be offered on a first
come, first served basis, and they
will be limited to (6) students. The
cost of the classes will be in addition to the symposium fee. The
materials required for the class
will be provided for the students
as a part of the class fee. Each student w i l l be required to bring the
tools that they will be using in the
class.
The courses to be offered will be
determined by the requests that
are received by our club members.
At our February meeting, there
will be a request form circulated
for anyone interested to offer their
suggestions for class topics, (eg.
Basie Bowl Turning, Spindle
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I w i l l demonstrate using tow different captured bar hollowing bars
with a laser measuring system.
Anyone interested will have the
opportunity to try them.
The location is:
4005 Old Hillsboro Rd.
Franklin, T N 37064
615-791-4380 Home
615-400-1444 Cell
A copy of directions w i l l be available at the meeting.
See you at this month's meeting!
Deryl

AAW Membership Renewal
The AAW membership renewal
forms went out this September in
an envelope attached to the Fall
edition of the American
Woodturner Journal. It has come
to our attention that many members thought that the envelope was
just a mailing label and did not
open it or save it. New or renewing members can join or renew on
line by clicking on
https://www.woodtumer.0rg/org/m
brship/online.cfm or can print out
an application, fill it out and mail
in their membership application.
Remember that all new members
or renewal members will be entitled to be in the drawing for the
full size Delta lathe i f their application is in before January 15.
Thanks
John Hill

AAW Winners Announced
As previously announced, during
the Orlando AAW Symposium,
Delta International Machinery
donated two new Delta X5 fvill
size Model 46-756 lathes valued at
$2250 each. They were used as
demo lathes during the
Symposium. The AAW Board of
Directors decided that as an added
bonus for our members, that one
lathe will be awarded to an individual who either renews his/her
AAW membership or joins the
AAW between September 1, 2004
and January 15, 2005. The winner
will be selected by a random
drawing from a pool of members
joining or renewing during this
period. The winner w i l l be
called and asked the name of
his/her chapter. That chapter will
win the other lathe.
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(Drum roll)...The random drawing
was held in the AAW home ofiice
with Mary Lacer, Eunice Wynn,
and our accountant, Gillian Martin
present. The winner is Gary
Maiden from Richmond, KY. His
chapter is Louisville Area
Woodturners. They had written a
grant to help them purchase a
lathe for the chapter. Now they
have got one, as does Gary.
Congratulations to both.
In order to be included in the 2005
A A W Directory, members must
have joined or renewed before the
end of February and can join on
line at
https ://www. woodturner, org/org/m
brship/online.cfm
Now be sure and remind your
members to register for the
Overland Park, KS Symposium
July 22 - 24 and to register young
people 10 years old through 17
years old free i f they are accompanied by a fully registered adult.
Bonnie Klein will teach the youth
hands on classes on 20 Jet Mini
lathes donated by W M H Tool
Group. 20 complete tool sets have
been donated by Crown Tools, 20
Nova Precision Midi Chucks have
been donated by Teknatool, and 20
face shields have been donated by
Woodcraft. At the banquet, a
drawing w i l l be held, with the
luckiest 20 registered youths winning a complete Jet lathe, chuck,
tools, and face shield.

TAW Welcomes New
Treasurer and libratian
As we continue to grow and build
upon the success of our association's past, we encounter the need
for our members to step forward
to take on leadership roles. A t the
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end of 2004, B i l l Gray, Treasurer
and Gene Thomas, Librarian
resigned from their officer roles.
The members who have stepped
forward to assume responsibility
for these positions are Tom Greek,
Treasurer and Jerry Prosise,
Librarian.
Tom Greek has been a member of
TAW since 2003. He is definitly
qualified to handle the club's
finances as his profession is in the
insurance industry. He was also a
founding member of a local Fly
Fishing Association. His experience as a director of that club will
be useful in this new role in TAW.
Tom, thank you for steeping forward and using your experience to
help TAW as Treasurer!
Jerry Prosise became a member
the same evening he attended his
first club meeting and submitted
his application for membership. I f
there has been a more eager member, I would like to also meet that
person! Jerry began turning only
a few months ago and is eager to
learn everything and do everything! So his role as Librarian
will put him in direct line with all
kinds o f books, tapes and DVD's.
By the way, Jerry remineded me to
let you all know that there are lots
of books and tapes overdue! He
wants to conduct a full inventory!

Safety is more
important than getting finished quickly
so take your time!
Fd>tuaiy2005

November Instant Gallery
Most of the photos by Ray Sandusky

John Moss

Fred Tacaks
Cliff Brothers
The Tennessee Turner
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Remember to bring your
best, new turnings to display in next month's
Instant Gallery!
February 2005

Demonstration Report
John Lucas - Turning a
Clock with Inlays
by Ray Sandusky
John Lucas demonstrated how he
turns wall clocks with contrasting
inlayed dowels for the hour markers.

The first step in making this project
is to select a piece of wood that is
dry, straight grained a defect free.
This w i l l ensure that the results w i l l
be predictable and the wood's
movement w i l l kept be at a minimum.
Clock mechanisms vary in size and
shape, so you will have to carefully measure and position the inset.
The inset can be done on the lathe
or by using a Forstner bit o f the
proper size. Since the clock is bolted to the wood, it is not important
that the inset be exact - closeenough should due. Check the fit of
the mechanism and the sizing of
the hole for the clockface. Set the

clock blank on the lathe using a 4
jaw scroll chuck in expansion
mode. Ensure the work is properly
centered and balanced, then begin
to shape the face of the clock.
During this step, it is imporant that
you designate the area around the
clock face that w i l l contain the
inlayed dowels. When shaping this
section, it is important to make a
flat 1-2 inch band where the dowel
holes are to be drilled. This band
should also be set at an angle so the
drill press can make contact with
the wood without tearing the wood
fibers.
When selecting the position of 12
O'clock, it is important that the
wood's grain pattern be displayed
to its best effect. Make sure you

firmly and ensure it is presented to
the work correctly.
You may then proceed with the
decoration cuts on the face, you
can make beads, coves and other
types of bas-relief cuts on the surface. I f you have a spiral or chatter
tool, these can make some interesting designs as well. This is a fun
project that makes a great gift!
'—"'

i**"*^*-'

place the inlays where the clock
hands w i l l be pointing at the inlays
and not cover them. After you
position the first drill hole, it is tne
easy to use dividers to lay out the
other 11 drill holes for the dowels.
Drill the holes and insert the dowels using a glue that is flexible and
able to help fill any gaps that might
exist. A good glue for this is
TiteBond or Gorilla Glue.

mechanism aside and mount the
The Tennessee Turner

a good idea to once again ensure
the clock is securely held in the
chuck and that it is mnning true.
When you are working the area that
contains the dowels, keep in mind
that you w i l l be hitting end grain on
each dowel as you make your cutting passees. This may cause chatter in your tool, so hold your tool

After the dowels are glued into the
clock face, remount the clock and
complete the turning process. It is
4

For Sale
I have the following items for
sale. Reason - Sold my
NovaSOOO lathe.
SuperNova Chuck with 50mm
jaws and a 1 'A - 8 tpi insert
Other inserts are available for this
chuck
$90
25 mm Jaw Set
$22
100 mm Jaw Set (not used) $30
Pin Jaw Set
$25
Power Grip Jaw Set (new)
$35
Glaser Screw Chuck 1 %-8 tpi$50
Pro Live Center #2 M T (new)$25
Brian Clarry
356-5628
Fdjruaiy 2005

TAW Mentoring Program
by Ray Sandusky
At the January meeting, I
announced the decision o f the
Board of Directors to institute a
mentoring program for the membership. As you all know, mentoring is more than teaching, it is
being involved as a resource for
others. In that spirit, there are
many members who have signedup to be mentors for other members of the club.
As a mentor, you are offering your
assistance to other members. This
assistance w i l l be in the form o f
email conversations, telephone
conversations and at least one free
session o f one-on-one instruction.
We know that some members use
their skill as a teacher to help
them off-set the cost of tools, etc.,
but it is proper for us to assist
without charge at least once.
As a mentor, you w i l l also be
asked to attend at least one open
turning session at Deryl's shop to
provide your assistance to the
group of members that are in
attendance. These hands-on sessions often test your skill and
knowledge on many levels and
frequently are a great experience.
The last hands-on session I attended helped me to get to know other
members better and make friends
with people who I otherwise
would not have met.
I f you missed the last meeting and
would like to become a mentor,
please contact me via email at
rsandusky@comcast.net or via
telephone at 615-371-8717 and I
w i l l make sure your name is on
the list.
I f you would like the assistance of
a mentor, please be patient for
The Tennessee Turner

another few weeks and I will have
the mentor list published in the
next newsletter and then it w i l l
also be published to the TAW
Intemet site.

a set o f specific roles that the
members who volunteer w i l l be
asked to cover.
Refreshment - This group w i l l be
responsible for the set-up and

So far we have about 15 people on
the mentor list. I am certain that
this list w i l l grow. The one thing I
am going to ask is that the people
who have already signed-up please
do so again at this month's meeting. On the last sheet, I failed to
include a heading for the town
where you live. That information
is important because people who
live in certain areas w i l l then be
able to communicate with a mentor that is close to them geographically.

clean-up of the coffee and snack
service at each meeting.
Set-up/Clean-up - This group w i l l
be responsible for assisting the
demonstrator in setting up the
lathe, the TV and camera prior to
the meeting. Then at the end o f
the meeting to clean-up and stow
the lathe, TV and other equipment
in the closet in the basement.
Symposium - This group w i l l be
asked to assist in coordinating all

So, i f you have the ability to offer
sound advice, a helping hand or
even a few minutes at the keyboard, then you too can be a mentor to a fellow member who is in
need of assistance. You never
know who you w i l l help and how
much you w i l l be rewarded by the
experience!

AWhokLottalists
by Ray Sandusky
At the last meeting, I stood up and
introduced a number of sheets of
paper that were passed around for
members to sign-up for various
roles. These lists were sign-ups
for the following "committees":
Refreshment, Set-up/Clean-up,
Symposium, Special Event, and

of the tasks associated with getting
our annual symposium put together and executed. This includes the
little jobs before the event and all
of the big jobs during the event.
Special Event - This group w i l l
assist us in getting the TAW
included as demonstrators at special events, like the TACA, the
Annual Woodworkers Show, the
Leiper's Fork Craft Fair, etc. We
are seeking one person to be the
event booking agent and others to
assist in set-up, demonstrating and
clean-up at the events. We ideally
want to have at least one event a
month to improve our community
awareness and to spread the word
on woodtuming.

Community Relations. There was

Community Relations - This is

also a sheet passed around for

really a one or two person com-

demonstration suggestions, but
that is a topie unto itself!
The "Committees"
Each of the "committes" w i l l have
5

mittee who w i l l be involved in
getting TV, Radio and Newspaper
coverage of our events.

FebniaiylOOS

TURNING A LIDDED BOX
By Charlie M. Cadenhead
January 26, 2002
Turning a lidded box on your
woodlathe is quite simple. It can
be turned relatively fast and it
makes a fine gift. The size of the
lidded box is limited only by the
size of wood you have, though I
imagine there is a point where it
could become a lidded bowl
instead. The shape of your lidded
box is only limited by your imagination, but you must keep in mind
that the size o f the lid must please
the design of the box as a whole. I
usually strive to make the size o f
the lid approximately 1/3 o f the
total box size. Though this "rule of
thumb" can vary depending on the
design and what you feel looks
best.
Here are a few shape profiles to
jog your imagination. I suggest
you keep the design of your first
few boxes simple and straightforward, much like figures " I " and
"2". As you get more comfortable
with the process, you can expand
your creativeness.

TOOLS
I believe you should always use
whichever turning tool, with
which you are most comfortable,
that will do the job. Just because
one person uses a skew, doesn't
mean you have to use a skew. You
may do the job just as well with a
gouge or scraper.
Gouge: Either a 1/2" or 3/8"
gouge w i l l do just fine. I someThe Tennessee Turner

times use a 1/4" gouge for detail
work. The gouge will be used for
shaping the outside of the box, so
the style of gouge is, whichever
kind works for you. Scraper: 1/2"
square nosed seraper for the endgrain hollowing. I don't use a
round nosed scraper because I like
the bottom of my boxes to be flat.
I find it easier and faster to
remove endgrain with a scraper
than with a gouge.
Parting tool: I primarily use a
1/8" diamond shaped parting tool
to cut the tenons and a 1/16" parting tool to separate the lid from
the body. But you can do it all
with the 1/8" parting tool.
Skew: 3/4" or 1" skew. I use the
skew to cut the initial cylinder and
for some peeling, scraping or cutting a finished edge. But I believe
a skew is optional and the boxes
can be made using only the gouge,
scraper aand parting tool.
Depth Gauge: A depth gauge can
be anything from your finger, a
stick marked with a pencil to
something more elaborate. I made
a depth gauge by drilling a hole
through the middle of a I " wide
by 3/4" thick stick and then slid a
1/4" dowel
through the
hole. I set or ' "
lock the
dowel into
place with a screw.

Chuck: It is much easier to turn a
lidded box using a 3 or 4 jaw
chuck. I have never done so, but
I'm sure you could use a screw
chuck also. I f you use a screw
chuck, be sure to leave more
wood on the bottom of your box
to accommodate the screw, or glue
or double stick tape a piece of
scrap wood to your piece of wood.
6

Other options: I enjoy using a
"Skewchigouge" sometimes
instead o f the regular gouge
because I can remove wood fast
without worrying too much about
catches. I also have purchased the
"Termite Tool" which does an
excellent job cutting endgrain
wood. The "Termite Tool" has a
ring shaped cutting tip, so I find it
best for hollowing and then used
the square nosed scraper to finish
cut the sides and bottom.
Sandpaper: The smoothness o f
your final cut with your lathe tool
determines the grit size o f you
sandpaper. I f your final cut is fairly rough, you may want to start
with 80 grit and then progress up
using 100, 150, 220 or 240.1 w i l l
also sometimes burnish the outside
of the box with a stick.
Finish: Here is a subject that is
forever changing. I'm always
experimenting with various types
of finishes. Some people like dull
finishes and some like glossy finishes. Most o f the time though, I
w i l l use a wiping vamish (you can
make this yourself by just thinning
out regular polyurethane vamish
50/50) followed by a couple o f
coats of a high quality furniture
wax. I sometimes use a lacquer
based finish.
Steps to turn a lidded box:
Step 1: Decide on the shape of the
box you w i l l turn. Sometimes I
w i l l sketch a profile shape on a
piece o f paper first. That gives me
a general design to follow. But
most of the time I just start turning
the wood and shape as I go. I try
not to get hung up to much on precision and trying to be exact
because that tends to take the fun
out of turning for me. I prefer
freeform tuming.
FdjruarylOOS

Step 2: Find the centers on each
end of your piece of wood and
mount the wood onto your woodlathe between the drive spur and
the tail center. Turn the wood into
a cylinder using a gouge or a
skew.
Step 3: Turn at least a 1/4" long
tenon on each end of the cylinder
to accommodate the later used of a
chuck. Your 1/8" parting tool does
a good job here. Be sure to keep
the shoulders of the tenon nice and
square to give a real good strong
fit to the chuck.
Step 4: Determine the size of the
lid and mark the cylinder. As previously stated, the size of the lid
in relationship to the box depends
on the box design. A general rule I
use is that the lid should be about
1/3 of the total length of the box.
Step 5: Using your parting tool,
part the cylinder into two pieces at
the mark. You w i l l now have a
piece of wood for the lid and a
piece of wood for the body. Each
having it's on tenon for the ehuck
mount.
Step 6: Mount the shorter piece of
wood for the lid into a chuck by
clamping the jaws around the
tenon. Be sure the shoulders of the
tenon are touching the edge of the
jaws. This is what makes a strong
grip. Use a depth gauge to determine how deep you can hollow
the inside of the lid without going
through the top. Be sure to leave
enough wood on the top of the lid
to accommodate your design.
Using a scraper, hollow out the lid
being sure to leave the sides thick
enough for the final tuming on the
outside of the lid. Sand and apply
a finish to the inside of the lid.
Step 7: Mount the body of the box
into the chuck in the same manner
in which you mounted the lid.
Make sure it mns true when you
tum on the lathe. Cut about a 1/4"
The Tennessee Turner

tenon on the end of the box body
to receive the lid. Take your time
with this as it is an important step.
You w i l l be tuming the lathe off
and on many times as you remove
small amounts of wood and try the
lid for fit. You want the lid to fit
snug but not tight. It is also important that this tenon have sides that
w i l l be parallel to the top.
Chamfer the shoulder of the tenon
just a touch. This w i l l define
where the lid meets the box. You
can use a parting tool, a flat nosed
scraper or a skew for this.
Step 8: Using your depth gauge,
determine the depth to which you
can hollow the body of the box.
Be sure to leave about 1/4" to 3/8"
on the bottom to allow you to fin-

ish it. Hollow the body to the
proper depth. Sand and apply a
finish to the inside o f the body.
Note: Don't make the tenon too
thin and fragile where the lid fastens.
Step 9: Fit the lid onto the body,
matching the woodgrain.
Step 10: Tum the box (lid and
body) to the desired shape as a
unit.
Step 11: Remove the tenons from
the bottom and the top o f the box,
sand smooth.
Step 12: Apply finish.
Deryl Duer will demonstrate box
turning at this month's meeting.

Useful Graphics!
I recently came across a website (www.carolinamountain
woodtumers.org) that has pictures o f tuming tools with bevel angles
and shapes clearly drawn out. Every month, I w i l l include one of these
pictures until all of the pictures are published in the T N Tumer. I think
these are very w i l l done and the information is a good reference for you
to have for your personal use. I hope this is helpful! To properly provide credit, all images are copyrighted and remain the property of
Michael O'Donnell.
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January 2005 Meeting Minutes

Directions to Belmont University campus

The minutes for the January 4, 2005 meeting.

(In case you missed other meeting at our new site)

The meeting began at 7:00PM and was attended by
approximately 48 members and 3 visitors.

From 1-65: exit at the first exit, Wedgewood Avenue,
go (West) through two traffic lights. A t the fifth traffic light, at 16th, tum left heading South. Tum left at
next traffic light onto 18th Ave. Go one block to the
stop sign and tum left onto Portland Ave. Tum left at
the next street. (The Athletes House Shop is on the
comer.) The Lou Center for the Arts is the first building on the left. Parking is available on both sides of
the building.

There were a few items available for the raffel with a
total amount collected was not reported to the
Secretary.
The business part of the meeting was as follows:
Board Member, John Moss, presided over the meeting agenda. There were two items brought up for
discussion and motions brought forward for a vote.

From 1-40 : Take 1-65 South and exit at the first exit,
Wedgewood Avenue, go (West) through two traffic
lights. A t the fifth traffic light, at 16th, tum left heading South. Tum left at next traffic light onto 18th
Ave. Go one block to the stop sign and tum left onto
Portland Ave. Tum left at the next street. (The
Athletes House Shop is on the comer.) The Lou
Center for the Arts is the first building on the left.
Parking is available on both sides of the building.

The first item that was discussed was the Christmas
Ornament Fundraiser. The motion made and passed
to match the amount collected with funds from the
club treasury. Passed on Voice Vote.
The second motion that was made and passed was
for the board to explore the possibilities of having a
youth tuming program or involvement with
Boys/Girls Clubs in Davidson and Williamson
Counties.
Ray Sandusky passed approximately 8 sign-up sheets
for the membership to volunteer for varioous roles.
Bill Gray announced that he was collecting dues for
2005 and would be happy to get it via mail or at the
meeting in Febraary. Tom Greek w i l l assume role of
Treasurer during hte month of January 2005

From 1-24 East and West: Exit onto 1-440 West;
take 1-65 North exit at the first exit, Wedgewood
Avenue, go (West) through two traffic lights. At the
fifth traffic light, at 16th, tum left heading South.
Tum left at next traffic light onto 18th Ave. Go one
block to the stop sign and tum left onto Portland Ave.
Turn left at the next street. (The Athletes House Shop
is on the comer.) The Lou Center for the Arts is the
first building on the left. Parking is available on both
sides of the building.

John Lucas conducted the demo on tuming a clock
with inlayed materials.

Items For Sale
Pat Matranga has a Delta Drill Press for sale. It
is in great condition and is priced at $175,00.
Please call Pat at (615) 886-7100 to inquire.
E d Taylor has a 10 XIO E A S Y - U P C R A F T T E N T
for sale. There are detachable side curtains.
Please contact E d at handyed@comcast.net to
inquire.
The Tennessee Turner
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Calendar of Events
Arrowmont School of Arts and Crafts - Gatlinburg, T N
March 13-19
STACK-LAMINATED BOWL TECHNIQUES
Michael Mode
March 20-26
OBJECTS OF PURE FORM
Ray Key
John Campbell Folk School
Feb 13-18 (Sun-Fri) The Joy of Woodtuming
Jim Leonard
Feb 18-20 (Wkend) Woodtuming Basics in a Weekend
Steve Ainsworth
Feb 20-26
Wanna Leam Woodtuming?
Steve Ainsworth
Feb 27-Mar 5
Hollow Forms & Lidded Vessels
Doug Bames
Mar 6-11 (Sun-Fri) Pragmatic Woodtuming
Jamie Donaldson
Appalachian Center for Crafts
Mar 19 & 20
Woodtuming for Beginners
Simon Levy
TACA
May 6-8

As Seen Cki the Intemet
Compiled from posts on the rec.crafts.woodtuming newsgroup by Ray Sandusky
Q. I have ordered an unhandled 1/2" bowl gouge. The tang or shaft is 1/2" in diameter (round) and 2 3/4"
long. Now, I have never seated a round tang in a handle. How should I go about doing this? If I drill a 1/2 "
hole in the handle, I would think it would be a little too lose to hold it is well. Should I find a smaller drill bit
and drill it 1/16" or 1/32" smaller?
A. I f you are seating a 1/2" tang into the handle a 1/2" hole drilled into the end is fine. Just be certain that
the tang is inches and not centimeters. First rough-up the steel with some 120 grit sandpaper, then apply
some C/A, epoxy or JB Weld to the steel, drill a 1/16" hole into the side of the handle for air escape, then tap
the handle onto the steel. 1 usually do this by holding the handle over the steel vertically and using a rubber
mallet or dead-blow hammer to do the job. Let the seated tool and handle sit for about an hour and your
handle w i l l be ready to go.
Q. Finishing Tip - Spraying Lacquer.
A. 1 thought 1 would share a finishing tip, for those who spray lacquer. After applying your usual finish, and
sanding between coats, the final polishing steps often reveal spots where the lacquer has been sanded
through to the layer below. The result is obvious dull areas wherever this has happened. A tip my former
business partner showed me, when we built fiimiture together....use straight lacquer thinner, or a very diluted
mixture as the final coat. A light mist, followed by a heavier coat, being sure to get no mns. The result is a
smooth finish, no orange peel, and no signs o f layering, as the thinner blends everything back together.
Q. Chatoyancy, defined by dictionary as "Having a changeable luster" giving the illusion that one can look
right inside the grain of the wood. Most beautiful! How does one sand and prepare the surface to maximize
chatoyancy?
A. The most important step is to select a piece of your best, straight-grained tuming stock, figured burl or
other non-punky wood.
1) The more solid the stock the more obvious the chatoyance.
2) The surface must be free o f bmised fibers or sanding scratches before finishing.
3) Sand thoroughly ensuring that the scratches from the previous grit are completely removed before moving
up to the next grit. Ideally, you sould start sanding above 120 grit with a rotary power sander and step up as
follows: 120, 180, 220, 320, 400 grit. You may go up to a higher grit, like 600 or 1000.
4) Multiple coats of a penetrating oil finish is the key. Remember, you are trying to build depth, not thickness. The oil finish in the pores acts like fiber optics by tunneling light deep into the wood (depth!). A clear
top-coat can be added to help protect the surface after the depth o f luster has been established. Don't let the
top coat build too much or it will look plastic.

The Tennessee Turner
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The Tennessee Association of Woodturners is a local chapter of the
American Association of Woodturners. Our purpose is to provide
a meeting place for local turners to share ideas and techniques and
to educate the general public regarding the art of turning. The
TAW meets the first Tuesday of each month at Belmont University
in Nashville, T N and periodically sponsors local exhibitions and
demonstrations as well as an annual symposium.

We meet the first Tuesday
of every month at 7:00pm
at the Leu Center for the
Arts on the Belmont
University Campus in
Nashville. Below is a Map
to the Monthly Meeting
Location on the campus.

Tennessee Association of Woodturners
Board of Directors:
President
Vice President
Treasurer
Secretary/Newsletter
Librarian
Board Member
Board Member
Board Member
Board Member

Deryl Duer
David Sapp
Tom Greek
Ray Sandusky
Jerry Prosise
Fred Takacs
Dave Collier
John Moss
John Lucas

Tennessee Association of Woodturners
c/o Ray Sandusky
9307 FaU Court West
Brentwood, TN 37027
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