
LARGE ENOUGH TO DELIVER.  SMALL ENOUGH TO CARE.

TURNMILL 
LATHES



Turnmill Lathes

T3F/T4H/T6H
Technical specifi cations Unit T3F15 T4H15 T4H20 T6H25 T6H30 T6H35
Maximum machining diameter mm 600 / 1.500 1500 2.000 2.500 3.000 3.500
Nominal centre distance mm 3.000 - 6.500 4.000 - 10.000 4.000 - 30.000 5.000 - 30.000 5.000 - 30.000 5.000 - 30.000
Number of guides n 2 4 4 5 5 5
RAM size mm - 500 x 500 500 x 500 - - -
“X” axis (ram) stroke mm - 1.000 1.200 / 1.500 - - -
“U” axis stroke mm 1.010 - - 1600 2.000 2.000
“Y” axis stroke mm 650 1.400 1.800 2.200 2.700 3.200
Chuck diameter mm 400 / 1.000 1.000 1.200 / 1.500 1.500 / 2.000 1.500 / 2.000 / 2.500 1.500 / 2.000 / 2.500
Maximum workpiece weight with steady rests kg 7.000 12.000 / 20.000 12.000 / 20.000 / 40.000 / 60.000 40.000 /  60.000 / 100.000 / 150.000 40.000 /  60.000 / 100.000 / 150.000 40.000 /  60.000 / 100.000 / 150.000
Main spindle Turning Power (S1, 100%) kW 60 74 / 104 / 128 104 / 128 / 178 128 / 178/ 230 128 / 178/ 230 128 / 178/ 230
Main spindle Turning Torque (S1, 100%) Nm 10.410 37.700 - 101.900 39.700 - 212.500 141.700 - 212.500 274.600 - 422.400 274.600 - 604.000
Main spindle Gear ranges n 2 2 2 2 2 2 / 4
Maximum rotation speed min-1 1.000 - 550 700 - 300 400 - 200 300 - 130 300 - 130 300 - 130
Type of guides “Z” & “Y” axes Linear guides Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides
Type of guides “X” axis (ram) - Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides
Type of guides “U” axis Linear guides - - Hydrostatic guides Hydrostatic guides Hydrostatic guides
Milling Spindle Power (S1, 100%) kW 42 37 / 63 63 / 89 89 / 115 89 / 115 89 / 115
Milling Spindle Torque (S1, 100%) Nm 1.105 1.410 / 2.150 2.150 / 3.390 3.390 / 13.200 3.390 / 13.200 3.390 / 13.200
Maximum rotation speed min-1 4.000 4.500 / 4.000 4.000 / 4.500 4.000 / 2.000 4.000 / 2.000 4.000 / 2.000
Milling spindle Gear ranges n 2 2 2 2 / 4 2 / 4 2 / 4
Milling spindle tool taper HSK-100 A/T HSK-125 A HSK-125 A HSK-160 A/ 125 A HSK-160 A/ 125 A HSK-160 A/ 125 A
Turning tool clamping system  CAPTO C6 / C8 / KM80 CAPTO C6 / C8 / KM80 CAPTO C8 / C10 / KM 80 / KM 100 CAPTO C8 / C10 / KM 80 / KM 100 CAPTO C8 / C10 / KM 80 / KM 100
Linear axes rapid feed (“X”, “Y” & “Z”) mm/min 15.000 10.000 / 20.000 10.000 / 20.000 10.000 / 15.000 10.000 / 15.000 10.000 / 15.000
Automatic Attachment changing device No Yes Yes Yes Yes Yes
Automatic tool changer n 40 120 120 120 120 120

T6H25 Celsa 
Poland

T4H20 ENC 
USA

T4H15 Messier Bugatti Dowty
Canada

T3F/T4H/T6H

 Turnmill Lathes

T3F/T4H/T6H

T6H25 Celsa 
Poland

T3F/T4H/T6H 



Turnmill Lathes

T3F/T4H/T6H
Technical specifi cations Unit T3F15 T4H15 T4H20 T6H25 T6H30 T6H35
Maximum machining diameter mm 600 / 1.500 1500 2.000 2.500 3.000 3.500
Nominal centre distance mm 3.000 - 6.500 4.000 - 10.000 4.000 - 30.000 5.000 - 30.000 5.000 - 30.000 5.000 - 30.000
Number of guides n 2 4 4 5 5 5
RAM size mm - 500 x 500 500 x 500 - - -
“X” axis (ram) stroke mm - 1.000 1.200 / 1.500 - - -
“U” axis stroke mm 1.010 - - 1600 2.000 2.000
“Y” axis stroke mm 650 1.400 1.800 2.200 2.700 3.200
Chuck diameter mm 400 / 1.000 1.000 1.200 / 1.500 1.500 / 2.000 1.500 / 2.000 / 2.500 1.500 / 2.000 / 2.500
Maximum workpiece weight with steady rests kg 7.000 12.000 / 20.000 12.000 / 20.000 / 40.000 / 60.000 40.000 /  60.000 / 100.000 / 150.000 40.000 /  60.000 / 100.000 / 150.000 40.000 /  60.000 / 100.000 / 150.000
Main spindle Turning Power (S1, 100%) kW 60 74 / 104 / 128 104 / 128 / 178 128 / 178/ 230 128 / 178/ 230 128 / 178/ 230
Main spindle Turning Torque (S1, 100%) Nm 10.410 37.700 - 101.900 39.700 - 212.500 141.700 - 212.500 274.600 - 422.400 274.600 - 604.000
Main spindle Gear ranges n 2 2 2 2 2 2 / 4
Maximum rotation speed min-1 1.000 - 550 700 - 300 400 - 200 300 - 130 300 - 130 300 - 130
Type of guides “Z” & “Y” axes Linear guides Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides
Type of guides “X” axis (ram) - Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides Hydrostatic guides
Type of guides “U” axis Linear guides - - Hydrostatic guides Hydrostatic guides Hydrostatic guides
Milling Spindle Power (S1, 100%) kW 42 37 / 63 63 / 89 89 / 115 89 / 115 89 / 115
Milling Spindle Torque (S1, 100%) Nm 1.105 1.410 / 2.150 2.150 / 3.390 3.390 / 13.200 3.390 / 13.200 3.390 / 13.200
Maximum rotation speed min-1 4.000 4.500 / 4.000 4.000 / 4.500 4.000 / 2.000 4.000 / 2.000 4.000 / 2.000
Milling spindle Gear ranges n 2 2 2 2 / 4 2 / 4 2 / 4
Milling spindle tool taper HSK-100 A/T HSK-125 A HSK-125 A HSK-160 A/ 125 A HSK-160 A/ 125 A HSK-160 A/ 125 A
Turning tool clamping system  CAPTO C6 / C8 / KM80 CAPTO C6 / C8 / KM80 CAPTO C8 / C10 / KM 80 / KM 100 CAPTO C8 / C10 / KM 80 / KM 100 CAPTO C8 / C10 / KM 80 / KM 100
Linear axes rapid feed (“X”, “Y” & “Z”) mm/min 15.000 10.000 / 20.000 10.000 / 20.000 10.000 / 15.000 10.000 / 15.000 10.000 / 15.000
Automatic Attachment changing device No Yes Yes Yes Yes Yes
Automatic tool changer n 40 120 120 120 120 120

T6H25 Celsa 
Poland

T4H20 ENC 
USA

T4H15 Messier Bugatti Dowty
Canada

T3F/T4H/T6H

T4H15 Messiar Bugatti Dowty 
Canada

T3F10 Dandong 518 
China







114 Hall Street, Concord NH, 03301 USA
+1 603 496 2526     |     ajennison@cmsnh.net     |     www.cmsnh.net


