
T&J Panels Jobsite Worksheet 

 

Homeowner/Job Name: ___________________________ County: _______________________ 

Address: _____________________________________________________________________ 

System Description (Distribution type, total lines, line lengths, etc.): 

_____________________________________________________________________________

_______________________________________________________ 

MATERIALS CHECKLIST: 

_______ Vertical T&J Panels (Caps included) 

_______ Horizontal T&J Panels (Caps included) 

_______ GE Foam Sealer (amount varies based on installation method) 

_______ Medium Sand Blasting Sand (amount varies based on installation method) 

_______ Powdered Lime 

_______ Entry T (per line, Horizontal Installation ONLY) 

_______ 2” Pipe 

_______ 1 ½” Pipe 

_______ 1 ¼” Pipe 

_______ Fittings for Pipe 

_______ Backfill Sand (Clean, Screened, Naturally-Occurring, Concrete Sand, or ASTM-C33, NC-2S, FA-10 and Grade 

“A” Sands) 

Be sure to use the correct backfill sand material.  Contact our offices for backfill sand sources or with any 

questions regarding backfill sand material. 

_______ 1x6 Board (Does not need to be treated) 

ADDITIONAL PRODUCTS THAT MAY BE NEEDED FOR COMPLETITION: 

_______ Septic Tank __________ Gallon 

_______ Pump Tank __________ Gallon 

_______ 4” Pipe 

_______ Distribution Box 

_______ Manifold _________ Taps _________ Size 

_______ Install Training 

_______ Tar Seal Rope (5ft. per panel) 

 

AVAILABLE FOR 
PURCHASE FROM T&J 
PANEL. 


