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“Frankenstein roofs”



Systems approach…



FM Approvals’ RoofNav
www.RoofNav.com

There are 1,118,797 approved roof assembly 
configurations in FM Approvals’ RoofNav

‐‐As of February 1, 2024



New to the 2024 I‐codes
• Single column text format
• Updated font styles
• QR codes identifying changes
• Streamlined lists
• Consistent grouping of related text 

(e.g., tables follow parent sections)
• Shaded table headers and notes

iccsafe.org/design‐updates



Thursday, 9:30 – 11 a.m., Rm. N234





Concerns with IBC 2024’s new ponding instability requirement

• References to Sec. 1608.3 and 1611.2 direct users to ASCE 7‐22, 
not the design method used at the time of construction

• Structural re‐analysis will likely be required:
– Are as‐built drawings available?
–Will a detailed site analysis of the building structure be necessary?

• In IBC 2024, rain loads in Ch. 16/ASCE 7‐22 are not consistent 
with the rainfall design method in IPC 2024:
–Which method applies?
–Who resolves the conflict?



The newly‐added code text further complicates (and adds cost) 
to reroofing projects with inadequate roof slope. 

Use tapered insulation





IWUIC 2024
• Overlays the Building Code
• Ch. 5: Special Building 

Construction Regulations
• Ignition‐resistant Construction 

Class 1, 2 or 3
• Class 1 and 2: Class A roof

Class 3: Class B roof
• Valley, eave, gutter and 

downspout and roof vent 
requirements
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Professional Roofing
December 2023/January 2024



IPMC 2024
• Sec. 304‐Exterior Structure
• Sec. 507‐Storm Drainage
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Professional Roofing
February 2024
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ASCE 7‐22
• All loads on buildings and 

structures
• 482 pages + commentary 

(1046 pages total)
• 32 chapters
• 7 appendixes
• Referenced in IBC 2024 Ch. 16‐

Wind Design as the basis for 
wind design



ASCE 7‐22 on wind design
• Ch. 26: Wind loads: General 

requirements
• Ch. 30: Wind loads: 

Components and cladding
• Ch. 31: Wind tunnel 

procedure
• Ch. 32: Tornado loads

99 pages







ascehazardtool.org







Very conservative

Zone 1’:  ‐0.9
Zone 1:   ‐1.7
Zone 2:   ‐2.3
Zone 3:   ‐3.2









RoofWindDesigner.com



Comparing ASCE 7’s versions and FM’s rating calculator
Based on a hypothetical building

Zone 3
(Corner)

Zone 2
(Perimeter)

Zone 1
(Field)

Zone 1’
(Center)

Wind speedMethodVersion

‐68.6 psf‐45.5 psf‐27.2 psf‐‐VASD = 90 mphASDASCE 7‐05

‐105.9 psf‐70.5 psf‐42 psf‐‐
VULT = 120 mph

ULT
ASCE 7‐10

‐63.6 psf‐42.3 psf‐25.2 psf‐‐ASD

‐92 psf‐67.6 psf‐51.2 psf‐29.5 psfVULT = 105 mphULT
ASCE 7‐16

‐55.2 psf‐40.5 psf‐30.7 psf‐17.7 psfASD

‐91.6 psf‐67.2 psf‐51.0 psf‐29.3 psfVULT = 105 mphULT
ASCE 7‐22

‐55 psf‐40.3 psf‐30.6 psf‐17.6 psfASD

‐77 psf‐57 psf‐43 psf‐24 psfVASD = 90 mphFM (ASD/ULT)FM calculator
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Considerations
Wind design (ASCE 7)

• Designers:  Include code‐required wind design 
information in your Construction Documents

• Contractors:  Look for the wind design information. 
– Drawing Sheet S‐1 is a common location

• If wind design information is not provided, consider 
submitting an RFI  



“Moisture” meter concerns



These meters do not read moisture…
…they are reading relative conductivity, which can be 
correlated to  specific materials in specific conditions 

when properly calibrated. 



Considerations
“Moisture” meters

• Read/understand the instruction manual
• Understand device sensitivity
• Understand proper operating conditions
• Proper calibration/recalibration is critical
• Don’t overstate the meter’s capability
• Verify job‐specific results with gravimetric analysis



Nailbase insulation 
considerations



Nailbase insulation considerations

• Double layer design and application
• Taped joints can control vapor leaks/underlayment wrinkling 
at board joints 

• Pressure‐tested and FRT nailbase are not good ideas for 
nailbase



Insurance industry issues

• The insurance industry is dealing with significant claims
– Premium increase are commonplace

• Coverage changes
– Let’s take a look at an example… my policy coverage



Insurance industry issues
Preliminary conclusions

• Expect premium costs to (continue to) increase
• Homeowners will likely have less coverage… maybe 
unknowingly

• Beware of ACV proration and replacement cost limits
• 15‐year‐old roofs…
• Contractors performing insurance work should prepare 
for changes



Radio frequency radiation
Rooftop cell phone transmitters



CRCA Advisory Bulletin
June 2023

Link





Recognize the signage

Photos courtesy of Peter Shackford—Hettrick, Cyr & Associates, Inc.



Some useful references
• CRCA Advisory Bulletin (Link)
• Health Canada’s Safety Code 6 (Link)
• Federal Communications Commission (Link)
• Center for Construction Research and Training (Link)



Link





Roof deck loading 
considerations



Some examples of roof loading
• Pallet of asphalt shingles (42 bundles):  2,500 to 4,200 lbs. 
• Pallet of TPO membrane rolls:  1,400 to 3,450 lbs.
• Pallet of MB cap sheet (20 rolls):  About 2,500 lbs.
• Pallet of glass‐faced gypsum board (4 x 4):  1,600 to 2,400 lbs.
• Pallet of bonding adhesive (45 pails):  1,800 lbs.
• Bundle of polyiso. (4 x 8):  250 to 500 lbs.



Some initial considerations
Roof deck loading concerns

• Roofing operations may exceed live load capacity
• Note joist/framing orientation
• Consider avoiding adjacent load placement
• Position loads across joists/framing
• Consider added dunnage across framing
• Also consider rooftop equipment weight



Other topics…
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