MASTERCUT 

stony point mosaic
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:
Finish:
Dimensions:

Weight:

Coverage:

United States
Sandstone
Buff, chocolate brown,
tan, burgundy, gray
Natural weathered face, sawn back
Piece size varies with average
lengths from 6” to 15” average
heights from 6” to 13”
and average thickness of 3/4” to 1-1/2”.
Approximately 14 lbs. per
square foot based on 1-1/2”
thick piece.
Corners available in 20 linear
feet and 100 linear feet. Cover
based on 1/2’’ mortar joint.
Allow for 20% waste,
when using a dry-stack application.

MORTARED JOINTS

features and benefits
• Stony Point® Mosaic offers the same beauty and solid
finished look as the building stone, but with the appeal
of efficient and lightweight installation. It is crafted from
natural fieldstone and is cut to bring out the
optimum color and texture of the original stone, unveiling
hues of warm tan, rich brown, shades of gray and hints of
burgundy. The physical appearance of the stone offers
a rich natural, weathered look that is perfect for rustic
lodges and cabins, cottages and casual settings.
• This locally sourced material may qualify as a LEED
product for the Maryland, Virginia, and North Carolina
markets.
• Stony Point® Mosaic can be installed below grade and
usually requires no footers or additional support. Check
with local building codes before installing material. It is
an easy stone to work with, is absorbent and lightweight,
Made
and adheres well.

In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point dressed ledge
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:
Finish:
Dimensions:

Weight:

Coverage:

United States
Sandstone
Buff, chocolate brown,
tan, burgundy, gray
Natural weathered face, sawn
top, bottom, and back
Piece size varies with average
lengths from 4” to 12” average
heights from 1”, 1-1/2” to
2-1/2”and average thickness of
3/4” to 1-1/2”.
Approximately 14 lbs. per
square foot based on 1-1/2”
thick piece.
Corners available in 20 linear
feet and 100 linear feet.

features and benefits
• Stony Point® Dressed Ledge offers a linear,
contemporary look with a rich palette of
buff, chocolate brown, gray and hints of
burgundy. It is crafted from natural
		fieldstone and is cut to bring out the
optimum color and texture of the original
stone. The physical appearance of the stone
offers a rich natural, weathered look that is versatile and perfect for country, and casual settings as well as designs that
feature a more modern and contemporary aesthetics.
• The aesthetic of the finished stonework will vary depending on the setting style used. A dry-stack look, like the one
featured above, willrequire a mason to heavily work and shape the stone to create a tight fit. Stony Point® Dressed
Ledge also looks stunning when set with exposed, visible joints and will require less “tooling” of the stone from
the mason.
• This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.
Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 
NATURAL STONE

stony point chiseled ledge
®

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:
Finish:
Dimensions:

Weight:

Coverage:

United States
Sandstone
White, cream, gold, gray,
burgundy
Chiseled face, sawn back
Piece size varies with average
lengths from 4” to 18” average
heights from 1-1/2” to 6”
and average thickness of 3/4” to 1-1/2”.
Approximately 14 lbs. per
square foot based on 1-1/2”
thick piece.
Corners available in 20 linear feet and 100
linear feet. Coverage based on 1/2’’ mortar
joint. Allow for 20% waste, when using
a dry-stack application.

MORTARED JOINTS

features and benefits
• Stony Point® Chiseled Ledgestone offers a linear,
contemporary look with a rich palette of white, cream,
gold, gray and hints of burgundy. It is crafted from
natural fieldstone and is chisel cut to bring out the
optimum color and texture of the original stone. The
physical appearance of the stone offers a rich natural look
that is perfect for rustic, country, and casual settings as
well as designs that feature a more modern aesthetic.
• The aesthetic of the finished stonework will vary
depending on the setting style used. A dry-stack look,
like the one featured above, will require the mason to
heavily work and shape the stone to create a tight fit.
Stony Point® Natural Ledge also looks stunning when set
with exposed, visible joints and will require less “tooling”
of the stone from the mason.
• This locally sourced material may qualify as a LEED
product for the Maryland, Virginia, and North Carolina
markets.
Made

In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point
chiseled dressed ledge
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:
Finish:
Dimensions:

Weight:

Coverage

United States
Sandstone
White, cream, gold, gray,
burgundy
Chiseled face, sawn top, bottom 		
and back
Piece size varies with average 		
lengths from 4” to 12” average 		
heights from 1”, 1-1/2” to 		
2-1/2” and average thickness of 		
3/4” to 1-1/2”.
Approximately 14 lbs. per 		
square foot based on 1-1/2” 		
thick piece.
Corners available in 20 linear 		
feet and 100 linear feet.

features and benefits
• Stony Point® Chiseled Dressed Ledge offers a
linear, contemporary look with a rich
palette of white, cream, gold, gray and hints
of burgundy. It is crafted from natural
fieldstone and is chisel cut to bring out the
optimum color and texture of the original
stone. The physical appearance of the stone
offers a rich natural look that is perfect for rustic, country, and casual settings as well as designs that feature a more
modern aesthetic.
• The aesthetic of the finished stonework will vary depending on the setting style used. A dry-stack look, like the one
featured above, will require the mason to heavily work and shape the stone to create a tight fit. Stony Point® Chiseled
Dressed Ledge also looks stunning when set with exposed, visible joints and will require less “tooling” of the stone from
the mason.
•

This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.
Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point
natural ledge
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:
Finish:
Dimensions:

Weight:
Coverage:

United States
Sandstone
Buff, chocolate brown,
tan, burgundy, gray
Natural weathered face, sawn back
Piece size varies with average lengths from
3” to 16” average heights from 1-1/2” to
5” and average thickness of 3/4” to 1-1/2”.
Approximately 14 lbs. per square foot based
on 1-1/2” thick piece.
Corners available in 20 linear feet and 100
linear feet. Cover based on 1/2’’
mortar joint. Allow for 20% waste,
when using a dry-stack application.

features and benefits
•

Stony Point® Natural Ledge offers a linear, contemporary
look with a rich palette of buff, chocolate brown, gray and
hints of burgundy. It is crafted from natural fieldstone and
is cut to bring out the optimum color and texture of the
original stone. The physical appearance of the stone offers a
rich natural, weathered look that is perfect for rustic,
country, and casual settings as well as designs that feature a
more modern aesthetic.

•

The aesthetic of the finished stonework will vary
depending on the setting style used. A dry-stack look, like
the one featured above, will require the mason to heavily
work and shape the stone to create a tight fit. Stony Point®
Natural Ledge also looks stunning when set with exposed,
visible joints and will require less “tooling” of the stone
from he mason.

• This locally sourced material may qualify as a LEED
		product for the Maryland, Virginia, and North Carolina
markets.

MORTARED JOINTS

Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point european
dressed ledge
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:

United States
Sandstone
Buff, chocolate brown,
tan, burgundy, gray
Finish:
Natural weathered face, sawn
top, bottom and back
Dimensions:
Piece size varies with average
lengths from 4” to 12” average
heights from 2”, 3’’, 5’’ and
average thickness of 3/4” to
1-1/2”.
Weight:
Approximately 14 lbs. per
square foot based on 1-1/2”
		thick piece.
Coverage
Corners available in 20 linear
feet and 100 linear feet.

features and benefits
• Stony Point® European Dressed Ledge offers
a linear, contemporary look with a rich
palette of buff, chocolate brown, tan, gray
and hints of burgundy. It is crafted from
natural fieldstone and is cut to bring out the
optimum color and texture of the original
stone. The physical appearance of the stone
offers a rich natural, weathered look that is perfect for rustic, country, and casual settings as well as designs that feature a
more modern aesthetic.
• The aesthetic of the finished stonework will vary depending on the setting style used. A dry-stack look, like the one
featured above, will require the mason to heavily work and shape the stone to create a tight fit. Stony Point® European
Dressed Ledge also looks stunning when set with exposed, visible joints and will require less “tooling” of the stone from
the mason.
• This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.
Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point european
chiseled dressed ledge
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:

United States
Sandstone
White, cream, gold, gray,
burgundy
Finish:
Chiseled face, sawn top, bottom
and back
Dimensions:
Piece size varies with average 		
lengths from 4” to 12” average 		
heights from 2”, 3’’, 5’’ and 		
		average thickness of 3/4” to 		
1-1/2”.
Weight:
Approximately 14 lbs. per 		
square foot based on 1-1/2” 		
thick piece.
Coverage:
Corners available in 20 linear 		
feet and 100 linear feet.

features and benefits
•

Stony Point® European Chiseled Dressed
Ledge offers a linear, contemporary look with
a rich palette of white, cream, gold, gray and
hints of burgundy. It is crafted from natural
fieldstone and is chisel cut to bring out the
optimum color and texture of the original
stone. The physical appearance of the stone
offers a rich natural, weathered look that is
perfect for rustic, country, and casual settings as well as designs that feature a more modern aesthetic.

•

The aesthetic of the finished stonework will vary depending on the setting style used. A dry-stack look, like the one featured
above, will require the mason to heavily work and shape the stone to create a tight fit. Stony Point® European Chiseled Dressed
Ledge also looks stunning when set with exposed, visible joints and will require less “tooling” of the stone from the mason.

•

This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.

Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 
NATURAL STONE

stony point natural ashler
®

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:
Finish:
Dimensions:

Weight:
Coverage:

United States
Sandstone
Buff, chocolate brown,
tan, burgundy, gray
		Natural weathered face with chiseled edges
Piece size varies with average
lengths from 6” to 14” average
heights from 5” to 12’’ and average
thickness of 3/4” to 1-1/2”.
Approximately 14 lbs. per square foot based
on 1-1/2” thick piece.
Corners available in 20 linear feet and 100
linear feet. Cover based on 1/2’’
mortar joint. Allow for 20% waste,
when using a dry-stack application.

features and benefits
•

Stony Point® Natural Ashler offers a contemporary look
with a rich palette of buff, chocolate brown, gray, tan
and hints of burgundy. It is crafted from natural fieldstone
and is cut to bring out the optimum color and texture of the
original stone. The physical appearance of the stone
offers a rich natural, weathered look that is perfect for
rustic, country, and casual settings as well as designs that
feature a more modern aesthetic.

•

The aesthetic of the finished stonework will vary
depending on the setting style used. A dry-stack look, like
the one featured above, will require the mason to heavily
work and shape the stone to create a tight fit. Stony Point®
Natural Ashler also looks stunning when set with exposed,
visible joints and will require less “tooling” of the stone
from the mason.

•

This locally sourced material may qualify as a LEED
product for the Maryland, Virginia, and North Carolina
markets. visible joints and will require less “tooling” of the

stone from the mason.

MORTARED JOINTS

Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 
NATURAL STONE

stony point chiseled ashler
®

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:		
Geology:
Color Range:
Finish:
Dimensions:
		
		
		
Weight:
		
Coverage:
		
		

United States
Sandstone
Cream, gold, gray, burgundy, white
Chiseled face and edges
Piece size varies with average lengths from
6” to 14” average heights from 5’’ to
12’’ and average thickness of 3/4” to 		
1-1/2”.
Approximately 14 lbs. per square foot based
on 1-1/2” thick piece.
Corners available in 20 linear feet and 100
linear feet. Cover based on 1/2’’
mortar joint. Allow for 20% waste,
when using a dry-stack application.

features and benefits
•

Stony Point® Chiseled Ashler offers a contemporary look
with a rich palette of cream, gold, gray, white and hints
of burgundy. It is crafted from natural fieldstone and is
chisel cut to bring out the optimum color and texture of the
original stone. The physical appearance of the stone
		offers a rich natural look that is perfect for rustic, country,
and casual settings as well as designs that feature a more
modern aesthetic.
•

The aesthetic of the finished stonework will vary
depending on the setting style used. A dry-stack look, like
the one featured above, will require the mason to
heavily work and shape the stone to create a tight fit.
Stony Point® Chiseled Ashler also looks stunning when set
with exposed, visible joints and will require less “tooling”
of the stone from the mason.

•

This locally sourced material may qualify as a LEED
product for the Maryland, Virginia, and North Carolina
markets.

MORTARED JOINTS

Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point ashler blend
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:

Finish:
Dimensions:

Weight:

Coverage:

United States
Sandstone
Cream, gold, gray, burgundy,
chocolate brown, tan, buff,
and white
Chiseled and natural faces
Piece size varies with average
lengths from 6” to 14” average
heights from 5’’ to 12’’ and
average thickness of 		
3/4” to 1-1/2”.
Approximately 14 lbs. per
square foot based on 1-1/2”
thick piece.
Corners available in 20 linear
feet and 100 linear feet. Cover
based on 1/2’’ mortar joint.
Allow for 20% waste, when
using a dry-stack application.

features and benefits
• Stony Point® Ashler Blend offers a linear,
contemporary look with a rich palette of
cream, gold, gray, chocolate brown, tan,
buff, white and hints of burgundy. It is
crafted from natural fieldstone with a blend
of our natural and chiseled faces cut to bring out the optimum color and texture of the original stone. The physical
appearance of the stone offers a combination of rich natural, weathered and chiseled faces to create a look that is perfect
for rustic, country, and casual settings as well as designs that feature a more modern aesthetic.
• The aesthetic of the finished stonework will vary depending on the setting style used. A dry-stack look, like the one
featured above, will require the mason to heavily work and shape the stone to create a tight fit. Stony Point® Ashler Blend
also looks stunning when set with exposed, visible joints and will require less “tooling” of the stone from the mason.
• This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.
Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 
NATURAL STONE

stony point williams ledge
®

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:

Finish:
Dimensions:
		
		
Weight:
		
Coverage:

United States
Sandstone
Cream, gold, gray, burgundy, 			
chocolate brown, tan, buff, 			
and white
Chiseled and natural faces
Piece size varies with average lengths from
6” to 16” average heights from 5’’ to 12’’
and average thickness of 3/4” to 1-1/2”.
Approximately 14 lbs. per square foot based
on 1-1/2” thick piece.
Corners available in 20 linear feet and 100
linear feet. Cover based on 1/2’’ mortar 		
joint. Allow for 20% waste, when
using a dry-stack application.

features and benefits
•

Stony Point® Williams Ledge offers a linear, contemporary
look with a rich palette of cream, gold, gray, chocolate
brown, tan, buff, white and hints of burgundy. It is crafted
from natural fieldstone with a blend of our natural and
chiseled faces cut to bring out the optimum color and
texture of the original stone. The physical appearance
of the stone offers a rich natural, weathered look that is
perfect for rustic, country, and casual settings as well as
designs that feature a more modern aesthetic.

•

The aesthetic of the finished stonework will vary
depending on the setting style used. A dry-stack look, like
the one featured above, will require the mason to heavily work
and shape the stone to create a tight fit. Stony Point® Williams Ledge also looks stunning when set with exposed,
visible joints and will require less “tooling” of the stone
from the mason.

•

This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.

MORTARED JOINTS

Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

stony point
dressed ledge BLEND
®

NATURAL STONE

uses
Interior and exterior adhered veneer, including house fronts, commercial facades, foundations, columns, chimneys, fireplaces
and surrounds, hearths, exterior and interior walls, outdoor kitchens and fireplaces.

DRYSTACK

characteristics
Origin:
Geology:
Color Range:

United States
Sandstone
Cream, gold, gray, burgundy, 		
chocolate brown, tan, buff, 		
		and white
Finish:
Natural and chiseled faces, sawn
top, bottom and back
Dimensions:
Piece size varies with average 		
lengths from 4” to 12” average 		
heights from 1”, 1-1/2” to 		
2-1/2” and average thickness of 		
3/4” to 1-1/2”.
Weight:
Approximately 14 lbs. per 		
square foot based on 1-1/2” 		
thick piece.
Coverage
Corners available in 20 linear 		
feet and 100 linear feet.

features and benefits
• Stony Point® Dressed Ledge Blend offers a
linear, contemporary look with a rich
palette of white, cream, gold, gray, chocolate
brown, tan, buff and hints of burgundy. It is
crafted from natural fieldstone with a blend
of our natural and chiseled faces cut to bring
out the optimum color an texture of the original stone. The physical appearance of the stone offers a rich natural look that
is perfect for rustic, country, and casual settings as well as designs that feature a more modern aesthetic.
• The aesthetic of the finished stonework will vary depending on the setting style used. A dry-stack look, like the one
featured above, will require the mason to heavily work and shape the stone to create a tight fit. Stony Point® Dressed
Ledge Blend also looks stunning when set with exposed, visible joints and will require less “tooling” of the stone from the
mason.
•

This locally sourced material may qualify as a LEED product for the Maryland, Virginia, and North Carolina markets.
Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

MASTERCUT 

astm testing

NATURAL STONE

stony point

®

COLLECTIONS

Made In

www.mastercutstone.com
The information contained in this document is provided to explain the most commonly asked questions about stone and its uses. This document serves as a
general guideline and the information provided within is not meant for exact structural specifications. Mastercut has neither liability, nor can be held
responsible, to any person or entity for any misunderstanding, misues, or misapplication that would cause loss or damage of any kind, including loss of
rights, materials, or personal injury, or alleged injury to be caused directly or indirectly by the information contained in this document. Images serve only as
a general representation of the material, and approval of the product should be based on the awareness of potential range of color and other characteristics.
Copyright 2017. Allemari Stone. All rights reserved.

