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Number of assemblies in FM’s RoofNav

• February 2017: 931,585

• September 6, 2017: 968,934

• September 8, 2017: 969,206
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Converting wind speed to uplift pressure

• Basic energy equation:
KE = ½ m v2

• Applying that to wind speed:
qh =  0.00256 (Kz) (Kzt) (Kd) (V

2)

Where:
Kd =  wind directionality factor
Kz =  velocity pressure exposure coefficient
Kzt =  topographic factor
V   =  wind speed (mph)
qh =  velocity pressure (psf)

3

4

Professional Roofing, 
December 2009

Link
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FM’s hail designations

• MH: Moderate hail

• SH: Severe hail

• VSH: Very severe hail
Link
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Professional Roofing,
Sept. 2017

Moisture on concrete roof decks
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Professional Roofing,
January 2017

“Fully” adhered

Thickness variations in polyio. insulation

Professional Roofing, 
July 2017
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Thickness variations
Polyisocyanurate insulation

• Measured thicknesses notably less than 
nominal

• Reports from throughout the U.S.

• More common with thicker product
– For example, 3.5 inch (nominal) measures less 
than 3¼‐inch thick

• Most reports specific to one manufacturer
–Multiple plants from the one manufacturer

– Limited reports from other manufacturers

3.5 inch (nominal)

2.0 inch (nominal)
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Allowable tolerances
ASTM C1289 (Polyisocyanurate insulation)

The issues…
Thickness variations in polyiso. insulation

• Most physical properties are thickness related

• R‐value loss:

– R‐value decreases about 0.7 per ⅛‐inch thickness 
loss (assuming an LTTR of 5.6 per inch)

• Insulation thickness does not match established 
wood blocking heights
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NRCA’s recommendations
Thickness variations in polyio. insulation

• Distributors and contractors should measure 
board edge thicknesses upon delivery, 
preferably while the insulation still is on the 
truck

• Contact the manufacturer or distributor if 
thicknesses are less (or more) than specified

• Also contact NRCA Technical Services

International Existing 
Building Code, 2015 Edition
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IEBC 2015

Scope:

“…shall apply to the repair, alteration, change of 
occupancy, addition to and relocation of existing 
buildings.”

Classifications:

• Level 1: Removal and replacement of materials

• Level 2: Reconfiguration or extension

• Level 3: Exceeds 50 percent of building area

International Existing Building Code, 2015 Edition 
Chapter 7‐Alterations‐Level I

Similar to IBC 2012, Section 1510‐Reroofing

[Continued…]
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International Existing Building Code, 2015 Edition 
Chapter 7‐Alterations‐Level I

International Existing Building Code, 2015 Edition 
Chapter 7‐Alterations‐Level I
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International Existing Building Code, 2015 Edition 
Chapter 7‐Alterations‐Level I
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International Existing Building Code, 2015 Edition 
Chapter 7‐Alterations‐Level I

Professional Roofing,
September 2016



Tech talk: Observations from the field September 7‐9, 2017

NRLRC Conference ‐ Roofing Issues: Decks to Dockets 12

New model building code
2018 I‐codes

New I‐codes will be 
available in Sept.

New wind design method
ASCE 7‐16

• Published in June

• Referenced in IBC 2018
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ASCE 7‐16’s major revisions

• Revised basic wind speed map

• Changes (and new) pressure coefficients

• Revised perimeter and corner zones

Expect higher field, perimeter and corner 
uplift pressures

ASCE 7‐10 basic wind speed map
Fig. 1607A‐‐Vult for Risk Category II Buildings
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ASCE 7‐16 (draft) basic wind speed map
Risk Category II Buildings

GCp pressure coefficients
h ≤ 60 ft., gable roofs ≤ 7 degrees

Zone ASCE 7‐10 ASCE 7‐16

1 (field) ‐1.0 ‐1.7

1’ ‐‐ ‐0.9

2 (perimeter) ‐1.8 ‐2.3

3 (corners) ‐2.8 ‐3.2
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Zones
h ≤ 60 ft., gable roofs ≤ 7 degrees

ASCE 7‐10 ASCE 7‐16

Comparing FM 1‐28, ASCE 7‐05, ASCE 7‐10 
and ASCE 7‐16

Example: A manufacturing building located in New 
Orleans, LA. The building is an enclosed structure with a 
low‐slope roof system and a roof height of 33 ft. The 
building is located in an area that is categorized as 
Exposure Category C.
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Document Basic wind speed 
(mph)

Design wind pressure (psf)

Zone 1
(Field)

Zone 2
(Perimeter)

Zone 3
(Corner)

FM 1‐28
(without SF)

v = 120 43 72 108

ASCE 7‐05 v =  120 38 63 95

ASCE 7‐10
Strength design

vULT = 150 59 99 148

ASCE 7‐10
ASD

vASD = 116 35 59 89

ASCE 7‐16
Strength Design

VULT = 160 mph

1’ = 60.2
1 = 105

138.1 188.6

ASCE 7‐16
ASD

1’ = 36.1
1 = 63.0

83.1 113.2

Comparing FM 1‐28, ASCE 7‐05, ASCE 7‐10 
and ASCE 7‐16

Proper wind design (which is oftentimes 
avoided) is getting even more complicated… 
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Additional references
The NRCA Roofing Manual: Membrane Roof Systems‐2015 (July 2016 Update)

NRCA Guidelines for 
Asphalt Shingle Roof 
Systems

Link
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Quality Control and 
Quality‐assurance 
Guidelines for the 
Application of 
Membrane Roof 
Systems

The NRCA Vegetative 
Roof Systems Manual
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Don’t do stupid things…
Roofing specific

For example, some “not too smart” things are:

• Incur someone else’s liability

• Accept a roof deck

– Insert the word “surface” and it’s not too bad

• Lightweight structural concrete roof decks

• Mechanically attach insulation or a roof 
membrane into a concrete deck

38
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• Wind warrantees
• “…fully adhered…”
• Field uplift‐testing
• Mechanical fasteners through a vapor retarder 
or air retarder

• “Self‐sealing” adhered underlayment
• In attics, installing more NFVA at the ridge 
than at the soffits
– Your attic will “suck”

• Signing an applicator agreement (or revision) 
without modifications because “…everyone 
signs it…”

39

Two more…
Things that are “…not too smart…”

• Not implement into your business something 
have learned at the NRLRC Annual Conference

• Not call NRCA Technical Services if you need 
assistance
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