
Photos of ICP Test Panels

Injection Molded PP Unfilled HI Copolymer In ICP Test Panel



Max load in lbs to 
failure in panel
(3-point flex test)

NOTE:  Samples molded by inserting spacers on each side to produce fully packed samples

*Average of five (5)
molded samples.
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Injection Molded PP Unfilled HI Copolymer In ICP Test Panel



Modulus of Elasticity 
(PSI) Comparison 
(3-point flex test)

NOTE:  Samples molded by inserting spacers on each side to produce fully packed samples

*Average of five (5)
molded samples.
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Injection Molded PP Unfilled HI Copolymer In ICP Test Panel



Video of Impact Testing Unfilled Polypropylene High
Impact Chemically Coupled in ICP Test Panels

See Below Link

https://drive.google.com/file/d/1UpWY1Qh_WLLOzuCWxYu7b
_qm-LZKqTLS/view?usp=sharing

Injection Molded PP Unfilled HI Copolymer In ICP Test Panel

https://drive.google.com/file/d/1UpWY1Qh_WLLOzuCWxYu7b_qm-LZKqTLS/view?usp=sharing
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NOTE:  Samples molded by inserting spacers on each side to produce fully packed samples

*Average of five (5)
molded samples.
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Injection Molded PP Unfilled HI Copolymer In ICP Test Panel


