
Professional Plus
Filter Fabric • Patio/Paver Underliner • Weed Control • Soil Separator

4 oz. Nonwoven
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ACTUAL SIZE FABRIC

WEED CONTROL FABRIC
• Stops approx. 95% of weed growth
• Lets air, water and fertilizer pass through to

plant roots
• Saves you time (no more  weeding)
• Permanent when covered from sunlight

FILTER FABRIC
• Protects native soil and silt from clogging

drainage septic systems
• Drainage protection to maintain  flow and

percolation
• Prolongs life of septic drain fields and

drainage pipes
• Proven alternative to graded aggregate or

sand filters

BENEFITS
• Maximum water flow
• Prevents soil movement in erosion control

applications
• High strength to withstand heavy traffic
• Cuts easy, installs quickly
• Permanent when covered from sunlight

OTHER APPLICATIONS
• Weed control
• Erosion control
• Paver underliner
• Landfills

USE UNDER OR AROUND
• Patio Blocks & Pavers
• Decorative Stone & Bark
• Retaining Wall Filter Fabric
• Drainage and Septic Systems
• Sand

AVAILABLE SIZES
Bulk Rolls

3 x 250 750 sq. ft. 26#*
4 x 250 1000 sq. ft. 34#*
5 x 250 1250 sq. ft. 43#*
6 x 250 1500 sq. ft. 52#*
8 x 250 2000 sq. ft. 68#*
10 x 250 2500 sq. ft. 86#*
12 x 250 3000 sq. ft. 104#*
15 x 250 3750 sq. ft. 128#*

* Roll sizes & weights may vary.
For best results the use of a pre and post
emergent  herbicide is advised.

TYPICAL SPECIFICATIONS
Properties Test Method 4 oz.
Grab Tensile (lbs) ASTM D-4632 105
Grab Elongation (%) ASTM D-4632 50
Puncture Strength (lbs) ASTM D-4833 65
Mullen Burst (psi) ASTM D-3786 210
Trapezoidal Tear (lbs) ASTM D-4533 45
Apparent Opening Size (AOS) ASTM D-4751 70
Permittivity (sec-1) ASTM D-4491 2.0
Permeability (cm/sec) ASTM D-4491 .22
Water Flow Rate (gpm/ft2) ASTM D-4491 145
Weight (oz/yd2) ASTM D-3776 4.0
Thickness (mils) ASTM D-1777 55
U.V. Resistance ASTM D-4355 70
Material Polypropylene

* Refer to page 18 for installation instructions
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ACTUAL SIZE FABRIC

Construction Fabric
4.0 oz. Spunbond

APPLICATIONS
• Patio/Paver Underliners

- Prevents aggregate and subgrade from intermixing
• Paved/Unpaved Road Underliners

- Soil stabilizer (keeps base and subgrade from intermixing)
- Reduces load stress
- Prevents cracking and heaving

• Soil separator
• Soil retention
• Subgrade separator
• Erosion Control

BENEFITS
• Heavy-duty fabrics will not tear or puncture in construction

applications
• Superior strength ensures long-term separation/retention
• Increases life of roads, driveways, parking lots
• Keeps weeds from growing
• Allows water, air and gases to breathe and escape
• Permanent when covered from sunlight

TYPICAL SPECIFICATIONS
Properties Test Method 4.0 oz.
Unit Weight (oz/yd2) ASTM D-3776 4.0
Tensile Strength (lbs) ASTM D-4632 140
Elongation at Break (%) ASTM D-4632 60
Puncture Strength (lbs) ASTM D-4833 40
A.O.S. (equivalent sieve) ASTM D-4751 70
A.O.S. (mm) .21
Trap Tear (lbs) ASTM D-4533 60
Mullen Burst Strength (psi) ASTM D-3786 140
Flux (gal/ft2/min) ASTM D-4491 60
Permittivity (sec -1) ASTM D-4491 .1
Material Polypropylene

AVAILABLE SIZES
Retail Cases

3 x 25 25 per case 60#*
3 x 50 16 per case 70#*
3 x 100 9 per case 70#*

Bulk Rolls
3 x 300 900 sq. ft. 25#*
4 x 300 1200 sq. ft. 34#*
6 x 300 1800 sq. ft. 50#*
9 x 300 2700 sq. ft. 75#*
12 x 300 3600 sq. ft. 90#*

* Roll sizes & weights may vary.
For best results the use of a pre and post
emergent  herbicide is advised.

30844 Fabriscape Catalog Pages  8/8/07  2:42 PM  Page 4

COMPAQ
Typewritten Text
To return to previous page, please click the back button on your internet browser




