
NRCA Fall Committee and Roofing Alliance Meetings
The Hutton Hotel Nashville – November 7‐10, 2023

Industry Executives and One Voice Breakfast



NRCA Technical Issues

Mark S. Graham
Vice President, Technical Services
National Roofing Contractors Association
Rosemont, Illinois

NRCA Fall Committee and Roofing Alliance Meetings
The Hutton Hotel – Nashville – November 7‐10, 2023



NRCA Technical Services staff

Mark Graham Glen Clapper, AIA
Vice President Director

Maciek Rupar Nick Gallagher
Director Director

Kurt Fester Andrea Khalil
Project Engineer Program Manger



Technical Committees
2023‐24 NRCA fiscal year

• Technical Operations Committee
• Manual Update Committee

– Roof Coatings Task Force

• Sustainability Committee



Consider referencing The Manual in your 
product literature and installation instructions



2,781 Trainers
44,297 Applicators

Consider referencing CERTA in your product literature and installation instructions.
Are your construction details CERTA compliant?



351 companies

Consider referencing NRCA’s ES‐1 (and GT‐1) sheet metal details and certification 
program in your product literature and installation instructions.



Roof Wind Designer
www.roofwinddesigner.com

Just added ASCE 7‐22
Usage:
• 15,688 users
• 62,766 projects



EnergyWise
energywise.nrca.net

Usage:
• 5,295 users
• 12,383 projects



“Frankenstein” roofs



There are currently 1,109,997 roof assembly configurations
in FM Approvals’ RoofNav

This breakdowns as follows:
• Metal panel roof systems:   2,047
• Liquid‐applied membrane systems:  10,617
• BUR membrane systems:  163,334
• Single‐ply membrane systems:  218,760
• MB membrane systems:  714,989 



FM Approvals’ RoofNav ‐‐ New Beta test version



Link





Field wind‐uplift testing
FM 1‐52 and ASTM E907



Field wind‐uplift testing
• ASTM E907, “Standard Test Method for Field Testing Uplift 

Resistance for Adhered membrane Roofing Systems”
• FM 1‐52, “Field Verification of Roof Wind Uplift Resistance”



NRCA “Industry Issue Update,” June 2015
NRCA members’ experience:
• Most tests not conducted in accordance 
with ASTM E907 or FM 1‐52.

• No correlation between field test vs. lab. 
results/classifications

• NRCA survey: 55% passing

Link



Professional Roofing
December/January 2022‐23

Link



ASTM Interlaboratory study (ILS)
“Testing the test”

• Built three identical test decks allowing for 24 tests total
• FM Class 90 roof system (FM tested to 90 psf)
• 8 testing entities conducted 3 test each
• Each test run at 15 psf increments up to 90 psf classification
• Membrane deflection is measured
• ASTM ILS staff planned the study and analyzed the test results
• At FM Global’s research center in Glocester, RI



ILS results
“Testing the test”

• Statistical outliers 15‐, 30‐, 45‐, 60‐ and 90‐psf test increments
• Outlier data excluded at 30‐, 45‐ and 90‐psf test increments
• 16 of the 24 specimens exhibited failure before completing the 
90‐psf test increment.

• 5 results at the 45‐psf increment and all the tests’ results at 60, 
75‐ and 90‐psf test increments exceeded FM 1‐52’s maximum 
allowable deflection.

All specimens should have exceeded 90 psf



Professional Roofing
September 2023

Link



Link

Professional Roofing
September 2023



Radio frequency radiation
Rooftop cell phone transmitters



Rooftop cell phone transmitters



CRCA Advisory Bulletin
June 2023

Link





Recognize the signage

Photos courtesy of Peter Shackford—Hettrick, Cyr & Associates, Inc.





Some useful references
• CRCA Advisory Bulletin (Link)
• Health Canada’s Safety Code 6 (Link)
• Federal Communications Commission (Link)
• Center for Construction Research and Training (Link)



Nighttime tie‐in and night seal considerations





With single‐ply membrane systems, nighttime tie‐ins 
and night seals have gotten more difficult… 



Some considerations
Nighttime tie‐ins and night seals

• Project specific planning…
• Get back to the basics…
– Water cut‐off
– Night seals

• SA underlayment and base sheet products 
can work well for cut‐offs

Concepts to share?



Roof deck loading 
considerations



University of Massachusetts – Amherst 
Draft report: “Roof Live Loads for Low‐Slope Roofs” 

Joint research

Metal Building Manufacturers Association
National Roofing Contractors Association

Steel Deck Institute



Some examples of roof loading
• Pallet of asphalt shingles (42 bundles):  2,500 to 4,200 lbs. 
• Pallet of TPO membrane rolls:  1,400 to 3,450 lbs.
• Pallet of MB cap sheet (20 rolls):  About 2,500 lbs.
• Pallet of glass‐faced gypsum board (4 x 4):  1,600 to 2,400 lbs.
• Pallet of bonding adhesive (45 pails):  1,800 lbs.
• Bundle of polyiso. (4 x 8):  250 to 500 lbs.



Some initial considerations
Roof deck loading concerns

• Roofing operations may exceed live load capacity
• Note joist/framing orientation
• Consider avoiding adjacent load placement
• Position loads across joists/framing
• Consider added dunnage across framing
• Also consider rooftop equipment weight



I encourage your company to engage with NRCA
at a greater level…



Mark S. Graham
Vice President, Technical Services
National Roofing Contractors Association
10255 West Higgins Road, 600
Rosemont, Illinois  60018‐5607

(847) 299‐9070
mgraham@nrca.net
www.nrca.net

Personal website:  www.MarkGrahamNRCA.com
LinkedIn:  linkedin.com/in/markgrahamnrca


