
FACEPLATE CHANGE

by 

Dicktator

If you want to 

replace your 

faceplate with 

another color.

Can get white, red, 

yellow and others.



FACEPLATE CHANGE

by 

Dicktator

Go to Cluster Removal 

for instructions.
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Remove Cluster from 

Dash.

Follow instructions on 

Cluster Removal.
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Remove 7mm screws 

from Faceplate Cluster 

Cover.

Unsnap Cover, plastic 

clips holds Cluster 

together. 
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Remove cover on 

face, remove 

needles. 

DO NOT scratch 

face plate.

Use plastic picnic 

fork or proper plastic 

needle tool to 

remove needles.  

Separate to replace 

stepper motors.
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If changing face 

plate, use plastic 

knife to separate 

OEM face plate 

from cluster.  

Face plate is thin 

aluminum. 

DO NOT BEND!!



FACEPLATE CHANGE
by 

Dicktator

Place NEW face 

plate, remove clear 

plastic on back and 

place on cluster PC 

Board
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Place NEW 

faceplate on cluster 

PC Board.  

Alignment pins on 

board for location.
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Do Not install 

needles on stepper 

motor drive pins. 

Plug in cluster 

connector FIRST!!

BEFORE you install 

needles.

Do not push needles 

way on until you 

have calibrated 

stepper motors.


