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 Installation Instructions  

 

Cabinets and Countertops 

READ THIS FIRST  

 
Handles are included with shipment, usually under a  

cabinet in a box marked ñHandlesò.  Please look for  

handles before packaging is thrown away. 

 

Peel white paper (pvc) as the very last step in the process.  

It will protect cabinets from scratches, dust, spills, etc. 

 

Cabinets are heavy;  adequate care should be taken to 

properly support cabinets.  Do not lift cabinets by doors. 
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Base cabinet installation: 

 

Place cabinets in order shown on layout. 

(provided with cabinet order). 

 

Remove doors and drawers.  

 

Level cabinets, either by shimming   

(for standard cabinets) or by using leveling legs 

(commercial style cabinets), with adjustable legs.  

 

Clamp cabinets together side-by-side. (See Illustra-

tion 1) 

 

Using  screws provided, screw cabinet together 

through pre-drilled holes in side of cabinet.    

(Illustration 2)  

 

Confirm cabinets are still level. 

Adjust if necessary. 

 

Replace doors and drawers. (See sepa-

rate instructions for door installation and 

adjustment.) Hint:  For ease of peeling 

paper later, start a corner before rein-

stalling. 

 

Peel paper (whitePVC). 

 

Attach handles (handles and screws are 

included with shipment). 

 

See ñAfter installation guideò  for final cleanup. 

 

ðððððððððððððððððððððððð 
Tools required:  Screwdriver, clamps, drill, level. 

Included with shipment:  handles and screws, shelf pins/supports, 

1 shelf per base cabinet, other items (if ordered). 

 
 

Illustration 1  

Illustration 2 
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Door Installation and Hinge Adjustments 
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Drawer Installation and  Adjustments 
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Countertop Installation (standard) 
 

 

 

Level cabinets, using shims  (standard cabinets) or adjustable leveling feet 

(commercial style on legs). 

 

Place 5/8ò thick marine plywood runners  at intervals along length of  

countertop.   

Place countertop on top of cabinets. 

Level countertop;  shim if needed. 

 

From inside cabinet, screw runner into bottom of countertop.  Use 5/8ò screws 

maximum;  be careful not to run screw all the way to the stainless steel. 

(Bumps in surface will appear is screws are too long.) 

 

 

 

 

 

 

 

For countertops with 

overlapping sections, see 

separate sheet. 

  

ððððððððððððððððððððððððððð 

Tools required:  Screwdriver, clamps, drill, level. 

 

Included with shipment:   Countertop only. 
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Upper cabinet installation  
 

Establish level line at bottom of cabinet. 

(Recommended method:   attach 2 by 4 to wall 

as a horizontal level.  Remove when cabinets 

are done.  )   

 

Remove doors. 

 

Screw cabinet sides together.  (For Architectual 

series, use holes located next to hinge plates.)  

(Illustration 3) 

 

Shim cabinets to make level front to back. 

 

Screw cabinet into wall, using holes  

provided and  1 1/2ò beaver screws.    For Architectural Series, if  screw holes 

do not coincide with studs, use a titanium bit to drill holes into back of cabinet.  

 

Note:  Screw holes in back of  Architectural Series cabinets are reinforced with  

1 1/2ò diameter steel plate;  it is  recommended that the holes provided be used 

if at all possible.   

 

Cabinets are heavy;  take care to make sure adequate support is provided. 

 

Peel paper (PVC)  

Re-attach doors.  (See attached information on how to adjust doors). 

Hint:  For ease of peeling paper later, start a corner before reinstalling. 

Install handles, using hardware provided. 

 

See ñAfter installation guideò  for final cleanup. 

ððððððððððððððððððððððððððð 
 

Tools required:  Screwdriver, clamps, drill, level, 2 x  4  for  horizontal leveling. 

 

Included with shipment:  handles and screws, shelf pins/supports, 

2 shelves  per upper  cabinet over 15ò h, other items (if ordered). 

 

 

Illustration 3  


