
Security Cameras  

Approved Specifications: Security Cameras should be of reasonable size. To the extent you 
have any questions regarding the size and/or location (see below), kindly contact the Property 
Manager.  
 
Approved Installation: See below. 
 

Security Cameras by Garage Door 

Security Cameras facing Garage Door entrance must be installed on brick, below siding and at 
or above horizontal bricks (see below photos/examples).  

 

 



 

 

  



Security Cameras by Front Door 

Security Cameras by front door must be installed on brick (placement must be above top of 
front door frame and below window frame (see below photos/examples).  

 

 



Security Cameras installed along side of property (End Units) 

Security Cameras installed along side of property must be installed on brick, below siding line 
and at or above horizontal bricks (see below photos/examples).  

 

 



Security Cameras installed in 1st floor patio area 

Security Cameras installed in 1st floor patio area must be installed on first-floor wooden joist that is 
against house (see below photo).  

 

 

 

  



Doorbell Cameras  

Approved Specifications:  Security Doorbells should be of reasonable size. To the extent you 
have any questions regarding the size or location (see below), kindly contact the Property 
Manager.  
 
Approved Installation: Doorbell Cameras must be installed in close proximity where original 
doorbell was installed. Additionally, original doorbell must be removed. If the hole where the 
original doorbell wires is exposed, the sheet metal molding must be replaced (see below 
photo/example). 

  

 


