
Rectangular shape 
allows for laser 
dectors to be 
mounted directly 
to the rod.

The round design 
makes the LR series 
rods a good choice for 
certian applications in 
windy conditions.

Rectangular oval 
shape allows for 
wide, glare-resistant 
scales that are wear 
resistant

Level Rods
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           DESCRIPTION
25’ Round Fiberglass Rod Tenths
25’ Round Fiberglass Rod Inches
35’ Round Fiberglass Rod Tenths
45’ Round Fiberglass Rod Tenths
25’ Oval Fiberglass Rod Tenths
25’ Oval Fiberglass Rod Inches
20’ Fiberglass Rod Tenths
20’ Fiberglass Rod Inches
16’ Fiberglass Rod Tenths
16’ Fiberglass Rod Inches
13’ Fiberglass Rod Tenths
13’ Fiberglass Rod Inches
8’ Fiberglass Rod Tenths
8’ Fiberglass Rod Inches

9’ Aluminum Rod Tenths
9’ Aluminum Rod Inches
13’ Aluminum Rod Tenths
13’ Aluminum Rod Inches
16’ Aluminum Rod Tenths
16’ Aluminum Rod Inches

Alum D.E. Rod Bold Face
Alum D.E. Laser Rod Bold Face
Ash/Al D.E. Laser Rod Bold Face I
Ash/Al D.E. Laser Rod Bold Face T

ITEM#
0230
0231
0232
4378
0233
0234
0235
0236
0237
0238
0239
0240
0228
0229

0270
0271
0272
0273
0274
0275

0267
0268
0277
2994

Direct Elevation Rod


