
WOOD GRILLE CEILING & WALL SYSTEM 
FLEX BACKER GRILLE

PART 1 - GENERAL 
1.1 DESCRIPTION OF WORK

Work Included: Provide Norton Industries, Inc. Doweled Wood Grille Ceiling & Wall System where shown on Architectural Drawings, and as specified in this Specification.

1.2 SUBMITTALS
Product Data: Submit manufacturer’s data and installation instructions.
Shop Drawings: Submit shop drawings showing all areas involved, attachment conditions and perimeter conditions. AutoCAD files containing relevant information shall be provided at no charge to the manufacturer to facilitate timely and accurate drawings.
Submittal Samples: Submit representative samples of each material that is to be exposed in the finished work, showing the full range of color and finish variations.

1.3 QUALITY ASSURANCE
Manufacturing Standards: Norton Industries, Inc. Access Wood Ceiling system for this project shall maintain the quality as instituted by the Architect or A.W.I.
Design Criteria: Manufactured Access Wood Ceiling system shall be installed true and plumb to within manufacturing tolerance of 1/8” over 8’ long.
SOLID – Product Construction: Wood shall be kiln dried to 10-12%. Cracking, checking and warpage of members will not be acceptable. Finger joints and composite lamination will not be acceptable. 
VENEER OVER MDF CORE – Product Construction: The desired veneer shall be of Architectural Grade (Select Species Veneer, cut and match) with a clear satin finish (or custom stained). All visible sides shall have matching veneer or edge banding (or stained MDF core to match face).
Environmental Standards: When required the MDF and/or veneer used to produce the ceilings shall originate from well managed forests as certified by organizations accredited by the Forestry Stewardship Council. Manufacturer shall demonstrate compliance by providing a Chain of Custody (C.O.C.) Number.

1.4 DELIVERY, STORAGE, AND HANDLING
Material MUST be STORED and installed only in a secured ambient environment (humidity minimum 25%, maximum 55%, temperature range 60° to 80°).
Windows, doors and all wet work must be completed before unpacking and installation. Handle carefully to avoid damaging materials.

PART 2 - PRODUCTS 
2.1 ACCEPTABLE MANUFACTURERS
Norton Industries Incorporated. 1366 West 117th Street, Lakewood, Ohio. 888- 357-2345. www.nortonceilings.com.
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2.2 PRODUCT TYPE
Product Construction and Attachment: Norton Industries, Inc. Wood Grille Ceiling & Wall system shall be attached to 15/16” HD T-Bar Grid main runners’ 2’ o.c. minimum with additional support as required and/or per Norton Industries, Inc. manufacturing guidelines and specifications. Grille members to be attached to Norton Industries, Inc. Wood Grille Ceiling & Wall system flex backers. Backers to be constructed of .060” thick black resin with a standard size of 13” long by 2” wide. 9 backers to be used on each module, spaced 12” o.c. Each panel shall use standard wood screws to hang each module on the grid. Screws to be applied through backers between grille members and into 15/16” HD T-Bar main tees every 24” o.c.
Product Size: Standard module size is nominal 1’ x up to 8’. Grille members to be (5/8” to 1-1/2”) wide by (1-3/8” to 4”) deep.  Reveal size is to be (minimum 1/4”). Each module to contain a minimum of 2 plank members and a maximum of 12. Standard plank member size to be 5/8” wide x 1-3/8” deep with a 1-3/8” reveal (6 grille members per module).
Fire Rating: Class 1 (A) Fire Rating if required.
SOLID – Species: System shall consist of Norton Industries, Inc. (Select Wood Species). View Norton Industries Solid Wood Library
or
VENEER – Species and Grade: System shall consist of Norton Industries, Inc.  (Select Veneer Species) Architectural Ceiling Grade veneer. View Norton Industries Veneer Library
Finish: Finish shall utilize Norton Industries, Inc. 20% clear lacquer (or custom stained finish).

PART 3 - EXECUTION
3.1 INSTALLATION 
Norton Industries, Inc. Wood Grille Ceiling & Wall system in clear lacquer or custom stain finish shall be handled and installed with care in order to prevent surface damage. Field cutting shall be kept to a minimum and performed as recommended by manufacturer.
Suspension and Ceiling Layout: The contractor shall install the suspension and wood ceiling in accordance with the manufacturer’s installation instructions and shop drawings.
HVAC and Lighting Fixture Suspension: All HVAC and Light Fixtures must be independently supported form the wood ceiling.
Cleaning: After installation of the ceiling, all wood strips shall be cleaned and free of dust, dirt, fingerprints, etc.

3.2 WARRANTY
All materials supplied by Norton Industries, Inc. shall be guaranteed against defects by the manufacturer and the installing contractor for one year from date of shipment.

END OF SECTION
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