LIMITED WARRANTY

ALL MILTON PRODUCTS are manufactured to exacting standards, using the finest materials and are GUARANTEED AGAINST ALL DEFECTS IN MATERIALS AND/OR WORKMANSHIP for a period of one year after date of purchase. WITH PROPER CARE, THEY WILL PROVIDE LONG AND "TROUBLE-FREE" SERVICE.

If a user feels any Milton Product, which has not been abused or misused, has not given reasonable service, he (the user) may return that product, prepaid, to the factory. (UPS or Parcel Post Only).

Any product, which factory inspection reveals to be defective in materials and/or workmanship within the terms of our Limited Warranty, will be repaired or replaced, no charge, at our option. Repairable products, which inspection reveals to be abused, misused, or worn in service, and which are not considered expendable, will be reconditioned for a nominal service charge, and returned to the user.
The Milton No. 825 Remote Control Air Switch is an Air Operated Momentary Contact Electrical Controller. It will operate all Milton Remote Controlled Signals (Models 827 and 830) as well as Bells, Buzzers, Lights, etc. It will also operate Relays for industrial applications.

Electrical Rating
0 - 240 Volts AC or DC, 10 Amps

Standard Hook-Ups for Model 825

Optional
830 Chime

Remove Small Chime

Milton

Standard Bell Transformer

Primary
110 - 125 Volts AC

Secondary
10 Volts AC

Standard Doorbell or Buzzer

This is a pictorial wiring diagram to suggest various hook-up options and to show a typical circuit path. Any installation must be properly terminated and insulated and must conform to all applicable codes. Consult a qualified electrician.

Note: The center terminal on the terminal strip can be used as a convenient tie point if desired.

Important: The model 825 must always be mounted with the hose connector tube pointing straight down. Remove plastic cap before attaching hose.