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CIRCUIT OPERATION

The Cruise Control is powered by the 20 amp
Gauges Fuse and can be turned on when the Ignition
Switch is in the RUN or START position. The sys-
temis turned ON by energizing the solenoid valve in
the Regulator. Note that the Low Speed Switch in
the Regulator locks the entire Cruise Control
system out below 30 mph. Above 30 mph, the sys-
tem is turned ON when the driver pushes the
Engage Switch to the Engage position. The
Regulator Solenoid is held closed by the small cur-
rent that passes through the 40 ohm resistance wire
during Cruise. The system is turned OFF by (1)

COMPONENT LOCATION

GAUGES Fuse .
Engage Switch
Cll........
Cruise Release Switch .
Resistance Wire .
Regulator .

. .Fuse panel ...
Steering column
Near stop switch .
Top of brake pedal .
Front left fender innerskirt .
. .Left fender, near brake cylinder ..

depressing the brake pedal or (2) allowing vehicle
speed to fall below 30 mph while the Engage Switch
is held in Teim position, or (3) pushing the Engage
Switch to Trim position and then releasing the
switch quickly.

TROUBLESHOOTING

SPEED CONTROL DOESN'T ENGAGE

— Check Gauges Fuse.

— With Engage Switch partially depressed (posi-
tion B), check for voltage at Regulator in circuit
84.

— Check ground connection (blk wirc).

Figure
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Fig. 8A-70 — Gauges Fuse Location
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ENGAGE SWITCH POSITIONS

A — CRUISE
B — ENGAGE
C—TRIM

Fig. 8A-71 — Engage Switch
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ADJUST CRUISE RELEASE SWITCH
SO THAT ELECTRICAL CONTACT IS
MADE WHEN THE BRAKE PEDAL IS
'DEPRESSED FROM 0.25 TO 0.64 1N
FRONT ITS NORMAL POSITION

Fig. 8A-72 — Brake Pedal Bracket Valve, Connector G141,
Cruise Release Switch, and Fuse Panel
Location.
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Fig. 8A-74 — Cruise Control Wiring




