Quality Wholesale Window Coverings
Contract • Hospitality • Healthcare • Residentia

| Company: $\quad$ Contact Name: | Order Date: | PO\#: |
| :---: | :---: | :---: |
| Address: | City, State, Zip: |  |
| Phone: ${ }^{\text {Pax: }}$ | Fax: ${ }^{\text {a }}$ email: |  |
| Ship To (if different) Contact: | Ship To Phone: |  |
| Ship To Address: | Ship To City, State, Zip: |  |
| Order Information for assistance call Customer Service at 866-753-1113 or email us at customerservice@porterpreston.com |  |  |
| Total number of boards to be made with these exact specifications. Use another order form for boards with different specifications. | Qty: |  |
| Choose Mounting Board \& System Standard mounting board depths are $1 \frac{1}{2}$ " or $21 / 2^{\prime \prime}$. Shades weighing over 10 lbs . must use a $21 / 2$ " board with standard clutch system. Shades on a $11 / 2 "$ board will default to the slim clutch system. | Under 10 lbs . (2 spears): $11 / 2$ " Board $21 / 2 "$ Board | Over 10lbs (4 spears): $21 / 2$ " Board $31 / 2$ " Board |
| Exact Shade Dimensions (to closest 1/8") <br> Orders for boards wider than 168" or a height greater than 144 " are not accepted. We will not make any additional deductions. | Width (max. 168"): $\qquad$ <br> Height (max. 144"): $\qquad$ | Maximum Weight 30LBS |
| Wrap of Mounting Board Specify White, C.O.M.* or None *For C.O.M. send enough fabric to cover the board without piecing- \$14 surcharge per board. | $\square$ White $\quad \square$ C.O.M.* | _None |

ROLL DIRECTION $\square$\begin{tabular}{l}
Fabric Rolls \\
Off the back

$\quad$

Fabric Rolls \\
Off the front
\end{tabular}

| Select Child Safety System $\quad \square$ Safety Shroud $\quad \square$ Saf | Safety Ring Lock System |
| :---: | :---: |
| Clutch side | $\square$ Left $\quad \square$ Right |
| Cord Color Cords are used for shades less than 10lbs | $\square$ White cord $\square$ Vanilla cord |
| Chain Type and Color All shades over 10 lbs . require metal or white plastic bead chain. | $\square$ Metal  <br> $\square$ $\square$ White Plastic <br> Upgrade $\$ 12$ $\square$ NPS Chain Finish <br> No Charge No Charge |
| Upgraded Chain Finish | $\begin{array}{llllll} \begin{array}{l} \text { Standard Lengths } \\ \text { Chain Length } \end{array} & \square & \square & \square & \square & \square \\ 3^{\prime} & \square & 4^{\prime} & 5^{\prime} & 6^{\prime} \end{array}$ |

Indicate the Distance Between Columns of Rings
Your mounting board will be built according to the measurements you provide below:
Your sketch does not have to be to scale, but the numbers must be accurate to the nearest $1 / 8$ ". Draw vertical lines to show the columns of rings. Be sure to include every column, including those close to the edges of the board. The first two columns are sketched for you. Write the measurements to indicate the distance between each column of rings and the next. Measurements must be accurate to the nearest $1 / 8$ " we will not make any additional deductions.
CHECK THAT MEASURMENTS ADD UP TO THE EXACT SHADE WIDTH


Quality Wholesale Window Coverings
Contract • Hospitality • Healthcare • Residential
EXPRESSIVYOURS
workroom Traversing Shaft System


