
Engineering Excellence 
Forward’s U.S. engineers have 
over 29 years of combined                    
experience designing automotive 
lifts for service and repair shops. 
Forward’s philosophy is to own our 
designs rather than use someone 
else’s off the shelf product. 

Product Integrity 
21st century design tools allow us 
to create, control and validate our 
designs to ensure maximum perfor-
mance. Forward lifts are thoroughly 
tested to meet quality and durability 
standards. All product families are 
proof load tested to 1½ times rated 
capacity and rigorously cycle tested.
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ForwardForward

LIFT
®Engineered to perform... Built to last!

COMMERCIAL GRADE FOR LOW CEILINGS

9,000 
POUNDS
CAPACITY
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Forward Lift
996 Industrial Drive
Madison, IN 47250

BP9 Features:
• 9,000 lbs. capacity lift for facilities with low ceilings
• Secondary lock system includes a spring actuated

slack chain locking device
• Carriage latch system – engages every 3”
• Dual hydraulic cylinders w/chain
• Truck adapters included

*Optional 3-phase available.

Specifications BP9
Capacity 9,000 lbs.
Rise With Extensions 80-1/2”
Rise Without Extensions 72”
Overall Height 111-1/4”
Overall Width 138-1/2”
Drive Through Clearance 97-1/4”
Width Inside Column 111”
Arm Reach (Min./Max.) 30”/46-1/4”
Min. Adapter Height 4-1/2”
Drive-Over Height 1-1/2”
Voltage/Amps 208/230, 20 amps
Motor/Phase 2 HP/2 HP/1Ø*
Min. Ceiling Height 113” (9’-5”)
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