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Purpose
The Hampden Model H-RPT-1 Residential
Piping Trainer is designed to demonstrate a
series of modern waste flushing systems.

Description
The Hampden Model H-RPT-1 Residential
Piping Trainer consists of three modern
flushing system:

• Single Flush Flushometer
• Dual Flush Flushometer
• Pressure Assist Water Closet

All systems are plumbed and ready for use.
The unit incorporates a water supply tank
with pressure boosting system. 

Specifications

Bench— 
2” square mechanical steel tubing finished 
in gray enamel.  Provided with 4 swivel cast-
ers.  Bench top is 1” medite covered with 18
gauge stainless steel.  Mounted under the
bench is a supply tank, air compressor and
motor.

Rear Panel— 
14 gauge steel finished in gloss white enam-
el.  Mounted in the panel are the 3 flushing
systems.

Flushing System #1— 
• Single Flush Flushometer
• Recover Tank
• Ball Valve
• Water Volume 0.1 Gallon Flush

Flushing System #2— 
• Dual Flush Flushometer
• Recover Tank
• Ball Valve
• Water Volume HIGH 2.6 Gallon Flush
• Water Volume LOW 1.3 Gallon Flush

Model H-RPT-1 Residential Piping Trainer
Dimensions: 60" L x 30" W x 68"H

Shipping Weight: 764 lbs.

H-RPT-1
Residential Piping Trainer


