
AIR COUPLERS AND PLUGS700-1700-1800 Series
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 M-STYLE INDUSTRIAL INTERCHANGE SERIES 1/4” BASIC SIZE
 Milton M-Style “Kwik-change” couplers and plugs will interchange with all manufacturers who comply with the dimensional 
requirements of military specifi cation MIL-C-4109.

• M-Style coupler bodies are brass • Maximum temperature: 250° F
• M-Style plugs are case hardened steel, plated to resist rust • Air fl ow: 40 SCFM
• Maximum inlet pressure: 300 PSI • Seals: Buna-N

WARNING: COUPLERS IN THIS SECTION ARE FOR USE WITH SHOP AIR ONLY.
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 M-STYLE 1/4” COMBINATION COUPLER/PLUG 
& COUPLER KITS
 
   Part No. Contents
 711 / S 711 One #715 & one #727
 S 210  Two #715, eight #727 & two #728 (See page 8)
 S 211  One #715, three #727 & one #728 (See page 8)
 S 212  One #715, three #727 & three # 728 (See page 8)
 S 218  One #715, three #727, one #728 & one #99681-4 (See page 9)
 S 221  Three #716, one #727, & one #685-4 (See page 10)
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 M-STYLE COUPLERS
 
  Part No. Connection Description
 715 / S 715 1/4” NPT female Brass body, brass sleeve
 716 / S 716 1/4” NPT male Brass body, brass sleeve
 718 / S 718 3/8” NPT female Brass body, brass sleeve
 719 / S 719 3/8” NPT male Brass body, brass sleeve

 755 / S 755 1/4” NPT female Push type, steel sleeve, drag guard
 756 1/4” NPT male Push type, steel sleeve, drag guard
  713 1/4” NPT female Case hardened steel drag guard
 714 1/4” NPT male Case hardened steel drag guard
 717 1/4” hose barb Case hardened steel drag guard
 717-6 3/8” hose barb Case hardened steel drag guard

 1717-4 1/4” push on &  Case hardened steel drag guard
  lock hose barb 
 1717-6 3/8” push on &  Case hardened steel drag guard
  lock hose barb 
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 M-STYLE PLUGS
 
   Part No. Connection Note
 726 1/8” NPT male
 729 1/8” NPT female
 727 / S 727 1/4” NPT male 2/cd
 728 / S 728 1/4” NPT female 2/cd
 731 .305-32 female re-cap
 732 / S 732 3/8” NPT female 2/cd
 733 / S 733 3/8” NPT male 2/cd
 736 1/4” hose barb
 736-6 3/8” hose barb 
 1736-4 1/4” push on & lock hose barb
 1736-6 3/8” push on & lock hose barb

 Replacement parts M-Style:
 701 M-Style Coupler Repair Kit
 768 M-Style Synthetic Washer
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