
APPLICATIONS
Armored mini-split cable can be installed without the 
use of conduit and may be installed indoors or outside 
in wet locations

CONSTRUCTION
Standard bare copper THHN/THWN conductors with 
PVC insulation and Nylon jacket cabled together with an 
aluminum interlocking armor applied over the assembly.  
�$���P�R�L�V�W�X�U�H���D�Q�G���V�X�Q�O�L�J�K�W���U�H�V�L�V�W�D�Q�W���D�Q�G���Á�D�P�H���U�H�W�D�U�G�D�Q�W��
jacket is applied over the armor.

STANDARDS
ASTM B3, B787
UL Spec No. 1569
Sunlight Resistant
Direct Burial
Rated for CT use
RoHS Compliant
The National Electrical Code /NFPA70

SPECIFICATIONS

JMF COMPANY IS YOUR CONSOLIDATING SOURCE FOR���F�R�S�S�H�U���W�X�E�L�Q�J�����O�L�Q�H���V�H�W�V�����F�R�S�S�H�U���À�W�W�L�Q�J�V�����S�X�V�K���W�R���À�W�����S�H�[�����E�D�O�O���Y�D�O�Y�H�V�����J�D�V���Y�D�O�Y�H�V�����S�O�X�P�E�L�Q�J���Y�D�O�Y�H�V�����P�D�O�O�H�D�E�O�H���À�W�W�L�Q�J�V����
�V�W�H�H�O���Q�L�S�S�O�H�V�����S�O�D�V�W�L�F���À�W�W�L�Q�J�V�����E�U�D�V�V���W�K�U�H�D�G�H�G�����E�U�D�V�V���Q�L�S�S�O�H�V�����Á�D�U�H���	���F�R�P�S�U�H�V�V�L�R�Q�����J�D�V���F�R�Q�Q�H�F�W�R�U�V�����Z�D�W�H�U���F�R�Q�Q�H�F�W�R�U�V�����D�S�S�O�L�D�Q�F�H���N�L�W�V�����F�R�U�G���V�H�W�V���D�Q�G���0�2�5�(��

EZ-IN   WIRE®

�(�=���,�1���:�L�U�H���L�Q���W�K�H�������������Z�L�U�H���F�R�Q�À�J�X�U�D�W�L�R�Q��

JMF OFFERS MORE LINE SET PRODUCT 
OPTIONS THAN ANYONE IN THE INDUSTRY.

JMF OFFERS MORE LINE SET PRODUCT 
OPTIONS THAN ANYONE IN THE INDUSTRY.
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APPLICATIONS
Ductless mini-split systems. VRF commercial systems. 
Split system (A/C & Heat Pump).

SPECIAL FEATURES
�‡���0�H�H�W�V���$�6�7�0���(�������I�R�U���V�P�R�N�H���D�Q�G���À�U�H����������������
�‡���6�X�S�H�U�L�R�U���W�H�D�U���U�H�V�L�V�W�D�Q�F�H
�‡���5�X�J�J�H�G�����D�Q�W�L���W�H�D�U���H�[�W�H�U�L�R�U���D�O�O�R�Z�V���I�R�U���H�D�V�L�H�U���L�Q�V�W�D�O�O�D�W�L�R�Q��
�������R�I���W�K�H���O�L�Q�H���V�H�W
�‡���8�9���5�H�V�L�V�W�D�Q�W
�‡���5���������$���$�S�S�U�R�Y�H�G
�‡���,�Q�V�X�O�D�W�L�R�Q���L�V���P�D�U�N�H�G���H�Y�H�U�\���I�R�R�W
�‡���3�D�L�Q�W�D�E�O�H

TECHNICAL SPECIFICATIONS
Copper Tubing: ���&�R�P�P�H�U�F�L�D�O���*�U�D�G�H���5�H�I�U�L�J�H�U�D�W�L�R�Q���7�X�E�L�Q�J

Copper: �1�R�����&���������������'�+�3�����3�K�R�V�S�K�R�U�R�X�V���G�H�R�[�L�G�L�]�H�G�����K�L�J�K��
�U�H�V�L�G�X�D�O���S�K�R�V�S�K�R�U�R�X�V��

Low-density Polyethylene Foam: ���&�O�R�V�H�G���F�H�O�O�V
�I�R�D�P�����&�)�&���D�Q�G���+�&�)�&���J�D�V���I�U�H�H

Insulation: ���$�F�F�R�U�G�L�Q�J���W�R���$�6�7�0���(������������

Working Temperature: ���0�H�H�W�V���H�[�F�H�H�G�V���$�6�7�0���&����������������

Surface Burning Characteristics: ���8�/�������+�%�7����
�8�/�������������$�6�7�0���(�������������������������Á�D�P�H���D�Q�G���V�S�U�H�D�G���L�Q�G�H�[���O�H�V�V
�W�K�D�Q���������D�Q�G���V�P�R�N�H���G�H�Y�H�O�R�S�P�H�Q�W���L�Q�G�H�[���O�H�V�V���W�K�D�Q���������D�V��
�W�H�V�W�H�G���D�F�F�R�U�G�L�Q�J���W�R���8�/����������

Wall Thickness: �������µ���	���������µ

EZ-Pull - Insulation �����:�K�L�W�H���+�D�U�G���6�K�H�O�O����
�����'�X�F�W�O�H�V�V�����������µ�����������������µ
�����3�O�D�L�Q���(�Q�G���������µ�����������������µ��
�����,�Q�V�X�O�D�W�H�G���&�R�S�S�H�U���7�X�E�H�����������µ�����������������µ
�����������������/�H�Q�J�W�K�V�����������·�������������·���D�Q�G���������·���F�R�L�O�V 

INSULATION R VALUES 
�������µ���:�D�O�O�������5��������
�������µ���:�D�O�O�������5��������

�
�5�������9�D�O�X�H���F�D�O�F�X�O�D�W�L�R�Q���X�V�L�Q�J���D���.���)�D�F�W�R�U���R�I������������
�%�7�8���L�Q���K�U���I�W�����������)���#�������ž�)���������ž�&���P�H�D�Q���W�H�P�S��
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�V�W�H�H�O���Q�L�S�S�O�H�V�����S�O�D�V�W�L�F���À�W�W�L�Q�J�V�����E�U�D�V�V���W�K�U�H�D�G�H�G�����E�U�D�V�V���Q�L�S�S�O�H�V�����Á�D�U�H���	���F�R�P�S�U�H�V�V�L�R�Q�����J�D�V���F�R�Q�Q�H�F�W�R�U�V�����Z�D�W�H�U���F�R�Q�Q�H�F�W�R�U�V�����D�S�S�O�L�D�Q�F�H���N�L�W�V�����F�R�U�G���V�H�W�V���D�Q�G���0�2�5�(��

EZ-Pull   Line Sets®

EZ-PULL line sets can be ordered with Flare Nuts (above) 
or Plain End (below)

JMF OFFERS MORE LINE SET PRODUCT 
OPTIONS THAN ANYONE IN THE INDUSTRY.

JMF OFFERS MORE LINE SET PRODUCT 
OPTIONS THAN ANYONE IN THE INDUSTRY.
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APPLICATIONS
Ductless mini-split systems. VRF commercial systems. 
Split system (A/C & Heat Pump).

SPECIAL FEATURES
�‡���0�H�H�W�V���$�6�7�0���(�������I�R�U���V�P�R�N�H���D�Q�G���À�U�H����������������
�‡���6�X�S�H�U�L�R�U���W�H�D�U���U�H�V�L�V�W�D�Q�F�H
�‡���5�X�J�J�H�G�����D�Q�W�L���W�H�D�U���H�[�W�H�U�L�R�U���D�O�O�R�Z�V���I�R�U���H�D�V�L�H�U���L�Q�V�W�D�O�O�D�W�L�R�Q��
�������R�I���W�K�H���O�L�Q�H���V�H�W
�‡���8�9���5�H�V�L�V�W�D�Q�W
�‡���5���������$���$�S�S�U�R�Y�H�G
�‡���,�Q�V�X�O�D�W�L�R�Q���L�V���P�D�U�N�H�G���H�Y�H�U�\���I�R�R�W
�‡���3�D�L�Q�W�D�E�O�H

TECHNICAL SPECIFICATIONS
Copper Tubing: ���&�R�P�P�H�U�F�L�D�O���*�U�D�G�H���5�H�I�U�L�G�J�H�U�D�W�L�R�Q���7�X�E�L�Q�J

Copper: �1�R�����&���������������'�+�3�����3�K�R�V�S�K�R�U�R�X�V���G�H�R�[�L�G�L�]�H�G�����K�L�J�K��
�U�H�V�L�G�X�D�O���S�K�R�V�S�K�R�U�R�X�V��

Low-density Polyethylene Foam: ���&�O�R�V�H�G���F�H�O�O�V
�I�R�D�P�����&�)�&���D�Q�G���+�&�)�&���J�D�V���I�U�H�H

Insulation: ���$�F�F�R�U�G�L�Q�J���W�R���$�6�7�0���(������������

Working Temperature: ���0�H�H�W�V���H�[�F�H�H�G�V���$�6�7�0���&����������������

Surface Burning Characteristics: ���8�/�������+�%�7����
�8�/�������������$�6�7�0���(�������������������������Á�D�P�H���D�Q�G���V�S�U�H�D�G���L�Q�G�H�[���O�H�V�V
�W�K�D�Q���������D�Q�G���V�P�R�N�H���G�H�Y�H�O�R�S�P�H�Q�W���L�Q�G�H�[���O�H�V�V���W�K�D�Q���������D�V��
�W�H�V�W�H�G���D�F�F�R�U�G�L�Q�J���W�R���8�/����������

Wall Thickness: �������µ���	���������µ

Twin Tube EZ-Pull - Insulation �����:�K�L�W�H���+�D�U�G���6�K�H�O�O����
�����'�X�F�W�O�H�V�V�����������µ�������������µ�����������µ���R�U���������µ���D�Q�G
�������µ�������������µ

 
INSULATION R VALUES 
�������µ���:�D�O�O�������5��������
�������µ���:�D�O�O�������5��������

�
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�V�W�H�H�O���Q�L�S�S�O�H�V�����S�O�D�V�W�L�F���À�W�W�L�Q�J�V�����E�U�D�V�V���W�K�U�H�D�G�H�G�����E�U�D�V�V���Q�L�S�S�O�H�V�����Á�D�U�H���	���F�R�P�S�U�H�V�V�L�R�Q�����J�D�V���F�R�Q�Q�H�F�W�R�U�V�����Z�D�W�H�U���F�R�Q�Q�H�F�W�R�U�V�����D�S�S�O�L�D�Q�F�H���N�L�W�V�����F�R�U�G���V�H�W�V���D�Q�G���0�2�5�(��

Twin-Tube EZ-Pull  Line Sets®  

EZ-PULL line sets can be ordered with Flare Nuts (above) 
or Plain End

JMF OFFERS MORE LINE SET PRODUCT 
OPTIONS THAN ANYONE IN THE INDUSTRY.

JMF OFFERS MORE LINE SET PRODUCT 
OPTIONS THAN ANYONE IN THE INDUSTRY.
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JMF COMPANY OFFERS THE MOST LINE SET 
PRODUCT OPTIONS IN THE HVAC INDUSTRY

LINE  SETS

JMF COMPANY IS YOUR CONSOLIDATING SOURCE FOR���F�R�S�S�H�U���W�X�E�L�Q�J�����O�L�Q�H���V�H�W�V�����F�R�S�S�H�U���À�W�W�L�Q�J�V�����S�X�V�K���W�R���À�W�����S�H�[����
�E�D�O�O���Y�D�O�Y�H�V�����J�D�V���Y�D�O�Y�H�V�����S�O�X�P�E�L�Q�J���Y�D�O�Y�H�V�����P�D�O�O�H�D�E�O�H���À�W�W�L�Q�J�V�����V�W�H�H�O���Q�L�S�S�O�H�V�����S�O�D�V�W�L�F���À�W�W�L�Q�J�V�����E�U�D�V�V���W�K�U�H�D�G�H�G�����E�U�D�V�V��

�Q�L�S�S�O�H�V�����Á�D�U�H���	���F�R�P�S�U�H�V�V�L�R�Q�����J�D�V���F�R�Q�Q�H�F�W�R�U�V�����Z�D�W�H�U���F�R�Q�Q�H�F�W�R�U�V�����D�S�S�O�L�D�Q�F�H���N�L�W�V�����F�R�U�G���V�H�W�V���D�Q�G���0�2�5�(��
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LINE SET QUALITY
W�L���\�Z�L���[�O�L���O�P�N�O�L�Z�[���X�\�H�S�P�[�`���J�V�W�W�L�Y���[�\�I�P�U�N���H�U�K���P�U�Z�\�S�H�[�P�V�U���P�U���[�O�L���T�H�Y�R�L�[���[�V�K�H� �̀������6�\�Y���3�P�U�L���:�L�[�Z���H�Y�L���º�Ä�[�[�P�U�N���[�L�Z�[�L�K�»���H�U�K��
�J�L�Y�[�P�Ä�L�K���[�V���Z�W�L�J�P�Ä�J�H�[�P�V�U�������>�L���J�H�U���M�\�S�Ä�S�S���H�U�`���V�M���`�V�\�Y���3�P�U�L���:�L�[���U�L�L�K�Z������

MATERIALS
COPPER TUBING�������;�O�L���K�L�Z�P�N�U�H�[�P�V�U���P�Z���H�S�S�V�`���<�5�:���������������H�U�K���Y�L�M�L�Y�Y�L�K���[�V���H�Z���+�/�7�������;�O�L���+�/�7���Z�[�H�U�K�Z���M�V�Y���H���W�O�V�Z�W�O�V�Y�\�Z��
�K�L�V�_�P�K�P�a�L�K���J�V�W�W�L�Y���^�P�[�O���H���O�P�N�O���Y�L�Z�P�K�\�H�S���W�O�V�Z�W�O�V�Y�V�\�Z���Y�H�U�N�L���V�M���������������[�V�����������������;�O�L���J�V�W�W�L�Y���J�V�U�[�L�U�[���P�Z��� � ��� �����J�V�W�W�L�Y������
�;�O�L���[�\�I�P�U�N���P�Z���M�\�S�S�`���H�U�U�L�H�S�L�K���[�V���[�O�L���Z�V�M�[���[�L�T�W�L�Y���K�L�Z�P�N�U�H�[�P�V�U���V�M���������������(�S�S���J�V�W�W�L�Y���[�\�I�L���P�Z���U�P�[�Y�V�N�L�U���W�\�Y�N�L�K���H�U�K���J�H�W�W�L�K��

THERMOSTAT WIRE�������;�O�L���[�O�L�Y�T�V�Z�[�H�[���^�P�Y�L���J�H�U���I�L���V�Y�K�L�Y�L�K���[�V���T�L�L�[���`�V�\�Y���Z�W�L�J�P�Ä�J�H�[�P�V�U�Z�����H�Z���H���W�H�Y�[���V�M���V�\�Y���M�\�S�S�`��
�H�Z�Z�L�T�I�S�L�K���S�P�U�L���Z�L�[�Z�������-�V�Y���P�U�Z�[�H�S�S�H�[�P�V�U���W�\�Y�W�V�Z�L�Z�����L�H�J�O���L�U�K���P�U�J�S�\�K�L�Z���Z�P�_���L�_�[�Y�H���M�L�L�[���V�M���^�P�Y�L��
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THE SUPERIOR ADVANTAGES OF JMF LINE SETS
SUPERIOR JMF LINE SET ADVANTAGES:
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PLAIN END
510 standard combinations 
of plain end line sets that 
differ by liquid line size, 
suction line size, insulation 
and lengths.  Insulation is 
offered in either Standard 
Black Rubber insulation with 
wall thickness of 3/8”, 1/2”, 
3/4”, or 1” or EZ-PULL® 
White Polyethylene hard shell 
insulation with wall thickness 
of 1/2” or 3/4”.  Plain end 
line sets are offered with 
either straight ends or 90 
degree bend on one end of 
the suction line.  Plain End 
line sets are offered in lengths 
from 10’-100’ in 5 
foot increments.

®

FULLY ASSEMBLED & CUSTOM

LINE SET PRODUCTS

®INSULATED COPPER TUBE
20 standard combinations 
of insulated copper tube 
that differ by copper tube 
size, insulation and lengths.  
Insulation is offered in 
either Standard Black 
Rubber insulation with wall 
thickness of 3/8”, 1/2”, 3/4”, 
or 1” or EZ-PULL® White 
Polyethylene hard shell 
insulation with wall thickness 
of 1/2” or 3/4”.  Insulated 
copper tube is offered with 
straight ends, 90 degree bend 
�R�Q���R�Q�H���H�Q�G�����R�U���Á�D�U�H���Q�X�W�V���R�Q��
both ends.  Insulated Copper 
tube is offered in lengths from 
10’-100’ in 5 foot increments 
or in a 164’ coil.

DUCTLESS (MINI SPLITS)
72 standard combinations 
of line sets that differ by 
liquid line size, suction 
line size, insulation and 
lengths. Insulation is offered 
in either Standard Black 
Rubber insulation (twin tube 
�F�R�Q�À�J�X�U�D�W�L�R�Q���D�Y�D�L�O�D�E�O�H����
with wall thickness of 3/8”, 
1/2”, 3/4”, or 1” or EZ-
PULL® White Polyethylene 
hard shell insulation with 
wall thickness of 1/2” or 
3/4”.  Ductless line sets are 
offered with both the liquid 
and suction lines insulated, 
�Á�D�U�H���Q�X�W�V���R�Q���D�O�O���H�Q�G�V���R�U��
straight plain ends.  JMF 
�R�I�I�H�U�V���S�R�Z�H�U���Z�L�U�H�����(�=���,�1�����L�Q��
�D�O�O���F�R�Q�À�J�X�U�D�W�L�R�Q�V���U�H�T�X�L�U�H�G���E�\��
mini-split manufacturers and 
to meet local/national codes.       
Ductless line sets are offered 
in lengths from 10’-100’ in 5 
foot increments.  

510 standard combinations 
of fully assembled line sets 
that differ by liquid line size, 
suction line sizes and lengths.  
As an option, our line sets can 
be ordered fully assembled 
with the suction line, liquid 
line, and thermostat wire 
connected as a one piece 
unit or with the liquid line 
and suction line connected 
without wire as a one piece 
unit.  Insulation is offered in 
either Standard Black Rubber 
insulation with wall thickness 
of 3/8”, 1/2”, 3/4”, or 1” or 
EZ-PULL® White Polyethylene 
hard shell insulation with wall 
thickness of 1/2” or 3/4”.  
Fully assembled line sets are 
offered with either straight 
ends or 90 degree bend on one 
end of the suction line.  Fully 
assembled line sets are offered 
in lengths from 10’-100’ in 5 
foot increments. 

THE EZ-PULL   ADVANTAGE 
JMF Line Sets are available with our unique EZ-PULL® Tear Resistant 
Insulation (left).  This high-quality insulation has a tough, polyethylene 
outer layer which helps to protect the line set from accidental tears, 
cuts, or abrasions that could affect insulating and condensation control 
performance.
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EZ-IN WIRE 
Armored mini-split cable can be 
installed without the 
use of conduit and may be 
installed indoors, outside or
in wet locations.  EZ-IN WIRE® 
is constructed from standard bare 
copper THHN/THWN conductors 
with PVC insulation and Nylon 
jacket cabled together with an 
aluminum interlocking armor 
�D�S�S�O�L�H�G���R�Y�H�U���W�K�H���D�V�V�H�P�E�O�\������
A moisture and sunlight resistant 
�D�Q�G���Á�D�P�H���U�H�W�D�U�G�D�Q�W���M�D�F�N�H�W���L�V��
�D�S�S�O�L�H�G���R�Y�H�U���W�K�H���D�U�P�R�U��

®

CUSTOMER SPECIFIED PACKAGING OPTIONS
JMF Company provides our customers with the 
convenient option to choose their packaging type on line 
�Z�L�[���V�Y�K�L�Y�Z�������0�U�K�P�]�P�K�\�H�S���S�P�U�L���Z�L�[�Z���J�H�U���I�L���Z�O�P�W�W�L�K���P�U���Å�H�[��
packs or strong corrugated master carton boxes.   


